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The complex optical index refraction of an iron �II� spin-crossover coordination polymer is
measured in the Terahertz frequency range by Terahertz time-domain spectroscopy �THz-TDS�. By
scanning the temperature from 288 to 333 K, we have recorded the evolution of the THz spectrum
within the low spin - high spin thermal hysteresis loop. We were able to simultaneously infer the
refractive index and absorption variations. The low spin-high spin transition has a marked spectral
signature in the millimeter wavelength. In the 0.1–0.6 THz frequency range, the variation of real and
imaginary part of the index of refraction is 6% and 20%, respectively. A marked absorption is
observed above 500 GHz. The THz-TDS provides a clear direct fingerprint of this class of materials,
which are interestingly potential candidates for optical data storage and processing devices. © 2005
American Institute of Physics. �DOI: 10.1063/1.2143123�
The ability of spin crossover �SCO� materials to change
their magnetic, structural, and optical properties stimulated
by pressure, temperature, or light has led to increasing
interest.1 Their potential use in technological applications
such as molecular switches, data displays, data storage de-
vices, and more recently as intelligent contrast agents for
magnetic resonance imaging are particularly important.2–4

In this context, one of the most promising example is
certainly offered by iron �II� SCO materials, which exhibit a
change of the spin state from a paramagnetic high spin state
�HS, S=2� to a diamagnetic low spin state �LS, S=0�. In
some peculiar conditions, when the interaction between the
metal center is strong, as in the case of polymeric coordina-
tion iron �II� complexes, the spin state modification on a
macroscopic scale is a first-order phase transition accompa-
nied by a thermal hysteresis behavior and the given material
possesses a memory property to the compounds.2 In fact, the
phase transition results in a drastic change of numerous prop-
erties of the material, such as the absorption spectrum, the
magnetic response and the dielectric constant for example.
However, to clearly foresee the potential industrial develop-
ments of these compounds, it is necessary to qualitatively
and quantitatively characterize the optical and dielectric
properties. In this situation, noninvasive methods such as
optical and spectroscopic techniques are of particular inter-
est, especially in the far infrared where collective behaviors
are revealed. For instance, one may wonder how these prom-
ising compounds could behave in the 0.1–2 THz spectral
range. Terahertz technique has undergone remarkable devel-
opment in, e.g., THz imaging,5,6 biomedical media
analysis,7,8 and time domain far-infrared spectroscopy.9 Fur-
thermore, time resolved experiments are now mature with
optical pump-terahertz probe spectroscopy.10–13 Unfortu-
nately, most of the optical properties of SCO materials in the
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far infrared region are still missing and deserve further
analysis. Our main motivation is then to supply experimental
data at Terahertz wavelengths.

In this article, we fully characterize the optical constants
in the THz range of a well-known iron �II� complex, the
�Fe�NH2-trz�3�Br2·H2O with NH2-trz=1,2,4-aminotriazole,
which displays a thermal hysteresis at room temperature.14

The Terahertz time domain spectroscopy experiment can be
used to demonstrate that the evolution of the molecular spin
transition can be followed recording the real and imaginary
part of the refraction index within the hysteresis loop in the
0.1–2 THz frequency range.15–17

To carry the THz experiments, we have selected the
�Fe�NH2-trz�3�Br2•H2O complex. The synthesis and spin-
crossover properties have been already published.14,18 In Fig.
1�a� we report the evolution of the reflectivity signal re-
corded at 530±50 nm which shows the thermal spin transi-
tion at T1/2↓ =294 K on the cooling mode and at T1/2↑
=313 K on the warming mode. It presents a hysteresis loop
of 20 K at room temperature. This complex, in powder form,
is then inserted for the THz experiments in a 2 mm thick
quartz cell. A microscopic analysis of the powder showed
that the typical area of the particles is few �m2. The cell
temperature is monitored and controlled using a Shimaden
SR 25 proportional integral differential �PID� controller
which has a temperature stability of �100 mK.15 Finally, the
sample is mounted on a three-dimensional �3D� stage and
precisely placed into the THz interaction region and we have
also checked the invariable dielectric response of the sample
while translating the interaction area along the tested cell. To
subtract the contribution of the empty cell, we measured its
index by THz-TDS on the 294–333 K temperature range. It
was found constant in the whole temperature range.

Figure 2 shows a series of averaged time domain spectra
obtained at different temperatures of the sample on the cool-
ing and warming mode. On this figure, we have also reported

the large THz reference signal measured when the cell is
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removed. Data reported have a shifted coordinate for clarity
purpose. The measurements were performed varying the
temperature by 0.5 K. We clearly observe a positive or nega-
tive temporal phase shift when the sample is warmed or
cooled, respectively. As shown on Fig. 1�a� known for this
iron �II� complex, a drastic change of the color occurs with
the change of the temperature. When the cell is heated in
such way that all iron �II� metal ions behave into the HS
electronic configuration and the sample is white, while at
low temperature, i.e., in the LS situation, the material is pink.

The THz detection system we used makes it possible to
measure the temporal profile of the electric field of the THz
pulses and, therefore, to recover the complex index of refrac-
tion of the studied sample on a 0.1–2 THz range. The method
implies to perform two measurements. We first record a ref-
erence waveform Eref�t� without the sample and then a signal

FIG. 1. �a� Thermal hysteresis loop detected optically by following the
change of the reflectivity spectra at 530±50 nm. �b� Experimental data mea-
sured by THZ-TDS at 300 GHz.

FIG. 2. Measured temporal spectra of original THz wave form and trans-
mitted THz wave form through the cell at different temperature 293 and

323 K.
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waveform Es�t� with the sample. The Fourier components of
the two signals are obtained through a fast Fourier transform
�FFT� and define the complex transmission function of the
sample:

T��� =
Es���
Eref��� . �1�

In the case of a homogeneous sample, the complex re-
fractive index N=n+ i� is related to the complex transmis-
sion function provided. The frequency-dependent complex
dielectric constant of the sample is obtained by computing
the complex ratio of the output amplitude spectrum to the
input of the reference spectrum. In fact, a major advantage of
this technique is that it does not require performing any
Kramers-Kronig analysis. Indeed, the experiment by itself
gives direct access to the frequency characteristics of the
electric field �amplitude and phase�. The internal reflections
of the sample are taken into account in the analytical expres-
sion of the transfer function, which is then numerically
solved. This problem constitutes two equations for the real
parameters n and �. As a result, one obtains without any
ambiguity19 the complex dielectric function of the sample in
the entire spectral range transmitted by the THz pulse. The
refractive index n mainly depends on the phase of the trans-
mission function and was principally deduced from the phase
shift due to the propagation of THz radiation. Hence the
calculated refractive index is strongly affected by unavoid-
able errors in the determination of the cell thickness and
refractive index. However, as the phase of the electric field is
measured with a high accuracy, the absolute value of n can
be precisely determined. Typically, the maximum uncertainty
in optical data extraction is evaluated to be about 5% for an
error of 10% in the sample thickness.20

Figure 3 shows the Fourier transformed amplitude of the
THz pulse with and without the sample at room temperature.
These data indicate the maximum THz frequency range cov-
ered by our setup �around 2 THz� and clearly reveal the
qualitative absorption of the studied sample in the THz
range. Though we were aware that water vapor has a well-
known spectrum fingerprint �i.e., the clear spectral dip in the
reference signal in Fig. 3�, which is due to 1.3 m free air
propagation of the THz beam. However, our apparatus can
be easily enclosed in water free environment. In Fig. 3, one
can easily note that a strong absorption in the studied sample
occurs in the sample between 500 GHz and 2 THz. Then the
water absorption influence during the air propagation is mi-
nor. The maximum of the transmission is around 220 GHz.
The straightforward conclusion is that this sample can be
used as a stop-band material in the high THz frequency

FIG. 3. Fourier transform of reference and sample signals.
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range. However, our data raise number of important prob-
lems regarding, for instance, the mechanisms responsible for
the high absorption coefficient of these samples. They will be
discussed and published elsewhere. Let us now focus our
attention on the properties of the complex in the low THz
frequency range. In Fig. 4, we have reported the evolution of
the optical index between 0.1 and 0.6 THz. At room tempera-
ture, the real part of the index of refraction is almost monoto-
nous and is about n=1.57. We have checked that the index is
almost constant in the whole cell and does not depend on the
position of the THz pulse within the cell. In Fig. 4, we also
report the evolution of the absorption coefficient in the HS
state �T=293 K� and LS state �T=323 K� between 100 and
600 GHz. The maximum index change �n�0.09 corre-
sponds to �n /n�6% index variation. This very high distin-
guishable variation along the entire bandwidth is a welcome
feature for optical applications of this polymer. Concerning
the absorption variation, we found that the absorption coef-
ficient � evolves as f1.8 where f is the frequency. In agree-
ment with other reported data,21 this almost quadratic varia-
tion may reflect the superposition of many Lorentzian tails of
several strong atomic oscillators well below resonant fre-
quency �data are given for f �600 GHz�.

Finally in Fig. 1�b�, we show the evolution of �n
=�nS�T�−�nLS �the difference of the optical index of the
sample nS at T investigated high state minus the optical in-
dex in LS� as a function of the temperature for 220 GHz.
This frequency corresponds to the largest THz electric field
transmitted by the sample. The data uncertainties are evalu-
ated to be ±0.002. Beside its slightly larger amplitude, the
�n variations in the THz range follow the reflectivity
changes recorded in the visible �Fig. 1�a�� with a thermal
hysteresis about 20 K wide. Moreover and as expected, we
note that the temperature width of the hysteresis loop is in-
dependent of the scanned frequency range. The origin of
these variations of the dielectric function of SCO compounds
is supposed to result from the spontaneous distortion of the
coordination sphere of the metal center. In fact, upon the spin
crossover phenomenon, an important variation of the metal-
ligand bond lengths occurs. It is induced by the deformation
of the electronic molecular orbital between the LS and HS
states. Therefore, the local electrical dipoles in the material
must be different in both spin states, leading to a meaningful
change in the permittivity of the material upon spin

22

FIG. 4. Index and absorption data at 293 and 323 K.
crossover.
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In conclusion, we have shown that the THz-TDs tech-
nique can be efficiently used to quantitatively characterize
the far infrared refractive index variations of SCO com-
pounds. From the fundamental point of view, this dielectric
hysteresis property is actually the first effective means indi-
cating the potential use of spin crossover materials in elec-
tronic devices up to 500 GHz. These results provide new
opportunities to read out optical information in the THz do-
main. Furthermore, these compounds offer many prospects
for optical switches, which can be performed by the so-called
direct or reverse-LIESST effect �light-induced excited-spin
state trapping�. This phenomenon is attractive as it combines
a low addressing power �about 5 mW/cm2�, a short address-
ing time �femtosecond scale, the spin transition being purely
electronic in nature�, a perfect reproducibility over succes-
sive cycles, even in a solid matrix and an optical reversibil-
ity, since the low-spin→high-spin transition can be induced
with a green light, while the reverse LS-HS state conversion
can be addressed with a red light.
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