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INTRODUCTION

Zirconium and zirconium alloys are commonly used for structural components and fuel cladding in nuclear power reactors for their very low thermal neutron capture cross-section, as well as for tanks used in the reprocessing of fuel elements, because of their high chemical resistance to nitric acid between 300 and 500 K. In both cases, a good knowledge of their mechanical behaviour is needed too in order to im prove the forming processes and the prediction of the structures lifetime; so, damage mechanisms have to be identifi ed and their dependency on metallurgical and mechanical material parameters must be well known.

Paradoxically, rather a small amount of work has been done up to now in view of the identifi cation of the damage mechanisms of zirconium. Published results indicate only that fracture at room tempera ture and above is of the ductile type; tensile tests show that it follows necking and that the fracture surface has a dimpled appearance. Nevertheless, damage nucleation may be analysed by referring to results obtained on titanium, which presents some simi-larities with IX-zirconium, due to a similar electronic structure [I]: especially, from a study on a commer cially produced titanium, Donoso et al. [START_REF] Donoso | Proc. 2nd In t. Conj on Mechanical Behavior of Materials (ICM-2), Special[END_REF] suggest that voids nucleate at grain boundary triple points or at grain boundaries, but they do not give an interpret ation of this phenomenon and the possible role of precipitates or inclusions on such a void nucleation on the grain boundaries remains an open question.

The aim of this study is to get a better understand ing of the damage behaviour of IX-zirconium poly crystals at room temperature, excluding final failure analysis. Keeping in mind the use of zirconium rolled sheets for fuel reprocessing tanks, we investigate the infl uence of the crystallographic texture on ductile cavitation and the role of precipitates in this process. In addition, since materials with coarsened grains have been used for an easier identifi cation of the damage mechanisms, the influence of grain size has been checked too. Finally, a model taking these effects into account is proposed and compared to experimental evidences based on micrographic observations and use of the E.B.S.D. (Electron Back-Scattering Diffraction) technique. 

EXPERIMENTAL PROCEDURE

The material under investigation is a commercial IX-zirconium product (coded as Zr-702), received as cold-rolled 8 mm thick sheets. The chemical analy sis is given in Table 1. The average grain size of the as-received material is about 15 µm (measured as a mean linear intercept). In addition, part of the studied material has been thermomechanically treated (3% strain followed by 5 h heating at 710 °C), in order to coarsen the grains up to about 100 µm.

At room temperature, zirconium exhibits a hexag onal close-packed crystal structure, with a c /a ratio of 1.593 (i.e. a slight compression in the ( 0001 24 V, to reveal grain boundaries; then a chemical polishing is performed for revealing precipitates (with a solution of 12% nitric, 65% glycerol and 23% fluorhydric acids). These techniques allow the obser vation of precipitates of a micronic size. Most of them form platelets parallel to the rolling plane, distributed randomly with respect to the grain boundaries. The E.D.S. technique reveals iron, nickel and chromium, according to the general formulae Zr 2 (Ni, Fe) and Zr(Cr, Fe) 2 [START_REF] Chemelle | [END_REF]. Due to the low solubility of these addition elements, the precipitation state is not modifi ed by the heat treatment used for the grain coarsening.

Tensile tests are performed at room temperature on an Instron machine at 2.8 x 10-4 s-1 strain rate along (R.D.) and (T.D.). The mechanical characteristics are given in Table 2. For different strain levels, the tested samples are cut parallel to their axis, prepared as depicted hereabove and examined under a Scanning Electron Microscope (S.E.M.). Additional tensile tests are performed inside the S.E.M. along the two reference directions.

Square fi ducial microgrids with a 5 µm pitch deposited on the sample surface allow to follow the evolution of the strain inhomogeneities and the incep tion and evolution of damage. The microgrids are made of gold by means of a microelectrolithographic technique [4].

Table 3. Probability of location of the cavities at triple nodes and elsewhere for three strain levels (in each case, probability for prec1p1tates to be present near the cavity) for a small grained material pulled along (R.D.) up to fracture 

EXPERIMENT AL RESULTS

Void initiation

In both the small and coarse grained materials, the fi rst damaging events which can be seen by S.E.M. are subsequent to the inception of necking. S.E.M. observations on sectioned samples or performed during in situ tensile tests show that, whatever the tensile test direction, voids nucleate first at grain boundary triple points or at grain boundary irregu larities throughout the samples. Figure 2 shows such a cavity nucleated at a grain boundary triple node.

A second population of cavities appears at precipi tate platelets at higher strain levels (Fig. 3). The densities of these two families can be compared by analysing their distribution on a sample pulled up to fracture as a function of the distance to the fracture surface. Since the local strain decreases with this distance, such a measurement can give information on the strain dependence of the density of cavities. The ratio of the density of cavities located at precipi tate platelets to the density of those located at grain boundary triple points is found to increase as the distance to the fracture surface decreases, i.e. to increase with strain (Table 3). Table 4 shows that, at the commencement of cavitation, the probability that 100 µm. Several cavities may appear and grow in one grain, leading to several tubular dimples. On the fracture surface of a sample pulled along the rolling direction, the angles between the tubular axes and the transverse direction have been measured (the axes are supposed to lie in a plane orthogonal to the rolling direction) and plotted on a stereographic projection (Fig. 4). It can be noticed that the resulting "pole fi gure" is quite similar to the one which refers to the crystallographic texture (see Fig. 1). Note that the texture remains unchanged during such a test [6]. This comparison confirms the fact that the tubular dimples are elongated along the c direction.

When tensile tests are performed along the trans verse direction, tubular axes are observed to be nearly perpendicular to the rolling direction; so are the c axes. On Fig. 5 cavity by two perpendicular planes: in plane A (TD, RD), the cross-section is almost circular whereas in plane B (TD, ND), the cavity looks tubular. It is roughly perpendicular to the tensile direction (TD), which is a situation favourable for growth by plastic glide on prismatic planes. Such a growth of the cavities along a c direction suggests that it involves prismatic slip. By use of the E.B.S.D. technique, the crystallographic orientation of grains where a cavity is growing can be deter mined. When the c axis is parallel to the observation plane, cavities are long and tubular. When it is perpendicular to the observation plane, they have a rounded shape and prismatic slip bands can be observed in the vicinity; most of the time, two active slip systems can be observed in the grain where a cavity is growing. In a sample with large grains, Watson et al. [7] have observed hexagonal cavities involving three slip bands. By using the E.B.S.D. technique on a /J-treated zirconium, Crepin and Bretheau [START_REF] Crepin | Plasticity '95[END_REF] have proved that the acti vation of several sets of two prismatic slip systems is responsible for the growth of hexagonal cavities.

In small grained samples, dimples are no more tubular but roughly equiaxed. Growth mechanisms are supposed to be the same but, in this case, the cavity growth is limited by the grain size (about 15 µm).

As straining goes on, the coalescence process leads to the formation of ligaments. The general correspon dence between the size of the grains and that of the cuplets observed on the fracture surface indicates that only one void is nucleated per grain on average, as a result of the extensive local deformation preceding fracture. Through further deformation, the void growth is accompanied by an important stretching of the ligaments between the voids: the ligaments consist of material originating from the region near the grain boundaries. When more than one void per grain is nucleated (in the material with coarse grains), the cuplets are tubular and only part of the wall of each cuplet exists in the intergranular material.

Influence of the tensile test direction on cavitation

In view of a quantitative analysis of the influence of the tensile test direction on the cavitation kinetics, longitudinal sections through the strained region of tensile specimens have been cut and investigated. Cavities are counted without reference to their size. Since our experimental procedures don't allow one to distinguish nucleation and growth of cavities unam biguously, we refer to cavitation as the cavity "for mation", which includes both their nucleation and part of their growth. Cavities are mainly present in the necked region of the tensile specimens where the strain level is larger.

In order to evaluate this effect quantitatively, it is fi rst necessary to measure the cross-section area reduction in the necking region. On Fig. 6, the section reduction coefficient Z defined by Z = (S 0 -S)/S 0 (where S 0 is the initial area and S the area after necking) is plotted as a function of the overall strain, for the small and coarse grained materials and for the two (T.D.) and (R.D.) tensile directions. At a 10% strain level in the first case and 16% in the second case, the slope changes drastically. In both cases, this slope change can be interpreted as denoting the inception of necking. Since the cavities appear in the necked area, the density of cavities has to be plotted versus the average local strain f" in this area instead of the overall one. The strain En can be determined from Fig. 6, through the relation:

En = ln(S 0 /S) = -In() -Z). (I)
It can reach 60%, which is in good agreement with the local strain as measured by the microgrids tech nique over a representative volume element. Figure 7 shows that, after the inception of necking, the density of cavities is sharply increasing with f". This variation is strongly dependent on the tensile test direction: at a given strain f" the density of cavities is about 60% lower when the tensile direction lies along (T.D.) than when it lies along (R.D.).

Influence of the grain size

The above quantitative analysis has been per formed only on the material with small grains. Nev ertheless, some specimens with coarser grains deformed up to fracture have been sectioned longitu dinally and observed too. Two qualitative con clusions may be drawn from these observations: fi rst, as for the small grained material, the density of cavities is much lower when the tensile tests are performed along (T.D.) than along (R.D.); secondly, as a whole, the density of cavities is smaller than in the small grained material. Such a grain size effect has been reported by Forsher [START_REF] Forscher | [END_REF] too on a similar ma terial, a-annealed at 840 °C for 48 h. This heat treat ment resulted in a banded structure consisting of both small and coarse grains. The tensile tested specimen showed a predominance of cavities in the small grained region. Nevertheless Forsher didn't give any explanation of this effect.

Conclusion

The tensile test direction and the grain size have a strong influence on the cavitation kinetics. The for mation of the cavities is clearly dependent on the stress triaxiality and on the presence of precipitates. However, none of these factors can explain the influence of the tensile test direction of the cavitation kinetics since they are not orientation-dependent. The voids nucleate first at grain boundaries triple points; they develop along the c direction through the plastic activity of two prismatic slip systems at least. Damage mechanisms at grain boundaries and near triple nodes have been the matter of intensive study for a long time, but such studies have been mainly concerned with the role of precipitates [10, I I], the development of microcracking [12], the formation of "wedge" or "round" cracks during creep [START_REF] Garofalo | Fundamentals of Creep and Creep -Rup ture in Metals[END_REF] or with grain boundary sliding [START_REF] Intrater | [END_REF]. To the best of our knowledge, no interpretation has been proposed up a)

RD

ND

to now for the formation of rounded (cylindrical) cavities at triple nodes in ductile polycrystals under monotonic loading at room temperature. In the following, special attention will be paid to this point by taking the observed characteristics of the growth mode of cavities into account in order to interpret the influence of the tensile test direction on the cavitation kinetics. It is soon worth noticing that when a tensile anomalies could occur near wedge-like inhomogenei ties ... ). In the following, these analytical calcu lations will be applied to the situations depicted above in order to be compared with experimental evidence of void formation at specific triple nodes; additional assumptions deriving from the observed cavity growth mechanisms will be taken into account in order to propose a cavitation criterion which would be in agreement with the main conclusions of the experimental analysis. with </>; = 8 -B;, <i; = n sgn </>; -</>;, R U> a constant of the order of the grain size, which will be the same for all the grains in the following (R U> = RVi ) and b(i) =£;+ I -tf.

These results indicate that the internal stress field exhibits a logarithmic singularity at r = 0 which could be responsible for a preferred cavity nucleation at triple nodes. Since, as indicated above, we cannot separate experimentally the nucleation of a cavity a) RD ND from the first stages of its growth, we focus attention on the mean stress a m = ½Tr(a ) which is likely to rule the cavity growth. It is singular too and it reads: From this expression, we propose to extract the singular term which has the form k • In r and to check the sign of k: since In r ---> -oo as r ---> 0, when k < 0 the mean stress singularity is positive (and the hydro static pressure negative) so that the internal stress fi eld can help the cavity growth whereas when k > 0 it opposes cavitation. Note that the sign of k is opposite to the one of s defi ned by: n s = -I b�r (5) i=] So, a tentative criterion would be: s > 0: propitious to cavitation s < 0: not propitious to cavitation. (6) Nevertheless additional arguments have to be considered in order to elaborate an operative cavitation criterion which could be checked exper imentally.

Application

The derivation of s from experimental measure ments would need 3D informations which are out of reach, namely the 0; angles in order to fix the position of the (i ) grain boundaries in the plane (X, Y) and the direction OZ of the junction. As a matter of fact, this direction cannot be derived from the inspection of the sample surfaces. So we fi rst choose to deal with situations which would be the most propitious to cavitation: according to the conclusions of the experimental investigation, we consider that the junction is parallel to the elongation axis of a poten tial (or actual) tubular cavity growing in a given grain, i.e. parallel to the c axis of such a grain. If the lattice orientations of the involved grains (which will be determined by the E.B.S.D. technique) are known, this assumption allows one to identify the geometrical data of the problem completely (see Appendix). In some cases, more general situations will be investigated too (see the following).

The mechanical aspects involve the determination of tensors b Ul which cannot be obtained from direct measurements anymore. So, additional assumptions must be made. From the above experimental evi dences (growth of cavities through the activation of two prismatic slip systems), we conclude that cavita tion requires that two prismatic slip systems at least be sufficiently well oriented to be plastically active. In addition, we neglect the internal stress field when estimating this plastic slip ability and consider the applied stress only: practically, this means that we require that two prismatic slip systems have a Schmid factor M large enough (larger than some critical value, M c say) in order that cavitation may develop. If several grains fulfi ll this condition, we choose the one with the highest Schmid factors for the potential location of the cavity. Finally, we have to estimate the plastic shear amount on active systems [i.e. Yk on systems (k) such that M k � M c , whatever the grain they belong to]: we assume that it is pro portional to the associated Schmid factor ( Yk = M k r °). Consequently, b (il is given by: b(i) = y o (I: k MZ+ IJMZ + I) -I: 1 MylMy>) y o � 0 (7) where MZ> is the Schmid tensor of system (k) in grain (i ) defi ned by: [START_REF] Crepin | Plasticity '95[END_REF] with n k the unit normal to the slip plane, m k the unit vector of the slip direction and ® denoting a dyadic product. The (k) and (/) systems involved in equation ( 7) are such that their Schmid factors M k defi ned by M k = t • M k • t, where t is the unit vector along the tensile axis, are larger than M c .

Since we are interested only in the sign and the relative values of s for different situations and we have no means to measure y 0 , our practical cavitation criterion can be ruled by s Ir °-So we defi ne the new parameter S by: (

and by the associated assumptions described above concerning the orientation of the junction and the slip systems plastic activity. Consequently, M c is the only fi tting parameter. Note that, due to strain-hardening, it has to be considered as a decreasing function of the overall strain (or stress) level.

Comparison between predictions and observations

The above criterion has been checked in a number (about 30) of experimental situations of junctions with or without a cavity at the triple node for a tensile direction along (R.D.). As a whole, from a statistical point of view, a quite good agreement was found between the predictions and the observations by taking an M c factor of the order of 0.26. In all the checked cases with a cavity present at the triple node, S was found to be positive. Conversely, when no cavity was present, S was found to be negative in most (more than 90%) cases, when assuming that the cavity would grow in the grain with the highest Schmid factors (i.e. assuming the junction to be parallel to the c axis of this grain). If we remember that the proposed criterion is rather favourable to cavitation, due to the choice of the direction junction in the calculation, this result can be thought to be quite conclusive. Note that in all the cases, two prismatic systems were considered to be active since their Schmid factor was larger than M c . In order to illustrate the analysis procedure and to discuss the influence of the junction orientation on the conclusions, two typical cases are reported now with more details. The first one refers to a situation where a cavity is present at the triple node. First, the crystallographic orientation of each grain is identified by the E.B.S.D. technique, so that all the M k tensors can be calculated in each grain. Since the c axes are nearly perpendicular to the observed surface (Fig. 9), prismatic slip lines are hardly visible by S.E.M. ; but, with the help of the microgrids, grains I and II clearly appear more deformed than grain III far enough (by a few microns) from the junction. The deformed grids would support the assumption of a double slip activity in grains I and II instead of a single slip one in grain III; considering the involved Schmid factors in the three grains, this leads to estimated M c as 0.26. Since the cavity has grown in grain I, the triple junction is assumed to be parallel to the c axis of this grain. The calculation yields S = + 20. So, the sign of the mean stress singularity is in agreement with the observation. Moreover, the cavity is actually growing in the grain with the highest Schmid factors.

In addition, the dependence of the sign of S on the junction orientation can be checked by considering a continuous variation of this orientation perpendicu lar to (R.D.): Fig. IO shows that S remains positive in any case, which enhances the foregoing conclusion.

The second example is concerned with a typical situation without any cavity observable at the triple node. In grains I and II, two prismatic slip lines are visible (Fig. 11), which fits with the calcu lated Schmid factors. Firstly, we assume that the junction line is parallel to the c axis of grain II, which has the largest Schmid factors: the resulting calculated S value is -53, in agreement with the observation (no cavity). This result is then corroborated by the calculation of S for an arbitrary orientation of the junction line in a plane normal to (R.D.): here again (Fig. 12), Sis shown to be negative in the main part of the checked angular range.

Influence of the tensile test direction

A smaller number of such tests have been per formed when the tensile axis lies along (T.D.). Never theless, similar conclusions were drawn, except that twinning may occur [19,[START_REF] Care | Strength of materials[END_REF] and has then to be taken into account: an example of such a situation will be given in the following. In order to check whether the proposed model could account for the observed influence of the tensile test direction on the cavitation kinetics, we chose an area of a virgin sample with coarse grains, likely to be representative of the microstructure, and we measured up to 120 crystallographic grain orientations by the E.B.S.D. technique (Fig. 13). The S factor was calculated for 30 triple nodes by applying the above defined criterion for both the (R.D.) and the (T.D.) tensile axis orientations. Table 5 shows that, for different values of the critical Schmid factor M c , associated with different strain levels, the number of grain boundary triple nodes where cavities would grow is signifi cantly larger for (R.D.) than for (T.D.): this proves that the crystallographic texture is mainly responsible for the observed delayed cavita tion for a (T.D.) tension with respect to the (R.D.) one.

An additional argument can be found in the possi bility that twinning, which develops only when the tensile axis is parallel to (T.D.), could oppose the growth of cavities. An illustration of such an effect is given on Fig. 14 the crystallographic orientation of each grain is ident ified. Grain II is unambiguously defi ned as a twinned area deriving from a grain orientation labelled as "grain IV", much more in agreement with the known crystallographic texture than grain II. Indeed, a detailed inspection of this sample area, both by S.E.M. and E.B.S.D., allows one to identify some remnants of the original grain IV. So, two S calcu-lations are performed: the one for the initial triplet (I, IV, III) and the other for the transformed triplet (I, II, III). The corresponding S values are found to be +38 and + 15, respectively. In both cases, the positive sign of S fits with the presence of a cavity but, in addition, the result suggests that twinning could slow down the cavitation process by making the intensity of the mean stress singularity decrease.

DISCUSSION

The proposed model is based upon some rough approximations and a number of assumptions. In our opinion, the most debatable points lie in the fact that grains are supposed to be uniformly deformed and that stresses are estimated within an elastic accommo dation framework: in fact, more realistic hypotheses would have made the stress analysis of the great number of experimental situations under study and the comparison between numerical and experimental data almost untractable. Nevertheless, it can be stressed that we have used the results of the elastic analysis in a qualitative way, by considering only the sign (and partly the relative level) of the S parameter. Analogy with fracture mechanics and stress analysis at crack tips suggests that this is a reasonable way of doing things: in the actual plastically fl owing tricrys tals, stress singularities are surely smoothed over by plastic relaxation mechanisms; but there remains stress concentrations which are likely to be similar in sign and relative intensity to the elastic singularities.

Attention has been focused on triple nodes only and the influence of precipitate platelets on cavitation has been somewhat disregarded. Two main reasons may be put forward for that: firstly, precipitates play an obvious role in cavitation at large strain only, whereas we were mainly interested in the "formation" of cavities; secondly, though precipitates associated with grain boundary triple nodes surely induce additional stress concentrations, especially in the small grained material where they are rather frequent, it cannot be asserted that they induce cavitation in any case. In addition, since they are clearly not a necessary factor for cavitation in the coarse grained material, it can be concluded that incompatibility stress concentrations at triple nodes play the promi nent role in the cavitation process. Consequently, the observed increase of the cavitation density with the decrease of the grain size can be simply under stood as the result of the increase of the triple node density (while the precipitation state remains un changed).

It could be argued that alphagenic elements may embrittle zirconium grain boundaries. Neverthe less, although our model obviously fails to take segregation phenomena into account, it would be hard to understand why such phenomena would be more active in the triple nodes associated with a positive mean stress singularity than in the others.

  Fig. I. Texture of the used Zr sheet (CEREM/SRMA Document).
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 2 Fig. 2. Cavity at a triple node in the small grained material deformed along the rolling direction (the specimen has been chemically polished).
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 3 Fig. 3. Cavity at a precipitate platelets !n the coarse grained material deformed along the rolling direction (the specimen has been chemically polished).
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 44 Fig. 4. (a) Fracture surface of the coarse grained material deformed along the rolling direction. (b) Orientation frequencies of the tubular dimples supposed to lie along the c axis.
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 5 Fig. 5. Coarse grained material deformed along the transverse direction. In plane A, a circular section of a cavity is observed; in plane B, the same cavity looks tubular.
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 206 Fig.6. The section area reduction coefficient versus the overall strain for both the (R.D.) and (T.D.) tensile axes directions (small and coarse grained materials).
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 7 Fig. 7. Infl uence of the strain level in the necking region on the cavity density. Cavities are counted whatever their size, at magnifi cation 200 x (small grained material).
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 8 Fig. 8. Defi nition of different axes systems (X, Y, Z), (X,, Y,, Z1 ) and (e,, e0, Z) .
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 9 Fig. 9. (a) Cavity present at a triple node. The tensile test is performed along the rolling direction (l = 20%). Microgrids show that grains I and II are more deformed than (b) Schmid factors for the prismatic slip systems in each grain and [0002] pole figure for grains I, II and Ill.
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 1310 Fig. 10. The junction is assumed to be perpendicular to the tensile test direction, the angle between X 1 and Z varies from 0 ° up to 180 °. Case of Fig. 9.
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 1 Fig. 11. (a) Grain boundary triple node without a cavity. The tensile test is performed along the rolling direction (e = 20%). (b) [0002] pole figure for grains I, II and III and Schmid factors for the prismatic slip systems in each grain.
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 1213 Fig. 12. The junction is assumed to be perpendicular to the tensile test direction, the angle between X, and Z varies from 0 ° up to 180 °. Case of Fig. I I.

Fig. 14 .

 14 Fig. 14. (a) Cavity at a grain boundary triple node. The tensile test is performed along the transverse direction (£ = 25%). Observations on a sectioned sample. (b) (0002] pole figure for grains I, II, III and IV and Schmid factors for the prismatic slip systems in each grain.

  

  

Table I .

 I Chemical analysis of the zirconium samples (by wt)

	Zr+Hf Ni Fe+ Cr Sn	>99. 2 % 60ppm 776 ppm 1240ppm	C H N O	56ppm 3ppm 24 ppm 1250ppm

Table 2 .

 2 Tensile properties of the zirconium samples

		(R.D.): Small /coarse grained material	(T.D.): Small /coarse grained material
	Yield stress Ultimate tensile stress Strain to necking	290/2 00 MPa 430/400 MPa 16/1 6%	360/290MPa 430/400MPa 11 /11%
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APPENDIX

Let N'l and e ui be respectively the unit vectors along the trace of the grain boundary normal NCil, in the plane (X, Y) normal to the junction line Z and in the plane (X 1 , Y 1 ) of the surface example. We write: ACil = cos 0;X + sin 0;Y NUl = ACilAz. (A l)

Let P = (P,p ) with ix, f3 = 1-3, the matrix defining the axes (X, Y, Z) from (X 1 , Y 1 , Z 1 ).

We get:

Since BU 1 = B 1 X 1 + B 2 Y 1 is parallel to the vector NCi 1 AZ 1 , the angle 'P; between X 1 and e< 0 is such that: which allows an determination of 0;.