Daniel Rittel 
email: merittel@techunix.technion.ac.il.
  
Hubert Maigre 
  
  
  
An investigation of dynamic crack initiation in PMMA

Keywords: Dynamic fracMre toughness, Stress intensity factor, Compact compression specimen, H-integral, Mixed mode fracture, PMMA, Kolsky bar

de niveau recherche, publiés ou non, émanant des établissements d'enseignement et de recherche français ou étrangers, des laboratoires publics ou privés.

Introduction

Estimation of dynamic mechanical properties of materials is important to the designer since these properties, such as 1he yield strength, can be quite different from their static counterparts. Regarding fracture properties, whereas the static fracture tough ness K 1c is now assi essed using standard procedures (e.g. [START_REF] Astm | Standard test method for plane-strain fracture toughness of metallic materials[END_REF], the dynamic fracture toughness Kf d is still evaluated in a variety of experimental procedures (for a review, see [START_REF] Kobayashi | Handbook on Experimental Mechanics[END_REF][START_REF] Kalthoff | Experimental fracture dynamics[END_REF]. [START_REF] Bui | Facteur d'intensite des con traintes tire des grandeurs mecaniques globales[END_REF] introduced the path-inde pendent dynamic H-integral which relates the stress intensity fa ctors to the externally applied loads and displacements. This concept was further developed and implemented experimentally using the compact compression specimen (CCS) [START_REF] Bui | A new approach to the experimental determination of the dynamic stress intensity factor[END_REF][START_REF] Rittel | A new method for dynamic fracture toughness testing[END_REF]. The evolution of the mode I stress intensity factor was determined on a steel specimen from the onset of loading until early crack propaga tion detected by a single-wire fracture gage (Rittel et al., 1992). The procedure was extended to apply to the simultaneous characterization of mode I and mode II SIF's [START_REF] Maigre | Mixed-mode quantification for dynamic fracture initiation: application to the compact com pression specimen[END_REF]. In addition to the information provided by the fracture gages, the onset of crack propagation was characterized by taking advantage of the reciprocity between the mea sured forces and displacements on the boundary of the specimen. Reciprocity implies that the evolutions of the stress intensity factors formulated in terms of either forces or displacements should be identical until fracture occurs [START_REF] Maigre | Dynamic fracture detection using the force-displacement reciprocity: application to the compact compression specimen[END_REF].

Therefore, the framework consisting of the H-in tegral and the compact compression specimen is quite convenient for the testing of a relatively large sample size with minimum experimental and numeri cal investment [START_REF] Rittel | A new approach to dynamic fracture toughness testing[END_REF].

Brittle polymers have often been studied as model materials in dynamic fracture studies. However the sample size is generally relatively small while differ ent researchers use different frameworks (theoretical and experimental). It has been observed that the dynamic fracture toughness increases with the stress intensity rate [START_REF] Ravi-Chandar | An experimental investigation into dynamic fracture: II. Microstructural as pects[END_REF][START_REF] Wada | Determination of dynamic fracture toughness for PMMA[END_REF] but the mechanisms underlying this dependence are not clear. Furthermore few attempts have been made to correlate and compare the results obtained by different researchers using different techniques.

Consequently, this paper reports and extends re sults on dynamic crack initiation in commercial PMMA using the compact compression specimen technique. The present results are compared with previously reported results on a similar material. Fractographic characterization of the specimens is carried out and features which are characteristic of dynamic crack initiation are reported and related to the measured fracture parameters. The paper is organized as follows: first, we briefly recall the basic principles of the approach and its experimental application. Next specific experimental aspects of this study are addressed. Then we present the results obtained on 17 PMMA specimens, namely the dynamic fracture toughness and the results of the fractographic characterization of the specimens. These results are discussed in the light of previously reported results.

The ff-integral and the compact compression specimen

The H-integral is a path-independent integral which relates forces (JJ and displacements (� and Q) on the external boundaries S of a cracked solid (crack length a) to the stress intensity factors K1 and K11 [START_REF] Bui | Facteur d'intensite des con traintes tire des grandeurs mecaniques globales[END_REF]. This concept applies to 20 linear-elastic media. In this integral the time dependence is explicitly taken into account through convolution products (noted * ). The general expres sion for H is as follows:
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A simpler expression is obtained by assuming con stant applied forces with respect to the crack length variation. Let the subscript ref denote reference data (calculated numerically), while exp indicates experi mental data. With E a nd v denoting Young's modu lus and Poisson's ratio respectively, H can be writ ten as follows:
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Practically, the dete1mination of K ad amounts to solving a linear convolution equation, once H has been estimated (from the forces and displacements) and the corresponding references calculated. The contribution of each crack opening mode can now be ascertained the following way: H is separated into its pure mode I and mode II components using reference data corresp onding to each mode. Finally, the required SIF is determined by solving the corre sponding (I or II) lini �ar convolution equation.

Experimentally, we use a split Hopkinson bar (Kolsky bar) to applly dynamic loads and measure interfacial displacements [START_REF] Follansbee | 1l1e Hopkinson bar[END_REF]. A con venient specimen geometry is provided by the CCS which can be inserted between the bars and loaded without extra devices to turn compression into ten sion (Fig. 1, [START_REF] Rittel | A new approach to dynamic fracture toughness testing[END_REF]. The onset of crack propagation is detected by single wire fracture gages. It can be noted that the geometry of the CCS is symmetric, but loads are applied on one side only. Consequently, one can assume that mode I is the predominant crack opening mode keeping in mind that a certain amount of mode II is present. For a given series of experiments, one has to generate a couple of reference data (mode I and mode II) for any crack length between a and a + d a. This way, the contribution of each mode can be assessed quan titatively until fracture time (Maigre and Rittel, Poisson' s ratio 0.42 0.42 1993). The method is simple to implement experi mentally. Furthermore, since the set of references must be generated only once for a series of experi ments, a large sample size can be tested.

Material and experimental

This study was carried out on commercial PMMA (p = 1182 kg/m3) whose properties (as measured in our laboratory) are listed in Table 1. Since PMMA is a viscous material, a transfer modulus was deter mined by measuring the time required for waves to travel in a rod specimen [START_REF] Zhao | Analyse de l'essai aux barres de Hopkinson: Application a la mesure du comportement dynamique des materiaux[END_REF]. Such transfer modulus (although of lower value) was also em ployed by other researchers in a similar case [START_REF] Wada | Determination of dynamic fracture toughness for PMMA[END_REF][START_REF] Wada | Measurement of impact fracture toughness with single point bending using air gun[END_REF]. Compact compression specimens were all manufactured from the same plate and care was exerted to have all slits oriented in the same direction. Sharp notches (average root radius 0.2 mm) were machined mechanically and no attempt was made to obtain sharper notches. The degree of material isotropy was assessed by measur ing ultrasonic wave velocity (at 1 and 0.5 MHz) parallel and through the thickness with respect to the notch. These measurements showed very little differ ence between the two directions so that the material can reasonably be considered as isotropic, at least for computational purposes.

Two specimens were used to determine the static fracture toughness of the material. The specimens were slowly loaded in compression. A 2D finite element model was used to calculate the SIF at fracture (K1) using Irwin's formula which relates the crack opening displacement (COD) to the SIF
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(3) Dynamic testing was carried out on I 6.5 mm diameter maraging steel bars. A total of I5 speci mens were tested. A single wire commercial fracture gage (MM CD 02 I5A) was glued in the vicinity of the notch tip. In some cases, we used one gage on each face of the specimen. As the crack propagated, it fractured the wire and triggered a pulse on the recording system. All signals were synchronized with the signals of the incident gage and sampling was carried out at I MHz. The difference in position of the fracture gage with respect to the crack-tip was assessed 'post mortem'. It was noted that this differ ence rarely exceeded 0.2 mm. Gage signals were corrected for geometric dispersion and processed to determine interfacial forces and displacements using DAVID program (Gary and Klepaczko,I988). The duration of the impact, as set by the length of the impacter, was 70 or 350 µs. In a couple of cases, we used a small steel ball to achieve a shorter impact (about 30 µs). However in that case the impact pulse was gaussian rather than square shaped.

For three specimens (P6, P8 and P9), the (aver age) initial crack velocity was monitored using a commercial fracture gage. This provided additional data to the fracture toughness.

Finally, in one case (specimen Pl 7), we carried out an experiment without the transmitter bar. The experiment was successful, in that the specimen fractured as it happens in one point bend experi ments ( Giovanola,I 986). For all specimens except Pl 7, fracture was observed to proceed along the initial notch line whereas for specimen PI 7 the crack propagated by forming at a kink angle of about 45°.

For each experiment, the amount of mode II contribution was assessed. Also, the rate of loading was specified as the value of the mode I fracture toughness divided by the time to fracture. Time to fracture is defined as the 'active' loading time during which the crack opens effectively until fracture. pulse lasts about 350 µs. The signal takes typically 60-70 µs to reach the crack and force its opening.
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Fracture occurs soon after. A common feature to all tests is that fracture occurs well before completion of the 350 µs. Consequently, the specimen cannot with stand the entire signal, as it appears on the interfacial incident force pulse. It can thus be concluded that the first passage of the wave causes fracture before the pulse could leave the specimen through the transmit ter bar interface. Fracture occurs in a truly dynamic mode, in other words the transmitter bar is not really needed in this series of experiments. This observa tion was confirmed by the successful testing of specimen PI 7 which fractured due to inertia only. Fig. 3 shows the a typical evolution of K1it) and Knit) until fracture. These results are obtained by the linear deconvolution procedure. This evolution can be considered as typical in the sense that mode I was observed to be systematically dominant in all the experiments reported here. However, the picture might be different for materials (specimens) which fracture in very short times as noted by Kalthoff and Podleschny (I 992).

In Table 2 we have listed the experimental values of the fracture toughness, Kfd = K1it) at t = t rrac along with the stress intensity rate K I d These results are plotted in Fig. 4 tions of crack length and pulse duration were tested, it seems that these fa ctors did not affect the results. On the contrary a common trend for all specimens can be observed: the dynamic fracture toughness increases markedly with the stress intensity rate. Moreover, the dynamic values are larger than the static ones.

In Fig. 4(b) we have plotted our results together with those obtained by [START_REF] Wada | Determination of dynamic fracture toughness for PMMA[END_REF] and Wada et al. ( 1992) [START_REF] Rittel | A new approach to dynamic fracture toughness testing[END_REF] ). These researchers worked on a slightly different material (lower static fracture toughness) with perhaps sharper cracks. They also used a hybrid experimental-numerical approach and one point bend specimens ensuring almost per fect mode I loading. Yet, in spite of the different experimental methods, it can be noted that our re sults compare very well with theirs in the common range of stress intensity rates, i.e. 5.0 X 10 4 -1.0 X 105 MPa {ill /s. It should also be noted that in the present work, we could reach higher stress intensity rates thus extending the range of experimental data.

Finally, we have listed in Table 3 three values of fracture toughness and the corresponding measured average velocity. A good correlation between these two sets of data can be noticed, in the sense that the initial crack velocity increases with the dynamic fracture toughness. This result can be qualitatively understood in terms of energy stored ahead of the crack-tip prior to its extension but this point is beyond the scope of our study.

Fractographic examination

Macroscopic

The last column of Table 2 refers to the macro scopic aspect of the fracture surface of the specimens Experimental results. a indicates average crack length. In the rightmost column, M refers to 'mirror/mist' and H to 'hackles' in the vicinity of the crack-tip. When two gages were used, two values are reported consistently for each fracture parameter in the vicinity of the notch-tip, following the termi nology of [START_REF] Ravi-Chandar | An experimental investigation into dynamic fracture: II. Microstructural as pects[END_REF]. We have divided this aspect into 'mirror/mist' and 'hackle' class, respectively, since the visual distinc tion between 'mirror' and 'mist' was somewhat tricky in our specimens. However, the point here is whether or not some 'hackles' can be observed in the vicinity of the crack-tip on an otherwise smooth fracture surface. This very simple classification shows a trend for 'hackles' to appear when the dynamic fracture toughness is of the order of 5 MPa Tm. Such a smooth hierarchic transition of 'mirror to mist to hackles' for increasing stress intensities was reported by Ravi-Chandar and Knauss (I 984). Among the four specimens tested with a double fracture gage system, two exhibit some dispersion in the measured toughness (PI 2 and PI 7) and two yield very close values (Pl3 and P16). Of these specimens, P17 exhibits a marked patch of 'hackles' on half the specimen thickness corresponding to the higher frac ture toughness.

Microscopic

The fracture surfaces of several specimens were examined using light and scanning electron mi croscopy. Two distinct zones were examined, namely the initiation (close to the notch-tip) and propagation zone (about 10 mm farther), as shown in Figs. 5 and6.

For the initiation zone, the statically (SL) and the dynamically loaded (DL) specimens exhibit the com monly observed feature of conical markings ( C). However, for the DL specimen an additional zone of rough features (R), several hundred microns wide, can be observed as inserted between the notch-tip and the zone of conical markings. This rough area is typical of dynamic loading and is not observed in statically loaded specimens.

Further along the crack path, in the propagation zone, the fracture surface looks featureless at low (optical) magnifications. When examined at higher magnifications, the fracture surfaces of SL and DL specimens do not differ markedly even at high mag nifications as shown in Fig. 7. It thus seems that the propagation zone does not contain in itself enough information to allow easy discrimination between statically and dynamically loaded specimens.

Discussion

The framework of the path independent H-integral and the CCS has been applied to the investigation of dynamic crack initiation in commercial PMMA spec imens. This concept is relatively easy to use and can thus be applied to 'large-scale' testing of a given ii A total of 17 specimens have been tested: 2 were quasi-statically loaded until the crack propagated and the other 15 were stress wave loaded at various stress intensity rates. It must be noted that for PMMA, the fracture propagation stage is inherently unstable (at least in the range of loading rates investigated) so that the main difference between the two groups lies in the initiation phase of the crack. All specimens but one (Pl7) fractured in what appears to be mode I as evidenced from the straight crack path right at initiation. Therefore, in these experiments, the minor mode II component does not seem to affect the initiation process. The mode I fracture toughness (the mode I SIF at fracture) is observed to increase markedly with the stress inten sity rate of roughly 2 MPa Vm at quasi-static load ing rates to more than 5 MPa Vm at stress intensity rates of up to 105 MIPa rm Is.

These values and their trend correspond to the results reported by other researchers who used a different framework consisting of one point bend experiments and hybrid experimental/numerical cal culations. Therefore the present framework provides results which are consistent with previously reported results. However, our experimental setup allowed for higher stress intensity rates thereby providing addi tional points.

The dependence of Kfd on K1d is not uncommon for polymers (see [START_REF] Ravi-Chandar | An experimental investigation into dynamic fracture: II. Microstructural as pects[END_REF] as well as for metals (see, e.g. [START_REF] Couque | Effect of planar size and dynamic loading rate on initiation and propa gation toughness of a moderate-toughness steel[END_REF][START_REF] Klepaczko | Dynamic crack initiation, some experi mental methods and modelling[END_REF]. Whereas the mechanisms underly ing this observed dependence are not clear [START_REF] Aoki | On the mechanics of dynamic fracture[END_REF], two important factors have been proposed. The first relates to the postulated 'incubation time' required for the crack to initiate under transient loading [START_REF] Shockey | Evaluation of dynamic crack instability criteria[END_REF]. The second suggests the operation of different fracture micromechanisms under static and dynamic loading [START_REF] Ravi-Chandar | An experimental investigation into dynamic fracture: II. Microstructural as pects[END_REF].

Fractographic examination in the propagation zone showed relatively similar features for statically and dynamically loaded specimens. As previously men tioned the fracture process is inherently unstable, i.e. once the crack initiated it will not arrest. Conse quently, one should not expect to observe a marked difference between the two specimens at this stage of the crack propagation.

By contrast, the fractographic observations show that stress wave loading is characterized by a zone of marked roughness which is also visible at low mag nifications. It appears that this zone is the most noticeable fractographic difference between dynami cally and statically loaded specimens. To account for this distinct crack initiation phenomenon, it can be proposed that such zone results from the simultane ous nucleation of several microcracks along the notch front. The stress intensity factor is a macroscopic parameter which does not account, in our approach, for local phenomena of this kind. Therefore the stress intensity factor will continuously increase dur ing the finite time required for these microcracks to coalesce and form a single crack front. Such mecha nism seems consistent with both the concept of 'incubation time' and the reported observations of increasing surface roughness with the increasing stress intensity factor by [START_REF] Ravi-Chandar | An experimental investigation into dynamic fracture: II. Microstructural as pects[END_REF] Furthermore, it should be emphasized that this initial surface roughness is not observed exclusively in PMMA. In a series of experiments to be reported in a future paper, the very same features were ob served to characterize dynamic crack initiation in glass. It thus appears that the nature of dynamic crack initiation mechanism(s) need further experi mental characterization.

Finally, one specimen failed by kinked crack initi-ation. This specimen was loaded at the highest stress intensity rate in this series of experiments. The ap pearance of a kinked crack suggests that the minor mode II component played a role in this specific experiment causing mixed mode initiation. This as pect of dynamic crack initiation will be addressed in a future paper dedicated to this subject.

Conclusions

The dynamic fracture toughness of PMMA has been measured using CCS specimens and the H-in tegral concept. A relatively large sample size could be tested thanks to the simple experimental proce dure adopted. Mode I and mode II contributions have been identified and mode I has been determined to be the major crack opening mode. This study shows that the fracture toughness of PMMA increases markedly with stress intensity rates in excess of 5.0 X 10 4 MPa ./ffi /s. This observation is consis tent with previous results obtained using a different approach and it extends the range of available exper imental data.

The variations of the dynamic fracture toughness correlate qualitatively with the visual aspect of the fracture surfaces. A characteristic rough zone is ob served on the fracture surface in the vicinity of the notch front of dynamically loaded specimens. Conse quently, it is suggested that dynamic crack initiation in PMMA occurs by the possible nucleation of sev eral microcracks along the notch front. In such case a finite time is required for their coalescence during which the stress intensity factor(s) may increase markedly.
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  Fig. I. (a) The compact Compression Specimen (CCS). (b) Experimental setup: the CCS is inserted between two insuumented bars (Kolsky bar). Transient signals are recorded on the two strain gages to determine interfacial (face I and face 2) forces and displacements.

  Dynamic fracture toughness Typical experimental signals (incident pulse, in terfacial forces and time to fracture) are shown in Fig. 2 (Maigre and Rittel, I 995). Here, the incident3.0

Fig. 2 .

 2 Fig. 2. Typical experimental signals (specimen PI6). Incident pulse (arbitrary units) and interfacial forces. Fracture is detected by 2 gages. Note that fracture occurred before completion of the incident pulse.

Fig. 3 .

 3 Fig. 3. Specimen Pl 6. Evolution of mode I and mode II dynamic stress intensity factors. Note that mode I is predominant during most of the test. Results aie not valid past fracture time.
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 4 Fig. 4. (a) Dynamic fracture toughness of PMMA as a function of the stress intensity rate (dashed lines connect readings from the fracture gage on each side of the specimen). (b) Present results together with previously reported results.

  Fig. 5. (a) Optical fractograph of a statically loaded specimen. Note the conical markings (C) in the vicinity of the notch front. (b) Optical fractograph of a dynamically loaded specimen. Note the presence of a rough zone (R) between the notch front and the conical markings.

Fig. 6 .

 6 Fig.6. Scanning electron fractographs taken in the vicinity of the notch front of a statically and a dynamically loaded specimen. Note the marked roughness characteristic of dynamic loading.

Fig. 7 .

 7 Fig. 7. Scanning electron fractographs taken about 10 mm away from the notch front of a statically and a dynamically loaded specimen. Note the lack of distinctiv,e features on each fractograph.
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 3 Dynamic fracture toughness Krd and average initial crack velocity