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PbZr o.s 2 T io.4aOa and SrBbNb209 ferroelectric oxides integrated with YBa2Cua01 superconductor in multilayers epitaxially grown by pulsed laser deposition

INTRODUCTION

Oxide materials are of fi rst importance for applications because of the abundance of properties, associated with similar structural characteristics allowing their integration in epitaxial heterostructures [l]. Combination of ferroelectrics and superconductors can be planned towards two goals : (i) conducting oxides provide electrodes for ferroelectric epitaxial growth, and (ii) ferroelectrics give access to tunable superconductor devices. C-axis oriented YBa 2 Cu30 7 (YBaCuO) thin films are of prime interest because of low microwave losses, illustrated by low surface resistance value, providing a substantial loss reduction over identical circuits fabricated from normal metals [START_REF]Special issue on microwave applications of superconductivity[END_REF]. Ferroelectrics as PbZro.s2Tio. 4 8 03 (PZT) or SrBiiNb209 (SBN) presenting polarization along c axis and ab plane, respectively, are intensively studied in view of applications in Fe-RAM for instance [START_REF]Electroceramic thin films », Part II[END_REF]. Moreover, Aurivillius phases like SBN are fatigue free when cycled [ 4]. In this frame, we report on several heterostructures integrating PZT or SBN and YBaCuO in situ epitaxially grown by pulsed laser deposition. YBaCuO/PZT/YBaCu0/(1 OO)SrTi0 3, YBaCuO/SBN on both (100)SrTi0 3 and (IOO)MgO, PZT/YBaCuO/(lOO)SrTi0 3 , and SBN/YBaCu0/(110)SrTi0 3 multilayers were epitaxially grown as evidenced by x-ray diffraction (XRD) in 0-20 and qi-scans modes, reflection high energy electron diffraction (RHEED). Ferroelectric and superconducting behaviours have been evaluated in the various structures.

EXPERIMENTAL

Thin fi lms have been grown by pulsed laser deposition (A = 308 nm, 2Hz, 3,5 J/cm 2 ) from home-made sintered targets on heated substrates in oxygen atmosphere, using a multitarget holder allowing the in situ deposition of multilayers. Deposition conditions for the different layers are summarized in table 1. The phase analysis and growth direction of the films were determined by 0-20 X-ray diffraction (XRD). In-plane ordering was qualitatively checked by reflection high energy electron diffraction (RHEED). Epitaxial relationships were established by XRD <p-scans with a four-circle texture diffractometer. The in-depth distribution of the different elements was analysed using SIMS (VG SIMSLAB) in SNMS mode. The SNMS (Secondary Neutral Mass Spectrometry) method, based on post ionization of neutral particles flux emitted from the sample surface is applied to get these profiles. Primary Ar + ions (8 kV, 300 nA) were scanned over a sample area of250*250 µm 2 .

The ferroelectric loops P(E) were measured using a standard Radian RT6000. The charge option of RT6000 was used, the top electrode was always connected to the drive terminal of the test equipment, while the bottom electrode was connected to the return tenninal. Superconducting critical temperature, T c , was determined from a.c. susceptibility transition (119 Hz).

3.RESULTS

Structural characteristics

As expected from the good lattice constant mismatch between the various materials (table 2) epitaxial multilayers have been achieved for PZT-YBaCuO and SBN-YBaCuO bilayers grown on SrTi0 3 as well as on MgO . 

SBN -YBaCuO heterostructures

For superconducting purpose, YBaCuO/SBN bilayers were grown on (lOO)SrTi0 3 and (lOO)MgO, the latter substrate being suitable for microwave applications. In contrast, since the polarization vector of SBN lies in the ab plane, SBN/YBaCuO structures were deposited on (l IO )SrTi0 3 in order to obtain a non-zero resulting polarization along the perpendicular to the surface.

YBaCuO/SBN are c-axis oriented on (100) substrates, as evidenced by 0-20 XRD. Shoulders observed on some (001) SBN peaks can be explained by an intergrowth mechanism related to Bi deficiency [6]. The presence of some weak unidentifi ed peaks suggests the existence of a secondary phase which could be due to interdiffusion (see section 3.2). The high quality of c-axis orientation is confirmed by low �0 values, typically smaller than 0.5 ° on (lOO )SrTi0 3 , and slightly larger on MgO (up to 1.5-2 ° on 15*15 mm 2 substrates), probably in relation with larger mismatch for this substrate (table 2). The in plane order proving the epitaxial growth was analysed by x-ray cp-scans (figure 1). Indeed, four peaks are displayed at the same azimuths for SBN, YBaCuO and MgO. Moreover, four additional peaks are visible on the YBaCuO pattern, the si gn ature of the coexistence of two in-plane orientations at 45 ° from each other. The occurence of the minor orientation was evaluated from the XRD peaks intensity to about 3 %.

Structural characteristics of YBaCuO on (110)SrTi0 3 were previously studied [5]. A (116) orientation of epitaxial SBN on (103)YBaCu0 is achieved, as evidenced by 0-20 x-ray diffraction and fully confi rmed by x-ray cp-scans. As in the case of the above YBaCuO/SBN bilayers on (100)SrTi0 3 , unidentified peaks were observed, but at different diffraction angles. We can suppose that this secondary phase is the same in the two cases and similarly oriented with respect to YBaCuO and /or SBN : in fact 0-20 XRD performed in standard geometry (ljl = 0 °) on the layers grown on (110)SrTi0 3 and at ljl = 47 ° in the case of the c-axis multilayer, show the same peaks at 20 = 29.45 ° and 31 ° (CuKa,1 radiation). �0 values measured for the 2212 peak of SBN and 103 peak of YBaCuO, are typically about 1 °. The corrugated surface of epitaxial 116 SBN is revealed by spotty RHEED patterns, contrasting with the one of 001 film formed by narrow streaks. This is the si gn ature of a rough surface at an atomic scale, which is quite similar to the previously reported behaviour of (103)YBaCuO films [5]. 

SIMS analyses

As mentioned above, X-ray diffraction performed on PZT-YBaCuO bilayers did not evidence any secondary phase. In agreement with this result, SIMS profi le (figure 2) show quite sharp interfaces between PZT and YBaCuO, whatever is the stacking order, suggesting that there is no strong interaction between the two materials under our deposition conditions. However, we can observe that the Cu signal from YBaCuO does not fall to zero in PZT suggesting some Cu diffusion in PZT. In contrast, SIMS profi les observed for the SBN -YBaCuO bilayers (figure 3) evidence strong interdiffusion : in particular Bi diffuses strongly in the YBaCuO bottom layer and Ba and Cu signals suggest a diffusion of these elements in SBN (fi gure 3 b). These results are in good agreement with the merging of.additional peaks on XRD patterns. Up to now the associated secondary phases were not identifi ed. SIMS results corresponding to the fi lms prepared in our conditions differ from the chemical interactions of Zr or Ti from PZT and Nb from SBN with Ba from YBaCuO previously suggested by Y .A. Boikov et al. [7]. In spite of interdiffusion evidenced in some cases, the good uniformity in the top layer is systematically evidenced by flat signals on the SIMS profi les.

Ferroelectric measurements

The ferroelectric behaviour of PZT and SBN on YBaCuO/SrTiO 3 sublayer has been checked by electrical measurements. Figure 4 shows the hysteresis loop of a PZT fi lm epitaxially grown on YBaCuO, using a Pt top electrode deposited by a lift-off process. The saturated polarization larger than 30 µC/cm 2 and a coercive fi eld of about 70 kV/cm are close to values reported for this type of structure [8,9]. Work is now in progress to measure the remnant polarization of (l 16)SBN/(103)YBaCuO. Preliminary measurements allowed to evidence the ferroelectric behaviour, but experimental diffi culties to take electrical contacts were encountered to measure the actual hysteresis loop.
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Superconducting behaviour

In spite of the ab sence of si gn ificant diffusion of PZT in YBaCuO, a slight decrease of the critical temperature ofYBaCuO has been observed : typically a narrow transition was recorded at about 86-87 K instead of 88-89 Kon bare SrTiO 3 • As a similar decrease of T c was also observed when YBaCuO single layers were deposited between PZT deposition runs in the same chamber, we initially assumed some lead contamination effect, in relation with the Pb oxide volatility. However, up to now, no lead has been detected in YBaCuO, in agreement with SIMS results. In contrast, fi gure 5 illustrates the superconducting transition of YBaCuO which was routinely observed on SBN/(l 00)MgO as well as on SBN/(l00)SrTiO 3 at T c around 88.5 K. Moreover, the area under the x " peak (S(x. ")), a measurement of low frequency losses and which is strongly correlated to microwave losses [10], is in agreement with the low mixture of the two in-plane orientations (3 %) of the c-axis YBaCuO we have previously reported in the case of YBaCuO/MgO [ 1 0] . Then, the observed value of S(X, ") would imply a low surface resistance (smaller than 2 mQ). Work is in progress to directly measure the microwave surface resistance of such sample.

CONCLUSION

As expected from structural considerations, epitaxial multilayers integrating YBaCuO, SBN and PZT were grown by pulsed laser deposition. SIMS experiments associated with XRD evidence interdiffusion mechanisms in several cases. According to these results and to the ferroelectric and superconducting measurements, YBaCuO appears to be a good candidate as an electrode for PZT, while SBN seems a promising seed layer for the control of high quality superconducting epitaxial YBaCuO, especially on MgO substrate. The suitability of this heterostructure for microwave applications will be evaluated. The complementarity of PZT/YBaCuO and SBN/YBaCuO on (100)SrTiO 3 is illustrated. Indeed, the control of both heterostructures would give access to a standard capacitor geometry (using the c-axis polarization of PZT) or to a coplanar geometry (using the a-axis polarization of SBN).

T

  bl Z L a e : att1ce constant mismatc h I va ues 1'.a/a between the materials under study SrTi03 c-axis oriented PZT 3.3% c-axis oriented SBN-0.1 % m-plane axes along the diagonals of the substrate 3.1.1 PZT-YBaCuO heterostructures MgO Taking into account that c-axis YBaCuO films are required for both microwave applications and polarization of PZT along c-axis, PZT/YBaCu0 / (100)SrTi0 3, YBaCuO/PZT/(100)SrTi0 3 , and YBaCuO/ PZT/YBaCu0/ (100)SrTi03 have been prepared. C-axis orientation was evidenced by 0-20 X ray diffraction. Whereas narrow rocking curves values L\0 (full width at half maximum of0-scan), lower than 0.2 ° were measured on 001 peaks of PZT or YBaCuO on bare SrTi0 3 , in bilayers like PZT/YBaCuO , L\fl ~ 0.3 ° and~ 0.8 ° were measured on YBaCuO and PZT layers, respectively, and a value of about 0.9 ° was measured for each material in trilayers, evidencing low mosaicity effe{;ts. The in-plane orientation in bi-and trilayers , i.e. the epitaxial growth, was confi nned by RHEED patterns, showing narrow streaks.
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 12 Figure 1 : <p-scans on the 103 and 115 reflections of YBaCuO and SBN, respectively, in YBaCuO/SBN/(100) MgO systems (left) Figure 2: SIMS profile on a PZTNBaCuO/(l00)SrTiO 3 heterostrucure (right)

Figure 3 :

 3 SIMS profi les on (a)YBaCuO/SBN/(l00)SrTiO 3 and (b)SBN/YBaCuO/(l l0)SrTiO 3 heterostrucures

Figure 4 :Figure S :

 4S Figure 4 : Hysteresis loop of a PZTNBaCuO/( 1 00)SrTiO 3 heterostructure (left)

Table 1 :

 1 Deposition parameters for each material in the various heterostructures

	Material Target Deposition temperature Oxygen pressure	PZT PbZro.5 2 Tio.4g03 SrBi 2 Nb 2 0 9 + 30% SBN Bh03 560 ° C 100 °c 0.5 mbar 0.3 mbar	YBaCuOon SrTi0 3 , and SBN YBa2Cu307 720 ° C 0.3 • 0.5 mbar	YBaCuO on PZT YBa2Cu301 100 °c 0.5 mbar
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