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INTRODUCTION

The concept of cost effective production of composite material by in situ precipitation of the reinforcement in the metal matrix has been developed during the last decade. The fabrication consists in mixing the liquid or solid alloy with selected solid metal or non-metal powders, which results in exothermic chemical reaction between the alloy and the powders leading to the precipitation of reinforcing phases. The new alloy may have the advantages of MMC (strong, stiff, abrasion resistant) without their weaknesses (in situ reinforcement is thermodynamically stable, material is cheap and recyclable) [1][2][START_REF] Chrysanthou | ln situ preparation of copper matrix composites[END_REF][START_REF] Petitcorps | The concept and fabrication of a nove! composite alloy[END_REF][START_REF] Imielinska | Synthesis of in situ Al-Si matrix composites by stir casting technique[END_REF]. The in situ reinforcement has very clean surfaces enabling better wetting and bonding between them and the matrix. The sub-micron size of the precipitates is possible which do not embrittle the material and may constitute the effective reinfor cement once their properties (e.g. stiffness) and the morphology ( e.g. aspect ratio) are well selected.

ln situ particulate-reinforced aluminium-based composites were successfully fabricated by hot pressing and reaction sint�rinit or reaction pressing and extrusion of Ti, Al and B powders [START_REF] Ma | ln situ ceramic particle-reinforced aluminium matrix composites fabricated by reaction pressing in the TiO 2 (Ti)-Al-B (B 2 O 3 ) systems[END_REF]. In [7] the TiB has been obtained as in situ reinforcement of Al-Cu (4.5 % Cu). Without subjecting the composite to secondary processing such as extrusion, in situ TiB reinforcement ( 10 vol % ) resulted in tensile strength increase of 21 % whereas the in situ TiB 2 reinforcement (3.3 vol % ) improved the tensile strength by 5.6 %. Alternative technique for fabrication of in situ composites is Reactive Gas Injection (RGJ) method, in which chemical reaction occurs between the reactive (C or N containing) gas and liquid alloy [START_REF] Khatri | Formation of TiC in situ processed composites via solid gas, solid Iiquid and Iiquid gas reaction in molten Al-Ti materials[END_REF]. During crystallization products of the reaction form the reinforcing phase. Synthesis of TiC carbides in Al and Cu matrices using methan as reactive gas was described in [START_REF] Fras | Synteza kompozyt6w in situ Al-TiC oraz Cu-TiC z wykorzystaniem gazu reaktywnego[END_REF]: The TiC particles of the mean diameter 1 ..,... 4 µm and volume fraction up to 12 % were formed. Analysis of the potential of RGI method shows that it can be used to the production of wide range of composites with matrices of Al, Ti, Cu, NiAl, NiTi, TiAl reinforced with particles of carbides, (TiC, TaC, B4C, SiC) or nitrides (Sl 3 N 4 , AIN, BN) [START_REF] Fras | Synteza kompozyt6w in situ Al-TiC oraz Cu-TiC z wykorzystaniem gazu reaktywnego[END_REF]. In [START_REF] Fras | Metoda SHB syntezy kompozyt6w in situ Al + TiC, IV Seminarium Kompozyty 2000 Teoria i praktyka[END_REF] liquid metal processing SHSB (self-propagating high temperature synthesis bath) has been used to Al-TiC synthesis ( 4..,... 10 % TiC). The compression strength of the composites increased by 400 % as compared with pure Al. The important increase in abrasion resistance has been demonstrated.

The group of potential reinforcement for aluminum alloys are aluminum rich intermetallic compounds. In ordinary Al alloys they usually form during solidification or during subsequent thermo mechanical processing in aluminum based alloys, either from unwanted impurities (e.g. Fe and Si) or by intentionally added elements [START_REF] Santosh | Das, AI-rich intermetallics in aluminum alloys[END_REF]. The intermetallic compounds in ingot-cast alumi num alloys are reasonably understood. However, the limited solid solubility of transition metals (TMs) such as Fe, Mn, Cr etc. and the nature of the Al-TM phase diagrams limit the volume fraction of intermetallic compound that can be achieved (in a traditional way) to provide appreciable dispersion strengthening. The progress on Dr int. Krystyna Imielinska (kimielin@sunri;e.pg.gda.plJ -Politechnika Gdaiiska, prof. Yann Le Peticorps -Universite Bordeaux 1, Francja nonequilibrium processing of aluminum powder alloys using gas atomisation, [START_REF] Palmer 1 | Dispersion strengthened aluminum alloys[END_REF], mechanical alloying [START_REF] Gilman | Aluminum-Lithium alloys III[END_REF] has led to new class of commercially significant aluminum alloys strengthened by disper soids of aluminumrich intermetallic compounds. These alloys derive their excellent mechanical and corrosion properties from a number of metastable intermetallic compounds that exhibit unique structures, thermal stability (up to 450 °C) and desirable properties in aluminum matrix. Attention is paid to the Al-Fe-Si intermetallic compouds. The focus is on the type and crystallo graphic data of intermetallics depending on the cooling rate and the processing route [START_REF] Santosh | Das, AI-rich intermetallics in aluminum alloys[END_REF].

The present work is the continuation of the study on fabrication of in situ AI-Si matrix composites reinforced with intermetallic Al-Fe-Si or Al-Fe-Cr-Si compounds obtained by the reaction of liquid Al-Si alloy with Fe or Cr powders [START_REF] Petitcorps | The concept and fabrication of a nove! composite alloy[END_REF]. The Fe powders were selected for low cost, low processing temperature, reactivity with Al which should facilitate precipitation of reinforcement in situ and hexagonal crystallographic lattice of Al-Fe-Si compound which promo tes the formation of elongated (,,fibre") precipitates. Chro mium was supposed to form the precipitates of improved hardness and abrasion resistance which could be predicted from the data of microhardness of chromium silicides [START_REF] Petitcorps | The concept and fabrication of a nove! composite alloy[END_REF][START_REF] Santosh | Das, AI-rich intermetallics in aluminum alloys[END_REF]. However, in situ precipitates of Al 4 FeSi obtained in [START_REF] Petitcorps | The concept and fabrication of a nove! composite alloy[END_REF] did not exhibit important microhardness and the tensile properties were low due to the large size of the precipitates and porosity of the alloy. The fabrication of Al-Si composites with Cr powders proved time consuming yet microhardness of Al 13 Cr 4 Si 4 precipitates was promising. Conse quently, in order to take advantage of the beneficial characteristics of both sources the fabrication of composites with source of both Fe and Cr has been attempted. Sorne results of microstructural examination of the composites obtained have been presented in [START_REF] Imielinska | Synthesis of in situ Al-Si matrix composites by stir casting technique[END_REF].

In the present study the previous work has been continued and the effect of reinforcement on the mechanical behaviour as well as abrasion resistance has been studied.

EXPERIMENTAL PROCEDURE

Materials

The hypereutectic and eutectic Al-Si alloys (25 and 11 % Si) were used as matrix materials. The particles of reinforcement were obtained by precipitation in situ, as a result of self propagating chemical reaction between the liquid Al-Si alloy and selected precursor elements for intermetallics, introduced in the form of powders or altematively as a metallic stirrer ,,dissolving" in the liquid.

Chemical composition of materials used is given in table 1.

Composites fabrication

The in situ composites were made by stir-casting technique, using the following procedures. The powder was gradually added inside the funnel formed in the liquid aluminum alloy while stirring the mixture continuously (265 rev /min.). In order to avoid oxidation of substrate powder partiel es the use of high chromium steel stirrer as an alternative source of Fe and Cr was investigated. The stirrer, ( 1 0 wt % of Al alloy) was supposed to ,,dissolve" totally during agitation process. The weight of the stirrer was 10 % of the liquid Al alloy. The extent of the reaction between the source material and the liquid alloy has been controlled by varying the time of the process.

In the present work the mechanical agitation time varied from 15 min. to 2 hours. The constant temperature of 680 °C was adopted.

The cylindrical samples <I> 20 x 30 mm were moulded by gravity casting in metallic moulds. Data on fabrication of composites are given in table 2. 

Fig. 1. Scheme of experimental set-up for composites fabrication

Rys. 1. Schemat stanowiska do wytwarzania kompozyt6w

Composites characterization

In order to identify and characterize the composites the morphology of the materials obtained by stir-casting bas been examined using scanning electron microscope coupled with x-ray diffraction microprobe analyser EDX. The maps of distribution of the elements have been made followed by approximate identification of phases. The volume fractions of precipitates have been determined by quantitative image analysis.

Mechanical behaviour of composites was studied by means of compression tests perforrned on cylindrical samples (10mm x 15 mm) using lnstron hydraulic testing machine. Elastic modulus and compression strength as well as yield strength and fracture strain have been estimated.

. As Al-Si in sit � composite materials are expected to have u 1; p _ roved wear res1stance . abrasion tests were perforrned. Dry shding wear tests were carned out under unlubricated conditions at room temperature in a wear testing machine using the pin on-reciprocating-plate mode for wear testing. Cylindrical samples (6 mm x 20 mm) eut from the moulded composite cylinders, were used as pins sliding against the reciprocating plate of hardened tool steel. Before the tests the surface of the sample was polished using a 3 µm diamond paste. The wear rate was studied at fixed velocity 0.24 m/s over a sliding distance of 1200 m and the pressure between the sliding surfaces was 1 MPa. The wear rate was calculated by measuring the weight loss. The samples were weighted before and after each wear test to 0.01 mg. Each test was repeated three times and the mean value was used for the analysis of the results. Finally, Rockwell (scale B) hardness of composites and microhardness of the reinforcement phases were estimated.

RESULTS AND DISCUSSION

Morphology of the composites

The SEM images shown in Fig. 2 and3 illustrate the evolution of microstructures of the composites (Al-Si + 5 wt. % Fe + 5 wt. % Cr) at different stages of the fabrication process: after incor poration of Cr powder (Fig 2 ), after the incorporation of Cr + Fe powders and stirring the mixture for 60 (Fig. 3a) and 120 minutes (Fig. 3b). Chemical composition of the precipitates (Fig. lb) as well as the maps of Cr and Fe distribution in the final composite illustrate changes taking place in the material during the process. Larger, round Al-Cr rich phase which is in reaction with Fe and smaller, elongated Al-Fe rich precipitates are observed (chernical composi tion relevant to the maps has been given in [START_REF] Imielinska | Synthesis of in situ Al-Si matrix composites by stir casting technique[END_REF]). The increasing brightness of the initially very dark precipites of both Al-Cr rich and Al-Fe rich phases indicate the gradually progressing diffusion and reaction of Cr and Fe leading to the complex interrnetallic compounds (the chemical composition indicates that they are the nonequilibrium phases of the type Al 18 Cr 2 Fe and Al 19 Fe 2 Si 2 Cr). Microhardness of the intermetallic phases seen in Fig. 3 was HV 50 450 + 530. The volume fraction of the precipitates es timated by image analysis was V r 20+22 %.

These results have been next compared with the previous study [START_REF] Petitcorps | The concept and fabrication of a nove! composite alloy[END_REF] in wlùch alternatively 10 wt % Fe or 10 wt. % Cr powders were incorporated in hypereutectic A1Si25 alloy. In the first case the elongated, acicular interrnetallic precipitates of Al 4 , 5 SiFe (V f = 16+ 18 %) have been identified by XRD (Fig. 4ab). The ternary phase diagram (Al-Si-Fe) confirmed that the Al 4 SiFe or Al 4 , 5 SiFe compounds appear between 25 to 600 °C. The crystallo graphic analysis showed that the monoclinic P-Al 4 , 5 FeSi crystal exhibit a strong anisotropy in the c direction. The microhardness of the platelets was 270 HV0.02

In the case of Cr source powder [ 4 J (Fig. 4c) after stirring for 11 hours large precipitates of cubic Al 13 Cr 4 Si 4 phase (Vr = 30+35 %) were identified (570 HV0.02).

Since the incorporation of source materials in the form of powders was difficult and tÎine consuming an attempt has been made to introduce Fe and Cr by ,,dissolving" the chromium steel blades of the stirrer. However, the processing proved longer and it was difficult to ,,dissolve" all the material in short time, consequent ly it was impossible to control the amount of Fe and Cr introduced into the liquid alloy. Microstructure of composite obtained by reaction of the steel stirrer with liquid hypereutectic alloy is shown in Fig. 4d. Two distinct phases are seen, round particles and thin needles (V t = 23 + 25 % ). Point analysis of both the needle-like phase and partiel es as well as ED X maps of distribution of elements in the composite structure showed that both Al-Si-Fe phases differ a) only slightly in Fe, Si and Cr contents [START_REF] Imielinska | Synthesis of in situ Al-Si matrix composites by stir casting technique[END_REF].

Morphology of composites obtained by dissolving the steel stirrer in eutectic AISill alloy is demonstrated in Fig. 5 

Rys. 2. Mikrof otografia SEM kompozytu o osnowie stopu eutektycznego Al-Si po wprowadzeniu proszku Cr (czas mieszania 15 min.) a) powifk• szenie 125 x , b) szczegôl struktury pokazanej na rys. 2a, sklad chemiczny wydzielenia zaznaczonego krzyiem

Abrasion tests results

As the potential application of the composites fabricated in this study are wear resistant elements some results of abrasion tests have been analysed in order to compare the behaviour of composite materials with pure Al-Si 11 alloy. As is shown in Fig. 6 illustrating the weight Joss over a distance of 1200 m, at 1 MPa pressure and the sliding velocity of 0,24 m/s for ail fabricated composites unreinforced Al-Si 11 alloy suffered higher weight loss than in situ composites based on Al-Sil l obtained in this study. The lowest weight Joss was observed for hypereutectic matrix composite (+Fe) the highest (among the composites) for AISil l Fe+Cr. The improved performance of hypereutectic matrix composite proves the importance of matrix properties. The effect of harder matrix seems to be stronger than that of the precipitates.

Mechanical characterization

In Fig. 7 plots of Brinell hardness of the composites have been shown. lt is evident that in situ reinforcement bas beneficial effect b)

Fig. 3. SEM micrographs of eutectic Al-Si matrix composites after incorporation of Cr+ Fe powders and stirring a) 60 minutes, b) 120 minutes c) maps of distribution of Cr and Fe in the above composites

Rys. 3. Mikrofotografie SEM kompozytu o osnowie stopu eutektycznego po wprowadzeniu proszku Cr i Fe i mieszaniu przez a) 60 min, b) 120 min, c) mapy rozkladu Cr i Fe w przedstawionych wyi,ej mikroobszarach

on the hardness of Al-Si alloys. However, small differences in Brinell hardness indicate that this parameter is not sensitive enough so as to be used in assessing the effèct of a given type of reinforcement. The results of microhardness tests showed that in situ reinforcements obtained in this study differed importantly, (microhardness ranging from 270 HV0.02 for Fe-rich phases to 650 HV0.02 for Cr-rich phases) However these important differences had little effect on abrasion resistance expressed by weight loss, investigated in this study (Fig. 6).

In order to compare the behaviour of composites under compression loading graphs of compression modulus, strengths and fracture strains have been plotted for five composites and pure AISill alloy. As can be observed the compression modulus of composites are highest for hypereutectic matrix composites. The effect of volume fraction and shape of the reinforcement is also noticeable. ln sample A1Si25 + Fe, exhibiting the highest modulus, the precipitates were long and ,,short fibre" -like. Yet, microstruc ture of second hypereutectic alloy based composite (steel stirrer) was dominated by the particulate precipitates (Fig. 4d). Although the volume fraction of the reinforcement obtained for this material (Vr = 23 + 25 % ) was higher as compared with the former compos ite (V r = 16+ 18 %) the form of the reinforcements seem to play more important role in improving the compression modulus of the composite.

Rys. 4. Mikrofotografi e SEM pnedstawiajqce a) mikrostruktur(l ko;,,. pozytu AlSi25 +Fe (strzalka wskazuje faz'l mifdzymetalicZ114 Al 4 , 5 FeSi powstalq in situ, b) plytkowa budowafazy mitdzymetalicznej Al 4 , 5 FeS,i, c) mikrostruktura kompozytu AlSi25+stal (12% Cr), czas mieszania 120 min. Widoczne licwe wydzielenia faz Al-Fe-Si-Cr o lekko zrtii nicowanym skladzie

The lowest modulus obtained for eutectic composite 2 (steel) can be explained by lower volume fraction of the reinforcement (Vr = 12+ 15 % ) as compared with Fe+Cr samples (Vr = 20+ 22%).

Ultimate compression strength and yield strength (Fig. 8) are sirnilar for the composites tested with notable, 400 % rise as compared with matrix material Al Si 11. The compression fracture strain was highest for AlSill (e r = 35 %) as compared with e r = 7 % for brittle, hypereutectic alloy reinforced with coarse needles. Then the considerable difference is observed in the behaviour of other composites. Except the properties of the matrix this is due to the size, form and volume fraction of the precipitates. Small, round particles proved more favourable than the coarse• ,,fi bers".

The observation of fracture surface confirmed the difference in the behaviour of the composites. Those based on A!Si-rich matrix fractured by multiple, brittle fracture parallel to the compression sample axis, the eutectic alloy-based composites exhibited ductile mode of fracture (at 45 ° to the sample axis).

From the results of compression behaviour it may be concluded that the most interesting are the properties of eutectic alloy reinforced with intermetallic compounds resulting from the re action of liquid A!Sil 1 alloy with steel stirrer, since this material posesses the combination of strength stiffness and plasticity. This is also in agreement with abrasion results for the matrix of eutectic alloy. The composites based on hypereutectic Al-Si alloy exhibited lower weight loss, because of the effect of the matrix rather than precipitates.

Further studies performed for this kind of materials indicated that it is the refinement of microstructure of the composites that plays a major role in improvement of their mechanical behaviour.

CONCLUSIONS

1. Incorporation of combination of Fe, and Cr into the Al-Si alloy leads to the formation of intermetallic phases constituting the effective reinforcement of Al alloy. 2. The source materials for in situ reaction in liquid aluminum may be both in the form of powders as well as solid rod gradually "dissolving" due to reaction with the liquid. However, the second type is Jess efficient, requires longer times or gives lower volume fractions of reinforcement 

6.

Ali composites exhibited improved abrasion resistance as compared with pure A!Sill alloy. 7. The most important improvement in the behaviour of the A!Si 11 alloys as far as the combination of mechanical properties in compression and wear resistance are concemed was obtained for composites produced using the chromium steel stirrer as a source of Fe and Cr.

8.

In order to obtain further improvements in the mechanical behaviour of composites the refinement of in situ precipitates must be achieved. 

4 Fig. 2 .

 42 Fig. 2. SEM micrograph of eutectic Al-Si matrix composites after incorporation of Cr powder (mixing the liquid for 15 minutes) a) magnification 125 x , b) detail of the micrograph shown in Fig. 2a, indicating the chemical composition of the " +" marked precipitate

Fig. 5 .Fig. 4 .

 54 Fig. 5. SEM microphotograph showing microstructure of the composite after mixing the AISill allo y with steel (12 % Cr) stirrer for 60 minutes. Precipitates of in situ formed reinforcements against the eutectics moditied by Cr and Fe can be observed Rys. 5. Mikrofotografia SEM pnedstawiajqca mikrostrukturt kompozytu powstalego na skutek mieszania stopu AlSill za pomocq stalowego (12 % Cr) mieszadla przez 60 minut. Widocwe czqstki utwonone in situ na tle eutektyki zmodyfikowanej przez Cr i Fe

Fig. 6 .Fig. 6 .Fig. 7 .Rys. 7 .

 6677 Fig. 6. Weight loss over a distance of 1200 mi n dry sliding wear tests using the pin on-reciprocating-plate mode for wear testing (pressure 1 MPa, 0.24 m/s) Fig. 6. Zuzycie scierne na dystansie 1200 m w probie tarcia suchego przy zastosowaniu unqdzenia z ruchem posuwisto zwrotnym (nacisk 1 MPa; 0,24 m/s)

3 .

 3 The in situ reinforcements of Al-Si alloys constitute the complex intermetallic phases, e.g. Al 4 _5FeSi or Al 13 Fe4Cr 4 of medium hardness ranging from 270 HV0.02 for Fe-rich phases to 650 HV0.02 for the Fe-Cr-Si phases. 4. The volume fractions of the reinforcements obtained ranged from Vr = 12+35 %.

Fig. 8 .

 8 Fig. 8. Compression tests results for different composites: a) elastic modulus, b) compression ultimate and yield strengths, c) fracture strain Rys. 8. Wyniki pr6by sciskania dia otrzymanych kompozyt6w: a) modul sprriystosci, b) wytnymalosé na sciskanie i umowna granica plastyczno sci, c) wydluienie przy zniszczeniu S. The in situ composites produced in this study exhibited improved compression behaviour, as compared with A!Sil 1 allo y i.e. modulus -by 30 + 60 %, compression strength -by 60+250%, yield point o-02 by -300+400%, fracture strain lower by about 30 % for AlSil 1 + steel.
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Table 1 . Chemical composition of materials used Tabela 1. Sklad chemiczny materiaMw ui.ytych do wytwarzania kom pozytôw

 1 

	1 AJSill	.•.•	Al, Il% Si
	2 AISi25		Al. 25% Si
			Source materl11ls

. r.1âtrii mlitèr1a1s • . • . •• ... • •• • l Fe powders ( qiameter of the pamçles A) 0.04-0.07 mm, B) max. 0,45 mm 2 Cr powders (ma)(. dfameterof the partkles 0,2 min) 3 Alloy steel Fe, 12 % Cr l.65 % C, 0.35 % Mn 0.35 % Si, 0.7 % V

Table 2 . Data on fabrication of composites Tablica 2. Dane o sposobie wytwarzania kompozyt6w

 2 

	• allo y	.�• stbrlng tboo	
		[mi11.J	
	Al-Si(l) Fe(A)5wt%+ Cr5wt% 680 °C	120	wann metalliê mould
	2 Al-Si (1) steel (l 2 % Cr) 10 wt % 680 °C	60 wann metallic mould
	3 Al-Si(2) steel (12 % Cr) JO wt % 680 °C	120	wann metallic mould