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In the paper, we present a UML profile called DAMRTS (Dependability Analysis Models for Real-Time Systems) [START_REF] Addouche | UML Models for Dependability Analysis of Real-Time Systems[END_REF]. It represents a specialisation to reference metamodels of the OMG profile "Schedulability Performance and Time" (SPT) [START_REF] Selic | Response to the OMG RFP for Schedulability, Performance and Time[END_REF]. The aim is to fulfil the following goals :

• To provide concepts that enable to specify real-time systems with probabilistic aspects.

•

To propose behavioural UML model with a formal semantics designed for probabilistic model checking.
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The use of UML for developing real-time systems is widely adopted in industry. Other steps are also important in the development of real-time systems. Performance and dependability evaluations are based on separate models: stochastic Petri nets [START_REF] King | Using UML to derive stochastic Petri nets models[END_REF], stochastic process algebras [START_REF] Canevet | Performance modelling with UML and stochastic process algebra[END_REF] and Markov processes [START_REF] Kwiatkowska | Model Checking for Probability and Time : From Theory to Practice[END_REF] are generally used. The formal verification is done on system models developed in other formalisms. In particular, for verifying temporal properties, timed automata [START_REF] Alur | A theory of timed automata[END_REF] or timed Petri nets are used. In the case of the probabilistic temporal properties, formalisms like probabilistic timed automata or continuous time Markov chains are used [START_REF] Kwiatkowska | Model Checking for Probability and Time : From Theory to Practice[END_REF]. However, these mathematical models are too fine grained to be directly specified by a real-time system designer. In order to have UML accepted by the real-time development community, the OMG group has proposed the profile "Schedulability, Performance and Time" [START_REF] Selic | Response to the OMG RFP for Schedulability, Performance and Time[END_REF] for real-time systems. In this one, some supports are introduced in UML to capture a maximum of real-time requirements and to perform the real-time development tasks directly on UML models. Beside the usual analysis and design stages, scheduling analysis, performance evaluation and formal verification of critical properties are included. However, the two last activities are partially covered because "quality of service" requirements are introduced without a clear indication about the formal verification of this type of properties. Adapted tools to formal verification or performance evaluation on these UML models are not yet available. The profile is also too general as it covers all real-time problems both soft and hard. For all these reasons, a new profile is proposed to analyse and verify dependability properties of real-time systems. Our proposal has the following aims:

• To be compliant with the standard OMG's SPT profile,

•

To give a UML quantitative models of real-time system: the model must cover functioning and malfunctioning with probabilistic aspects,

•

To propose a formalisation of behavioural UML models with probabilistic timed automata in order to verify dependability properties. A probabilistic model checker requires specification of these properties with a suitable temporal logic.

5HVHDUFK

In the profile DAMRTS, a set of UML diagrams describing an assembly chain of micro-motors with realtime features is presented. The chain example is excerpted from a European project called PABADIS (Plant Automation Based on Distributed Systems). This one deals with flexible and reconfigurable systems of production designed to product different types of micromotors. In order to verify dependability properties of the system, a probabilistic model checking is used. The SPT profile enables to construct models relating to resources, time and performance. The resources model represent the system entities and quality of service proposed by these resources and required by the client. The quality of service represents performances (response time, deadline, etc) and dependability (reliability, availability, etc) attributes related to real-time systems. These attributes can take as value a number or a probability distribution. The following concepts are introduced in the profile: The dynamic aspects of a real-time system are represented by two diagrams. The interactions between objects are described with collaboration diagram and the behaviour of each object is represented by UML statecharts diagrams,

• System features, like dense time, non-determinism and probabilistic choice are introduced in the UML statecharts diagram,

•

The metaclasses ,QGLFDWRU and &DXVH, are integrated in the metamodel. They have as attributes a boolean expression which expresses respectively the appearance of failure on resources and the cause of failure.

To check properties related to quality of service, there are several formal methods with their supporting tools. The formal model that represents system behaviour is usually based on automata. The model of properties is often described in temporal logic. In order to verify temporal probabilistic properties related to system dependability, the behavioural UML models are translated into probabilistic timed automata. This type of automata has been chosen because it takes into account dense time, non-determinism and probabilistic choice considered in the UML models. It is also amenable to model checking of probabilistic temporal properties.

5HVXOWV Some concepts of system dependability are introduced in metamodels of the profile DAMRTS. Some rules are also defined in order to represent UML statecharts diagrams with a semantics related to probabilistic timed automata. We propose to extend the semantics defined in [START_REF] Jansen | A Probabilistic Extension of UML Statecharts: Specification and Verification[END_REF]. Timed automata can capture the timed behaviour of a system on a very abstract level, by using finite state automata, augmented with clocks, transition guards involving clocks, and transitions urgencies. Probabilistic timed automata is a variant of timed automata extended with discrete probability distributions [START_REF] Kwiatkowska | Model Checking for Probability and Time : From Theory to Practice[END_REF]. Among the model checkers which allow verification of probabilistic properties, there is the PRISM tool developed at the University of Birmingham and designed for the analysis of probabilistic models [START_REF] Kwiatkowska | Prism: Probabilistic Model Checker[END_REF]. This one integrates the stochastic and the probabilistic aspects in both behavioural models and properties specifications.

&RQFOXVLRQ

The paper presents the profile DAMRTS designed for dependability analysis of real-time systems. A set of UML diagrams describing static and dynamic aspects of an assembly chain of micro-motors is presented. The formalisation of behaviour models with probabilistic timed automata are proposed for verification of dependability properties. In future works the formal model will be integrated in the probabilistic model checker PRISM. The probabilistic properties will be specified with the Probabilistic Timed Computation Tree Logic (PTCTL) [START_REF] Kwiatkowska | Prism: Probabilistic Model Checker[END_REF]. This one is suitable when the formal model is described by probabilistic timed automata.

•

  UML clocks describing dense time are defined in UML statecharts diagram.•Notion of concurrency is introduced in the UML statecharts diagram,•