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The jaw plays a significant role in speech production. This work introduces a muscle activated dynamic jaw model that will be connected in the future to the 3D tongue model already developed by our group. The bone structure of the jaw, extracted from CT Images, is represented as a biomechanical model using quadrilateral shell elements. Opener and closer muscles are represented as line-segmented link elements. The temporomandibular joint constraints are defined as nodal limits. The combined bone, muscle, and joint model is simulated in the ANSYS software package.

Introduction

The preliminary dynamics jaw model is aimed to study speech production in combination with the biomechanical finite element tongue-hyoid model developed by Buchaillard and colleagues [START_REF] Buchaillard | Muscle Activations and Lingual Movements: Modeling Natural and Pathological Speech[END_REF][START_REF] Buchaillard | Simulations of the consequences of tongue surgery on tongue mobility: Implications for speech production in post-surgery conditions[END_REF]. Towards a combined tongue-jaw model, we choose a soft body framework to formulate the jaw to represent the jaw in the ANSYS finite element modeling package and may enable later study of jaw stresses. Jaw deformation is not relevant for speech studies but can be meaningful for clinical applications. In speech, forces on the jaw are small, compared to mastication, while stiffness of jaw bone is much higher than the one of tongue tissues; consequently the deformation of the jaw is not anticipated to have a first order effect on tongue-jaw motion. This work was motivated by the initial tongue-jaw model presented in [START_REF] Fels | Artisynth: A biomechanical simulation platform for the vocal tract and upper airway[END_REF] using a rigid jaw/finite element formulation, which was found to show instabilities. These instabilities are an engineering challenge that was solved by [START_REF] Fels | Advanced tools for biomechanical modeling of the oral, pharyngeal, and laryngeal complex[END_REF] using a rigid body/finite element connection formulation. Our approach is to formulate the jaw and tongue in a unified finite element Permission to make digital or hard copies of all or part of this work for personal or classroom use is granted without fee provided that copies are not made or distributed for profit or commercial advantage and that copies bear this notice and the full citation on the first page. To copy otherwise, to republish, to post on servers, or to redistribute to lists requires prior specific permission and/or a fee. OPAL-09, June 26-27, 2009, Vancouver, BC, CA.

Copyright remains with the author(s). framework. The jaw-tongue coupling is of particular relevance in speech production and for understanding of speech, according to [START_REF] Macneilage | The frame/content theory of evolution of speech production[END_REF] and [START_REF] Rochet-Capellan | The speech focus position effect on jaw-finger coordination in a pointing task[END_REF].

Model formulation

The dynamic jaw model consists of three components realized in the ANSYS finite element framework: a finite element jaw, point-to-point opener and closer muscles and a temporomandibular joint formulation.

In order to obtain subject specific shapes, anatomical hard structures of the head are extracted as a mesh from computed tomography images (1x1x4mm resolution) of a male subject. This enables to create both a jaw mesh formulation, as well as, to extract skull and hyoid meshes to determine muscle insertions of the jaw. The predominant quadrilateral jaw mesh consists of 1390 elements, which were slightly modified from the version presented by [START_REF] Buchaillard | Muscle Activations and Lingual Movements: Modeling Natural and Pathological Speech[END_REF]. The finite element jaw model, shown in Figure 1, is based on four-node thin shell elements (shell63) with 5mm thickness, which produces a smaller and faster system than volumetric hexahedral or tetrahedral alternatives. The finite element shells have a 2000 kg/m 3 density, 0.3 Poisson's ratio, and 9.6M P a Young's modulus which is consistent with published data by [START_REF] Duck | Physical Property of Tissues: A Comprehensive Reference Book[END_REF] and [START_REF] Fung | Biomechanics : mechanical properties of living tissues[END_REF].

The configurations and placement of opener and closer muscles are consistent with the dynamic jaw model presented by [START_REF] Hannam | A Dynamic Model of Jaw and Hyoid Biomechanics during Chewing[END_REF] as point to point muscles. The muscles are formulated as cable elements (link10) and allow the indirect force activation based on element strain.

Lastly, the temporomandibular joint constraints are implemented as two translational node limits of surface nodes at the condyle. This approach simplifies the joint as a hinge and ignores sliding motion on the s-shaped joint behavior of the mandibular fossa and articular disc.

The coupling between hyperelastic tongue and thin shell jaw model is currently in progress and the first results will be presented during the conference.

Figure 1 .

 1 Figure 1. Dynamic jaw simulation for opening in ANSYS with displacement field coloring.