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The effect of mechanical deformation on the formation of quasicrystals in Zr 57 Ti 8 Nb 2.5 Cu 13.9 Ni 11.1 Al 7.5 glassy ribbons has been investigated. The mechanical treatment drastically affects the crystallization behavior and, in particular, suppresses primary quasicrystal formation. However, quasicrystals can be formed by the addition of the appropriate amount of zirconium. This indicates that if a particular short-range (e.g., icosahedral) is required for quasicrystal formation and if this short-range order is altered during milling, it can be restored by appropriately adjusting the chemical composition.

Introduction

More than fifty years ago Frank [1] proposed that metallic liquids might be characterized by an icosahedral short-range order (SRO). Another state of matter that is believed to possess icosahedral SRO is the glassy state [2,3]. The degree of icosahedral SRO is predicted to increase with increasing undercooling of the liquid [4]. Since metallic glasses may be considered as deeply undercooled liquids, it has been proposed that in glassy alloys the SRO characterizing the liquid may be quenched-in during vitrification [5]. This may subsequently promote the formation of quasicrystals (QC) upon crystallization of the glass. Recently, this assumption has been corroborated by Saida et al. [6] who observed a change of the primary devitrification product from quasicrystalline to big cube phase upon ball milling. The authors proposed that the distortion due to the mechanical treatment induces changes in the local icosahedral structure in the glassy state and, therefore, leads to a different crystallization behavior. However, QC formation directly during mechanical alloying has been reported for Al-based alloys [7] and recently in solid-state synthesized Zr-based glassy powders, which undergo QC formation upon crystallization [8,9]. This indicates that the SRO responsible for QC formation can be achieved also by solid-state reaction with no need of quenching from the melt.

In this work, this aspect has been further investigated by studying the influence of mechanical deformation on QC formation for melt-spun Zr 57 Ti 8 Nb 2.5 Cu 13.9 Ni 11.1 Al 7.5 glassy ribbons. The ribbons were subjected to ball milling up to the suppression of QC formation.

The results demonstrate that the suppression of QC formation can be reversed by an appropriate variation of the chemical composition.

Experimental

Ribbons with a cross section of about 0.05x3 mm 2 were prepared in a single-roller Bühler melt spinner at a wheel velocity of 14. andH 2 O). The ribbons were milled for 100 h at a ball-to-powder mass ratio of 13:1 using a milling speed of 150 rpm. The oxygen content, evaluated by carrier gas hot extraction, was found to be about 0.18 wt.%. The microstructure was characterized by X-ray diffraction (XRD) (Co K α radiation) and by transmission electron microscopy (TEM). The thermal stability of the samples was investigated by differential scanning calorimetry (DSC) at 40 K min -1 heating rate under a continuous flow of purified argon.

Results and discussion

The characterization of the melt-spun Zr 57 Ti 8 Nb 2.5 Cu 13.9 Ni 11.1 Al 7.5 ribbon has been reported elsewhere [10,11]. However, some key features have to be quoted here. The as-spun ribbon is amorphous and is characterized by a multi-step crystallization behavior in which the primary phase formed is a metastable icosahedral quasicrystalline phase of nanometer-scale dimensions [10,11]. However, the DSC scan (40 K min -1 ) of the ball-milled (BM) ribbon (Fig. 2) shows some differences with respect to the as-spun Zr 57 Ti 8 Nb 2.5 Cu 13.9 Ni 11.1 Al 7.5 ribbon [11]. The exothermic DSC peaks are broader and are characterized by a convergent shift compared with the parent as-spun material [11], which gives rise to a partial overlapping of the exothermic signals. The values of T g and T x1 are higher (646 and 703 K, respectively) than for the as-spun ribbon (637 and 682 K, respectively), indicating that the mechanical treatment enhances the ) is lower compared to the asspun ribbon [11], suggesting a decrease of the crystallized volume fraction.

The XRD pattern for the BM ribbon heated up to completion of the first crystallization event is presented in Fig. 1(b). The diffraction peaks belonging to the QC phase characterizing the XRD pattern of the as-spun ribbon [11] are no longer visible. Instead, the XRD pattern shows extremely broad diffraction peaks, corresponding to an unidentified phase of nanoscale dimensions, superimposed on the amorphous haloes.

It has been reported that the lack of QC formation in mechanically alloyed (MA) Zr 62 Ti 7.07 Nb 2.21 Cu 12.28 Ni 9.81 Al 6.63 glassy powders is due to preferential oxidation of Zr during milling, which shifts the composition of the glassy phase outside of the range suitable for QC formation [9]. If an adequate amount of elemental Zr is added, the oxidation drawback can be bypassed and the MA glassy powders undergo QC formation upon crystallization [9]. Consequently, oxygen contamination might also be the reason for the suppression of QC formation in the BM ribbon.

In order to test this hypothesis, 5 at.% elemental Zr was added to the BM ribbon.

Subsequently, the material was milled for 100 h at 150 rpm. The addition of elemental Zr to the BM ribbon considerably alters the thermal stability as well as the microstructure evolution of the material. The DSC scan of the BM ribbon + Zr is shown in Fig. 2. The partial overlapping of the exothermic DSC peaks characterizing the BM ribbon is no longer observable and the crystallization events are clearly resolved. The values of T g and T x1 are found to be decreased (612 and 660 K, respectively) with respect to the parent materials and the value of the crystallization enthalpy (26.4 Jg -1 ) is similar to that of the as-spun ribbon [11], suggesting a similar transformed volume fraction. When the BM ribbon + Zr is heated above the first crystallization event the XRD pattern [Fig. 1(d)] reveals the formation of a phase that, [12], can be indexed as an icosahedral quasicrystalline phase with quasilattice constant a q = 0.480 nm.

The icosahedral structure of the first crystallization product was corroborated by TEM investigations. Fig. 3 shows a bright-field TEM image of the BM ribbon + Zr after heating up to the completion of the first exothermic DSC peak. It reveals a homogeneous distribution of particles with a size on the order of 10 -20 nm. The electron diffraction pattern taken from the precipitated particles is presented in the inset in Fig. 3. The pattern clearly exhibits five-fold rotational symmetry. The distances between the diffraction spots along the radial directions are related each to other by τ = (1 + √5)/2, the golden mean. In addition, the angles between the spots are 2π/10 = 36°. This confirms the results from XRD, corroborating that the particles precipitated in the first crystallization event have an icosahedral structure.

Conclusions

Mechanical treatment suppresses the formation of quasicrystals in melt-spun Zr 57 Ti 8 Nb 2.5 Cu 13.9 Ni 11.1 Al 7.5 glassy ribbons. The suppression of QC formation due to the mechanical deformation can be reversed by adequately adjusting the chemical composition.

These findings indicate that quasicrystal formation in the ball-milled ribbon is crucially linked to the chemical composition rather than to the question whether there is a special quenched-in short-range order. 
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