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Threading dislocations in epitaxial ferroelectric

PbZr0.

Introduction

The heteroepitaxial growth of semiconductor materials has received a great deal of attention in the last decades. In mismatched epitaxial films, which grow in a twodimensional mode (i.e., step flow or layer-by-layer growth) biaxial stress is built up.

Usually the stress relaxation in mismatched epitaxial films leads to the formation of misfit dislocations (MDs) at the film/substrate interface, which are commonly accompanied by threading dislocations (TDs) that extend across the film. Structural defects such as MDs and TDs are well known to significantly influence the physical properties of semiconductor thin films and heterostructures [1]. For example, epitaxial film quality is of great importance to the success of all III-V semiconductor devices. Dislocation densities above ≈10 4 cm -2 significantly reduce the efficiency of GaP and GaAs optoelectronic devices. The threading dislocation density depends only marginally on the substrate material (and hence on the misfit between the substrate and the layer) but rather on the growth technique and conditions [START_REF] Matthews | Epitaxial Growth[END_REF][START_REF] Miguel | [END_REF][4][5]. The possibilities for the generation of TDs during epitaxial growth are [START_REF] Matthews | Epitaxial Growth[END_REF]: (i) the extension of substrate dislocations, (ii) the accommodation of translational and rotational displacements between agglomerating islands that are close to epitaxial orientation, (iii) the formation of dislocation loops by the aggregation of point defects, (iv) plastic deformation of the film, during growth and subsequent cooling.

Although the possible presence of TDs in (multi-)functional ternary-oxide thin films and heterostructures has been reported [6][7][8][9][10], details on their origin, role, and particularly avoidance, are not sufficiently understood.

Here we report our observations on heteroepitaxial structures of PbZr that TDs may pin the domains and hinder the ferroelectric switching.

Experimental

Vicinal single crystalline SrTiO 3 (100) (STO) substrates with a miscut angle of 0.1°-0.2° (CrysTec, Germany) with single-unit-cell stepped terraces were used to grow the heterostructure epitaxially [11,12]. The thin films were fabricated by PLD, employing a KrF excimer laser (λ= 248 nm). Ceramic targets of SrRuO 3 (purchased from PRAXAIR) (SRO) and of Pb 1.1 (Zr 0.2 Ti 0.8 )O 3 (SCI Engineered Materials) (PZT) were used for in situ thin film deposition. The SRO layer was chosen as the bottomelectrode for the heterostructure. It was deposited at a substrate temperature T g = 700°C in a background atmosphere of 100 mTorr oxygen, with a laser fluence Φ L = 1.5 -2 J/cm 2 , at a laser repetition rate of 5 Hz. The SRO grew in step-flow growth mode [8,9], exhibiting single-unit-cell stepped terraces. The subsequent PZT film (100-350 nm thick) was grown at T g = 575-600 °C in 150-300 mTorr oxygen, at Φ L = 2 -3 J/cm 2 , and at a laser repetition rate of 5 or 10 Hz. For macroscopic ferroelectric measurements (not shown) circular SRO top-electrodes (340 µm diameter) were deposited by PLD at room temperature through a shadow-mask and then platinum was sputter-deposited on top of the SRO, in order to ease the contacting of the capacitor pads. pm/V).

Results and discussion

PFM investigations performed on a PZT/SRO/STO heterostructure revealed some intriguing aspects regarding the switching of 180° ferroelectric domains. Figure 1a shows the surface topography of a 2 µm x 2 µm area of the as-grown PZT film. The two-dimensional grid exhibited by the surface indicates that 90° twin domains, typical for c-axis oriented tetragonal PZT films above a certain critical thickness [7,[START_REF] Roitburd | [END_REF]16],

were formed. The piezoresponse image of the as-grown PZT film, associated with the topography image is given in Fig. 1b. The piezoresponse image confirms the existence of 90° domains, with the dark lines (forming a grid) representing the a- domains (i.e., domains with the polar c-axis lying in the plane of the film) [START_REF] Le Rhun | [END_REF]16].

180° domains of "up" preferential orientation of the polarization are present in the PZT film [7,11,[START_REF] Le Rhun | [END_REF], their piezoresponse being displayed as bright irregular spots with various lateral sizes between about 50 and 200 nm. In order to investigate the switching behaviour of these 180° domains, the following experiment was performed. image was taken on a very thin sample area (weak phase object) at Scherzer defocus (-40 nm), which allows to assume that cations are visualized as dark spots ("intuitively interpretable image", cf. [START_REF] Van Dyck | High-resolution electron microscopy[END_REF]). In view of these imaging conditions, the very dark elongated contrast spots, which occur along the stacking fault, can most probably be assigned to pairs of lead cations. Thus the stacking faults are most probably lead-rich. An unambiguous allocation of the elongated contrast spots to lead ions would, however, require some detailed contrast simulation work; thus the possibility of a titanium-rich stacking fault, as described in Ref. [START_REF] Lu | [END_REF], cannot be entirely excluded. In any case, the stacking fault should be metal-rich in nature. In (c/2)[001] and is thus in accordance with the experimental findings for the respective Burgers vector components. The changed linking of the oxygen-octahedra at the stacking fault is equivalent to an oxygen deficiency (see Fig. 6, schematic seen from

[110] direction). In our case, the dislocation loops may form by aggregation of point defects (i.e., oxygen vacancies) [1,[START_REF] Matthews | Epitaxial Growth[END_REF]. Because the growth of the thin film often occurs under non-equilibrium and high supersaturation conditions, as it is certainly the case for typical PLD conditions [START_REF] Bäuerle | Laser Processing and Chemistry[END_REF][START_REF] Willmott | [END_REF][START_REF] Koster | Artificially layered oxides by Pulsed Laser deposition[END_REF], it can be anticipated that an excess of vacancies or gas atoms could be trapped in a growing film. These point defects could aggregate to form dislocation loops that would subsequently grow and coalesce to form dislocations threading the thin film. Therefore, it is likely that non-stoichiometry of the growing film could lead to dislocations being produced by the mechanism under discussion [START_REF] Matthews | Epitaxial Growth[END_REF]. The PZT target we employed for PLD, although of Pb 1.1 (Zr 0.2 Ti 0.8 )O 3 nominal composition, may have already been oxygen-deficient, as it is suggested by its dark-gray color, and this may have contributed to the slightly non-stoichiometric deposits. The target was deliberately purchased with 10% PbO excess, as a precaution for the possible loss of PbO during the deposition, because PbO is highly volatile at the usually elevated growth temperature. Moreover, the correct oxygen content of the growing film was expected to be ensured by the background oxygen atmosphere, as the depositions were performed in 150-200 mTorr O 2 . PLD is known to be a deposition technique that, under favourable conditions, allows for stoichiometric transfer of the material from the bulk target to the growing thin film [START_REF] Bäuerle | Laser Processing and Chemistry[END_REF][START_REF] Willmott | [END_REF].

However, we would expect that small deviations from the nominal composition are likely to be exhibited by these PZT films. Electron-energy loss spectroscopy (EELS) '[Insert figure 5 and figure 6 about here]'

Another observation related to the formation of TDs starting from the PZT/SRO interface is that the TDs may originate on a particulate "P", as it can be seen in Fig . 7. This can be a source for heterogeneous nucleation of dislocation dipoles [1]. The particle (10-15 nm in diameter) appears to be amorphous (better visible in the top left inset of Fig. 7) and may be either an impurity, a particulate ejected from the PLD target or may be formed on the SRO surface at the initial stage of the PZT layer growth. It is assumed that the presence of such a particle or impurity results in stress concentrations which can extend into the epilayer.

'[Insert figure 7 about here]'

Considering our up to date observation [11], according to which TD half loops, TD dipoles and backswitching 180° domains are all absent in layer-by-layer grown, defect-free PbZr 0.2 Ti 0.8 O 3 films deposited on SrRuO 3 /SrTiO 3 (001), whereas they all show simultaneously up in the present films, it is reasonable to assume that TD half loops and/or TD dipoles (with their lead-rich stacking faults) may represent pinning centers for backswitching 180° domains. As a consequence, the observed TDs are potential pinning centers for 180° ferroelectric domains, inhibiting their switching when subjected to a reverse-oriented electric field. Moreover, the remnant polarization of the PZT films we report on here was around P r = 70 ± 10 µC/cm whereas the defect-free films have a remnant polarization [11] up to P r = 105 ± 5 µC/cm 2 . The defect-free PZT layers also did not exhibit backswitching of the polarization [11]. This strengthens our opinion that threading dislocations can play an important role in the polarization backswitching. The lateral spacing between 20 nm and about 120 nm of the TD dipoles and of the TD half loops at the surface of the films, and the lateral dimension of the backswitching ferroelectric 180° domains, which is between 50 nm and about 200 nm, are also in accordance with this assumption.

Conclusions

In conclusion, PFM investigations have established that preferentially oriented 180° domains present in tetragonal PZT epitaxial films undergo backswitching after being reversed by an applied electric field. TEM and HRTEM revealed that partial threading dislocation half-loops and partial dislocation dipoles exist in these films. The latter include a -most probably lead-rich-stacking fault in between. It is suggested that these TDs act as pinning centers for the 180° domains and inhibit their switching. 

  The top left quadrant (1 µm x 1 µm) of the 2 µm x 2 µm area was poled by -4 V, and the bottom right quadrant (1 µm x 1 µm) was poled oppositely by + 4 V. The piezoresponse image of the overall area, acquired immediately after the poling procedure is shown in Fig.1c. Complete switching to positive polarization occurred in the positively biased area, whereas in the negatively poled area, some of the positive 180° domains did not completely switch to negative polarization. The sample was left on the PFM stage for 15 hours and the same 2 µm x 2 µm area was scanned again, the resulting image being displayed in Fig.1d. In the previously positively poled quadrant, no modification of the polarization pattern was observed. However, in the negatively poled area backswitching from the negative polarization to the positive polarization state took place, as many of the initial bright spots reappeared at the very same location.'[Insert figure 1 about here]'To study possible origins of this backswitching of 180° ferroelectric domains in terms of pinning by structural defects, cross-section and plan-view (HR-)TEM investigations were carried out. Figure2ais a cross-section TEM micrograph of a PZT/SRO/STO heterostructure, seen from [010] direction. The tetragonal film was caxis oriented, as shown by the electron diffraction pattern (Fig.2e), but contained a-domains bounded by {101} twin planes (90° a-c-boundaries) (see Fig.2a, where the tilted white arrows are inserted). Typically two types of vertical threading dislocations (TDs) were discovered in the PZT film. There exist pairs of partial dislocations (partial dislocation dipoles) that run across the entire layer[7] (indicated by the black arrows) and half-loops[1,[START_REF] Matthews | Epitaxial Growth[END_REF] (indicated by the white doublearrow) that come from the top surface and end in the bulk of the PZT film. The TD dipoles that cross the whole PZT layer go through the a-domains as well, which indicates that the TD dipoles are already formed at the growth temperature[7]. The twin domains are known to start being formed during the cooling of the heterostructure through the cubic-to-tetragonal structural phase transition. The temperature at which the PZT layers are usually grown, T g , significantly exceeds the phase transition temperature (T C ≈ 450 °C). It can be seen that sometimes the halfloop dislocations may pin a 90° domain (Fig.2b).'[Insert figure 2 about here]'Plan-view TEM micrographs are shown in Fig.2c, d. 90° domains are visible in Fig.2c, as well as black spots spread over the entire viewed area. These spots can be better seen in the higher magnified image, given in Fig.2d. They turned out to be dislocation dipoles with a typical separation distance of 10 -50 nm. To further elucidate the nature of these threading dislocation dipoles, (110)-Fourier filtered planview HRTEM images were taken. Fig. 3 shows such an image. It reveals that the TD dipole consists of two partial edge dislocations of equal in-plane Burgers vector component, b  = (a/2)[110] [1,2,14] (0.28 nm), but of opposite sign, separated by a distance of 15 nm. The vector (a/2)[110] represents half of a lattice vector, in view of unit cell of PZT. As indicated by cross-sectional HRTEM of a single half-loop TD (Fig. 4a, b), half-loop TDs have an out-of-plane Burgers vector component b ⊥ = (c/2)[001] and thus represent partial dislocations too. Although neither the half-loops nor the dipoles have been entirely characterized in terms of their Burgers and line vectors, we may state that partial in-plane Burgers vector components b || = (a/2)[110] and partial out-of-plane components b ⊥ = (c/2)[001] have been detected. '[Insert figure 3 and figure 4 about here]' Diffraction contrast TEM and HRTEM images of the PZT/SRO/STO heterostructures showed that the partial dislocation dipoles include a stacking fault (SF) in between [2,17-19], as seen in Fig. 5a and 5b, respectively. The black arrow indicates the location of one of the numerous SFs. Figure 5c is a HRTEM image seen from the [110] direction, so that the (001) PZT planes and the SF are visible edge-on. This
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  the entire cross-section of the PZT layers ascertained that the Ti/Zr ratio stays within 4 ± 1.
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 7 Figure 7Cross-section HRTEM micrograph revealing that a threading dislocation

  

  

  

  

  

  0.2 Ti 0.8 O 3 /SrRuO 3 /SrTiO 3 (001), whose ferroelectric PbZr 0.2 Ti 0.8 O 3 film exhibits

	threading dislocations, in addition to 90° and 180° ferroelectric domains. 180°
	ferroelectric domains are domains with the polar c-axis perpendicular to the surface
	plane of the heterostructure, either pointing towards the PZT/SRO interface or to the
	top surface. Piezo-force microscopy (PFM) investigations revealed that local
	backswitching of the 180° ferroelectric domains occurs. These results let us assume
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	Transmission electron microscopy (TEM) samples were prepared by standard
	mechanical and ion-beam thinning procedures [13]. TEM and high-resolution TEM
	(HRTEM) were performed on plan-view samples and on two types of cross-section
	samples, cut in such a way that the electron beam was incident onto the sample either
	from the [010] or the [110] direction. Some of the HRTEM images were Fourier-
	filtered. Conventional TEM was performed in a Philips CM20T electron microscope
	F at 200 keV primary energy of the electrons, and HRTEM in a Jeol 4010 high o r resolution electron microscope at 400 keV.
	Local piezoresponse behaviour was investigated by a scanning probe P e microscope (ThermoMicroscope) in PFM mode. PtIr coated tips (Nanosensors,
	ATEC-EFM) with an elastic constant of about 2.5 N/m were employed [14]. Local e r piezoelectric hysteresis curve was acquired by superimposing a d.c. bias voltage on
	R the a.c. probing voltage (1 V, 22.3 kHz). For quantitative measurements the
	e e i v piezoresponse signal was previously calibrated using a X-cut quartz crystal (d 33 = 2.3
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