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Horizontal single-walled carbon nanotubes on MgO(1 1 0) and MgO(0 0 1) substrates

Horizontal single-walled carbon nanotubes (SWNT) on MgO(1 1 0) and MgO(001) single-crystal sub-strates were synthesized in a temperature range of 830-910 °C by chemical vapor deposition using Co catalyst particles. SWNTs grow preferentially along the h110i directions of the two MgO surface planes. For synthesis at 830 °C, the distribution of the radial breathing mode (RBM) frequencies of SWNTs grown on MgO(11 0) is centered at 142 and 168 cm À1 , attributed to semi-conducting SWNTs. For the same syn-thesis time, the RBM distribution of SWNTs grown on MgO(0 01) is significantly broader. This difference would be due to the larger surface energy of MgO(11 0) which reduces the probability of coalescence between Co particles.

Introduction

Single-walled carbon nanotubes (SWNT) exhibit outstanding electrical and mechanical properties which make them potentially interesting as components for future electronic devices [START_REF] Dresselhaus | Carbon nanotubes[END_REF]. Therefore, numerous studies have been focused on the understanding of the growth mechanism of SWNTs in order to control size and chirality which determine their intrinsic transport properties [START_REF] Loiseau | Understanding carbon nanotubes[END_REF].A n attractive synthesis process is the direct chemical vapor deposition method assisted by catalyst particles of regular size grown on single-crystal substrates. The lattice symmetry of the substrate can drive the horizontal growth of carbon nanotubes (CNT) along preferential crystallographic directions, as it was demonstrated on the Að11 20Þ and Rð1 102Þ planes of sapphire substrates [3,4]. On the R surface using successively 13 CH 4 and 14 CH 4 gases, a base-growth mode of the aligned SWNTs was observed, highlighting the importance of the CNT-sapphire interactions [5]. This route for growing aligned CNT could be exploited for nanotube integration into circuits as transistors [6] or interconnects [7]. A recent development in the fabrication of NT-based devices was the direct growth of bent carbon nanotubes on sapphire substrates with artificial step structures [8]. The size of catalytic particles is also a crucial parameter since it controls the diameter of the nanotubes. An universal ratio between the diameters of the particle and the formed nanotube was found to be equal to 1.6 and was explained via a growth mechanism based on the formation of heptagon defects [9]. Furthermore, it was shown that the lattice symmetry could favor cer-tain chiralities [10] and the atomic arrangements in the substrate planes could even induce unidirectional growth of CNTs [11].O n MgO(0 0 1) substrates, we have observed the horizontal growth of CNTs aligned preferentially along the two orthogonal directions [1 1 0] and ½1 10 using carbon monoxide as feeding gas [12].I ti s worth emphasizing that these two directions as well as the ones observed on the A and R planes of sapphire, namely the ½ 1100 and ½ 110 1, respectively, correspond to rows of pure oxygen atoms. Such oriented growth would thus be driven by the interactions between the growing carbon nanotubes and oxygen atoms of the substrate. The growth of horizontal straight micrometer-long nanotubes requires rather low density of catalysts on MgO(0 0 1). In contrast, for a high density of particles, vertically aligned carbon nanotubes were formed using ethylene, with lengths of a few millimeters [13].

In this Letter, we present for the first time the CVD synthesis of SWNTs on the (1 1 0) plane of MgO catalyzed by Co particles. We show that SWNTs are aligned preferentially along the unique favorable direction ½1 10. For comparison, syntheses of SWNTs on MgO(1 1 0) and MgO(0 0 1) surfaces were performed simultaneously. From the frequencies of the radial breathing mode (RBM) observed in the Raman spectra, the distribution of the diameters of SWNTs grown on MgO(1 1 0) is found to be substantially narrower than on MgO(0 0 1).

Experimental

Deposition of a thin layer of Co with a nominal thickness of about 1 Å was performed at 430 °C simultaneously on MgO(1 1 0) and MgO(0 0 1) substrates (size of 10 Â 10 Â 0.5 mm 3 )i na n ultra-high-vacuum chamber (base pressure of 2 Â 10 À10 mbar). The flux of Co atoms emitted from an e-gun source corresponds to a deposition rate of 0.01 Å/s. The magnesium oxide has a cubic NaCl-type structure with Mg and O atoms arranged in the (0 0 1) and (1 1 0) planes as shown in Fig. 1. The h110i directions correspond to alternate rows of pure O and pure Mg atoms.

After deposition, the samples with self-assembled Co nanoparticles were examined under ambient conditions by atomic force microscopy (AFM) in tapping mode using a Veeco 3100 apparatus. Typical AFM images are shown in Fig. 2. The root mean square (RMS) roughnesses are equal to 0.3 and 0.5 nm on the (0 0 1) and (1 1 0) surfaces, respectively. The larger roughness found on MgO(1 1 0) is mainly related to the presence of a few holes of 1 nm depth. The self-assembled Co particles are somewhat difficult to separate from the nanograins of MgO. Nevertheless, examination of line profiles (insets in Fig. 2) has allowed us to estimate the average height of Co particles equal to 1.4 ± 0.5 nm with a separation distance of 35 ± 5 nm.

Both MgO substrates with Co deposits were cleaved into smaller pieces of 3 Â 3mm 2 and stored in an evacuated dessicator to preserve the samples from humidity. For each synthesis, one piece of MgO(0 0 1) and one piece of MgO(1 1 0) were placed on an alumina support, which was centered inside a horizontal quartz tube reactor under atmospheric pressure. First, the tube was flowed with He, then He was exchanged with hydrogen with a flux of 100 sccm and the furnace was heated up to 580 °C. Waiting time of 1 h at 580 °C was applied to reduce Co oxide. Then the furnace was heated up to the synthesis temperature, at which the H 2 flow rate was reduced down to 20 sccm and the CO was introduced up to a flow rate of 80 sccm. Different temperatures of synthesis ranging from 830 to 910 °C were chosen. For each temperature the reaction time was fixed on 1 h. After this time, the CO/H 2 mixture was exchanged with helium and the furnace was cooled down to room temperature.

The MgO pieces with CNTs were examined using a Zeiss Ultra 55 field emission scanning electron microscope (FESEM) based on GEMINI e-Beam column technology. This equipment is well-suited for visualizing alignement of CNTs on a large scale. Imaging with the in-lens detector, which collects secondary electrons (SE) emerging from the uppermost part of sample, allows to visualize efficiently the carbon nanotubes. In contrast, imaging with the Everhart-Thornley (ET) detector, which collects under lower angles secondary electrons produced by both incident and backscattered electrons, reveals better the catalytic particles. In some cases, the images using ET detector have a better contrast than those taken using the backscattered electron in-lens (BSE) detector. Because of the charge effects induced by the insulating MgO susbtrate, a voltage of 1 kV was used. The diameters of carbon nanotubes and Co particles were then measured by atomic force microscopy.

Furthermore, single-walled carbon nanotubes were characterized by Raman spectroscopy. The spectra were collected with a Renishaw InVia Raman microscope equipped with an air-cooled ultra low noise detector in a backscattering configuration. An excita- tion wavelength of 514.5 nm (E i = 2.41 eV) from an Argon-ion laser focused on the surface through a 50Â (NA = 0.95) objective ($1 lm 2 spot size and 5 mW laser power) was used. Sets of spectra were recorded by rastering the samples in 1 lm steps.

Results and discussion

The carbon nanotubes grown on the two different planes of MgO were first characterized by FESEM. Fig. 3 shows the results of two CVD syntheses performed at 910 and 860 °Co n MgO(0 0 1). In spite of different lengths and densities of CNTs on the two MgO substrates, the CNTs prefer to grow horizontally along the [1 1 0] and ½1 10 perpendicular directions. Other growth directions are detected for the sample synthesized at 910 °C and can be explained as follows: if an initially well-oriented growing nanotube hits other Co particles or CNTs, these obstacles as well as defective areas of the MgO surface will strongly damp the lattice-induced growth and will deviate the CNT from its initial growth direction. While a single family of CNTs of about 1 lm length is observed in Fig. 3a, two families are revealed in Fig. 3bd. Besides a few long and oriented nanotubes lying on the surface, other nano-objects, rather embedded in the surface and also oriented along the h110i directions, are detected by the SE (ET) detector (Fig. 3d). As shown later, these nano-objects were clearly identified by AFM as nanotubes. Most of the short nanotubes are ended at Co particles, which correspond to dark dots while measuring with the SE in-lens detector (Fig. 3c) or bright dots with the SE (ET) sideways detector (Fig. 3d).

Fig. 4 shows the FESEM images obtained for the two pieces of Mg(1 1 0) after synthesis at 910 and 860 °C. For the synthesis at 910 °C( Fig. 4a) 1 lm long CNTs are observed, preferentially oriented along the ½1 10 direction in the (1 1 0) plane. However, other growth directions as the h111i ones exist. Similar to the MgO(0 0 1) sample, no CNTs are oriented along the h100i directions. Fig. 4b-d shows FESEM images of the MgO(1 1 0) sample after synthesis at 860 °C. Images (b-d) in Fig. 4, recorded using three different detectors, correspond to the same region of MgO(1 1 0) sample. In spite of numerous recrystallized regions revealed by the SE (ET) detector (Fig. 4c), two families of CNTs were formed preferentially located on the flat regions (bright areas in Fig. 4d) elongated along the ½1 10 direction. The first family is well-imaged by the SE in-lens detector and is likely located above the MgO surface (Fig. 4b). The second one consists of shorter nanotubes lying on the flat areas: a few CNTs are visible in Fig. 4c. The recrystallized areas could be induced by H 2 O vapor formed during the synthesis according to the reaction: CO + H 2 M C+H 2 O, together with the disproportionation of CO. The mobility of Co particles and thus the importance of coalescence effects are expected to be quite different on the flat and recrystallized regions with various roughnesses. As shown from numerous experimental and theoretical studies [9,14-16], the particle size determines the nanotube diameter but, as noticed by Paillet et al. [17], the particle diameter is sometimes only an upper limit for the produced nanotube diameter. Two families of nanotubes are observed on both MgO(0 0 1) and MgO(1 1 0) surfaces after synthesis at 860 °C. The shorter tubes well-oriented along the h110i directions have grown on flat areas of MgO substrates from rather large Co particles. In contrast, the longer nanotubes lying rather above the surface and adopting different directions have grown from small Co particles located preferentially on damaged areas of MgO.

AFM observations of CNTs and Co particles are shown in Fig. 5. Images (a) and (b) were taken for the same MgO(0 0 1) samples as shown in Fig. 3. The diameters of the visualized nanotubes vary between 1.1 and 6 nm, and the heights of the Co particles between 1.5 and 7 nm (Fig. 5a). During the synthesis time of 1 h, the inactive Co particles merge to form the large particles as visualized by AFM. Fig. 5b confirms that the objects in close contact with the substrate, observed by FESEM (Fig. 3d), are carbon nanotubes. Such nanotubes have large diameters up to 10 nm. Large particles can even give rise to two nanotubes as shown in the inset of Fig. 5b. All these short and straight nanotubes are aligned along one of the two per- pendicular directions h110i. It is worth noting that some large particles are located above the short nanotubes. Fig. 5c andd are AFM images recorded on the MgO(1 1 0) pieces after synthesis at 830 and 860 °C. Unfortunately, no AFM image could be taken for the sample shown in Fig. 4a. In comparison with the AFM images measured just after Co deposition (Fig. 2c andd), the surface state of the two MgO(1 1 0) pieces has changed. In Fig. 5c, the diameters of the CNTs grown at 830 °C are in the range of 1-3 nm, and the Co particles with height in the range of 4-6 nm are distributed around the broad MgO grains. The change of the MgO surface is more pronounced after the synthesis at 860 °C, which corresponds to a surface recrystallization. Such modification limits substantially the horizontal oriented growth of CNTs driven by the lattice symmetry. Nevertheless, on flat and elongated substrate areas a preferential growth along the ½1 10 direction is well observed, as shown by the two nanotubes (Fig. 5d, red1 rectangle) with diameters of about 15 nm.

The existing RBM frequencies in the Raman spectra confirm the growth of single-walled carbon nanotubes on both surfaces for synthesis temperatures ranging from 830 to 910 °C. Fig. 6 shows the maps constructed from a thousand spectra recorded on $30 Â 35 lm 2 areas of MgO(0 0 1) and MgO(1 1 0) after synthesis at 830 °C. Most of the measured RBM frequencies, x RBM , vary from 120 to 190 cm À1 , corresponding to SWNT with diameters, d, from 2.2 down to 1.2 nm, based on the relation established for free-standing SWNTs: x RBM = A/d + B with A = 204 cm À1 and B = 27 cm À1 [18]. On MgO(1 1 0) surface, the distribution of the RBM frequencies is centered at two values, 142 and 168 cm À1 , which corresponds to a distribution of diameters of CNTs centered at 1.75 and 1.45 ± 0.5 nm, respectively. From the so-called Kataura plot [19], taking into account the excitation energy of 2.41 eV, these two families of resonantly probed SWNTs are semi-conducting in agreement with their general TM mode lineshape. Attempts to probe metallic SWNTs with diameters in the range of 1.45-1.75 nm using a laser excitation line of 785 nm (1.58 eV) has failed due to strong MgO fluorescence. On the MgO(0 0 1) surface, the double distribution is not well pronounced and could be related to a higher mobility of the Co particles, favored by the surface energy of MgO(0 0 1), which is twice smaller than the one of MgO(1 1 0) [START_REF] Henrich | The Surface Science of Metal Oxides[END_REF]. Consequently, coalescence probability between Co particles is increased leading to a broad range of particle diameters and accordingly to various diameters of SWNTs. In addition to semi-conducting SWNTs, a few metallic SWNTs were also identified, characterized by a large G À lineshape and a RBM frequency in the range of 120-125 cm À1 corresponding to diameters close to 2 nm. The RBM frequency distribution measured for the samples synthetized at 860 °C was found to be broader on MgO(0 0 1) and MgO(1 1 0). This feature can be attributed to a larger range of Co particle diameters resulting from the damage of the MgO substrates as discussed above.

Several Raman spectra display a unique narrow (6-7 cm À1 ) RBM line and well-resolved TM modes suggesting signals coming from individual SWNTs. As shown in Fig. 7, for SWNTs synthetized at 860 °C, a closer examination of the G À bands reveals a triplet structure. Such feature also appears in the spectrum of the MgO(0 0 1) sample, which presents no RBM mode and weak intensities of the G bands characteristic of less-resonant conditions. The three components are well-fitted by lorentzians, with maxima at 1556, 1567 and 1575 cm À1 and widths in the range of 5-10 cm À1 . A triplet structure feature is also observed for the G + band, but contrary to the G À band case, the splitting is less pronounced with a separation of only 4-5 cm À1 . Nevertheless, for few spectra exhibiting very narrow widths of individual components, the G + band was successfully fitted by three lorentzians centered at 1594, 1599 and 1605 cm À1 . These narrow linewidths are attributed to well-crystallized nanotubes with few structural defects. Such good crystalline state is supported by the weak intensity or even the absence of the D band at 1340 cm À1 . According to previous reports based on a group theory analysis [START_REF] Jishi | [END_REF]22], these six modes occur for chiral SWNTs and correspond to two A 1 , two double degenerate E 1 and two double degenerate E 2 symmetry modes with atomic vibrations either along the tube axis direction or along the circumferential direction [23]. The measured spectra show that the TM component with the highest frequency has a low intensity and, in agreement with theoretical calculations, can be attributed to a E 2 mode. Similar consideration allows us to attribute an E 2 symmetry to the lowest frequency mode. Full polarized Raman studies are nevertheless required to assign the A 1 and E 1 symmetry modes to other components.

Conclusion

We have demonstrated the feasability of growing horizontal SWNTs by CVD, preferentially along the ½1 10 direction on the MgO(1 1 0) surface, using a CO/H 2 mixture and Co self-assembled catalyst particles. On MgO(0 0 1) we confirm the two preferential growth directions [1 1 0] and ½1 10, also observed for dense assemblies of CNTs. Compared with the MgO(0 0 1) substrate, the larger surface energy of MgO(1 1 0) reduces the coalescence effects between Co particles and consequently leads to a narrow distribution of SWNT diameters. For synthesis at 830 °C, the diameters of the probed semi-conducting SWNTs on MgO(1 1 0) are centered at 1.45 and 1.75 nm. In order to grow perfectly parallel and long straight SWNTs on MgO(1 1 0), further improvement in the synthesis procedure is needed, focussed on the preservation of the good surface state of MgO and the location of catalytic particles on restricted areas.
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 1 Fig. 1. The cubic NaCl-type crystal structure of magnesium oxide (a). Positions of the Mg and O atoms on the (0 0 1) (b) and (1 1 0) (c) planes. The red and blue circles represents the oxygen and magnesium atoms, respectively, arranged in the uppermost layer; the grey circles correspond to the atoms in the first underlayer.
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 2 Fig. 2. AFM topography images of nominally 1-Å-thick Co deposits on MgO(0 0 1) (a) and MgO(1 1 0) (b). Insets reveal typical line profiles through Co particles. The white arrow marks a hole of 1 nm depth in MgO(1 1 0).

Fig. 3 .

 3 Fig. 3. FESEM images of carbon nanotubes grown on MgO(0 0 1) by CVD of a CO/H 2 mixture. CNTs grow along the [1 1 0] and ½1 10 preferential directions. (a) Synthesis at 910 °C. (b-d) Synthesis at 860 °C: (c) and (d) are higher magnification images of the area defined by the white square in (b). Images (a-c) were recorded by the SE in-lens detector and image (d) by the SE (ET) detector revealing the Co catalyst particles.

Fig. 4 .

 4 Fig. 4. FESEM images of carbon nanotubes grown on MgO(1 1 0) by CVD of a CO/H 2 mixture. CNTs grow along the ½1 10 preferential direction. (a) Synthesis at 910 °C. (b-d) Synthesis at 860 °C: (b-d) images correspond to the same area. Carbon nanotubes are clearly identified by the SE in-lens detector (a and b). Image (c) was recorded by the SE (ET) detector, revealing the recrystallization of the MgO surface. Image (d) by the BSE in-lens detector showing some strips oriented along the ½1 10 direction, whose contrast is not chemical but related to the different surface states.

Fig. 5 .

 5 Fig. 5. AFM topography images of carbon nanotubes grown on MgO(0 0 1) at 910 °C (a) and 860 °C (b) and on MgO(1 1 0) at 830 °C (c) and 860 °C (d). SWNT of $1 nm diameter are indicated by white arrows in (a). In images (b) and (d) the visualized carbon nanotubes are well-aligned along the indicated crystallographic directions of the MgO substrate. The inset in (c) shows a high magnification image of a CNT with a diameter of about 1 nm.

Fig. 6 .Fig. 7 .

 67 Fig. 6. Series of 1050 RBM Raman spectra, recorded while rastering the samples in a 1 lm step on an area of $30 Â 35 lm 2 . CVD syntheses at 830 °C on MgO(0 0 1) (a) and MgO(1 1 0) (b).

For interpretation of color in Figs.1 and 5, the reader is referred to the web version of this article.
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