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The use of organic working fluids for realizing the so called Organic Rankine Cycle (ORC) has been proven to be a promising solution for decentralized combined heat and power production (CHP). The process allows the use of low temperature heat sources, offering an advantageous efficiency in small-scale applications.

reason why the number of geothermal and biomass fired power plants based on this technology have been increased within the last years. The favourable characteristics of ORC make them suitable for being integrated in applications like solar desalination with reverse osmosis system, waste heat recovery from biogas digestion plants or micro-CHP systems. In this paper the state of the art of ORC applications will be presented together with innovative systems which have been simulated in a process simulation environment using experimental data. The results of the simulation like efficiencies, water production rates or achievable electricity production cost will be presented and discussed. Most of the efforts in the literature include ways of maximizing the efficiency of the thermodynamic cycle for best waste heat recovery [START_REF] Wei | Performance analysis and optimization of organic Rankine cycle (ORC) for waste heat recovery[END_REF].

Nomenclature

The use of ORC process for waste heat recovery has been applied for many years. An overview of manufacturers together with the appropriate temperature range of the applications is presented in table 1. In this table, also the expansion machine which is used for the superheated organic fluid vapour is presented.

It can be seen, that in the cases of low power output the use of screw motors is very common for the expansion, because turbines have in the small power range high gap losses.

Working fluids

The selection of the working fluid plays a significant role for the use of ORC process and is determined by the application and the waste heat level [START_REF] Borsukiewcz-Gozdur | Comparative analysis of natural and synthetic refrigerants in application to low temperature Clausius-Rankine cycle[END_REF].

Saleh et al. [START_REF] Saleh | Working fluids for lowtemperature organic Rankine cycles[END_REF] has presented the screening of 31 pure components working fluids for ORC process. In table 2 some selected fluids and their characteristics are presented.

The fluids are given in the order of rising critical temperature T c and normal boiling temperature T s, 1 bar , whereas the critical pressure p c and the vapour pressure at 20 °C decline. This gives a first hint for the application of these working fluids. Fluids with higher critical temperature allow on the one hand higher boiling temperatures but on the other hand lower pressures and thereby lower pressure differences are reached.

The fluids presented in table 2 are selected in order to cover a wide range of temperatures. Their critical temperature ranges from 101,3 °C for R134a up to 280,5 °C for cycloexane. The use of the ORC process for CHP production from Biomass combustion has been discussed a lot the last decade [START_REF] Gaderer | Combined Heat and Power Production with the use of an organic working fluid in combination with biomass combustion, (Kraft-Wärme-Kopplung bei Verwendung eines organischen Arbeitsmediums in Kombination mit einer Biomassefeuerung)[END_REF], [START_REF] Obernberger | Decentralized biomass combustion: State of the art and future development[END_REF].

Nowadays a lot of biomass combustion plants that work with the ORC process are installed and produce heat and/or power (e.g. Stadtwärme Lienz Austria 1000 kW el , Sauerlach Bavaria 700 kW el , Toblach South Tyrol 1100 kW el , Fußach Austria 1500 kW el ) [11] [12].

The main reason why the construction of new ORC plants increases is the fact that it is the only proven technology for decentralized applications for the production of power up to 1 MW el from solid fuels like biomass. The electrical efficiency of the ORC process lies between 6-17% [START_REF] Karl | Decentralised energy systems, new technologies in liberalised energy market[END_REF]. This efficiency is linked with the maximum heat recovery and the thermal efficiency of the boiler.

In the case of biomass combustion, thermal oil transfers the heat from the combustion chamber into the organic medium. Therefore, when the efficiency of the system is calculated, also the boiler efficiency of the thermal oil boiler has to be taken into consideration.

However, even if the efficiency of the ORC is low, it has some advantages, like the fact that the system can work without maintenance, which leads to very low personnel costs. Furthermore the organic working fluid has, in comparison with water, a relatively low enthalpy difference between high pressure and expanded vapour. This leads to higher mass flows compared with water. The application of larger turbines due to the higher mass flow reduces the gap losses compared to a water-steam turbine with the same power. The efficiency of an Organic Rankine Cycle turbine is up to 85 % and it has an outstanding part load behavior [START_REF] Turboden | High Efficiency Rankine for Renewable Energy and Heat Recovery[END_REF].

For numerous organic fluids the expansion of the turbine ends in the region of superheated vapour. This avoids drop erosion and allows a reliable operation and a fast startup of the cycle.

Geothermal plants using ORC

Another case where the ORC technology is applied is its combination with the heat from geothermal heat sources. Conventional power station technology is not suitable for heat sources with temperatures between 80 °C and 120 °C. According to the literature, there is an optimum evaporation temperature of the working fluid, which depends on the quantity of the recycled geothermal water, at which the capacity of the Clausius-Rankine is the highest [START_REF] Borsukiewcz-Gozdur | Maximising the working fluid flow as a way of increasing power output of geothermal plant[END_REF]. The Kalina process [START_REF] Nag | Exergy analysis of the Kalina cycle[END_REF] which is a process using a mixture of ammonia and water seems to be the only alternative to ORC. An example of a geothermal plant using the ORC process is the plant Neustadt-Glewe in Germany [START_REF] Broßmann | Technical concept of the geothermal plant Neustadt-Glewe (Technisches Konzept des geothermischen Kraftwerks Neustadt-Gelewe[END_REF], [START_REF] Lund | Combined Heat and Power plant Neustadt-Glewe[END_REF], which was the first geothermal power plant in Germany.

The facility uses hot water of approximately 98°C located at a depth of 2.250 m and converts this heat to 210 kW electricity by means of an ORC turbine. The ORC heat generation system is integrated into the thermal water cycle directly behind the extraction bore hole. Following the electricity generation, the water, which is still at 70°C -84°C, is transferred to the district heating network. Depending on the heat demand the cooled-off water has to be mixed with hot water from the bore hole. This means, that electricity production and the heating system compete for the thermal water.

Innovative applications

Due to the great advantage of the ORC process to use the waste heat from a process, 

many

Solar Desalination with an Organic Rankine Cycle

The rising of the world population leads automatically to the rising of water demand.

As a consequence the lack of drinking water increases. Since a large part of the world population is concentrated in coastal areas, the desalination of seawater seems to be a promising solution.

The most common way to desalinate water is by means of processes with phase change like Multi-Stage-Flash-Evaporation (MFS) [START_REF] Nafey | Thermo-economic investigation of multi effect evaporation (MEE) and hybrid multi effect evaporation-multi stage flash (MEE-MSF) systems[END_REF], Multi-Effect-Distillation (MED) [START_REF] Fiorini | Modular simulation and thermoeconomic analysis of a multi-effect distillation desalination plant[END_REF] and others.

An efficient process without phase change is the Reverse Osmosis (RO), which energy consumption per m³ of desalinated water is 5-6 times lower than thermal technologies [START_REF] Raluy | Life cycle assessment of MSF, MED and RO desalination technologies[END_REF].

A stand-alone solar desalination system driven by an Organic Rankine Cycle can be used to produce drinking water from seawater. The advantage of such a system is that it combines an efficient desalination technology (Reverse Osmosis) with a renewable energy source (solar radiation). The presented system has been developed in the European research project COOP-CT-2003-507997 called RO-Solar-Rankine [START_REF] Schuster | Simulation of an innovative stand-alone solar desalination system with an Organic Rankine Cycle[END_REF].

The setup of the system is shown in Fig. 3.

A field of evacuated tube collectors (1) heats the collector fluid, circulated by a circulation pump [START_REF] Borsukiewcz-Gozdur | Comparative analysis of natural and synthetic refrigerants in application to low temperature Clausius-Rankine cycle[END_REF]. The collector fluid preheats (3), evaporates (4) and superheats

(5) the organic working fluid. The superheated vapour is expanded in a scroll expander [START_REF]United Nations Framework Convention on Climate Change: Kyoto Protocol to the United Nations Framework Convention on Climate Change[END_REF] generating mechanical work for the cooling water ( 7) and the seawater feed pump (8). The expanded vapour is condensed in a condenser [START_REF] Gaderer | Combined Heat and Power Production with the use of an organic working fluid in combination with biomass combustion, (Kraft-Wärme-Kopplung bei Verwendung eines organischen Arbeitsmediums in Kombination mit einer Biomassefeuerung)[END_REF], and cooled with seawater [START_REF] Obernberger | Decentralized biomass combustion: State of the art and future development[END_REF]. After this, the feed pump ( 11) is pumping back the working fluid.

The seawater feed pump (8) raises the pressure of the seawater (12) which will be desalinated. In the reverse-osmosis-membrane [START_REF] Karl | Decentralised energy systems, new technologies in liberalised energy market[END_REF] where the separation from clean water ( 14) and briny water (15) takes place. The clean water leaves the membrane and is drained to a storage tank. An energy recovery device ( 16) re-extracts the hydrostatic energy of the fluid, after this the brine is drained back to the sea.

The biggest advantage of the system is that despite the use of solar thermal energy, the product water has approximately the temperature of the seawater. This is advantageous for the direct use of the water as drinking water as well as for the storage of the water. Some photos of the above described project are shown in Fig. 4.

In the left photo [START_REF] Manolakos | Experimental Evaluation of an Autonomous Low-Temperature Solar Rankine Cycle System for Reverse Osmosis Desalination[END_REF], the ORC part of the plant is shown when on the right photo the installation of the solar collectors can be seen.

One of the key components of the system is the expansion machine. Turbines are available mostly in a power range above 50 kW mech . One aim of the project was to find a market available expansion machine in a range of performance smaller than 10 kW mech . A very promising machine is the scroll expander, which is a modification of a compressor, commonly used for air conditioning technologies. Scroll expanders are positive displacement machines having favourable part load behaviour. As expansion machine for the project, a Sanden scroll compressor from the TRS-series was modified [START_REF] Sanden Machines | [END_REF]. The applied machine is a TRS105 with a capacity of 115 ccm. The vapour saturation line of R134a has a positive inclination and as a consequence, the expansion ends near the saturation line, as it can be seen in Fig. 6. A recuperator has in this case a minor effect on the efficiency. Due to the pressure losses; it could even lead to lower efficiencies. Because of this fact, no recuperator is used in this system.

A dynamic simulation of the system was performed in order to quote the mean daily water production of the system taking into consideration the fluctuation of solar irradiation.
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For diffuse irradiation which has no incidence angle the IAM has a constant value
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The experimentally determined parameters of equation ( 1) are all related to the aperture area of the collector. Therefore overall heat flow is calculated as product from specific heat flow and aperture area. The aperture area ( Aperture A ) is defined as the maximum projected area through which unconcentrated solar radiation enters a collector [START_REF] Iso | Solar energy Vocabulary" Trilingual Version[END_REF].
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The collector's temperature is possible to be calculated for a specific time step t, using equations (1) to (3):
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For the operation of the collector after the warm up matched flow and if steady collector temperatures are assumed. The mass flow can be calculated using equation [START_REF]European Parliament: Regulation (EC) No 2037/2000 on Substances that Deplete the Ozone Layer[END_REF].
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For the calculation of the monthly mean daily water production rates for different sites, the climate data of the site taken from the meteorological database Meteonorm [START_REF] Meteonorm | Global Meteorological Database for Engineers, Planners and Education[END_REF] was used. This state of the art global database includes over 7.400 weather stations and provides long term yearly and monthly mean values.

c) Scroll expander

As presented in equation ( 6), the scroll expander is modelled as expansion machine including part load behaviour. Therefore the isentropic efficiency ( s η ) is calculated as a product of the isentropic efficiency in the design point ( so η ) and a mass depending function which indicates the efficiency's dependence on the live vapour mass flow.

( )

4 5 h h m P s mech - ⋅ ⋅ = η (6)         ⋅ = 0 0 m m f s s η η (7) d) Osmosis process
Osmosis is the process of diffusion of a solvent through a semi permeable membrane whereas the solvent diffuses to the side with the lower concentration of solute. The diffusion of solvent continues till the osmotic pressure on both sides of the membrane is assimilated. Due to the water flow to the side with the formerly higher concentrated solution the liquid level and therefore the hydrostatic pressure (equal to the osmotic pressure) is higher. If pressure higher than the osmotic pressure difference on the side with the saline solution is applied, pure water is forced through the membrane

The osmotic pressure of a solution is calculated with equation (8).
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The model equations of a reverse osmosis membrane are as follows:
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The permeate mass flow is calculated using equation [START_REF] Gaderer | Combined Heat and Power Production with the use of an organic working fluid in combination with biomass combustion, (Kraft-Wärme-Kopplung bei Verwendung eines organischen Arbeitsmediums in Kombination mit einer Biomassefeuerung)[END_REF]. Although the membrane is ideally permeable only for pure water, in reality small amounts of salt are passing through the membrane. This dependency is described with equation ( 10).
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At the surface of the membrane there is a higher concentration of solute because the pure water is forced through the membrane and the solutes are hold back. The solutes diffuse away against the direction of feed water flow. The concentration at the membrane surface adjusting can be calculated using the following equation [START_REF] Th | Membrane operation (Membranverfahren[END_REF]. Fig. 7 shows the influence of the inclination of the collector field on the mean daily water production. As it can be seen, the water production can be adjusted to the specific needs of the consumers. This allows the design of the desalination plant for specific requirements like high water production in summer time for hotels or more constant water production over the whole year for industries.
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Waste heat recovery from biogas digestion plants

Energy from biomass and in particular the digestion of biomass, organic wastes or energy crops in biogas plants is one of the most attractive options in order to reach Europe's targets for the implementation of renewable energies. It offers a very big potential to substitute fossil fuels. Furthermore, with this technology it is possible to produce electrical base load energy. However, in most cases, this technology is presently only economically feasible with subsidies. Hindering for the efficiency of biomass digestion plants is the huge amount of waste heat that could commonly not be used for district heating systems due to the characteristics of heat demand and the location of the digestion plants.

One possibility to overcome this restriction is to use the waste heat for further electricity production by the application of an Organic Rankine Cycle.

Fig. 8 shows the schematic setup of such a system. The Organic Rankine Cycle, which is similar to the ORC presented in the Introduction chapter, is heated with the excess heat of the combustion engine.

The biomass digester has a specific thermal requirement because the digestion takes place at around 38 °C. The thermal power is needed for heating the digester and for heating up the substrate to the digester temperature. Depending on the size of the digestion plant and the standard of the insulation of the plant, the thermal need is between 20 … 25 % of the waste heat of the motor [START_REF]Manual of Biogas gain and use (Handreichung Biogasgewinnung und -nutzung)[END_REF]. According to the low temperature level, the digester can be heated with the cooling water of the motor and the turbocharger. For driving the ORC the heat of the exhaust gas can be used.

In the present work, the simulation of the performance of a biomass digestion plant with an electric power of 537 kW el is presented.

The assembly of the system is shown in Fig. 9. The combustion engine ( 1) is fed with biogas (2) from the digester. The air ( 3) is compressed with a turbocharger. The combustion engine with a power of around 555 kW mech drives the generator producing electrical power. The heat from cooling the compressed air (4) and the motor cooling water (5) can be used for heating the digester. The exhaust gas [START_REF][END_REF], which leaves the motor at around 490 °C, is used in a heat-exchanger (8) to heat up the thermo oil [START_REF] Gaderer | Combined Heat and Power Production with the use of an organic working fluid in combination with biomass combustion, (Kraft-Wärme-Kopplung bei Verwendung eines organischen Arbeitsmediums in Kombination mit einer Biomassefeuerung)[END_REF], which following preheats [START_REF] Obernberger | Decentralized biomass combustion: State of the art and future development[END_REF], evaporates [START_REF] Duvia | ORC plants for power production from 0,4 MWe to 1,5 MWe: technology, efficiency, practical experiences and economy[END_REF] and superheats [START_REF] Obernberger | Description and evaluation of the new 1000 kWel Organic Rankine Cacle process integrated in the biomass CHP plant in Lienz, Austria[END_REF] the organic working fluid. In reality these three steps would take place in one single heat exchanger. The superheated working fluid is then expanded in an expansion machine, which could be a turbine or a screw type expander, which is coupled with a further generator. Due to the fact, that the used working fluid is after the expansion still in the area of superheated vapour, it is used in the regenerator [START_REF] Lund | Combined Heat and Power plant Neustadt-Glewe[END_REF] in order to preheat the liquid working fluid. After being desuperheated, the vapour is condensed in a condenser [START_REF] Borsukiewcz-Gozdur | Maximising the working fluid flow as a way of increasing power output of geothermal plant[END_REF] which is cooled back with air or water from a cooling tower [START_REF] Nag | Exergy analysis of the Kalina cycle[END_REF]. The feed pump [START_REF] Broßmann | Technical concept of the geothermal plant Neustadt-Glewe (Technisches Konzept des geothermischen Kraftwerks Neustadt-Gelewe[END_REF] rises the pressure of the working fluid and forces the fluid again trough the heat exchangers.

As working fluid the hydrofluorocarbon R245fa was chosen. The fluid has a very broad application range. It is used as foaming agent, refrigerant and filling for thermosiphons as well as working fluid for Organic Rankine Cycle for heat recovery and bottoming cycles [START_REF] Honyewell | Genertron®245fa. Applications Development guide[END_REF]. Due to the negative inclination of the vapour saturation line (see Fig. 10) between evaporation (2-3) and condensation (6-0), the sensible heat that rests in the expanded vapour ( 5) can be used for preheating the liquid working fluid.

With the current setup, an additional power production from around 35 kW el is possible. This leads to a significant gain of electric efficiency of 2.6 basis points. The use of the motor cooling water for preheating the working fluid does not lead to additional power production, because the higher temperature of the working fluid leads to higher return temperatures of the thermal oil. Thus, the temperature difference and the transferred heat in the exhaust gas heat exchanger decline.

The efficiency of a waste heat recovery utility is strongly dependent on the interest rate and the full load hours of the system. According to these two degrees of freedom the electricity production cost is shown in Fig. 11. The diagram is based on a cost effectiveness study including maintenance, insurance and operation cost.

More specifically, Table 3 presents the cost assumptions of the efficiency calculation.

The electricity production cost (epc) is equal to the yearly produced electricity (expressed as the product of the net power and the full load hours), divided with the sum of the annuity of the investment and the overheads linked with the maintenance and the insurances of the plant:
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The annuity of the investment is calculated as product of the investment and the annuity factor, which is determined by the interest rate and the economic life time.
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The calculations have been performed using the German guideline for economic calculation VDI 2067 [START_REF]Economic efficiency of building installations, Fundamentals and economic calculation[END_REF].

In Fig. 11, it can be clearly seen, that a reliable and long operation is necessary for an economic operation of such a waste-heat recovery unit. The point in the figure indicates an operation range with 7500 hours of full load operation and an interest rate of 5 %. With this basic conditions, electricity production cost of around 5.65 -Ct can be achieved. This is significantly less than the actual refunding of electricity from biomass, which is 13.16 -Ct/kWh.

Micro-CHP

A further application for ORC is the combined heat and power production in a power range from a few kW el , often called Micro-CHP. In this application range the system will be driven in a way that the heat from the condenser will be completely used for heating purposes.

Fig. 12 shows the setup of such a system. A biomass fired boiler (1) heats a thermal oil loop [START_REF] Borsukiewcz-Gozdur | Comparative analysis of natural and synthetic refrigerants in application to low temperature Clausius-Rankine cycle[END_REF]. The thermal oil then preheats (3), evaporates (4) and superheats (5) the organic working fluid. As expansion machine a scroll type expander ( 6) can be used.

The electricity produced [START_REF][END_REF], can be used in the housing complex or can be distributed to the grid. Important is, that the excess heat from the condenser (8) is completely used for heating purposes in the house or in a small district heating network [START_REF] Gaderer | Combined Heat and Power Production with the use of an organic working fluid in combination with biomass combustion, (Kraft-Wärme-Kopplung bei Verwendung eines organischen Arbeitsmediums in Kombination mit einer Biomassefeuerung)[END_REF].

This implies that the condensation temperature of the organic working fluid is in a temperature range that is suitable for the use of the condenser's waste heat for space or water heating. This would be around 90 °C. The working fluid has to have a critical temperature at a sufficient level. One fluid that fits well for this application is R141b but it will be forbidden in 2010. Thermodynamic efficiencies of around 8% can be reached with live vapor temperatures of around 150°C. By using a scroll type expander with a pressure ratio =3, the condensation temperature will be around 91°C, which is sufficient for heating purposes.

Fig. 13 shows the dependence of the electricity production cost of the achievable heat revenues and the full load hours for a 5 kW el /50 kW th -system. It can be clearly seen, that it is absolutely necessary to use such a system for the production of heat baseload, which makes a second boiler necessary. Due to the high investment cost for small systems the electricity production cost is in the range of the cost the user has to pay for the supply of electricity from the grid. Heat revenues of 90 /MWh and 5500 hours of full load operation would lead to electricity production cost of 10.7 c /kWh.

Finally, it should be mentioned that a very interesting Micro-CHP application is the coupling of a micro-turbine with an ORC as presented by Invernizzi et al. [START_REF] Invernizzi | Bottoming micro-Rankine cycles for micro-gas tubines[END_REF]. In this case, with reference to a micro-gas turbine with a size of about 100 kW el , a combined configuration could increase the net electric power by about 1/3, yielding an increase of the electrical efficiency of up to 40%.

Conclusions

Nowadays, the Organic Rankine Cycle can be characterised as the only proved technology that is commonly used in ranges of a few kW up to 1 MW. Despite the fact that it is linked with low efficiencies, new applications of this technology are commonly discussed due to its possibility to utilise the low-level waste heat from other processes. Therefore it's coupling with waste heat recovery from biogas digestion plants or micro-CHP systems provide very promising solutions for low cost, decentralised applications. Additionally, the lack of fuel costs makes these applications even more attractive. Finally, the introduction of the ORC process in a

Reverse-Osmosis desalination system using solar energy provides a solution for areas with drinking water problems.
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  The Organic Rankine cycle (ORC) is a Clausius Rankine cycle in which an organic working fluid is used instead of water-steam. In the last years it became quite popular in energy production processes, due to the fact that it gives the possibility to use exhaust heat of low energy and temperature level. Fig. 1 shows the main components of the ORC process. The organic working fluid is compressed with a pump, which forces the fluid trough a regenerator. The regenerator allows the preheating of the liquid working fluid by desuperheating the expanded vapour. The preheated working fluid is then evaporated, superheated and expanded in a turbine, which drives a generator. The desuperheated vapour is condensed in a condenser. If the temperature level of the condensation is high enough, as for example in the case of biomass combustion, the waste heat can be used in a district heating net. If low temperature heat is used for driving the ORC, like geothermal or waste heat, the condenser is cooled back by means of cooling water.
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  innovative concepts coupling the ORC process are being developed and optimized nowadays. For the modeling of these concepts, the process simulation environment IPSEpro was used. IPSEpro is a high flexible software tool used for heat balance analysis of power plants, component design, acceptance test calculations and on-line optimization [19].

A

  comparison of different possible working fluids, also derived from air conditioning technologies, has been done. The efficiencies for different working fluids can be seen in Fig.5. The calculation is performed for a isentropic efficiency of 75% for the expansion machine and 85% for the feed pump. The volume ration of the expansion machine is 3, a typical value for a scroll expander. Positive displacement machines like the scroll expander have a built-in volume ratio. Depending on the working fluid and its properties at given temperature and pressure, the pressure ratio can be determined. The pressure ratio of life vapour to condenser pressure should be the same as the pressure ratio of the working machine in order to avoid over-or under expansion. If the superheating temperature difference is constant, higher live vapour temperatures lead to higher boiling as well as condensation pressures for optimum efficiency of the expansion. Lower live vapour pressure leads to lower condensation pressure, it has to be checked if the corresponding condenser temperatures can be obtained. Due to this fact, the cycle efficiency has a maximum and declines afterwards with rising live vapour temperature. The working fluid R134fa has its optimum at moderate live steam temperatures, the optimum will not be reached due to too low condensation temperature of < 10 °C. With condensation temperatures of 30 °C, live vapour temperatures of around 75 °C are reached.

  described above, for the simulation the program IPSEpro was used [19]. This cycle calculation program contains the Model Development Kit (MDK), which allows changing the component model equations and gives the possibility to the user to create his own models. The modelling has been performed as presented in Fig. 3. The main components of the process have been simulated as follows: a) Collector Evacuated tube collectors with direct flow have been used. The heat flow of the collector is calculated using equation (1). In this equation is the difference of the collector's mean temperature and the ambient temperature.

oη

  corresponds to the zero loss collector efficiency, b G is the beam irradiance in the plane of collector (in W/m²) and d G the diffuse irradiance in the plane of collector (in W/m²). 1 k is the collector's loss efficiency in [W/m²K] and 2 k the collector's loss efficiency in [W/m²K²]. Finally, eff C is the effective heat capacity of the collector (in kJ/m²K).Due to the fact, that tilted irradiation causes lower absorption, the Incidence Angle Modifiers (IAM) K have to be considered. For optical asymmetric collectors like evacuated tube collectors, it is a product from the IAM for the longitudinal (L)and transversal (T) incident angle (beam irradiation (b)).

  steady state solutions for the whole process. In order to obtain the dynamic system behaviour IPSEpro is linked with an external algorithm. Thus the transient processes, like the warm-up of the collector field and the alteration of climate data are managed with Microsoft ® Excel. Excel provides the input values for the IPSEpro calculation (e.g. collector temperature). After solving the system the values of interest are requested by a visual basic macro and saved in an Excel Sheet for later analysis.
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Table 2 :

 2 List of working fluids

	Working fluid	T c	p c	T s, 1 bar	p s, 20 °C
		[°C]	[bar]	[°C]	[bar]
	R134a	101,1	40,6	-26,4	5,7
	R227ea	101,8	29,3	-16,6	3,9
	R236fa	124,9	32,0	-1,8	2,3
	R245fa	154,0	36,5	14,8	1,2
	R141b	204,4	42,1	31,7	0,7
	R365mfc	186,9	32,7	39,8	0,5
	Cyclohexane	280,5	40,8	80,3	0,1

Table 3 :

 3 Cost assumptions for efficiency calculations

	Additional net Power	35	kW el
	Specific Investment Cost	3755	/kW el
	Investment Cost	131	k
	Economic Life Time	15	a
	Maintenance cost	1969	/a
		(1,5 % of investment cost)
	Insurance cost	197	/a
		(0,15 % of investment cost)
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