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The paper deals with the structural analysis of a corrugated pressure element for the SOFC stack. The aim of the element application is assurance of the fuel cell tightness and sufficient electrical contact between components by means of its uniform pressure. In the paper a method of the pressure element modelling is proposed and results of its behaviour analysis for different assembly condition (free ends, fixed ends and ends subjected to friction force) are presented. Vertical and horizontal stiffness of the corrugated element as a function of its geometrical parameters has been determined what facilitates computer simulation and engineering design of the element.

Introduction

Solid oxide fuel cells (SOFC) are the ones of the most promising solutions in the fuel cells technology for electrical energy production, mainly because of their high efficiency and low pollutants emission. These properties mostly depend on the working conditions including gas leak tightness and electrical contact between conductive components, i.e. cell unit and both interconnectors -cathode and anode.

An increase of the contact area between the unit cell and interconnectors is possible by suitable assembly pressure allowing reduction of the contact resistance and in consequence electrical losses in the fuel cell system [1]. However too high pressure can cause the unit cell damage, whereas uneven contact pressure distribution can be the reason of the hot spots which are detrimental for fuel cell durability [2]. In order to obtain the sufficient components pressure in the planar SOFC, screwed connections are usually applied [3--5]. As a result from the experimental investigations of the solid oxide fuel cells (conducted at the Institute of Power Engineering in Warsaw) and the theoretical analysis of the fuel cell screw joints, a clearance in the connection at the operating temperature (1073 K) has been observed. Thermal expansion of the fuel cell elements and shrinkage of gaskets make it difficult to eliminate this clearance only by increasing of the torsional moment acting on the nut.

In this paper a mechanical solution to compensate the arising clearance, ensure uniform pressure of mating elements and consequently high leak tightness as well as sufficient electrical contact in the fuel cell packet/stack, is proposed. It consists in the application of a corrugated pressure element located between top plate and cathode interconnector. In order to determine the parameters of the pressure element, the energetic method for the element modelled as a curved bar was adopted [START_REF] Rakowski | Curved bars; Static calculations[END_REF]. Results of the parameters designation for simpler elements -semicircle or single circular sector -have been presented in papers [7--10]. Nevertheless shapes and related parameters of these elements do not correspond to the more complex geometry of the element which will be used in the SOFC packet/stack. Therefore, detailed structural analysis was carried out and parameters of the pressure element for its various assembly cases have been determined.

Characteristics of Corrugated Element

Pressure element building

The proposed pressure element will be placed between the top plate which closes the fuel cell packet/stack, and cathode interconnector (see Figure 1 a). The element will be shaped as a corrugated strip, composed of successive wavy sectors, so-called corrugations (Figure 1 b). It will be subjected to the pressure originated from the screwed connection, i.e. stud bolts joining the SOFC plates. The number and F o r P e e r R e v i e w dimensions of the wavy sectors which compose the whole pressure element depend on its demanded properties, dimensions of the fuel cell and construction (single fuel cell packet or stack). Geometry of the element is described by the following basic parameters: -width w, thickness t, height h, -length of the element l and of the corrugation p.

2.2

Physical Parameters of the Pressure Element and Acting Forces

The system of three SOFC components: top plate -pressure element -cathode interconnector, can be characterized by the following physical parameters:

• vertical and horizontal stiffness coefficients of the pressure element,

• friction coefficient between the pressure element and interconnector (in the case of Coulomb model),

• contact stiffness between the element and interconnector (in the case of Hertzian model). The influence of the parameters on the interaction between the pressure element and the interconnector depend on the conditions of the element operating. In the whole range of the element working, the significant parameters are: vertical and horizontal stiffness, whereas friction on the contact surface exists to the moment of the element fully compression, while the contact deformation begins to be predominant (see Figure 2). These effects described by means of interaction forces between the mating fuel cell components, are shown in Figure 3.

3 Determination of the Pressure Element Stiffness

Wavy Sector Geometry

The pressure element considered as a set of the wavy sectors (corrugations) enables the structural analysis to be conducted. For that purpose single wavy sector has been described as a weightless curved bar consisted of circular segments which is characterized by flexural rigidity depending on material and geometrical properties (Figure 4).

The wavy sector is described by the following geometrical parameters:
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Wavy Sector Stiffness

Considering the sector subjected to the static load F (see Figure 4), the vertical reaction force fulfils the condition:
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hence for 2 0 1 α ϕ ≤ ≤ bending moment takes the following form:
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Elastic strain energy derivatives are described as follows:
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In the next part of the paper the deformation of the pressure element in the horizontal and vertical direction is determined. The formulae are derived for the following characteristic loading cases: (i) maximal horizontal reaction force (fixed element's ends), (ii) no horizontal reaction force (free element's ends), (iii) occurrence of friction force.

The Case of the Maximal Horizontal Reaction Force

Making use of the condition:

0 = ∂ ∂ h R V
, the horizontal reaction force can be written as:
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hence horizontal deformation of the wavy sector reads:
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and its vertical deformation: 
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The Case of the Horizontal Reaction Force Nonoccurrence

In the case when the horizontal reaction force 0 = h R , using Eqs. ( 5) and ( 6), the horizontal deflection of the wavy sector take the form: (10) and the deformation in the vertical direction:
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The Case of the Friction Force Occurrence

Assuming the Coulomb friction model to describe the contact phenomenon between the interconnector and pressing element within the range of the element working (cf. Figures 2 and3) friction force is defined by the following equation:
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then taking advantage of the Eqs. ( 5) and ( 6), the horizontal and vertical deformations of the wavy sector can be written in the form: 
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Stiffness of the Wavy Sector and Corrugated Element

Stiffness coefficient of the wavy sector in horizontal direction is defined in the following way:
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and in the vertical direction:
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Considering the corrugated element model as a system composed of linear elastic elements connected in series or in parallel, and assuming constant values of stiffness coefficients of the successive corrugations in the specified directions (
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), equivalent horizontal stiffness of the pressure element reads:
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and equivalent vertical stiffness:
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4 Calculation of the Pressure Element Stiffness

Stiffness Coefficient for Different Loading Cases

Stiffness coefficients of the pressure element are the essential parameters which proper values determine correctness of the element operating in the SOFC packet/stack. The coefficients depend on the physical and geometrical parameters of the element. These parameters accepted in the stiffness calculation both for the wavy sector and whole pressure element made of high-temperature alloy, are gathered in Table 1.

In Table 2 the stiffness coefficients of the wavy sector and pressure element in the vertical and horizontal directions (K v and K h, , respectively) are reported. They have been calculated for different loading cases at the room temperature and 1073 K allowing for the thermal expansion and change of the mechanical parameters (Young's modulus, friction coefficient). The comparison of the obtained results revealed that the stiffness of the pressure element in the vertical direction is above two times higher as the one in the horizontal direction (except the case of maximal horizontal reaction force). Moreover all stiffness coefficients at working temperature proved to be about twice lower as the ones at the room temperature. 

Stiffness as a Function of Geometrical Parameters

Taking into account the existence of the friction force between the pressure element and interconnector, the stiffness coefficients of the wavy sector and the element (K v , K h ) in relation to the geometrical parameters of the corrugation: height h and length p, have been determined. In Figures 5 and7 the stiffness coefficients for the wavy sector and the pressure element as a function of corrugation height at its assigned length 25 = p mm, have been illustrated. Dependencies of these coefficients on the length of corrugation at constant value of its height 8 = h mm, are shown in Figures 6 and8. Both in the case of single wavy sector and the whole pressure element the stiffness coefficients decrease with the increase of the corrugation dimensions: h and p. At constant value of the corrugation length p and for lower height values 3 . 4 < h mm, stiffness of the wavy sector in the horizontal direction is higher as the one in the vertical direction (see Figure 5). For higher values of the corrugation height h, the vertical stiffness is higher than the horizontal one. Stiffness of the sector in horizontal direction is also lower than the vertical one in the case of fixed corrugation height for its length 2 . 46 < p mm. After this value has been exceeded, stiffness in horizontal direction is slightly higher than the vertical one.

Stiffness coefficients of the whole pressure element depend on the stiffness of its constituents, i.e. wavy sectors. The element stiffness in the vertical direction is higher than in the horizontal within the whole range of the corrugation geometrical parameters (height, length), and the difference between stiffness coefficients diminishes with the rise of these parameters values (cf. Figures 7 and8). Increase in the corrugation length at its assigned height results in considerably higher decline of the stiffness coefficients differences than the height growth at fixed length of the wavy sector.

Concluding Remarks

As a result of the structural analysis of the corrugated element allowing for the energetic method in the case of the proposed model composed of curved bars in the wave-like shape, the dependency between mechanical parameters of the element (deformation, stiffness), its geometrical parameters and loading types, has been noticed. In the considered case the values of the stiffness coefficients in the vertical and horizontal direction are the smallest ones for nonoccurrence of horizontal reaction force, whereas if the force is maximal, these coefficients take the largest values. It has been also observed that in the case of the friction force action between pressure element and interconnector, these coefficients change their values with the variation of the geometrical parameters of the pressure element. For smaller values of the corrugation height its stiffness in the horizontal direction is much larger than the vertical one, while at lower values of corrugation length this relation is inverse. When increasing the geometrical parameters, after exceeding their boundary values of height and length ( b h and b p , respectively), these relations alter. Reduction in the corrugation length at its fixed height allows substantially the increase of the stiffness in vertical direction of the whole pressure element. This result in the case of decrease of the corrugation height at its constant length is much smaller, similarly to the case of the horizontal stiffness variation at changeable corrugation length. Furthermore, comparing the outcomes obtained for the wavy sector and pressure element one can also ascertain that growth of the corrugations number causes a drop of the element stiffness in the horizontal direction and rise of its vertical stiffness. The analysis exhibited also that all stiffness coefficients at 1073 K are about two times lower as the ones at the room temperature.

One of the most significant parameter which determines the suitable operating of the pressure element in the fuel cell system (optimal pressure of the fuel cell components ensuring high leak tightness and sufficient electrical contact) is the stiffness coefficient in the vertical direction. Acceptance of its proper value during the selection of the elements physical and geometrical parameters is the condition of the correct computer simulation and design of the fuel cell packet/stack pressure system and in the consequence of the reliable SOFC performance. Therefore, further investigations into the pressure element behaviour will be devoted to the analysis of such effects influence as: assembly preload, sectors interaction, and high temperature. Experimental verification of the results obtained theoretically will be also incorporated in the study. 
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