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A widely tunable injection seeded Ti:Sa ring cavity has been developped and characterized. The seeding source is a single mode quasi continuous wave Ti:Sa laser, continually tunable over more than 2.5 cm -1 (75 GHz). Its short term (pulse to pulse) stability is on the order of ± 3.2 MHz at a repetition rate of 20 Hz. The long term absolute stability is limited up to now to about ± 10 MHz. These frequency charactristics are transferred to the pulsed emission with minor degradations. The frequency chirps and shifts during the pulses are also studied using an optical heterodyne technique.

Introduction

High resolution laser spectroscopy, particularly molecular spectroscopy, requires single mode laser sources that cover a wide wavelength range and moreover that are continuously tunable over large frequency domains in a single run.

A great part of the visible and near IR spectrum is easily covered by single mode CW lasers, such as dye lasers, Titanium:Sapphire (Ti:Sa) lasers, laser diodes, and more recently optical parametric oscillators (OPOs). Even the Send offprint requests to: C. Drag : cyril.drag@lac.u-psud.fr UV side of the spectrum is attained by the use of highly efficient frequency doubling cavities, up to a wavelength of around 200 nm. However, solid state tunable CW lasers do not cover the entire domain (UV to near IR); large 'holes' remain, particularly between 500 and 680 nm, and even OPOs are not able up to now to replace completely visible dye lasers. Most favorable configurations associate OPO and frequency doubling, with an external cavity [1] or without [2]. Due to the high peak power of the laser emission, the pulsed mode allows us to have access to virtually any wavelength, from VUV to far IR, by the use of nonlinear effects in various media. In fact, starting from a wide band laser medium such as Ti:Sa, this spectrum can be almost completely covered using more or less complicated mixing schemes. The oscillator linewidth is reduced if one inserts dispersing components inside the cavity. In a single mode CW cavity, the thinner selecting filter is generally a Fabry-Perot etalon. Obtaining a single mode emission from a pulsed cavity is less easy since the existence of a non homogeneous broadening behavior in the high gain transient regime permits the coexistence of many axial modes. Therefore, rather than stacking filters, it is by far more efficient and cleaner to seed a pulsed cavity with a single mode, well frequency controlled, CW beam. Provided that the seeded frequency is matched (in phase) with one resonant mode of the pulsed cavity and that its amplitude greatly exceeds the spontaneous emission noise, all the fluorescence can be quenched inside this mode. In the optimum matching conditions, up to 99.8% of the pulsed emission intensity has been measured at the seeder frequency [3]. In return, for the conceptual simplicity of the configuration, several precautions must be taken concerning the beam alignment, the parameters adjustment (waist position and dimension) and the cavity length control. In the case of Ti:Sa pumped by a nanosecond pulse light, the cavity works in the gain switched regime so that the seeding is operated in its simplest form since there is no need for a Q-switch assembly.

Application domains of single mode nanosecond lasers are various and they are those that need highly coher-ent beams. One of the most demanding experiment, in terms of spatial and temporal coherence, is population transfer in molecules by the use of a STIRAP scheme [4,5]. The efficiency of the transfer to a selectively chosen level is directly linked to the quality of the beams coherence. In practice, one measures the spatial coherence for instance by propagating the laser beam through the focal zone of a lens and evaluating the quality factor M 2 . This factor gives how many times the beam is from the diffraction limit. Measuring the temporal coherence is a more tedious task: the linewidth must be evaluated in the MHz range which corresponds to a resolution limit for most of the measuring methods. Global linewidth measurement methods sum in time all the physical broadening contributions, they include for instance the use of a high finesse Fabry-Perot interferometer for observing the Airy pattern broadening and make a deconvolution from the apparatus function. This method has been recently used by P. Dupré and T. A. Miller to measure the frequency pulse shape of a high energy injection seeded Ti:Sa laser [6]. Another powerful method makes use of a heterodyne technique to analyze the frequency drift during the pulse [7]. In an injection seeded scheme, the CW laser injector usually serves as a reference local oscillator to achieve the signal beating after frequency shifting by an acoustooptical device. With nanosecond duration pulses, the AO crystal needs to be high frequency modulated (typically at more than 200 MHz) in order to obtain enough sampling definition inside the pulse. Such a method has been extensively studied by R. T. White et al. to characterize frequency chirps in OPOs injection seeded cavities [8][9][10] and by S. Hannamann et al. in a Ti:Sa oscillator-amplifier system [11].

We describe here a new ring cavity designed for an injection seeded Ti:Sa laser that is optimized for high resolution pulsed laser spectroscopy. The seeding laser is a tunable single-longitudinal-mode Quasi-Continuous-Wave (QCW) Ti:Sa with a large continuous scanning capability. Typically, 2.5 cm -1 (75 GHz) scans without mode hop are obtained and up to 6 cm -1 (180 GHz) scans can be attained in the most favorable spectral regions of the Lyot filter. The pulsed ring cavity is designed to reproduce the main spectral characteristics of the seeder, except the line-width that is nearly Fourier-transform limited. In particular, we demonstrate that the frequency stability and the scanning properties are transferred without appreciable degradation. The frequency chirp has been measured at different wavelengths thanks to an optical-heterodyne analysis technique and a direct fit method. mm, thickness 15 mm). The front face is anti-reflection coated in the range 700-1000 nm and the back face has a multilayer coating that is calculated to optimize the output coupling reflection with respect to the gain in the same spectral range; this function is more easily realized in a reflection mode than in a transmission mode which explains our choice. The seeded cavity is therefore a "in-line" setup for the Ti:Sa beam. The crystal is laser pumped by a home made master-oscillator power-amplifier frequency-doubled Nd:YAG laser delivering an energy of up to 30 mJ per pulse at a wavelength of 532 nm and at a repetition rate of 20 Hz with a pulse duration adjustable between 20 and 50 ns [12]; it was originally configured for the pumping of single mode optical parametric oscillators, and the output beam has a nearly Gaussian profile after amplification and frequency doubling.

Experimental setup 2.1 injection seeded pulsed ring cavity

The pumping beam is introduced through one of the Brewster prisms so that the Ti:Sa crystal is pumped in an almost collinear configuration with respect to the cavity axis taking account of the small dispersion angle at the crystal input. Generally, that situation is not a real drawback since it only decreases a little bit the output energy.

However, we will see that in our case the non-collinear pumping limits the tunability towards the infrared part of the spectrum. The Ti:Sa crystal is a Brewster cut slab of cross section 5 mm x 7 mm and 15 mm length (from Saint Gobain / Roditi); its doping concentration is 0.15% which leads to a nominal absorption coefficient of 2.1 cm -1 at 532 nm.

Overall setup

Figure 2 illustrates the setup of the laser system with its locking and tuning electronics. The apparatus for frequency characterization is also shown. The injection seeding laser is composed of a quasi-continuous-wave (QCW) frequency-doubled Yb:YAG pumping laser (λ = 515 nm) [13] followed by a QCW Ti:Sa laser, tunable in the range 725-960 nm. This laser emits single-axial-mode gain-switched pulses of 150-200 μs duration at a repetition rate of 20 Hz; the laser cavity and the locking system are described in reference [14]. In the present version, the intracavity LiNbO 3 electro-optic Fabry-Perot etalon has been replaced by a RTP (RbTiOPO 4 ) solid etalon that is less subject to piezo-acoustic perturbations. After a short period of relaxation oscillations (20 μs) at the beginning of the pulse, the laser power increases smoothly up to the steady-state regime that is generally reached at the end of the pulse (figure 3). The pulse building time depends mainly on the pumping power and on the output wavelength. Short time stabilization is obtained by servo-locking the QCW Ti:Sa laser frequency on a static sigmameter (phase quadrature Michelson interferometer) [16]. We modified the electronic setup to use this interferometer in quasicontinuous regime. For the long term stabilization, the sigmameter itself has its optical path difference servo-locked 

Frequency characterization

Quasi-continuous lasers (QCW)

The frequency stability and the tuning characteristics of the seeding laser are of major importance to manage properly the frequency of the pulsed laser. To this end, we have fully characterized its emission. The single axial mode nature of the laser beam is monitored by the use of an electro-optically scanned confocal Fabry-Perot interferometer [14]. When the laser is in a stable configuration, i.e. when the transmission maxima of the wavelength selection filters are exactly superimposed, we verified that the emission is always single mode over the full pulse duration. Spurious mode hops appear only if the cavity is unlocked or at the end of long scans. The main drawback is probably the transient frequency shift during the pulse that was previously underlined and measured in Nd:YAG and Yb:YAG QCW lasers [13,14]; the shift was identified as an effect of thermal deposition inside the pumped volume. In the case of Ti:Sa, two parameters tend to increase the shift: first, the large quantum defect between the energies of pumping and laser photons so that more power is lost in the crystal, and second, the high power density of the pumping beam. However, since the thermal diffusivity of the Sapphire host is higher than YAG's one, the measured frequency shift is no longer linear. An accurate analysis of the transient frequency shift in the case of a Ti:Sa QCW laser will be published elsewhere. The residual measured frequency chirp is around 10 MHz in our experimental conditions.

Fortunately, the pulse to pulse repetability of the chirp evolution is excellent so that the seeded (nanosecond) laser will be only sensitive to the natural global frequency jitter of the QCW laser, provided the Q-switched pumping laser is triggered at a constant delay with respect to the front edge of the QCW Yb:YAG pumping pulse (see Fig. 3).

Using the sigmameter, the frequency fluctuations of the QCW Ti:Sa laser are reduced but we observe an ap- A fine frequency tuning of the laser is realized through the piezo mounted mirror by applying a slow voltage ramp.

Large scans are obtained if rapid returns of exactly an integer of the cavity free spectral range are induced on the piezo. The ramp returns are triggered just after a laser pulse in such a way that the locking loop does not "see" the cavity mode change. Since the reset time is short (≈2ms) compared to the shot period (50 ms), the laser frequency is not perturbed and the scan is quite linear. One can produce scans as large as 6 cm -1 (180 GHz) for some favourable positions of the Lyot filter; however, scans of 2.5 cm -1 are more routinely obtained as shown on figure 6 where a single mode hop can be clearly seen. The measurement is done with the pulsed seed laser.

The power needed to seed the pulsed cavity with a high efficiency is low, typically in the mW range [3]. However, injection locking can be effective even very far from the free running wavelength if a high power seeding signal is employed. In our case we measured a peak power of 1 watt at the output of the QCW Ti:Sa laser (λ = 810 nm) when it is pumped by 10 watts peak power from the Yb:YAG QCW laser. As we shall see later, this will ensure a large locking range without the need of additional wavelength selection filters. The cavity has also to be locked in phase with the injected beam.

Pulsed laser

The frequency characterization of the pulsed singlemode emission has also been realized in two ways: a global absolute frequency measurement (with the lambdameter for Fig. 6. Linear frequency tunig of the pulsed injection seeded cavity (2.5 cm -1 ). A single mode hope is clearly seen. exemple) and a chirp analysis during the pulse. The wavemeter is able to give an absolute value of the laser frequency (at peak intensity) with a precision of +/-10 Mhz in pulsed mode as recorded in Fig. 6. However, this apparatus cannot give indications about the frequency evolution during the pulse. To analyse the chirp, we employed an optical heterodyne method largely developed by several goups, in particular by R. T. White et al. [8]. In our setup, the QCW Ti:Sa laser serves as a local oscillator; the beam passes (one way) through an acousto-optic Bragg modulator that is modulated at a frequency f m of 200 MHz. The frequency shifted QCW beam and the unshifted pulsed beam are superimposed on a fast detector (EOT model ET-2020) and the beating signal is acquired by a TDS5104 Tektronics scope having a 1 GHz analogic bandpass and a 5 Gsample/s numeric sampling rate. Figure 7.a gives a typical beating signal at a wavelength corresponding to the center of the free running cavity emission band. The "instantaneous" frequency chirp is extracted from the de-tected signal V (t) in the following manner. Let E QCW be the amplitude (constant over the pulse duration) of the QCW laser field and E P (t) be the amplitude of the pulsed laser field; the beating signal satisfies to the proportionality relation:

V (t) ∝ 2E QCW E P (t) cos(ω m t + φ(t)) ( 1 
)
Where ω m = 2πf m is the angular frequency. Multiplying V (t) by cos(ω m t) and then sin(ω m t) gives the two relations:

V (t) cos(ω m t) ∝ E P (t)[cosφ(t) + cos(2ω m t + φ(t))] (2) V (t) sin(ω m t) ∝ E P (t)[sin(2ω m t + φ(t)) -sin φ(t)] (3)
This allows us to get back to the amplitude E P (t) and to the "instantaneous" phase φ(t) after elimination of the terms at the modulation frequency. For this purpose a numerical filter at a frequency f c = f m /4 is applied to the functions (2) and (3) so that the remaining terms are proportional to E P (t) cos φ(t) and -E P (t) sin φ(t). The "instantaneous" frequency shift f inst (t) is directly obtained using:

f inst (t) = 1/2π × dφ(t)/dt.
Figure 7.b shows the reconstructed intensity and the calculated instantaneous frequency shift. In this particular situation (near the maximum of the gain curve), the total frequency chirp is negligible. On the contrary, when the seeded wavelength is far from this maximum, an important chirp is measured (cf. Fig. 8). This kind of frequency shift was analysed in dye amplifiers [17], in OPOs [9] and Ti:Sa [6,11]. While in a non-linear medium the shift is primarily due to the phase mismatch between the interacting waves, in fluorescent media it is the gain dependence of the refractive index, because of the varying population inversion density that is responsible for the frequency distorsions. The elimination (or at least the minimization)

of the frequency shift is straightforward in the case of an OPO since one must only take care to adjust the phase matching condition in the crystal for the exact injection seeded wavelength. In the case of a fluorescent medium, the "instantaneous" frequency f inst can be related to the population density N 1 (t) of the excited state. In the case of dye amplifier, an analytical model is developped by Melikechi et al. [17]. For an amplifier of length L, the evolution of the "instantaneous" frequency is given in low gain approximation by:

f inst (L, t) = f inst (0, t) - L 2n(ν)λ α (ν) d dt N 1 (t) (4) 
where n(ν) and α (ν) are the refractive index and polar- For the comparaison with our experiment, it is necessary to note that, due to the presence of the output coupler, the free running wavelength (770 nm) does not coincide with the peak of the gain curve (790 nm). However, the null chirp is rather localized at 790 nm which confirms the predominance of the electric susceptibility parameter.

We present a record of the chirp in the figure 8 where the wavelength is around 810 nm, i.e. 40 nm redder than the free running wavelength.

Thanks to the high power of the QCW seeding source, the injection seeding is achieved with a high efficiency far outside the free running bandwidth of the laser. The total seeding range of the cavity is therefore nearly 100 nm without any wavelength selection filter inside the cavity. To enlarge the single mode spectral range, the use of a coarse selector is necessary in order to force the free running laser emission to reach the desired wavelength. We have tried a one plate (0.5 mm thick) Lyot filter that allows us to cover the range 700-810 nm. However, the red part of the spectrum (810 -1000 nm) has never been reached although the cavity was originally designed to cover the whole spectral emission band of the Ti:Sa. Actually, when the Lyot filter is inserted in the cavity, the scanned range is reduced to the blue part of the spectrum as the result of three combined effects: the shape of the gain spectral curve, the Moody [20] where simulations show clearly that the output pulse frequency is determined by the pulse laser oscillator. Note that the emitted frequency is the nearest axial mode of the resonator from the seeder frequency.

Conclusion

We described a novel scheme for an injection seeded Ti:Sa ring cavity widely tunable over 2. 

Figure 1

 1 Figure 1 displays a scheme of the injection seeded cavity. The original ring cavity arrangement is composed of four folding prisms in a X configuration, a Ti:Sa crystal and an output coupler. The prisms are BK7 rectangular parallelepipeds (12 mm x 18.25 mm thickness 6 mm) oriented in such a manner that the intra-cavity beam is incident at Brewster's angle on the lateral faces and in total internal
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 1 Fig. 1. Scheme of the injection seeded ring cavity.

Fig. 2 .

 2 Fig. 2. Overall setup of the tunable injection seeded Ti:Sa laser chain. The picture includes the sigmameter and the singlemode laser for long term stabilization. The wavemeter and the Rb saturated absorption setup are used for the frequency measurements.

Fig. 3 .

 3 Fig. 3. Temporal evolution of the pulse shape of the QCW Ti:Sa laser. Inset : relaxation oscillations the beginning of the pulse.

Fig. 4 .

 4 Fig. 4. Long term frequency fluctuations of the QCW Ti:Sa laser when locked to a sigmameter. The absolute wavelength during the aquisition is around 810 nm.
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 5 Fig. 5. Pulse to pulse frequency jitter distribution over a sequence of 1000 pulses. The QCW Ti:Sa laser is locked to the sigmameter.

Fig. 7 .

 7 Fig. 7. a) Typical beating signal between the shifted QCW Ti:Sa and the pulsed seeded Ti:Sa. b) Recalculated intensity and "instantaneous" frequency in the case of a seeding at the maximum of the gain curve. The noise at the rising and falling edges of the pulse is due to the filtering process used in the calculation. Vertical bars indicate approximatively the validity domain of the measurement.

  isability. The source of frequency shifts in the amplifier is linked to the rate of change of population density, or , equivalently, the rate change of the gain. So the frequency chirp may be null only at the maximum of the gain curve where the real part of the polarizability α (ν) is zero. However, the dynamical behavior of Ti:Sa is somewhat different from dye's one due to its much longer fluorescent life time, almost three orders of magnitude. In a dye solution, for typical pulse durations of 10 to 20 ns, the time evolutions of the pumping pulse and of the gain are almost synchronized leading to a dispersion-like curve for f inst . In a Ti:Sa amplifier working in the gain switched regime, the gain is already at its maximum when the laser pulse starts growing so that the gain decreases all along the pulse duration. Consequently, the chirp seen by the detection system corresponds only to the central part of the dispersion curve. The polarizability α (ν) is positive on the blue side of the gain curve, and it is negative on the red side. As just mentioned, the term dN1(t) dt is always negative so that the chirp is positive if the injected wavelength is in the blue part of the gain curve and negative in the red part.

Fig. 8 .

 8 Fig. 8. Measured intensity and "instantaneous" frequency for an injected beam at 810 nm. The chirp is about 30 MHz during 20 ns.

Fig. 9 .

 9 Fig. 9. Measured intensity and "instantaneous" frequency for an injected beam at 793 nm. The chirp is negligible because the emitted wavelength is around the peak of the gain curve (790 nm). The cavity pulling effect is observed in both cases : when the cavity red (a) or blue detuned (b) from the seeder frequency.

  5 cm -1 . The QCW seeding Ti:Sa and pulsed lasers have been characterized. The long term (± 10 MHz) and short term (± 3,2 MHz) stabilities of the QCW Ti:Sa are transferred to the pulsed cavity. An optical heterodyne technique allows us to measure frequency chirps and shifts during the pulses. We have clearly shown that in a Ti:Sa amplifier, as already in lasers, the frequency chirp is caused by the transient time evolution of the gain during the pulse. The instantaneous frequency increases when the injected wavelength is in the blue part of the gain curve, decreases in the red part and is almost stationary at the maximum of the gain curve. Cavity pulling effects have also been observed.