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ABSTRACT

In a changing climate context, it becomes increasingly important to accurately estimate the physical processes involved in the surface-atmosphere interactions in order to predict climate changes and its impact on ecosystems. Increase of human pressure and changes in land use management contribute to alter water and energy budgets as well as carbon sequestration in the soils [START_REF] Freibauer | Carbon sequestration in the agricultural soils of Europe[END_REF]. Therefore, it is essential 1) to improve our understanding of the different processes governing water, carbon and energy exchanges between the continental biosphere in anthropised areas and the atmosphere, 2) to monitor crop dynamics, soil and crop management and land use change in order to understand the effect of human pressure on biogeochemical cycles. In this study, we used complementary tools for this purpose including field data, remote sensing data and modelling at high spatial resolution to be compatible with the size of the agricultural plots in our area.

The satellite data analysis is performed in 2010 over a studied site located in the south west of France (Figure 1a) where meteorological conditions are steered by a temperate climate [START_REF] Béziat | Carbon balance of a three crop succession over two cropland sites in South West France[END_REF]. They are compared with ground data measurements acquired synchronously with all satellite acquisitions (Figure 1b). Wet and dry biomass distribution, vegetation height measurements are also performed during the crop phenological cycles. At regional scale, 350 fields are also monitored to identify crop species, soil management, soil tillage orientation… providing a wide dataset of different soil and vegetation status.

Although this work is included in an assimilation scheme for multispectral data (optical, thermal and microwaves), the analysis of the satellite data is here mainly focused on high spatial resolution (meter) microwave data to complete all the analyses performed with lower resolution sensors from ERS scatterometer or ASAR coarse mode data (over crops or natural vegetation) [3]- [START_REF] Dente | Assimilation of leaf area index derived from ASAR and MERIS data into CERES-Wheat model to map wheat yield[END_REF]. Combined to the high spatial resolution data, the contribution of multi-frequency data (L-, C-and X-Band) is assessed by using quasi-synchronous data provided by ALOS, RADARSAT-2 and TERRASAR-X satellites for monitoring the spatio-temporal variations of the surface properties (soil roughness, soil moisture, and vegetation status) associated to crop management (tillage, irrigation, fertilisation application…). In the following, results only focuses on surface soil moisture and soil roughness estimated from empirical and physicals methods. Soil management (ploughing, tillage, sowing…) and vegetation monitoring purposes are not discussed in this paper. Figure 3 shows an example of color-composed images over the region of interest in April and May 2010 processed by combining X, C and L-band images respectively displayed on red, green and blue colors. All images are acquired in HH polarization. Author-produced version of the article published in IEEE International Geoscience and Remote Sensing Symposium -Proceedings, 2011.

Figure 1 :

 1 Figure 1: Presentation of the studied sites superimposed with the swaths of ALOS (AP-L), TERRASARX (TS-X) and RADARSAT2 (RS-C) images (a) and their temporal sampling (b) in 2010. Optical and thermal acquisitions provided by SPOT, FORMOSAT2 and Landsat5-7 satellites are not used in this study.

Figure 2 :

 2 Figure 2: Example of one of the 37 temporal evolution of SSM (mean and standard deviation are plotted). This site is corn cultivated (green curve), and the soil is mainly composed of clay (>50%).

Figure 3 :

 3 Figure 3: Color-composed images over the studied area in April (2010-04-14) and May (2010-05-01) processed by combining X, C and L band images respectively displayed on red, green and blue colors.

Figure 4 :

 4 Figure 4: Comparisons of simulated backscattering coefficients by using the IEM model (a) and Dubois Model (b) versus satellite observations. C-band results are here presented at HH polarization.

Author-produced version of the article published in IEEE International Geoscience and Remote Sensing Symposium -Proceedings, 2011.

This approach is consistent with previous studies performed in microwave multi-frequency analyses over crops ( [10]- [11]) and with the launch of future multi sensors satellites constellations which will combine optical and radar data (Sentinel and Pléiades projects [12], [13]).