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The kinetics of thermal decomposition of cellulose wadding was investigated from TG-MS experiments. Different oxygen concentrations in the atmosphere and several heating rates were used to study the influence of oxygen concentration on the mass loss of the sample and on the emission of gases. A shift and an amplitude variation of the DTG curves as well as an increase of the emission of gases such as CO and CO 2 were observed. Then, a kinetic model was proposed to predict the mass loss of the cellulose wadding. Three stages were considered: the cellulose pyrolysis, the char oxidation and the decomposition of calcium carbonate. For the pyrolysis, the kinetic parameters were expressed according to the partial pressure of oxygen. For the char oxidation, a power law was used to account for the influence of oxygen whereas the other kinetic parameters were considered constant regardless of oxygen concentration. The decomposition of calcium carbonate was modelled by a first order influenced by the pressure of CO 2 .

Introduction

To protect the environment and reduce energy consumption, the use of recycled materials has attracted growing interest worldwide. The construction sector has thus seen increased utilisation of ecological materials such as cellulose wadding. This material is a good alternative to mineral wool and is economically very competitive. Cellulose wadding is actually made from recycled newsprint which is an abundant raw material and cheap. Its thermal and acoustic capabilities, its air permeability and moisture behaviour allow it to compete with the insulating plants such as flax, hemp and wood fibber. Given the increasing use of this material, it seems necessary to deepen the knowledge about its thermal degradation. The purpose of this study is to describe and model the influence of the oxygen concentration in atmosphere on the kinetics of thermal decomposition of cellulose wadding. The decomposition kinetics of cellulose-based materials has been extensively investigated. However, most of them have either studied their pyrolysis [START_REF] Broido | Kinetics of Solid-Phase Cellulose Pyrolysis[END_REF][START_REF] Lewellen | Cellulose pyrolysis kinetics and char formation mechanism[END_REF][START_REF] Varhegyi | Is the Broido-Shafizadeh Model for Cellulose Pyrolysis True??[END_REF][START_REF] Antal | Cellulose Pyrolysis Kinetics: The Current State of Knowledge[END_REF][START_REF] Conesa | Analysis of different kinetic models in the dynamic pyrolysis of cellulose[END_REF][START_REF] Orfão | Pyrolysis kinetics of lignocellulosic materials-three independent reactions model[END_REF] or combustion [START_REF] Mamleev | Kinetic analysis of the thermal decomposition of cellulose: The main step of mass loss[END_REF][START_REF] Bilbao | Kinetic study for the thermal decomposition of cellulose and pine sawdust in an air atmosphere[END_REF]. Few studies have examined simultaneously the thermal degradation of these materials in inert and oxidizing atmosphere. These works have highlighted the influence of oxygen on the mass loss [START_REF] Kashiwagi | Effects of external radiant flux and ambient oxygen concentration on nonflaming gasification rates and evolved products of white pine[END_REF], the gaseous products [START_REF] Kashiwagi | Effects of external radiant flux and ambient oxygen concentration on nonflaming gasification rates and evolved products of white pine[END_REF][START_REF] Shafizadeh | Pyrolysis and combustion of cellulosic materials[END_REF][START_REF] Fairbridge | A kinetic and surface study of the thermal decomposition of cellulose powder and inert and oxidizing atmosphere[END_REF] and the kinetics [START_REF] Shafizadeh | Pyrolysis and combustion of cellulosic materials[END_REF][START_REF] Fairbridge | A kinetic and surface study of the thermal decomposition of cellulose powder and inert and oxidizing atmosphere[END_REF][START_REF] Fang | Kinetic study on pyrolysis and combustion of wood under different oxygen concentrations by using TG-FTIR analysis[END_REF][START_REF] Vovelle | Kinetics of the thermal degradation of cellulose and wood in inert and oxidative atmospheres[END_REF][START_REF] Bilbao | The influence of the percentage of oxygen in the atmosphere on the thermal decomposition of lignocellulosic materials[END_REF][START_REF] Moltó | Thermogravimetric analysis during the decomposition of cotton fabrics in an inert and air environment[END_REF][START_REF] Font | Kinetics of pyrolysis and combustion of pine needles and cones[END_REF]. However, there are still questions about the influence of oxygen on thermal degradation of cellulosic materials and how to model the different steps. In an attempt to provide answers to these questions, this study investigates the decomposition kinetics of cellulose wadding under different oxygen concentrations by examining the relationship between oxygen concentration, decomposition behaviour, gas emission and kinetic parameters. For this purpose, thermogravimetric analyses were carried out in order to describe the thermal decomposition of cellulose wadding. Then, the evolution of gases released during the pyrolysis and the combustion was determined by a coupling TG-MS. Finally, a kinetic study based on three stages was conducted to predict the mass loss of the sample for the different oxygen concentrations. With the kinetic parameters obtained, the influence of oxygen concentration was highlighted.

Material and methods

Sample

The experiments were carried out with cellulose wadding made with recycled paper and used to insulate unoccupied attic spaces and the floors. The properties of the cellulose wadding are presented in Table 1. The cellulose wadding consists mostly of cellulose together with a little fraction of hemicellulose and additives. These additives are responsible for the high mineral content. The aluminium and boron are usually added to recycled paper to improve its fire resistance and increase its resistance to insects and rodents. Other minerals are additives from the paper coating process such as pigments and calcium carbonate.

Thermogravimetric/mass spectrometric analysis

A Setsys 16/18 Setaram thermobalance coupled to a Balzers QMS 200 mass spectrometer was used to investigate the pyrolysis and the combustion of the cellulose wadding. The samples were heated from the ambient temperature to 800°C with five heating rates: 2, 5, 10, 20 and 30°C min -1 in an alumina crucible. The mass of the sample was equal to 5 mg to avoid the possible temperature gradient in the sample and ensure the kinetic control of the process. Argon, air or mixtures of these gases were introduced into the device in order to perform experiments under different oxygen molar percentages in the atmosphere: 0, 5.25, 10.5, 15.75 and 21%. These rates were selected to represent the compositions occurring between an inert atmosphere (0%) and air (21%). The total gas flow was equal to 20 mL min -1 . To characterize the TGA experiments, the following quantities were used:

-DTG corresponded to the derivative of the mass vs. time, divided by the initial mass of sample (°min -1 ). -T i represents the temperature at which the i th peak of DTG is maximum. The corresponding DTG value was noted DTG i . -X 800 corresponds to the remaining part of the mass at 800°C (%).

During the TGA experiments, a portion of volatile products was led to the ion source of the mass spectrometer through a transfer line. The transfer line was heated and maintained at a temperature of 150°C to prevent the condensation of the volatile gases released during the thermal decomposition. The mass spectrometer was operated at 70 eV electron energy. Selected mass spectrometric intensities up to 100 were measured as functions of temperature. The ion curves close to the noise level were omitted. In this work, we focused only on the ion intensities measured for m/z=44, 40, 32, 28, 18 and 15. These values are characteristic for the main gaseous products released during the pyrolysis and the combustion of cellulose wadding [START_REF] Lewellen | Cellulose pyrolysis kinetics and char formation mechanism[END_REF][START_REF] Shafizadeh | Pyrolysis and combustion of cellulosic materials[END_REF][START_REF] Shen | The mechanism for thermal decomposition of cellulose and its main products[END_REF][START_REF] Alen | Formation of the main degradation compound groups from wood and its components during pyrolysis[END_REF]: CO 2 (m/z=44), CO (m/z=28), H 2 O (m/z=18) and CH 4 (m/z=15) and for the carrier gases: Ar (m/z=40) and O 2 (m/z=32). The mass spectrometric intensities were normalised by the initial sample mass and by the sum of intensities corresponding to the carrier gas (m/z=40 and/or 32) multiplied by their proportion. For each experiment, the background (corresponding to the initial gas concentration in the mass spectrometer) was also subtracted to these measurements. All experiments were carried out at least three times to ensure the reproducibility.

Experimental results and Discussion

Thermal decomposition characteristics

The mass loss of cellulose wadding is shown on Figure 1 for different oxygen concentrations at 10°C/min. The mean characteristics for all heating rates are summarized in Table 2. For these experiments, the standard deviation is less than 1% for temperature and X 800 and 6% for DTG. Four steps of decomposition appear on the curves. The first mass loss between 50 and 100°C can be correlated with the sample dehydration. Between 308 and 342°C (depending on the heating rate), the most significant mass loss occurs. It corresponds to the depolymerization of cellulose [START_REF] Broido | Kinetics of Solid-Phase Cellulose Pyrolysis[END_REF][START_REF] Antal | Cellulose Pyrolysis Kinetics: The Current State of Knowledge[END_REF][START_REF] Mamleev | Kinetic analysis of the thermal decomposition of cellulose: The main step of mass loss[END_REF][START_REF] Shafizadeh | Pyrolysis and combustion of cellulosic materials[END_REF]. Increasing oxygen content from 0 to 21% shifts the maximum of this stage to lower temperatures and raises the maximum DTG (Table 2). Under an oxidizing atmosphere, a third stage takes place between 415 and 489°C. This corresponds to the char oxidation. This step is also influenced by the oxygen content. As for the cellulose depolymerization, increasing the oxygen concentration tends to shift the oxidation to lower temperatures and to raise the maximum DTG. For all atmospheres, a last step appears between 616 and 725°C because of the thermal decomposition of calcium carbonate [START_REF] Sanders | Kinetic analyses using simultaneous TG/DSC measurements: Part I: decomposition of calcium carbonate in argon[END_REF][START_REF] Criado | The effect of the CO 2 pressure on the thermal decomposition kinetics of calcium carbonate[END_REF]. For inert atmosphere, the decomposition occurs at lower temperature than for oxidizing atmospheres. However, contrary to the two previous reactions, the oxygen content does not seems influence the decomposition. The shift of the curves under oxidizing atmosphere may be due to the CO 2 present in the carrier gas (about 1.9 kPa) [START_REF] Criado | The effect of the CO 2 pressure on the thermal decomposition kinetics of calcium carbonate[END_REF]. Although the oxygen content influences the kinetic of the degradation, at 800°C, X 800 is almost constant (around 16.9%) when the oxygen concentration is not zero. It corresponds about to the ash content (Table 1). For experiments under argon, X 800 is higher (around 35%). This difference is due to the char oxidation, which leads to an extra mass loss of the sample under atmosphere with oxygen.

Gas product analysis

Figure 2 shows the mass spectrometric evolution profiles of H 2 O (m/z=18), CO 2 (m/z=44), CO (m/z=28) and CH 4 (m/z=15) for 30°C/min and the different oxygen concentrations. Contrary to the other gases, the H 2 O formation process begins before 200°C because of the evaporation of the sample moisture. After 200°C, the amounts of H 2 O, CO 2 , CO and CH 4 increase significantly with a maximum peak around 340°C corresponding to the cellulose pyrolysis. A further increase in the amount of CH 4 appears after 400°C for the experiment under argon, whereas CH 4 is not detected for the experiments under oxidative atmospheres. At the same temperatures, for experiments with oxygen, a second peak (or shoulder) appears around 450°C for CO 2 , CO and H 2 O. These gaseous evolutions confirm that this step corresponds to the oxidation of char and of pyrolysis gases leading to the production of CO 2 , CO and H 2 O. Finally, above 600°C, a release of CO 2 and CO is observed. These emissions result from thermal decomposition of calcium carbonate according to the following reaction:

) g ( 2 ) s ( ) s ( 3 CO CaO CaCO   (1) 
In addition to the appearance of oxidative steps, the amount of oxygen present in the atmosphere also influences the amount of gas emitted. The emission of gaseous species increased with the concentration of oxygen. The most significant increase concerns CO and CO 2 for which the intensity is multiplied by about 100 between inert atmosphere and air. These differences between oxygen-containing atmosphere and argon are mainly caused by the oxidation reaction of char and gaseous species. The effect of ambient oxygen concentration is less important on the evolution of CH 4 and H 2 O. Their intensity is indeed multiplied by 5 and 10 respectively. We note also that there is little difference between the atmospheres containing 0 and 5.25% of O 2 and 15.75 and 21% of O 2 . All these results are consistent with the literature [START_REF] Kashiwagi | Effects of external radiant flux and ambient oxygen concentration on nonflaming gasification rates and evolved products of white pine[END_REF][START_REF] Fairbridge | A kinetic and surface study of the thermal decomposition of cellulose powder and inert and oxidizing atmosphere[END_REF][START_REF] Fang | Kinetic study on pyrolysis and combustion of wood under different oxygen concentrations by using TG-FTIR analysis[END_REF][START_REF] Font | Kinetics of pyrolysis and combustion of pine needles and cones[END_REF]].

Kinetic modelling: Results and Discussion

The kinetics of heterogeneous condensed phase reactions is usually described by the following equation 21:
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where  is the degree of conversion, t is the time, T is the absolute temperature,  is the constant heating rate, k(T) is the Arrhenius rate constant, A and Ea are the Arrhenius parameters (pre-exponential factor and activation energy, respectively), R is the gas constant and f() is the reaction model. The reaction model may take various forms, some of which are shown in Table 3.

Identification of the kinetic scheme

The kinetic scheme of thermal degradation cellulose wadding was identified using the dependence of the activation energy Ea on the conversion . According to Vyazovkin [22], this dependence can be considered as a source of kinetic information. The activation energy was calculated for all oxygen concentrations with the isoconversional method of Friedman 23. This method has indeed the advantage to give unambiguous (i.e. independent of f()model) value of activation energy related to a given conversion. The isoconversional method proposed by Friedman 23 is based on using the logarithm form of Eq. ( 2)
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The degree of conversion was calculated with:
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where m is the mass of the sample, m 200 and m 800 are the sample mass at 200°C and 800°C, respectively. This expression allows eliminating the drying stage, during which the moisture of the sample vaporizes.

By assuming that the reaction model f() is independent of the heating rate, f() can also be considered as constant at a given conversion. This assumption corresponds to the basic principle of the isoconversional methods. Therefore, the activation energy was obtained using the following equation: Figure 3.a shows the activation energy in function to the degree of conversion for the different oxygen concentrations. For a conversion lower than 0.2, an increasing dependence of Ea on  is observed. This tendency is characteristic of competing reactions 22. This phase corresponds to the start of cellulose pyrolysis. It is affected by competition among decomposition of individual macromolecules and intermolecular associates. For a conversion between 0.2 and 0.55 (for oxidizing atmosphere) or 0.75 (for inert atmosphere), the activation energy varies little. The curve has a small inflection around 0.35 or 0.5 for oxidizing and inert atmosphere respectively. This change of activation energy is due to the significant release of gas. The diffusion of gas through the surface layer of the solid becomes gradually the rate limiting step of the decomposition [22], which modifies slightly Ea. Apart from this small change, the activation energy can therefore be considered almost constant for a given oxygen concentration. The mean values are given in Table 4. These values are consistent with the depolymerisation of cellulose by transglycosylation [START_REF] Mamleev | Kinetic analysis of the thermal decomposition of cellulose: The main step of mass loss[END_REF]. They fall into the range usually given in the literature for pure cellulose [3-7 and paper [24-26]. The activation energy of pyrolysis of cellulose wadding decreases when the oxygen concentration increases from 0 to 21%. That highlights that at least the two competitive reactions occur under oxidative atmosphere: the depolymerisation of cellulose and an oxidative pyrolysis. The pyrolytic process of cellulose wadding is thus enhanced by heterogeneous oxidation and the oxygen promoted bond cleavage. The dependence between the mean value of Ea and the oxygen amount can be expressed as follows for the pyrolysis stage (0.2<<0.55):
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P is the partial pressure of oxygen (in atm).

To determine the influence of oxygen concentration on the pre-exponential factor, ln A' was calculated in function to by using Eq. 3. Figure 3.b presents the results in function to the activation energy for the pyrolysis of cellulose under argon. As with other concentrations, ln A' and the activation energy are related by a linear relationship over this interval (0.05-0.5).

As the reaction model ) ( f  does not depend of Ea, we can deduce that ln A and Ea are linked by an isokinetic relationship. Thus, for the pyrolysis of cellulose wadding, the preexponential factor can be estimated by the following equation: b Ea . a A ln     (7) Between 0.6 and 0.9, the shape of Ea vs.  changes for the oxidizing atmospheres. This coincides with the oxidation of char. Unlike the previous reaction, there is no plateau on this interval which is characteristic of multiple reactions. Between 0.6 and 0.75, there is a competition between the pyrolysis and the char oxidation. Between 0.75 and 0.9, the decomposition of calcium carbonate starts, while the char oxidation is not completely finished. As many reactions occur simultaneously between 0.6 and 0.9, it is more difficult to determine the influence of oxygen on char oxidation. However, when the pyrolysis is stopped (for a conversion of 0.8), the activation energy is almost constant whatever the concentration.

We can therefore infer that the activation energy for char oxidation does not vary with the amount of oxygen. Between 0.9 and 1, the shape of the curve changes again. This corresponds to the decomposition reaction of calcium carbonate. As for the oxidation of char, no plateau can be shown on this interval. It is therefore not possible to determine the activation energy of the decomposition with this method. 4.2. Kinetic model for cellulose wadding under oxidizing atmosphere.

Given the previous results, the kinetic model must be decomposed into three stages corresponding to the pyrolysis of cellulose, the char oxidation and the decomposition of calcium carbonate:

  carbonate Calcium 1 Char Volatiles wadding Cellulose 2 1 2 1 1 1             Ash Volatiles Char 3 2 2 3 2 2             Ash 1 Volatiles carbonate Calcium 1 4 2 1 3 4 3 2 1              
where i  is the yield coefficient of the volatiles, tar or char.

The degree of conversion i  for the i th reaction corresponds to:

0 , i f , i 0 , i i i m m m m     (8) 
where m i is the mass of solid decomposing during the i th reaction. The subscripts 0 and f refer to the initial and residual amounts, respectively.

The rate expression for the pyrolysis of cellulose is given by:
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where f( 1 ) represents one of the reaction models of Table 3. The dependency of Ea 1 with the oxygen concentration is taken into account with Eq. 6. According to Eq. 7, the preexponential factor is linked with Ea 1 by: b Ea . a A ln
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The kinetic equation for the char oxidation is: [START_REF] Fairbridge | A kinetic and surface study of the thermal decomposition of cellulose powder and inert and oxidizing atmosphere[END_REF] This expression allows highlighting that:
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-Pyrolysis of cellulose and oxidation of char are competitive reactions.

-The oxidation of char takes place only in an oxidizing atmosphere. The decomposition of calcium carbonate is represented by a first order reaction influenced by the pressure of CO 2 [START_REF] Criado | The effect of the CO 2 pressure on the thermal decomposition kinetics of calcium carbonate[END_REF]:
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where * CO 2

P

is the equilibrium pressure of CO 2 equal to 2.86 kPa. In our study, 2 CO P is equal to 0 for inert atmosphere and 1.9 for others.

The total conversion rate and the degree of conversion are calculated as:
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where f 1 , f 2 and f 3 represent the contribution of each reaction to the global decomposition:
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Thus:
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To differentiate the contributions in an inert atmosphere, we have added an apostrophe. Therefore f 2 ' =0.

To determine the most suitable reaction model ) ( f 1

 for modelling the pyrolysis of cellulose (Eq. 9) and obtain the set of parameters for the thermal degradation of the cellulose wadding, each model presented in Table 3 were tested and the corresponding kinetic parameters were calculated. For this, the degree of conversion ( obs  ) obtained with the experiments were compared to the calculated points ( cal  ). The calculated values were obtained by integration of the differential system with an explicit second-order Runge Kutta method. The optimization of the kinetic parameters was performed with the gradient descent method. For each reaction model, the kinetic parameters correspond to the values for which the sum

        N 1 i 2 cal i obs i S ( 17 
)
is minimal. Here N is the number of point of the experimental curves.

The resulting fit can be expressed for each evaluated curve as:

N S 100 (%) Fit  (18) 
Table 5 presents the kinetic parameters and the mean fit values for the reaction models, which best describe the experiments. Only five models of Table 3: F 1 (first-order model), F n (n-order kinetic model), A n (Avrami-Erofe'ev model), B 1 (Prout-Tomkins model) and D 5 (Zhuravlev, Lesokin, Tempelman model) describe the first degradation of cellulose wadding satisfactorily (Eq. 8) . The best adequacies are obtained with the n-order kinetic (F n ) model (Fig. 4) and the Prout-Tomkins (B 1 ) model (Fig. 5). This results are in agreement with literature [START_REF] Conesa | Analysis of different kinetic models in the dynamic pyrolysis of cellulose[END_REF]25,27].

The experimental data and the simulations are very close whatever the heating rate or the oxygen concentration. Only a few variations appear at the maximum conversion rate. The kinetic model tends to slightly underestimate its value. The oxidation of char is correctly described as well as the decomposition of calcium carbonate. The simulations under argon have a fit value slightly higher than under the oxidizing atmospheres. For the inert atmosphere, the oxidation of char was completely neglected. However, the argon used for these experiments contains a little oxygen (less than 2 ppm) what is sufficient to cause an oxidation. The simulated curves do not take into account this phenomenon that is why there is a difference between simulations and experiments. Despite these very small differences, the kinetic approach including either the n-order model (F n ) or the Prout-Tomkins model (B 1 ) for cellulose degradation produces very satisfactory results.

In view of Table 5, some interesting aspects can be emphasized concerning the degradation of cellulose wadding.

The value of n calculated with the n-order or the Prout-Tomkins models are higher than those currently obtained for pure cellulose (around 1 [START_REF] Antal | Cellulose Pyrolysis Kinetics: The Current State of Knowledge[END_REF][START_REF] Conesa | Analysis of different kinetic models in the dynamic pyrolysis of cellulose[END_REF][START_REF] Orfão | Pyrolysis kinetics of lignocellulosic materials-three independent reactions model[END_REF]) but are close to that found for cellulosic paper [24,[START_REF] Wu | Thermal treatment of coated printing and writing paper in MSW: pyrolysis kinetics[END_REF]. As Ea, ln A decreases when the oxygen concentration increases from 0 to 21 %. This result is consistent with the observations on the position of first DTG maximum (Fig. 1). The optimisation of the fraction f 1 clearly illustrates that the major part of the cellulose wadding is lost during the depolymerisation of cellulose.

The activation energy for the oxidation of char is around 178 kJ/mol. This value is close to those found in the literature for cellulosic paper. Kashiwagi and Nambu [24] proposed an activation energy equal to 160 kJ/mol for cellulosic paper. Wu et al. studied different types of paper and found activation energies between 101 and 182 kJ/mol [START_REF] Wu | Thermal treatment of coated printing and writing paper in MSW: pyrolysis kinetics[END_REF]. The optimised reaction order for char oxidation n 2 is equal to 2.1. This value is higher than that proposed by [24] (1.8). The dependence of the char oxidation with the partial pressure seems to be well modeled with a power law. The optimised exponent n 3 is around 1.4, which is also higher than the values of literature (values between 0.5 and 1 [START_REF] Bilbao | Kinetic study for the thermal decomposition of cellulose and pine sawdust in an air atmosphere[END_REF][START_REF] Font | Kinetics of pyrolysis and combustion of pine needles and cones[END_REF]24]).

For the decomposition of calcium carbonate, we found an activation energy of about 193 kJ/mol. This value is consistent with the literature [START_REF] Sanders | Kinetic analyses using simultaneous TG/DSC measurements: Part I: decomposition of calcium carbonate in argon[END_REF][START_REF] Criado | The effect of the CO 2 pressure on the thermal decomposition kinetics of calcium carbonate[END_REF]. Moreover, taking into account the pressure of CO 2 can correctly model the differences in decomposition between the various atmospheres.

Conclusions

The influence of the oxygen concentration on the kinetics of cellulose wadding degradation was studied. The following results were pointed out:

-The oxygen in the atmosphere influences the position and amplitude of the DTG curve. Increasing the oxygen concentration tends to shift the pyrolysis and the char oxidation to lower temperatures and to raise the maximum DTG. -The formation rate of main gases (H 2 O, CO 2 , CO, CH 4 and H 2 ) varies with temperature and is strongly correlated with the decomposition steps. -The presence of oxygen in atmosphere increases the emission of main gaseous species. This is particularly evident for CO and CO 2 , which are combustion products generated by the oxidation of char. -The oxygen content in the atmosphere influences strongly the kinetic parameters. For the decomposition of cellulose, the activation energy decreases when the oxygen concentration increases from 0 to 21%. For the char oxidation, the activation energy can be considered as a constant whatever the oxygen content. -A kinetic model based on three steps (pyrolysis, char oxidation and decomposition of calcium carbonate) was used to model the thermal degradation of cellulose wadding.

The thermal decomposition of cellulose can be described with acceptable accuracy by a n-order model or by a Prout-Tomkins model. The char oxidation was correctly modelled by a power law including the partial pressure of oxygen. 
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 1 Fig. 1. Mass loss of the cellulose wadding for different oxygen concentrations at 10°C/min.
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Table 2 .

 2 Degradation characteristics

	Heating rate (°C/min)	0	Oxygen concentration (%) 5.25 10.5 15.75	21
		T 1 (°C) [-DTG 1 (min -1 )]		
	2	48 [0.003]	46 [0.003]	42 [0.003]	45 [0.003]	42 [0.003]
	5	61 [0.005]	60 [0.004]	64 [0.005]	57 [0.006]	58 [0.006]
	10	82 [0.007]	76 [0.009]	75 [0.008]	73 [0.010]	70 [0.012]
	20	93 [0.015]	91 [0.015]	89 [0.016]	88 [0.015]	85 [0.021]
	30	102 [0.017] 101 [0.017] 101 [0.019] 98 [0.019]	96 [0.024]
		T 2 (°C) [-DTG 2 (min -1 )]		
	2	308 [0.017] 304 [0.017] 301 [0.018] 299 [0.018] 297 [0.019]
	5	320 [0.044] 317 [0.041] 314 [0.044] 313 [0.045] 311 [0.045]
	10	329 [0.088] 325 [0.088] 324 [0.091] 323 [0.093] 321 [0.095]
	20	338 [0.170] 335 [0.178] 333 [0.179] 332 [0.181] 331 [0.182]
	30	342 [0.239] 338 [0.256] 337 [0.257] 337 [0.258] 336 [0.258]
		T 3 (°C) [-DTG 3 (min -1 )]		
	2	-	437 [0.004] 424 [0.005] 419 [0.005] 415 [0.005]
	5	-	454 [0.009] 438 [0.011] 438 [0.011] 432 [0.011]
	10	-	463 [0.019] 451 [0.021] 449 [0.022] 446 [0.022]
	20	-	487 [0.033] 464 [0.040] 458 [0.040] 454 [0.042]
	30	-	489 [0.049] 465 [0.059] 463 [0.058] 456 [0.060]
		T 4 (°C) [-DTG 4 (min -1 )]		
	2	616 [0.002] 663 [0.002] 666 [0.002] 665 [0.002] 670 [0.002]
	5	642 [0.005] 676 [0.004] 684 [0.004] 675 [0.004] 686 [0.004]
	10	662 [0.009] 699 [0.008] 698 [0.007] 698 [0.007] 712 [0.007]
	20	686 [0.017] 712 [0.015] 715 [0.013] 721 [0.018] 725 [0.013]
	30	685 [0.021] 718 [0.022] 722 [0.019] 717 [0.020] 725 [0.019]
			X 800 (%)			
	2	35.1	17.1	16.7	17.3	16.7
	5	35.0	17.2	16.7	16.9	16.7
	10	35.0	17.0	17.3	16.7	16.7
	20	34.2	17.0	17.0	16.9	16.8
	30	35.2	16.9	16.7	17.2	16.8

Table 3 .

 3 Different models for solid decomposition

	Function name

Table 4 .

 4 Mean activation energy for the pyrolysis of cellulose wadding

	Oxygen concentration (%)	0	5.25	10.5	15.75	21
	Ea (kJ/mol)	207.6	200.5	192.3	185.6	181.1
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Table 5.

Kinetic parameters obtained for the degradation of cellulose wadding (a in ln(s -1 ).mol/kJ, b in ln(s -1 ), A 2 and A 3 in s -1 , Ea 2 and Ea 3 in kJ/mol and Fit in %). f 1 , f 2 and f 3 correspond to the contributions under oxidative atmosphere. f 1 ' and f 3 ' are the contributions under inert atmosphere. 

Kinetic