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Dislocation structures in nanoindented ductile metals -a TEM direct observation
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Several attempts have been made over recent years to understand Indentation Size Effect (ISE). The theoretical models, based essentially on strain gradient plasticity theories, such as the Nix-Gao model, predicts that ISE is caused by an increase of the density of dislocations as the indentation size decreases. MD simulation results tend to confirm this fact, but the truth is that very few experimental studies exists on the direct observation of how dislocations are generated and accommodated in the vicinity of nanoindentations. In this study, by using a Ni TEM thin foil as model material, we show that when the material is submitted to AFM-based nanoindentations a high dislocation density zone is generated at the centre of the indented region, and that prismatic loop and helical dislocations are emitted sidewards from the central region of the nanoindentation along the 110 directions. Moreover, we show that the dislocation array formed during the nanoindentation process is far from the ideal model proposed by Nix and Gao, based on load axi-centered dislocation loops. With this study we aim at contributing to a better comprehension of ISE mechanisms in ductile metals.

Introduction

The contact between nominally flat surfaces, in dry or boundary lubrication conditions, frequent in rubbing engineering components, occurs between surface asperities whose contact areas can be of only a few tens of square nanometres or even smaller [START_REF] Colaço | Surface damage mechanisms: from nano and microcontacts to wear of materials[END_REF]. At this scale of contact the plastic response of a material may differ significantly from that at the micro and macro scales. In fact, it has been shown that hardness greatly increases with decreasing indentation depth in the submicrometric depth range (see, for instance, [START_REF] Li | [END_REF][3][4][5][6][7][8][9][10]). This effect is commonly known in the literature as indentation size effect (ISE). Since the wear resistance of a wide range of materials, in particular metals and metallic alloys, is closely related with its hardness [11][START_REF] Rabinowicz | Friction and Wear of Materials[END_REF][START_REF] Hutchings | Tribology, Friction and Wear of Engineering Materials[END_REF],

understanding the origins of ISE and its impact on wear behaviour is fundamental to optimize the tribo-performance of materials.

One of the factors that greatly affects the resistance of a material to plastic deformation when the scale decreases is the presence of large strain gradients [START_REF] Fleck | [END_REF]. In the particular case of indentation, geometrically necessary dislocations (GNDs) must be created to accommodate the plastic strain gradients surrounding the indentation. In general, the magnitude of these gradients is inversely proportional to the length scale over which the deformation occurs [START_REF] Fleck | [END_REF]. Therefore, as the size of the indentation decreases, the density of GNDs increases. Some models, such as the well-know Nix-Gao model [15] and extensions of this model [8,10,[16][17][18][19][20][21], have been developed in order to understand this relation between the deformation scale dependence of dislocation density and the ISE exhibited by many materials. However, the assumptions of these models are simple regarding the crystallographic nature of materials and a lack of fundamental understanding of the true origins of ISE still exists. This challenging objective can only be achieved with the help of powerful experimental techniques, and no doubt that the direct visualization of indented regions by transmission electron microscopy (TEM) is one of the most important ones due to the small scale information that it can supply. Nevertheless, the use of this technique to understand the fundamentals of ISE is scarce [22][23][24][25] and more studies in a wide range of materials are still needed.

Although the experimental set-up for performing in situ TEM nanoindentations is currently available (e.g. [26]), we have used a different approach. In this work nanoindentations were performed in electron transparent regions of Ni TEM samples by using an AFM diamond tip, and the dislocation structures produced at the nanometric contact scale were subsequently observed by TEM. Contrarily to other experimental and theoretical indentation studies, where the direction of load application is usually parallel to a specific low-index zone axis, in the present work the indenter was arbitrarily oriented. This less constrained approach enabled to evaluate the nanoscale plastic response of the material under generic crystallographic orientation conditions and allowed to frame the results found in the literature for low-index zone axis indentation.

Nickel was chosen as model material for this study for several reasons: a) it is the main constituent of one of the most frequently used families of hardfacing alloys [START_REF] Crook | Friction and Wear of Hardfacing Alloys[END_REF]; b) it is well understood from the microstructural point of view (presents an FCC structure, relatively high stacking fault energy and no phase transformations), which simplifies the analysis of the deformation mechanisms; c) this material exhibits a strong ISE [10,28], and, moreover that ISE can be fitted by the Nix-Gao model in a consistent manner [29]. axial flow laser with a transverse electromagnetic 01* mode. The clad parameters and microstructural characterisation were described in a previous paper by the authors [10].

The thick nickel coating was cut from the substrate with a thin low speed abrasive saw and ground with SiC abrasive papers down to a foil thickness of ~60 µm.

3 mm discs were cut from this thin foil with a 70 W Q-switched Nd/YAG laser and ion milled to perforation using a 4 kV Ar + beam and a 12º incidence angle. After ion milling, electron transparent regions were present in the periphery of the hole created at the centre of the discs.The thickness of Ni TEM samples prepared in the same way as those of this work has been estimated in a previous work [29] and is in the range of 100 to 200 nm.

Arrays of nanoindentations with a spacing of about 1 µm were generated in electron transparent regions of the TEM samples using a Veeco DNISP atomic force microscopy (AFM) probe mounted in a Veeco CP-II instrument. This probe type consists of a 3-sided pyramidal diamond tip, with tip apex angle of ~95º and curvature radius smaller than 50 nm, mounted on a stainless steel cantilever with normal spring constant of 215.8 N/m (Figure 1). The applied load was approximately 50 µN. Details of the procedure can be found in [10].

The regions containing nanoindentations were observed by AFM by means of the same equipment previously described using commercial silicon probes in contact mode, and by TEM with a Hitachi H-8100 transmission electron microscope operated at used to simulate diffraction patterns and stereographic projections. This fact means that the indentations are less than 1/10 of the thickness of the TEM thin foil. Therefore, we will assume, as a reasonable approach to the interpretation of the results, that the effect of the small thickness of the sample in the dislocation structure can be neglected. Moreover, it should be noted that the thickness of the thin foil is much larger than the thickness considered in the MD simulations, e.g, in Al (no more than a few tens of nanometers) [30][31][32]. As can be observed from Figure 3.c, the loops and helices with diameters of a few tens of nanometres are piled-up along typically 3 specific crystallographic directions emanating from the indentation centres, suggesting that loop and helical dislocations are punch-out due to the high compressive stress state due to the indentation, similarly to the observations of Steinman et al. in Si crystals [START_REF] Steinman | Misiuk A[END_REF]. The spacing between successive loops and helix turns is comparable to the loops/helices diameters. Since Ni has an FCC structure, the loops and helices emitted from the indented regions are expected to glide (and pile up) along 110 directions and are composed of segments lying on two linearly independent slip systems (Figure 5.a). Electron diffraction patterns obtained with the electron beam close to the [ ] projections (see Figure 4).

Results

In addition, piled up dislocations were characterized by conventional TEM experiments using the g•b = 0 invisibility criterion, where g is the reciprocal lattice vector for the hkl reflection [START_REF] Edington | Interpretation of Transmission Electron Micrographs[END_REF]. Selected area diffraction (SAD) patterns, taken along [ ] 010 and [ ] 011 zone-axes and consistently indexed, were used as starting points to obtain the two-beam conditions used for the visualization of the dislocation structures. ((e) with a magnified detail in (f)). In general two invisibility conditions are required to determine Burgers vectors, however, the high stacking fault energy of nickel [35] and the absence of stacking fault contrast in the images allowed to assume that the dislocations present were perfect and the Burgers vectors of the pileup structures could be unequivocally indentified by the selected twobeam conditions (see Table 1). Pileups along direction a are visible in [ ] (see Figure 4.b and Table 1). These results are therefore in agreement with the projected 110 directions in Burgers vectors, which agree with the specific 110 pileup directions determined with the TEM observations.

Discussion

4.1) Indented regions observed by TEM

TEM observations of the nanoindented regions showed that at the nanometric contact scale the plastic deformation is accommodated through three mechanisms: 1) formation of a high dislocation density region in the neighbourhood of the indentation;

2) emission of prismatic loops and helix dislocations from the centre of the indented region that tended to pile up along ~500 nm; 3) in a few cases, emission of straight dislocations.

In this way, two distinct regions are formed: a) a high dislocation density region in the inner vicinity of the indentation, resulting from mechanism 1; b) a low dislocation density region surrounding the previous one, resulting from mechanisms 2 and 3. The high dislocation density at the inner region suggests dislocation locking, which can occur through formation of non-conservative jogs due to the intersection of screw dislocations, or other mechanisms, such as Lomer-Cottrell locks, common in FCC materials [START_REF] Hirth | Theory of Dislocations[END_REF]. Since locked dislocations cannot glide as the indenter is further pressed against the sample, plastic deformation may proceed through the formation and gliding of helical/loop dislocations (mechanism 2) and, less frequently, with the formation of straight dislocations (mechanism 3). Indeed, the fact that parallel pileups were not observed along the indentation depth indicates that loops/helices emission occurred only at the highest stress level towards the end of each indentation test and not continuously during load application.

Recent TEM observations of nanoindentations in a Cu single crystal [22], a Ni3Al(Cr,B) single crystal [23], Ni3Al [25], and Ti-6Al-4V [24] showed also an accumulation of dislocations in the neighbourhood of the indented region and emission of dislocations from this high dislocation density region.

Molecular dynamics (MD) simulations of nanoindentation experiments on an Al

(111) single crystal with a spherical indenter [30][31][32] showed that plasticity begins with the homogenous nucleation of a few dislocation loops (designated as glide loops by Li et al. [30]), which then expand and intersect each other, producing sessile dislocation segments. As the indenter is further displaced, prismatic dislocation loops with the shape of a rhombus are emitted from this region and glide along <110> directions, as shown schematically inFigure 6. Due to the high strain energy associated with the corners of the rhombus, some bending of the dislocation line may occur, especially at the sharpest corners of 70.53º if the dislocation energy is fairly independent of the crystallographic direction as in Ni.

The repeated pattern of loops/helices propagation (Figure 4) show that these defect structures glided only along directions associated with the three slip systems of highest resolved shear stress (Table 2). Therefore, although one could expect that the indenter geometry and surface asperities may have some influence on the propagation of the dislocations, it is clear that the crystallography factor is dominant, as could be proved by the Schmid factor calculations shown in Table 2. In fact, no helical dislocations or dislocation loop pile-ups are emitted along the direction parallel to the top side facet of the triangles in Fig. 3.c and 4, which supports the dominant effect of crystallography. Therefore, these results enable thus to infer that: (i) indenter geometry and local surface asperities play a minor role in the loops/helices pileup configuration;

(ii) in each loop, the segment(s) corresponding to the high resolved shear stress tends to drag the segment(s) of low/null resolved shear stress (see Figure 6 and Table 2), (iii) the resolved shear stress difference in the two linearly independent segments of each rhombus (see Figure 5.a and Table 2) can contribute for the development of helices;

and, furthermore, (iv) since the difference between the resolved shear stress for the different slip systems determined assuming an uniaxial stress state is well correlated with the long range propagation (up to 500 nm) and pileup of the loop/helix structures, this behaviour seems to be strongly dependent of the (compressive) stress state component normal to the surface. To the authors' best knowledge, this type of observation has never been reported.

A final aspect that is important to discuss is the influence of the triangular shape of the indenter on the structure of dislocations. It is clear that the non-axisymmetric shape of the indenter will create a non-uniform stress distribution around the indented region. However, as can be observed in the TEM images of the nanoindented regions (Figure 3.c and Figure 4), the angles between the projected gliding directions of the loop/helical dislocations do not match with the angles between the projected directions of the indenter edges that come together at the tip (inlet in Figure 1), thus showing that the main contribution to dislocation gliding is the material crystallography and not the indenter shape.

4.2) Correlation of results with Indentation Size Effect

Indentation experiments performed previously in laser clad Ni showed that this material exhibits a strong indentation size effect [10,29], especially in the submicrometric depth range. Moreover, the good correlation found between the theoretical predictions of the Nix-Gao model and the hardness results indicates that the observed ISE is closely related to the increase of the density of geometrical necessary dislocations with the decrease of deformation scale [10,28,29], which is confirmed by the present work. In fact, the observation of high dislocation density zone at the centre of the nanoindented regions in Ni (Figure 3.c) indicates that a strong repulsion between dislocations should take place in small nanoindentations, thus increasing the resistance of the material to plastic deformation. However, the size of the high dislocation density zone (Figure 3.c) is clearly larger than the size of the indenter contact region, which is assumed in the Nix-Gao model as the plastic zone in a conical indentation (Figure 7). Some authors have previously observed that the Nix-Gao model overestimates the hardness for small indentation depths (e.g. below 1 µm in iridium [17] and below 200 nm in MgO [18]). According to the model, the hardness increases indefinitely when h 0, as a result of the increase of the density of GNDs. Swadener et al. [17] suggested that, for very small depths, the strong repulsive forces between GNDs would cause them to spread beyond the hemispherical volume defined by the contact radius "a" (Figure 7), resulting in a density of GNDs smaller than that assumed in the Nix-Gao model. In fact, a few years later, Feng and Nix [18] and Durst et al. [19,35] showed that the overestimation of the density of GNDs in the Nix-Gao model can be compensated by assuming an effective radius of the plastic zone f.a larger than a, where 1 < f < 2.4 for several metallic materials, which results in an increase of the storage volume for GNDs.

This work confirms experimentally previous works by Swadener et al. [17],

Feng and Nix [18] and Durst et al. [19,[START_REF] Durst | [END_REF] since it is clearly shown that the high dislocation density zones in the indented regions in Ni are substantially larger than the indentation region. In addition to the dislocations in the high dislocation density zone, the pileups of dislocation loops/helices around this zone (Figure 3.c, Figure 4 and In order to analyse the magnitude of this contribution, an estimation of the backforce caused by these piled-up structures has been performed. As first approximation, the self-energy of a circular dislocation loop, W S , can be performed [35]:

( ) - - = 1 8 ln 1 2 0 2 z r r Gb W S ν , ( 1 
)
where r is the radius of the loops, z 0 the separation distance between successive loops, b the Burgers vector, G the shear modulus and ν the Poisson's ratio. The derivative of Eq.

1, yields the corresponding force associated to a loop, F S :

( ) 0 2 0 1 2 z r Gb dz dW F S S ν - - = = . ( 2 
)
The total force associated to the three loop pileups around an indentation, [F S ] total , can then be calculated from:

[ ] s S total F z L nF Fs + = = 1 3 3 0 , ( 3 
)
where n is the number of loops in a pileup and L is the length of the pileup. By combining Eqs. 2 and 3, the absolute value of [F S ] total is given by:

[ ] ( ) 0 2 0 1 2 1 3 z r Gb z L Fs total ν - + = . (4) 
From the TEM images in Figure 3.c, Figure 4.a and Figure 5, it can be observed that z 0 ~20-80 nm and 2r ~20-50 nm, which results in average values of z 0 and r of 50 and 17.5 nm, respectively. By introducing these average values in Eq. 4, together with L ~500 nm and b = 0.25 nm, G = 76 GPa and ν = 0.31 for Ni [START_REF]Metals Handbook -Properties and Selection: Nonferrous Alloys and Special-Purpose Materials[END_REF], the resulting [F S ] total is about 40 nN, which is three orders of magnitude smaller than the normal load applied by the indenter (approximately 50 µN). Therefore, the major contribution to the ISE arises from the high dislocation density zone of sessile dislocations and not from the loop/helix pileups. Tables Table 1. Values of g.b for perfect dislocations in FCC crystals for the three reflections used to obtain the images in Figure 4. Dislocations become invisible when g•b = 0 [28].

Conclusions

TEM observations of nanoindentations performed along an arbitrary
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 5 Figure 5.b) may also contribute to the ISE.

  [uvw] crystallographic direction in Ni crystals showed that the dislocation structure created consists of a high dislocation density zone at the centre of the indented region, from where prismatic loop/helical dislocations, and less frequently, straight dislocations, are emitted along the more compact directions and piled up. Although the dislocation structure observed in the present work is substantially different in size and shape from the ideal Nix-Gao geometrical model, these observations, together with theoretical estimations of the force associated with the pileup dislocation structures support the fundamental idea of the Nix-Gao model, i.e. that the ISE is caused by an increase of dislocation density with decreasing indentation size.
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