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ABSTRACT

Optoelectronic oscillators are ultra-pure microwave generators based on optical energy storage instead of high
finesse radio-frequency resonators. We present in this communication a new and compact architecture where the
optical energy storage is performed by trapping laser light into the ultra-high Q whispering gallery modes of a
millimeter-size disk resonator. As a proof of concept, we demonstrate the generation of a 10.7 GHz microwave
with a phase noise of −110 dBrad2/Hz at 100 kHz. We also discuss in detail the potential of this architecture
for the generation of microwaves with a frequency ranging from 50 to 200 GHz.
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1. INTRODUCTION

Optoelectronic oscillators (OEOs) are ultra-pure microwave generators based on optical energy storage instead
of high finesse radio-frequency (RF) resonators.1 These oscillators have many specific advantages, such has
exceptionally low phase noise, and versatility of the output frequency which is determined by the RF bandwidth
of the optoelectronic components. Such ultra-pure microwaves are indeed needed in a wide range of applications,
including time-frequency metrology, frequency synthesis, and aerospace engineering.

Generally, the optical storage element in OEOs is an optical fiber delay line, and the output microwave
frequency of the system is defined by a narrow RF band-pass filter in the electronic segment of the feedback
loop. This original configuration yields excellent phase noise performance, but it also has several drawbacks.
The first one is that the optical delay line is bulky, so that the oscillators can not be considered as an optimal
transportable microwave source. Along the same line, this bulky delay line element has to be temperature-
stabilized, a feedback control process which is energy greedy. Finally, the fiber delay line generates spurious
peaks very close to the carrier (few tens of kHz), which are highly detrimental in several applications.

An alternative to circumvent all these drawbacks is to replace the optical fiber delay line by an ultra-high Q

whispering gallery-mode (WGM) optical resonator.2 In this case, the microwave oscillation frequency is defined
by the free-spectral range (FSR) of the resonator, while energy storage is performed by trapping laser light into
the ultra-low loss WGMs. This configuration provides an interesting solution to the problems raised above, as
the same element (WGM resonator) at the same times defines the oscillating frequency and ensures the energy
storage. In particular, these WGM optoelectronic oscillators are compact, they do not generate delay-induced
spurious peaks in the RF spectrum, and they are compatible with compact temperature control system, since
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Figure 1. Experimental setup of the compact OEO. CW: continuous-wave; OI: optical isolator; PC: polarization controller;
PM: phase modulator; RF: radio-frequency; SiO2: silica.

it is limited to a much smaller volume. This ultra-pure microwave source thereby becomes easily transportable.
This is a highly desirable feature in many applications, such as in aerospace engineering for example.

The other advantage of this new configuration is the use of phase modulation instead of intensity modulation.
Effectively, intensity modulators are environment sensitive devices, which is not desired when high device stability
is required for pure tone generation. On the contrary, phase modulation involves a differential phase-to-intensity
conversion, which is not sensitive to electro-optic drifts. The fact that a resonator is an imbalanced interferometer
is precisely the situation required for the differential phase-to-intensity conversion. This originates from standard
differential optical phase modulation techniques, which are known in optical communications to offer superior
performances as soon as the modulation speed is very high.

We present in this communication a new configuration where a microwave is generated using a single-loop
OEO with ultra-high Q WGM disk resonator. In the next sections, we present in detail the experimental setup of
this OEO, present the experimental results on phase noise measurement, and discuss its potential for mm-wave
systems.

2. THE EXPERIMENTAL SYSTEM

The OEO under study is presented in Fig. 1. This architecture is reminiscent of the original configurations
of single-loop OEOs. Here, the main differences are that the fiber delay line has been replaced by a WGM
resonator, while the Mach-Zehnder modulator has been replaced by a phase modulator. The fused silica optical
resonator has a Q factor of 108, and diameter ∼ 5 mm, yielding a FSR of 10.7 GHz. The phase modulator has
a half-wave voltage Vπ = 2.8 V, and it is driven by a 1550 nm semiconductor laser (RIO Orion laser module),
internally stabilized with a precision of 2 pm. The phase-modulated laser beam is first polarization-controlled in
order to select TE or TM modes, and then critically coupled into the resonator through a tapered fiber. In other
words, the intrinsinc (Qint) and extrinsic (Qext) quality factors are set to be equal. The difference of optical
index between fused silica (= 1.44) and air (≃ 1) enables the internal reflection inside the resonator. Finally,
the optical output signal of the tapered fiber is detected with a photodiode (DSC30S). A transduced microwave
is obtained, and is used to close the feedback loop in the RF input of the phase modulator after amplification
(AML 218L4401 driver with a 42 dB gain).

A major source of losses in the optical cavity is surface roughness and degradation through water vapor
pollution. We have also significantly improved the coupling efficiency with the use of a 1 nm resolution nano-
positioning system. Figure 2 represents this positioning system with tapered fiber and our disk-resonator. The
tapered fiber is coupled to the fused silica disk-resonator. White light illumination is only for monitoring of the
coupling zone via a video camera, which is helpful for the preliminary rough positioning of the taper close to the
disk resonator. We can thereby monitor how close are the fiber and the resonator. The nano-positioning system
provides enough space for movement in a 12× 12 mm2 surface.
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Figure 2. Picture of the coupled resonator, using a nano-positioning system.

A picture of the whole oscillator is represented in Fig. 3. In our laboratory experimental setup, the WGM
OEO is quite compact and easily fits into the A3 format (297× 420 mm2). Optimized packaging could certainly
reduce this size by a factor of ten, and even more if integrated photonics solutions are considered.

3. EXPERIMENTAL RESULTS

Figure 4 presents a typical phase noise spectrum measurement from our OEO. The phase noise was measured
for a frequency offset ranging from 10 Hz to 100 kHz using a dedicated optoelectronic phase noise measurement
bench, developed in our laboratory.3 As theoretically predicted, the microwave has a frequency equal to the
disk-resonator FSR (10.7 GHz), and an output power of 1.6 dBm. The phase noise performance is evaluated to
−90 dBrad2/Hz at 10 kHz from the carrier, and −110 dBrad2/Hz at 100 kHz. This level of the phase noise can
be significantly improved, for example through temperature stabilization, laser frequency-locking with respect to
the absolute resonance frequency of the disk, or enhanced isolation from environmental vibrations. In fact, our
OEO was built as a proof-of-concept oscillator and the topology has not been optimized. We expect that careful
packaging and isolation from environmental vibrations would significantly increase the phase noise performance
of this oscillator.

4. POTENTIAL FOR MM-WAVE GENERATION

An open point is the suitability of this system for ultra-low phase noise mm-wave generation. Nothing theoreti-
cally prevents the systems to oscillate at such frequencies.

Experimentally, the main problem arises from the bandwidth of the optoelectronic components within the
loop. Photodiodes with a bandwidth around 100 GHz are already commercially available. Moreover, The
technology for photodiodes with bandwidths at the edge of mm-waves (∼ 300 GHz) is nowadays available at
the stage of prototypes. On the other hand, early prototypes of RF amplifiers with a 200 GHz bandwidth are
also available. As far as integrated modulators are concerned, ultra-high density optical communication systems
are fueling the demand for devices able to handle bit rates of 160 Gb/s, and in the next decade, the needs will
probably be set to 320 Gb/s. In consequence, we can realistically expect that in a near future, the elements needed
for ultra-low phase noise mm-wave generation will be standard components and commercially available. It is
also noteworthy that generating frequencies in the THz range require even smaller WGM resonators (micrometer
size), and that they require other technologies for both fabrication and monitoring.
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Figure 3. Picture of the whole oscillator. The large (red) rectangle represents the A3 format (297× 420 mm2), while the
small (white) rectangle represents the coupled resonator as displayed in Fig. 2.

5. CONCLUSION

We have reported a new OEO architecture based on WGM resonators and phase modulation. This work con-
tributes to show the high potentiality of optical millimeter-size resonator for high performance, compact and low
consumption microwave generators. We have been working in the X-band for our demonstration but it could be
interesting to synthesize significantly higher frequencies, at the edge of the mm-band. A particularly interesting
feature is that this configuration is compatible with chip integration, and could therefore be a transportable
source for ultra-pure microwave generation. From a purely scientific point of view, there are also several open
issues will have to be investigated in detail, like for example the effect intrinsic nonlinear phenomena (Kerr,
Raman, Brillouin, etc.). There is also a need for a deterministic model, later completed with a stochastic coun-
terpart, in order to investigate the dynamical and phase noise properties of the system4,5 These investigations
will be the focus of future work.
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Figure 4. A typical phase noise spectrum of the WGM OEO with phase modulation. The microwave has a frequency of
10.7 GHz and an output power of 1.6 dBm. The phase noise performance is −90 dBrad2/Hz at 10 kHz from the carrier,
and −110 dBrad2/Hz at 100 kHz.
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