Felix Borleanu 
  
Mihaela Popa 
  
Mircea Radulian 
  
Johannes Schweitzer 
  
  
  
Slowness and azimuth determination for Bucovina array (BURAR) applying multiple signal techniques

Keywords: 

The BURAR seismic array, located in 1 Northern Romania (Bucovina region), is designed 2 to monitor events located in an area poorly cov-3 ered by other existing seismic stations. In order 4 to use the BURAR array for single-station lo-5 cations, it is crucial to calibrate the azimuth and 6 slowness parameters, which are currently used in 7 array techniques to locate earthquakes, blasts or 8 nuclear explosions. The goal of this study is to 9 apply "f-k" and plane wave fit techniques in order 10 to constrain the slowness and azimuth parameters 11 at BURAR for teleseismic, regional and local 12 events. The analysis was carried out using P and 13 S waves recorded for events occurred between 14 2004 and 2008 within a radius of 50 • around BU-15 RAR. The azimuth values obtained applying both 16 methods strongly deviated from the theoretical 17 values for regions like Central Turkey, Bulgaria, 18 Dodecanese Islands and part of Greece, while the 19 ray parameter deviations with respect to a 1-D 20 IASP91 reference model are less significant. For 21 the local events, the anomalies are smaller, except 22

Introduction

Seismological arrays can be used in many different ways to study the lateral heterogeneities from the lithosphere and upper mantle structure. For this purpose, many different, specialized array techniques have been developed and applied to an increasing number of high-quality array datasets. Most of these methods use the ability of seismic arrays to measure the velocity of an incident wave front and its backazimuth. This information can be used to distinguish between different seismic phases, separate waves from different seismic events and improve the signal-to-noise ratio (SNR) by stacking with respect to the varying slowness of different phases (e.g., [START_REF] Schweitzer | IASPEI -New manual of seismological Observatory practice, tom 1[END_REF].

The Bucovina array (BURAR) is located in the northern part of Romania in the neighborhood

U N C O R R E C T E D P R O O F
(BUR32 and BUR33). All the new sensors have three components and are installed at surface.

The short period components have GS-21 seismometers with 1 Hz natural frequency and 0.7 damping constant. AIM24S-1 digitizers provide 24-bit analog to digital converter (ADC) resolution of the seismometer output. The combination of seismometer gain and digitizer gain gives a value of 0.0788 nm/s/count at 1 Hz. The broadband component has a KS54000 sensor with 1 Hz natural frequency and 0.7 damping constant. [START_REF] Capon | Signal processing and frequency wavenumber spectrum analysis for a large aperture seismic array[END_REF][START_REF] Harjes | Array-seismologie[END_REF][START_REF] Aki | Quantitative seismology[END_REF] in the frequency domain. Plane wave fit analysis (e.g., [START_REF] Schweitzer | IASPEI -New manual of seismological Observatory practice, tom 1[END_REF]) also measures slowness vector and backazimuth but in the time domain.

If a plane wave arrives at an array, the signal is recorded at the array stations with a certain time offset depending on the slowness vector of the wave and the position of the station in the array. 
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-The third type is the Pannonian crust, which 162 has a thickness of 24-26 km, including a thin 163 basaltic layer [START_REF] Stanica | The main Tethyan suture zone revealed by magnetoteluric tomography[END_REF].
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The lateral inhomogeneous structure charac-165 terizes also the entire Alpine-Mediterranean area, 166 which is a wide and complex geophysical system 167 Nolet (1994), [START_REF] Marquering | Surface-wave velocity structure beneath Europe, the northeastern Atlantic and weastern Asia from waveform inversion including surface-wave mode coupling[END_REF]. southern part relative to BURAR, the corrections of these parameters will be better constrained for these regions. The seismic activity is strongly inhomogeneous in the study area; therefore, we cannot equally cover the entire azimuth domain.

In the case of regional and teleseismic events, the backazimuth and ray parameter values were determined for P waves using both plane wave fit and f-k techniques for a number of 180 earthquakes. The selected events were divided in earthquakes with high and medium SNR and the analysis was carried out separately. For the events with high SNR (60 events), we calculated these parameters for the S waves too. We used waveforms recorded just by the short period BURAR elements. The time windows in case of f-k analysis were manually selected with lengths between 2 and 5 s. The picks for the plane wave fit method are set manually as well. Note that the station heights differences were taken into account when applying the both analyses.

For the theoretical calculations, we adopted the standard 1-D IASP91 model (Kennett 1991) and for the parameters of the reference earthquakes the data provided by European Mediterranean Seismological Center (http://www. emsc-csem.org).
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Fig. 3 The distribution of the regional earthquakes (dots); triangle shows the location of the BURAR array

To check for possible local structure differences beneath stations, we investigate the travel-times residuals at single stations for the events with best signal-to-noise ratio and did not find any systematic delays.

For the f-k analysis (Fig. 4) of P waves, we distinguish two azimuthal segments with major deviations: one is situated between 70 The plane wave fit analysis applied for the same events (P waves) shows practically a similar distribution of the backazimuthal deviations (Fig. 4) Fig. 9 The ray parameter deviations resulted from f-k (with black squares) analysis and plane wave fit analysis (with red dots) in the case of S waves for the events with high SNR

Our investigation shows that the plane wave fit with increasing the frequency range in case of Butterworth bandpass filter, the onsets were distorted and became unclear what makes the power of the signal to be lower. The filtering application leads to an increase of the signal to noise ratio with an order of 3.

We applied both techniques for S waves in the case of events with high SNR. It is quite difficult to appreciate arrivals of different phases (e.g., Sg, Sn) and the corresponding errors are higher than in the case of P waves. The distributions of backazimuth and ray parameter deviations are more scattered than in case of P waves for events with high SNR. Both deviations are better defined using f-k analysis than plane wave fit technique (Figs. 8 and9) because the last one requires accurate identification of arrivals. For S waves, it is difficult to identify any tendency in backazimuth and ray parameter deviations.

The VESPA diagrams provide a way to identify the direction of waveforms propagation and the scattering suffered by the P waves and can be used to sustain our statements concerning the backazimuthal deviations for P waves. The time length used for the VESPA plots was up to 40 s which contains a small time window before the first onset and the rest of the plotted seismic signal. The waveforms have been filtered with The backazimuth anomalies (Fig. 12) are of the 320 same order as for the regional events, but this 321 time we cannot identify segments with systematic 322 deviations. The ray parameter anomalies (Fig. 13) 323 are generally small (below 7 s/deg) so that we 324 conclude that for the crust at local scale the in-325 homogeneities are not so strong as for the entire lithosphere as revealed at regional scale.

At the same time, the VESPA grams outline backazimuthal deviations smaller than in the case of regional events. Two examples are given in the The intermediate-depth events represent a 336 particular case considering their extreme concen-337 tration in space, and also the important back-338 azimuthal deviations (Fig. 15) clustered in two 339 separated groups. The group with negative anom-340 alies is traveling to BURAR through the Mol-341 davian Platform, while the group with positive 342 anomalies is traveling to BURAR through the 343 Transylvanian Basin. Apparently, the azimuth 344 

Conclusions

The present paper describes a quality analysis performed on data recorded by the Bucovina Array (BURAR), situated in the northern Romania.

The application of plane-wave fit and f-k techniques to local, regional and teleseismic events outlines significant anomalies in backazimuth and ray parameter measurement as compared with the values predicted by standard IASP91 1-D model. VESPA-grams of a few selected events confirm these results.

High backazimuth deviations are found for seismic events from the southern sector, changing abruptly from negative to positive values between 150 • and 160 • . They are more pronounced in the case of regional and teleseismic events than local events. Since these deviations create severe problems regarding the detection capabilities of the BURAR array for the events from the southern sector, they should be considered as corrections when using BURAR array in location procedures.

The purpose of this study limits itself to define the deviations relative to a standard 1-D model (IASPEI91) using available recordings and different techniques of investigation and correlated them only qualitatively with the seismotectonic settings of the region. Certainly, a major step forward in the future work will be to explain these important anomalies by a local/regional 3-D model.

The bending of the rays coming in the segment 100-140 • shows a lateral increase of the velocity to the east (East European Platform), while the bending in an opposite direction for the rays coming in the segment 150-200 • shows a lateral increase of the velocity to the west. We assume that the bending effects are larger in the mantle than in the lithosphere because they are prominent in the case of regional events.

As concerns the ray parameter deviations, they are not as evident as the backazimuth deviations. The ray parameter anomalies for regional and local events may be not significant, as (1) the incidence angle for P n does not change with distance and (2) the comparison with IASPEI91 may be too much simplified, considering the complex geological situation of the study area. For example, The main conclusion of our investigation is the 417 observation of considerable anomalies when using 418 BURAR array data for regional and teleseismic We are grateful to the editor Frank Krueger and to the 447 two reviewers whom suggestions and critical remarks con-448 tributed to improve significantly the quality of the paper 449 presentation. 450
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Fig. 1

 1 Fig. 1 BURAR location on Romania map (bottom plot) and array geometry (top plot)-red dots represent short period sensors and blue triangles represent broad band sensors

  Fig. 2 Tectonic map of Romania (after Mandrescu and Radulian 1998) with location of the BURAR array-black dot

  • up to 25 • and teleseismic events if 186 the epicentral distance is grater then 25 • . The 187 earthquakes are recorded between 2004 and 2008. 188 The distribution of the earthquakes shows strong 189 inhomogeneous azimuth coverage (Fig. 3). Since 190 the majority of the earthquakes occurred in the 191

  • and 150 • where negative backazimuthal deviations are prevalent signifying deviations of the seismic rays towards east as compared with the theoretical ray paths; the other is situated between 160 • and 200 • , where positive backazimuthal deviations are prevalent, showing deviations to the west of the seismic rays. No systematic deviations are noticed in the interval 200-260 • due to the diminishing detection capacity or poor seismicity.
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 45678 Fig.4Backazimuth deviations resulted from f-k (with black squares) analysis and plane wave fit analysis (with red dots) in the case of P waves for the events with high SNR

  for both techniques. Note that 262
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 1011 Fig. 10 An example of VESPA gram for the earthquake
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 1213 Fig. 12 Backazimuth deviations for the shallow events

Fig. 14

 14 Fig. 14 where the theoretical values of backazimuths are 165.12 • for the first event (left side) and 186.65 • for the second one (right side), while we found from the diagram the values of 164.91 • in the first case and 193.66 • in the second one.
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 15 Fig. 15 Backazimuth deviations for the intermediatedepth events
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 14 Fig. 14 An example of VESPA gram for the earthquake occurred in Muntenia region (southeastern part of Romania) on 07/05/2007 (left side) and another for the earth-

  ).

Fig. 17

 17 Fig. 17 Distribution of the epicenters of Vrancea earthquakes with the associated backazimuth deviations
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