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ABSTRACT (TRUS) guided needle biopsy is mostly hypoechoic and the
) . . _accuracy of finding such lesions is typicall$% in sonogra-
This paper presents a novel m_ethod to identify the_ZD am%hy [1]. Approximately25% —42% of cancer lesions can also
Magnetic Resonance (MR) slice from a pre-acquired MRye jsoechoic under TRUS. Therefore, the chance to diagnose
prostate volume that closely corresponds to the 2D axighypoechoic lesions from TRUS guided biopsy that are malig-
Transrectal Ultrasound (TRUS) slice obtained during @@st nant is< 57% [2]. Vilanova et al. [3] demonstrated that the
biopsy. The shape-context representations of the segmentgccuracy of Magnetic Resonance Imaging (MRI) to diagnose
prostate contours in both the imaging modalities are Useﬁrostate cancer i2% — 76%. Therefore, MRI may serve as
to establish point correspondences using Bhattacharygya digy triage for men deemed to be at risk of prostate cancer and
tance. Thereafter, Chi-square distance is used to find thgsjon of pre-biopsy MR images onto interventional TRUS
prostate shape similarities between the MR slices and th?nages might increase the overall biopsy accuracy [4].
TRUS slice. Normalized mutual information and correlation  Fsion of pre-biopsy MR on interventional TRUS may
coefficient between the TRUS and MR slices are computed tgs done in several ways. An Electro Magnetic (EM) tracker
find the information theoretic similarities between the TRU  5ttached to the 2D TRUS probe may be used that sweeps the
MR slices. The maximum of the weighted likelihood function prostate to reconstruct a 3D TRUS volume. The 3D TRUS
of the afore-mentioned statistical similarity measurealjn  \gjume is then fused with the MR volume to obtain the spa-
yields the MR slice that closely resembles the TRUS slice agjg) position of the 2D TRUS slice during biopsy within the
quired during the biopsy procedure. The method is evaluate&e_biopsy MR volume [4]. On the other hand, a 3D TRUS
for 20 patient datasets and close matches with the groungrobe may be directly used to acquire 3D TRUS volume
truth are obtained fof6 cases. and a volume-volume registration may be performed [5, 6].
2D TRUS/3D MR corre- H'owever', neither 3D TRUS probe is commonly ava'ilable in
diagnostic centers nor the use of the EM tracker is an es-
tablished clinical practice. Therefore, intending to sollie
2D TRUS-MR slice correspondence problem, we propose a
method based on Chi-square distance of shape-context repre
1. INTRODUCTION sentations of the prostate contours and information thieore
measures like Normalized Mutual Information (NMI) and

Prostate cancer has been a major cause of mortality amoftgPrelation Coefficient (CC) of the TRUS-MR slices. Finally
human males in the European and American societies sindBe maximum of the Weighted Likelihood (WL) function of
the last25 years. Therefore, prostate cancer screening prdhe Chi-square distance and the NMI and CC parameters is
grams are conducted where a patient with abnormal findinggomputed to find the MR slice that closely matches the TRUS
after a digital rectal examination, serum Prostate Specifiglice. The novelties of the proposed work may be summarized
Antigen (PSA) level ovet.0ng/ml and PSA velocity between as follows:

0.4 — 0.75ng/ml/yr is generally advised for a prostate biopsyl) Using shape context representations of the contoursdo fin
for histopathological examination of the prostate tissié  Prostate shape similarities between TRUS and MR slices.

appearance of malignant lesions in a Transrectal Ultrasour?) Combining shape information (here shape context) with in

tensity information (NMI and CC) through a WL framework
Thanks to VALTEC 08-1-0039 of Generalitat de Catalunya,iSpad  to identify the correct MR slice.
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Bhattacharyya distance [10] between the shape-context his
tograms of two shapes to find the best point correspondence
since it is fast to compute and statistically a robust measur
to find correspondences in similar shapes like prostate con-
tours in TRUS and MRI. Thus, to match a pointin a shape
to a pointc’; in another shape, the Bhattacharyya coefficients
: between the shape-context histogram,aind allc’; are com-
(b) puted and the’; that maximizes the relation in Eq. (3) is
chosen as the corresponding point.
Fig. 1. Point correspondences example. (a) contour points in TRR)S, ( 5 12 -~ -
point correspondences of (a) in MR. arg max Z Z hi(k,0).n'(k,0), 3)
i k=16=1

In the remaining paper, section 2 describes the proposeghere i, (k, §) andi/;(k, 0) are the normalized shape-context

method in detail, section 3 provides the results and discusistograms of; andc]; respectively. Fig. 1 shows the con-

sions followed by the conclusions in section 4. tour correspondences overlaid on the TRUS and MR prostate
shapes.
2 THE PROPOSED METHOD After the corresponding points are identified, the Chi-

square {?) distances between the TRUS slice and each of the

. . R slices are calculated based on the corresponding shape-
In this work, the prostate is manually segmented from the 2[?:/|0ntext histograms and is given By, in Eq. (4). The final

TRUS axial slice and the pre-biopsy axial MR volume where . : :
the TRUS slices are considered to be parallel to the MR ax@stant_:e Is the sum of all tl";(_ez dlstance§ of the correspond-
ial plane. However, we will finally use the fast automatic "9 .pomts (shape—contexF hlstogra.ms) in TRUS and MR and
prostate segmentation methods in both MR and US modall® 9"VE" by7-5[ |n1t2he following e:«/quatlong. ;
ties by Ghose et al. [7, 8]. The shape similarity measuregusin Coi — 1 Z Z (hi(k, 0) — hj (k. 0)) N — ZC”
Chi-square distance is explained in section 2.1, the inferm ™ 2 £=2= },,(k,0) + I/ (k,0) i

tion theoretic image similarity measures like NMl and CC are 4)

explained in section 2.2 with explanation of WL approach inwhere,l is the number of point correspondences. The TRUS-

section 2.3. MR slice pair with minimum sum of? distance ) is iden-
2.1. Shape Similarities tified and its significance will be discussed in the following
The segmented prostate contour points are uniformly sansubsection.

pled using fixed Euclidean distancef.e. if ¢; is a contour 5 o Image Similarities

point,i =1,..., N, then maxir;]ize the folloyving equation  |mage similarity measures have been extensively used in
argmax [[¢; —¢jl|” <e, @i #J. (1)  multimodal image registration problem to ensure that the

’ . . moving image is transformed with close resemblance to the
Let the number of uniformly sampled points now be rep-yaq image. In this work, our problem is to find an MR

resented as, then each sample point may be represented gjice in the volume that closely resembles the TRUS slice.
by a shape descriptor thatis:a- 1 length vector of log-polar  therefore, to find such similarity we employ the well-known

relative distances to points, wherei # j. The shape de- N\ and CC as image similarity measures. It may be noted
scriptor is binned into a histogram thatis uniformin 10g@0  pere that in an image registration problem, either NMI or CC
space and this h|stogrgm |s'the shape-context repreSEntat'is used as a similarity measure. However, as demonstrated by
of a contour point [9] i.e.c; is represented by a histogram e et . [11] that better registration accuracies areinbta
hi(k, ) such that with CC in low resolution and with Ml in high resolution and
hi(k,0) = #{c;i#5 + (ci—¢) €bin(k,0)}. (2)  |ower registration accuracies are obtained when CC is used
kis thelog r = log(\/(z — ;1) + (€42 — 4;2)%) and in high resolution and Ml in low resc_)lution respectively. -Re
lated to our problem, some TRUS slices have smaller prostate
sizes than the other. Therefore, considering the variglii
prostate sizes we decided to use both NMI and CC as similar-
ity measures.
The TRUS-MR slice pair identified with the minimum
as obtained from Eq. (4) is used to retrieve the 2D rigid
transformation (inplane rotation and translation) paramse

In the original work of Belongie et al. [9], the point cor- . - . .
. . ; etween them; and the remaining MR slices in the volume

respondence between two shapes is obtained by a bipartife =~ . - ; : ; .
. L are rigidly registered with the TRUS slice using the same
graph matching method. However, in this work we choose the

0 = tan~! % of the relative distancéc; — ¢;), where,
¢i = (xn,xi2) ande; = (z41,2,2). As suggested by Be-
longie et al. [9], a total of bins are considered fdrand12
bins for 6 that ensures that the histogram is uniform in log-
polar space. This also means that more emphasis is given &-?

the nearby sample points than those that are far away.



Table 1. Ground truth (GT) and results for MR slices corresponding TRUS slice. The matched cases are shown in italics.

Patients/MR Slice|1|2[3[4|5| 6 |7| 8 {9(10|11|12|13|14|15|16|17|18|19|20| Agreement (%)
GT (Expertl) |6(8(9(7(6|10(6|10(5|/7 |6 |5|12(8 |6 |5 |7 |7 |6 |7 45%
GT (Expert2) |2|7|6/5/6|/9(6|/8|7|6|6|4|13/8|4|(8|10/9 (6|7 75%
Our method |3|7|3(6(5|9(6{8(8|/6|9|3|13({3|4|8|10|/6| 7|5 -

parameters. This registration step ensures similar 2ungpl the slice that closely corresponds to the TRUS slice.
rigid alignment of all the MR slices of the volume with the
2D TRUS slice.
After the alignment of the MR volume with the TRUS 3. RESULTS AND DISCUSSIONS
slice, pairwise NMI and CC are computed for each MR-
TRUS slice pair. The NMI is an information theoretic mea- The results are validated against the ground truth obtained
sure that tries to reduce the joint entropy of the images [12from an expert radiologist and an expert urologist 2or

and is given by patients axial mid-gland TRUS slices. The axial MR slices
H(M) + H(T) have slice thickness adpixels with inter-slice gap 08.5
NMI = T H(M,T) () pixels where the pixel dimension %2734 x 0.2734 mm.

where, H(M) and H(T) are the marginal entropies of the The weight for\4 of section 2.3 is computed from a training
MR (M) and TRUS T) images respectively, and (A, T) phase and is obtained as the average probability of obtainin
is the joint entropy of the imagesi (M, T) can be written the MR slice equal of—1,+1] slice away from either or
using probability theory as both the expert ground truth that employs o#iy for 20 pa-

_ tients in a leave-one-patient-out framework. Similaky;,; r
H(M,T)=— MZTP(M, T)log [p(M,T)], (6) and\c¢ are also computed yielding probabilistic weights of

— / i
where p(M, T) is the joint probability distribution of the im- » — 039, 0-45, 0.25 for 7', NMI and CC respectively. Table
: L 1 shows the ground truth of the axial MR slice corresponding
ages obtained from their joint histogram.

The CC gives a linear dependence between two randogr? an axial TRUS slice provided by the experts (indepen-

variablesM (m) and T'(¢) [13] as intensities of the MR and dently) and the results we obtained using our me_thod. .
. ; . . . It is observed from Table 1 that the automatic MR slice
the TRUS images respectively, and is defined as:

4 i choice matched at least one of the expert ground trutl§ for
CC(M,T) = X (T®) —T(#) (M(m) — M(m)) _out of 20 cases wherein the experts differ in their opinions
\/Z (T(t) - T(1))> Y (M(m) — M(m))>  for 5 patient cases(6, 10, 12 & 13) with [~1, +1] slice dif-
7 ference and fof patient casesl(3,4,8,9,15,16,17 & 18)
m andt are the pixel positions in the TRUS and MR imagesW'th 2 — 4 slice differences. The expert choices matched

respectivelyZ (m) andT (¢) are the average pixel intensities €xactly in6 cases §,7,11,14,19 & 20) out of which our
for the overlapping regions. result matched exactly for one patient casand [—1, +1]

2.3. Weighted Likelihood (WL) slice away for patients & 19 respectively. For all4 cases,
The MR slice corresponding to the observed TRUS slicavhere the experts disagreed on their opinions, our results
should ideally be the one with lowe#t obtained from sec- either matched exactly or ate- 2 slices above/below at least

tion 2.1 and maximized NMI and CC as obtained from sectiorPN€ €xpert or are between the expert choiceslibrases
2.2. The values of these statistical shape and image sityilar ©XCept patiens. Since, the expert choices agreed exactly and

measures are consecutively transformed into pdfs to acconi=1, +1] slice away inl1 out of 20 cases, the experts are in

modate our problem into the WL framework. agreement b%%. _

Given a set of random dat = {x;...x,} each hav- Comp_arlng each of the expert ground trl_Jth indepen-
ing a pdfp;(x;; €),i = 1...n and¢ the parameter, the WL dently with our method, thg exact.match with expert 1
function of the pdfs [14] is given by ground truth is only for patient while [-1,+1] (a sta-

n tistically significant20% error) slice away fors8 patients
WL(X;¢) = Hpi(xi; N, (8) (2,4,5,6,10,13,18 & 19). Therefore9 out of 20 cases i.e.

i=1 45% results are in agreement with that of the ground truth of
where,\; are the weights that may be determined dependingxpert 1. Similarly fo9 cases¥, 6,7,8,10,13,15,16 & 17)

on the application. In this work, the set of random varialdes our results exactly matched expert 2 ground truth and are
X = {H',NMI, CC}, whereH' = 1 —H and their respective 1 sjice away for6 patient casesl(4,5,9,12 & 19). This
probability values constituting the pdfs in Eq. (8). The signifies that the results of our method ar&{i¥% agreement
being each MR slice of a volume, a separate WL value isyith that of expert 2 ground truth. The inter-expert variipi
generated for each TRUS-MR slice pair. Finally, the MR slicein the choice of MR slice being higts§% agreement), our
that provides the maximum WL function value is chosen asnethod performs better with an agreementi; for expert



for biopsy.

4. CONCLUSIONS
A method to find out 2D MR slice correspondence of a 2D ax-
ial TRUS slice during biopsy has been reported in this paper.
The method is based on statistical shape and image similarit

measures, a weighted combination of which provides likeli-
hood values for the MR slices. The method is fast in find-
ing out MR correspondences that are nearly the same as the
ground truth obtained from two experts. Since EM tracker
is not easily available in hospitals in Europe and 3D TRUS
is normally not employed for biopsy purposes, our proposed
: ' method may provide a good starting point for multimodal fu-

cased, 3 and11 respectively. Tha st column shows the TRUS slices, the

274 and the3™? show the expert ground truth for the MR slices and the Iasts_Ion of TRUS-MR Images to improve th_e sar_npllng of b_'OpSy
column the obtained result using our method. tissues. Although the results reported in this paper arie val

2 (Table 1) that shows an increase in performanca36%.  dated only for mid-gland or close to mid-gland axial slices,
However, the slice choice by our method aretli¥ agree- the validations for the base and apex TRUS axial slices and
ment with expert 1 ground truth (Table 1) which indicates al RUS sagittal slices and cross-validation of our methodhwit

Fig. 2. TRUS-MR corresponding slices. Rows (top to bottom) showepiti

decrease in performance bg.18%. the use of an EM tracker have been left as future works.
The results obtained by our method for patiehend11
do not match any of the expert ground truth and are neither 5. REFERENCES
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