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The retrieval of the bare soil moisture content from TerraSAR-X data is discussed using empirical approaches. Two cases were evaluated: 1) one image at low or high incidence angle and 2) two images, one at low incidence and one at high incidence. This study shows by using three databases collected between 2008 Q1 and 2010 over two study sites in France (Orgeval and Villamblain) that TerraSAR-X is a good remote sensing tool for the retrieving of surface soil moisture with accuracy of about 3% (rmse). Moreover, the accuracy of the soil moisture estimate does not improve when two incidence angles (26 • -28 • or 50 • -52 • ) are used instead of only one. When compared with the result obtained with a high incidence angle (50 • -52 • ), the use of low incidence angle (26 • -28 • ) does not enable a significant improvement in estimating soil moisture (about 1%).

moisture for values between 5% and 35% [6]. Moreover, σ • in-41 creases with soil surface roughness and follows an exponential 42 or logarithmic behavior (e.g., [4] and [7]). 43 Very few studies analyzed the sensitivity of TerraSAR-X 44 data to bare soil surface parameters. Baghdadi et al. [8] have 45 observed that the radar signal at X-band is slightly more sen-46 sitive to surface roughness at high incidence angle than at low 47 incidence angle. The difference observed between radar signals 48 reflected by the roughest and smoothest areas increases with the 49 radar wavelength. Moreover, results showed that the sensitivity 50 of radar signal to surface roughness is better with PALSAR in AQ7 51 L-band than with TerraSAR-X in X-band and that the C-and 52 X-bands are similar sensitivity results. In this letter, only in 53 situ soil moisture measurements in very wet conditions between 54 25% and 40% are available. Results obtained showed that the 55 backscattering coefficient at X-band is stable when the moisture 56 content ranges between 25% and 35% and that it decreases 57 beyond this threshold. 58 Aubert et al. [9] have showed that the sensitivity of the 59 TerraSAR-X signal to soil moisture is very important at low 60 and high incidence angles. In comparison to results published 61 with C-band SAR data, this sensitivity of the radar signal to 62 soil moisture is higher in X-band. The second important result 63 concerns the potential of the fine spatial resolution of TerraSAR 64 (1 m) in the detection of soil moisture variations at the within-65 plot scale. The spatial distribution of slaking crust could be 66 detected when soil moisture variation is observed between soil 67 crusted and soil without crust. Indeed, areas covered by slaking 68 crust could have greater soil moisture and, consequently, a 69 greater backscattering signal than soils without crust. improves the accuracy of the estimate of surface soil moisture in comparison to only one incidence (low or high). TerraSAR-X sensor has the advantage to acquire on the same study site image pairs at low and high incidence angles within one day.

The goal of this work is to compare the findings with C-and X-band data. At C-band, several studies have shown that the use of two incidence angles provides distinct improvement in the soil moisture estimate, in comparison with results obtained using a single incidence (e.g., [1], [2], and [4]). Moreover, low incidence angle is better than the high incidence angle for estimating soil moisture with C-band SAR data. This letter investigates this research question.

II. STUDY AREA AND DATA SET

A. Study Site

Data were acquired over two mainly agricultural sites (Fig. 1). The Villamblain site is located in the south of Paris, I). 106 The radar data are available in HH polarization, with incidence 107 angles (θ) of 26 • ,2 8 • ,5 0 • , and 52 • . The imaging mode 108 used was spotlight with a pixel spacing of 1 m. Radiometric 109 calibration using multilook ground range detected TerraSAR-X 110 images was first carried out using the following equation [10]: 111

σ • i (dB)=log 10 Ks • DN 2 i -NEBN +10log 10 (sin θ i ). (1) 
This equation transforms the amplitude of backscattered sig-112 nal for each pixel (DN i ) into a backscattering coefficient (σ • ) 113 in decibels. Ks is the calibration coefficient, and NEBN is 114 the noise equivalent beta naught. All TerraSAR-X images were 115 then georeferenced using GPS points with a root-mean-square 116 error of the control points of approximately one pixel (i.e., 1 m). 117 This coregistration error was overcome by removing two 118 boundary pixels from each training plot relative to the limits 119 defined by the GPS control points. The mean backscattering 120 coefficients were calculated from calibrated SAR images by 121 averaging the linear σ • values of all pixels within reference 122 fields. 

C. Field Data

Simultaneously with TerraSAR-X acquisition, field measurements of soil moisture and surface roughness have been achieved on several bare soil reference fields of at least 2 ha.

In the case of TerraSAR-X in spotlight mode (pixel spacing of 1 m), this corresponds to a surface of 20 000 pixels or more.

The volumetric water content at field scale was assumed to be equal to the mean value estimated from several samples (20-40 measurements per field; Fig. 2) collected from the top 5 cm of soil using the gravimetric method. The soil moistures range from 13% to 40%.

In most studies of microwave measurements carried out over bare soils, the experimental relationship between soil moisture and backscattering coefficient is provided by mean volumetric water contents measured to a soil depth, generally 0-5 cm or 0-10 cm. Indeed, only some studies using theory results are available at X-band. These studies suggest a penetration depth maybe lower than 5 cm. No experimental measurements are made in field condition, and the low penetration depth of X-band is only based on theoretical study. Therefore, the penetration depth of the X-band is not yet well known.

Roughness measurements were made using needle profilometers (1 m long and with 2-cm sampling intervals). Ten roughness profiles were sampled for each training field (parallel and perpendicular to the row direction). From these measurements, the two roughness parameters, i.e., root mean square (rms) surface height and correlation length (L), were calculated using the mean of all correlation functions. The rms surface heights range from 1.1 to 3.3 cm, and the correlation length (L) varies from 2.3 cm in sown fields to 9.3 cm in plowed fields.

III. METHODOLOGY

The retrieval of soil moisture from TerraSAR-X images by means of empirical approaches requires the development of experimental relationships between σ incidence angle (0.43 dB/% for 26 • -28 • and 0.29 dB/% for 163 50 • -52 • ; Fig. 3). For a confidence level of 95%, there are sig-164 nificant relationships between the TerraSAR-X backscattering 165 coefficient and the in situ soil moisture because the p-values are 166 much less than 0.05 (p-value < 2.2 × 10 -16 for HH26 showed lower sensitivities between radar signal and soil mois-170 ture, between 0.2 and 0.3 dB/% for low incidence angles 171 and about 0.1 dB/% for high incidence angles (e.g., [2] and 172 [11]- [13]).
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The objective of this study is to analyze the influence of 174 incidence angle on the accuracy of the soil moisture estimate. 175 Configurations in HH polarization with single incidence an-176 gle (26 • -28 • or 50 • -52 • ) were studied. Next, multi-incidence 177 TerraSAR-X images acquired at both low and high θ values 178 with one-day-spaced dates and only minor variations in soil 179 characteristics were used to analyze the possible improvement 180 in the soil moisture estimates when two incidences are used. 181 The empirical relationship between the radar backscattering 182 coefficient (σ • ) and the volumetric soil moisture (mv) for bare 183 soil surfaces without taking into account the rms surface height 184 is given by (e.g., [14]; Fig. 3)

185 σ • dB = f (mv, θ) dB = δmv + ξ. (2) 
This simplified relationship is valid for mv values between 186 5% and 35% [6]. The coefficient δ is dependent on SAR pa-187 rameters (radar wavelength, incidence angle, and polarization), 188 while the coefficient ξ is controlled by SAR parameters and 189 surface roughness. Experimental data of σ • and mv show slope 190 δ values of about 0.43 dB/% for HH26 • -28 • and 0.29 dB/% for 191 HH50 • -52 • . 192 The relationship obtained between σ • and the rms height 193 independent of row direction, correlation length, and soil mois-194 ture could be written as an exponential relationship of the form 195 σ • dB = g(rms, θ) dB = µe -krms + c [15], [16] or a logarithmic 196 relationship of the form σ

• dB = g(rms, θ) dB = µ ln(rms)+197 c [1]. AQ10 198
With taking into account of both soil roughness and soil 199 moisture, the radar signal in decibel scale may be written as 200

TABLE II INVERSION MODELS FOR ESTIMATING SOIL MOISTURE AND STATISTICS ON THE VALIDATION OF THESE MODELS

the sum of two functions that describe the dependence of the radar signal on soil moisture (f : linear) and surface roughness (g: exponential) (e.g., [1] and [4])

σ • dB = f (mv, θ) dB + g(rms, θ) dB = δ, mv + µ, e -krms + τ ( 3 
)
where k is the radar wavenumber (∼ 2 cm -1 for TerraSAR-X).

This equation neglects the effect of the correlation length L on the backscattering coefficient. To take account of the correlation length, Zribi and Deschambre [1] proposed a new roughness parameter Zs, defined by rms 2 /L, which is the product of the rms surface height and the slope of the soil surface (rms/L). Thus, the empirical model linking σ • and Zs could be written as σ • dB = δmv + ηe -kZs + ψ.

In the case of one SAR image characterized by one incidence (θ =26 • -28 • or 50 • -52 • ), inversion model is written as follows:

mv = ασ • (θ)+β. ( 4 
)
The use of two incidence angles eliminates the effects of roughness and thus allows linking the backscattering coefficient to the soil moisture only. For two images acquired with low and high incidence angles, the estimate of soil moisture can be obtained by solving (3) for two incidences (substituting the

e -krms of σ • (θ low ) into σ • (θ high ) mv = ασ • (θ low )+βσ • (θ high )+γ. (5) 
α and β depend on δ and µ, whereas γ is a function of δ, µ, and τ (in both incidence angles).

The form of ( 5) should be the same if the Zs parameter was used.

The empirical models given in (4) and (5) were then fitted to experimental data acquired in 2008 and 2009 by using the least squares method (cf. Table II). The validation of these models was tested in using the data set of 2010 (13 points for each of the two configurations HH26 • and HH50 • ). The inputs are the mean backscattering coefficients in decibels calculated for each reference field.

IV. RESULTS AND DISCUSSION

The inversion procedures were applied in order to retrieve soil moisture. The results obtained in the validation phase with one low incidence show inversion errors in the estimation of mv of about 3% for incidence angles. The use of high 236 incidences (50 • -52 • ) gives slightly poorer results with an rmse 237 of about 4%. The accuracy of the soil moisture estimate remains 238 unchanged by using TerraSAR-X multi-incidence data (both 239 low and high incidence angles) with an rmse of about 3% 240 (Table II). Fig. 4 shows the good agreement between estimated 241 and measured mv values.
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In contrast, large errors in the retrieved soil moisture were 243 observed at C-band for a single incidence angle (rmses of about 244 6% for 20 • and 9% for 40 • ) [4]. This is due to the fact that the 245 radar signal is much more sensitive to surface roughness at high 246 radar wavelength. The accuracy is strongly improved with the 247 use of both low and high incidences (rmse of about 3.5%) (e.g., 248 [1], [2], and [4]).

249

The dependence of the radar signal at X-band on surface 250 roughness in agricultural areas was described as weak by 251 several works ( [8], [14], and [17]). Results of these studies 252 show that the influence of surface roughness on the radar signal 253 increases with increasing radar wavelength. Moreover, this 254 dependence is mainly significant for low levels of roughness. 255 At X-band, Baghdadi et al. [4], [8] showed that the sensitivity 256 of σ • to surface roughness becomes weak for rms > 1 cm. 257 Thus, the effect of surface roughness on radar signal becomes 258 weak in X-band, which improves the estimates of soil moisture, 259 particularly for rms > 1 cm. Moreover, the multi-incidence 260 approaches become less effective because the effect of surface 261 roughness that we try to eliminate is relatively weak at X-band 262 compared to C-band.

I. INTRODUCTION

R ADAR SIGNAL is a function of soil moisture and surface roughness in the case of bare soil. The possibility of retrieving these soil parameters was little investigated from X-band synthetic aperture radar (SAR). However, many studies were carried out by using C-band radar data (e.g., [1]- [4]). With the launch of satellites using the X-band (∼9.6 GHz), such as TerraSAR-X and COSMO-SkyMed, the use of X-band data to Q2 derive soil parameters became possible. A radar configuration that minimizes the effects of surface roughness is recommended for a better estimate of soil moisture when using only one incidence angle. The optimal radar incidences in C-band for the retrieval of soil moisture are smaller than 35 • [4].

Soil moisture estimation from SAR images is carried out by using physical or statistical models. Physical approach consists in using a physical model, such as the integral equation model [5], to predict the radar backscattering coefficient from SAR and soil parameters (wavelength, polarization, incidence angle, surface roughness, and soil dielectric constant). Statistical models based on experimental measurements are also often used in soil moisture estimation. For bare soils, the increase of radar signal (σ moisture for values between 5% and 35% [6]. Moreover, σ • in-41 creases with soil surface roughness and follows an exponential 42 or logarithmic behavior (e.g., [4] and [7]).
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Very few studies analyzed the sensitivity of TerraSAR-X 44 data to bare soil surface parameters. Baghdadi et al. [8] have 45 observed that the radar signal at X-band is slightly more sen-46 sitive to surface roughness at high incidence angle than at low 47 incidence angle. The difference observed between radar signals 48 reflected by the roughest and smoothest areas increases with the 49 radar wavelength. Moreover, results showed that the sensitivity 50 of radar signal to surface roughness is better with PALSAR in AQ7 51 L-band than with TerraSAR-X in X-band and that the C-and 52 X-bands are similar sensitivity results. In this letter, only in 53 situ soil moisture measurements in very wet conditions between 54 25% and 40% are available. Results obtained showed that the 55 backscattering coefficient at X-band is stable when the moisture 56 content ranges between 25% and 35% and that it decreases 57 beyond this threshold. 58 Aubert et al. [9] have showed that the sensitivity of the 59 TerraSAR-X signal to soil moisture is very important at low 60 and high incidence angles. In comparison to results published 61 with C-band SAR data, this sensitivity of the radar signal to 62 soil moisture is higher in X-band. The second important result 63 concerns the potential of the fine spatial resolution of TerraSAR 64 (1 m) in the detection of soil moisture variations at the within-65 plot scale. The spatial distribution of slaking crust could be 66 detected when soil moisture variation is observed between soil 67 crusted and soil without crust. Indeed, areas covered by slaking 68 crust could have greater soil moisture and, consequently, a 69 greater backscattering signal than soils without crust. The goal of this work is to compare the findings with C-and X-band data. At C-band, several studies have shown that the use of two incidence angles provides distinct improvement in the soil moisture estimate, in comparison with results obtained using a single incidence (e.g., [1], [2], and [4]). Moreover, low incidence angle is better than the high incidence angle for estimating soil moisture with C-band SAR data. This letter investigates this research question.

II. STUDY AREA AND DATA SET

A. Study Site

Data were acquired over two mainly agricultural sites (Fig. 1). The Villamblain site is located in the south of Paris, I). 106 The radar data are available in HH polarization, with incidence 107 angles (θ) of 26 • ,2 8 • ,5 0 • , and 52 • . The imaging mode 108 used was spotlight with a pixel spacing of 1 m. Radiometric 109 calibration using multilook ground range detected TerraSAR-X 110 images was first carried out using the following equation [10]: 111

σ • i (dB)=log 10 Ks • DN 2 i -NEBN +10log 10 (sin θ i ). (1) 
This equation transforms the amplitude of backscattered sig-112 nal for each pixel (DN i ) into a backscattering coefficient (σ • ) 113 in decibels. Ks is the calibration coefficient, and NEBN is 114 the noise equivalent beta naught. All TerraSAR-X images were 115 then georeferenced using GPS points with a root-mean-square 116 error of the control points of approximately one pixel (i.e., 1 m). 117 This coregistration error was overcome by removing two 118 boundary pixels from each training plot relative to the limits 119 defined by the GPS control points. The mean backscattering 120 coefficients were calculated from calibrated SAR images by 121 averaging the linear σ • values of all pixels within reference 122 fields.
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C. Field Data

Simultaneously with TerraSAR-X acquisition, field measurements of soil moisture and surface roughness have been achieved on several bare soil reference fields of at least 2 ha.

In the case of TerraSAR-X in spotlight mode (pixel spacing of 1 m), this corresponds to a surface of 20 000 pixels or more.

The volumetric water content at field scale was assumed to be equal to the mean value estimated from several samples (20-40 measurements per field; Fig. 2) collected from the top 5 cm of soil using the gravimetric method. The soil moistures range from 13% to 40%.

In most studies of microwave measurements carried out over bare soils, the experimental relationship between soil moisture and backscattering coefficient is provided by mean volumetric water contents measured to a soil depth, generally 0-5 cm or 0-10 cm. Indeed, only some studies using theory results are available at X-band. These studies suggest a penetration depth maybe lower than 5 cm. No experimental measurements are made in field condition, and the low penetration depth of X-band is only based on theoretical study. Therefore, the penetration depth of the X-band is not yet well known.

Roughness measurements were made using needle profilometers (1 m long and with 2-cm sampling intervals). Ten roughness profiles were sampled for each training field (parallel and perpendicular to the row direction). From these measurements, the two roughness parameters, i.e., root mean square (rms) surface height and correlation length (L), were calculated using the mean of all correlation functions. The rms surface heights range from 1.1 to 3.3 cm, and the correlation length (L) varies from 2.3 cm in sown fields to 9.3 cm in plowed fields.

III. METHODOLOGY

The retrieval of soil moisture from TerraSAR-X images by means of empirical approaches requires the development of experimental relationships between σ • TerraSAR-X and the measured soil moisture. TerraSAR data acquired in two configurations of incidence angles (∼ 26 • and ∼ 50 • ) were used with ground measurements conducted over bare soil. The sensitivity of TerraSAR signal to soil moisture is the greatest for low incidence angle (0.43 dB/% for 26 • -28 • and 0.29 dB/% for 163 50 • -52 • ; Fig. 3). For a confidence level of 95%, there are sig-164 nificant relationships between the TerraSAR-X backscattering 165 coefficient and the in situ soil moisture because the p-values are 166 much less than 0.05 (p-value < 2.2 × 10 -16 for HH26 showed lower sensitivities between radar signal and soil mois-170 ture, between 0.2 and 0.3 dB/% for low incidence angles 171 and about 0.1 dB/% for high incidence angles (e.g., [2] and 172 [11]- [13]).
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The objective of this study is to analyze the influence of 174 incidence angle on the accuracy of the soil moisture estimate. 175 Configurations in HH polarization with single incidence an-176 gle (26 • -28 • or 50 • -52 • ) were studied. Next, multi-incidence 177 TerraSAR-X images acquired at both low and high θ values 178 with one-day-spaced dates and only minor variations in soil 179 characteristics were used to analyze the possible improvement 180 in the soil moisture estimates when two incidences are used. 181 The empirical relationship between the radar backscattering 182 coefficient (σ • ) and the volumetric soil moisture (mv) for bare 183 soil surfaces without taking into account the rms surface height 184 is given by (e.g., [14]; Fig. 3)

185 σ • dB = f (mv, θ) dB = δmv + ξ. (2) 
This simplified relationship is valid for mv values between 186 5% and 35% [6]. The coefficient δ is dependent on SAR pa-187 rameters (radar wavelength, incidence angle, and polarization), 188 while the coefficient ξ is controlled by SAR parameters and 189 surface roughness. Experimental data of σ • and mv show slope 190 δ values of about 0.43 dB/% for HH26 • -28 • and 0.29 dB/% for 191 HH50 • -52 • . 192 The relationship obtained between σ • and the rms height 193 independent of row direction, correlation length, and soil mois-194 ture could be written as an exponential relationship of the form 195 σ • dB = g(rms, θ) dB = µe -krms + c [15], [16] or a logarithmic 196 relationship of the form σ • dB = g(rms, θ) dB = µ ln(rms)+197 c [1].
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σ • dB = f (mv, θ) dB + g(rms, θ) dB = δ, mv + µ, e -krms + τ ( 3 
)
where k is the radar wavenumber (∼ 2 cm -1 for TerraSAR-X).

This equation neglects the effect of the correlation length L on the backscattering coefficient. To take account of the correlation length, Zribi and Deschambre [1] proposed a new roughness parameter Zs, defined by rms 2 /L, which is the product of the rms surface height and the slope of the soil surface (rms/L). Thus, the empirical model linking σ • and Zs could be written as σ • dB = δmv + ηe -kZs + ψ.

In the case of one SAR image characterized by one incidence (θ =26 • -28 • or 50 • -52 • ), inversion model is written as follows:

mv = ασ • (θ)+β. ( 4 
)
The use of two incidence angles eliminates the effects of roughness and thus allows linking the backscattering coefficient to the soil moisture only. For two images acquired with low and high incidence angles, the estimate of soil moisture can be obtained by solving (3) for two incidences (substituting the e -krms of σ

• (θ low ) into σ • (θ high ) mv = ασ • (θ low )+βσ • (θ high )+γ. (5) 
α and β depend on δ and µ, whereas γ is a function of δ, µ, and τ (in both incidence angles).

The form of ( 5) should be the same if the Zs parameter was used.

The empirical models given in (4) and (5) were then fitted to experimental data acquired in 2008 and 2009 by using the least squares method (cf. Table II). The validation of these models was tested in using the data set of 2010 (13 points for each of the two configurations HH26 • and HH50 • ). The inputs are the mean backscattering coefficients in decibels calculated for each reference field.

IV. RESULTS AND DISCUSSION

The inversion procedures were applied in order to retrieve soil moisture. The results obtained in the validation phase with one low incidence show inversion errors in the estimation of mv of about 3% for incidence angles. The use of high 236 incidences (50 • -52 • ) gives slightly poorer results with an rmse 237 of about 4%. The accuracy of the soil moisture estimate remains 238 unchanged by using TerraSAR-X multi-incidence data (both 239 low and high incidence angles) with an rmse of about 3% 240 (Table II). Fig. 4 shows the good agreement between estimated 241 and measured mv values.
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In contrast, large errors in the retrieved soil moisture were 243 observed at C-band for a single incidence angle (rmses of about 244 6% for 20 • and 9% for 40 • ) [4]. This is due to the fact that the 245 radar signal is much more sensitive to surface roughness at high 246 radar wavelength. The accuracy is strongly improved with the 247 use of both low and high incidences (rmse of about 3.5%) (e.g., 248 [1], [2], and [4]).

249

The dependence of the radar signal at X-band on surface 250 roughness in agricultural areas was described as weak by 251 several works ( [8], [14], and [17]). Results of these studies 252 show that the influence of surface roughness on the radar signal 253 increases with increasing radar wavelength. Moreover, this 254 dependence is mainly significant for low levels of roughness. 255 At X-band, Baghdadi et al. [4], [8] showed that the sensitivity 256 of σ • to surface roughness becomes weak for rms > 1 cm. 257 Thus, the effect of surface roughness on radar signal becomes 258 weak in X-band, which improves the estimates of soil moisture, 259 particularly for rms > 1 cm. Moreover, the multi-incidence 260 approaches become less effective because the effect of surface 261 roughness that we try to eliminate is relatively weak at X-band 262 compared to C-band. 
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 1 Fig. 1. Location of study sites. (1) Orgeval. (2) Villamblain.

  TABLE I CHARACTERISTICS OF TERRASAR-X IMAGES AND SUMMARY OF GROUND-TRUTH MEASUREMENTS (mv, rms, AND L)At least one research question remained open. It concerns the precision of the soil moisture estimates in bare agricultural soils. The objective of this study is to examine the potential of TerraSAR-X data for retrieving volumetric soil moisture over bare soils. This work evaluates if the use of two incidence angles at X-band [one low (26 • -28 • ) and one high (50 • -52 • )]

  France (latitude 48 • 01 ′ N and longitude 1 • 35 ′ E) with soil composed of 30% clay, 60% silt, and 10% sand. The second site is situated in the Orgeval watershed, located in the east of Paris, France (latitude 48 • 51 ′ N and longitude 3 • 07 ′ E). The soil has a loamy texture, composed of 78% silt, 17% clay, and 5% sand. Both of these two sites are very flat. During the period of February-April (our SAR acquisitions), 99 the main crops are wheat and colza. They cover approximately 100 50% of the agricultural area. The remaining surface corre-101 sponds to plowed soils awaiting future cultivation (corn and 102 potato). 103 B. TerraSAR-X Images 104 Fourteen TerraSAR-X images (X-band ∼9.65 GHz) were 105 acquired during the years of 2008, 2009, and 2010 (Table
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 2 Fig. 2. Example of volumetric soil moisture measurements taken on a reference field.
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 3 Fig. 3. TerraSAR-X signal versus volumetric soil moisture (measured at a depth of 5 cm). Each point corresponds to the average backscattering coefficient in decibels for one reference field. Thirty points are used for each of the two configurations HH26 • -28 • and HH50 • -52 • (data sets of 2008 and 2009).
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 4 Fig. 4. Comparison between the estimated mv values and those measured. The error bars on the measured soil moisture values correspond to one standard deviation.
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 12 the potential of TerraSAR-X data for 265 estimating soil moisture (mv) over bare soils. TerraSAR-X 266 images collected between 2008 and 2010 over two study sites in 267 France were used. SAR images were acquired at HH polariza-268 tion and for incidence angles of 26 • ,28 • ,50 • , and 52 • . The goal 269 of this work was to compare estimates of mv obtained from 270 various incidence configurations and to find the best sensor 271 configuration in incidence angle for measuring the bare soil 272 moisture. 273 This study tested empirical models for soil moisture inver-274 sion from one incidence (low or high) and multi-incidence 275 TerraSAR-X data (both low and high incidences). The results 276 of this study may be summarized as follows. 277 For a single incidence, the retrieval algorithm performed 278 very well for low and high incidence angles. The rmses 279 for the soil moisture estimate are about 3% for 26 • -28 • 280 and 4% for 50 • -52 • . 281 The accuracy of the soil moisture estimate does not 282 improve when two incidence angles (rmse is about 3%) 283 are used. 284 These results appear promising for the development of sim-285 plified algorithms for retrieving soil moisture from TerraSAR-286 X data and for monitoring temporal moisture changes. TableIII

  287 lists the different observation possibilities for the Orgeval study 288 site within one orbit cycle (11 days). This site could be imaged 8 289 times within 11 days (two images for each following incidence: 290 ∼ 26 • ,3 9 • ,5 0 • , and 58 • ) and 24 times within one month. 291 The soil moisture mapping frequency with low incidence angle 292 (26 • ) or with both low and high incidence angles (26 • and 50 • ) 293 is possible six times within one month. The incidence of 39 • can 294 also be used, which would increase to 12 the TerraSAR-X scene 295 number within one month. This very short revisit time makes 296 TerraSAR-X a very useful source for the soil moisture mapping. 297 Moreover, the increase in the acquisition frequency is much 298 awaited for the soil moisture data assimilation in hydrological 299 modeling. 300 In addition, the very high spatial resolution (metric) of the 301 TerraSAR-X sensor is also very promising for local estimation 302 of soil moisture at the within agricultural field scale. It offers a 303 great potential in terms of improving the quality of soil moisture 304 mapping for catchment areas where the parcels are of small
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	Q3 Q4

N.

Baghdadi 

and M. Aubert are with UMR TETIS, CEMAGREF, Q5 34093 Montpellier, France (e-mail: nicolas.baghdadi@teledetection.fr; maelle. aubert@teledetection.fr). M. Zribi is with Centre d'Etudes Spatiales de la BIOsphère, Institut de Recherche pour le Développement, 31401 Toulouse, France. Q6 Color versions of one or more of the figures in this paper are available online at http://ieeexplore.ieee.org. Digital Object Identifier 10.1109/LGRS.2011.2173155

TABLE II INVERSION

 II MODELS FOR ESTIMATING SOIL MOISTURE AND STATISTICS ON THE VALIDATION OF THESE MODELS

TABLE III TERRASAR

 III -X COVERAGE SIMULATION FOR ORGEVAL SITE BETWEEN SEPTEMBER 2 AND 12, 2010 (ORBIT CYCLE)

The authors would like to thank the German Space Agency 308 (DLR) for kindly providing TerraSAR-X images within the 309 framework of proposals HYD0007 and HYD0542, P. Ansart, Y. Hachouch, and C. Loumagne for their logistic support during the field campaigns, and TerraSAR-X Science Coordinators A. Roth and U. Marschalk for their assistance.

This work was supported in part by the CEMAGREF (Agricultural and Environmental Engineering Research) and in part by the ORFEO Program, National Space Study Center (CNES).

Author-produced version of the article published in IEEE Geoscience and remote sensing letters, 2012, 9(3), 512-516. The original publication is available at http://ieeexplore.ieee.org http://dx.doi.org/10.1109/LGRS.2011.2173155 AUTHOR PLEASE ANSWER ALL QUERIES AQ1 = "In" was changed to "by." Please check if the original thought was retained. AQ2 = Please provide the expanded form of the acronym "COSMO-SkyMed." AQ3 = Please provide the expanded form of the acronym "ORFEO." AQ4 = "French Space Study Center" was changed to "National Space Study Center." Please check if appropriate. AQ5 = Please provide the expanded form of the acronym "UMR TETIS." AQ6 = The acronyms "CESBIO" and "IRD" were defined as "Centre d'Etudes Spatiales de la BIOsphère"

and "Institut de Recherche pour le Développement," respectively. Please check if appropriate. AQ7 = Please provide the expanded form of the acronym "PALSAR." AQ8 = All occurrences of "2.2e -16 " were changed to "< 2.2 × 10 -16 ." Please check if appropriate. AQ9 = Please provide the expanded forms of the acronyms "ERS," "RADARSAT," and "ASAR." AQ10 = This sentence was reworded for clarity. Please check if the original thought was retained. AQ11 = Please check the URL provided in Ref. [10]. Page was not found.

END OF ALL QUERIES

Author-produced version of the article published in IEEE Geoscience and remote sensing letters, 2012, 9(3), 512-516. The original publication is available at http://ieeexplore.ieee.org http://dx.doi.org/10.1109/LGRS.2011.2173155

Author-produced version of the article published in IEEE Geoscience and remote sensing letters, 2012, 9(3), 512-516. The original publication is available at http://ieeexplore.ieee.org http://dx.doi.org/10.1109/LGRS.2011.2173155

I E E E P r o o f

AUTHOR PLEASE ANSWER ALL QUERIES AQ1 = "In" was changed to "by." Please check if the original thought was retained. AQ2 = Please provide the expanded form of the acronym "COSMO-SkyMed." AQ3 = Please provide the expanded form of the acronym "ORFEO." AQ4 = "French Space Study Center" was changed to "National Space Study Center." Please check if appropriate. AQ5 = Please provide the expanded form of the acronym "UMR TETIS." AQ6 = The acronyms "CESBIO" and "IRD" were defined as "Centre d'Etudes Spatiales de la BIOsphère"

and "Institut de Recherche pour le Développement," respectively. Please check if appropriate. AQ7 = Please provide the expanded form of the acronym "PALSAR." AQ8 = All occurrences of "2.2e -16 " were changed to "< 2.2 × 10 -16 ." Please check if appropriate. AQ9 = Please provide the expanded forms of the acronyms "ERS," "RADARSAT," and "ASAR." AQ10 = This sentence was reworded for clarity. Please check if the original thought was retained. AQ11 = Please check the URL provided in Ref. [10]. Page was not found.

END OF ALL QUERIES