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Artificial opals are an important class of photonic crystals that can be used for a number of different applications. Here we describe a simple process for doping the voids of polystyrene-based three-dimensional photonic crystals with metal nanoparticles. Our demonstration made use of nano-gold colloids but similar techniques can be used for incorporating nano-particles of other metals inside the interstices of self-assembled opals. A particularly attractive feature of our technique is that it allows thick opal films to be infiltrated easily with capillary forces transporting the active dopant inside the microporous material. The infiltration technique is described followed by a description of scanning electron microscopy performed on infiltrated samples. Gold nano-pillars with diameters of 35 nm have been observed between the domains and also on (111) plane. Results of optical reflection experiments carried out on infiltrated opals are described next which show the presence of surface plasmon resonance bands.

Introduction

Photonic crystals (PhCs) have attracted a lot of attention over the past two decades as their remarkable properties have been investigated both theoretically and experimentally. These materials show optical behaviour that is strongly reminiscent of electron waves in crystalline solids. Depending on their structural details, PhCs display optical band-gaps such that radiation within certain wavelength bands is unable to propagate through them. This kind of wavelengthselective transmission can be made use of in optical devices for generating, detecting and processing light. PhCs can be made in a number of different ways.

Both thin films and bulk material can be fabricated through physical or chemical routes. Furthermore, some variants lend themselves to self-assembly whereas others are prepared using lithographic techniques. Self-assembled PhCs are generally three-dimensional structures whereas lithographically-patterned PhC are two-dimensional. The type of PhC made and its fabrication technology are dictated by the particular application the material is intended for. Many potential uses of PhCs require a thin film of the material on a transparent substrate. In this case, self-assembly of silica or polystyrene spheres can be used to form a uniform layer of stacked, close-packed spheres that exhibit characteristics of threedimensional PhCs. One can go a step further and dope the PhC by inserting desired dopants into the interstices of this structure. Techniques for carrying out this process have been described previously but here we report a particularly straightforward and flexible approach to infiltrate polystyrene PhCs, also called polystyrene opals, with nano-gold colloids. Opals infiltrated with nano-gold colloids shows the superposition of PhC lattice diffraction with the surface plasmon resonance of gold particles.

In recent years metallo-dielectric PhCs working in the visible region have attracted considerable interest from both the science and engineering points of view. The main challenge is arguably to realise left handed materials, i.e. specific forms of meta-materials, on the basis of metallo-dielectric crystals [1,2]. Metallodielectric PhCs have already been shown to be useful for several potential applications in the microwave and far-infrared regions, where typical metals such as gold, silver and aluminium act as almost perfect reflectors [3,4] Synthetic opal [5] fabricated by using a self-assembly approach, i.e. capillary growth of crystals of polystyrene [6] or silica [7] spheres, is one of the more interesting 3-D PhCsand can act as a template for the fabrication of metallo-dielectric 3-D crystals. In the literature, two principal properties of metallo-dielectric PhCs have been emphasised. These are the creation of a complete photonic band gap (CPBG) and the fabrication of macroporous metallic films. W.Y. Zhang et al [8] , A. Moroz [9] and I. El-Kady [10] have shown both theoretically and experimentally that a CPBG can be achieved in the microwave region as well as in the visible region, if the spheres are coated with a thin layer of metal or if solid metal spheres are used.

It was shown that the metal used could be gold, silver, aluminium or copper. In another work, P.N. Bartlett et al [11] demonstrated macroporous metallic films made of gold and platinum. These films were obtained by depositing the metal in the voids of an opal film by using electrochemical deposition followed by removal of the spheres. W. Li et al [12] have also demonstrated the infiltration of gold into the voids of opal made of 250 nm diameter silica spheres -by using electroplating techniques. With this technique, they infiltrated 1 -3 ȝm thick opal films i.e. up to ~ 20 layers of stacked spheres.

In the work reported here, a simple and inexpensive technique for the infiltration of nano-gold colloids into the voids of an opal film made of polystyrene spheres is described. Infiltration was achieved by using capillary forces. Polystyrene spheres, 230 nm in diameter were used to fabricate 25 Pm thick opal films. The high level of infiltration was observed using an SEM and the optical reflectance properties were measured. A red shift in the stop-band of the synthetic opal was observed due to the increase in the effective refractive index of the PhC material. It should be mentioned here that a similar technique for the preparation of three-dimensional macroporous titania (TiO2) films has also been developed [13]. In the rest of this paper we describe our infiltration techniques, structural characteristics of infiltrated opals and their optical properties.

Nano-gold colloid infiltration technique

This work made use of polystyrene-based PhCs which were fabricated on glass substrates using capillary growth of 230 nm diameter polystyrene spheres [14]. 5 nm diameter mono-dispersed nano-gold colloid (with particle diameters in the range of 3.5 to 6.5 nm) was obtained in the form of HAuCl 4 solution (Chloroauric Acid) from Sigma-Aldrich. This inorganic acid consists of the square planar [AuCl 4 ] -ion and the proton is associated with water. The solution obtained from Sigma-Aldrich contained approximately 0.01% HAuCl 4 suspended in 0.01% tannic acid with 0.04% trisodium citrate -and 0.26 mM of potassium carbonate.

The solution was infiltrated into the voids of the opal by using capillary forces.

The synthetic opal was blown with nitrogen gas to remove any fragile domains that were not well attached to the substrate before infiltration. The synthetic opal was then placed in a small vial containing 2 -3 ml of HAuCl 4 solution, at an angle of 65º. A blank glass substrate of the same size was placed directly on top (i.e.

(111) plane) of the synthetic opal, loosely touching the spheres. This arrangement gives a cell-like structure with a thin opal film sandwiched between the two glass substrates. The colour of the thin film changed within a few minutes due to the infiltration of Au into the voids of the opal. The infiltration was initially driven by capillary forces between the two glass slides as the colloid was taken up and later by capillary forces that existed between the polystyrene spheres. For slow evaporation of the solution, the vial was loosely capped and kept in a temperaturecontrolled environment. The temperature was set at 23 o C and the relative humidity was varied from 25% to 30%. After two weeks of exposure in this environment, the sample was completely dry. The top glass was removed carefully and the sample was observed under optical and scanning electron microscopes (SEM). It was found that good infiltration could be obtained when the top glass substrate was placed on the (111) plane of the synthetic opal, with a para-film spacer.

Both optical and scanning electron microscopy was used to study gold infiltrated-PhCs. A Hitachi model S-4700 SEM was used for this purpose. Figure 1 shows an optical micrograph of a thin polystyrene opal film, before (a) and after (b) infiltration of Au nano-particles. The colour of the opal thin film, as observed in reflection, changed from yellowish-green to red by the infiltration process. This change in colour was due to both an increase in the effective refractive index of the composite film and the intrinsic colour of nano-gold colloid itself. Figure 2 shows SEM cross-sectional images of our PhC films before (top) and after (bottom) infiltration of Au nano-particles. The curvature apparent in the bottom panel of figure 2 is not a feature of the film but arises as some domains curl up under pressure of nitrogen gas stream used to remove loosely adhering domains.

Cross-sections of the domains were also observed in the SEM, as shown in Figure 3. The formation of gold nano-pillars were observed in some SEM images (these are not seen in figure 3 as this is a cross-sectional view). Figure 4 shows a pair of images where gold nano-pillars are clearly seen. These pillars were formed on the (111) planes and between the domains during the infiltration and drying process of the Au solution when excess nano-gold colloid came out of the voids and dried up at the same time. These structures were typically 1 micron long and had a base diameter of about 100 nm and body diameter of 35 nm.

Optical properties of gold-infiltrated synthetic opal films

In order to observe changes in the optical properties of infiltrated opal films, reflection measurements were done, both before and after the infiltration of nanogold colloids. The sample was mounted on a rotating stage and was illuminated with a spot size of 1 mm 2 , using monochromatic light from a grating-equipped monochromator. The reflected light was detected by using a silicon detectorfollowed by a lock-in amplifier. The reflectance measurements were made at various angles of incidence. The upper panel in Figure 5 shows normalised reflectance measurements, before and after infiltration, at 15º angle of incidence.

A red shift in the reflectance measurements was observed due to the change in the value of n eff . By altering the angle of incidence (ș), the effective refractive index (n eff ) and the inter planar spacing (d) can be determined by the following equation [15].
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Using the plot shown in the lower panel of Figure 5, n eff can be measured and it was found to have increased from 1.46 to 1.66, due to the infiltration of gold nano-particles. Figure 6 shows the normalised reflectance measurements obtained at various angles of incidence from the Au infiltrated opal films. The lattice diffraction peaks were shifted towards shorter wavelengths by increasing the angle of incidence, which is in accordance with the modified Bragg's law. From this figure it is also obvious that some features appeared at a constant longer wavelength with each successive increase in angle measurement. In the present case metal (i.e. Au) was infilled in the voids of opal. Visible light (radiation in the 400 nm to 700 nm wavelength range) cannot get inside a metal, or at least it cannot penetrate very far. It is possible for light to be trapped at the surface of a metal and propagate around in a state known as surface plasmon, therefore this behaviour is attributed to surface plasmon resonance (SPR) effects [15,16]. The angle-resolved measurements at 15º and 45º show a single band around the same wavelength value of 770 nm, whereas, at 60º, two bands appeared -at 650 nm and 770 nm, as shown in figure 6. By increasing the angle of incidence, the intensity of the SPR was changed. However no significant shift of the band centred on 770 nm was produced by increasing the angle of incidence. M. Quinten [17] has studied reflectance from both single and aggregated Au nano-particles. He found, both theoretically and experimentally, that the SPR of the single nano-particles appeared at shorter wavelengths, whereas SPR of the aggregated nano-particles appeared at longer wavelength.

In order to confirm the presence of the SPR bands, the lattice constant of the thin film was changed. Two more samples with different sphere sizes were fabricated by using the same technique as described earlier. 5 nm diameter gold nano-particles were infiltrated into the thin films. The optical reflectance properties were measured at 15° angle of incidence. In the upper panel of Figure 7 (red line spectrum) the middle peak (695 nm) is the stop-band of the composite 3D PhC. The band at longer wavelengths (770 nm) is the reflectance from the aggregated gold nano-particles, whereas the shorter wavelength band at ~650 nm is the SPR of single 5 nm gold nano-particles. Similarly, in the lower panel of Figure 7 (red line spectrum) the first peak in the spectrum is the stop-band of the composite 3D PhC, whereas the second and third peaks represent the SPR of the 5 nm diameter gold nano-particles and reflectance from the aggregated gold nanoparticles, respectively.

Conclusions

A simple and easy method for the infiltration of 5 nm Au nano-particles into the voids of synthetic opal is reported. The infiltration was carried out by slow evaporation of a gold solution into the voids of the opal. The most common technique mentioned in the literature is the use of electrochemical deposition to infiltrate metals into the voids of the opal. The capillary-force infiltration technique has the advantage over the electrochemical deposition approach that thick opal films, i.e. ones more than 120 layers thick, can be infiltrated. The colour of the thin film changed after infiltration due to the increase in the effective refractive index of the opal from 1.46 to 1.66. This approach gives a red shift in the stop-band of the synthetic opal. Optical reflectance measurements were made at various angles of incidence. Due to the metal (i.e. Au) infiltration, resonances were also found at longer wavelengths due to SPR effects. The same features were also observed by S.G. Romanov [16]. The SPR occurred at 770 nm when measured at angles of incidence of 15º and 45º. At a still higher angle of incidence, i.e. 60º, an additional band appeared at 650 nm. In contrast, no change in the position of the band attributable to SPR was observed by changing the angle of incidence. Wavelength (nm)
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Research Highlights

In this work we show how to prepare polystyrene-based photonic crystals

We also show how nano-gold colloid can be infiltrated inside photonic crystals

We then demonstrate the optical properties of gold-infiltrated photonic crystals