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Modern manufacturing enterprises are facing unprecedented competitive pressure to improve productivity, migrate rework rate and make the right decision at first time, so as to reduce cost and shorten the time for their products on markets. It is estimated that about seventy percent of manufacturing cost is determined at the design stage, in which there is not enough production information available. Many research efforts have been put into bring manufacturing knowledge into design domain at the early design stage. Latest research shows that some DFMA tools which facilitate to make design decisions for manufacturing and assembly have been developed [START_REF] Boothroyd | Product Design for Manufacture and Assembly[END_REF][START_REF] Curran | Integrating Aircraft Cost Modeling into Conceptual Design[END_REF], 2007a[START_REF] Jin | Automated Assembly Time Analysis Using a Digital Knowledge Based Approach[END_REF], 2009a, 2009b[START_REF] Zha | Knowledge-based approach and system for assembly oriented design, Part I: the approach[END_REF]. But almost all of them are only pieces of the simulation or function modules, which have not been effectively integrated into a comprehensive digital manufacturing environment which covers the whole product life cycle. More and more manufacturing companies are resorting to digital manufacturing software to implement truly lean enterprises (Curran et al. 2007a, 207c, Dassault Systems 2002[START_REF] Schmitt | Boeing, Others Rely on Digital Manufacturing[END_REF].

Digital manufacturing is defined as the ability to describe every aspect of the design-tomanufacturing process digitally -using tools that include digital design, CAD, office documents, PLM systems, analysis software, simulation, CAM software and so on [START_REF] Cimdata | The Value of Digital Manufacturing in a PLM Environment Case Study: Fiat Auto S[END_REF][START_REF] Dalton-Taggart | The move to digital manufacturing[END_REF]. Digital manufacturing is an emerging software technology that will become a fundamental and liberating component of product lifecycle management (Curran et al. 2007b). It provides a concurrent engineering platform for integrated product teams to achieve optimal product life cycle solutions. However, such tools cannot be embedded blindly and they often need to be company-specific, which poses new challenges on knowledge capture, date definition and transformation, and the development of effective and efficient decision making tools [START_REF] Freedman | An Overview of Fully Integrated Digital Manufacturing Technology[END_REF][START_REF] Seino | The impact of 'digital manufacturing' on technology management[END_REF]. Digital manufacturing solutions have to be applied within a framework of carefully developed and deployed closed-loop processes for both manufacturing planning and information management.

The work in this paper focuses on the integration method for cost estimation capability, which is part of a big project for implementing lean enterprises through digital manufacturing.

This paper considers the development of a digital design and manufacturing modeling platform with integrated cost analysis capabilities, providing a truly collaborative methodology and concurrent engineering tool for shortening aircraft assembly time, so as to reduce aircraft life cycle cost. A digital manufacturing framework is analyzed and requirements of developing assembly cost estimating functionalities within it are addressed. A digital manufacturing structure of knowledge databases are set out and the ontology of assembly and part costing that is consistent with the structure is provided. This will help design, manufacturing and IT engineers to bridge their knowledge gap. A digital platform solution for implementing rapid and effective assembly cost assessment is addressed. The assembly cost is composed of two sections. One results from the assembly time costing, and another from parts manufacturing cost. A structure oriented method, supported by an expert system and standard time library, has been proposed for automated time analysis in our previous paper (Jin et al. 2009a). This paper will provide general guidelines for function developments and integration methodology with a digital manufacturing platform. Techniques for implementing parts costing and the integration methodology will also be introduced.

This paper consists of six sections. Section 2 reviews literatures. Section 3 addresses digital manufacturing frameworks and its development requirements. Sections 4 and 5 introduce the integration methodology and application, respectively. Section 6 presents validation through a case study, and Section 7 concludes the paper.

Literature Review

Cost metric are very important throughout design, planning and production. It is reported that around seventy percent of the manufacturing cost is determined at the design phase [START_REF] Freedman | An Overview of Fully Integrated Digital Manufacturing Technology[END_REF][START_REF] Curran | Review of Aerospace Engineering Cost Modeling: The Generic Causal Approach[END_REF]). Many companies and researchers have put their great efforts on developing design for manufacturing/production tools by integrating cost metrics [START_REF] Boothroyd | Product Design for Manufacture and Assembly[END_REF][START_REF] Curran | Integrating Aircraft Cost Modeling into Conceptual Design[END_REF][START_REF] Brown | Driving Digital Manufacturing to Reality[END_REF][START_REF] Herrmann | Design for production: a tool for reducing manufacturing cycle time[END_REF][START_REF] Maropoulos | Digital enterprise technology-defining perspectives and research priorities[END_REF][START_REF] Thannhuber | An Autopoietic Approach for Building Knowledge Management Systems in Manufacturing Enterprises[END_REF][START_REF] Grewal | An Integrated Approach to Manufacturing Process Design and Costing[END_REF]. However, most of their works are only pieces of the simulations or function modules, which cannot cover the whole product life cycle, so that a comprehensive design environment is imperatively required. More and more manufacturing companies, such as Airbus, Boeing and Bombardier, have recently started utilizing digital design and manufacturing tools to implement truly lean enterprises (Curran et al. 2007a 2007[START_REF] Herrmann | Design for production: a tool for reducing manufacturing cycle time[END_REF][START_REF] Maropoulos | Digital enterprise technology-defining perspectives and research priorities[END_REF]. And many researcher groups are currently looking at developing a more integrated approach to design and digital manufacturing (Curran et al. 2007a[START_REF] Butterfield | Optimization of Aircraft Fuselage Assembly Process Using Digital Manufacturing[END_REF][START_REF] Freedman | An Overview of Fully Integrated Digital Manufacturing Technology[END_REF][START_REF] Maropoulos | Digital enterprise technology-defining perspectives and research priorities[END_REF]. [START_REF] Freedman | An Overview of Fully Integrated Digital Manufacturing Technology[END_REF] compared the engineering process of traditional "physical" engineering and modern virtual engineering, and discussed the benefits of digital manufacturing, such as collaborative engineering and simulation based design resulting in significant cost/time reduction. He also mentioned the challenges of implementing a fully digital enterprise, including the establishment and management of product, process and resource knowledge base across the whole enterprise. Curran et al. (2007a) proposed a concurrent approach for integrating cost capabilities into digital design and manufacturing modeling at the conceptual design phase. This approach offers the user to readily exploit the digital manufacturing simulation capabilities to get optimal solutions within the context of the whole aircraft life cycle cost. However, the implementation techniques have not been introduced yet, such as knowledge capture, transfer and storage. [START_REF] Scanlan | Cost modelling for aircraft design optimization[END_REF] introduced a cost estimation tool using multi-level-abstraction models in support of preliminary design of aero structures, especially for an emerging design from initial conceptual phase to detail design phase. This tool makes use of an object-oriented data structure to capture design and manufacturing attributes and to ease the costing functionality development. Three levels are classified in terms of depth of product definition, so that suitable cost estimating models, i.e. parametric model for the initial high level conceptual design, generative model for the bottom level with all design and process details, and hybrid model in between, can be utilized respectively. [START_REF] Weustink | A generic framework for cost estimation and cost control in product design[END_REF] presented a generic framework for cost estimation and control for product design. The framework is constructed by basis elements associated with all cost attributes, including geometry, material, processes and production planning. The costs can [START_REF] Zheng | Systematic modeling and reusing of process knowledge for rapid process configuration[END_REF] introduced a six-level hierarchical model to facilitate systematic knowledge implementation, so as to generate process plans rapidly and effectively. By using this model, a variety of process knowledge at different granularity level can be easily managed and reused for developing process plans for new products. Huang et al. (2008) introduced a systematic methodology by integrating the Quality Function Deployment and Design Structure Matrix for product design planning to satisfy quality, scheduling and costing requirements. A framework, supported by a knowledge-based database is developed for implementing the methodology. The capability has been validated through a practical example. [START_REF] Elgh | Concurrent cost estimation as a tool for enhanced producibility-System development and applicability for producibility studies[END_REF] introduced a system engineering approach for the development of a tool to facilitate the concurrent producibility studies of products. Both the system level development and detailed functionalities for supporting the product development are addressed. [START_REF] Yan | Concurrent modelling of components and realization systems to support proactive design for manufacture/assembly[END_REF] developed a knowledge based computer aided tool for early design synthesis. A decision-making model is embedded in this tool to facilitate the designer's decision commitment for evolving design solutions. In the mean time, the casual relationships between the design decision and its consequent effects on manufacturing and assembly can be foreseen by the designer so as to justify his decision. [START_REF] Maropoulos | Key digital enterprise technology methods for large volume metrology and assembly integration[END_REF] discussed the major problem in a large and complex product design and integration, i.e. design is separated from the manufacturing and assembly planning & control within an enterprise. The aggregate process planning method and large-scale laser metrology approach was introduced for collaborative design and production engineering under a digital enterprise framework. [START_REF] Butterfield | Optimization of Aircraft Fuselage Assembly Process Using Digital Manufacturing[END_REF] investigated the benefits of using digital manufacturing tools by a case study on the assembly process optimization of aircraft fuselage. It clearly shows that digital manufacturing can bring many advantages, such as accelerating process and production planning, providing prerecorded simulations for operation training, reducing the number of design iterations. It also admits that various functional modules and tools are urgently required to be customized and developed for a unique company. This requires much collaboration between IT engineers, manufacturing engineers, and university researchers. In summary, knowledge and intelligence has become the key challenges to evolve the manufacturing enterprises to modern lean enterprise, which requires an effective, rapid and accurate cost assessment throughout the whole product life cycle [START_REF] Thannhuber | An Autopoietic Approach for Building Knowledge Management Systems in Manufacturing Enterprises[END_REF]. This paper will propose a generic methodology for developing knowledge and intelligence within a digital manufacturing environment.

Digital Manufacturing Framework

More and more enterprises start using DM PLM software to lead their competitive advantage. However, they are often meeting the challenges of making use of the full potential of DM platform. In addition, most of them do not have enough resource and knowledge to develop their company-specific functionalities, which is key to the successful usage of a DM platform.

Therefore, understanding DM framework and identifying requirements for to-be-developed functionalities are always the first step to achieve modern digital enterprises. functionalities, such as building up a product tree. However, some functionalities need to be company specific, and the corresponding interfaces need to be customized with particular requirements with the capability to save and retrieve data effectively and efficiently.

To fully take the advantages of digital manufacturing platforms, knowledge bases are urgently required. Intelligence has become the necessary symbol of a modern lean enterprise, as it helps companies realize their maximal productivity and make fully use of the digital manufacturing platform while reduce the error-prone manual process to minimum. Although each company like to have the intelligence, how to create and integrate intelligence in their system platform has become a big challenge. In essence, intelligence is often implemented through effective reasoning by inference engines linked with knowledge rules. To model these knowledge rules is to find out the casual relationships between design, manufacturing and resource data, i.e. object attributes. Three levels of relationships between attributes are to be modelled as follows.

• In one object: Relationships in between two or more attributes of one common object, such that volume and material density of a part will determine its weight. • In one domain: Relationships of two attributes in the same domain, e.g. the material cost of an assembly will result from material costs of all its components/parts, while both the assembly object and component/part object belong to the product domain. • Cross domain: Relationships in between two attributes of two objects respectively, such that size of a part will determine the time of its manufacturing operation, because a part lies in the product domain while an operation stays in the process domain.

This paper is to provide automated and intelligent cost estimating capability for aircraft assembly in a digital environment. The method used to achieve this will be to couple digital engineering capabilities with manufacturing cost estimating models. Generally speaking, the development will include cost breakdown analysis to identify required objects associated with attributes and behaviors, knowledge modeling for intelligent reasoning from EBOM (engineering bill of materials) to MBOM (manufacturing bill of materials), and seamless integration on the DPE platform.

Methodology

The recurring cost is resulted from two aspects, i.e. assembly time cost and parts manufacturing cost. The implementation methodology of these two will be addressed in this section. 

F

Knowledge modelling

For implementing intelligent estimation of assembly time, two types of knowledge rules have been modelled as follows.

• In one domain: the relationship in between Operation, Group_Operation and Process_Plan objects. All setup times and roll-up algorithms in each level of the process architecture need to be modelled, e.g. if multiple "Drill" Operations take place in one Group_Opertion, then only one "Drill" setup time will be taken into account. • Cross domain: the relationship between the Operation object and Part object, i.e. the mapping from EBOM to MBOM. For instance, if operation type is 'Locate', then the operation time can be determined by the part materials, size and weight, supported by the standard time library.

Various knowledge rules have been developed based on shop floor observations and engineers' interviews, please refer to (Jin et al. 2009) for more details. All these knowledge rules are stored in the knowledge base, and the inference engine can be triggered by the corresponding object behaviors as shown in Fig. 4. In a digital manufacturing environment, these object behaviors can be started by simply clicking a context menu or a command button. 

Implementation methodology

Figure 5 shows the implementation methodology for time estimation of a process plan. A standard time library is set up to store all sub-operations associated with standard process times, and a knowledge database is also build up to support the intelligent reasoning for automated time generation. All related data will be accessed to/from product and process database through application objects by the GUIs, as shown in Fig. 1. The functionality of time prediction is started from the Operation level, i.e. populate the standard times for each operation instances. After triggering the 'Populate_times' behavior of each operation, the associated part attributes will be retrieved automatically to refine the related process type by expert system reasoning, so that standard times in the library can be located. Then the operation runtime and setup time will be resulted from quantity and standard times based on the customized algorithm. Once the time attributes of all operations are obtained, the time attributes values for each Group_Operation instance will then be calculated by all its children's times based on the process network, combining with the associated setup time, through the developed algorithm in this level.

Similarly, the time attributes for next higher level, Process_Plan in this case, can be easily obtained. As the process architecture is extendable, the methodology can also be expanded to accommodate more levels in the hierarchy.

Automated Part Costing

Attributes analysis and objects modelling

Attributes analysis is referred to as the process of capturing all required attributes for implementing part costing, classifying these attributes into different domain, and finding out their ownerships in each domain so as to configure attributes associated with corresponding created for 'Part' object. Attributes of machines and tools need to be created to construct the manufacturing process. All these information will be stored as attributes associated with corresponding objects in database. Clearly, finding out the casual relationships between these objects attributes is a cumbersome task of knowledge capturing, and is generally company specific. Gilmore ( 2008) presented a categorization hierarchy for manufacturing process selection with given early design information, such as part length, width, thickness and material type. The first level is the high level 'manufacturing Centre', which houses a number of similar processes that are linked due to similarity in function. In each manufacturing centre, categorization will be further refined by part material type, material form, size and capability and part family based on the process steps and available machines. This categorization hierarchy can be modelled into our digital manufacturing system as knowledge rules, so that the casual relationships between part attributes and machine, process and tooling attributes can be automatically related. Thus, the intelligence will be obtained. Some exemplar knowledge rules are listed as follows. Step 1: Assign manufacturing process attributes

Calculate part manufacturing cost by existing models

Save cost results in database as part attributes

Step 2: Calculate part manufacturing cost Fig. 7 Intelligent prediction of part manufacturing cost

Implementation methodology

Predicting part manufacturing cost requires two main steps as shown in Fig. 7.

Step 1 is to generate or assign all manufacturing processes attributes. By triggering the behaviour of 'Set manufacturing data' of the Part object, the part design attributes will be automatically retrieved, so that the manufacturing processes and associated attributes can be intelligently inferred through knowledge based reasoning. Ideally, all these attributes should be automatically generated by retrieving relevant design manufacturing and resource information with support from knowledge systems. Even though some interactions with user may be indispensible, the interaction should be minimised. Once all these attributes values are obtained, they will be saved in the databases through application objects. The second step is to calculate part manufacturing cost with cost models by using these attributes values obtained in Step 1. The cost results will be saved as part attributes in the database.

Application

One popular software tool to realize digital manufacturing is Delmia Process Engineer (DPE), which helps process planning by integrating product, process and resource (PPR) information from the conceptual design phase through to the process planning phase and on to the production phase. It utilizes an object-oriented PPR tree structure which is capable of modeling complete project planning structures and all logical relationships between the PPR data. It provides users an open architecture to create new objects associated with attributes and behaviors, which are linked to a central database. GUIs of each object can be customized by advanced users.

Application program interfaces (APIs) are offered in DPE for create bespoke functions which will be associated with application objects. In this work, DPE V5R17 is employed. All objects associated with attributes and behaviors developed in Section 4 are configured in DPE through its configuration manager. The related GUIs of these objects are customized accordingly. Figures 8 and9 show two exemplar GUIs of an Operation and a Part instances respectively. These behaviors of each object are modeled using VB scripts, and visualized through either a command button or a context menu as shown in Fig. 8 and Fig. 10. The standard time library and knowledge bases are currently developed in spreadsheets for ease of management. The existing functionality of building up a process network for each level is utilized directly in this work. For more details on time analysis, please refer to (Jin et al. 2009a). Figure 13 shows the procedure of calculating assembly cost. To integrate the learning curve model correctly, the system will ask the user to input the total number sets of assemblies. And the time costing will be averaged by the total number of assemblies. To avoid repetitive summation of part cost, all related part IDs associated with all operations need to be retrieved and repetitive ones should be removed. As a result, the average time costing is summed with all parts costs to form the assembly cost in the output report. Assembly time was calculated by rolling up operations run times as well as setup times based on the proposed architecture as shown in Fig. 3. Assembly time cost is a product of assembly time and labor rate. As the assembly time obtained is the optimal time by using the "best" methods, it maps to a bottom point on the learning curve after gaining a lot of experience from many times of repetitive work. Therefore, assembly time needs to be calibrated using learning curve to calculate its cost for a certain set of assembly. In our project, the average unit assembly time will be used to calculate unit cost for a set of repetitive assemblies. 

Conclusion

Although cost models have been studied in the last two decades and some software tools are available for cost analysis, the integration within a digital manufacturing environment is still out of literature. This paper addresses this issue and fills in the gap for developing a digital platform 
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