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An improved Lozi function with alternate coefficients has been proposed. The modifications in the model allow to remove the holes in the attractor which are not desirable, but appeared in the previous Lozi function; in this way, an everywhere dense attractor can be obtained. Moreover, the strong sensitivity to the type of binarisation (conversion of real values to 0 and 1) has been demonstrated; this conversion to binary numbers is instrumental to apply the NIST tests for randomness. The results have been validated and compared via NIST tests, for the different methods of quantization. Finally, is has been verified that the multi-random properties of the output signal have been improved thanks to the following strategies : under-sampling of the output signal, and the system order increasing.

Introduction

The accelerated development of modern data transaction applications such as telecommunications requires encoding techniques with higher standards of security. Classically, these encoding sequences are obtained using Pseudo Random Number Generators (PRNG). As an efficient alternative, the chaotic-based generators are used to achieve even higher demanding encryption standards. Indeed, the chaotic systems exhibit a plethora of properties which make them suitable to meet the above requirements. The advantage to use chaotic systems lies in their extreme sensitivity to small parameter and initial conditions variations: in this way, as many different chaotic carriers as wanted can be generated.

However, the appropriate selection of a chaotic map that satisfies cryptographic applications requirements is a huge problem. It has to be emphasized that all chaotic maps are not applicable, because the chaotic generator -which is deterministic -has to satisfy at the same time the criteria for closeness to random signals. Therefore many practical problems arise, from the choice of the chaotic generator and its parameters, to the chaotic properties verification after the quantisation. Ideally, for cryptographic applications and higher security, an everywhere dense chaotic attractor is required, so all chaotic signal samples shall appear with the same probability (indeed, if there are holes in the chaotic attractor, the values of the state vector corresponding to the holes will never take place).

Other emerging applications in environmental sciences (global warming) or biology (multi-agent competition) require also a plethora of mutually independent random sequences (i.e. multi-random numbers). Unfortunately, most of the existing random number generators are virtually unable to meet these requirements: the correlation between the generated sequences by a classical PNRG increases with the number of sequences [START_REF] Vattulainen | A comparative study of some pseudorandom number generators[END_REF]. The authors in [START_REF] Srinivasan | Testing parallel random number generators[END_REF] analyze popular PRNGs working in parallel (e.g. the 32-bit generator rand, the combined multiple-recursive generator, and the additive lagged-Fibonacci generator), and demonstrate the lack of independence of the generated streams.

For the classical PNRG satisfying such requirements there are others issue: as an example the famous Blum Blum Shub generator (BBS) is cryp-tographically safe provided the use of a really big modulus M (with tens or even hundred of digits) and it is excruciatingly slow. Some estimates give the producing of one million random bits would take about 5 minutes, in comparison our alternate ring-coupled map allows the production of hundreds of million random bits per second, i.e., more than 10,000 times faster.

Moreover BBS needs special programming using integer operation working on hundred of digits, instead of using the very fast FPU, implemented in up to date microprocessors.

Lozi had demonstrated that highly efficient discrete-time chaotic generators can be obtained from quite simple models such as the piece-wise linear ones, under some conditions [START_REF] Lozi | New enhanced chaotic number generators[END_REF][START_REF] Lozi | Noise-resisting ciphering based on a chaotic multi-stream pseudo-random number generator[END_REF]. Therefore, the aim of our work is to develop a new alternate Lozi function, which guarantees the statistical independence of the state variables. This objective can appear contradictory at a first glance, since the deterministic modelling implies a coupling between the sate variables. However, it will be shown that a particular ring-coupling, already studied in [START_REF] Jeanne | Collective motion of ring-coupled planar particles[END_REF], enhances the nice chaotic properties, and improves the statistical features. To evaluate the random properties of these generators, a set of statistical based test known as NIST test developed by the National Institute of Standards and Technology are to be used [START_REF] Rukhin | A Statistical Test Suite for Random and Pseudorandom Number Generators for Cryptographic Applications[END_REF].

System Definition

A first coupled chaotic map confined to the 2D torus has already been proposed as a PRNG in [START_REF] Espinel | Dynamical and Statistical Analysis of a New Lozi Function for Random Numbers Generation[END_REF], which random characteristics have been validated using the NIST tests. This coupling has been imposed because the one-dimensional chaotic map exhibits numerical instability (convergence to the unstable fixed point -1 instead of the chaotic attractors) [START_REF] Lozi | Giga-Periodic Orbits for Weakly Coupled Tent and Logistic Discretized Maps[END_REF]. Moreover, the coupling parameter improved the statistical properties of the resulting system. The particularity of the coupling here is that each state variable x j is coupled only with itself and x j+1 , see Figure 1. At first glance, it could seem interesting to add supplementary cross couplings between the state variables, as shown in Figure 2, in order to enrich the random properties of the map. However, in this case a cross-coupling is inappropriate because it would increase the determinism and therefore deteriorate the statistical properties which we are looking for.

In the previous study [START_REF] Espinel | Dynamical and Statistical Analysis of a New Lozi Function for Random Numbers Generation[END_REF], the state variables were not equidistributed: it has been demonstrated that the chaotic attractor exhibited holes delimited by the discontinuity lines and their forward iterates. Therefore, there have been regions in the state space which the system orbits never visited, thus deteriorating the randomness.

To improve the latter results, in this paper we deal with the new Lozi system with alternate coupled maps, confined to the p-dimensional torus

T p = [-1, 1] p by the map M p : T p ⇒ T p x 1 n+1 = 1 -2 x 1 n + k 1 × x 2 n M p : x 2 n+1 = 1 -2 x 2 n + k 2 × x 3 n . . . x p n+1 = 1 -2 |x p n | + k p × x 1 n (1)
where the parameters k i = (-1) i+1 . A previous model with non alternate coefficients has been proposed in [START_REF] Espinel | Dynamical and Statistical Analysis of a New Lozi Function for Random Numbers Generation[END_REF], with k i = 1. As the trajectories of the map are unbounded, the state variables are contained on the torus: 

if x j n+1 = 1 -2 x j n + k j × x j+1 n < -1 add 2 if x j n+1 = 1 -2 x j n + k j × x j+1 n > 1 substract 2 (2) 
where |x n | denotes the absolute value of x n , and

j ∈ [1, p].
The alternate sign modification proposed in this paper eliminates the holes from the previous model (with only positive signs), and therefore the resulting basin of attraction is everywhere dense, which is very satisfactory for the RNG applications, see Figure 3. (The transient of 10.000 points has been cut off).

In addition, notice that this 2-dimensional chaotic attractor (which is a torus: A ≡ B ≡ C ≡ D are the same point) coincides exactly with the four symmetrical regions of the phase plane, defined by the function |x n |, see figure 4. In this figure, an example of trajectory is also shown for better understanding of the containment process. For x 1 n = 0.2587, x 2 n = 0.7876, the value of x 1 n+1 before confinement (represented by x j n+1 ) falls outside the 2-dimensional torus T 2 : x j n+1 = 1.2702, making the trajectory diverge after a few iterations. To guarantee that the trajectory remains bounded, the state x j n+1 is pushed back into the attactor, by substracting 2:

x 1 n+1 = -0.7298. As x 2 n+1 = -0.8339 stays into the torus, the state keep this value. However, in the case that x 2 n+1 leaves the square [-1, 1] 2 , it should also be confined into the torus. 

Results and Discussion

The random properties validation of a 4-dimensional system have been validated using the NIST Test Suite. This consists of 15 different tests that evaluate the randomness of binary sequences generated by RNG and PRNG. The purpose of each test is to verify the consistence of the following conditions with the values that would be expected from a truly random sequence, see Table 1. Each tests validate by default a sequence as being random (called the null hypothesis H0), and the idea is to show that there is no enough evidence to reject this proposition. Here, as the chaotic carrier output generated by the map (2) for each iteration n is a real value, it needs to be binarized, in order to be eligible for validation as being random using the package of NIST Test [START_REF] Rukhin | A Statistical Test Suite for Random and Pseudorandom Number Generators for Cryptographic Applications[END_REF]. In other words, each value of the sequence has to be represented in terms of binary digits: 1 (one) or 0 (zero) to be evaluated.

For our application, different methods of binarisation (converting real signals to binary ones) have been implemented and compared. A first 1-bit binarisation has been applied to the system (2) output defined as

y n = x k n , with k chosen in [1, p]: if y n ≥ 0 b = 1 else b = 0 (3)
The results for the 4-dimentional system have shown to be highly sensitive to the type of binarisation. Standart single (32 bits) and double (64 bits) precision types of binarisation as the IEEE754 form [START_REF] Kahan | IEEE Standard 754 for Binary Floating Point Arithmetic[END_REF] have been compared. Since the system is confined to the p-dimensional torus T p = [-1, 1] p , all significant figures of the output value belong to the decimal part of the number. In other words, for every chaotic career the real part is always zero, so a binary representation of this part of the figure is no necessary. It is also important not to exceed the number of bits representing the decimal part. This will cause repeated subsequences inside the entire sequence, generating a loss of randomness. Therefore, after testing different methods, a 32-bit binarisation has been chosen as being the most suitable solution: 31 bits are assigned to represent the decimal part (being b 0 the less significant bit, and b 30 the most) , and 1 bit to the sign (b 31 ). For example, if y n = 0.6835, then the corresponding binary sequence to this value is:

Using MATLAB R2009a toolbox [START_REF] Matlab R | [END_REF]:

q = quantizer ([32, 31]) b = num2bin (q, y n )
To illustrate the results, the NIST test using a binary input for the four dimensional Lozi system

M 4 (2) with parameters k 1 , k 3 = 1, k 2 , k 4 = -1
are shown in Table 2 for a 1-bit binarisation, and for the 32-bit most appropriate binarisation technique in Table 3. For comparison, the same conditions as in [START_REF] Espinel | Dynamical and Statistical Analysis of a New Lozi Function for Random Numbers Generation[END_REF] have been chosen: Length of the original sequence: 10 8 bits Length of bit string: 1M Quantity of bit strings: 100

The output of the system has been arbitrary chosen as being: y = x 4 . Table 2: NIST test for the 4 th order Lozi function (2) and 1-bit binarisation, eq.( 3) There are two different criterions to interpret and evaluate the results. For the first one, the principle for a successful test is that a quantifier called p-value has to be superior to the significance level (0.01 for this case). This quantifier evaluates the uniformity of the zeros and the ones distribution in the sequence.

The second approach examines the proportion of sequences passing the current statistical test. In this particular case, the minimum pass rate is around 96 for a simple size of 100 binary sequences for the group of statistical test excepting the random excursion (variant) tests, which minimum pass rate always changes. For example, for a sample of 63 binary sequences, the minimum pass rate is approximately 60. However, the non-success of a determinate test is always represented by an asterisk (*) in the table report. For the present model ( 2), all tests have been successful thus the sequence can be accepted as being random. Thus, the results demonstrate that the new system has better statistical performances than the initial system without alternate coefficients presented in [START_REF] Espinel | Dynamical and Statistical Analysis of a New Lozi Function for Random Numbers Generation[END_REF].

There are some procedures that improve the random properties of the signal, making the sequence properties less sensitive to the different binarization methods. Here, two possible strategies are suggested: undersampling of the output signal, or increasing the system order. Different under-samplings have been tested from which the "1 out of 10" showed to be particularly successful.

The "1 out of 10" under-sampling strategy results are shown in Table 4, for a 1-bit binarisation. The conditions for the NIST test are identical to the NIST test for the 4-dimentional Lozi system. Here, it is shown that even using the poorest binarization method for evaluation, the sequence passes all NIST tests successfully.

For the second method, the random properties validation of a 10-dimensional system has been carried out and the results are shown in Table 5. The conditions and binarisation (1-bit method) are the same as in the previous procedure. In addition, the initial condition has been randomly chosen:

x 0 =[-0.3365, 0.9501, 0.8913, -0.7764, 0.0185, 0.4447, 0.7919, -0.9218, -0.9355, 0.0579] The output of the system has been arbitrary chosen as being: y = x 10 . Table 4: NIST test for the 4 th order system (2), "1 out of 10" under-sampling and 1-bit binarization 

Conclusion

Classical and emergent applications (chaotic encryption, global warming, multi-agent competition) require efficient PRNG generating independent and multi-random sequences. A new alternate ringcoupled map confined to the torus has been proposed as a pseudo random number generator. Unlike the previous model, here the chaotic attractor is everywhere dense and there are no holes inside, in this way all output values are supposed to appear with the same probalility. Therefore, the new alternate Lozi function proposed in this paper has proved to be more efficient than the first one (without alternation of the coefficients). Moreover, the fourth order system has been analyzed and all the NIST tests for randomness have been successfull for the representative test sequences. Finally, a higher order system and an under-sampling of the output signal has been added and the results have shown to be very satisfactory.

By consequence, the proposed PRNG could be used succesfully for encryption and many other emerging applications wherever a multi-random number generator is required.
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