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FOLLOWING THE PROGRESS OF SINTERING BY MEASURING VISCOSITY AND ELECTRICAL RESISTIVITY V ARIA TI ONS ABTRACT

The simplest way of characterising the advancement of sintering of a powder is to follow the vaiiation of its relative density. However, sintering of dense compact, obtained for example by die pressing of iron based powders, occurs with very low density changes, while, of course, the microstructure and the properties of the material strongly evolve. In this study, the progress of sintering is followed by a continuous measurement of two characteristics of the material throughout sintering: the electrical resistivity and the viscosity. The original techniques developed for the measurement are presented and the interest of the data obtained for the understanding and modelling of sintering is discussed.

INTRODUCTION

The state of a powder during a sintering cycle is classically characterised by its relative density. This parameter is easy to measure and it can represent the progress of sintering for man y types of powders, in particular bard powders. Such powders generally exhibit a low relative density after compaction, typically around 0.5, whereas after sinte1ing, the relative density can be close to 1. Physical and mechanical properties of the material are mainly related with density. Therefore, for a macroscopic characterisation, the relative density turns out to be a suitable parameter describing the irreversible evolution dming sii:itering. Ail the numerical simulations based on continuum mechanics that aim at predicting shape changes of powder compacts during sintering use relative _ density as a unique internai variable in the constitutive equations [START_REF] Skorokhod | On the phenomenological theory in the sintering of porous bodies[END_REF][START_REF] Reid | Application of a continuum theory for sintering to densification rates[END_REF][START_REF] Reid | Numerical simulation of free shrinkage using a continuum theory for sintering[END_REF][START_REF] Olevsky | Theory of sintering : from discrete to continuum[END_REF].

However, for ductile powders submitted to prior compaction, this description is not adequate. Most often, the plastic deformation of the particles dming compaction results in a high green density, typically above 90 % and the subsequent sintering does not significantly change the density although the material gets, of course, much stronger. This is the case for iron-based Distaloy AE powder studied here. Therefore, new parameters have to be found to characterise the irreversible changes of the material occur r ing during sintering.

Following the method defined by Cai et al.[10], several authors deterrruned the viscosity of a powder during a sintering cycle from the jurnp in densification rate resulting from the application of a load upon the specimen. In particular, Lame et al. showed that the viscosity of Distaloy compacts strongly evolved throùghout sintering [START_REF] Lame | Anisotropie shrinkage and gravity-induced creep during sintering of steel powder compacts[END_REF]. On the other hand, Simchi, Danninger and al. [START_REF] Simchi | Electrical conductivity and microstructure of sintered ferrous materials: sintered iron[END_REF][START_REF] Simchi | Microstructural modelling of electrical conductivity and mechanical properties of sintered ferrous materials[END_REF][START_REF] Simchi | Electrical conductivity and microstructure evolution of sintered ferrous materials: iron-graphite compacts[END_REF] measured the electrical conductivity of iron-based powder compacts after different sintering times and also found that this physical property could characterise the microstructural changes during sintering.

In this paper, the evolution of both the electrical resistivity and the viscosity of Distaloy AE powder compacts are continuously measured during a sintering cycle. The electrical resistivity is measured with an original dilatometer that provides simultaneously the shrinkage and the resistivity of a sintering material. The viscosity is deduced from the results of a bending test pe1formed in a dilatometer allowing the application of a load through the measurement rod. Two sintering progress parameters are defined from resistivity and viscosity data. The evolution of these parameters are then analysed and their interest for better understanding and modelling of the sintering of metal powders is discussed.

SHRINKAGE AND RESISTIVITY MEASUREMENTS

The experimental device developed to measure the shrinkage and the electrical resistivity of a specimen during a thermal cycle is presented in Figure 1. This device is based on a Netzsch differential dilatometer which allows the measurement of the difference in expansion or shrinkage between a specimen and a reference body (alumina) using an inductive displacement transducer. The four collinear probe method is used to determine the resistivity [START_REF] Lefebre | Electrical resistivity of green powder compacts[END_REF]. The resistivity, p, of the material is deduced from the tension U induced by a current source of intensity I from the relation
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where S is the surface of section perpendicular to the current lines and Lis the distance between the two tension measurement wires. A nano-voltmeter is used for a best accuracy of voltage measurement. If the current source wires and tension measurement wires are positioned on a specimen side parallel to the direction of compaction, the axial resistivity is then obtained. If the four wires are positioned on a side perpendîcular to the direction of compaction, the transverse resistivity is obtained. 

SHRINKAGE AND RESISTIVITY RESUL TS

The samples were obtained from Distaloy AE powder (Fe + l ,5 % Cu, + 0,5 % Mo et 4 % Ni) mixed with 0,6 wgt.% of graphite. The powder was first compacted into a rigid die. For a compacting pressure of 750 MPa (resp. 400 MPa), the density of the compact was 7,08 g/cm 3 (resp. 6,5 g/cm 3 ) ± 0,05 g/cm 3 • The compacts were then sintered under reducing Ar + 10 % H 2 atmosphere. The first thermal cycle was the following: heating at l0 °C/min up to l 130 °C, isothermal stage during 2 hours and a cooling at 10 °C/min. The samples were paralle1epipedic with 8 mm length, 4 mm width and 8 mm height (direction of compaction). Typical dilatometric results are reported in Figure 2 for specimens of density 6.5 g/cm 3 measured either in the compression direction and in a transverse direction. The beginning of the curves corresponds to the thermal expansion of the specimen. Until 800 °C, various phenomena, such as dewaxing or stress relaxation, happen. The slight perturbations marked with double arrows on the curves probab1y correspond to these effects. The a➔y iron phase transformation occurs between 800 and 900 °C. This transformation is likely much more complex than classical iron phase transformation due to alloying elements and during this period an anisotropy in strain appears. During the isothermal stage, the material shrinks equally in both directions. After cooling, the shrinkage is about 0.9 % in the direction of compaction and 0.75 % in the transverse direction. A second cycle with an isothermal stage at 1130 °C of only a few minutes is applied to the same specimens. It can be observed the deformation is the same in both directions. It is noticeable that the strain has a much lower magnitude during phase transformation than during the same period in the first cycle. +-----,-�----,--�-----,------,---�--,--��.,...----,-----,-----+ The results of resistivity measurement also appear in Figure 2. In the first cycle, the resistivity strongly decreases during heating. This variation is likely a consequence of the welding of interparticle contacts formed during compaction. The observed perturbations con-espond to dewaxing, stress relaxation and phase transformation. Just before the isothermal stage, the resistivity has a value around 100 times lower than the initial value. During the isothermal stage, while the material shrinks, its resistivity weakly decreases. For this compacting pressure, no significant anisotropy in electrical resistivity is observed.

During the second cycle resistivity changes are rnuch more gentle and almost reversible. Therefore, they are supposed to be intrinsic variations of the resistivity of the sintered material versus temperature. In fact,

we assume that the ineversible evolutions of resistivity occurring after the first thermal treatment are riegligible and that the material is thus at the thermodynamic equilibrium. This state will be called "final • state" of sinteiing. The results obtained in the second cycle will be used to normalise the data obtained during the first cycle in order to describe the ineversible eff ects due to sinteiing. The same experiments are performed for two samples compacted at 750 MPa. The sa:me tendencies are found. However, the anisotropy in shrinkage is more important during both heating and isothermal periods. After cooling, the shrinkage in the direction of compaction is twice the shrinkage in the transverse direction. Concerning electiical resistivity, a sigrtificant difference was measurable at the beginning of the experiment. The resistivity was 20 % lower in the compaction direction than in the transverse direction. Tlus result can be understood since the contacts normal to the direction of compaction underwent higher stresses and then should be larger and tighter. Note that in the compaction direction the density gradient due to compaction could have an influence on the resistivity results. ln the transverse direction the rneasurement is performed at the rniddle of the sample (close to the lowest density region). In this paper these parameters are not investigated. During phase transformation, an opposite difference between axial and transverse resistivity suddenly occurs and remains unchanged until the end of the test, including during the second cycle. So far we have not qeen able to explain this effect, which should be confirrned by further expe1iments.

For both tests, the resistivity found during the second cycle bas been used as a reference to normalise the results obtained during the first cycle. Actually, as we preferred a parameter that maüùy increases throughout sintering, we chose to use the normalised conductivity (inverse of resistivity). Figure 4 shows that the normalised conductivity strongly increases during heating until the beginning of the phase transformation, as contacting particles weld to each other. Then it gets about constant and exlùbits a moderate increase during the isothermal pe1iod. ----H----------�------------------1 0.00 1 �--------------,---------------- 

VISCOSITY MEASUREMENT

The thermal cycle used for this measurement was close to a typical industrial cycle: heating at 40 °C/min up to 1130 °C, isothem1al stage dming 1 hour and rapid cooling. The samples were parallelepipedic with 15 mm length, 3 mm width and 2 mm height. Dming the thermal cycle, the sample is submitted to a bending test (Figure 5). The sample lies upon two far-apart supports spaced out of 12 mm and an alumina rod with a sharp edge is set on the middle of it. A load between 15 to 150 g is continuously applied and the deflection of the sample is deduced from the displacement of the rod. During such test, the preponderant stress is the normal stress in the horizontal direction. Then the viscosity obtained with the method described below is rnainly representative of the behaviour of the rnaterial in the direction perpendicular the direction of compaction. It bas been verified that the shrinkage due to free sintering was negligible in comparison with the deflection.

Two kinds of samples were tested. First, green compacts gave information on the evolution of the viscosity during the sintering cycle. Secondly, the viscosity of a sample previously sintered during 5 hours at 1130 °C will be used as a reference to normalise the results obtained for the green sample. Such sample will be refen-ed as a final state sample. The classical experiment for measming viscosity in the course of sintering consists in applying sh01t compressive loading sequences [10,[START_REF] Gillia | Viscosity of WC-Co compacts during sintering[END_REF]. The viscosity is then deduced from the jump in strain rate induced by the load. In such a test, the stress state is perfectly defined and homogenous, thus the interpretation is straightforward. Conversely, during bending test, the state of stress is not complex. However, the major interest of this test is that it allows applying much higher stresses than compressive tests. For example, with a load of 150g, the maximum applied stress is around 6 MPa with the bending test whereas it would be very difficult the reach more than 0.2 MPa in compression test without using a sample with very small section area. For green samples, bath methods could be used since the effect of a small stress is significant and can be measured with a good accuracy. Conversely, for highly sintered material, the viscosity is very high and then the effect of small stress is difficult to measure with accuracy. Consequently, the bending method is particularly useful in this case. The sample (a) was submitted to the sintering cycle described above. Since the sample (a) had a very low mechanical resistance at the beginning of the test, 15 g was applied until 700 °C and next 30 g until the end of the test. It can be seen that the deformation begins at a.round 600 °C. Then the deflection increases continuously, strongly during the end of the heating period and more smoothly during the isothennal stage. The microstructure of sample (b) is supposed to be stable, thus its behaviour should to be only dependent on the temperature. Therefore, to increase the accuracy on the measurement of the temperature, the heating rate was decreased to 10 °C/min. The applied Joad was 150 g. Even with a load 5 times higher than the one applied upon sample (a), the deflection is lower which means that the viscosity is much higher.

ROD

From these results, it is possible to deduce the viscosity at any time of the thermal cycle with the use of an elastic-viscous analogy. According to the elastic beam theory, the maximal deflection f of a beam submitted to a force F applied in its middle is

(1) f =[_!_ Fl 3 ] _!__ 4 bh 3 E
where b, h, 1 are respectively the width, the height, the length of the beam and E is the Young modulus. For a linear viscous material with a viscosity v, it is assumed that the deflection df during a time dt can be estimated by replacing in Equation 1 E by v / dt. Thus the viscosity can be calculated along the thermal cycle by: --+----t-+-----t-----+-----�-+ ---t------+ 1000 +----+--+--+------+-------+ -----+-----+---+-----+ --t---�--+-----+------+--------1---•--+-------+-600 m Q)
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- �,, The result obtained for sample (a) is reported in Figure 8. During heating, two phenomena, with opposite effects on the viscosity, are simultaneous. As the temperature increases, the intrinsic viscosity of the material constituent of the paiticles decreases whereas interparticle contacts welding strengthen the -material. Globally, this results in a decrease of the viscosity with a lowest value about 10 GPa.s. Around 900 °C, the a� y iron phase transformation occurs which produces apparently a stabilisation of the visèosity. During the sintering period at l 130 °C, the viscosity continuously increases, likely as a consequence of the microstructural evolution of the material (diffusion of alloying elements leading in particular to the formation of steel phases). After one hour the viscosity is equal to 240 GPa.s.

The viscosity of sample (b) bas been calculated with the same method. The result is rep01ted in Figure 9.

First of all, it can be observed that the order of magnitude of the viscosity is much higher than the values found for sample (a). In particular during the isothermal stage at l 130 °C, the viscosity is around 2000 GPa.s , i.e.10 times higher than sample (a) at the same temperature. In addition, during the heating ramp, the viscosity decreases until the beginning of the phase transformation. During phase transformation, the . viscosity increases. Then it decreases again as the temperature goes up until 1130 °C. ,------------------------------- --� ---� --� ---� ----,----� ---� ---- The viscosity of sample (a) at a given temperature has then been normalised with regard to the viscosity of sample (b) at the same temperature (Figure 10), which provides a dimensionless parameter likely to characterise to progress of sintering. During the heating ramp, the nomrnlised viscosity is multiplied by a factor of 100 in a very sh01t time. This effect probably conesponds to the initial interparticle welding. Afterwards, the data obtained during period from the phase transformation to the isothermal period are very scattered. This result was expected from Figure 9. During the isothermal pe1iod, the normalised viscosity gently increases, from 0.03 to 0.13, i.e., at the end of the isothermal stage, the value of the normalised viscosity is around 0.13 which means that only 13 % of the final viscosity bas been reached. It is then clear that the viscosity would keep increasing during several hours if the temperature were maintained. 
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DISCUSSION AND CONCLUSION

An innovative experiment device bas been developed to measure both the sluinkage and the electrical resistivity of a material continuously during a thermal cycle. Moreover, an experimental procedure bas been defined to subrnit a sintering compact to a bending test and an analytical method bas been proposed to estimate the viscosity of the mate1ial from the data drawn from this test. Both tests have been pe1formed with Distaloy AE powder compacts.

A dimensionless parameter has been deduced from the results of each test. In spite of some uncertainty on these results, both parameters seem to be relevant for characterising the irreversible changes of the material and thus the progress of sintering. Their changes tlu•oughout sintering are compared in Figure 11. The parameter deduced from resistivity measurement, wh. ich is supposed be related with the welding of contacting paiticles, shows a strong increase at low and intennediate temperature and is almost constant during isothennal sintering at 1130 °C ( +20 % in two hours). The parameter deduced from bending tests increases during both heating and isothermal pe1iods. It is multiplied by 4 dming one hour sintering at 1130 °, which is likely a consequence of rnicrostructural changes of the material related with the diffusion of alloying elements.
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 1 Figure 1. Schematics of the device developed to simultaneously measure the shrinkage and the electrical resistivity of a sample during a thermal cycle.
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 2 Figure 2 : Sluinkage and resistivity measurements of 6.5 g/cm 3 samples during two successive thern1al cycles.
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 3 Figure 3 : Shrinkage and resistivity measurements of 7.1 g/cm 3 samples during two successive thermal cycles.
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 4 Figure 4. Normalised conductivity during the füst thermal cycle.
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 5 Figure 5 : Schematics of bending test device

Figure 6 Figure 6 :

 66 Figure 6 : Deflection measured during bending test a green compact (a) 0.05

Figure 7 :

 7 Figure 7 : Deflection measured during bending test for a material in the final state (b).
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 3 (df/dt) This procedure has been validated in a previous paper [12].
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 1208 Figure 8. Viscosity of sample (a) measured during a bending test along a typical thermal cycle.
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 9 Figure 9. Viscosity of sample (a) compared to (b) as fonction of temperature measured during bending.
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 111 Figure 11 : Sintering progress parameter along the first thermal cycle.

Both sintering progress parameters could be used for a macroscopic description of sintering. The physical interpretation of the variation of each one should be further investigated from the observation of microstructural changes of the material either by classical electron rnicroscopy or better by advanced 3D imaging techniques as X-ray rnicrotomography [13].