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INTRODUCTION

Passive seismic interferometry involves the crosscorrelation of ambient seismic noise recordings. The idea stems from the derivation of [START_REF] Claerbout | Synthesis of a layered medium from itsa c o u s t i ct r a n s m i s s i o nr esponse[END_REF],w h os h o w st h a tt h ea u t ocorrelation of the transmission response of a seismic noise source in the subsurface below a horizontally layered medium yields the reflection response of these horizontal reflectors plus its time-reversed version. He later made an analogous conjecture for the 3-D Earth [START_REF] Rickett | Acoustic daylight imaging via spectral factorization[END_REF]). In the eighties and nineties of the lastc e n t u r y ,s e v e r a la t t e m p t s have been made to retrieve this impulse response from crosscorrelation of real data, with the first convincing proof of concept produced by solar seismology (Duvall et al., 1993).

The first successful application to acoustics, including a detailed proof of the theory, can be attributed to [START_REF] Lobkis | On the emergence of the Green's function in the correlations of a diffuse field[END_REF]. Other theoreticald e r i v a t i o n sa r eg i v e n ,e . g . , by [START_REF] Derode | Recovering the Green's function from field-field correlations in an open scattering medium (L)[END_REF] and [START_REF] Snieder | Extracting the Green's function from the correlation of coda waves: a derivation based on stationary phase[END_REF] and, using a reciprocity theorem, by Wapenaar (2004). The first successful application to the solid Earth isd u et oC a m p i l l oa n dP a u l (2003), who used seismic coda. [START_REF] Shapiro | Emergence of broadbandR a y l e i g hw a v e sf r o m correlations of the ambient seismic noise[END_REF] built on the work of [START_REF] Campillo | Long-range correlations in the diffuse seismic coda[END_REF], showing that broadband Rayleigh waves emerge not only from the coda ofe a r t h q u a k e s ,b u ta l s ob y simply crosscorrelating ambient seismic noise recordings.T h e s es u r f a c ew a v e sc a nb eu s e d for velocity inversion on a continental scale [START_REF] Shapiro | High-resolution surfacewave tomography from ambient seismic noise[END_REF][START_REF] Yang | Ambient noise Rayleigh wave tomography across Europe[END_REF] as well as on a local scale (Brenguier et al., 2007; Bussat and Kugler,2 0 0 9 ) . A ne l e g a n td e r i v a t i o n of the underlying interferometric theory for surface waves is given by [START_REF] Tsai | On establishing the accuracy of noise tomography travel-time measurements in a realistic medium[END_REF]. It has been shown that under certain circumstances and for specific locations and bandwidths, also body waves can be retrieved from the ambient seismic wavefield (e.g. [START_REF] Roux | P-waves from cross-correlation of seismic noise[END_REF][START_REF] Draganov | Retrieval of reflections from seismic background-noise measurements[END_REF]Zhang et al., 2009;[START_REF] Poli | Emergence of body waves from cross-correlation of short period seismic noise[END_REF][START_REF] Goertz | Extracting subsurface information from ambient seismic noise -a case study from germany[END_REF].

Ambient noise sources strongly vary with location and frequency. High levels of seismic noise are observed worldwide in the the frequency band from 0.05 to about 1 Hz [START_REF] Peterson | Observation and modeling of seismic background noise[END_REF]. The main peak within this bandwidth is the microseism peak. Microseisms are caused by ocean wave energy coupling into the solid earth. Typically, two types of microseisms, dubbed "primary" and "secondary", are observed at seismic stations. While the primary (or "single frequency") microseisms have the same frequency as the ocean waves that generate them, i.e. ∼0.08 Hz, secondary (or "double frequency") microseisms are observed at twice this frequency. Explanations for the origin of microseisms were first given by Longuet-Higgins (1950) and [START_REF] Hasselmann | A statistical analysis of the generation of microseisms[END_REF], but see, e.g. Stehly Recently, several researchers have focused on estimating attenuation based on interferometric measurements of surface-wave empirical Green's functions (EGFs) made on regionalscale (∼100-1000 km) seismic arrays [START_REF] Prieto | Anelastic Earth structure from the coherency of the ambient seismic field[END_REF][START_REF] Lin | On the reliability of attenuation measurements from ambient noise cross-correlations[END_REF][START_REF] Lawrence | Attenuation tomography of the western United States from ambient seismic noise[END_REF]. We show here that the methodologies developed in those studies can be applied equally well at the local (∼10-100 km) scale. Robust estimates of seismic attenuation atthis small scale are needed for several reasons. First, surface waves traveling through sedimentary basins, whose seismic velocity is low, are amplified by virtue of energy conservation, but the low quality factor that also characterizes sediments counters this effect, reducing amplitudes again. Neglecting this phenomenon may lead to overestimation of ground-motion predictions. Second, hydrocarbon reservoirs exhibit an abnormally strong attenuation contrast [START_REF] Chapman | The influence of fluid-sensitive dispersion and attenuation on AVO analysis[END_REF], and measuring attenuation based on the observed ambient seismic wavefield might thus help us to discriminate a reservoir's fluid content. It should be noted that, as a consequence, the inversion of the ambient seismic wavefield for attenuation may provide a means to image hydrocarbon reservoirs. Finally, a go o d S-wave velo city and attenuation model of the shallow subsurface would help to improve S-wave static corrections needed in oil and gas exploration. [START_REF] Prieto | Anelastic Earth structure from the coherency of the ambient seismic field[END_REF] show how one-dimensional depth profiles of phase velocity and quality factor can be effectively derived from stacked crosscorrelations of ambient noise. This approach is extended to the case of three-dimensional velocity/quality factor heterogeneity by [START_REF] Lawrence | Attenuation tomography of the western United States from ambient seismic noise[END_REF], who recover phase velocity anda t t e n u a t i o nc o e ffi c i e n t maps at periods of 8-32 s for the western United States. Lin We do not invert for velo city and attenuation structure as a function of depth, but merely compare the frequency-dependent velocity and attenuation to the depth-dependent geology, finding an interesting correlation.

We first identify an amplitude decay of the EGFs that cannot b e associated with geometrical spreading and hence represents the effect of energy dissipation and scattering.

Second, we provide a reliable estimate of this excess decay int h es t u d ya r e ab a s e do nt h e frequency-domain results of our experiment. Because of the short duration of the survey, and the difficulties intrinsic to operating ocean-bottom instrumentation, however, available data do not allow to robustly constrain lateral variations ina t t e n u a t i o n .

In the following, we first summarize the theory of seismic noise interferometry and its relation to the normalized spatial autocorrelation (SPAC) of [START_REF] Aki | Space and time spectra of stationary stochastic waves, with special reference to microtremors[END_REF]. We point out the necessary assumptions and approximations and consequent limitations of our formulation.

We then describ e the database available to us, formulate the associated inverse problem, and finally discuss its solution and implications.

THEORY

An isotropic wavefield is a prerequisite for obtaining symmetric EGFs [START_REF] Snieder | Unified Green'sfunctionretriev alb ycrosscorrelation; connection with energy principles[END_REF].

Such a wavefield can be generated by a homogeneous distribution of uncorrelated stochastic sources surrounding the array (e.g. Larose et al., 2006;Wapenaar et al., 2010), or by multiple scattering among heterogeneities in a complex medium [START_REF] Campillo | Long-range correlations in the diffuse seismic coda[END_REF]. The relation between the SPAC applied to a seismic wavefield (Aki,1957) Given the recordings u(x 1 )a n du(x 2 ), captured at surface locations x 1 and x 2 ,t h e normalized time-domain cross-correlation C x 1 x 2 is defined

C x 1 x 2 (t) ≡ 1 2T T -T u(x 1 ,τ)u(x 2 ,τ + t)dτ, (1) 
where t is time, τ is integration time and correlation time is given by 2T .

In general, the SPAC is used to find similarities in a spatial field by evaluating, for different space shifts ξ,t h ep r o d u c to ft h efi e l dw i t has p a c es h i f t e dv e r s i o no fi t s e l f. This product is then integrated over, and normalized by the size oft h efi e l dA,w h e r et h eu n i t of A depends on the dimension of the actual field, e.g. m 2 for area or m 3 for volume.

The SPAC, as applied by Aki, similarly yields the "coherency" φ(ξ)o fat i m e -d e p e n d e n t wavefield u(x,t)f o ras h i f ti ns p a c eb yξ and is defined as

φ(ξ,t) ≡ 1 A A u(x,t)u(x + ξ,t)dx, (2) 
where x denotes position and A describes the area over which the wavefield is evaluated. The integration over, and normalization by A in equation 2 averages the product in the integral over different x.F o rt h a tr e a s o n ,φ(ξ)isalsocalledthespatiallyaveragedcoherency [START_REF] Asten | On bias and noise in passive seismic data from finite circular array data processed using SPAC methods[END_REF]).

Aki (1957) assumes a wavefield that is stationary in both time and space. Here, "stationary" means that the amplitude is described by a stochast,w h o s ej o i n tp r o b a b i l i t yd i stribution does not change when shifted in time or space. It follows that for such a wavefield the integral in equation 2 can be replaced by a time integral [START_REF] Aki | Space and time spectra of stationary stochastic waves, with special reference to microtremors[END_REF]:

φ(ξ) ≡ 1 2T T -T u(x,t)u(x + ξ,t)dt. (3) 
Important requirement here is that T needs to be sufficiently long to obtain an approximately constant φ(ξ). The assumption of a stationary u(x,t), makes φ(ξ)i n d e p e n d e n to f

x.

Following [START_REF] Aki | Space and time spectra of stationary stochastic waves, with special reference to microtremors[END_REF], an "average coherency" φ can be introduced,

φ(r) ≡ 1 2π |ξ|=r φ(ξ)dξ = 1 2π 2π 0 φ(|ξ| = r)dθ, (4) 
with |ξ| = r the distance between two stations and θ their azimuth. After replacing φ(ξ) in equation 4 with its expression 3, we obtain

φ(r = |ξ|) ≡ 1 4πT 2π 0 T -T u(x,t)u(x + ξ,t)dtdθ. (5) 
It is important to note here that the average coherency is an average over both time and azimuth, while the coherency is only an average over time (seeequation3.) Thea v eragingis completely transparent in the ideal case of noise sources distributed uniformly in azimuth:

in this case, φ(ξ)= φ(r) if |ξ| = r.
Tsai and Moschetti (2010) consider a single deterministic wave of frequency ω and solve the time integral in 3 assuming the correlation time 2T is sufficiently long with respect to the period of the waves. They next combine (through a simple integral) multiple sources, assuming them to be uncorrelated such that the crosscorrelations of signals generated by different sources (the "cross-terms") cancel out. This assumption is equivalent to the assumption of stationarity by [START_REF] Aki | Space and time spectra of stationary stochastic waves, with special reference to microtremors[END_REF]. Similar assumptionsh a v eb e e nm a d eb yo t h e r authors [START_REF] Lobkis | On the emergence of the Green's function in the correlations of a diffuse field[END_REF][START_REF] Snieder | Extracting the Green's function from the correlation of coda waves: a derivation based on stationary phase[END_REF]Wapenaar, 2004). Through this procedure, Tsai and Moschetti (2010) find analytically that

φ(r, ω) φ(0,ω) = J 0 rω c(ω) , (6) 
where J 0 denotes the 0 th order Bessel function of the first kind, and c(ω)i st h ew a v e velocity as function of angular frequency. This expression coincides with equation (42) of [START_REF] Aki | Space and time spectra of stationary stochastic waves, with special reference to microtremors[END_REF]. The left-hand side of equation 6 is denoted ρ(r, ω) ≡ φ(r, ω) /φ(0,ω)

and dubbed "averaged complex coherency". Note that this averaged complex coherency is normalized by the energy (φ(0,ω)), which will be independent of location and frequency for as t a t i o n a r yw a v e fi e l d .

Tsai and Moschetti (2010) also show that the real part of the cross-correlation spectrum coincides with the SPAC. If we define the cross-spectrum Ĉx

1 x 2 (ω) ≡ F[C x 1 x 2 (t)],
where F is the Fourier-transform operator, we get,

Ĉx 1 x 2 (ω) = φ(ξ,ω). (7) 
The operator [...]m a p si t sc o m p l e xa r g u m e n ti n t oi t sr e a lp a r t ,ξ = x 1x 2 .F o r a stationary wavefield, this crosscorrelation spectrum, similar to the SPAC in equation 3, will converge towards one value when averaged over time. Equation 7, together with equation 6, implies that an isotropic source distribution results in [ Ĉx 1 x 2 (ω)] coinciding with J 0 (|ξ|ω/c(ω)) multiplied by a constant related to the power at frequency ω,w h i l ei t si m a ginary part will be zero [START_REF] Tsai | An explicit relationship between time-domain noise correlation and spatial autocorrelation (SPAC) results[END_REF].

Time-averaging of coherencies stabilizes the average coherency in the case of a stationary wavefield [START_REF] Okada | The microtremor survey method: Society of Exploration Geophysicists[END_REF]. We denote E[ Ĉx 1 x 2 (ω)] the ensemble average of Ĉx 

E Ĉx 1 x 2 (ω) E |u (x 1 ,ω)| 2 E |u (x 2 ,ω)| 2 = ρ (r, ω) = J 0 rω c(ω) . ( 8 
)
Azimuthal averaging is, just as for Aki's SPAC, over all x 1 and x 2 for which |x 1x 2 | = r.

If the source distribution changes sufficiently over a certaintimespan,averagingoverthis timespan is similar to averaging over azimuth for a fixed source distribution (Chávez-García It should be noted that throughout this formulation, azimuthal averaging would not be needed in the ideal case of a wavefield generated by an azimuthally uniform distribution of sources. In the real world, averaging is needed to mimic an isotropic wavefield, combining a random set of ballistic fields recorded at different times and/or locations.

The way of calculating the averaged complex coherency in equation 8 is the de facto standard practice in the SPAC-community [START_REF] Okada | The microtremor survey method: Society of Exploration Geophysicists[END_REF], thati s ,t h ec r o s s -s p e c t r aa r e first ensemble-averaged and subsequently normalized by the average power spectra [START_REF] Okada | The microtremor survey method: Society of Exploration Geophysicists[END_REF]. Tsai (2011, eq. 21) evaluates essentially the same expression, deriving the coherency in the limit of infinite time for fixed sources with random phases, and hence assuming as t a t i o n a r yw a v e fi e l d . I nt h ec a s eo fT s a i( 2 0 1 1 ) ,t h i sa s s u m ption is required to justify neglecting the aforementioned cross-terms. While this assumption is theoretically correct, it is somewhat unrealistic in the application to real seismicd a t aa st h e s ea r ei ng e n e r a l recorded over a wavefield that is subject to continuous change( s e ee . g .S t e h l ye ta l . ,2 0 0 6 ;

Olofsson, 2010).

Recent successful studies using surface waves obtained froma m b i e n tn o i s et oc o n s t r a i n subsurface attenuation use a modified expression of equation8(Prietoetal.,2009;La wrence and Prieto, 2011). Latter authors "whiten" the recordings prior to crosscorrelation and obtain the "whitened complex coherency":

γ(r, ω) ≡ E   Ĉx 1 x 2 (ω) |u (x 1 ,ω)||u (x 2 ,ω)|   . (9) 
Whitening is a commonly used tool to increase signal-to-noise ratios of signal from crosscorrelations of ambient seismic noise [START_REF] Bensen | Processing seismic ambient noise data to obtain reliable broad-band surface wave dispersion measurements[END_REF]Brenguier et al., 2007;[START_REF] Seats | Improved ambient noise correlation functions using Welch's method[END_REF]. Whitened spectra are relieved of contamination by resonance peaks in the spectra [START_REF] Bensen | Processing seismic ambient noise data to obtain reliable broad-band surface wave dispersion measurements[END_REF]Brenguier et al., 2007) and allow for thewa v efieldtobenon-stationary between individual time-windows. The whitened complex coherency will be a scaled version of the Bessel function:

γ(r, ω)=A(ω)J 0 rω c(ω) (10) 
The proportionality factor A(ω), with value between 0 and 1, needs to be introduced to account for the cross-terms and is due to the difference in normalization between equation 8 and 9. The two amplitudes in the denominator of equation 9, i.e. |u(x 1 ,ω)| and |u(x 2 ,ω)|, are not individually ensemble-averaged and hence have a high probability of being different valued for different time-windows. This is due to the random phase of the cross-terms (Tsai, 2011, eq. 18). Conversely, the two ensemble-averaged amplitudes in the denominator of equation 8 will be close to equal valued. This important consideration could potentially be used to obtain an ideal period of time over which to apply equation 8 after which expression 9couldbeusedtoa v erageo v ertheseperiods;thisisbey ondthe scope of this work however.

We acquiesce in using equations 9 and 10 in the knowledge that each interstation distance is equally affected by this phenomenon, i.e. A(ω)i si n d e pe n d e n to fr.

Equation 10 clearly does not account for the effects of attenuation. [START_REF] Prieto | Anelastic Earth structure from the coherency of the ambient seismic field[END_REF] propose to include attenuation through multiplication by ane x po n e n t i a lf a c t o re -α(ω)r ,

γ(r, ω)=A(ω)J 0 rω c(ω) e -α(ω)r . (11) 
The "attenuation coefficient" α(ω)accommodatesamorerapiddecreaseoftheBesselfunction with interstation distance r, representing the effect of energy dissipation and scattering.

α is related to the surface wave quality factor Q by (Aki and Richards, 2002)

α(ω)= ω 2QU (ω) , (12) 
where U (ω)i st h eg r o u pv e l o c i t y . G i v e nas e r i e so fa z i m u t h a l l ya n dt e m porally averaged complex coherencies for various interstation distances, a frequency-dependent estimate of Q can be obtained. As surface waves of different frequencies sample different depths, the change of Q with frequency can, to the first order, be associated with a change in material properties as a function of depth. The frequency dependent estimate of Q is obtained by minimizing the error on the fit of the "damped" Bessel functiont ot h er e a lp a r t so ft h e averaged complex coherencies. Tsai (2011) shows that in the presence of attenuation, the source distribution determines how the coherency decays with distance. He shows for a number of specific source distributions how the real part of the coherency behaves as a function of distance for a laterally invariant c(ω)a n dα(ω). If one evaluates the decay of the (azimuthally) averaged complex coherency however, only radial symmetric source distributions need to be considered, and the behavior of the coherency with distance is described by a Bessel function multiplied by at e r md e c a y i n gw i t hd i s t a n c e . T h er a t eo fd e c a yo ft h i st e r md epends on the distribution of sources away from the station couple, i.e. the radial distribution of sources (Tsai, 2011).

Since our data consists of recordings of broad-band ocean-bottom seismometers (BBOBS) over a survey area offshore Norway, we assume a uniform radial distribution of noise sources with distance away from the center of the array. For such a distribution of sources, multiplication of the Bessel function with a decaying exponential term as in equation 11 is justified (Tsai, 2011).

DATA

We analyze a passive seismic data set acquired in April-May 2007, and consisting of broadband ocean-bottom recordings distributed over a ∼220 km 2 survey area offshore Norway.

The average water depth is 360 m and only deviates by a maximum of ∼9mf r o mt h i s average. Figure 1 shows the configuration of the array and the duration of recording at each of the total of 117 locations. Stations did not all records y n c h r o n o u s l y : o ft h e1 6 available instruments, 14 were systematically redeployed at new locations after 1 to 2 days of recording, and only two recorded continuously for > 12 days.

[Figure 1 They were able to apply ambient-noise surface-wave tomography methods on fundamentalmode Scholte waves recorded on the DPG-component.

PREPROCESSING

Because of the continuously changing station configuration,t h efi r s ts t e pi st oe v a l u a t e which stations are synchronously recording at which times. For each station couple, the obtained period of synchronous recording is then cut in time windows of 60 seconds. We cut neighboring time windows so that they overlap by as much as7 5 %o ft he i rt o t a ll e ng t h.

Seats et al. (2012) show that overlap helps refining EGFs, by avoiding loss of coherent signal

traveling between a pair of stations, and this is particularly useful here as the temporal extent of the survey was very limited. We Fourier-transform individual time windows, and crosscorrelate in the frequency domain (i.e. multiply) the spectra of simultaneous signals associated with different stations. More specifically, we follow the following processing sequence for each time-window:

1. Detrend the time-window.

2. Apply a cosine taper of 2.5% of the trace length.

3. Fourier transform the traces.

4. Whiten the amplitude spectra.

5.

Multiply the spectrum of the first station with the complex conjugate of the spectrum of the second station, i.e. frequency-domain cross correlation.

We next stack individual cross-sp ectra to form an ensemble averaged cross-spectrum for each station couple. Time-domain EGFs are obtained by inverse-Fourier transforming the ensemble averaged cross-spectra. The ensemble averaged cross-spectra associated with the same interstation distance r are stacked, i.e. the data are averaged with respect to azimuth.

This way, any information about lateral structure across thea r r a yw i l lb el o s t ,b u to u r database would hardly be able to resolve it anyway. The resulti sam e a s u r eo fγ(r, ω).

Whitening of the amplitude spectra before crosscorrelationc o n s i s t so fs e t t i n gt h epo w e r of each frequency equal to 1 (see equation 9). This means that the time-domain amplitude information is destroyed, but phase information is retained. For our data this means that the higher frequencies are amplified with respect to the lower frequency content of the microseism's peak. The whitening procedure also removes power differences between recordings and hence near-receiver amplitude effects are removed this way.

Each individual coherency has the same weight in the ensemblea v eragingprocessofthe whitened cross-spectra, because the denominator in equation 9 is the power associated with 

ISOTROPY & TIME-DOMAIN ATTENUATION

[Figure 3 about here.]

The Green function gathers (GFG's) in Figure 3 From Figure 4 one can in principle estimate the average direction of propagation, and relative strength of the ambient wavefield. This is in turn determined by a number of factors. First, the source distribution: note, e.g., that a fully isotropic wavefield would result in circles associated with station couples all falling in the center of the polar plot, independent of azimuth. Second, the change of this source distribution over time, because EGFs represent different periods of one day. Third, the array configuration. Fourth, the interstation distance, with the associated amplitude attenuation causedbygeometricalspreadingaswell as attenuation due to the medium properties. Finally, the vertical and lateral structure of the subsurface can change the amount of decay from place to place through differences in attenuation. We define attenuation here as the the sum of "scattering" and "intrinsic" (i.e. absorption of energy) attenuation as we are unable to separate the two.

[Figure 6 about here.]

Our goal with this study is to try to isolate attenuation effects, and, if possible, the difference between attenuation due to geometrical spreading and attenuation due to medium properties, from all other factors. To evaluate whether thisispossiblew eselectt w osubsets and the a/ √ r × e -αr curves. Figure 6 clearly suggests that the EGFs amplitudes decay faster than with √ r and that an attenuating model explains the data better for both causal and anti-causal parts of all data subsets. We conclude that attenuation effects other than simple geometrical spreading can be inferred from the data, and proceed to evaluate them quantitatively.

FREQUENCY-DOMAIN ATTENUATION

Azimuthal averaging of cross-spectra associated with equally spaced station couples approx- ). The quality of the approximation depends on the lateral variation of the subsurface velocity and attenuation structure, the spatials a m p l i n go ft h ew a v e fi e l da n dt h e length of the crosscorrelated time windows. The correlationt i m eT needs to be sufficiently long with respect to the period of the waves considered, otherwise a significant error will be introduced; The degree of stationarity of the wavefield trades off with the length of T (Tsai and Moschetti, 2010). In our case T 1/ω for the 60 seconds windowing applied and frequencies evaluated here.

The whitened complex coherency could also decay faster than aB e s s e lf u n c t i o nd u et o strong incoherent noise. In the presence of such noise, a constant value associated with the incoherent noise amplitude would be a fraction of both frequency-domain amplitudes in the denominator of equation 9. We expect this to have little to no effect on our analysis for the considered frequencies, i.e. ∼0.20 -2.20 Hz. This is based on two observations. First, Ringler and Hutt (2010) show that the instrument-noise of the Nanometrics Trillium 240 is in the order of ∼15 DB below the low-noise model of [START_REF] Peterson | Observation and modeling of seismic background noise[END_REF]. Second, we don't have any (incoherent) cultural noise sources within our array. Figure 7 gives example power spectral densities (PSDs) that are typical for our dataset. PSDs for two periods for stations P01 and B01 are presented where station B01 is denoted by the far most left dot in Figure 1. It is clear that the power of our recordings is significantly higher than that of the low-noise model for the frequency range considered (see also [START_REF] Olofsson | Marine ambient seismic noise in the frequency range 1-10 Hz[END_REF].

We exp ect the p ower of the coherent noise at our survey site to be significantly higher than that of the new low-noise model. We base this on the observation that stations located close to the ocean or on oceanic islands in general show significantly higher (coherent) noise levels [START_REF] Mcnamara | Ambient noise levels in the continental United States[END_REF][START_REF] Peterson | Observation and modeling of seismic background noise[END_REF], while our instruments are even deployed at the bottom of the ocean.

[Figure 7 about here.]

Frequency-slowness analysis of the EGFs shows that two surface-wave modes are observed on the DPG component and vertical component: a fundamental mode and a firsthigher order mode (Bussat and Kugler, 2011). These modes depend locally on the subsurface elastic properties (e.g. Aki and Richards, 2002). Averaging over different couples, as done here, is meaningful so far as lateral changes of these properties are sufficiently smooth.

We average over interstation azimuths by binning interstation distances into bins with aw i d t ho f1 0 0m . C o m p l e xc o h e r e n c i e so fs t a t i o nc o u p l e sw i t h in each bin are averaged.

whitened complex coherencies are attributed to the mean interstation distance of the averaged time windows. Bins representing less than 3 station couples or less than 6 hours of synchronous recordings are not taken into account. We evaluate two frequency bands: one for the vertical component and one for the DPG-component. Thef r e q u e n c i e sw ee v a l u a t e for the vertical component (0.20-0.40 Hz) correspond to fundamental-mode Scholte waves (Bussat and Kugler, 2011). We assured ourselves that the upper bound of 0.4 Hz employed is not affected by the first-higher order mode Scholte waves. We analyze the acoustic mode of the DPG-component from 1.50 to 2.20 Hz. The DPG-component analysis enables us to compare the obtained attenuation coefficients against valuesfortheatten uationofsea w ater that can be found in the literature.

[Figure 8 and explaining the more rapid decay of the data points with thewrongmodel,wouldinthis case result in a significant overestimation of the data pointsf o rl o n gi n t e r s t a t i o nd i s t a n c e s .

Ultimately, the resolution of our data does not allow a clear distinction between different radial source distribution models. However, if the assumed source distribution would be wrong, it would mainly change the absolute values of the obtained Q, but not its variation as function of frequency. A uniform radial source distribution is additionally justified by the fact that all receivers are offshore.

In both Figures 9 and 10, the observed imaginary part of γ(r)i sc l o s et oz e r o ,w h i c h points to a high degree of symmetry of the EGFs. This is an important indication that the azimuthal and temporal averaging of the available data successfully approximates an isotropic source distribution. We infer that it should be possible to obtain a good 1-D estimate of attenuation at the location of the array.

[Figure 11 The decrease is significantly lower for the DPG component as attenuation turns out to be lower for the acoustic mode waves.

The MF values associated with the best fit to γ(r)a r es h o w ni nF i g u r e1 2a n d1 3a sa function of frequency, together with their corresponding values for A, c, α and Q for the vertical component and DPG component, respectively. All three variables in Equation 13are essentially an average over the survey area because of theazim uthala v eraging. A tlo wer frequencies, the vertical-component phase velocity c (Figure 12a) increases drastically, while above 0.30 Hz, phase velocity is ∼700 m/s. For this reason, wavelengths of the best fitting functions are more than half the aperture of the array below 0.20 Hz. Phase velocities for the DPG-component's frequency band are gently decreasing with increasing frequency; from just below 2100 m/s to ∼1800 m/s. MF values are normalized with respect to values of A for a fair comparison between frequencies. For frequencies higher than 0.4 Hz, MF increases significantly as γ(r) is affected by the first-higher order mode Scholte waves.

We test the stability of the minima of the misfit function with abo o t s t r a p p i n ge x pe r iment: 90% of the total number of interstation-distance bins are randomly selected from the full set of bins; the same bin can be selected more than once. Wec a l c u l a t ean e wm i s fi t function from the sample and determine the minimum. We iterate this process 100 times and end up with 100 estimates of α, A and c per frequency: in the ideal case of a perfectly constrained solution, these estimates would all be equal.

[Figure 12 about here.]

[Figure 13 about here.]

Phase velocities prove to be well constrained as bootstrapping yields very little vari-ability; error bars are coinciding with median values and hence are hardly visible for both components (Figure 12a and13a). The bootstrapping does yield some variability in A and α values for both components. A slight trade-off between these two parameters can be observed if we examine the cost functions' MF associated with the best fit to γ(r)andfixthe phase velocity c.F o rt h el o w e rf r e q u e n c i e si nt h ev e r t i c a l -c o m p o n e n tf r e q u ency band, i.e. towards 0.20 Hz and hence on the slope of the double-frequencymicroseismpeak(P eterson, 1993), values for A tend to be higher. This points to a lower power associated witht h e cross-terms which in turn indicates that the differences in power of different sources are low for these frequencies. The DPG-component frequency band shows the same for the higher frequencies.

The attenuation coefficient, α,a s s o c i a t e dw i t ht h eb e s tfi to fMF to γ(r)i sp r e s e n t e d in Figure 12c Figure 13e shows that surface wave quality factor as a function of frequency oscillates around a mean value of ∼100 for the DPG-component. As attenuation for this component turns out to be so low, a significant number of the bootstrapping samples yield an attenuation coefficient equal to zero for some frequencies; this is associated with error bars on the corresponding Q values reaching infinity. Variations become less severe with increasing frequency however. The vertical component Q (Figure 12e)o s c i l l a t e sa r o u n d∼20, and decreases with decreasing frequency below 0.30 Hz.

COMPARISON WITH OTHER STUDIES

Temp oral and azimuthal averaging of sp ectral whitened data gives us realistic frequency dependent estimates of Q,a ndw einferthatourmethodcorrectlyextra ctsthisinfo rmation from the ambient seismic field. Our results show that the ambient seismic field carries significant information about the anelastic Earth structure. This has been shown before (Prieto et Hz. This is exactly what we observe for this dataset. We will shortly discuss the obtained velocity and attenuation estimates for the respective components and the relation to the local geology.

DPG-component frequency band

The phase velocities we obtain for the acoustic guided waves are, to a first order, in agreement with values found by others (Klein et al., 2005). Furthermore, the group velocity to be expected for the conditions of our survey is about 1478 m/s. We use Mackenzie's equation for the speed of sound in seawater [START_REF] Mackenzie | Nine term equation for sound speed in the oceans[END_REF]u s i n gad e p t ho f3 6 0m ,a temperature of 5 o C and an average salinity of 36 ppt [START_REF] Berx | Climatology of surface and near-bed temperature and salinity on the north-west European continental shelf for 1971-2000[END_REF] to obtain this value. Our group velocity oscillates around this value although it is a bit lower for the higher frequencies.

The attenuation of acoustic guided waves for the frequenciesc o n s i d e r e dh e r ei ss t i l l not fully understood and quality factors in plain seawater are unknown for the frequencies considered here [START_REF] Jensen | Computational ocean acoustics[END_REF]. Because the DPGs are measuring pressure fluctuations only ∼50 cm above the sea-bottom, it is unclear if or to what extent the estimated phase velocities and attenuation values need to be associated withs e a -be ds e d i m e n te s t i m a t e so f these parameters. As the obtained attenuation coefficients are to a first order constant with frequency, we estimate the attenuation coefficient for the acoustic guided waves 0.00004 Np/m. This corresponds to a compressional wave quality factor of about 100 (see Figure 13). Future investigations focussing on similar frequencies and environments (water depth, temperature, salinity) have to confirm our findings.

Contrary to the fundamental-and first higher-mode Scholte waves, the slowness-frequency spectra of the vertical and transversal components do not show the acoustic guided waves (Bussat and Kugler, 2011). The radial component does record the acoustic guided waves however. This indeed suggests a possible interaction of these waves with the sea-bottom sediments. The very shallow sediments (upper ∼5m)actasapurelycompressionalmedium because of the high water content [START_REF] Jensen | Computational ocean acoustics[END_REF]; Zhou eta l . ,2 0 0 9 ) . I ng e n e r a l ,t h e sound speed of these sediment sampling acoustic waves is onlyslightlyhigherthanthespeed of sound in seawater, with their ratio approaching 1 with increasing frequency (Klein et al., 2005). It would be interesting to estimate phase velocities and quality factors for the radial component in a similar fashion as the ones obtained for the DPG-component, and compare the parameters for the two different components. This is, however, beyond the scope of this investigation. Nevertheless, their value is in agreement with our estimates. Other studies evaluating Scholte wave attenuation, end up with significantly higher estimates for surface wave quality factors [START_REF] Bromirski | Sediment shear Q from airgun OBS data[END_REF][START_REF] Nolet | Waveform analysis of Scholte modes in ocean sediment layers[END_REF]. No. of recording days The colors represents the total recording time of the station. Two black circles mark the "reference" stations that were recording continuously for a period of over 12 days. The locations of two exploration wells are represented by red stars. 

Vertical comp onent frequency band

Relation to geology

  et al. (2006); Yang and Ritzwoller (2008); Landés et al. (2010) for an updated discussion.

  et al. (2011) follow a different approach, evaluating amplitude-decay of time-domain crosscorrelations. We adapt b oth the approaches of Prieto et al. (2009) and Lin et al. (2011) to the reservoir-scale inverse problem associated with seismic recordings collected by a broadband ocean-bottom survey in the North Sea, covering an area of ∼220 km 2 and with average interstation spacing of ∼500 m. This demands several changes, described below, to the data preprocessing and inversion procedures of Prieto et al.( 2 0 0 9 )a n dL i ne ta l .( 2 0 1 1 ) .

  ononehandandtimedomain cross correlation of ambient seismic noise on the other hand, pointed out by Yokoi and Margaryan (2008) and shown explicitly by Tsai and Moschetti (2010), is the backbone of the method applied here because it justifies azimuthal averaging of crosscorrelations in an o n -i s o t r o p i cs e i s m i cw a v e fi e l d .

  et al., 2005). This means that if one has data for a 'sufficient' amount of time, one can set up an inverse problem for a single station couple, i.e. fixed ξ,w i t ht h ep h a s e -v e l o c i t y dispersion c(ω)a su n k n o w n . E k s t r ö me ta l .( 2 0 0 9 )i m p l e m e n ts u c ha ni n v e r s ep r o b l e mb y equating the known zeros of J 0 (|ξ|ω/c(ω)) to the observed zero crossings of [ Ĉx 1 x 2 (ω)].

  about here.]The constant station spacing of ∼500 m gives rise to a very nonuniform distribution of the number of station couples and synchronous time windows with interstation distance, as shown by a histogram of synchronous 60-s windows in Figure2. A bin width of 100 mi su s e dt os e l e c ta n ds o r tt h es t a t i o nc o u p l e sw i t hr e s p e c tt oi n t e r s t a t i o nd i s t a n c e . T h e appearance of both distributions is similar and differences arise from different synchronous recording lengths for different station couples. Beyond ∼12000 m offset, the number of synchronous time windows decreases significantly.Stations were all equipped with a broadband seismometer (Nanometrics Trillium 240) and a differential pressure gauge (DPG) built by the Scripps Institution of Oceanography[START_REF] Cox | A deep-sea differential pressure gauge[END_REF]. The instruments have a flat response to particle velocity between 240 s and 50 Hz, and data are acquired with a sampling rate of 125 Hz.At h o r o u g hd e s c r i p t i o no ft h en o i s ec h a r a c t e r i s t i c sa b o v e∼3H zi sg i v e nb yO l o f s s o n(2010), who finds that distinct noise of various origin can be found at frequencies above ∼3 Hz. Some of these sources are anthropogenic (i.a. closely passing ships and a nearby seismic survey) and some are environmental (e.g. flagpole vibrationscausedb yw atercurren ts). All are outside our frequency range of interest.[Figure2about here.]Most ambient signal at frequencies below ∼3H zs t e m sf r o mi n f r a g r a v i t yw a v e sa n d Scholte waves (Olofsson, 2010); Scholte waves are waves arising at a fluid-solid interface[START_REF] Scholte | Over het verband tussen zeegolven en microseismen, I and II[END_REF]. They have a particle motion similar to Rayleigh waves, but the velocities are generally lower due to interaction with the overlying water column. Scholte waves can be regarded as Rayleigh waves in the longer wavelength limit[START_REF] Bohlen | 1.5D inversion of lateral variation of Scholte-wave dispersion[END_REF]. Dispersion of the Scholte waves is caused by sediment layering and the finite water depth.The single-frequency microseism peak is not obvious in the data, but the doublefrequency peak is clearly visible between 0.15 and 0.40 Hz[START_REF] Olofsson | Marine ambient seismic noise in the frequency range 1-10 Hz[END_REF] Bussat and Kugler, 2011) (see also Figure7). Triangulation of frequency-wavenumber analysis results of two arrays in Europe indicate, at least in winter 1995-1996, that a region near the north-Norwegian coast is a strong source of secondary microseisms[START_REF] Friedrich | Ocean-generated microseismic noise located with the Gräfenberg array[END_REF]. Two modes are distinguished in the crosscorrelations of the vertical component data. These modes can be found in the DPG-component crosscorrelations asw e l l ,b u tt h i sc o m p o n e n t also shows a third mode due to water-guided waves as shown byBussat and Kugler (2011).

  the individual time-windows at the two station locations. Note that this normalization is slightly different from the approach of Prieto et al. (2009); Lawrence and Prieto (2011) who smooth the two amplitude spectra before the cross-spectrum is divided by their product.

  show a clear moveout, with moveout velocity ∼500 m/s for the lower frequency band (a), and ∼1500 m/s for the 1.0 to 2.0 Hz band. The frequency bands of Figure 3 are chosen based on the slowness-frequency plots in Bussat and Kugler (2011). The 0.2 to 0.4 Hz band corresponds tot h ef u n d a m e n t a l -m o d e Scholte waves, while we attribute the 1.0 to 2.0 Hz moveout to acoustic waves traveling through the water column just above the seabed: a group velocity of ∼1500 m/s coincides with the speed of sound in water.

Figure 3 Figure 4

 34 Figure 3 only includes crosscorrelations with relatively high signal-to-noise ratio (SNR).

  of high-SNR (> 4) synchronous EGFs, each corresponding to stations lying along one straight line (at interstation distances > 3.2k m ) . W ep l o ti nF i g u r e6E G Fa m p l i t u d ea sa function of interstation distance. Importantly, there is not e m po r a lv a r i a t i o no ft h es o u r c e distribution between stations of the same subset because allE G F sa r eb a s e do nt h es a m e period (> 4h o u r s )o fr e c o r d i n g . W en e x tc o m p a r et h e s eE G Fa m p l i t u d e st oa m p l i t u d e decay proportional to a/ √ r caused by simple geometrical spreading (dashed lines) and amplitude decay proportional to a/ √ r × e -αr (solid lines). The latter model accounts for scattering and dissipation of energy of the ambient field. Thec o n s t a n ta and attenuation coefficient α are found by minimizing the L1-norm of the differences between datapoints

  imates a Bessel function (Prieto et al., 2009; Lawrence and Prieto, 2011; Tsai and Moschetti, 2010; Tsai, 2011

Figure 8

 8 Figure8shows the azimuthally averaged real parts, i.e. γ(r, ω), for interstation dis-

  about here.] It is interesting to compare the data-fit of the damped Bessel functions to the fit achieved by Bessel functions that are not multiplied by an exponentialt e r m( i . e . M Fi sm i n i m i z e d with α set to 0). Fitting damped instead of pure Bessel functions (Figure 11) gives an overall decrease of MF for the vertical and DPG component of 58% and 17% respectively.

  Figure 3.

  Anelastic attenuation of Scholte waves is poorly addressed for the low frequencies considered here.[START_REF] Broadhead | Scholte wave attenuation estimates from two diverse test sites: OCEANS '93[END_REF] analyze Scholte wave attenuation at two sites off the coast of the Western US. For water depths of 2600m and 3800m they find average quality factors of about 30-40 for a frequency range of 0.3 to 6.0 Hz. They expect,ho w ev er,tha ttheo bta ined Q's are biased to lower frequencies. The higher frequencies in the fundamental-mode Scholte wave frequency band give us surface wave quality factors around 20 (see Figure12e) which is in good agreement with their values.Nguyen et al. (2009) analyze shot recordings from one broad band OBS located at theNinetyeast Ridge in the Indian Ocean. They find that a surface wave quality factor of 40 is required for the uppermost mushy layer to explain the observed amplitude decay of the Scholte waves with distance. The uppermost layer is relatively thin at the location they investigate and the frequencies of the observed Scholtew a v e sa r es i g n i fi c a n t l yh i g h e r .

  Relating the estimated Q values and phase velocities of the vertical component frequency band to the velocity inversion performed by Bussat and Kugler( 2 0 1 1 ) ,afi r s to r d e rt r a n slation to depth can be made. Phase velocity in the 0.30 -0.40 Hz band with low values of ∼700 m/s is sensitive up to depths of 1000 m below the sea-bottom, but most sensitive to the shallowest ∼150 m. These shallow depth sediments therefore probably havea na v e r a g e Qv a l u eo fa bo u t2 0 . P h a s ev e l oc i t yi n c r e a s e sw i t hd e c r e a s i n gf r e q u e n c yu pt o1 2 0 0m / sa t 0.20 Hz. At this frequency, velocities are attributed to depths greater than 2000 m (Bussat and Kugler, 2011). The very low quality factors for the 0.20-0.30 Hz frequency band imply ah i g h l ya t t e n u a t i n gbo d ya tg r e a t e rd e p t h .[Figure14about here.] Two exploration wells were drilled close to the center of the array (see Figure2). Both wells penetrate to a depth of ∼2950 m below the sea-bottom and their characteristics are listed by the Norwegian Petroleum Directorate (NPD, 2012). The main lithostratigraphic units shown in Figure14are based on the interpretation of thed a t ao fw e l l3 5 / 1 1 -1 4S .The depth of encounter of the various groups doesn't change significantly between this well and the other exploration well located within the array, i.e.w e l l3 5 / 1 1 -1 3( N P D ,2 0 1 2 ) ;a maximum difference of 37 m is measured for the top of the Hordaland group while deeper groups show even less variation in their depth of encounter. Several other wells are located within ∼15 km of well 35/11-14 S; Their data demonstrate maximum lateral variations of ∼1000 meters of the main lithostratigraphic units' depth (NPD, 2012).

Figure 1 :

 1 Figure 1: The configuration of the survey. The stations are shown by the color-filled circles.The colors represents the total recording time of the station. Two black circles mark the "reference" stations that were recording continuously for a period of over 12 days. The locations of two exploration wells are represented by red stars.

Figure 2 :Figure 3 :

 23 Figure 2: The number of synchronous time windows (top) and station couples (bottom) per interstation distance. The bin size is 100 m.

Figure 4 :Figure 5 :

 45 Figure 4: Polar plots show the difference between the amplitude of causal and anti-causal parts of the EGFs, for four example days of recording, with each panel corresponding to one day. We only take into account here vertical-component crosscorrelations based on synchronous recordings > 4 hours, interstation distances > 3.2 km and a SNR > 4,a n d normalize each of them individually to a maximum amplitude of1 . S t a t i o nc o u p l e st h a t fulfilled these criteria are connected by lines in the inset maps. Each dot in a polar plot corresponds to one station couple, its angular coordinate coinciding with the station-couple back azimuth, and it's distance from the center of the plot proportional to the difference between causal and anti-causal amplitude. Red dots correspond to the crosscorrelations shown in Figure 5

Figure 7 :Figure 8 :

 78 Figure 7: Power spectral densities for stations P01 (a and c) and B01 (b and d) during daytime (a and b) and nighttime (c and d) for two hours of recording. Each plot shows 120 PSDs of 60 seconds windows in grey, while the thick solid black line gives the mean PSD for the two hour period. The dashed line denotes the low-noise model of Peterson(1993). The daytime PSDs in the left column are computed from recordings on 2007-04-27, 14:00:00-16:00:00 UTC, while the nighttime PSDs in the right column are calculated from recordings on 2007-04-28, 00:00:00-02:00:00 UTC.
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 101213 Figure 10: Same as Figure 9, but for the DPG component at 2.0 Hz

  al., 2009; Lin et al., 2011; Lawrence and Prieto, 2011), but not for the spatial and temporal dimensions presented here.

	The bulk of the Scholte and acoustic guided wave analysis performed is based on shallow
	water data, i.e. < 100 m (Klein et al., 2005; Zhou et al., 2009; Bohlen et al., 2004). The
	great water depth of this survey (∼360m) causes a downward frequency shift of the modal
	transitions. Greater depths are able to accommodate lower frequency Scholte and acoustic
	wave modes. Forward modelling by Klein et al. (2005) indicated that an overlying water
	column of several hundred meters would be able to support acoustic guided waves below 1

  The low quality factors we observe for the frequencies down to0 . 2 0H zc a np o t e n t i a l l y be attributed to the combined effect of chalk facies in the Shetland Group and shale facies in the Rogaland Group (NPD, 2012). In general, chalks are associated with lower quality factors than siliciclastic rocks or less porous carbonate rocks and shales are known to have low quality factors as well[START_REF] Sherrif | Exploration seismology[END_REF]. Reide ta l .( 2 0 0 1 )fi n ds h e a rw a v e quality factors of about 20 for the top 200 meters of the Shetland Group based on VSP datasets from the North Sea which is in good agreement with thel o wq u a l i t yf a c t o r sw e find for the lower frequencies. Minimizing the misfit of these Bessel functions enables us to quantitatively determine the energy decay with distance. In this way we obtain very reasonable estimates for the quality factors of ∼100 for seawater at 360 m depth and Q values of 25 for the sediments up to 1000 m depth, while greater depths show even lower quality factors. These quality factors are obtained by exploiting the ambient seismic field, which is unprecedented for an experiment of this scale and in this environment.

Conclusions

Despite a very limited acquisition geometry in both time and space, i.e. 16 continuously redeployed broad-band ocean-bottom seismometers recording synchronously for ∼24 hours and a survey period of less than 2 weeks, we are able to extract stable EGFs from this data set. We demonstrate that the EGF's amplitudes show a larger decay with distance as would be expected from purely geometrical spreading. We find that the wavefield changes significantly over time and demonstrate that temporal and azimuthal averaging of such aw a v e fi e l dp r o v i d e su sw i t hag o o dr e p r e s e n t a t i o no fa ni s o t r opic wavefield. We obtain whitened complex coherency's real parts to which damped Bessel functions can be fitted reasonably well.
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The configuration of the survey. The stations are shown by the color-filled circles. The colors represents the total recording time of the station. Two black circles mark the "reference" stations that were recording continuously for a period of over 12 days.