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I. INTRODUCTION $*!

Acoustic microscopy, as first proposed by Quate et al. [START_REF] Quate | Acoustic microscopy with mechanical scanning-a $! review[END_REF][START_REF] Lemons | A scanning acoustic microscope[END_REF] , and further developed by Briggs et al. 3 , %+! has been used as a useful nondestructive technique to characterize the elastic properties of layered %"! structures and to inspect the quality of bound between layer and substrate 3,[START_REF] Bourse | Interfacial adhesion characterization )! of plasma coatings by V(z) inversion technique and comparison to interfacial indentation[END_REF] . This technique is based on %#! !

II. THEORETICAL MODEL "! ! #! A. Method and hypotheses $!

The general setup of a line-focus transducer sketched in Fig. 1a, represents a cut perpendicular to the %! generatrix of the cylindrical transducer, which is machined to form a line-focus. We suppose that all the &! points of the radiating surface vibrate in phase and have uniform amplitude of particle velocity. The half '! aperture # has to be large enough to be able to excite leaky Rayleigh waves in most solids. The distance (! between the water-specimen interface and the focal plane is denoted z. By convention, the focal position )! corresponds to z=0, and the displacement of the specimen away from the transducer is taken as positive.

*!

We assume that the specimen is a solid plane reflector and also assume that the coupling fluid (pure "+! water) is ideal. Finally, the radiation of the acoustic waves will be expressed by using the angular ""! spectrum approach. 

"'! "(!

This formulation is valid for plane waves and is applicable for a wide aperture angle transducer ")! relying on the fact the secondary diffraction due to the curvature of the wavefront can be ignored when "*! the size of the source is large in comparison to the wavelength, and when the transducer works in #+! pulse-echo mode. [START_REF] Zhang | Theoretical and experimental response for large-aperture $$! broadband spherical transducer probing a liquid-solid boundary[END_REF] The short wavelength requirement is easily satisfied since the interest is not put on #"! very low frequencies for which efficient focusing cannot be realized.

##! #$! B. Angular spectrum approach and V(z) integral #%!

Based on the work of Lee et al., [START_REF] Lee | V(z) curves of layered anisotropic materials for the #$! line-focus acoustic microscope[END_REF] the output voltage of the line-focus transducer can be written as: are the horizontal and vertical components of the wave vector respectively, #(! k f is the magnitude of the wave vector in the coupling fluid, () x Rk is the reflection coefficient of the #)! fluid-loaded specimen, L 1 (k x ) is the angular spectrum of the incident wave field at the focal plane and #*! L 2 (k x ) is the response of the transducer when a plane wave of unit amplitude and wave vector (k x , k z ) is $+! ! insonifying the lens. The expressions of these characteristic functions of the acoustic lens can be found in "!

#&! ( ) ( ) ( ) 12 exp 2 ( ) ( ) zx x x x V z ik z L k L k R k dk + = , ( 1 
Ref. 11 and are not transcribed here. Knowing that in our line-focus transducer, made of polyvinylidene #! fluoride (PVDF), is directly machined to form a line-focus transducer (Fig. 1b) the radius of curvature is $! also the focal distance of the transducer and the acoustic lens part is excluded. This leads L 1 to be equal %! to L 2 , whose expression is given by: &! ( )

22 12 () () e x p s i n () c o s () xx x f x Lk L k i k k k d == + , (2) '!
where ! is the incident angle on the specimen and # is the half aperture of the transducer. (!

)!

C. Derivation of the reflection coefficient for a multilayered system *!

For a multilayered (N-layer) system bounded onto a substrate, we assume an ultrasonic incident "+! wave in a fluid as shown in Fig. 2.

""!

In the Stroh formalism [START_REF] Stroh | Steady state problems in anisotropic elasticity[END_REF] , the governing equation for the state vector =

U T

, where and U is the "#! general displacement vector and T is the general stress on the x-y plane, is represented by a system of "$! differential equations:

"%! () d iz dz = A .
( (3) can be written as a linear system of equations in terms of the state vector. [START_REF]Wave propagation in layered composite laminates under periodic surface loads[END_REF][START_REF] Barber | Three-dimensional solutions for general anisotropy[END_REF][START_REF] Ting | Classifications of surface waves in anisotropic elastic materials[END_REF][START_REF] Tanuma | Stroh Formalism and Rayleigh Waves[END_REF] Then A is ##! the fundamental acoustic tensor, which can be written as a (66) matrix whose terms are related to the #$! elastic properties of the material [START_REF] Adler | Matrix method applied to Acoustic waves in multilayers[END_REF][START_REF] Wang | Recursive geometric integrators for wave propagation in a functionally $+! graded multilayered elastic medium[END_REF] . #%! ! To solve Eq. (3), Wang [START_REF] Wang | Recursive geometric integrators for wave propagation in a functionally $+! graded multilayered elastic medium[END_REF] introduced the state transfer matrix B to relate the state vector $(z) at z to "! the state vector $(z 0 ) at z 0 according to: (5) &! For homogeneous layer between z 0 and z 1 , A is a constant matrix. Then, the transfer matrix B can be '! written in the form of a matrix exponential:

#! 00 () (, )( ) zz z z = B . ( 4 
(! 10 (, ) ih zz e = A B , ( 6 

) )!

where h = z 1 -z 0 , is the thickness of the layer.

*!

For a multilayer medium, the transfer matrix of the nth layer satisfies:

"+! 1 1 () ( ) () () ( ) nn nn zz n zz = UU B TT . ( 7 

) ""!

The total transfer matrix B relates the state vector at the bottom to the one at the top surface of the "#! layered coating as follows:

"$! 0 0 () () () () n n zz coat zz = UU B TT . ( 8 
) "%!
Hence, B total is expressed by the product of the transfer matrix B n of each layer as:

"&! () coat 1 
n i i = = BB . (9) "'!
It is worth mentioning that as the layer thickness increase, the transfer matrix B(n) in Eq. ( 7) "(! becomes numerically instable. To address this issue, Wang and Rokhlin [START_REF] Rokhlin | Stable recursive algorithm for elastic wave propagation in layered "%! anisotropic media: Stiffness matrix method[END_REF] proposed the Reverse Stiffness ")! Matrix method. First, the transfer matrix B(n) of the nth layer is transformed into a stiffness matrix as: "*! B (i,j=1,2) are the 33 submatrices of the transfer matrix of the nth layer B(n). Then, the total #"! stiffness matrix from the bottom to the top of the layer is obtained by using a recursive algorithm as: ##! 

( ) ( ) ) ( ) ( ) M M m M M M m M m M mm M M m mm M m + = KK K K K K K K K K KK K K K KK K K , ( 11 
) #$!
where K M is the total stiffness matrix for the top m layers, K M-1 is the total stiffness matrix for the top m-1 #%! layers, K m are stiffness matrix elements for the mth layer. Finally the expression of the total transfer #&! matrix in Eq. ( 9) is: #'! K (i,j=1,2) are the 33 submatrices of the total stiffness matrix K M .

#)! ! "!

For the substrate, we choose to use the matrix decomposition method employed by Wang and Rokhlin [START_REF] Wang | Recursive geometric integrators for wave propagation in a functionally $+! graded multilayered elastic medium[END_REF] .

#!

First, the transfer matrix of substrate B sub is calculated by Eq. ( 6), and decomposed in the following form: $! 1 s 1 ()

ub + + + + + = PP H0 PP A DD 0H DD , ( 13 
) %!
where the "-" and "+" superscripts represent the wave propagation in the -z and +z direction respectively, &! ± P and ± D represent the displacement polarization vector of the plane waves and the corresponding '! amplitude of stress components in the x-y plane respectively, and ± H is a diagonal matrix with the main (! diagonal containing the six eigenvalues of k z in its exponential form. It was observed that this matrix )! decomposition method gives the same result than methods that traditionally solve the Christoffel *! equation and aim at obtaining the wavenumbers k z . 27,37 "+! For a substrate with a semi-infinite depth, we assume that there is no reflection from the bottom of the ""! substrate. Thus, the state vector at the top surface of the substrate can be rearranged as: "#! m sub sub

+ + + = UP P H A T 0 DD H (14) "$! with "%! [ ] 123 ,, T m TT T = A , ( 15 
) "&!
where, T 1 , T 2 and T 3 are the amplitudes of the longitudinal and the two transversal waves transmitted in "'! the substrate (as illustrated in Fig. 2) respectively. Then, we obtain: "(! 

u u u T VV u uA T T R ii ! ! " " #$ #$ " %& %& % & '(
M & # # # (17) #"!
where R is the reflection coefficient and A in is the incident acoustic amplitude and the matrix M is ##! defined by:

#$! ! 1 sub total = P MB D . ( 18 
) "!
Finally, by choosing the incident wave amplitude A in as unity, the linear equation of Eq. ( 17) is solved #! using Cramer's rule, and the obtained reflection coefficient is: 

$! 12 12 Q Q = + ZZ R ZZ , ( 19 
= MMM ZMMM MMM , / cos ff Qi V = . '!
where, M ij is the (i,j) element of the matrix M in Eq. ( 18). (!

In the case of a substrate without coating, the matrix M in Eq. ( 18) is simplified as follows:

)! sub = P M D . ( 20 
) *!
and the formula used to compute the reflection coefficient remains as defined by Eq. (19).

"+! ""! D Identification of propagation modes: dispersion curves "#!

The reflection coefficient calculated by Eq. ( 19) can be used for parametric studies, and the phase "$! velocities of the possible surface acoustic wave (SAW) modes and their corresponding mode reflection "%! coefficients can be predicted for an arbitrary system of coating on substrate. Thus the Eq. ( 19) can be "&! used as a predictive formula to estimate which frequency should be applied for the characterization of a "'! certain kind of coated material. The vanishing of its denominator is the characteristic equation of the "(! layered medium on substrate.

")! 12 0 Q += ZZ (21) "*!
Numerically solving this equation gives the phase velocity and the amplitude of the possible wave modes.

#+!

One can note that setting Q = 0 in Eq. ( 21) excludes the effects of the fluid loading and thus identifies the #"! free wave modes. [START_REF] Achenbach | Modeling for quantitative non-destructive evaluation[END_REF][START_REF] Nayfeh | Wave Propagation in Layered Anisotropic Media[END_REF] 

##!

For a given frequency, the reflection coefficient is a function of the incident angle !. When the #$! incident angle ! passes a critical angle ! cr , the reflection coefficient undergoes a -2% phase shift and its #%! real part undergoes a jump, which identifies a wave mode. The phase velocity is calculated according to #&! Snell's law at the critical angle:

#'! sin f cr c c = . ( 22 

) #(!

In order to carry out the parametrical study and to estimate the possible SAW wave modes, we #)! calculated the reflection coefficient for different thicknesses of a 22-type Hastelloy coating on a 304-type #*! austenitic stainless steel substrate at different frequencies using Eq. ( 19). The dispersion curve and the $+! corresponding reflection coefficient are presented in Fig. 3. $"! ! Fig. 3(a) shows that surface acoustic wave (SAW) with identity reflection coefficient exists all over "! the f"d range. Its phase velocity firstly undergoes a small decrease from the Rayleigh wave velocity of #! the substrate, and then goes to the Rayleigh wave velocity of the layer. This kind of so-called true SAW $! wave, as named by Guo et al. [START_REF] Guo | Integration of modeling and $$! acoustic microscopy measurements for thin films[END_REF] , is strongly reflected and can be easily picked up by a line-focus %! microscopy at small f"d. Pre-Rayleigh waves, also named by Guo et al. [START_REF] Guo | Integration of modeling and $$! acoustic microscopy measurements for thin films[END_REF] 

may exist and their phase &!

velocities decrease from a velocity lower than the longitudinal velocity of the layer V L at small f"d to the '! Rayleigh wave velocity of the layer at high f"d, which is slightly below the shear velocity of the layer V S . (! Still higher wave modes propagate at velocities higher than the longitudinal velocity of the layer. These )!

generalized Lamb wave modes appear after certain cut-off frequency thickness product with decreasing *! phase velocity except some small fluctuation and they have smaller reflection coefficients. The same "+! authors [START_REF] Guo | Integration of modeling and $$! acoustic microscopy measurements for thin films[END_REF] demonstrated that these kinds of waves could also be picked up by line-focus microscopy as ""! their reflection coefficients reach a higher level. In this study, the operating frequency of the transducer is "#! in the range of 0 to 20 MHz, with a coating layer thickness around 200 µm, which gives a f"d range of 0 "$! to 4 MHzmm. This guarantees that the transducer picks up the true SAW wave. 

"%! "&! "'! ( 

III. EXPERIMENTAL SETUP #"!

A schematic of our experimental setup is shown in Fig. 1b. The line-focus ultrasonic transducer was ##! designed and constructed in our laboratory. [START_REF] Zhang | Theoretical and experimental response for large-aperture $$! broadband spherical transducer probing a liquid-solid boundary[END_REF] The piezoelectric element is a Polyvinylidene fluoride #$! 
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IV. RESULTS AND DISCUSSION

"'! ! "(! A. V(z) curves of Inconel 600 bulk material ")! Fig. 4 is a comparison between experimental data and modeling on an Inconel 600 bulk material at "*! 18.5 MHz. The V(z) curve in red is calculated based on Eq. ( 19), and the dotted line in blue is measured #+! using a line-focus transducer. To simplify the modeling, the reflection coefficient R in Eq. ( 19), i.e., the #"! Inconel 600 bulk material immerged in coupling fluid (water) is calculated based on the canonical ##! Brekhovskikh model, which can be expressed as [START_REF] Brekhovskikh | Waves in Layered Media[END_REF] : 

#$! ( ) ( ) 22 

"#! "$!

In order to study the coating thickness sensitivity, V(z) curves of different coating thickness are "%! presented in Fig. 7. The curves of the bulk Hastelloy and the 304 stainless steel as substrates (without "&! coatings) are also presented and compared. It is observed that the V(z) curved of the coated material "'! varied between the boundary formed by the V(z) curved of the bulk 304 stainless steel (V s (z)) and bulk "(! Hastelloy C22 coating (V c (z)) as substrates. This is because that for coating of very small thickness the ")! properties of the substrate dominate the measured acoustic signals and the measured V(z) curve behaves "*! like the one of the bulk substrate, i.e., V s (z). As the thickness of the coating increase, the properties of the are almost insensitive to the variation of Poisson ratio. In addition, both Fig. 7 and Fig. 8 show that that "+! V(z) curves show little difference between materials of different coating thickness in the range of z>0.

""!

This phenomena has its roots in the effect of geometric-related waves at positive defocus (z>0) and thus "#! in this range the V(z) curves are dominated by the geometric properties of the transducer and the coupling "$! fluid. [START_REF] Zhang | Theoretical and experimental response for large-aperture $$! broadband spherical transducer probing a liquid-solid boundary[END_REF] Therefore, the focus will thereafter be put on the negative defocus (z<0), i.e., the left parts of the "%! V(z) curves, for the analysis of the properties of the materials under evaluation. 

#"! !

C. Data inversion and coating thickness measurement "!

For layered system on substrate, a 22-type Hastelloy coating thermally sprayed on a substrate of #! 304-type austenitic stainless steel is investigated. The surface of the substrate has been shot-peened to $! increase the adhesion of the coating. Various coating thickness ranging from 100 to 400 µm have been %! tested. Every sample was slightly polished in order to eliminate the effect of the roughness of the coating. &!

The measured V(z) curves are functions of the parameters of the transducer (focal length, aperture '! angle), the properties of the material such as elastic tensor elements C ijkl , density &, coating thickness d, (! and the applied frequency f as well as the properties of the coupling fluid. The bounding condition of the )! coating and the substrate also affect the measured V(z) curves, but in this article perfect interfacial *! conditions were considered. For a fixed transducer and coupling fluid, the V(z) curves vary as the coating "+!

properties and thickness change. The objective of the data inversion is to determine features of the ""! assumed isotropic thermal sprayed 22-type Hastelloy coatings, e.g., Young's modulus E, Poisson's ratio "#! (, and the coating thickness d. "$! Fig. 9 shows the experimental and the optimized V(z) curves of coated materials with different "%! coating thickness at 6 MHz. These measurements were done on one specimen, for which the coating "&! thicknesses was reduced step by step by polishing after each V(z) measurement. Again, one observe that "'! the V(z) curves are sensitive to the coating thickness, but trends versus coating thickness are different "(! compared to Fig. 7. This can be explained by variation of coating properties along the depth of the ")! coatings, i.e., the properties of the coatings are functions of coating depth. An reverse analysis (or "*! optimization process) was carried out to fit the V(z) curves and to obtain the coating parameters such as #+! coating thickness d, the average (or mean) value of Young's modulus E within the "remaining thickness #"! of the coating", density & and Poisson ratio (. Trial values were set into the V(z) model and a hybrid ##! minimization method using genetic algorithm coupled with a constrained minimum search function was #$! used to find a set of values of the unknowns that minimizes the deviation between calculated and #%! measured velocities. The deviation function to be minimized is defined as: 

#&! ( ) 2 1 1 () () N Measured Calculated R n n n E V z V z N = = , ( 24 

$+! !

During the data inversion process the Poisson ratio and the density are assume to be constant since "! V(z) curve is not sensitive to Poisson ratio as illustrated in Sec. IV.B and the V(z) curves are measured on #! one sample. To our knowledge, according to the conditions of the thermal spraying process, no variation $! of density is expected within the coating. By this minimization process, the coating thickness and %! average Young's modulus E are obtained and the results are plotted in Fig. 10. To your opinion, &! these results are unique in the sense that no other combination of coating thickness and Young's modulus '! fits the experimental results. In Fig. 10, an excellent agreement is observed between the coating thickness (! estimated by reverse analysis of V(z) curve and actual coating thickness measured using a micrometer constants of thin films. [START_REF] Li | Measuring thin-film elastic constants by line-focus acoustic microscopy[END_REF][START_REF] Guo | Modeling and acoustic #+! microscopy measurements for evaluation of the adhesion between a film and a substrate[END_REF]40 But for thick thermal sprayed coating on a substrate, the adaptability of "*! acoustic microscopy is still less studied not only because of the numerical instability [START_REF] Lee | V(z) curves of layered anisotropic materials for the #$! line-focus acoustic microscope[END_REF]20,[START_REF] Pastureaud | Stable scattering-matrix method for surface acoustic waves "+! in piezoelectric multilayers[END_REF][START_REF] Rokhlin | Stable recursive algorithm for elastic wave propagation in layered "%! anisotropic media: Stiffness matrix method[END_REF] during the #+! reverse analysis of V(z) curves but also due to the fact that it lacks a powerful numerical tool to deal with #"! the coating of which the properties change along the depth of the thickness. To solve the numerical ##! instability problem, we propose to apply a hybrid method which combines the Stroh formalism and the #$!

Recursive Stiffness Matrix method [START_REF] Rokhlin | Stable recursive algorithm for elastic wave propagation in layered "%! anisotropic media: Stiffness matrix method[END_REF] as described in Sec. II.C and IV.B. For the latter, thick layer with #%! varying properties can either be dealt with a multilayered model by dividing it into several homogeneous #&! thin layers or by treating it as a functionally graded material (FGM). These sub-divided homogeneous #'! multilayers can be an asymptotic solution to approximate the real material properties, and the more #(! number of sub-divided multilayers is divided the more precise the approximation will be. The number of #)! layers could be properly chosen in order to obtain a compromise between the approximation precision #*! ! and the numerical efficiency. Nevertheless, this multilayer method can be an effective solution compared "! to an exact functionally graded description method. [START_REF] Wang | Recursive geometric integrators for wave propagation in a functionally $+! graded multilayered elastic medium[END_REF] In this paper, we aim at evaluating the variation of #! the elastic property in the coating, ab initio or as a result of degradation. Since FGM properties are often $! described by exponential functions. 28,[START_REF] Wang | Recursive geometric integrators for wave propagation in a functionally $+! graded multilayered elastic medium[END_REF] we also use the following model: shown in Fig. 10 indicates that the only possibility for the proposed E(z) expression Eq. ( 25) is to have a "+! positive value of ). A V(z) optimization process was performed to obtain the exponential index of the ""! previously described specimen, which is found to be a functionally graded material along the depth of the "#! coating. The value of the exponential rate that offers the best fit between the measured and modeled "$! values of () Eh is ) = 5.23. Using this exponential rate in Eq. ( 25) provides the optimized Young's "%! modulus profile shown in Fig. 12 by the curve with triangle markers.

%! / 1 ( ) (0) ( ( ) (0)) 1 zH e Ez E EH E e =+ , ( 25 

"&!

In order to validate the above evaluated graded Young's modulus profile, further V(z) measurements "'! were accomplished by polishing the original 300 µm-thick coating 15 times after each measurement. By "(! doing so, 15 values of average Young's modulus () Eh over different thicknesses have been ")! determined by the inversion of the corresponding 15 V(z) curves under the assumption of homogeneous "*! coating by applying a one-layer on substrate model described in Sec. IV.C. Then, for a V(z) curve with a #+! coating thickness of h, the profile E(z) can be derived from the average Young's modulus #"! () Eh according to:

##! 0 1 () () h E h E z dz h = (26) #$!
The first option we chose to retrieve E(h) without any a priori was to conduct a back-sweep #%! iteration process in order to evaluate the E(z) in the coating. First the 15 evaluated average Young's #&! modulus () Eh as a function of coating thickness h were fitted using an exponential curve, then E(z) #'! was calculated by a back sweep iteration as: #(! 

$! %!

The smaller the (h i+1h i ) step the more accurate is the approximation of E(z). Hence, the above described &! procedure was implemented on the () Eh data interpolated with fine steps, which give the E(h) '! curves with square markers in Fig. 12. (! Second, E(h) is derived from the measured () Eh according to the its previously mentioned )! supposed exponential behavior by substituting Eq. ( 25) into Eq. ( 26) and after simple calculation we *! obtain:

"+! ( ) (0) ( 1) 1( 1 ) h H EH E Eh E e eh e = + (28) ""!
where h is the thickness of the coating after each etching step; H is 300 µm (the total thickness of the "#! original coating) and *E=E(H)-E(0). The Young's modulus at the bottom of the coating E(0) and can be "$! reasonably approximated by the value of () Eh after the 15 th etching step, since the remaining coating "%! thickness is about 20 µm. One can see that there are two remaining parameters to be determined in Eq. "&! (28): ) and *E. A data reversion process was conducted applying Eq. ( 28) in a MatLab curve-fitting "'! program using the measured 15 pairs of ()

Eh and h values. The two obtained parameters were )=5.28 

V. CONCLUSION '!

A model of line-focus microscopy has been derived by angular spectrum approach. Using this (! model, we studied V(z) curves of a thermal sprayed coating on substrate in order to evaluated its elastic )!

properties.

*!

The reflection coefficient for multilayered coatings on a substrate, with fluid loading of the "+! coating's surface, is an integral part of the V(z) measurement model for a line-focus acoustic microscope.

""!

We used a model of multilayered coatings with graded properties on substrate to calculate the acoustic "#! reflection coefficient of our samples. The knowledge of the reflection coefficient is mandatory to "$! investigate SAW propagation in thermal sprayed coatings with different thicknesses. 

FIG. 1 .

 1 FIG. 1. Sketch of line-focus acoustic microscopy on (a) a functionally graded material and (b) a set-up of the experiment.

FIG. 2 .

 2 FIG. 2. Sketch of fluid loaded multi-layered coatings on substrate.

  ) $! Substituting Eq. (4) into Eq. (3), the relationship between matrices B and A can be obtained %!

  vector at the top surface of the coating. "*! Now, taking into consideration the boundary condition on the fluid/layer interface yields:

  FIG. 3. Dispersion curve of the 22-type Hastelloy coating on the substrate of 304-type austenitic stainless steel: (a) wave

  (PVDF) material, coated with a thin layer of gold. By a proper choice of the damping material for the #%! backing, this transducer behaves as a broadband device. The radius of curvature of the transducer is 8 #&! mm. The half-aperture angle is 36°, which is large enough for the generation of Rayleigh waves on most #'! of the usual solids. #(! The transducer is connected to a commercially available pulse generator (33250A function/arbitrary #)! waveform generator, Agilent Technologies, Inc.) by a preamplifier working in pulse-echo mode. In these #*! conditions, it is possible to operate with transient signals whose frequency content extends from 5 to $+! several tens of MHz. A digital oscilloscope (Tektronix TDS3012B), together with a personal computer, $"! is used to record and process the time signals. The specimen is immerged in water whose temperature $#! was well controlled by a thermal monitor with a constant temperature of 25 °. $$! During V(z) curve measurement, both the specimen and the transducer are mounted on a mechanical $%! translation stage (x, y, z, and rotation controllable) for accurate alignment and for the upward or $&! ! downward movement along the z axis. The transient response are obtained directly from the output of the "! system; while the V(z) curves are obtained by fast Fourier transforming a series of transient responses #! measured at different distances z and then plotted as a function of z at a fixed frequency.

FIG. 4 .FIG. 5 .FIG. 6 .

 456 FIG. 4. Comparison between experiment and modeling of V(z) curves for anInconel 600 bulk material at 18.5 MHz.

FIG. 7 .

 7 FIG. 7. V(z) curves of coated material with different coating thickness as well as curves of the 304-type austenitic

FIG. 8 .

 8 FIG. 8. V(z) curves of the Hastelloy C22 coating on the 304-type austenitic stainless steel at 6 MHz with a coating

FIG. 9 .

 9 FIG. 9. Experimental and optimized V(z) curves of coated materials with different coating thickness at 6 MHz.

FIG. 10 .

 10 FIG. 10. Coating thicknesses and Young's modulus of 22-type Hastelloy coatings on a substrate of 304-type austenitic

  ) &! where E(0) and E(H) are the Young's modulus of the upper and lower surface of the coating, '! respectively, and H is the thickness of the coating. (! Fig. 11 are measured and calculated V(z) curves of a functionally graded coating on substrate with )! different exponential index ). Only positive values of ) are considered, because the behavior of <E(z)> *!

FIG. 12 .

 12 FIG. 12. Comparison of the evaluated Young's modulus gradation E(z) by V(z) optimization (triangle), back-sweep

  "%! V(z) curves for different coating thicknesses have been measured and compared with curves based "&! on the established model. Treating 22-type Hastelloy coatings, deposited on a 304 steel substrate, as "'! functionally graded materials (FGM), we evaluated the coating thickness and the Young's modulus "(! gradation independently. ")! We validated the evolution of the elasticity with depth within the thick coating by means of an "*! iterative, destructive, test. The observed agreement between the results from the FGM model and the #+! multilayered model suggests that we can measure the desired gradient in a completely non-destructive #"! way, which was our initial goal. ##! #$!

  

  

TABLE I .

 I $!In this study, two kinds of materials are investigated. One is a bulk Inconel 600 stainless steel with %!finely measured properties such as density, longitudinal velocity and transversal velocities. This kind of &! material is used in order to validate V(z) modeling of the line-focus microscopy, which will be discussed '! in Sec. IV.A. The other is a 22-type Hastelloy coating on a substrate of 304-type austenitic stainless steel. (! This material is chosen for the establishment and verification of the acoustic wave propagation model of )! a multilayered system on substrate, which will be presented in details in Sec. IV.B. The properties of the *! materials numerically investigated in this article are listed in TableI. Properties of the materials used in this paper.

	"+!		
	""!		
	"#!		
	Testing	&	E
	Materials	(g/cm 3 )	(GPa)

  ) †

		Inconel 600	8.490 216.61 0.302 5878 14.68 3130 28.43 2899 30.93
		304 steel	7.900 193.20 0.290 5661 15.26 3079 28.94 2846 31.57
		22-type Hastelloy 8.690 199.00 0.314 5669 15.24 2952 30.31 2739 32.96
	"$!	† Values calculated with sound velocity in water V f = 1490 m/s.
	"%!	
	"&!	

curves of measured and calculated functionally graded coating on substrate as a function of exponential #! index . Inset shows the Rayleigh velocity changes versus the exponential index of the FGM.

  

	#)!		1 () i Eh +	=	11 1 () ii ii Eh h + hh ++	( ) i Eh	i h	(27)
	#*!	where	1 () i Eh + is the average Young's modulus of a coating thickness h i+1 ,	() i Eh is that of a
	$+!	coating thickness h i , and				
	$"!						

1 () i

Eh + is the Young's modulus at z=h i+1 .

! "!

FIG. 11. V(z)
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