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In this paper, a comparison of different global to beam irradiance models has been performed. In a first step, five global-to-beam irradiance models are compared against ground measurements from three sites in Spain. Four of these existing models have also been fitted in the selected sites, and the results are presented as well. Finally, one new model (fully described in paper 11693) is also compared with the same ground measurements. The model comparison has been made by means of first and second order statistics, as RMSE and some parameters based on Kolmogorov-Smirnov test. The comparison of the beam irradiance provided by the models with the measured beam irradiance shows a similar behavior of the existing models in the selected Spanish sites. The four new fitted models show a better behavior related to the first order statistics, but the fitted models do not provide appropriate results when the irradiance is very high. The results provided by the new developed model seem to be better than the others. As it is a first approach, these results confirm that the applied methodology is appropriate for this objective, and it will be further developed in future works.

Introduction

Nowadays, there is a growing need of data related to beam solar radiation. The market situation of solar technologies and the premium prices in countries as Spain, leads into the need to characterize the expected beam solar radiation in a specific location by means of a short measurement campaign. To estimate beam radiation from global radiation, information derived from satellite images or data from well known data bases of global solar radiation can be used. In both cases, global-to-beam irradiance models are often needed.

In this work, the results provided by five global-to-beam irradiance models are compared against ground measurements from three sites in Spain. Another four new global-to-beam irradiance models have also been fitted with the measured data in the selected sites, and the results are presented as well. The first approach to a new model and the results provided for the same locations are also compared.

This study follows the line proposed by Ineichen [START_REF] Ineichen | Comparison and validation of three global-to-beam irradiance models against ground measurements[END_REF] showing the accuracy that can be expected from the most commonly used models for estimating beam solar radiation, and it also proposes local fitting of this models as a first way to improve the accuracy.

Methodology

Five models of global to direct beam irradiance have been selected for this study. These global-to-beam models are Orgill and Hollands model [START_REF] Orgill | Correlation equation for hourly diffuse radiation on a horizontal surface[END_REF], Erbs model [START_REF] Erbs | Estimation of the diffuse radiation fraction for hourly, daily and monthly-average global radiation[END_REF], Reindl model [START_REF] Reindl | Diffuse fraction correlations[END_REF], Louche model [START_REF] Louche | Correlations for direct normal and global horizontal irradiation on French Mediterranean site[END_REF] and Perez model [START_REF] Perez | Dynamic Models for hourly globalto-direct irradiance conversion[END_REF]. The purpose of the present study is to do a comparison of the five models against measurements from three locations in Spain. The three Spanish locations selected are Madrid, Murcia and Cáceres. For this comparison a Kolmogorov-Smirnov test has been applied to check whether the beam irradiance series provided by the models could statistically be similar to the measured data or not. Some statistical parameters based on the Kolmogorov-Smirnov test of first order (RMSE, Relative RMSE and BIAS) and second order (KSI and OVER) [START_REF] Espinar | Analysis of different comparison parameters applied to solar radiation data from satellite and German radiometric stations[END_REF] have been also used. The KSI parameter (Kolmogorov-Smirnov test Integral) is defined as the integrated differences between the cumulative distribution functions of the two data sets. For the determination of the OVER parameter, the integration is only calculated for those differences between the cumulative distribution functions that exceed the critical limit of the original Kolmogorov-Smirnov test.

The original five global-to-beam models were developed using measured data in sites which are very far away from the selected Spanish locations. For this reason four new models have been derived from the measured data of global and beam irradiance in the Spanish locations. The formulation of these new globalto-beam models is similar, one by one, to the first four original models:

Orgill and Hollands:

Erbs: 
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But in this paper new coefficients are fitted for these four models. A model similar to the Perez model has not been fitted with measured data because of its complexity. Results provided by these new four models are also compared to the beam irradiance measured in the three Spanish locations.

One new model has been developed and the first approach to it is fully described in the paper 11693 "A new learning methodology of global-to-direct irradiance based on clustering and kernel machines techniques". The results provided by this new model for the same locations are also compared in the present paper.

Data used for the global-to-beam irradiance model comparison

In this work, beam irradiance given by five global-to-beam irradiance models are compared to the measured one in some ground stations. The available data for the selected locations, Madrid, Murcia and Cáceres, are hourly data from October 2005 to September 2008.

To ensure the quality of the measured data several quality test have been applied to them. The quality tests which have been used are the ones recommended by the Baseline Surface Radiation Network (BSRN) in its Operations Manual [START_REF] Mcarthur | Baseline Surface Radiation Network (BSRN)[END_REF]. These quality tests are the following:

• Physically possible.

• Extremely rare.

• Across quantities.

In addition, the extraterrestrial irradiance G0 has been calculated for each data, and the values of measured global irradiance which exceeded the corresponding extraterrestrial irradiance have not been used for the model comparison.

Results

Once the measured data have been filtered, the four new models, with similar formulation to the fist four models but derived using the measured data in the three Spanish locations, have been fitted.

Orgill and Hollands fitted:

Erbs fitted: 

     > ≤ ≤ - ≤ - = 75 .
k k k k k k - + - + + - =
In this paper can be shown the validation of the following models:

• Five global-to-beam existing models (Orgill and Hollands, Erbs, Reindl, Louche and Perez).

• Four existing models (Orgill and Hollands, Erbs, Reindl and Louche) but fitted with local data.

• A new model developed by CENER (described in the paper 11693).

For the validation of the models the results of the Kolmogorov-Smirnov test and some statistical parameters based on it are presented for each Spanish location.

Figure 1 and Table 1 show the results for the location of Madrid. As can be seen in Table 1, for Madrid location, the five original models present almost the same behavior in terms of the RMSE, being the Reindl model the one which gives better results. According to the second order parameters, the model which presents the best behavior for Madrid location is the Erbs model.

The four models similar to the first four original but fitted with data measured in the Spanish locations improve the RMSE and BIAS parameters, but provide worse results for the second order parameters.

The new developed model presents a good behavior in Madrid location improving most of the analyzed parameters. 

Table 2. Statistical parameters of the different models for Murcia location

Table 3 shows the results for the location of Cáceres. As can be seen, for Cáceres location, the five original models present almost the same behavior in terms of the RMSE, being the Reindl model the one which gives better results for this parameter. According to the second order parameters, the model which presents the best behavior for Cáceres location is the Erbs model.

The four models similar to the first four original but fitted with data measured in the Spanish locations improve the RMSE parameter, but provide worse results for the rest of the parameters.

The new developed model presents a good behavior in Cáceres location improving most of the analyzed parameters. 

Fig. 3. OVER % parameter for all the locations and models

Conclusions

Five global-to-beam irradiance models have been compared against ground measurements from three sites in Spain. The comparison of the beam irradiance provided by the models with the measured beam irradiance shows an inappropriate behavior of the existing models in the selected Spanish sites.

Four new models with similar formulation to four of the original ones have been fitted with the data measured in three Spanish sites. The four new global-to-beam irradiance models have been also compared against ground measurements. The comparison of the beam irradiance provided by the new fitted models to the measured beam irradiance shows a better behavior of the models, but the models do not provide appropriate results when the irradiance is very high.

There is a difference in the comparison related to the statistic parameters. If the first order statistics are compared, the new fitted models have improvements related to the existing ones, thus, the RMSE of the new fitted models are better than the original. But when second order statistics are compared the behavior is a little worse than the original models. The reason could be the data selected for the training, and in future works this possibility will be checked [START_REF] Polo | Iterative filtering of ground data for qualifying statistical models for solar irradiance estimation from satellite data[END_REF].

One new model has been developed and the results provided have also been compared with ground measurements. The results provided by the new developed model are better than the others, but as it is a first approach, it will be further developed. New formulation of global-to-beam models could be proposed so that they provide more appropriate results in the selected Spanish sites.
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 1 Fig. 1. Kolmogorov-Smirnov test of Reindl, Perez and the new model for Madrid location

Fig. 2 .

 2 Fig. 2. RMSE parameter for all the locations and models

Table 1 .

 1 Statistical parameters of the different models for Madrid locationTable2shows the results for the location of Murcia. As can be seen, for Murcia location, the five original models present almost the same behavior in terms of the RMSE parameter, and again the Reindl model provides better results for this parameter, and for the BIAS parameter as well. According to the second order parameters, the Reindl model presents the best behavior for Murcia location.The four models similar to the first four original and fitted with data measured in the Spanish locations improve the RMSE parameter, but provide worse results for the rest of the parameters.The new developed model presents a good behavior in Murcia location improving most of the analyzed parameters.

	Statistical Parameter			MODELS			MODELS FITTED WITH DATA	NEW
												MODEL
	Order	Name	ORGILL	ERBS	REINDL	LOUCHE	PEREZ	ORGILL	ERBS	REINDL	LOUCHE	
	1 st order	RMSE	118	119	112	115	113	111	109	100	104	80
		rRMSE %	29	29	28	29	28	27	27	25	26	20
		BIAS	-9	-3	-12	12	23	-4	-4	-5	-4	7
	2 nd order	KSI	11	10	12	14	24	16	17	16	17	10
		KSI %	103	96	118	137	237	156	165	159	169	95
		OVER	2.4	2.2	6.3	6.9	15.7	9.1	9.0	8.2	9.4	1.3
		OVER %	23	22	61	67	154	89	88	81	92	13
	Statistical Parameter			MODELS			MODELS FITTED WITH DATA	NEW
												MODEL
	Order	Name	ORGILL	ERBS	REINDL	LOUCHE	PEREZ	ORGILL	ERBS	REINDL	LOUCHE	
	1 st order	RMSE	108	111	102	112	125	104	102	97	98	83
		rRMSE %	29	29	27	30	33	28	27	26	26	22
		BIAS	7	13	6	27	39	14	15	16	13	5
	2 nd order	KSI	8	15	10	25	38	21	21	16	22	8
		KSI %	70	136	89	228	341	186	187	145	195	71
		OVER	1.8	7.0	1.5	15.8	28.2	10.7	10.7	7.1	11.5	0.2
		OVER %	16	63	14	142	252	96	96	63	103	2

Table 3 .

 3 Statistical parameters of the different models for Cáceres locationNext figures show a global view of the results for first and second order statistics. Figure2shows the statistical RMSE parameter and figure3the OVER % for the three Spanish locations and the five original models, the four fitted models and the new developed model. It can be observed that when the RMSE of the new fitted model are better than the original, the OVER % parameter increases for the original models fitted with measured data.

	Statistical Parameter			MODELS			MODELS FITTED WITH DATA	NEW
												MODEL
	Order	Name	ORGILL	ERBS	REINDL	LOUCHE	PEREZ	ORGILL	ERBS	REINDL	LOUCHE	
	1 st order	RMSE	142	142	128	136	131	129	126	115	120	96
		rRMSE %	35	35	31	33	32	31	31	28	29	23
		BIAS	-10	-5	-19	9	11	-7	-9	-10	-9	9
	2 nd order	KSI	15	14	19	17	18	14	15	17	15	13
		KSI %	128	120	169	148	161	123	136	152	135	114
		OVER	5.1	4.2	8.4	7.8	9.8	7.4	9.4	9.0	9.1	3.1
		OVER %	45	37	75	69	87	65	83	80	81	27
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