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Chaotic behavior study for serial multicellular chopper connected to nonlinear load

In this paper, chaotic behavior investigation of two-cells chopper when it is associated a nonlinear load is considered. The model of such system is described by a continuous time three dimensional non-autonomous system. The route to chaos is studied by using numerical simulations of two-cells chopper model. Moreover phase portraits; Poincaré section and first return map are analyzed to highlight the main characteristic of this particular chaotic behavior.

I. INTRODUCTION

Multicells converters have grown from an attractive theoretical concept to industrial applications, especially for use in higher power applications [START_REF] Erickson | Fundamentals of power electronics[END_REF], [START_REF] Rodriguez | Multilevel inverters: a survey of topologies, controls, and applications[END_REF], [START_REF] Meynard | Electronic device for electrical energy conversion between a voltage source and a current source by means of controllable switching cells[END_REF], [START_REF] Meynard | Multilevel choppers for high voltage applications[END_REF], [START_REF] Meynard | Modeling of multilevel converters[END_REF], [START_REF] Robert | Modélisation en temps discret d'un convertisseur d'énergie électrique. 8th rencontre du non linèaire[END_REF] and they are well suited to packaging of renewable energy sources. Indeed, due to their modular structure, they can be combined easily [START_REF] Meynard | Modeling of multilevel converters[END_REF]. In recent decades, it was discovered that most of static converters were the seat of unknown nonlinear phenomena in power electronics [START_REF] Defay | A predictive control with flying capacitor balancing of a multicell active power filter[END_REF], [START_REF] Ghanes | High gain observer based on z(tn) observability for a 3-cell chopper: Design and experimental results[END_REF], [START_REF] Leon | Simple unified approach to develop a time-domain modulation strategy for singlephase multilevel choppers[END_REF], [START_REF] Bernardo | Chaos in power electronics : An overview[END_REF]. It is for example the case of multicellular choppers that can exhibit unusual and sometimes chaotic behaviors. Obviously this may generate dramatical consequences (see for example the 1MW multicellular chopper [START_REF]LEEIInfos[END_REF]). However, the usual averaged models do not allow to predicting nonlinear phenomena encountered. By nature, these models obscure the essential nonlinearities [START_REF] Tse | Complex behavior of switching power converter[END_REF]. To analyses these strange behaviors, it is necessary to use a nonlinear hybrid dynamical model. The goal of this paper is to highlight the presence of chaotic behavior in the serial multicellular chopper [START_REF] Tse | Complex behavior of switching power converter[END_REF] controlled by classical PWM method. The paper is structured as follows. Section 2 deals with the modeling process. The electronic structure of the multicell converter is addressed and the appropriate mathematical model is derived to describe the dynamics of the chopper. In section 3, the proposed study of two cells chopper is presented. Phase portraits and Poincaré section and first return map are plotted to define the torus breakdown to chaos. Finally, some concluding remarks are reported in section 4.

II. MULTICELLULAR CHOPPER MODELING

Mutilcellular chopper consists of cells, where each one contains two complementary power electronics components and can be controlled by a binary switch (Fig. 1) [START_REF] Davaucens | Etude des convertisseurs multicellulaires parallèles : Analyse du modèle[END_REF], [START_REF] Gateau | De la modélisation à la commande non linéaire des convertisseurs multicellulaires série. application à la fonction hacheur[END_REF], [START_REF] Meynard | Dispositif de conversion d'énergie électrique à semiconducteur[END_REF], [START_REF] Benmansour | Adaptive observer for multi-cell chopper[END_REF], [START_REF] Gateau | Multicell converters: active control and observation of flying-capacitor voltages[END_REF]. The signal is equal to 1 when the cell upper switch is conducting and equal to 0 when the lower one is conducting. These cells are associated to capacitors and the chopper is connected in series with an RL load [START_REF] Bejarano | Observability and observer design for hybrid multicell choppers[END_REF]. Consequently the chopper has p -1 floating voltage capacitors with p refers to cells number. The requested energy balance of the chopper is the following one

(v C k = k E p )
. This condition is necessary in order to guarranty that each cell cut off only E p . In this case output voltage of the chopper takes one of the following values: (0, E p , . . . , (p-1)E p , E). The chopper modeling is: Note that the chopper (Fig. 1), which has a purely dissipative load, can not generate a chaotic behavior. Nevertheless, it is well known since from [START_REF] Bernardo | Bifurcation and chaos in power electronics : an overview in nonlinear dynamics in engineering[END_REF] that power converter when it is connected to nonlinear load may have a chaotic behavior.

                                         dV C 1 dt = u2-u1 C1 i L dV C 2 dt = u3-u2 C2 i L . . . dV C p-1 dt = up-up-1 Cp i L di L dt = u2-u1 L V C1 + u3-u2 L V C2 + . . . + up-1-up L V Cp-1 + up L E -R L i L (1) 

III. CHAOTIC BEHAVIOR

A. Modelling

For the sake of simplicity, this investigation is carried out for a two cells chopper (Fig. III-A). A passive load in series with a nonlinear load composes the considered load. Moreover, the nonlinear load is connected with a capacitor in order to keep in mind the nonlinear properties. From equation 1 and taking into account the nonlinearity of the load, the two cells chopper modeling connected to noninear load is given by the following set of equations:

               dv C dt = u2-u1 C i L dv dt = (i L -g(v)) C l di L dt = u2-u1 L v C -1 L v -R L i L + u2 L E (2) 
where

g(v) = 1 2 v -(|v + 1| -|v -1|)

B. Chaotic behavior study

In this section, three indicators are used to identify the type of transition leading to chaos [START_REF] Wiggins | Introduction to applied nonlinear dynamics[END_REF] of system (2) : Routes to chaos with phase portraits, Poincaré section and first return map. Chaotic systems are sensitive to initial values. Chaotic behavior of system (2) can be obained only by varying the switching frequency f s of the chopper. To be able to enter the chaotic behavior, the following parameters values of system (2) are chosen and assigned constants in the three indicators:

C = 0.1µF , C l = 40µF , R = 10Ω, L = 50mH, E = 100V .
1) First indicator : routes to chaos: For the sake of simplicity and the leak of space, only the phase portraits of v with respect to I L are given in order to show the route to chaos and express the behaviour of the nonlinear load. The 3 dimentional phase portrait v c with respect to v and i L is given and analysed. As it is expected, a chaotic behaviour appears when the frequency of the converter decreases. As it can be seen from figures [START_REF] Bernardo | Bifurcation and chaos in power electronics : an overview in nonlinear dynamics in engineering[END_REF][START_REF] Bernardo | Chaos in power electronics : An overview[END_REF][START_REF] Davaucens | Etude des convertisseurs multicellulaires parallèles : Analyse du modèle[END_REF][START_REF] Defay | A predictive control with flying capacitor balancing of a multicell active power filter[END_REF][START_REF] Erickson | Fundamentals of power electronics[END_REF][START_REF] Gateau | Multicell converters: active control and observation of flying-capacitor voltages[END_REF][START_REF] Gateau | De la modélisation à la commande non linéaire des convertisseurs multicellulaires série. application à la fonction hacheur[END_REF][START_REF] Ghanes | High gain observer based on z(tn) observability for a 3-cell chopper: Design and experimental results[END_REF], when the frequency is very little (f s = 0.25hz, Fig. 3), iL is a point. As the frequency increase to 1Hz, the chopper get into chaos. And gradually weaken since 30Hz. When the frequency is 100kHz, iL become a point again.

2) Poincaré section analysis: f s = 20Hz:

The Poincaré section is computed for i L = 0 when the frequecy is 20hz and the load voltage is stable in 4V . From figures [START_REF]LEEIInfos[END_REF][START_REF] Leon | Simple unified approach to develop a time-domain modulation strategy for singlephase multilevel choppers[END_REF] it can be seen that the symmetry is arround the nominal voltage capacitor V cn that is 50V . 14) it can be seen that the system is in the chaos between 1Hz and 30Hz. As the frequency increase, the system get into stable. But at the resonance frequency 2253.6Hz, the load current i L get the maximum value of 5A, the system get into unstable aera (figure [START_REF] Meynard | Electronic device for electrical energy conversion between a voltage source and a current source by means of controllable switching cells[END_REF]. 

IV. CONCLUSION

In this paper, a study of chaotic behaviour in multicellular chopper (mainly 2-cells chopper) connected to a particular nonlinear load is investigated. The main contribution of this work consists to draw the importance of the link between the switching frequency of the chopper and the resonnance frequency of the circuit in chaos generation. The simulated results show that toroidal chaos occurs. Our on going work is first to implement the propored method in experimental 2-cells set up with nonlinear load realization. Then we are planning to extend this investigation to choppers with cell number greater than two.
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