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We depict a new approach for the localized creation in three dimensions (3D) of a highly demanded

nonlinear optical function for integrated optics, namely second harmonic generation. We report on the

nonlinear optical characteristics induced by single-beam femtosecond direct laser writing in a tailored

silver-containing phosphate glass. The original spatial distribution of the nonlinear pattern, composed

of four lines after one single laser writing translation, is observed and modeled with success,

demonstrating the electric field induced origin of the second harmonic generation. These efficient

second-order nonlinear structures (with vð2Þef f � 0.6 pm V�1) with sub-micron scale are impressively

stable under thermal constraint up to glass transition temperature, which makes them very

promising for new photonic applications, especially when 3D nonlinear architectures are desired.

I. INTRODUCTION

Second-order nonlinear optical function is broadly

demanded for a large application panel as the creation of new

and intense coherent radiations through parametric frequency

conversion,1 nonlinear integrated optics based on electro-

optical effects,2 sub-wavelength laser beam metrology,3 non-

linear metamaterial engineering,4 or in vivo biological imag-

ing with optimized nonlinear tags.5 The access to such

property compatible with micro-photonic devices is still

highly challenging and various approaches co-exist. On the

one hand, organic crystals are very promising for optical cir-

cuit engineering but they still suffer from low optical damage

thresholds. On the other hand, inorganic non-centrosymmetric

crystals have been widely exploited even if they are more

compatible with bulk devices, taking into account intrinsic

cost and time limitations for the growth of very large volumes.

For integrated optics, crystalline film technology has been

developed but, as for the bulk materials, it suffers from expen-

sive and time-consuming processes. Regarding the vitrocer-

amics, the localized creation of micro- or nano-crystallites in

a glassy matrix is a nontrivial approach, since it requires both

the control of the crystallite orientation and its three-

dimensional (3D) spatial distribution,6 without affecting trans-

mission properties with unwanted diffusion aspects. Even if

frequency-doubling metallic nanoparticles may be well ori-

ented, they are frequently limited to surface thin films with

significant surface plasmon resonance induced losses.7

Thermal poling of glasses gives access to electric field

induced second harmonic generation (EFISHG), but such

approach is limited to 2D surface structuring and the pattern-

ing shape and dimensions are constrained by that of the

applied electrodes.8–13

However, laser-assisted processes have led to significant

achievements to produce second harmonic generation

(SHG), due to the local inversion symmetry breaking, related

to the creation of a spatially modulated static electric

field distribution. This was initially obtained in fibers by

co-propagating a fundamental laser beam and its second-

harmonic in the nanosecond regime. The four-wave mixing

of these light fields gives rise to a periodically alternated

static electric field.14 This was even enhanced by co-

propagating such two beams with an additional UV light,

from either a CW source15 or the third-harmonic radiation.16

The EFISHG efficiency and stability were shown to be

highly dependent on the considered glass matrix, related to

the nature of the laser-induced defects.17 Other works on

photosensitized silver-doped silicate or phosphate glasses

addressed the space-selective precipitation of nanopar-

ticles,18,19 without, however, accessing the EFISHG process

in these cases.

In this article, we propose a new approach based on

single-beam fs direct laser writing (DLW), to create on

demand an efficient and stable SHG functionality, with a

sub-micron control of its 3D spatial distribution and orienta-

tion, whose process is fully compatible with both local

micro-integrated optics and large-scale 3D SHG architecture.

We have developed a tailored silver-containing phosphate

glass, which allows fast-access and cost-limited large sam-

ples with excellent optical quality. Under femtosecond (fs)

direct laser writing, such glass provides very strong optical

contrast in fluorescence20 or third-order nonlinear optical

property (third harmonic generation),21 compatible with
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multi-level 3D high-density data storage.21,22 We report on

the fact that single-beam fs DLW can also generate a local-

ized SHG response, which significantly extends previous

studies.23 We demonstrate that the laser-induced nonlinear

function provides an efficient and remarkably stable optical

brick for further nonlinear photonics applications, such as

integrated nonlinear frequency converters or electro-optics

devices. Such original approach shows the ability to perform

fs direct laser poling (DLP), by obtaining an EFISHG behav-

ior with efficiencies (of the order of 0.6 pm V�1 as long as

thermal constraints remain below glass transition tempera-

ture), similar to that obtained by thermal poling. Therefore,

DLP opens exciting potentialities, with a direct and versatile

access to 3D nonlinear functionalized materials.

II. EXPERIMENTAL METHOD

A. Glass sample, DLW setup, and irradiation protocol

The considered glass sample was a tailored silver and

zinc phosphate glass (labeled PZA), annealed, cut with a typ-

ical thickness of 1 mm, and polished to optical quality,24

with a 5% Ag2O concentration (in mol. %). The experimen-

tal DLW setup was based on a home-made nonlinear micro-

scope as described elsewhere,25 including a fs laser

(KGW:Yb oscillator, 6 W, 10 MHz, 470 fs at 1030 nm,

T-Pulse 500, Amplitude Systemes), an acousto-optic modu-

lator to control the irradiation parameters as the irradiation

duration and the transmitted irradiance, a microscope objec-

tive (Mitutoyo, APO PLAN NIR, 100�, NA 0.7), and a high

precision 3D translation stage for nanometric positioning

and displacement of the glass sample under irradiation

(XMS-50 stages, Micro-Contrôle, 20 nm resolution).

DLW was performed by linearly moving the glass sam-

ple at controlled speeds from 20 up to 300 lm s�1 locally

corresponding typically to 1.0� 106 down to 0.66� 105

pulse numbers, for different fluencies from 3.52 to 5.15 J

cm�2 (from 7.5 to 11.0 TW cm�2). DLW-induced linear

structures were processed, with lengths of 100 lm, and

located in a plane typically at 170 lm below the glass sur-

face, which prevents any interaction between the localized

structured volume and the glass surface. This eliminates any

possible physico-chemistry at the surface with the surround-

ing atmosphere, which makes the SHG independent from

surface effects. The linear polarization of the writing beam

was parallel to the sample translations (and thus to the lines)

during the DLW process.

B. Nonlinear SHG imaging setup

The experimental nonlinear imaging setup was based on

a second home-made nonlinear microscope including a fs

laser (KGW:Yb oscillator, 1 W, 50 MHz, typically 200 fs at

1030 nm, T-Pulse 20, Amplitude Systemes), a half-wave plate

before a Faraday rotator to isolate the laser from beam reflec-

tion and to control the irradiance of the laser pulses, an

adapted pair of GTI (Gires-Tournois interferometer) mirrors

to compensate the Faraday rotator group velocity dispersion, a

polarization filter, a loosely focusing objective preventing sig-

nificant longitudinal polarization at the focus (Olympus, 10�,

NA 0.25) followed by a sharp collecting objective (Olympus,

100�, NA 0.8), a polarization analyzer and a spectral band-

pass filter centered at 515 nm for the analysis of the SHG sig-

nal and, finally, a Peltier-cooled high-sensitivity CCD camera

(Hamamatsu C4742-95), as seen in Fig. 1. The sample posi-

tion between the two objectives was adjusted with a high pre-

cision 2D translation stage in the horizontal plane (Newport,

SMC100) and with a manual micro-precision controlled for

longitudinal displacement. Second harmonic signal was

obtained by numerically integrating the pixels of the images

of the nonlinear emitting patterns, once these images were

properly conjugated and obtained on the CCD camera. The

fundamental and second-harmonic radiation spectra have been

controlled with a fiber spectrometer.

III. RESULTS AND DISCUSSION OF THE EFISHG
RESPONSE

A. Dependence with the incident laser power

The nonlinear response of the laser-induced linear struc-

tures was studied with the nonlinear SHG setup on an indi-

vidual linear structure that resulted from a single and unique

displacement of the sample at constant speed. Fig. 2(a)

shows the image of the illuminated part of an individual lin-

ear structure, generating a coherent second harmonic signal

associated to a non-trivial spatial pattern made of four dis-

tinct lines, as deeply analyzed and modeled in Secs. III C and

FIG. 1. Experimental setup for nonlin-

ear SHG microscopy imaging after

direct laser poling.
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III E. Due to the incident laser focusing with the 10� objec-

tive, only a short part of about 4 lm is illuminated among the

100 lm long structure. Therefore, the observed SHG signal

amplitude results from both the spatial distribution of the

nonlinear structure and the illuminating Gaussian beam

transverse profile. A spectral collection showed a very nar-

row peak at 515 nm, exactly half of the incident laser wave-

length, demonstrating a nonlinear frequency-doubling

process (Fig. 2(c)). Moreover, a power scan of the incident

laser led to a clear quadratic dependence of the SHG ampli-

tude, as seen in Fig. 2(b) after the numerical integration of

the whole pictures collected by the high-sensitivity camera,

in agreement with an effective second-order nonlinear inter-

action. Despite its non-trivial spatial distribution of the SHG

pattern, one should note that each emitting point of the linear

structure undergoes quadratic power dependence. Such

laser-induced nonlinear structures showed the same SHG

signature all along the laser-written lines.

B. Dependence with the incident laser polarization or
the collection polarization

The EFISHG response results from the effective cou-

pling of a buried electric field with the nonlinear third-rank

susceptibility tensor vð3Þ. In the case of amorphous glasses,

as for the cubic symmetry, among the 34¼ 81 vð3Þijkl elements

(indices i, j, k, l can be x, y, or z in the experimental frame),

only vð3Þiiii ¼ vð3Þjjjj and vð3Þiijj ¼ vð3Þijij ¼ vð3Þijji are nonzero, where

Kleinman symmetry adds the following relation vð3Þiiii

¼ vð3Þiijj þ vð3Þijij þ vð3Þijji with i 6¼ j, leading to vð3Þiiii ¼ 3vð3Þiijj in the

case of purely electronic nonlinear response.26 From a spec-

tral point of view, vð3Þijkl elements correspond to

v 3ð Þ
ijklð2x; x;x; 0Þ, where x is the fundamental laser angular

frequency, while the static electric field associated to the bur-

ied electric field corresponds to a null optical frequency.

We performed the analysis of the second harmonic in-

tensity with respect to the transverse polarization orientation

of the incident transverse laser field that propagated along

the z-axis. Such polarization direction defines the arbitrary x-

axis in the glass sample. The electric field EDC decomposes

in fEDC:cos hð Þ; EDC:sin hð Þg along the {x, y} axes in the

plane perpendicular to the laser propagation direction, and

where h is the angle between the laser polarization and the

static field. In such conditions, the second harmonic intensity

writes as

I2x hð Þ /
����v 3ð Þ

yxxy

����
2����EDC

����
2

I2
x 9cos2 hð Þ þ sin2 hð Þ
� �

: (1)

We also performed the polarization analysis of the second

harmonic emission, for the incident laser polarization fixed

parallel to the static electric field direction labeled as the x-

axis, with h¼ 0. In this case, for the angle b between the ori-

entation of polarization analyzer and the static field direc-

tion, the polarized second harmonic intensity writes as

I2x b; h ¼ 0ð Þ /
����v 3ð Þ

yxxy

����
2����EDC

����
2

I2
x 9cos4 bð Þ þ sin4 bð Þ
� �

: (2)

Figure 3 shows the SHG intensity with respect to the laser

polarization orientation, in excellent agreement with Eq. (1).

It confirms that we deal with an EFISHG process, with an

effective nonlinear response vð2Þef f ¼ 3vð3Þ•EDC, where • stands

for the contracted product. In addition, it also shows that the

orientation of the static electric field is perpendicular to the

linear structure, since h¼ 0 is fixed here for the laser polariza-

tion perpendicular to the structure. On the other hand, we also

verified that the dependence of the polarized second harmonic

intensity, with respect to the linear collection orientation laser

polarization orientation b, is in excellent agreement with Eq.

(2). This confirms the optimal polarized collection along the

static electric field orientation, for b¼ 0, while the laser polar-

ization is perpendicular to the DLW-induced structure. Each

second harmonic emitting point follows the same polarization

dependence, except that each position is affected to a modu-

lated efficiency that directly corresponds to the spatial distri-

bution of the buried static electric field amplitude.

C. Dependence with the imaging focus depth and
modeling of the EFISHG topology

The linear laser-induced poled structure, associated to a

non-trivial pattern composed of four emitting lines, as seen

in Fig. 2(a), has been studied in detail. In order to demon-

strate the physical existence of this SHG spatial distribution

and to ensure that no diffraction effect was at the origin of

such unexpected observation, the incident probe laser polar-

ization was set perpendicular to the linear structure, thus par-

allel to the static electric field direction, to solicit the largest

effective second harmonic response with no analyzer.

Different coherent second harmonic images were col-

lected for different depths of focusing by longitudinally

FIG. 2. (a) Coherent image of the second harmonic response at 515 nm, under 1030 nm weakly focused probe beam on a 100 lm long individual laser-induced

poled linear structure, associated to a non-trivial spatial pattern made of four sub-micron distinct lines. (b) Quadratic dependence of the second harmonic signal

at 515 nm obtained by numerical integration of the imaged pattern. (c) Simultaneous recording of the fundamental and second-harmonic spectra.
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translating the position of the structured sample between the

two illuminating and collecting objectives. Each of these two

objectives had been set at fixed positions to optimize the col-

lected second harmonic amplitude, which corresponds to the

collection focal plane being overlapped with the illuminating

focal plane. The optimized sample position, which provided

the most intense second harmonic response, was labelled the

“Z¼ 0” sample position. Different images were recorded for

sample positions at Z¼ 0, 2, 4, and 8 lm, and the related trans-

verse profiles were obtained by vertical integration along the

linear structure direction of the images, as shown in Fig. 5.

The second harmonic transverse profiles show (i) an intensity

decay for sample positions away from the “Z¼ 0” position,

but most strikingly (ii) a strong profile reshaping and modifica-

tion due to Fresnel diffraction introduced by the change of

propagation distances of each second harmonic emitting point

towards each position of the collection focal plane (being con-

jugated to the CCD camera). Therefore, we developed a model

to simultaneously match the observations for all the different

sample Z-positions by adjusting the static electric field trans-

verse distribution while considering an invariant longitudinal

distribution along the depth of the EFISHG structure (typically

along 8 lm, corresponding to the nonlinear Rayleigh length of

the DLW interaction). Since both second harmonic polariza-

tion components are proportional one to the other, the consid-

ered scalar model was sufficient to properly deal with the static

electric field distribution and the subsequent EFISHG signal

under weakly focused probe laser (objective 10�, NA 0.25).

Indeed, such weak focusing prevents from depolarization of

the incident beam at the focus, which avoids longitudinal solic-

itation of tensor components. For each EFISHG emitting point

towards each collection point, the second harmonic optical

field profile was described as

E2x X; Zð Þ /
ð ð

e
i

�
k2x:

ffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffi
X�x0ð Þ2þ Z�z0ð Þ2

p
þ2kx:z

0þ2:atanðz0=ZRÞ
�

ffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffi
X � x0ð Þ2 þ Z � z0ð Þ2

q
� E2

x x0; z0ð Þ:P x0; z0ð Þdx0dz0;

(3)

where (x0, z0) and (X, Z) variables correspond to the Cartesian

coordinates of the considered emitting point of the nonlinear

structure and to those of the considered collection point for a

given sample position, respectively; kx is the incident laser

probe wave vector, collinear to the Z propagation direction; ZR

is the Rayleigh length, and the related Gouy phase shift

atanðz0=ZR) accounts twice in the phase term since the second

harmonic field is proportional to the square of the incident laser

field; k2x is the wave vector of each second harmonic emitting

point; Ex(x0, z0’) stands for the spatial distribution of the inci-

dent probe beam, and P(x0, z0) for the second harmonic signal

amplitude that derives from the static electric field spatial dis-

tribution. The calculated second harmonic intensity at each col-

lection point was obtained by the integration of the second

harmonic waves coherently emitted from each point of the

EFISHG structure, taking into account the interferences of all

the generated waves at 515 nm and the associated dephasing.

Figure 4 reports on the experimental and calculated

results at optimal focusing, for the sample position at

Z¼ 0 lm. Fig. 4(a) shows the experimental EFISHG profile

resulting from the convolution of the transverse profile of the

probe laser beam squared intensity with a laser-induced poled

linear structure. Such pattern is composed of four lines, as a

direct consequence of the persistent buried electric field distri-

bution, as also further demonstrated in Fig. 5 after fitting with

our model from Eq. (3). Fig. 4(b) depicts the calculated

EFISHG spatial distribution, including (i) the optimal model-

ing of the static field spatial distribution, (ii) the relative sign

of the buried electric field (which corresponds to its orientation

changes), and (iii) the influence of the Gaussian intensity

shape of the laser beam. Further investigations should provide

the true sharpness of the spatial modulations of the buried

electric field, since our data show roughly 350 nm lateral reso-

lution (FWHM), which is typically that of the collection setup.

Figure 5 significantly extends Fig. 4 to all the different

sample positions that were simultaneously considered for

optimal adjustment of the buried electric field distribution.

Fig. 5 shows the excellent agreement of the model with the

experimental data. Such SHG-emitting structure typically

corresponds to the nonlinear excitation of double Young slits

FIG. 3. Normalized EFISHG intensity

versus the angle h between the laser

polarization orientation and the buried

electric field. The EFISHG intensity

was obtained from the whole integra-

tion of the related collected images, for

which the associated modeling is in

agreement with Eq. (1).
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with p-dephasing, leading to an exactly null intensity in the

center, as observed in Fig. 4 for any imaging depth. This

demonstrates the opposite direction of the buried static field

with inversion symmetry with respect to the center of the

laser beam, as also depicted in Fig. 4(c), which is in agree-

ment with the recently accepted paper in which the spatial

correlation between fluorescence and EFISHG spatial distri-

butions is detailed.27 This also demonstrates the topology of

the EFISHG pattern and the true physical existence of the

four lines that result from one single DLW linear translation.

Indeed, the intensity maxima are well positioned and the rel-

ative intensities are well described, even for large sample

displacement up to Z¼ 8 lm. Moreover, it is remarkable that

each of the four individual lines of the EFISHG pattern

shows typical 350 nm width (FWHM), well below the dif-

fraction limit of the used laser at 1030 nm during DLP. Such

width results from both the coherent construction of the sec-

ond harmonic field and the diffraction-limited resolution of

the collecting objective (100�, NA 0.8).

D. Dependence with the DLW parameters

The DLW parameters only affect the EFISHG ampli-

tude. On the contrary, both the EFISHG spatial distribution

and its polarization dependences at the excitation and collec-

tion remained almost unmodified. As described in the irradi-

ation protocol in Sec. II A, up to 8 translation speeds (20, 60,

110, 140, 180, 220, 260, and 300 lm s�1) were tested during

DLW for four distinct fluencies (3.52, 3.99, 4.53, and 5.15 J

cm�2), typically corresponding to the overlapped irradiation

of 106, 3.3� 105, 1.8� 105, 1.4� 105, 1.1� 105, 0.9� 105,

0.75� 105, and 0.66� 105 pulses at each position along the

linear structures.

Figure 6 shows the relative amplitude of the integrated

EFISHG signal versus the DLW parameters, and demonstrates

the rather independent influence of the writing speed for such

nonlinear response. On the contrary, the irradiance influence

is clear, with an original threshold and plateau behavior.

Indeed, a EFISHG response appears for quite a limited inci-

dent fluence as low as 3.52 J cm�2 (7.5 TW cm�2), while a

saturation of the EFISHG amplitude is rapidly observed from

moderate irradiation at 3.99 J cm�2 (8.5 TW cm�2).

Another striking aspect is that the observed EFISHG

depends on the DLW parameters in a different manner

compared to the induced material modification. Indeed, laser-

induced fluorescence is related to the creation and growth of

silver clusters, which was showed to increase logarithmically

with the number of pulses,23 while we report here the inde-

pendence of the second harmonic signal with the translation

speed, which corresponds to the very fast saturation of the

EFISHG response with the incident local number of pulses.

Moreover, at 3.52 J cm�2, we report on significant EFISHG

while no fluorescence could be measured at that stage. Such

crucial observation demonstrates a remarkable point, namely

that the buried electric field is created at early stage from the

first laser pulses, especially prior to the silver cluster formation.

These observations provide a significant breakthrough in

the understanding of the writing processes in these tailored

glasses with femtosecond lasers. We previously thought that

the DLW of distinct silver clusters, associated to ion and sil-

ver metal diffusion motions, was leading to the creation of a

net stabilized space charge separation at the root of the sec-

ond harmonic response.24 Actually, we demonstrate here that

the static electric field appears in an independent process to

that of the creation of the fluorescent silver species.

Correlative fluorescence and second harmonic microscopy

were recently reported in detail elsewhere,27 where we dem-

onstrated that both the buried space charge separation and its

related electric potential modulation are at the root of the

chemical growth and stabilization of the fluorescent silver

clusters. These findings, about the electric potential modula-

tions and subsequent silver cluster stability and about the ini-

tial glassy matrix reductive/oxidative potentials, should

further be discussed and compared with the cases of gamma

or ion irradiations.28

Finally, the microscopic origin of the static electric field

and its stabilization still remain an open question, beyond

the scope of this article. However, we can mention that other

studies are in progress in order to correlate the modifications

of the cationic concentrations, evidencing changes in the

Agþ spatial distribution, with the laser-induced creation of

the second-order nonlinear response. Therefore, we believe

that each laser pulse generates free electrons that get trapped

at the periphery of the beam focused spot. Such fast dynam-

ics of the electrons is then followed by a slow pulse-after--

pulse build-up of the EFISHG response in correlation with

cationic motions, especially that of Agþ ions. Besides, the

stabilization of such a static electric field is most likely to be

FIG. 4. (a) Experimental EFISHG profile resulting from the convolution of the incident probe laser beam transverse intensity profile with a laser-induced poled

linear structure. Note that such pattern is composed of 4 lines, as a direct consequence of the persistent buried electric field distribution. (b) Calculated

EFISHG response, including the static electric field distribution from optimization of our simulation model to match the experimental data, but also the relative

sign of such buried field, as well as the Gaussian beam intensity profile. (c) Projection of both the experimental EFISHG profile and the associated electric field

calculated distribution.
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associated to charge compensation as well as creation and

motion of other species.

E. Efficiency and stability of the EFISHG structures

The efficiency of our frequency-doubling structures was

estimated by comparing the EFISHG signal of the studied

laser-poled glass with that of a reference thermally poled bor-

ophosphate niobium (BPN) glass (with 42 mol. % Nb2O5).

Such BPN sample exhibits large EFISHG efficiencies up to

vð2Þeff � 2 pm V�1, with a poled zone (thickness hBPN¼ 4.2 lm)

below the surface.12,29 In the BPN glass, the buried electric

field shows a homogeneous spatial distribution with its direc-

tion perpendicular to the surface. Therefore, we introduced a

liquid crystal polarization plate (Arcoptics) in the nonlinear

SHG microscope to get a NIR fs radially polarized probe

beam. After focusing at the glass surface, we obtained a

mostly longitudinally polarized beam that led to the optimal

probing of the BPN nonlinear response by predominantly col-

lecting the solicited vð2Þxzz effective coefficient.

EFISHG signals were carefully rescaled to provide rele-

vant comparison between intrinsic efficiencies of both laser-

poled phosphate glass and thermally poled BPN glass. First,

signals were rescaled with experimental settings such as the

incident probe laser power and the camera detection acquisition

time. Second, the coherence lengths in each glass were consid-

ered. In the case of the studied phosphate glass, the poled

zone is simulated to show a thickness of hPZA¼ 8 lm, which

is also comparable with its coherence length lc ¼ 8:58 lm

(nx ¼ 1:595 at 1.03 lm and n2x ¼ 1:605 at 0.515 lm). In the

BPN glass, the coherence length lc ¼ 3:68 lm (with nx ¼ 1:79

and n2x ¼ 1:86) is also comparable to the 4.2 lm thick

FIG. 5. Coherent EFISHG images

recorded with a 100�, NA 0.8 objec-

tive, for different sample positions

Z¼ 0, 2, 4, and 8 lm, respectively.

Calculated SHG response after optimal

adjustment of the topology of the buried

electric field distribution. Associated ex-

perimental and calculated EFISHG pro-

files showing excellent agreement and

demonstrating the physical existence of

the EFISHG pattern with 4 lines.
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thermally poled zone. In each glass, the poled zone typically

shows the same depth as the related coherence length, ensuring

that there were no successive constructive and destructive inter-

ferences in the SHG signal build-up. Such precaution ensures

that each measured EFISHG signal is relevant of each solicited

effective coefficient in both glasses. Third, since our nonlinear

four-line pattern exhibits transverse dimensions smaller than

the section SIR beam
PZA of the focused IR beam, we also considered

the active ratio aPZN ¼ Sstructures
PZA =SIR beam

PZA of the illuminated

section Sstructures
PZA that contributes to the SHG response, esti-

mated at aPZN � 10%. Since the BPN sample shows a poled

surface with a homogeneous transverse profile, its active ratio

aBPN ¼ Spoling
BPN =SIR beam

BPN equals unity, exactly. The section

SIR beam
BPN was considered similar to the SIR beam

PZA section.

Therefore, we calculated the ratio of the effective second-order

susceptibility of our PZA glass and the BPN reference sample,

including the experimental measurements and the numerical

integration of the propagation equations through the active non-

linear structures,26 as following:

v 2ð Þ
eff xxx PZA½ �

v 2ð Þ
eff xzz ref½ �

¼

ffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffi
T2x; ref T2

x; ref

T2x;PZA T2
x;PZA

s
�

ffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffi
n2x;PZA n2

x;PZA

n2x; ref n2
x; ref

s

�
ffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffi
K2x;PZA

K2x;ref

s
�
���� J2x;ref Dkref ; z ¼ 0::href

� 	
J2x;PZA DkPZA ; z ¼ 0::hPZAð Þ

����
�

ffiffiffiffiffiffiffiffiffi
S2

PZA

S2
ref

s
�

ffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffiffi
aref Sref

aPZASPZA

s
;

(4)

where Tx, T2x, nx, and n2x are the Fresnel transmission

coefficients and the refractive indices at the fundamental and

the second-harmonic frequencies, respectively; where K2x,

J2x Dk; z ¼ 0::hð Þ ¼
Ð h

0
expðiDkuÞ= 1þ iu=ZRð Þdu with ZR the

Rayleigh length at 1030 nm, Dk, and S are the measured

second-harmonic signal, the second-harmonic effective

length,26 the phase mismatch between the fundamental and

the second-harmonic waves, and the laser beam sections at

the focal plane, respectively. The PZA and ref subscripts

stand for the silver zinc phosphate glass and the reference

sample (i.e., the BPN glass), respectively.

After calculations resolving the propagation equations,

we estimated the effective second-order nonlinearity in our

phosphate glass to be vð2Þef f � 0.6 pm V�1, which is typically

less than one order of magnitude lower than the reference

BPN glass (or typically 1.25 that of a z-cut quartz crystal).

By typically considering the third-order response of the

phosphate glass to be similar to that of the fused silica,23

namely vð3Þ ¼ 2:5� 10�22 V2m�2, we estimated a very

strong buried electric field EDC� 0.8� 109 V m�1.

Frequency conversion thus is rather efficient for such

laser-poled micro-structured glasses, opening ways, e.g., for

quasi-phase matching applications.

Finally, we demonstrate here the thermal stability of the

buried electric field in our tailored phosphate glass. A photo-

inscribed glass was prepared as described in Sec. II A, and

then annealed at several temperatures (30 min for each step

from 100 to 400 �C with 50 �C steps) up to glass transition

temperature Tg, which is typically 385 �C. After each suc-

cessive annealing, the sample was reset in our nonlinear

microscope and the EFISHG signal was measured as detailed

in Sec. III A with the intensity integration of the CCD image,

all the experimental parameters being kept the same (probe

irradiance and probe polarization, CCD camera settings, and

as similar as possible the sample repositioning and the SHG

imaging collection).

Figure 7 shows the remarkable stability of the EFISHG

signal after the successive thermal treatment from 100 to

350 �C below the glass transition temperature. Such meas-

urements typically show 15%-scale random fluctuations due

to the micron-scale dispersion of the sample repositioning,

so that the nonlinear voxel was not always exactly positioned

the same way with respect to the structures. Such fluctuations

are inherent to these measurements since we deal with non-

trivial sub-diffraction repositioning of the sample.

Nevertheless, these observations evidence that the EFISHG

FIG. 6. EFISHG intensity (in arbitrary units) versus the incident DLW fluen-

cies, for different cumulated pulse number corresponding to various glass

sample translation speeds, showing (i) a quite invariance of the EFISHG sig-

nal with the cumulated number of pulses, and (ii) a DLW threshold for writing

and a subsequent remarkably surprising saturation of the EFISHG response

for fluencies above 4 J cm�2, typically corresponding to 8.5 TW cm�2.

FIG. 7. Integrated EFISHG signal versus annealing temperature applied to

the poled structures.
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and thus the buried electric field are fully stable under ther-

mal constraint. However, after annealing at 400 �C, that is

above the glass transition temperature Tg, the EFISHG signal

drastically cancels, down to a null response. This typically

results from thermally authorized partial rearrangement of

the glass matrix. Above Tg, the buried electric field therefore

vanishes, removing the out-of-equilibrium frozen space

charge separation. As we observed clearly robust EFISHG

signal and buried electric field with temperature, the under-

standing of such stability is still challenging, since both the

origin of mobile charges and their trapping processes are still

open questions to investigate.

IV. CONCLUSION AND PERSPECTIVES

In conclusion, we have fabricated efficient EFISHG

structures by direct laser poling in a tailored silver-

containing phosphate glass. Polarization studies and associ-

ated modelling have shown that the laser-induced buried

electric field is perpendicular to the linear structures. This

buried electric field comes from fs laser-induced permanent

space charge separation and stabilization, occurring at the

very early stages of the laser-material interaction and result-

ing in direct laser poling. Such EFISHG behaviour quickly

reaches a saturation value, depicting the saturation of the

associated DLW-induced space charge separation.

Moreover, coherent imaging microscopy and associated

modelling have depicted the spatial EFISHG distribution,

corresponding to a non-trivial four-line electric field pattern.

Since the width of the EFISHG pattern is typically

diffraction-limited by the collection setup, one can expect

that the local static electric field distribution is even nar-

rower. The microscopic mechanisms at play for such space

charge separation and permanent fixation are still under

investigation, taking into account dynamical aspects as well

as the role of both existing and generated species as well as

the induced local photochemistry.30,31

In the considered experimental conditions with the low-

est DLW fluencies (3.52 J cm�2), no fluorescence from silver

clusters was observed in this tailored silver-containing phos-

phate glass, proving that the creation of fluorescent silver

clusters is not the key process to create the buried space

charge separation, but a consequence of it.

Finally, we showed the strong efficiency of the EFISHG

structures, as well as the excellent thermal stability of the

associated space charge separation under material annealing,

since a thermal treatment above the glass transition tempera-

ture is required to vanish it. All these features make the

DLW-induced EFISHG in our tailored silver-doped phos-

phate glass a relevant approach for perennial high density

data storage or for new nonlinear photonics bricks. Direct

laser poling opens experimental access to quasi phase-

matched 3D structures in glasses, relevant for parametric fre-

quency conversion interactions for incident light propagating

either perpendicular32 or with any incident angle with

respect to the poled domains.33 This single-beam DLP is

especially interesting to design new integrated elements, as

functionalized guiding elements (waveguides or fibers), with

an enlarged ability to control the spatial patterning of

broadband second-order nonlinear properties, compared to

that commonly obtained from the two-beam co-illumination.
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