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Uncertainties in the estimation of low frequency noise level extracted from noise spectral density measurements

It is well known that measurement uncertainty of noise spectral density is related to the time length of observation. With FFT spectrum analyzers, the measurement error can be reduced by averaging Navg measurements. Standard error is then reduced by the square root of Navg.T h i sp a p e rd e a l sw i t ht h e error introduced when one wants to extract from the noise spectral density measurement the 1/f level, white noise level and lorentzian parameters. In that purpose, different estimation techniques from different groups are compared and discussed.

I. Introduction

In this paper, several and different techniques used to estimate the extraction of 1/f noise level from a power spectrum analyzer are compared in terms of uncertainties. Each technique introduces different sources of error that can be quantified by the uncertainties u(Ei). The expanded uncertainty u with a coverage factor k is then given by u = k • i u(Ei) 2 [START_REF]BIPM : Guide to the expression of uncertainty in measurement[END_REF]. After a brief description of uncertainty estimation and the different ways used by the different groups to estimate the noise, the values of the uncertainty are given and discussed.

II. Uncertainty estimation

Different groups involved in this work performed several times the same analysis on two kinds of voltage noise spectral density data S V (f )( fi g u r e1 aa n db ) :

• spectrum A which mainly consists in white noise and 1/f noise with a corner frequency around 100 Hz (data obtained one oxide thin film),

• spectrum B with low frequency noise (1/f noise and several lorentzian spectra), white noise and a high corner frequency value close to 100 kHz (data obtained from advanced MOS transistors).

For each sp ectrum, several parameters have b een extracted: the white noise level W ,the1/fnoiselevelat1Hz K ,t h en u m b e ro fl o r e n t z i a nN L ,t h ep l a t e a ua i and the a:s p e c t r u mAf r o mo x i d et h i nfi l m characteristic frequency f i of each lorentzians according to the following equation:

S V (f )=W + K f + NL i=1 a i 1+ f fi 2 (1) 
This extraction has been performed N times (here 7). In order to minimize memory effects which could bias the results by introducing some correlation, these extractions have been done using a quite long period between 2 consecutive estimations and without reading the previous extracted values. The different techniques used by the different group are described in the next section. Type A method (using statistical analysis of observation series) has then been used for the uncertainty estimation of the repetability error [START_REF]BIPM : Guide to the expression of uncertainty in measurement[END_REF] for each method : mean value (< X> )a n ds t a n d a r dd e v i a t i o n( σ X )o fe a c hp a r a m e t e rh a s then been calculated according to the following standard definitions :

<X>= N i=1 X i N and σ X = N i=1 (X i -<X>) 2 N (2)

III. Description of the different estimation techniques

From all the techniques p erformed by the different research teams, one can distinguish:

• manual estimation (noted Hand1 and Hand2) using al o g -l o gp l o to fe a c hs p e c t r ao n7d i ff e r e n ts h e e t s of paper. A design rule was used to estimate the different parameters. Hand1 method used log-log plot of the spectral density S V (f )w h e r e a sH a n d 2u s e d log-log plot of the spectral density normalized by the frequency S V (f ) • f ,

• comparison of measurements and computed values according to equation [START_REF]BIPM : Guide to the expression of uncertainty in measurement[END_REF]. The choice of the best fits is related to a human operator and not to a computer elaboration. Several plotting or computing softwares (named Labview, Mathcad and Gnuplot) were used.

In some softwares (Labview and Gnuplot), slides or cursors were available to improve the user interface.

For Mathcad, the same algorithm was used by two different persons (named Mathcad1 and Mathcad2),

• use of a decomposition algorithm [START_REF] Sassier | [END_REF] : the spectra are approximated with a linear combination of sample functions : one or several 1/f γi functions with 1 γi 2, and a family of Lorentzian functions with characteristic frequencies (f i )l o g a r i t h m i c a l l y distributed over the range of the studied spectrum. Once the sample functions are chosen, the linear combination of these functions which shows, on one hand, only positive coefficients and, on the other hand, the minimal distance to the approximated spectrum, is algebraically calculated. Since this approximation method is deterministic, repeating it several times cannot bring any further refinement. However, several calculation results are provided for each spectrum, obtained by varying in the sample functions family.

IV. Results and discussion

The results from the different techniques are plotted in the following figures for each parameters and each spectra.

The mean value of each parameters for all the techniques <X> assuming the same weight as well as errors bars showing the repetability error given by (2 or 3) • σ X of each techniques are also plotted. According to [START_REF]BIPM : Guide to the expression of uncertainty in measurement[END_REF], the probability to find the value in the range indicated by the error bars is equal to 95% when coverage factor k=2 and 98% when coverage factor k=3. It will then be assumed in the following discussion that the mean value gives a correct estimation of the real value of the concerned parameter. For one technique, when error bars do not cross this mean value line, it may be interpreted as a bias introduced by the technique. The case of the decomposition algorithm will be presented and discussed in a separated way. From all these results, several remarks and comments can be proposed : K and W parameters are often overestimated by manual techniques.

No lorentzians were observed for the spectrumA for all the technique. Up to three lorentzians were identified using the "software" techniques for the spectrumB. Only the results for the first two lorentzians are reported here. Only one lorentzian was observed for the manual techniques with a large value of uncertainty. The Lorentzians appear as bumps in the spectral density difficult to quantify or estimate with a right design rule.

Except manual estimations, all the parameter estimations performed by software techniques give almost the same result with the almost the same repetability. This remark is not true for the second lorentzian of the spectrum Bm a i n l yd u et oi t ss m a l l e s tw e i g h ti nt h et o t a ls pe c t r u m . The case of small repeatability uncertainty values for the manual technique in the case of the K parameter in spectrumB may be due to the fact that the value of K is close to a value close to the tick mark of the graph.

Acaseofspecialinterestistheerrorsintheestimationof the characteristic frequencies of lorentzians because when noise measurements are performed versus temperature, it allows to identify traps by using a method called "noise spectroscopy" (see [START_REF] Talmat | A s s e s s m e nt o f t e m p e r a t u r e d e p e n d e n c e o f t h e l ow f r c y noise in unstrained and strained FinFETs[END_REF] in this proceeding for instance). Whatever the software method used, 3 • σ f1 /<f 1 > is less than 27% and 3 • σ f2 /<f 2 > is less then 42%. Even if these values seems relatively high, when the noise spectroscopy method is applied, the characteristic frequency may vary over five decades of frequency ! fortunately, these relatively high uncertainty values may not thus affect the identification of the traps. The case of the decomposition algorithm is now discussed: for each spectra, three sample function families were used :

• Estimation 1 : the approximation is a linear combination of 21 functions 1/f γi with γi linearly distributed between 1 and 2, 101 Lorentzian functions with f i logarithmically distributed between 1 Hz and 100 kHz and the uniform function 1,

• Estimation 2 : the approximation is a linear combination of the function 1/f 2 ,the function 1/f, 101 Lorentzian functions with f i logarithmically distributed between 1 Hz and 100 kHz and the uniform function 1.

• Estimation 3 : the same as estimation 2 with 130 Lorentzian functions instead of 101 Only the components of the combination with positive non null coefficients have been reported. The main results are that no 1/f noise exists in the 2 spectra A and B. For spectrumA, only a 1/f 1.6 was obtained. For spectrumA, 6 lorentzians were reported and 7 lorentzians for spectrumB.

Finally, to compare the different techniques, a relative distance between the measured noise spectral density S V (f )a n dt h ea p p r o x i m a t e df u n c t i o n sS Vfit (f )h a sb e e n calculated according to the following definition :

d = f (S V (f ) -S V fit(f )) 2 (S V (f )) 2 (3) 
The results are summarized in the following table. As expected, the decomposition technique gives the best results and worst results are obtained by manual estimation. The small differences between software techniques and the decomposition one validate these software techniques.

This study shows that two errors have to be introduced in the uncertainty calculation : the repetability error E1 (mainly due to the operator) estimated from σ X and a systematic error E2 (mainly due to the technique, resolution of software slides or design rule) estimated from the standard deviation of all the mean result for one parameter. Finally the expanded uncertainty u(K)= and 23% for spectrumB! The larger value obtained for spectrum B may be due to the difficulty to estimate this parameter in the case of lorentzians.

V. Conclusion

In this paper, the uncertainty in the estimation of noise parameters has been performed on two kinds of spectra. Bests results has been obtained by a decomposition algorithm. Relative expanded uncertainty between 10% and 20% has been obtained for the 1/f noise level of the 2 spectra.

This work should be completed by choosing several kinds of spectra with only 1/f noise and white noise with different corner frequencies to estimate the impact of the corner frequency on the expanded uncertainty of 1/f noise level. The impact of the number of acquisition N avg could also be study. We propose to make a large inquiry to investigate all these ideas. For that, we encourage you to use the following website to send suggestions, questions, comment and declaration of interest to a new investigation. http://www.greyc.ensicaen.fr/routoure/uncertainty.
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 2 Fig. 2. SpectrumA results for parameters K and W. <X>±2•σ X , <X>±3 • σ X and <X>for all the techniques.
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 3 Fig. 3. SpectrumB results for parameters K and W. <X>±2•σ X , <X>±3 • σ X and <X>for all the techniques.
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 4 Fig. 4. SpectrumB results for parameters a 1 and f 1 . <X>±2•σ X , <X>±3 • σ X and <X>for all the techniques.
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 5 Fig. 5. SpectrumB results for parameters a 2 and f 2 . <X>±2•σ X , <X>±3 • σ X and <X>for all the techniques.