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Interstitial gas effect on vibrated granular columns
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Vibrated granular materials have been intensively used to investigate particle segregation, convection and heaping. We report on the behavior of a column of heavy grains bouncing on an oscillating solid surface. Measurements indicate that, for weak effects of the interstitial gas, the temporal variations of the pressure at the base of the column are satisfactorily described by considering that the column, in spite of the observed dilation, behaves like a porous solid. In addition, direct observation of the column dynamics shows that the grains of the upper and lower surfaces are in free fall in the gravitational field and that the dilation is due to a small delay between their takeoff times.

INTRODUCTION

The rapid compression of a relatively loose pile of sand or of snow may require a high pressure to drive the flow of the interstitial fluid between the solid particles, grains or flakes. The effect, together with the elastic and frictional resistance, contributes to the pressure to overcome to compress the material. Interestingly, due to this drainage effect, snowboarding and sandboarding benefit from a significant lift force and therefore from a significant reduction of the friction at large slip velocity if the medium is loose enough [1]. Indeed, viscous forces are prone to be at play when a gas is evacuated through a wide variety of porous materials frequently found in common life and industrial applications [2]. From physical viewpoint the influence of interstitial viscous forces on non-cohesive granular materials has generated longlasting debate due mainly to the difficulties introduced by the complex rheology of unconsolidated porous media, and by the sensibility of the response to the conditions imposed at the boundary surfaces. Booming sand [START_REF] Bagnold | The Physics of Blown Sand and Desert 505 Dunes[END_REF][START_REF] Andreotti | [END_REF] and the jets resulting from the impact of a solid object onto the surface of a loosely packed granular bed [5][6][7] are subtle manifestations of the coupling of the mechanical response of granular matter with the dynamics of the interstitial fluid. Heaping, granular convection and size segregation under vibration [8][9][10] are a few other examples of phenomena in which the internal viscous forces drive, at least partially, the motion of the grains and, thus likely, changes in the external shape of the system [11,12].

In the same way, in thin layers of non-cohesive powders submitted to repeated pats, granular droplets appear as a result of the interplay between the air flow through the material, which leads the droplets to grow, and the stability of the granular slopes, which limits their size [13]. First, the dynamics of the column is mainly charac-137 terized by the vertical positions, z 0 (t) and z 1 (t), of its 138 upper and lower surfaces (Fig. 2a). One observes that, 139 on the one hand, the column periodically looses contact 140 with the substrate, which is better illustrated by display-141 ing the gap, s(t) ≡ z 1 (t) -z(t), i.e. the vertical size of 142 the region free of grains between the substrate and the 143 column (Fig. 2b). On the other hand, the column period-144 ically dilates, which is clearly revealed by reporting the 145 column height, h(t) ≡ z 0 (t) -z 1 (t) (Fig. 2c). The signal 146 from the accelerometer exhibits a significant noise after 147 the gap has vanished until the dilated column recovers 148 its initial height (Fig. 2d) A complex temporal evolution 149 of the pressure ∆P (t) results from the dynamics of the 150 grains (Fig. 2e).
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In next section III B, we interpret qualitatively the 152 behavior of the system. In section III C, we discuss as the height of the column decreases (Fig. 2d). As a 213 consequence, the maximum of ∆P is not reached at the collision time but later on, close to the end of the column collapse.

Relaxation

Finally, after the collapse, the column sits at rest on the substrate. The system enters the region III in Fig. 2.

However, the pressure of the gas in the column is initially larger than the outer pressure. It relaxes continuously, with a characteristic time τ r , toward the outside pressure because of the resulting gas flow through the grains (Fig. 2e) until the next take-off (Sec. III B 1).

C. Pressure pattern, ∆P (t)

Here, we introduce a theoretical framework to support the qualitative description proposed in Sec. III B.

Take-off and flight

In a first simplified approach, we consider that the column moves as a whole and we neglect the dilation and the possible grain convection. If the inner pressure is initially in equilibrium with the outer pressure, the column takes off when the downward acceleration of the substrate equals that of the gravity, thus for γ = -g. The column is subsequently flying.

In flight, the column is submitted the gravity and to the force associated with ∆P . Denoting z G (t) the altitude of the column center of mass, G, we write:

d 2 z G dt 2 = -g + 1 ρh 0 ∆P (t). (1) 
This equation explicitly couples the dynamics of the column with the overpressure ∆P . However, note that the gas pressure alters the dynamics only if ∆P is of the order of ρgh 0 , the stress applied by the column onto the substrate at rest. Now, in order to account for the pressure variations induced by the column dynamics, we consider that ∆P induces a gas flow through the grains. The instantaneous flow-rate is approximately given by a Darcy law, q = -(κ/η)∇P , where η is the gas viscosity and κ the permeability given by the Ergun relation, κ =

ψ 3 d 2 /[150(1 -ψ) 2 ]
, where ψ is the porosity [START_REF] Nedderman | Statics and Kinemat-533 ics of Granular Materials[END_REF]. Assuming further that the gas is incompressible, we estimate that the variation of the gap s(t) between the column and the substrate is only permitted by the gas flow, which imposes that ds/dt = q, with q = (κ/η)(∆P /h 0 ) from the Darcy law applied to our configuration. We thus have:

d∆P dt = h 0 η κ ds dt . (2) 
Thus, combining the equations governing the motion of 259 the column (Eq. 1) and the pressure variations (Eq. 2)

260 and taking into account that, in absence of dilation, z G = 261 h 0 /2 + s + z, we write:

262 d 2 s dφ 2 + 1 φκ ds dφ = sin(φ + φ 0 ) - 1 Γ , (3) 
263 where s ≡ s/A, φ ≡ ωt and φ 0 ≡ ωt 0 = arcsin 1/Γ, t 0 be- for a porous oscillating piston in his pioneering works [16] 268 and it is referred to as the Kroll's model. Eq. ( 3) has an 269 analytic solution which is written [10]:

270 ∆P (φ) = - ρgh 0 1 + φ2 κ Γ 2 -1 (sin φ -φκ cos φ) + φκ sin φ -φ2 κ + cos φ + φκ ( Γ 2 -1 + φκ ) e -φ φκ -1 . (4) 
The relaxation time φκ is the characteristic time needed 
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In this framework, the evolution of ∆P while the col-358 umn settles back onto the substrate (Fig. 2, region II) 359 would require to take both the dilation of the column 360 and the compressibility of the gas into consideration.
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We mention here that, in this regime, a horizontal front 

D. Layer Dilation

In Fig. 2c, one observes that the column dilates during its flight (region I). The dilation of the column can be accounted for, by considering that the behavior of the grains at the upper and lower surfaces differs qualitatively from that of the grains in the bulk of the column. Indeed, at the surface, the grains, in addition to the mechanical solid contact with their neighbors below and above, are submitted to gravity and to the friction with air which is small and, negligible in our experimental conditions.

Consider the grains of the first layer at the top of the column. We observe experimentally that they experience a free fall, z 0 (t) (Fig. 2a). To account for this observation, we note that the friction of air has negligible effect on isolated grains or, at least, an effect much smaller than that on a dense column. As a result, at γ = -1, the grains of the free surface take off and detach from the dense column below whose trajectory, governed by Eq. ( 4), is always below that expected for a free fall. As a consequence, z 0 = A sin (ωt 0 ) + A ω cos (ωt 0 ) (tt 0 ) -1 2 g (tt 0 ) 2 where, we remind, t 0 is the time at take-off.

Interestingly, we observe in Fig. 2c that h increases linearly with time t. The height h being defined as the difference between the altitude z 0 of the upper and z 1 lower surfaces, we conclude that the grains at the bottom also experience a parabolic flight with the same acceleration, thus a free fall. This conclusion is supported by the direct observation of the free fall in Fig. 2a, where both (upper and lower) parabolas have curvature -g. The observed linear increase of h with time thus results from the fact that the free falls of the grains at the upper and lower surfaces do not have the same ini- tial conditions. Taking t 1 as the origin of the free fall of 436 the lower layer we can assume that the initial position 437 and velocity are those of the substrate at time t 1 , i.e. 438 z 1 = A sin (ωt 1 ) + A ω cos (ωt 1 ) (tt 1 ) -1 2 g (tt 1 ) 2 .

439 Doing so, we expect a linear increase of h with the veloc-440 ity:

441 dh dt = 1 2 A 1 - 1 Γ 2 ω 2 δt 2 (6) 
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where we define δt = t 1 -t 0 , the delay between the origins 

FIG. 1

 1 FIG. 1. (Color online) Sketch of the experimental device -The grains inside lye inside a cylindrical container vibrated vertically. The resulting pressure variations in the gap between the substrate and the bottom surface of the column, ∆P , is monitored by means of a differential pressure transducer (DPT) while a high-speed camera is used to observe the dynamics of the column from the side. Bottom-right inset: Details of the L-shaped tube connecting the gap to the DPT and of the grid at the surface of the mount. Top-right inset: Typical images from the camera (a) Initial contact between the column and the substrate, previous to take-off (b) Large gap underneath the column in flight (c) Sudden landing of the column [Steel grains, d = 745 µm, h0 = 5.7 mm, f = 15 Hz and Γ = 2.6].
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  FIG. 2. (Color online) Evolution of column characteristics and of the pressure as a function of phase ωt -(a) Vertical positions of the substrate z (continuous line), of the upper surface z0 (full squares) and of the lower surface z1 (open squares) vs. phase ωt. Dashed-dotted line: h0 + z is a guide for the eye. Red (light gray) thick line and Blue (dark gray) dashed line: free fall of the upper and lower surface respectively. The parabolas have curvature -g. (b) Gap s(t) ≡ z1(t) -z(t) -In region I (blue), the column is not in contact with the substrate. (c) Column height h(t) ≡ z0(t) -z1(t) -The column exhibits a significant dilation in regions I (blue) and II (yellow). Straight line: linear increase of h. (d) Acceleration γ(t) -The significant noisy vibration in region II (yellow) is due to the collapse of the column onto the substrate. Red (light gray) circle: γ = -1. (e) Pressure ∆P -In region I (blue), while the column takes off and dilates, ∆P decreases, reaches a minimum and increases again. In region II (yellow), ∆P continues to increase while the column, in contact with the substrate, settles back. In a last phase, in region III (red), ∆P decreases while the column seats at rest on the substrate. [h0 = 5.7 mm, f = 15 Hz and Γ = 1.81].
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 1 Take-off and flight 170 When γ/g -1, the acceleration due to gravity does 171 not insure the contact anymore and the column starts to 172 take off. The system enters region I in Fig. 2. However, 173 the column, as a whole, does not experience a free flight. 174 Indeed, the take-off requires the opening of a gap between 175 the column and the substrate, which corresponds to an 176 increase of the volume of the gas in the gap region and, 177 thus, induces a decrease of the local pressure (Fig. 2e, 178 region I). In turn, the column is subjected to a pressure 179 force which partially impedes the opening of the gap. 180 However, it is interesting to notice that, provided that 181 the viscous drag on individual grains is negligible [18], 182 the grains of the free surface are almost free to move and 183 to take off at γ/g = -1 whereas, by contrast, the grains 184 at the bottom are constrained by the column above. As 185 a consequence, the column starts to dilate (Fig. 2c, re-186 gion I) 187 In order to understand why the pressure ∆P exhibits a 188 minimum during the column flight above the substrate, 189 one must remark that the pressure difference between the 190 upper and bottom surfaces induces a gas flow through the 191 column which is indeed permeable. The pressure evolu-192 tion is thus the result of the competition between the 193 volume expansion, due to the opening of the gap, which 194 leads to a decrease of ∆P and the inflow, due to the per-195 meability of the column, which leads to a relaxation of 196 ∆P toward the equilibrium with the outside pressure. In 197 our experimental conditions, the observation of a min-198 imum in ∆P reveals that the characteristic relaxation 199 time, τ r is of the order of the flight duration (itself of the 200 order of 1/f in the reported example).

201 2 .

 2 Sudden landing 202 Due to its fall in the gravity field and to the vertical vi-203 bration of the container, the lower surface of the column 204 enters again in contact with the substrate. The system 205 enters region II in Fig. 2. The height h(t) of the column 206 then rapidly recovers its initial value h 0 (Fig. 2c). This 207 collapse of the column produces the noise seen in the 208 signal from the accelerometer (Fig. 2d). Provided that 209 the pressure relaxation time, τ r , associated with the gas 210 transport in the column, is larger than the typical col-211 lision time, τ c , the pressure, ∆P , still increases as long 212
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  ing the time of the take-off [i.e. γ(t 0 ) = -g]. The param-265 eter φκ ≡ ωκρ/η is a relaxation time expressed in units of 266 the vibration period. Eq. (3) was first obtained by Kroll267

271 3 .

 3 FIG. 3. (Color online) Normalized minimum gap-pressure, ∆Pmin/(ρsgh0): (a) dependence on acceleration Γ at constant frequency f = 15 Hz. (b) dependence on frequency at constant acceleration Γ = 2.16 Hz. Solid line: fit from Eq. (5) with φκ = 14.6 ± 0.1, which leads to ψ ≃ 0.51.
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  separates a column of grains sitting at rest on the sub-363 strate from the grains above that are still in motion. The 364 description proposed in Sec. III C 1 should remain valid 365 when applied to the grains in motion. This argument 366 at least explains the continuity of the pressure evolution 367 when the column hits the substrate. Indeed, there is no 368 discontinuity of the velocity at the beginning of the con-369 tact. In addition, after the contact, the height of the 370 column of grains that are still in motion decreases which 371 explains that the contribution of the grain motion to the 372 pressure variation d∆P/dt (Eq. 2) decreases. At the same 373 time, the pressure relaxes towards the outer pressure as 374 explained previously in Sec. III C 2. As a result of the 375 two effects, the pressure reaches a maximum somewhere 376 in the region II (Fig.2), before the column completely 377 collapsed and remains sitting at rest on the substrate.378At this stage we compare the pressure pattern to for-379 mer works by Gutman[17]. Indeed, Gutman extended 380 the simplified Kroll's model to account for the gas compressibility upon the gas flow through a porous layer and performed pressure measurements beneath the vibrated layer. Although Gutman did not consider the possibility of layer dilation on his model, the calculated pattern contains the main features we observed experimentally (compare Fig.2to Fig.2in Ref.[17]). The main feature attributed to compressibility effects is that the decay of the air pressure in the column after the collision takes a finite time, so that when the column takes off in the next cycle the gas pressure in the opening gap is above atmospheric. The effect is not significant in our experimental conditions[19]. Finally, we point out that the measurements of ∆P during the take-off, and direct measurements of the subsequent flight time, indicate that the trajectory of the column is not different from that of a porous solid (for Γ < 3)[20, 21]. One can thus wonder how it is then possible to understand that this result is compatible with the observation of a significant dilation. The question will be answered in the next section, in which we even propose a dilation mechanism.

FIG. 4 .

 4 FIG. 4. Trajectory of the column bottom layer: Dimensionless free fall motion model, z1/A, for different time delays (dotted line: δt = 1 ms, small : δt = 3 ms, dashed line: δt = 5 ms) and Eq. (1) trajectory estimation, s+z (solid black line). Open crossed squares: z/A. [Γ = 1.81 and f = 15 Hz].
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  of the free falls of the lower and upper surfaces. From 444 the experimental slope, we get δt = (4.7 ± 0.2) ms.445It is then particularly interesting to discuss the physical 446 origin of the delay. We already observed that the grains of 447 the lower surface experience a free fall. One must however 448 notice that the grains can be in free fall only if their 449 motion is not frustrated. Note that, when they take off, 450 their position and velocity are limited by the solid surface 451 below and the grains above. Their velocity is oriented 452 upwards and their acceleration equals the acceleration 453 due to gravity only if their trajectory does not intersect 454 the trajectory of the grains above. In Fig. 4, we report 455 the trajectory of the bottom layer, z 1 (t), in free fall for 456 several values of δt (taking t 1 = t 0 +δt), and the altitude, 457 z(t) + s(t), estimated from the solution of Eq. (1) (black 458 line in Fig.4). We observe that for small δt, z 1 > z + s, 459 which means that the motion of the grains of the bottom 460 surface is limited by the motion of the grains above (δt = 461 1 ms, dotted line in Fig.4). On the contrary, for large 462 enough δt, z 1 < z + s at all time until the collision with 463 the substrate. The grains can experience a free fall (δt = 464 5 ms, dashed line in Fig. 4). For intermediate values of 465 δt, the trajectories, z 1 and s + z, cross each other at a 466 time which compares with the collision time (δt = 3 ms, 467 small triangles in Fig. 4). The grains can experience a 468 trajectory very similar to a free fall until it collides with 469 substrate. From the latter simple observation, one can 470 deduce that a delay of, at least, 3 ms is necessary for the 471 grains of the lower surface to fall freely and that 5 ms is 472 clearly an overestimate of δt.

Layer at rest

Thus, the simple argument above gives a reasonable