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The Prognostic and Health Management (PHM) is a discipline involved in the process of industrial maintenance. The objective in PHM is to estimate the Remaining Useful Life (RUL) of a system by making prediction on this future behavior. Using this RUL it will be possible to know the time and the relevant part of the system where a fault will be occurred in order to to perform a preventive maintenance to avoid this degradation. This theme becomes important in industrial research as mentioned in recent papers on the Condition Based Maintenance (CBM) [START_REF] Ciarapica | Managing the condition based maintenance of a combined-cycle power plant:an approach using soft computing techniques[END_REF][START_REF] Heng | Rotating machinery prognostic: State of the art, challenges and opportunities[END_REF][START_REF] Jardine | A review on machinery diagnostics and prognostics implementing condition-based maintenance[END_REF][START_REF] Lebold | Open standards for Condition-Based Maintenance and Prognostic Systems[END_REF].

Three main prognosis approaches can be distinguished [START_REF] Jardine | A review on machinery diagnostics and prognostics implementing condition-based maintenance[END_REF][START_REF] Vachtsevanos | Intelligent Fault Diagnosis and Prognosis for Engineering Systems[END_REF]: model-based [START_REF] Byington | Prognostic enhancements to gas turbine diagnostic systems[END_REF], data-based [START_REF] Karpenko | A neural network based fault detection and identification scheme for pneumatic process control valves[END_REF][START_REF] Wang | An adaptative predictor for dynamic system forecasting[END_REF] and hybrid method (which is a combination of model-based and data-based). Data-based methods such as Artificial Neural Network (ANN), aims to estimate the ageing behaviour of the process without the need of all knowledge about the system physical phenomenon. Neural networks are in fact parsimonious universal approximators. Unfortunately, this kind of approaches requires a huge number of experimental data and consequently the deployment of such algorithms can be demanding in terms of calculation time, mainly due to the "trial and error" learning method, which is a real problem for industrial applications, thus it requires the creation of real-time algorithms. Among the various methods of this area, the tool chosen here is called Echo State Network (ESN). An ESN consists in the use of a dynamical neurons reservoir where the training step consists in performing a linear regression. The computation time of this algorithm is thus shorter while maintaining an efficient model. Created in 2001, ESN propose a better human brain paradigm than traditional ANN, and are based on a reservoir of neurons randomly connected each other. Nevertheless, the parameter definition is one of the main bottlenecks of this kind of tools consequently the aim is to clearly define an automatic parameter design for this tool applied to the prognostic of FC system. The first step of this heuristic creation is to apply a sensibility analysis to the ESN parameters. This article will be divided in three main parts. The first part consists in a brief presentation of the tool used, and then the ANOVA (ANalysis Of VAriance) method will be presented in a second part. As all the methods will be presented at this point, the last part concerns the realized experiments and the results.

ECHO STATES NETWORK AS A NEW RNN PARADİGM

BACKGROUND OF ESN

The Reservoir Computing is a specific architecture Recurrent Neural Network (RNN) using a reservoir of neurons enabling a better paradigm of the human brain. Created in the early 2000s with the work of Jaeger [START_REF] Jaeger | The "echo state" approach to analysing and training recurrent neural networks[END_REF][START_REF] Jaeger | Tutorial on training recurrent neural networks, covering BPPT, RTRL, EKF and the echo state network approach[END_REF] on Echo State Network, the generic term of Reservoir Computing appeared only in 2006 while new forms of Reservoir neural network have already been developed: the ESN, the backpropagation-decorrelation (BPDC) [START_REF] Steil | Backpropagation-decorrelation, Online recurrent learning with O(N) complexity[END_REF] and Liquid-State machine [START_REF] Maass | Realtime computing without stable states : A new framework for neural computation based on perturbations[END_REF]. The interesting performance of this new generation of neural networks have attracted considerable interest from the other researchers interested in making improvements to the structure of this powerful tool. Consequently some ESN extensions can now be found in the literature such as les decoupled ESN [START_REF] Zhang | Echo state networks with decoupled reservoir states[END_REF], Evolino [START_REF] Schmidhuber | Training recurrent networks by evolino[END_REF], leaky integrator [START_REF] Jaeger | Optimization and applications of echo state networks with leaky-integrator neurons[END_REF] and more recently the ESQN (for Echo State Queuing Network) [START_REF] Basterrech | Echo State Queueing Network: A new reservoir computing learning tool[END_REF]. Other researchers studies about the ESN suggests some improvements on the reservoir, and more precisely on reservoir neurons such as replace them with infinite impulse response filters neurons [START_REF] Holzmann | Echo state networks with filter neurons and a delay&sum readout[END_REF], or adapt the wavelet neurons ESN [START_REF] Deihimi | Short-term electric load and temperature forecasting using wavelet echo state networks with neural reconstruction[END_REF] the interest would reside here in the combination of the advantages of ESN and wavelet transform [START_REF] Jonathan | Les Ondelettes[END_REF][START_REF] Daubechies | Ten Lectures of Wavelets[END_REF] .

In term of applications, ESN can be found in various domains such as:

-Medical domain, for example with the prediction of the patients dialysis needs [START_REF] Ongenae | Time series classification for the prediction of dialysis in critically ill patients using echo state networks[END_REF], where the ESN are compared to support vector machines (SVM [START_REF] Cortes | Support-Vector Networks[END_REF]) and naive Bayesian classification.

-Economic sciences, especially in order to predict the evolution of the stock price in short term [START_REF] Lin | Intelligent stock trading system based on improved technical analysis and Echo State Network[END_REF].

-In the physical domain, in the theme of energy with short-term prediction of an electrical load [START_REF] Rabin | Sensitivity learning oriented nonmonotonic multi reservoir echo state network for short-term load forecasting[END_REF]. ESN are also used in optics, with the work of the Mr. Larger team [START_REF] Larger | Nonlinear dynamics: Optoelectronic chaos[END_REF]. Nevertheless, it is in signals recognition than the more ESN applications can be found as classifier in speech recognition [START_REF] Skowronski | Automatic speech recognition using a predictive echo state network classifier[END_REF] or in grammatical structure [START_REF] Tong | Learning grammatical structure with Echo State Networks[END_REF].

-Obviously in PHM with the comparison of two different structures of ESN applied to the Data Challenge PHM 2008 [START_REF] Peng | A Modified Echo State Network based Remaining Useful Life Estimation Approach[END_REF].

HOW DOES ESN WORKS?

According to [START_REF] Basterrech | Echo State Queueing Network: A new reservoir computing learning tool[END_REF], an ESN can be divided into three main identities: the first is the input layer, where neurons receive information from their environment; the second is the reservoir of neurons. This reservoir, with recurrence inside, makes it possible a kind of "expansion" and memory effect on input into a larger space. From this perspective, the idea of Reservoir is similar to the expansion function used in the Kernel methods, such as in Support Vector Machine [START_REF] Basterrech | Echo State Queueing Network: A new reservoir computing learning tool[END_REF][START_REF] Schrauwen | An overview of reservoir computing: theory, applications and implementations[END_REF]. This projection of the input via the reservoir improves the linear separation of the data. The last part is the output weight matrix (calculation detailed in 2.3).

It is important to clarify some notations. N res is the number of neurons in the reservoir, K the number of input(s) and L the number of output(s). These three parameters are useful for the matrix description:

-W inp is the weight matrix between input layer and the reservoir (N res rows, K columns), -W res is the reservoir (N res rows, N res columns), -W out is the weight matrix between the reservoir and the output layer (L rows and (N res +K) columns), -W feed is the output feedback weight matrix (N res rows L columns). 

LEARNİNG ALGORİTHM

The learning algorithm of an ESN is divided into two main steps.

Firstly, the ESN have to be trained with the « training data set », and it begins with the calculation of the reservoir update as following in equation ( 1) [START_REF] Lukoševičius | A practical guide to applying echo state networks[END_REF]:

= . + . -1 (1) 
With the reservoir update, the ESN input and -1 the reservoir output previous value.

This reservoir update calculation makes it possible to compute its output. This calculation involves the echo state property in equation ( 2):

= 1 -. -1 + . (2) 
Then the ESN output is calculated using the results previously obtained using equation (2):

= . + . -1 (3) 
However W feed matrix is optional so the calculation of the ESN output given by equation ( 3) can be simplified by equation (4):

= . (4) 
Secondly, the learning algorithm is applied in order to reduce the Mean Square Error (MSE) between the target values (here denoted y target ) and the ESN output (denoted y predicted ).

= . ∑ " # - $ ² (5) 
Which is equivalent to: With &' the number of studied samples, that means the samples total number minus the number of dismissed samples due to the initial condition of the different matrix. The goal is now to find the best W out weights matrix corresponding to the lowest MSE possible result, achieved by a linear regression, formula in equation ( 7):
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In this case, W represents W out , A represents the output of the reservoir and B the target output signal.

ANOVA METHOD APPLİED TO ESN İN THE CASE OF PEMFC AGEİNG FORECASTİNG

ANOVA METHOD

The use of ESN involves a question of the setting tool. The question at issue now is how, according to the signal under study, set the ESN to have the best possible results directly. The first step to resolve this problem is to perform a parametric sensitivity analysis, making it possible to quantify the impact of the change in model parameters on the model output. The major interest in this case is to prioritize the different parameters of the ESN (the studied parameters will be briefly described in the experiment section).

Created by G. Taguchi in the 50s [START_REF] Fowlkes | Engineering methods for robust product design: using Taguchi methods in technology and product development[END_REF][START_REF] Lochner | Designing for quality: an introduction to the best of Taguchi and western methods of statistical experimental design[END_REF][START_REF] Ross | Taguchi techniques for quality engineering[END_REF], ANOVA is a collection of statistical models and procedures for simultaneous comparisons between several medium to determine meaningful relationship exists between variables. This method has been repeatedly applied to the field of fuel cells [START_REF] Chang | The optimal design for PEMFC modeling based on Taguchi method and genetic algorithm neural networks[END_REF][START_REF] Wahdame | Study of gas pressure and flow rate influences on a 500 W PEM fuel cell, thanks to the experimental design methodology[END_REF] 
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Then each primary influence is calculated as follows:
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PARAMETERS STUDİED

-The number of reservoir neurons N res is one of the most important parameters. To find a better linear combination of the signals in order to find the best target, it is better to define a large reservoir (it is not uncommon to find a reservoir containing more than 10 4 neurons [START_REF] Triefenbach | Phoneme recognition with large hierarchical reservoirs[END_REF]).

-The reservoir connectivity c, which represents the percentage of non-zero weights in the reservoir. It can take values between 0 and 1.

-The spectral radius mathematically corresponds to the maximum value of this matrix eigenvalues. In ESN, the spectral radius is used to scale the nonzero elements of W res .

-The Echo State Property also called leaking rate.

It is an important notion of ESN and it corresponds to the previous reservoir output importance, the echo, as shown in equation 2. Its value has to be determined in the range [0;1], and the more important this value is, the less important becomes the reservoir echo.

EXPERİMENTAL PLAN

ANOVA is a statistical tool, thus it was necessary to have enough. The ANOVA study was based on the following experimental design:

Four parameters studied :

The number of neurons in the reservoir The spectral radius of the reservoir matrix The value of the Echo State Property Connectivity of neurons in the reservoir Three levels with parameters:

Low (50 to the number of neurons, 0.2 for the other parameters) Middle (250 for the number of neurons, 0.5 for the other parameters) a high level (500 for the number of neurons, 0.8 for the other parameters)

Each experience is the result of a single simulation for a given set of parameters. Thus & = =

A " = JKLKMèOLPQ = 3 4 = 81 experiments have been realized. Each experiment corresponds to 100 simulation mean results therefore 8100 simulations were performed. The data come from the 1100 hours long duration test on fuel cells performed under the COCONPAC project. Only the stack is considered here (8 cells of 100 cm² active areas) and only the voltage is predicted. The nominal current density of the cells is 0.70 A/cm², the nominal temperature is 80°C. At time t= 0;48;185;348;515;658;823;991h, some characterizations have been realized (Polarization and Electrochemical Impedance Spectroscopy). Due to those characterizations, the signal must be pre-processed before. Here, the aberrant points are firstly deleted and then a moving average filtering have been applied (Figure 3). Then the results are collected and the Mean Average Percentage Error is calculated (equation 16):

(T = ∑ U V W O ,V O V W O U X ( 16 
)
The following Figure is an example taken randomly among all the simulations. The real mean cells voltage is in blue (also called the target) and the ESN output is in green (also called the estimation).

Fig. 3.Example of forecasting result with a=0.5, SR=0.5, c=0.5 and N=50.

RESULTS

The results of the ANOVA method are given in Table 2. The classification of the most influent parameters in the case of mean cell voltage prediction can be established. The most influential parameter for this signal is the spectral radius of the reservoir matrix with 68% influence on the result. This is justified by the "flooding" of input information during its diffusion through the reservoir in case of a too high spectral radius value. Spectral radius defines the weights scale, that is to say, the importance given to information that passes between two neurons, meaning that this parameter cannot be dissociated from the number of neurons in the reservoir. That is why the interaction of Neurons Numbers and Spectral Radius is so important. Reservoirs with too many neurons, which themselves have too important links between them will completely flood information and the outputs results will be inaccurate.

The Echo State Property has a low influence value. This can be explained by the use of an ESN structure with output feedback for the experiments. Moreover, this value is never equal to 0 or 1, which are the two extreme values of these parameters so there is always an echo of previous reservoir output in this case. 

CONCLUSİON

It is important to underline that this article and these simulations do not improve the ESN theory and fuel cells systems; it is just an analysis of variance applied to a new concept of neural network in order to forecast the ageing of a Fuel Cell System.

The application of the ANOVA method is satisfactory because it remains only 1.34 % residue (maybe due to the random condition of W res ). Moreover, the influence of ESN parameters on a mean cells voltage forecasting result is now known in detail. This application of the ANOVA has prioritized parameters of ESN and gives information about what parameters it will focus on the implementation of a heuristic for the automatic configuration of an ESN based on the processed signal. Some parameters must have a focus on them: the number of neurons inside the reservoir and their scaling value, the spectral radius of the reservoir weight matrix. At the opposite, some parameters can be unheeded such as connectivity, but only for this case. The aim now is to clearly define the link between these two most important parameters and the signal studied.

Fig. 1 .

 1 Fig.1. Basic Structure of ESN (Wfeed is in full line and Wout in dotted line).

Fig. 2 .

 2 Fig.2.Data without aberrant points above and filtered data belowEach simulation consist in the forecast of the next 20 hours mean cells voltage as explained in Figure2(the sampling period is 30 seconds thus a 20 hours prediction represents a 2500 samples prediction). Only the stack with constant load is considerate here and the stack is supposed to be in healthy mod (only the natural ageing of the system is taken into account).

Fig. 2 .

 2 Fig.2.Forecasting with an ESN.

  hours) M e a n c e l ls v o lt a g e (V ) Results with alpha=0.5;N=50 and SR=0.5
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