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One can be surprised that metals like copper and zinc cross the geomembrane of reactors R2 to R4 (see Figure 2). Indeed it is well know that cationic and anionic species do not diffuse through geomembranes [START_REF] Rowe | Diffusion of chloride and dichloromethane through an HDPE geomembrane HDPE geomembrane[END_REF]Rowe, 2011). This means that the geomembranes of reactors R2 to R4 exhibit hole (s). No mention of this important point in made through the paper, leading to the potential interpretation by the readers that metals can diffuse through HDPE geomembranes which is erroneous. Metals can only cross geomembrane by advection.

I could get confirmation by the authors during the review process of a "companion paper" (WM_18_868 accepted for publication in Waste Management) entitled "Estimation of transport parameters of phenolic compounds and inorganic contaminants through composite landfill liners using one-dimensional mass transport model", that the geomembranes from reactors R2 to R4 exhibit hole(s). The authors did not however clarify the number of holes drilled in each geomembrane specimen, but a reasonable minimum is one hole. The hole size given by the authors during the review process was equal to 10 -4 m 2 .

Assuming a single 10 -4 m² hole in the geomembrane, the authors should have calculated the radius of the corresponding wetted area. The wetted area is the area on which a flow will occur between the geomembrane and the underlying mineral liner, in a space called interface. This phenomenon has been evidenced experimentally by various authors [START_REF] Brown | Quantification of leakage rates through holes in landfill liners[END_REF][START_REF] Touze-Foltz | The influence of non-uniform transmissivity vis-à-vis hole location[END_REF][START_REF] Barroso | Laboratory investigation of flow rate through composite liners consisting of a geomembrane, a GCL and a soil liner[END_REF].

Had the authors performed the calculation of the radius of the wetted area assuming good contact conditions for the sake of consistency with the fact that they performed the experiment in the laboratory (flat surface of the soil, no wrinkles in the geomembrane), the result obtained would have been as follows using Equation 1 previously proposed by [START_REF] Giroud | Leakage through liners constructed with geomembranes. Part II -Composite liners[END_REF] assuming a hydraulic gradient equal to 1:
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Where: R is the radius of the wetted area (m), C f a contract factor depending on contact conditions, h w the hydraulic head (m), and k the soil liner hydraulic conductivity.

The value of R obtained assuming a hydraulic head to 0.3m, a hole diameter as given in the paper (10 -4 m²) and a soil liner hydraulic conductivity equal to 10 -8 m/s with the contact factor C f equal to 0.21 (good contact conditions as defined by [START_REF] Giroud | Leakage through liners constructed with geomembranes. Part II -Composite liners[END_REF]) is 1m. In case the hydraulic head considered is only 0.1 m then the radius of the wetted area is 0.65 m.

This means that with only a single hole in the geomembrane, the liquid flowing through this hole assuming good contact conditions has the ability to flow in the whole interface and to wet the whole area of the mineral liner, as the radius of the reactors is only 0.2m. Things are just as if there was no geomembrane at all in this particular case, which is not representative of field conditions. The authors should have clearly stated this point in the paper.

The title of the paper is thus in this case erroneous and inappropriate as the authors did not compare the behaviour of composite liners but of mineral liners as the geomembrane is of no use from a hydraulic point of view due to the presence of this hole(s): there were some edge effects in all reactors including a geomembrane specimen.

It is well know for years [START_REF] Giroud | Leakage through liners constructed with geomembranes. Part II -Composite liners[END_REF][START_REF] Bonaparte | LDCRS flow from double-lined landfills and surface impoundments[END_REF]Rowe, 1998[START_REF] Bonaparte | Assesment an recommendations for improving the performance of waste containment systems[END_REF] that composite liners perform significantly better than single mineral liners, this being again recently evidenced by Pr. Kerry Rowe 2011). The small scale of the tests performed by the authors leads to different results due to the presence of a hole(s) in the geomembrane and the small size of the reactors. It is important that the readers can understand this huge limitation of the study.

Conclusions obtained cannot at all be extended to field cases as the experiments were not performed in conditions representative of in situ conditions.

The only comparison that the authors can give here is for the mineral liners as everything is as if there was no geomembrane present in the system.

What the authors studied, despite the presence of a geomembrane is advective-diffusive transfers through mineral liners.

Very different results would have been obtained at a larger scale and/or without a hole in the geomembrane. Conclusions should have been restricted to the scale tests and no attempt made to give conclusions for in situ conditions as they can lead to the interpretation that composite liners do not perform significantly better than single mineral liners, which is totally erroneous and could lead to unfortunate regressions as far as the design of liner systems for landfills is concerned.
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