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Abstract— This paper investigates the online monitoring of 
electrical machine winding insulation systems based on 
parametric modeling and identification. The proposed method 
consists in monitoring the drift of diagnostic indicators built from 
in-situ estimation of high-frequency electrical model parameters. 
The involved model structures are derived from the RLC 
network modeling of the winding insulation, with more or less 
lumped parameters. Because they often present an important 
modeling noise, the authors propose to use the output error 
method not only to estimate the model parameter values but also 
to evaluate their uncertainty. This process is based on the 
numerical integration of the model sensitivity functions. The so-
called global identification scheme is coupled with an 
optimization algorithm that brings the closer combination of any 
diagnostic model structure and its excitation protocol usable in 
operating conditions. Experimental data recorded from an 
industrial wound machines are used to illustrate the 
methodology. 

Keywords—Fault diagnosis,condition monitoring, aging, 
insulation, stator winding, marine renewable energy, parametric 
identification. 

I.  INTRODUCTION  
Among the various ocean energy technologies under 

development, tidal stream and offshore wind turbines have 
nowadays reached their demonstration or even commercial 
size. However, their first operating feedbacks and also recent 
research reports on Marine Renewable Energy (MRE) have 
highlighted the complexity and the harshness of the marine 
environment [1],[2]. Thus, the reduction of the capital 
expenditure and the operating costs of the offshore energy 
farms are clearly the technological and scientific barriers that 
should be unlocked to ensure the economical viability of the 
MRE [3]. 

To this end, the predictive maintenance is a key issue [4]. 
Indeed, due to the cyclical nature of marine energy resources, 
the insulation system of marine electrical generators suffers 
regular thermal cycling and is therefore hardly stressed [2]. To 
avoid its premature degradation by thermal, mechanical 
(lamination) or chemical processes that could leads to an 
unscheduled costly outage, the most efficient way is to 
continuously monitor the insulation health state. It is well 
known that the aging of an insulation system mainly results in 

the variation of its capacitance and resistance: this is the 
underlying principle of the classical offline diagnostic methods 
such as RI and PI [5][6]. For the online monitoring of stator 
insulation condition, the Partial Discharge (PD) analysis is 
currently the only mature technology [4] But it may present 
serious limits for in-situ monitoring when the measurements of 
the partial discharges are done in a noisy environment. The 
analysis of the leakage currents [7] or the detection of 
resonance frequency changes by measurement of high 
frequency electrical field changes [8] are some alternative 
methods proposed in recent scientific literature. 

The in-situ monitoring approach investigated in this paper 
is based on the online estimation of turn-to-turn and turn-to-
ground capacitances of electrical parametric models [9][10]. 
The drift of their estimated values can be used for planning 
optimized corrective maintenance. Indeed, previous researche 
shows that the winding must be changed when the capacitance 
increase of 10 % [11]. Nevertheless, taking the right decision 
required not only to link the model parameter shifts to the 
physical aging phenomena , but also to evaluate the confidence 
in the estimated values in order to avoid false alarms. This is 
the subject of this article. First, the principle of the proposed 
diagnostic approach is justified from the predictive 
maintenance context of offshore marine turbines. The 
theoretical framework of model identification by the output 
error method is presented in the next part. The third section 
illustrate the methodology with experimental data. 

II. MATERIAL AND METHOD 

A. System modeling 
Modeling and identification are essential stages for system 

control, optimal design and monitoring. Discrete recurrence 
equations and identification algorithms derived from the least 
square framework are often used for the synthesis of control 
laws [12]. But if the goal is to deeply understand the system 
behavior, then the approach using knowledge continuous-time 
models is preferable. Indeed, their parameters have a physical 
signification and can be more simply linked to the physical 
phenomena taking place in the system to monitor [10]. 

This a priori knowledge allows not only the experimenter 
to propose different sets of mathematical equations – also 
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their drift for making strategicdecision. Fig. 1
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B. Model identification 
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Mean 1 1800 19.5 0.350 101.2 

Std 0.1 1 0.3 0.004 1.1 
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uncertainty. Therefore, it provides an convenient way for 
finding the excitation protocol which offers the smallest 
uncertainty of the diagnostic indicator. The theoretical 
framework of the identification and the research of a structure 
model dedicated to insulation diagnosis is detailed and 
illustrated with a very simple model structure and with 
experimental data recorded from the stator winding of a 
standard 1.5 kW induction machine. 

Now, with the developed experimental tools and the 
programed identification algorithms, it becomes very simple to 
analyze different continuous-time model structures. Future 
works will therefore explore the ability of complex structures 
derived from the R-L-C network modeling of winding 
insulation. And an industrial induction machine will be aged in 
accordance with IEEE standard aging procedures. This will 
allows to propose efficent aging indicators. 
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