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INTRODUCTION

Welding in steel structures design is nowadays the most widely used assembly technology. In the case of bridge structures, it has replaced riveting and bolting thirty years ago. It is well known that this kind of structure may be deteriorated because of corrosion but also of fatigue issues [START_REF] Lieurade | Fatigue analysis in offshore structures[END_REF]. In the case of corrosion, specific maintenance actions are currently being done by owners to increase the life span of their structures as painting operations for instance. Similar actions could certainly be done concerning fatigue issues at the condition that the existing strengthening methods are well mastered. It is therefore momentous to lead research works on the fatigue of welded joints and the existing strengthening methods. This research work should focus on two main topics. The first concerns the understanding of fatigue mechanisms within welded joints. This is indeed due to two phenomena: the stress concentration at the assembly singularities, and the existence of residual stress created during the welding process. The second one is linked to the different available strengthening methods such as grinding, shot blasting, shot peening, thermal treatment, etc … [START_REF] Sparfel | L'amélioration de la durée de vie en fatigue des assemblages soudés parachevés[END_REF][START_REF] Walbridge | A probabilistic assessment of the effect of post-weld treatment on the fatigue performance of tubular truss bridges[END_REF]. It is important to understand the effect of each of these methods (on geometrical singularities and residual stresses) and their efficiency depending on the conditions during their application. The present work focuses the determination of the created residual stresses during the welding process. The aimed application is linked to bridge or offshore structures, and consequently the led investigations concern materials and geometry currently encountered in this domain. The first part is dedicated to describe the experimental investigations done on welded assembly before and after post-welding operations. It includes residual stress measurements, and geometrical measurements. The second part introduces a finite element modelling approach used to simulate welding operation and to assess residual stress levels created during the welding process.

EXPERIMENTAL INVESTIGATIONS

It was chosen to work on a geometry typically encountered in steel bridges. The chosen steel material is S355 J2, the plate thicknesses are 15 mm, and the geometry corresponds to a classical Tjoint. The welding process was the MAG (Metal Active Gaz) one often used for the realization of steel structures. Most of the parameters of the welding operations have been recorded and may be found in [START_REF] Guiot | Amélioration de la tenue en fatigue des assemblages métalliques soudés[END_REF]. A single steel plate has been used during welding operations in order to obtain similar samples after cutting the plate. Welding operations were led on one way, using a single pass and one side after the other at a speed of 7.5 mm/sec. The final samples geometry is similar to the one in [START_REF] Quilliec | Application du martelage à haute fréquence à l'optimisation de la maintenance des ouvrages et des structures soudées[END_REF] and is shown in Fig. 1. The samples width in the middle is 100 mm, their length is 900 mm, and the height of the additional plate is 100 mm. Nine similar samples were realized: three have not been treated, three have been grinded and three have been shot peened. Grinding operations took place at the weld toe and consisted in removing between 0.5 and 0.8 mm of the surface providing a smooth final shape. Shot peening is a process where the surface of a component is bombarded with spherical particles. It is widely used to improve the fatigue strength through the creation of a compressive residual stress in the surface layers. Shot peening operations were performed by Metal Improvement Company (MIC). 

Geometrical measurements

Geometrical measurements were conducted to study the geometrical influence of the different reinforcement operations. Using silicon moulds, it was possible to realize prints of the welding profiles and to compare them using a 3D measuring device. A stress concentration factor was then possible to determine using the empirical formula of [START_REF] Niu | The weld profile effect on stress intensity factors in weldments[END_REF]. The given equation uses the weld angle and the weld toe radius. The determined coefficients were 2.49 for the untreated sample, 2.35 for the shot peened sample, and 2.00 for the grinded sample. Grinding seems to be the most adapted method to reduce the stress concentration factor for such a kind of welded assembly.

Residual stress measurements

The residual stress measurements were led by the enterprise Meliad using X-ray diffraction technique. It was possible to measure residual stress profiles close to the weld toe (6 mm) and along 1 mm deep in the steel plate using successive chemical abrasion operations. Measurements were conducted on both sides of the assembly, but no difference was seen. The obtained residual stress measures on one side of the assembly are given in Fig. 2. Longitudinal stress along the sample direction and transversal stress along the weld direction were measured. A reference measurement has been made on the steel plate far from the welded joint to determine the initial stress state before welding operations took place. It is important to note that the initial stress state is not zero. Sandblasting and laminating operations apparently created compressive residual stresses. As expected, welding operations create tensile residual stress at the weld toe. Grinding operations do not tend to decrease them as it only consists in removing a small layer of material at the surface. It is interesting to note that it creates tensile residual stress in the transverse direction due to the grind direction. On the contrary, shot peening operations tend to create additional compressive residual stresses close to the elastic limit of the steel material. Shot peening operations tend to influence residual stress profile until a depth of 1 mm. 

NUMERICAL INVESTIGATIONS

In order to get a complete understanding of the different phenomena encountered during welding, a modelling of welding operations has been carried out. The used method is based on finite element and developed under the software Marc and Mentat from MSC. This code proposes indeed specific procedures to model welding. The "birth and death" method is used to generate elements during welding, and the "double ellipsoid" method is taken into account to model the heat generation.

It was decided to adopt similar hypotheses as in [START_REF] Kassab | Modélisation par la méthode des éléments finis des distortions dues au soudage d'un joint en T[END_REF] concerning the ultimate temperature reached during the welding operation (1200 °C) and the shape of the melting bath. As far as the steel plates and the welding material are concerned, it was decided to consider the same behaviour for both. The considered material properties are the one of a C22 existing in the database of Marc and Mentat. C22 material is really close to S355 J2 [START_REF] Otua | La résistance à la fatigue des assemblages soudés à l'arc en acier de construction métallique[END_REF]. It takes into account the dependency of the Young's modulus, the thermal expansion coefficient, the specific heat, the thermal conductivity, and the tensile behaviour with temperature. The used mesh is shown in Fig. 4. The results are studied on points A and B respectively corresponding to the first weld and to the second weld sides. The points are chosen to be at 6 mm from the weld toe to be able to compare numerical results to the experimental measurements made previously. 

Temperature distribution

As points A and B are not within the weld zone (but 6 mm from the weld toe), the reached temperature is smaller than the ultimate temperature of the weld process. The evolution of the temperature at both points is given on Fig. 5. It can be checked that the weld process is carried out one side after the other and that points A and B are effectively affected by the weld process. 

Measure points

In order to check that the order of magnitude of temperature results is consistent, one can study the profile of the ultimate temperature within the cross-section. This is given in Fig. 6. Zone I corresponds to a temperature between 600 and 720 °C (start of the austenitic transformation), Zone II corresponds to a temperature between 720°C and 900 °C (end of the austenitic transformation).

Zone III corresponds to temperatures situated between 900 and 1100 °C. Zone IV corresponds to temperatures above 1100°C. The well-known Heat Affected Zone (HAZ) may be defined as the zones I, II and III. It is situated between the unmodified steel material and the additional welding material. Comparing temperature profile results at ultimate state with a microscopic observation on one of the sample, it is possible to check that both approaches are consistent as the size of the zones is similar. 

Residual stress distribution

The determined residual stress distributions from the modelling are given in Fig. 7 on points A and B for longitudinal and transversal directions. It has been checked studying the other stresses, that these two were the most significant by a multiplicative factor of ten. It is important to note that initial residual stresses (such as the one induced by laminating or sandblasting operations) are not taken into account. The obtained results are consistent with other similar studies indicating that the modelling process is satisfactory [START_REF] Teng | Analysis of residual stresses and distortions in T-joint fillet welds[END_REF]. Tensile residual stresses are created at the top of the steel plate by welding operations (on a thickness of around 5mm for the studied case). Though no clear difference could be experimentally detected from the experimental measures, residual stresses at point A (first side) seem to be a little smaller than the one at point B. This could be explained by the fact that the welding of the second side could actually thermally relax residual stresses existing within the first weld path. 

COMPARISON BETWEEN EXPERIMENTAL AND NUMERICAL RESULTS FOR UNTREATED SAMPLES

The obtained numerical residual stresses were compared to the experimental measures made on the untreated sample. Comparison is given in Fig. 8 for both longitudinal and transversal residual stresses. The comparison is only led for the top layer of the steel plate on a thickness of 1 mm. It is first important to note that the created residual stresses are different between the two sides of the welded T joint. Additionally, a clear difference can be observed between the experimental measurements and the numerical results. This may be explained by the existing residual stresses within the steel plate before welding. The laminating processes create indeed additional compressive residual stresses that should be included as initial stress state within the finite element model to take them into account. 

CONCLUSIONS

In order to understand fatigue phenomena within welded assembly and to study the possible post welding operations to improve fatigue resistance, it is momentous to be able to determine the created residual stresses during welding operations. This is the topic raised by the presented work that associates experimental and numerical investigations. Experimental investigations consisted in determining geometrical characteristics and residual stresses using X ray measurements for untreated and treated welded joints. In this paper, two postwelding methods are used: grinding of the weld toe and shot peening. The first method proved to be effective to decrease the stress concentration factor (based on geometrical measurements), while the second one was shown to have a strong influence on residual stresses ensuring the existence of compressive ones at the top of the steel plate closed to the weld toe. This allows a strong increase of the life expectancy of the obtained welded assembly. Numerical results proved to be consistent with microscopic observations (heat affected zone) and qualitatively consistent with other studies led on similar topics. It consisted in using the software Marc and Mentat that has developed a specific tool to model welding operations. The obtained numerical stress values seem to be higher than the measured ones, but some work is under progress to improve the conditions taken into account. Besides, it must be noted that the initial residual stresses existing in the steel plate as shown by the X-ray measures made on the reference plate are not taken into account in the presented modelling. Fatigue tests are in progress are leading on each kind of samples to determine the improvement associated with the reinforcement operations. Fatigue tests are actually conducted under a constant stress range of 150 MPa, and with a stress ratio R of 0.1 to be able to compare the obtained results with Eurocode data. The used frequency is 10 Hz. The early results are encouraging, although it is at times difficult to gauge the full effects of treatments. As far as the untreated sample is concerned, repetitive results were obtained and these were close to the recommendations of Eurocode where such a welded joint is classified in category FAT 80. Two grinded samples and one shot peened sample were tested, and none did fail for the moment. Fatigue was stopped after 6 million cycles. For both cases, the improvement in terms of fatigue life is thus superior to a multiplicative factor of 10. The results are not presented in this article. Next work will be interested in the modelling of the post-welding operations such as shot peening for instance. Some work exists on the topic, but no common approach has been adopted so far [START_REF] Sidhom | Fatigue strength improvement of 5083 H11 Al-alloy T-welded joints by shot peening: experimental characterization and predictive approach[END_REF].

CONCLUSIONS

-Stress concentration coefficient was determined using geometrical measurement before and after strengthening (using silicon moulds). The determined coefficients were 2.49 for the untreated sample, 2.35 for the shot peened sample, and 2.00 for the grinded sample. Grinding seems to be the most adapted method to reduce the stress concentration factor for such a kind of welded assembly. -

The residual stress was measured using X-ray diffraction technique. It was possible to measure residual stress profiles close to the weld toe (6 mm) and along 1 mm deep in the steel plate using successive chemical abrasion operations. As expected, welding operations create tensile residual stress at the weld toe. Grinding operations do not tend to decrease them as it only consists in removing a small layer of material at the surface. On the contrary, shot peening operations tend to create additional compressive residual stresses close to the elastic limit of the steel material until a depth of 1 mm (see fig. 1). -Two fatigue tests were led on each kind of samples to determine the improvement associated with the reinforcement operations. Fatigue tests were conducted under a constant stress range of 150 MPa, and with a stress ratio R of 0.1 to be able to compare the obtained results with Eurocode data. The used frequency was 10 Hz. The early results are encouraging, although it is at times difficult to gauge the full effects of treatments. As far as the untreated sample is concerned, repetitive results were obtained and these were close to the recommendations of Eurocode where such a welded joint is classified in category FAT 80. Two grinded samples and one shot peened sample were tested, and none did fail for the moment. Fatigue was stopped after 6 million cycles. For both cases, the improvement in terms of fatigue life is thus superior to a multiplicative factor of 10. The results are not presented in this article. As far as the experimental investigations are concerned, both reinforcing methods proved to be effective to increase greatly the fatigue life expectancy of welded joints. The realized experimental measures of residual stresses proved that welding modified the stress state within the steel plate creating tensile stresses at the weld toe. These can be detrimental for fatigue when associated with an important stress concentration effect. -

The obtained numerical residual stresses were compared to the experimental measures made on the untreated sample. Comparison is given on Fig. 2 for both longitudinal and transversal residual stresses. The comparison is only led for the top layer of the steel plate on a thickness of 1 mm. The observed difference between experimental and numerical results may be explained by the existing residual stresses within the steel plate before welding. The obtained numerical stress values seem to be higher than the measured ones, but some work is under progress to improve the conditions taken into account. Besides, it must be noted that the initial residual stresses existing in the steel plate as shown by the X-ray measures made on the reference plate are not taken into account in the presented modelling. This can certainly explain some part of the observed differences. Next work will be interested in the modelling of the reinforcing operations such as shot peening for instance. Some work exists on the topic, but no common approach has been adopted so far.
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 7 Fig. 7. Residual longitudinal and transversal stresses at point A and B determined from the modelling at points A and B in the thickness of the plate
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 1 Fig.1. Experimental measures of residual longitudinal stresses, on the left, and transversal stresses, on the right, for the three samples and the reference -As far as the experimental investigations are concerned, both reinforcing methods proved to be effective to increase greatly the fatigue life expectancy of welded joints. The realized experimental measures of residual stresses proved that welding modified the stress state within the steel plate creating tensile stresses at the weld toe. These can be detrimental for fatigue when associated with an important stress concentration effect. -The obtained numerical residual stresses were compared to the experimental measures made on the untreated sample. Comparison is given on Fig.2for both longitudinal and transversal residual stresses. The comparison is only led for the top layer of the steel plate on a thickness of 1 mm. The observed difference between experimental and numerical results may be explained by the existing residual stresses within the steel plate before welding.
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 2 Fig. 2. Comparison of numerical and experimental longitudinal residual stresses on the left, and transversal residual stresses on the right
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ABSTRACT

Steel structures are mainly prone to two types of degradation: corrosion and fatigue particularly in the case of welded structures. In the second case, several methods have been implemented in the last decades to improve the capacities such as shot peening or grinding for instance. Actually, welding processes induce the creation of residual stresses within the realized assembly that decrease the fatigue capacities. In order to be able to assess the possible improvement, it is therefore momentous to settle a method to determine these residual stresses. The presented work aims at studying these residual stresses using both experimental investigations and numerical work. The first part will introduce the experimental work conducted on welded T-joints. The investigations allowed measuring the created residual stresses close to the weld toe. The second part will be dedicated to the description of a finite element model used for the welding process. The advantages and the drawbacks of the method will be presented and the obtained numerical results will be compared with the experimental ones. Following this study, numerical development currently under progress will allow to model shot peening operations in order to be able to study the way they affect residual stresses.