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Conclusions Conclusions

Microscopic

Microscopic validation validation

Longitudinal plane view TEM micrograph in a grain with initial orientation (43.3°,127.8°,-42.4°) after a reverse test of 30% simple shear with SD parallel • Reproduces correctly the intragranular microstructure during monotonic and sequential loading paths • Reproduces correctly the shape and the level of direct FLD for mild steel and dual phase

• Reproduces the strain-path dependence of complex FLD

• The level of FLD after expansion prestrain seems to be realistic. The curve is shifted down and at the right in agreement with tendancies observed in literature

• The positive side of the FLD is overestimated. This effect can be corrected by damage introduction in the model

• FLD is shifted at the left in agreement with tendancies observed in literature but the level of the lower point of the FLD is lower

•

  The statistically stored dislocations in the cell interior, as well as the cell boundary dislocations, are represented by a single local dislocation density ρ • The local density of immobile dislocations stored in the wall ρ (wd) associated with the {110} plane • The polarity dislocations density ρ (wp) associated with the

  of sheet metal = state at which a localized strain initiates during forming • Ductility loss characterization using Forming Limit Diagram (FLD) developed first by Keeler (1963) and Goodwin (1968). • Path-dependent representation • Ductility loss prediction for monotonous and sequential strain paths • Optimization of microstructural properties for the sheet forming steels Take metallurgy, mechanisms, microstructure and textures into account Steel behaviour during sheet forming: hardening, complex loads, instabilitiesformulation • Body-Centered Cubic (BCC) • Plastic strains only due to slip processes (<110> slip direction family and {110}, {112} slip plane families)

  RD and SPN parallel to TD [Nesterova & al, 

Mechanisms Mechanisms of of ductility ductility loss loss Forming Forming Limit Limit Diagram Diagram (FLD) (FLD) Plastic Plastic anisotropy anisotropy evolution evolution
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