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EFFECT OF FLOW CONFIGURATION ON DARCIAN AND FORCHHEIMER PERMEABILITIES DETERMINATION IN A POROUS COMPOSITE TUBE

Using Fuel Cell on board of aircraft imposes to extract light species (such as Hydrogen and light hydrocarbons) from the liquid fuel which is stored and used, possibly at temperatures where a fuel pyrolysis occurs. Natural porosity of composite material could be used to filtrate the selected species. Hence the permeability of the porous media becomes one of the key parameter to be accurately measured. It is often determined experimentally in laboratory with disc samples (outlet of the flow is achieved through the porous material) and normal flow. However, this configuration is far from the realistic one consisting of tubes (a main flow is found additionally to the one through the material, tangential permeability). Therefore, the effect of a second outlet on the Darcy's and Forchheimer's permeabilities characterization should be studied (despite the permeability is an intrinsic property of the material itself and it should not be dependent on the test apparatus). This paper focuses on a new way of using an existing test bench for the determination of Darcy's and Forchheimer ' 

I. Introduction

Using Fuel Cell on board of aircraft could be useful in the coming years for local energy production. The Solid Oxide Fuel Cell (SOFC) for example could be used, mostly if species like hydrogen and light hydrocarbons are available onboard. In the meantime, liquid fuel (stored for propulsion application when burned in the combustion chamber) may encounter temperature that pyrolyses it and that produces light species [START_REF] Wang | An experimental investigation on transpiration cooling of wedge shaped nose cone with liquid coolant[END_REF][START_REF] Gascoin | High temperature and pressure reactive flows through porous media[END_REF][3][START_REF] Dahm | Experimental and modelling investigation of the thermal decomposition of n-dodecane[END_REF][START_REF] Fau | Fuel pyrolysis through porous media: Coke formation and coupled effect on permeability[END_REF] . Since the higher the H 2 or light hydrocarbons content, the longer the life time of the fuel cell, using heavy fuel would decrease the life time of the fuel cell. Thus, a separation of light/heavy species is required. To do so, the natural porosity of the composite materials which are used onboard may be used to separate light from heavy species and thus to increase the H 2 or light hydrocarbons concentration by filtration process.

Ceramic Matrix Composites (CMC) are usually used as a porous material with controlled permeability [START_REF] Steinhauser | A new concept for thermal protection of all-mullite composites in combustion chambers[END_REF][START_REF] François | Current MBDA R&T Effort on Ram/Scramjet and Detonation Wave Engine[END_REF][START_REF] Langener | Experimental investigations of transpiration cooling applied to C/C material[END_REF][START_REF] Dahmen | Numerical boundary layer investigations of transpiration-cooled turbulent channel flow[END_REF] to sustain large heat load compared to metallic materials, while operating at much higher temperatures.

The species like H 2 , C 2 H 2 and C 2 H 4 can even get separated from CH 4 by means of the selective permeation property of the CMC porous media [START_REF] Gilbert | Transport properties of a mixture of permanent gases and light hydrocarbons through the polytetrafluoroethylene capillary tubes of a GP-100 gas extractor[END_REF] . Therefore, the fuel could get enriched with low ignition delay species in order to have a more efficient combustion. In the meantime, the filtrated film inside the combustion chamber would be generated with CH 4 mostly which is characterized by a high auto ignition delay compared to H 2 , C 2 H 2 and C 2 H 4 [START_REF] Abe | Progress in aircraft gas turbine engine development[END_REF][START_REF] Spadaccini | Ignition delay characteristics of methane fuels[END_REF] . Previous work shows that as the methane content increases there is increase in absorbance value which is clearly seen in IR spectrum around 3100 cm -1 13 . Hence the generated film would thus play a positive role of an additional wall protection by absorbing a maximum of Infrared Radiation from the flame.

This selectivity property of CMC depends upon the permeability of the material or of the porous medium [START_REF] Pinnaua | Pure-and mixed-gas permeation properties of a microporous spirobisindanebased ladder polymer (PIM-1)[END_REF][START_REF] Baker | Permeability, permeance and selectivity: A preferred way of reporting pervaporation performance data[END_REF] . Over the last decade, it has been recognized that the separation factor for gas pairs varies inversely with the permeability of the more permeable gas of the specific pair. Indeed, an analysis of the literature data for binary gas mixtures from the list of He, H 2 , O 2 , N 2 , CH 4 , and CO 2 reveals this relationship for these mixtures [START_REF] Robeson | Correlation of separation factor versus permeability for polymeric membranes[END_REF][START_REF] Chenara | Gas permeation properties of commercial polyphenylene oxide and Cardo-type polyimide hollow fiber membranes[END_REF] . Hence the determination of the permeability and studying the factor affecting it is of prime importance. Performance criteria for the filtration media are high flux rate, stability at variable temperature, pressure and high selectivity even in the presence of other gases and contaminants (e.g. CO, CO 2 , CH 4 , H 2 O, H 2 S, etc.).

The filtration process in aerospace sector can be found in other fields of application such as geology [START_REF] Luquot | Hydro-dynamically controlled alteration of fractured Portland cements flowed by CO2-rich brine[END_REF][START_REF] Abdulgader | Hybrid ion exchange -Pressure driven membrane processes in water treatment: A review[END_REF] , petrochemical [START_REF] Tanakaa | Preparation of palladium and silver alloy membrane on a porous α-alumina tube via simultaneous electroless plating[END_REF][START_REF] Shamsabadi | Role of critical concentration of PEI in NMP solutions on gas permeation characteristics of PEI gas separation membranes[END_REF] or fuel cell. For the fuel cell application, several literature works show that filtration process through membranes is a simple technique which is characterised by a low cost and by a low energy consumption as well as a high purity of hydrogen separation [START_REF] Spillman | Economics of gas separation membranes[END_REF][START_REF] Lu | Nanoporous materials: science and engineering[END_REF][START_REF] Phair | Materials for separation membranes in hydrogen and oxygen production and future power generation[END_REF][START_REF] Chi | Transient dynamic of hydrogen permeation through a palladium membrane[END_REF][START_REF] Chi | Preparation of thin Pd membrane on porous stainless steel tubes modified by a twostep method[END_REF] . But in current fuel cells, the temperature remains relatively low or moderate.

In previous works, a high pressure test bench with one inlet and one outlet configuration has been developed [START_REF] Gascoin | High temperature and pressure reactive flows through porous media[END_REF][START_REF] Fau | Fuel pyrolysis through porous media: Coke formation and coupled effect on permeability[END_REF] . It has been tested on different type of metal and composite disks to determine the Darcian's and Forchheimer's permeabilities with inert and reactive fluids at high temperature and pressure. Similar experimental setup has been used by several authors to determine the permeability of same type of sample geometry or of bar type specimens [START_REF] Ilias | Preparation and characterization of composite membrane for high temperature gas separation[END_REF][START_REF] Tremblay | Gas permeability, diffusivity and solubility of nitrogen, helium, methane, carbon dioxide and formaldehyde in dense polymeric membranes using a new on-line permeation apparatus[END_REF][START_REF] Papaioannou | Uphill' permeation of carbon dioxide across a composite molten salt-ceramic membrane[END_REF] . Ilias et al. (1997) investigated the permeability and selectivity of hydrogen through a palladium membrane at high temperature and low pressure. Tremblay et al. (2006) determined the permeability, diffusivity and solubility of polydimethylsiloxane, polyisoprene, polyoctenamer, and polyurethane membranes for pure nitrogen, helium, carbon dioxide, methane and formaldehyde. Papaioannou et al. (2015) evaluated carbon dioxide permeability for sintered supports with molten carbonate dual-phase membranes and its performances were found to be stable for more than 200 h of operation. Instead of so many researches on the porous media, still we face a lack in evaluating the correct flow through porous media. Permeability of the material is mostly determined through experiments using disk sample in laboratory, with normal flow. The outflow through the porous media is measured to determine the permeability of the material. Nevertheless, when using experimentally measured values to numerically simulate realistic engineering configurations, a major disagreement is found regarding the estimation of through flow. Hence, several hypothesis are possible, among which: thermal heterogeneity in the system and particularly in the porous material, material heterogeneity at macroscale, estimation of porous medium properties. Since the lab configuration (the porous disc is inserted into a tube which imposes the entire fluid to flow through the porous medium) is not exactly similar to a realistic one, a dedicated work appears necessary. In real engine, a perpendicular flow to the main one occurs in the cooling tube (cf. Figure 1) and the through flow (secondary outlet) is only a small percentage of the fluid that flows into the pipe from the inlet to the main outlet. Hence, it makes necessary to study the effect of a second flow outlet on the determination of Darcian's and Forchheimer's permeabilities (despite the fact that permeability is often considered as a characteristic of the material itself [START_REF] Allaby | A Dictionary of Earth Sciences[END_REF] ). The aim of this paper is to determine Darcian's and Forchheimer's permeabilities of a permeable medium in a realistic configuration. Therefore, a porous tube made up of generic C/SiC composite is used as a porous medium and the effect of a second outlet on the Darcian's and Forchheimer's permeabilities is investigated. The next section is dedicated to the description of the experimental setup where different "Primary over Secondary flowrates" ratios (noticed PO/SO ratios) and three values of openings of the second outlet are studied. Two analytical methods for the determination of Darcian's and Forchheimer's permeabilities are given. The results of the porous composite tube permeabilities are presented and discussed in the third section of this paper.

II. Material and Methods

Permeation experiments and test methodology

The bench used here is composed of a porous tube connected to gas injection system. Porous tube is made up of C/SiC composite [START_REF] Charles | Analysis of Generalized Pattern Searches[END_REF] having a square cross section area of 1 cm 2 and a length of 1 m. This tube has one inlet and two outlets (the main outlet "outlet-1" is noticed as Primary Outlet -P.O-and the one through the permeable medium "outlet-2" is called Secondary Outlet -S.O-, as seen on Figure 1). The pressure and the mass flow rate are measured on each end of the porous tube. The inlet is located at the left and the outlet-2 is all along the tube although outlet-1 is at extreme right. The injection system is capable of handling liquid as well as gaseous fuels with a high pressure pump (80 bar, 0.5 g.s -1 ). In this study, nitrogen gas is used as fluid. Four sensors to monitor transient variations of mass flowrates, pressure and temperature are connected to a data acquisition system (Keithley 2700, 1 Hz, 16 bits, 48 channels). The mass flowmeter with a range of 0 to 3 g/s is placed at inlet in order to measure mass flowrate of fluid entering into the porous media. An additional Low flow-Brooks glass tube variable area flowmeter is used at P.O to estimate the through flowrate of S.O by substracting the P.O flowrate from the inlet one. This Brooks flowmeter is calibrated for maximum flow of 25 mg/s for the nitrogen. Pressure transducer with a range of 0 to 60 bar is placed at inlet side after the mass flowmeter in order to measure the pressure of fluid (Pinlet) whereas both outlets (P.O and S.O) are kept at atmospheric pressure (1 bar). Flow from the primary outlet is controlled by manually operated valve where three opening percentage values (0%, 50% and 100%) are selected. Hence, this imposes different PO/SO ratios depending on the pressure conditions. Figures 2 and3 illustrate respectively a photograph of the developed permeation experimental setup and a schematic overview of the porous composite tube. ISO 4022 and P 2 methods for the determination of fluid permeabilities are followed for all the tests which are performed at room temperature and repeated at least three times. 

Mathematical procedures of Darcian's and Forchheimer's permeabilities determination

Accurate description of fluid flow behavior in the porous media is essential and is described in several ways in various literature studies [START_REF] Hassanizadeh | General conservation equations for multi-phase systems: 3. Constitutive theory for porous media flow[END_REF][START_REF] Martins | The effects of non-Darcy flow in propped hydraulic fractures, SPE 20790[END_REF][START_REF] Zeng | A Criterion for Non-Darcy Flow in Porous Media[END_REF] . Usually, Darcy's law depicts fluid flow behavior in porous media [START_REF] Garanzha | Validation of non-Darcy well models using direct numerical simulation[END_REF] . According to Darcy's law, the pressure gradient is linearly proportional to the fluid velocity in the porous material. This linear relationship is valid only for very small flow velocities or low pressure gradients, typically for pore Reynolds number lower than one [START_REF] Hassanizadeh | High velocity flow in porous media[END_REF] . As the Reynolds number (Re) approaches to a critical value (i.e. turbulent regime), the relationship becomes nonlinear but it gets quadratic due to inertial force. The one-dimensional Darcy equation can be written as:
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where P is the pressure, x is the direction of fluid flow, µ is the fluid viscosity, V is the superficial velocity, and K D is the darcian permeability. The transient behavior in porous media is described by Navier-Stokes equations whereas Brinkman's equation below is used to describe the macroscopic fluid flow in large range flow regimes:
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where inlet outlet P P P    is the pressure drop through the porous medium, L is the external mean sample thickness, ρ is the inlet density (with respect to inlet pressure), K D and K F are the Darcy's and Forchheimer's terms. The right term of Eq. ( 2) is composed of two parts, one related to the Darcy's law for low velocity regime filtration (Darcian flows) and the quadratic one is related to the Stokes's law (non-Darcian flows) which takes into account the inertial effects related with flow resistance.

The Stokes equation is also called as Forchheimer's equation [START_REF] Tully | Fluid Flow and Heat Transfer in a Liquid Rocket Fuel Injector[END_REF][START_REF] Murthy | Thermal Dispersion Effects on Non-Darcy Convection over a Cone[END_REF] . Numerous other formulations of the Brinkman's equation can be found [START_REF] Kim | Fully discrete mixed finite element approximations for non-darcy flows in porous media[END_REF][START_REF] Choi | Permeability modeling of fibrous media in composite processing[END_REF][START_REF] Martin | Simulation of pyrolysis gas within a thermal protection system[END_REF][START_REF] Valdes-Parada | On the effective viscosity for the Darcy-Brinkman equation[END_REF] . Large range of flow regimes through porous media can also be described by using power laws [START_REF] Rathish | Free convection in a non-Darcian wavy porous enclosure[END_REF] and cubic laws [START_REF] Aulisa | Geometric framework for modeling nonlinear flows in porous media, and its applications in engineering[END_REF][START_REF] Nguyen | Mapping of foam mobility in porous media[END_REF][START_REF] Pazos | Compan Calculation of Klinkenberg permeability, slip factor and turbulence factor of core plugs via nonlinear regression[END_REF] .

In order to compute Darcian's and Forchheimer's permeabilities from the measured parameters on the experimental bench, the ISO 4022 norm urges to use the modified form of the above equation: 11
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The dynamic viscosity, the density and the fluid velocity in the model given by Eq. ( 3) are calculated at the mean value of the inlet and the outlet pressures. This linear model (called ISO model) can be easily used for the experiments but not in case of Computational Fluid Dynamics codes or engineering which mostly rely on welldefined upstream conditions. It make necessary to use another method based only on inlet condition. To overcome this shortcoming, another method [START_REF] Langener | Experimental investigation of transpiration cooling with subsonic and supersonic flows at moderate temperature levels[END_REF] which based on the use of a quadratic model (called P 2 model) is considered as a second method for the determination of Darcian's and Forchheimer's permeabilities. The P² model is written as:
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with inlet inlet m V A   and inlet inlet P rT  
where r is the gas constant and T is room temperature.

Using both models, the determination procedure considered here can be stated as the following bound constrained minimization problem:

      exp exp minimize subject to with l u th J J              (5) where   , D F K K
  is the decision variables vector that will be identified, l  , u  are respectively the lower and the upper bounds of these variables,  denotes the usual Euclidean norm, th  is the theoretical pressure loss given by ISO model (Eq. 3) or P² model (Eq. 4) and exp  is the experimental one.

A direct search algorithm provided by the ''Global Optimization'' Toolbox of Matlab® is used to solve the bound constrained optimization problem of relation (5). Unlike traditional optimization methods which need gradient or higher derivatives information to search for an optimal point, this optimization algorithm does not require any information about the gradient of the objective function. This direct search algorithm can be used to solve problems with no differentiable objective function or not even continuous, it searches a set of points around the current point, looking for a point where the objective function value is lower than the one at the current point [START_REF] Kolda | Optimization by direct search: new perspectives on some classical and modern methods[END_REF][START_REF] Charles | Analysis of Generalized Pattern Searches[END_REF] .

III. Results and Discussion

As mentioned in previous sections, the Darcian's and Forchheimer's permeabilities of porous composite tube are determined by two different approaches (ISO method and P 2 method) and the influence of different secondary outlet openings is investigated. To achieve this determination, ISO method considers the evolution of the term

P L V   as a function of V  
whereas the P 2 method considers the evolution of P L  versus inlet V . Figure 5 presents these experimental evolutions for three different P.O openings (0%, 50% and 100%). The curves are typical and very different because in case of turbulent flow the ISO method gives a linear trend while for P² method quadratic one is observed. However in case of a purely laminar flow (Darcian regime), the ISO method gives a horizontal line and a linear trend is observed for the P² method. In Figure 4 (left), it can be easily seen that for maintaining the same mass flow rate through the porous media the required inlet pressure increases slightly as the P.O opening increases. It is obviously because of the fact that as the P.O opens it creates a new pressure drop along the tube leading to a diminution in driving force. To overcome this, the pressure at inlet side should be increased. However, in order to have the same pressure drop across the tube for all three cases (0%, 50% and 100%) the inlet fluid velocity required is to be slightly lower in later case than the former which can be clearly observed in Figure 4 (right). It is also noted that as pressure drop over material thickness ratio reaches the value of 5×10 7 Pa.m -1 there is no much change in inlet fluid velocity which shows the existence of the turbulent regime expressed by the Forchheimer term. This stagnation regime due to turbulent flow (slight velocity increase for major pressure drop increase) can be illustrated by the permeation images given as example in Figure 5 for fully closed P.O case. Initially at atmospheric pressure, there is no permeation as there is no driving force. Then having vaporised water and soap on the outer surface of the tube, when the inlet pressure increases, the soap bubble formation on the tube surfaces increases along the length of the porous tube. Bubbles appear near the inlet first and the inlet pressure increases, bubbles are found further along the tube. In addition, once inlet pressure reaches the value of 3 bar, the permeation occurs from all the four faces of the tube and become more uniform as it reaches a value of 4 bar. A semi-quantitative post-treatment of the images of the bubbles formation is proposed in Figure 6 where the locally estimated S.O flowrate is divided by the entire S.O flowrate. Hence permeation distribution is given in percentage of locally permeating flow in order to express how the through flow is distributed over the entire tube length. It is seen that the central part presents a deficit in permeation which is due to the production process of the tube itself which required some structural parts (around 0.15 m, 0.30 m to 0.60 m and around 0.75 m). These structural additional parts are in the same material but the higher local thickness impacts the permeation locally. For pressure of about 4 bar, the permeation tends to be uniform while a major part of the through flow is found upstream for lower inlet pressure. As described in earlier section, a direct search algorithm is used to minimize quadratic errors between experimental data and the functions of Eq. (3) and Eq. ( 4). ISO method (related to Eq. 3) and P 2 method (related to Eq. 4) are used to determine the Darcian's and Forchheimer's permeabilities for different P.Oopenings (0%, 50% and 100%) which are given in Table 1. A comparison between the two methods (ISO and P 2 ) shows that Darcian's permeabilities determined by P 2 method for three different P.O openings (0%, 50% and 100%) are slightly higher than Darcian's permeabilities determined by ISO method. The Forchheimer's permeabilities are very close to each other for both the methods in all three P.O openings. Determination of K D by ISO method leads to a discrepancies of 2.2% and 17.2% for respectively 50% and 100% open cases. However for K F coefficients, relative gaps of 10.8% and 6.9% is found respectively for 50% and 100% P.O opening. On the other hand, K D determination by P 2 method leads to relative errors of 13% and 31% for respectively 50% and 100% open cases whereas relative changes of 7% and 10.9% are observed for K F terms. The permeability levels obtained in this paper are in quite agreement with those of literature for this kind of composite material (C/SiC). Indeed, Gascoin et al. (2013) [START_REF] Gascoin | Comparison of Two Permeation Test Benches and of Two Determination Methods for Darcy's and Forchheimer's Permeabilities[END_REF] Even if measuring accurately these permeability levels is not so easy, we can see a small increase of the Darcy permeability while the tangential flow increase.

It may depend on the way of computing the density (here taken at entry conditions, the pressure drop can increase between the different PO levels, changing the local density to be theoretically taken into account).

In order to have better understanding of above statement and deeper insight of P.O influence on Darcian's and Forchheimer's term contributions on pressure losses, Figure 7 presents the evolutions of these contribution as well as their ratio as functions of pore Reynolds number. The pore Reynolds number is computed for metallic samples by using the relation / 

IV. Conclusion

In many applications from aerospace to fuel cell, the permeability of materials is a key parameter that is generally determined experimentally. Lab test conditions (1 inlet/1outlet) are not always exactly those of realistic conditions of use of these materials (1 inlet/2outlets). Consequently, the present work intended to investigate how realistic configuration plays a role on Darcian and Forchheimer permeabilities determination. Additionally, two different procedures (ISO method and P 2 method) of permeability determination were compared. A C/SiC composite tube is used as a porous medium in this paper. It is found that determination procedures (ISO method and P 2 method) gives almost same results when the primary outlet is fully closed for both Darcian's and Forchheimer's permeabilities. After performing the tests for different P.O openings, it is observed that there is no much change in Forchheimer's permeability but there is a slight increase in the Darcian's one as the P.O opening increases. In order to understand more clearly the above statement, pore Reynolds number has been estimated and Darcian's and Forchheimer's contributions are plotted with respect to Reynolds number. It shows that the Darcian's contribution decreases whereas the Forchheimer's contribution remains more or less the same as P.O opening increases. These slight variations are mostly related to the experimental accuracies and further studies will be necessary to conclude on the best way to use the Brinkman equation in case of tangential permeation on a long tube, first under ambient temperature conditions and then in presence of temperature gradients. These experimental values obtained under realistic test conditions (2 outlets) are in agreement with existing data obtained under lab test conditions (1 outlet).

In future works, mathematical backgrounds will be developed to correlate Darcian's and Forchheimer's permeabilities to the selectivity of the porous materials since this would play a role in the fuel enrichment by separating H 2 from CH 4 for example. After that, the spatial selectivity distribution of several binary mixtures will be investigated for different variable parameters such as the type of porous media, the fluid temperature, the pressure and the time.

  s permeabilities of C/SiC porous composite tube by taking two outlets into account. Operating parameters (temperature, pressure and mass flow rate) are measured for three different configurations: i) secondary outlet (S.O) is 0% open ii) S.O is 50% open and iii) S.O is 100% open. Then Darcy's and Forchheimer's permeabilities are computed by ISO and P 2 methods using a direct search algorithm. Obtained results from different methods are compared and discussed. They are in agreement with the literature data which guarantees the reliability of the test bench and of related measures. Nomenclature Acronym CMC = Ceramic Matrix Composite PO/SO ratio = ratio of the flowrate from the Primary Outlet over the one from the Secondary Outlet P
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 1 Figure 1: Overview of realistic flows through porous medium in transpiration cooling system (tangential permeation).
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 2 Figure 2: Photograph of the permeation test bench.
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 3 Figure 3: A schematic overview of the C/SiC porous composite tube.
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 4 Figure 4. Evolutions of pressure loss in terms of ρV/µ (left) and inlet fluid velocity (right).

Figure 5 .

 5 Figure 5. Step wise permeation images with respect to change in pressure and mass flowrate.

Figure 6 .

 6 Figure 6. Permeation profile of the composite tube for 0% open case.

  area and g d is the grain diameter. Let us notice that the grain diameter 3material is computed from a correlation between thickness, overall porosity and grain diameter deduced from the literature data (Gascoin 2011). It is observed from the set of plotted data that for porous composite tube, Darcian's term is always lower than the Forchheimer's term for the three different P.O openings (0%, 50% and 100%) showing that the flow is always in a turbulent regime. There is a decrease in Darcian's contribution as P.O opening increases and a relatively very low change is observed for Forchheimer's contribution. The Darcy's pressure term reaches its limit around unity for all cases (0%, 50% and 100% open) as seen in a previous work for different porous media(Gascoin 2011).

Figure 7 .

 7 Figure 7. Permeation contributions plotted versus pore Reynolds number for different secondary outlet openings in porous composite tube.

Table 1 . Darcian's and Forchheimer's permeability values by two methods at different secondary outlet openings for C/SiC composite material.

 1 estimated Forchheimer's permeabilities between 10 -10 and 10 -14 m.

	Primary outlet	ISO method	P 2 method
	opening				
	percentage	K D ± ΔK D (m 2 )	K F ± ΔK F (m)	K D ± ΔK D (m 2 )	K F ± ΔK F (m)
	0%	(1.35± 0.3)×10 -14	(1.23± 0.01)×10 -12	(1.40± 0.3)×10 -14	(1.22± 0.009)×10 -12
	50%	(1.38± 0.1)×10 -14	(1.11± 0.006)×10 -12	(1.61± 0.2)×10 -14	(1.14± 0.006)×10 -12
	100%	(1.63± 0.4)×10 -14	(1.15± 0.03)×10 -12	(2.04± 0.6)×10 -14	(1.10± 0.03)×10 -12
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