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Effect of Injection Current on Signal Strength in a Single-Mode Laser Diode Optical Feedback Interferometer Subject to Weak Feedback

Jalal Al Roumy 1,2 , Julien Perchoux 1,2 Optical feedback interferometry (OFI) sensing is widely deployed in industrial and laboratory environments, due to its simple and low-cost optical setup compared to conventional interferometry techniques, in many sensing applications such as: the measurement of displacement, distance, velocity and vibration [START_REF] Bosch | Optical Feedback Interferometry[END_REF]. OFI signals can be acquired either through the observation of the power fluctuations with a monitoring photodiode implemented on the rear facet of the laser diode (PD signals) or by the amplification of the variations in the laser diode voltage (LV signals) [START_REF] Juskaitis | Semiconductor Laser Confocal Microscopy[END_REF]. In both methods, maximum signal-to-noise-ratio (SNR) should be maintained to achieve the best performance of the sensor.

In this paper, we present a simple analytical model based on Lang and Kobayashi rate equations [START_REF] Lang | External Optical Feedback Effects on Semiconductor Injection Laser Properties[END_REF]. The model suggests a significant difference in injection current dependence of the strengths of the two interferometric signals. The PD signal is linearly dependent on injection current while the LV signal depends on the slope efficiency and the temperature. For an ideal laser diode, where slope efficiency is constant, the LV signal should remain constant. However, in practice slope efficiency decreases with the increase of injection current, as shown in Fig. 1a, due to thermal effects [START_REF] Coldren | Diode Lasers and Photonic Integrated Circuits[END_REF], resulting in the decrease of the LV signal with injection current.

The model was validated in a set of experiments on a distributed feedback (DFB) laser diode and a verticalcavity surface-emitting laser (VCSEL), with the results presented here belonging to the DFB laser diode. Fig. 1b shows the measured PD signal and two model curves with the curve modelled with the behavioural slope efficiency showing good agreement with measurement over a wide range of injection current levels. Similarly, Fig. 1c shows the measured LV signal and two model curves with a monotonic decrease observed in both the measured signal and the curve modelled with the behavioural slope efficiency. The model provides important insight into the radically different biasing strategies to maximise the PD and LV signals strengths. PD signal is maximum at higher injection currents while LV signal is maximum just above the laser threshold.

Fig. 1 a

 1 Fig. 1 a) Measured L-I curve (left axis, blue solid line) and slope efficiency curve (right axis, green solid line). A third-order polynomial was fitted to the measured L-I curve and the resulting fitted slope efficiency is shown (red broken line). b) and c) Dependence of the PD and LV signals strengths on injection current: measured (blue solid); modelled (constant slope efficiency of an ideal laser diode, green broken); modelled (behavioural slope efficiency, red solid).
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