A Cooperative Traffic Control Strategy

Dora L. Borg Dr. Neila Bhouri Dr. Kenneth Scerri With one-third of the global population living in cities by 2030 and the need for mobility fueling traffic growth all over the world, the traffic congestion problem in major cities is becoming more and more acute. Besides economic losses, traffic congestion has detrimental effects on our standard of living and on the environment. A viable solution to the traffic congestion problem is intelligent traffic control. The main aim of this work is to test a Model Predictive Control Strategy (MPC) on three prime intersections in an important arterial road in Le Bourget area northeast of Paris.

Data Sources

This work will focus on three important intersections in 'Avenue de la Division Leclerc'. Data from loop detectors around the area will be used to simulate the traffic demand on the network and therefore re-create a realistic simulation of the current traffic situation. The area of Le Bourget is imported in Sumo using 'openstreetmap'.

U n i v e r s i t y o f M a lt a L -U n i v e
Empircal data collected from loop detectors will be used to model the traffic demand.

The control strategy will be interfaced with the simulation using 'TraCi' to control in real time the traffic light timings.

Results will be compared with the current timing plans to analyse the improvements when using the proposed control strategy.
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A hierarchical MPC control strategy [1] will be implemented.

The control scheme is based on a state space model describing the traffic dynamics through multiple urban junctions [1].

An MPC controller [2] will be used to control each junction locally while a central controller will be used to monitor the queues on the interlinks and tune the controller parameters.

Analysis of the results obtained will highlight possible ways how the control strategy can be improved in the future.

  r s i t à t a ' M a l t a Department of Systems and Control Engineering Faculty of Engineering University of Malta Approach The MPC Control Strategy The simulation is carried out in Sumo Traffic Simulator.