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The paper is proposing the use of a Retinex filter (GIMP Retinex) for improving those methods of fabric fault detection, which are based on image processing. Since the Retinex filtering is simulating the human vision, it seems possible that it could act in processing the images as the trained staff of textile industry is acting in the visual inspection of the fabric on off-line stations. Here some preliminary examples are proposed, which seem quite interesting for a preprocessing of the images, on which a further analysis can be applied to determine the presence of defects.

Modelled on the peculiar features of the human vision, which are quite different from those of the recording devices [START_REF] Bian | Retinex image enhancement techniques: Algorithm, application and advantages[END_REF][START_REF] Jobson | A Multi-Scale Retinex for bridging the gap between colour images and the human observation of scenes[END_REF], several algorithms of image processing had been developed to simulate the human ability of adapting to adverse conditions. These algorithms are known as Retinex algorithms. The first of them was conceived by Edwin H. Land, an American scientist and inventor, best known as co-founder of Polaroid Corporation [START_REF] Land | An alternative technique for the computation of the designator in the Retinex theory of color vision[END_REF][START_REF] Land | Recent advances in Retinex theory and some implications for cortical computations[END_REF]. As explained in Ref. [START_REF] Barnard | Investigations into multi-scale Retinex[END_REF], through the years, Land evolved several models, until his last one proposed in 1986. The term "Retinex" was coined by Land himself, combining the words "retina" and "cortex", to indicate the results of his researches, that human colour perception is involving all levels of vision processes, from the retina to the cerebral cortex. Several Retinex approaches exist [START_REF] Jobson | A Multi-Scale Retinex for bridging the gap between colour images and the human observation of scenes[END_REF][START_REF] Jobson | Properties and performance of a center/surround Retinex[END_REF]: the single-scale Retinex (SSR), the multiscale Retinex (MSR), and, for colour images, the MultiScale Retinex with Colour Restoration (MSRCR). Among MSRCR we find the GIMP Retinex, a freely available tool developed by Fabien Pelisson [START_REF] Pelisson | GIMP Retinex[END_REF] (GIMP is the GNU image processing software). The resulting image of this filter can be adjusted selecting different levels, scales and dynamics. There are three "levels": uniform, which tends to treat both low and high intensity areas fairly, low, that "flares up" the lower intensity areas on the image, and high that tends to "bury" the lower intensity areas in favor of a better rendering of the clearer areas of the image. The "scale" determines the depth of the Retinex scale. Minimum value is 16, a value providing gross, unrefined filtering. Maximum value is 250. Optimal and default value is 240. A "scale division" determines the number of iterations in the multiscale Retinex filter. The minimum required, and the recommended value is three. The "dynamic" slider allows adjusting colour saturation contamination around the new average colour (default value is 1,2). Let us processing some images of faults in fabrics by using the GIMP Retinex. This does not mean that it is enough the use of a Retinex filter for an automatic detection, but that is could improve the score of successful detections, by increasing the visibility of the defects. Faults in the structure of woven fabrics are deviations from the recurrence of a fundamental unit, and usually appear as subtle lines, dark or bright, in the image frame. The more frequently encountered defects are broken or missing picks. Dust, extraneous staples or oil spots can also be observed. Let us start from the defect in the Figure 1. The image is showing a mispick, a rather common defect, produced when a yarn is lacking or broken on the loom, and it is a defect expanding on the surface fabric and involving several neighbor yarns. Mispicks are easy to find by eye inspection, such as dust and little oil spots. These defects are eye-inspected with back lighting. The same illumination system was used to record image in the Figure 1. It is evident the selective action of the filtering, so the three outputs are enhancing different features of the fabric. In particular, the low level (L) filtering seems suppressing the fault, whereas the high level (H) filtering enhances its visibility. In fact, we have two images to compare, L and H. L could represent the fabric as it would be "without defect", and H the "defect". Using these images, we can try a further analysis comparing them. Let us consider image L in the Figure 2 and invert its colour tones with GIMP, having the panel L-I in the Figure 3. We can add this image to image H. The result is an almost homogenous grey image, having the position of the defect evidenced by the bright region. Reducing the grey tones to three or five, we have the results in the Figure 4. It is easy to imagine a segmentation of this image which is able evidencing the position of the defect for an automatic inspection. Let us consider another example. It is the same fabric of the Figure 1, but here we see some dust on it, which is altering the light transmitted by the fabric. Here again we can do the same as in the Figure 2. The result is given in the Figure 5. Adding the High level filtered image to the inverse of the Low level filtered image we obtain the image in the left panel of Figure 6. In the right panel we can see the result given with a reduced number of grey tones. In the Figure 7, we can see on the left, the image of a missing pick, another quite common defect in fabrics. In the same image, we can see the result of Retinex filtering. Again, using the same addition of images as in the Figures 3 and6, we can obtain the results given in the Figure 8. 7 we obtain the image in the left panel. In the middle panel we can see the result given with a reduced number of grey tones. On the right, the result after a suitable threshold.

In these examples, we have considered an image of a certain fabric and from it, using the Retinex filter, we have obtained two images. One (L), which is obtained after selecting the low level filtering, is that where the lower intensity areas are evidenced. The other image, obtained using the high level (H), has the clearer areas are favored. Let us note that, in the given examples, we have used a back lighting illumination system for inspecting the fabric. In them, we have seen a fault as a region which is transmitting more light. Therefore, L is close to the "good" fabric, H is close to the "bad" fabric. Therefore, from a single image of the fabric, we had two filtered images we can compare to determine the presence of a defect. In the Figure 9, we can see another example of a defect observed using a back lighting. It is a weaving mismatch. This defect has an extension on 8-10 yarns and, sometimes, it is difficult to identify. On the left, we see the original image, in the middle the image we obtain after mixing L and H image as made for the Figure 3, and in the right panel the result after enhancing the contrast. In this case, the defect is stopping the light, but also in this case, the proposed approach based on L and H filtered images seems giving some interesting results. Another possible defect is that shown in the Figure 10, where we see a fabric observed in front lighting. On the left, we see the original image, in the middle the image we obtain after mixing L and H image as made for the Figure 3, and, in the right panel, the result after thresholding. In fact, being the defect composed by bright yarns, for the Retinex filter it is the same as a region seen in back lighting which is transmitting more light. As a conclusion, after the examples we have proposed in the previous images, we can tell that, from an image of a certain fabric, using the Retinex filter we can obtain at least two useful images. One can be that obtained after selecting the low level filtering (L), where we find the lower intensity areas of the image enhanced. The other image can be that obtained using the high level (H), where the clearer areas of the images are favored. If we suppose to work with a back lighting illumination system and that a fault is a part of the fabric which is transmitting more light, the proposed approach seems quite good. This happens because L is close to the "good" fabric and H is close to the "bad" fabric. In this manner, we have, from an image of the fabric, two filtered images we can compare to determine the presence of a defect Some other studies are necessary to improve this approach based on Retinex filtering, when we have defects which are difficult to identify, such as the presence of tiny flaws or doublepicks. Unlike mispicks, the doublepicks which appear when two yarns are very close, produces very narrow lines in the fabric. Some preliminary analyses of Retinex filtering seem quite promising. Let us end the paper, with a further example of a simple use of GIMP Retinex. In the previous examples we have proposed this filter for preprocessing the images to be used in an automatic vision system. However, Retinex could be used just to help human vision, for instance, in detecting tiny flaws of the fabric. A simulation is given in the Figure 11. In the upper panel, we have the fabric as it could be seen, where defects are hardly visible. However a simple filtering with GIMP Retinex give us the presence of defects. Then, a device which is giving a filtered image could be used to improve the visual inspection on the off-line stations. 
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 1 Figure 1: A mispick in a textile woven fabric. Image size is 40 mm.

Figure 2 :

 2 Figure 2: On the left the original image. The other images are those obtained using GIMP Retinex, for Uniform, Low and High levels.

Figure 3 :

 3 Figure 3: Let us use image L in the Figure 2; we can invert the colour tones with GIMP, having the panel L-I. We can add this image to image H. The result is the almost homogenous grey image, having the position of the defect evidenced by the bright region (low-right panel). The grey areas are those where the two images are coincident.
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 4 Figure 4: The result obtained in the Figure 3 can be shown by a reduced number of grey tones, three on the left and five in the middle. On the right, we can see the effect of a suitable threshold.
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 5 Figure 5: On the left the original image. The other images are those obtained using GIMP Retinex, for Uniform, Low and High levels.

Figure 6 :

 6 Figure 6: Adding the High level filtered image of the Figure 5 to the inverse of the Low level filtered image of Figure 5 we obtain the image in the left panel. In the right panel we can see the result given with a reduced number of grey tones.

Figure 7 :

 7 Figure 7: On the left an image showing a missing pick (image size is of 20mm). The other images are those obtained using GIMP Retinex, for Uniform, Low and High levels. Note that the low level filtering is reducing the effect of the double pick, whereas the high level filtering is enhancing it.
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 8 Figure 8: Adding the High level filtered image of the Figure 7 to the inverse of the Low level filtered image of Figure7we obtain the image in the left panel. In the middle panel we can see the result given with a reduced number of grey tones. On the right, the result after a suitable threshold.
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 9 Figure 9: A weaving mismatch in a fabric. This defect has an extension on 8-10 yarns and, sometimes, it is difficult to identify. The size of the figure is 20 mm. On the left, we see the original image, in the middle the image we obtain after mixing L and H image as made for the Figure 3, and in the right panel the result after enhancing the contrast.
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 10 Figure 10: Defect in a complex fabrics with yarns of different colors (image size is 20 mm).

Figure 11 :

 11 Figure 11: In the upper panels, the simulation of a good fabric (left) and the same with defects (middle, right). A simple Retinex filtering is evidencing them.