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The aim of this paper is to propose an efficient and unique reluctance network (RN) model for all translator displacements of a linear hybrid motor. This model has to consider several translator positions to analyze the linear motor performances. The proposed RN model takes into account the magnetic characteristic and the flux leakage. Consequently, the proposed model gives precise results of the electromagnetic characteristic. The RN model considers an interesting solution to deal quickly with an optimization task of a large number of constraints and parameters. The developed model is coupled with sequential quadrating programming method for an optimization process of the linear machine. The obtained results confirm the efficiency of this method for modeling and optimization of the linear machine.

T known as flux tubes. Each flux tube is associated with a magnetic reluctance, which depends on circuit dimension and the magnetic behavior. The originality of this model consists HE LINEAR hybrid motors (LHMs) consist of an efficient solution for precise linear displacements applications [START_REF] Krishnan | Switched Reluctance Motor Drives: Modeling, Simulation, Analysis, Design, and Applications[END_REF]. Many research papers work on the design and the optimization of these machines [START_REF] Szabó | A novel double salient permanent magnet linear motor[END_REF]. The finite element method (FEM) is generally used when precise results are indispensable [START_REF] Du Peloux | Automatic generation of sizing static models based on reluctance networks for the optimization of electromagnetic devices[END_REF]. However, this method needs large computation time, limiting the number of parameters that can be taken into account. Moreover, the FEM cannot be coupled with rapid optimization algorithms [START_REF] Raminosoa | Time-stepping simulation of synchronous reluctance motors using a nonlinear reluctance network method[END_REF]. The second method used in the design of linear machines is based on the reluctance network (RN) model [START_REF] Du Peloux | Automatic generation of sizing static models based on reluctance networks for the optimization of electromagnetic devices[END_REF]- [START_REF] Nguyen-Xuan | Efficient reluctance network formulation for electrical machine design using optimization[END_REF]. In this paper, we are concerned with the development of a new RN model for modeling and optimization of linear machines. A 3-D view of the studied machine is shown in Fig. 1. The main dimensions of the proposed LHM are shown in Fig. 2.

The double-sided LHM mechanical dimensions are summarized in Table I.

In Section II, a unique RN model for all translator positions is presented and discussed. The comparison of results with that of the FEM is presented in Section III. The optimization of the machine is presented and discussed in Section IV. The optimization task consists in reducing the global mass of the machine. The electromagnetic characteristics of the optimized structure are also presented and verified using the FEM. The conclusions and perspectives are given in Section V.

II. UNIQUE RELUCTANCE NETWORK MODEL

FOR ALL DISPLACEMENTS The concept is based on the subdivision of the magnetic circuit of the machine into a sufficient number of elements in its ability to calculate the electromagnetic characteristics for various positions from unaligned to aligned positions using a simple run and a unique topology of model. An elementary structure of the LHM with the respective reluctances is shown in Fig. 3.

A. Reluctances of the Air Gap

The air gap tubes are composed of straight lines with a constant length. However, the section of the air gap increases with the displacement x. Hence, the air gap reluctance is parameterized with the displacement, and it is given by the following expression:

e = e μ 0 • x • Tt . ( 1 
)
The salient in the mobile canalizes a non-neglected part of the magnetic flux. Hence, the salient is modeled by reluctances expressed as follows:

s = Tpl + e μ 0 • (Tw -x) • Tt . ( 2 
)

B. Reluctances of the Stator

Generally, the magnetic reluctance of a ferromagnetic material, with a length l and a section S, can be written as

fer = l μ 0 • μ r • S ( 3 
)
μ r is the relative permeability, which depends on the saturation of the ferromagnetic material. Hence, the ferromagnetic circuit of stator is divided into three different magnetic reluctances connected in series. These reluctances depend on both the stator geometrical parameters and the magnetic permeability.

C. Reluctances of the Permanent Magnet

Each permanent magnet inserted in the stator is modeled by a magnetomotive force and a reluctance parametrized with the geometrical and magnetic parameters of the permanent magnet. This magnetomotive force and the reluctance of the permanent magnet can be written, respectively, as

E a = B r μ 0 • μ a L a (4) a = 1 μ 0 • μ a L a S a (5)
where μ a is the relative magnetic permeability of the permanent magnet. L a and S a are, respectively, the length and the section.

D. Reluctances of the Translator Part

The translator part is moved from unaligned to aligned positions. Consequently, the translator canalizes different flux tubes, which depend on the translator position. The RN model developed must be available for each translator position. Hence, the translator part is modeled by different reluctances. The flux in the second translator teeth, which must be aligned with those of the stator in the aligned position, increases with the displacement. Hence the reluctance of the teeth is inversely proportional to the displacement, and it can be written as

21 = Tpl μ 0 • μ r • x • Tt . ( 6 
)
Applying the same methodology, the reluctances of other parts are determined. The reluctances 11 and 31 are, respectively, given as

11 = Tpl μ 0 • μ r • Tw • Tt (7) 31 = Tpl μ 0 • μ r • (Tw-x) 2 • Tt . ( 8 
)
The reluctances of the cylinder head depend on both the teeth position and the displacement. The reluctances 12 , 13 and 22 are, respectively, given as

12 = Tch μ 0 • μ r • Tw • Tt (9) 13 = Tch μ 0 • μ r • (Tw-x) 2 • Tt (10) 22 = Tch μ 0 • μ r • x • Tt . ( 11 
)
The reluctances 23 and 32 are, respectively, given as

23 = 32 = Tch μ 0 • μ r • (Tw-x) 2 • Tt . ( 12 
)

E. Reluctances of the Leakage Flux

The RN model developed in this paper has two advantages. Firstly, both flux leakages between the stator and the translator on one part and on the stator on the other are considered and represented by the circumference arcs. This leakage flux strongly influences the flux with a considerable effect on the magnetic field in this actuator. In fact, RN simulation results obtained by neglecting the leakage flux lead to important errors compared with the FEM. Secondly, the flux leakage reluctances vary with the translator displacement. The leakage flux is modeled by a magnetic reluctance given by the following expression:

f = θ μ 0 • Tt 1 ln R ex R in (13)
where θ is the angle of the circumferences arc. R ex and R in are, respectively, the exterior radius and interior radius of the circumferences arc, as shown in Fig. 4.

Each part of the flux leakage is modeled by an adapted magnetic reluctance. The parameters of the magnetic reluctances are parameterized with the displacement of the mobile part. Indeed, the flux path of each part increases or decreases with the displacement of the mobile part. In this RN model, the leakage flux reluctances change according the translator displacement. The RN is modeled in software Reluctool, and the finite element model of 1/4 LHM is shown in Fig. 5.

When the translator is moved from the unaligned position to the aligned position, the flux modeled using the reluctance f 2 decreased considerably. The angle formed is equal to 1.57 rad. The interior radius is constant and equal to the half of the air gap. However, the exterior radius decreases according the expression Twx. The f 2 is given by the following expression:

f 2 = 1, 57 μ 0 • Tt 1 ln Tw-x e/2 . ( 14 
)
The exterior radius of the flux modeled using f 4 decreases according the expression (Twx)/2. Indeed, in the unaligned position, the exterior radius is equal to the half of the tooth width. Applying, the same methodology, all of flux leakage reluctances is determined. The f 3 and f 5 are, respectively, given as

f 3 = 1, 57 μ 0 • Tt 1 ln Tw e/2+x
(15)

f 5 = 1, 57 μ 0 • Tt 1 ln Tw/2 e/2+x/2 . ( 16 
)
The f 4 and f 6 are written as

f 4 = f 6 = 1, 57 μ 0 • Tt 1 ln (Tw-x)/2 e/2 . ( 17 
)
The reluctance f 1 represents the flux leakage canalized between the two poles in the same stator. The flux leakage in this case is constant. The angle formed is 3, 14 rad. Consequently, f 1 is given as

f 1 = 3, 14 μ 0 • Tt 1 ln 1,5•Tw e/2 . ( 18 
)

III. STATIC FORCES COMPARISON

The algorithm that solves the RN is shown in Fig. 6. It allows reducing the computation time. A set of mobile part positions has to be defined before generating the model.

The propulsive forces calculated with RN model implemented by the Reluctool software and the FEM for three different current excitations are shown in Fig. 7. As shown earlier, force curves are almost identical. Hence, the RN model of the LHM is in accordance with the FEM.

IV. LHM OPTIMIZATION

The objective function of this optimization consists in minimizing the LHM mass while keeping the propulsive force. Moreover, the LHM mass is a very important parameter in the level of actuator manufacturing and transportation. However, many constraints must be respected. In particular, the propulsive force must be kept greater than 5000 N. The optimization constraints are summarized in Table II.

The RN model proposed in this paper reduces the computation time in both modeling and optimization of the LHM. The optimization process ends in 3463 ms after 28 iterations. The initial and optimal geometrical and electrical parameters are given in Table III.

The initial and optimized geometrical structures are shown in Fig. 8.

The mass of different parts of the initial and optimized structures is summarized in Table IV. The maximum propulsive force is also given in the same table.

The propulsive force of the optimized structure is calculated using two methods: 1) the RN model and 2) the FEM. The obtained results are shown in Fig. 9, which confirms the robustness of the developed RN model. 

V. CONCLUSION

A precise RN model is developed to model, design, and optimize a linear actuator. This model is developed using the Reluctool software and is validated using the FEM. The efficiency of this model is its ability to generate automatically the electromagnetic characteristics for any mobile part positions. This model has a good numerical stability and leads to precise force computation. The model is applied for sizing by optimization. The sequential quadrating programming method is used, and accurate optimization results are obtained. The simulation results presented and discussed confirm the robustness of the developed RN model and the optimization approach.
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