In the framework of Cleansky SFWA ITD, ONERA defined an experimental research program for the investigation of gust load in Wind Tunnel. Based on dedicated experimental set-up, three test campaigns were achieved in the ONERA S3Ch transonic facility. At first, the ability to produce a relevant and reproducible gust field was demonstrated. Then the second wind tunnel test was devoted to analyse gust effects on the aeroelastic behaviour on a 2D airfoil equipped with a control surface. Finally, gust load control based on closed loop approaches was investigated up to transonic flow and has demonstrated significant reductions of the model structural responses to gust. The experimental database and results have allowed to perform the calibration of numerical modelling capabilities of gust load as well as the assessment of advanced gust load alleviation functions.

INTRODUCTION

The mission of Clean Sky European research program is to develop breakthrough technologies to significantly increase the environmental performances of airplanes and air transport [START_REF]Clean Sky Website[END_REF]. In the framework of SFWA ITD (Smart Fixed Wing Aircraft Integrated Technology Demonstrator), one of the main improvements axes is the aircraft weight reduction through novel load control technologies in order to contribute to a step change in fuel consumption levels.

To achieve the investigation of the specific case of gust load, which is one of the most critical for strength design and fatigue loading source for transport type aircraft, ONERA has defined a dedicated experimental research program based on Wind Tunnel Tests (WTT).

In the literature, the experimental investigations of gust in wind tunnel have been mainly performed in low speed regime [2] [3] and there are few works conducted in the transonic regime [4] even less for load alleviation purpose [5].

In order to improve the understanding of fluidstructure interactions in presence of a gust perturbation, ONERA proposed to define a research tool for the investigation of gust load in Wind Tunnel (WT) tests conditions. The key objectives are :

• to improve the understanding of a large scope of physical phenomena induced by gust such as linear and non-linear aerodynamic in presence of gust, aeroelastic effects of an impact gust on a flexible model. • to dispose of comprehensive and relevant experimental databases for the validation of methodologies and tools of numerical simulation such as high fidelity tools of Computational Fluid Dynamic (CFD) and Computational Structure Mechanics (CSM). • to investigate gust load alleviation with control approaches based on closed-loop architecture. 

THE EXPERIMENTAL SETUP

General considerations

The Gust Generator

The geometrical architecture of the gust generator is made of two identical NACA 0012 airfoils of c = 0.2m chord length placed at x = -0.63m, upstream of the entrance of the test section which corresponds to x = 0, and at h = +/-0.2m above and below the wind tunnel longitudinal axis. The airfoils span covers the entire width of the tunnel with a minimal gap between the wing tips and the WT walls. The dynamic actuation is performed by four servohydraulic jacks which synchronously rotate the two airfoils (i.e. pitch motions about the quarter chord point) with a frequency bandwidth of 100 Hz. The two airfoils are made of an optimized architecture that combines carbon reinforced skins and metallic parts to reduce inertia and allow high frequencies of actuation under heavy aerodynamic loads. An overview of this mount is shown in Fig 2. 

The Aeroelastic Model

The aeroelastic airfoil is based on an ONERA supercritical profile (OAT15A [START_REF] Rodde | OAT15A Airfoil Data[END_REF]) with a 0.25 m chord length. The main components of the model part are composed of a steel spar and 2 upper and lower carbon reinforced skins. A specific manufacturing process was defined by Aviation Design in order to avoid any geometrical variations and to respect the aerodynamic shape of the airfoil (no cover, no access).

The boundary conditions of the model aim at providing the behaviour of a classical 2 dof aeroelastic model .i.e. a 2D model with a pitch and plunge stiffnesses. One of the most well-known in the literature is the Pitch And Plunge Apparatus (PAPA) developed at NASA [10] providing the two flexible dof needed for flutter test purpose. For the works presented in this paper, a novel concept has been studied for the design of a pitch-plunge device. The stiffness properties are driven by flexible beams with in addition an arrangement of bearings in order to better "constrain/prescribe" the "rigid body" motions of the wing. In the wind-tunnel test section, the mounting system is composed of 2 identical mountings parts located on each test section door as shown in Fig 3. For both dof, the geometrical parameters of stiffness beams have been numerically optimized through Finite Element Models (FEM) in order to satisfy static loads requirements and to tune dynamics properties in the frequency range of interest. The main advantage of this mount system is that pitch and plunge stiffnesses can be modified independently by adjusting the length of clamping condition of each "stiffness beam".

The model is equipped with a full span trailing edge control surface with a hinge axis located at 75% of the chord. On each side, the control surface is driven by a high torque -high speed actuator especially designed and manufactured for 

Measurement devices

The goal of the first WTT was to estimate whether the gust generator was able to generate a relevant gust field and to qualify its characteristics. This campaign was performed for the case of an empty wind tunnel section.

Two measurement devices were used to qualify the flow :

• An unsteady clinometric probe especially designed and manufactured for these tests. This "gust sensor" is a fast-response 2 holes probe (equipped with 2 unsteady pressure sensors) and provides after calibration the unsteady flow angle.

• A two components phase averaged Particle Image Velocimetry (PIV) system composed of a double pulse laser and a high resolution camera. The laser was installed below the test section and delivered an (Oxz) measurement plan. The time resolution was obtained through phase averaging locked to the airfoil motion [START_REF] Brion | Generation of vertical gusts in a transonic wind tunnel[END_REF].

Typical results

Typical results are shown in Fig 5 presenting temporal evolutions of the unsteady clinometric probe for a harmonic oscillation of the gust generator. As expected, a sinusoidal command induced a sinusoidal dynamic motion of the 2 wings generating therefore a sinusoidal gust. For this example at Mach number 0.73, a dynamic actuation of the wings of +/2° in amplitude at f g = 40Hz induced a gust amplitude recorded by the probe of about +/-0.4° flow deviations. A frequency analysis is given in the lower part of Figure 5 and shows the principal component of the gust field is located on the command frequency. Higher harmonics could be identified but with a lower order of magnitude.

In addition to probe data, PIV measurements have allowed to qualify complementary the unsteady flow of the gust field. The influence of the walls and the effects of the wings wake (Z=+/-0.2m) are clearly emphasized with strong variations of the velocity longitudinal components while small scale disturbance are observed in central area (Z~0m). The vertical velocity field demonstrates clearly an alternating upward and downward flow, i.e. an alternating positive and negative flow angle, as function of time which exactly corresponds to the researched phenomenon. The analysis along the vertical axis indicates a variation of homogeneity which is still nevertheless moderated in the centre area.

Main outcomes of WTT1

The tests were performed following a parametric approach: the gust field properties were analysed depending on the aerodynamic conditions and the actuating conditions. Significant parameters have been investigated such as the amplitude  Actuation and the pulsation  of the dynamic actuation, the upstream flow velocity U  .

A complete synthesis of the gust generator performances is given in Moreover these data are in a good agreement with numerical predictions and analytical models developed in [START_REF] Brion | Generation of vertical gusts in a transonic wind tunnel[END_REF]. The reduced frequency and the dynamic pitch amplitude appear to be the dominant parameters with a positive effect on the gust generation. The Mach number has also a beneficial effect in lower order of magnitude by improving the airfoil performances.

The results and analyses of this first WTT demonstrated the ability to generate a cylindrical gust field in wind tunnel environment in a reproducible way with significant gust amplitudes.

OPEN-LOOP GUST LOAD TESTING

Aerodynamic behaviour in presence of gust

The first part of the second WTT was devoted to the study of the aerodynamic phenomena induced by gust on the airfoil. To reach this objective, the clamping conditions of the model were switched in "rigid configuration" (i.e. structural modes postponed at high frequency). Plunge Mode -f=24.7Hz -=2.3%

The plots shown in

Pitch Mode -f=40.6Hz -=1.9% 

Figure 12: FRF between airfoil acceleration and gust perturbation

As presented in Fig 12, the tests demonstrated that it was unexpectedly impossible to excite the pitch mode (around 40 Hz). Although its behaviour was clearly linear and controlled during lab tests, the gust perturbations didn't allowed to obtain significant responses on this mode. Parametric analyses were performed to solve this issue and led to the conclusion of strong and unavoidable friction phenomena in a sealing area close to the walls-airfoil junction.

Open-loop behaviour for a control surface command

The 

Closed-loop Control results

During the final WTT, the main objective was the demonstration in real time of gust load alleviation through the active control of the model aeroelastic response for a gust disturbance. For this first demonstration, the control laws were designed to act on the first plunge mode and to avoid any bad effect of the higher modes (e.g. amplification of the first bending). Practically, the control parameter (controller, gain and loop sign) were tuned at first in real time for a harmonic gust perturbation with a sinusoidal command locked on the plunge mode frequency. Although the prelaminar vibration tests have demonstrated the presence of structural nonlinearities, the robust control approach take into account the effect of the parameter variations and uncertainties ensuring a control efficiency.

Moreover, at the end of the final WTT, the controller robustness was also characterized through parametric tests. Typically, a controller designed from a given open-loop dataset was tested with variations of the Mach number, the angle of attack value or the static angle of the control surface. The results have demonstrated structural response reductions in a lesser extent but also the absence of instabilities. 
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 2 Figure 2: Overview of the gust generator installed upstream the S3 WTT section

Figure 3 :

 3 Figure 3: Overview of the 2D aeroelastic model installed in the S3 WTT section

  these tests and mainly composed of a rotative hydraulic actuator operating at 200 Bar and a fast response servo valve. As the actuation bandwidth is an important consideration for gust load alleviation law design and performance, position feedback control laws were precisely tuned to allow the dynamic deflection of the control surface up to 100 Hz.The instrumentation of the model is made of :• steady (31) and unsteady (44) pressure transducers arranged in two span stations. • accelerometers mounted (12) in three span stations to correctly handle the dynamic motions. • various strain gages bridges for monitoring purposes • an unsteady clinometric probe (see device described in section 3.1) mounted in the airfoil leading edge to estimate the gust field upstream the airfoil.An overview of the complete experimental set-up is shown in Fig 4.In the background, the gust generator device is located in final part on the convergent area of the wind tunnel while the wing part of the aeroelastic model is visible downstream in the test section equipped with the adaptive walls.

Figure 4 :

 4 Figure 4: Complete experimental setup for gust load investigation in the S3 WTT

  Fig 6 shows the spatiotemporal reconstructions of the longitudinal and vertical velocity components for the similar tests point presented in Fig 5. Each frame represents the flow variations over one wavelength of the gust.
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 56 Figure 5 -Signals obtained by the unsteady clinometric probe and associated spectra Normalised longitudinal velocity field (U/U)

  Fig 7 for the case of harmonic gust. The gust amplitude  Gust (i.e angular flow deviation in degrees) is normalised on the actuation amplitude and a correction factor =1/(1-M 2 ) 1/2 of the compressibility effects (according to the Prandtl-Glauert transformation). The resulting normalised gust angle is plotted versus the reduced frequency k=*c/U  , c being the chord of the gust generator wings.

Figure 7 :

 7 Figure 7: Synthesis of the performances of the Gust Generator The Fig 7 indicates clearly a good correlation between the probe and PIV measurements.Moreover these data are in a good agreement with numerical predictions and analytical models developed in[START_REF] Brion | Generation of vertical gusts in a transonic wind tunnel[END_REF]. The reduced frequency and the dynamic pitch amplitude appear to be the dominant parameters with a positive effect on the gust generation. The Mach number has also a beneficial effect in lower order of magnitude by improving the airfoil performances.

Fig 8 and

 8 Fig 9 present the typical results of a sinusoidal gust impacting the airfoil at a transonic Mach Number. In Fig 8, the grey surface covers all instantaneous pressure distribution recorded at high sampling rate while red and blue lines provided the time averaged data. As shown, the pressure levels fluctuations were significant in the supersonic plateau area and the shock location. The pressure signals were modulated at the Gust Generator frequency and for this case, the shock oscillated with a 8% chordwise amplitude between the extreme locations.
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 8 Figure 8: Instantaneous (grey) and averaged (blue and red) pressure coefficient distributions The first harmonic pressure distribution in Fig 9 exhibited a classical shape. Contrary to subsonic case, pressure distribution is completely different between the suction and pressure sides. An important motion of the shock occurred on this upper side of this airfoil and a shift on the phase information.
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 9 Figure 9: Distribution of First harmonic Pressure Distribution In order to estimate the global effects of impacting gusts on the aerodynamic behaviour of the airfoil, the unsteady lift force has been determined by integration of the unsteady pressure sensors, i.e. for each sample time. As shown in Fig 10, the lift coefficient signal is obviously dominated by the frequency of the gust generator command. For the presented example, the order of magnitude of the local lift coefficient fluctuation is Cl = +/-0.04 leading to a variation of the lift force of about +/-200N. This clearly demonstrates the ability of generating significant unsteady loads on the airfoil using the gust generator.
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 10 Figure 10: Temporal evolution of the lift coefficient signal obtained by pressure integration

Figure 11 :

 11 Figure 11: First structural modes For the gust generation, sine sweep signals were used as input data which amplitude was modulated as function of the time to compensate the frequency effect described in Fig 7 and to generate a constant amplitude gust over the wide frequency bandwidth. On the Frequency Response Function (FRF) shown in Fig 12 between the structural acceleration and the gust perturbation, the contributions of the plunge and first bending modes are clearly visible.

  second WTT was also devoted to the characterisation of the gust model behaviour for a control surface input. Similarly to the gust load tests, a sweep sine command was generated over the frequency bandwidth [0-100] Hz. As presented in Fig 13, the three targeted modes (plunge, pitch and bending) are clearly visible on the command transfer function between the model acceleration and the control surface deflection command. In the view of achieving a closed-loop control, this point has guaranteed an a priori good controllability of these modes. The shape of the peak in the vicinity of the pitch frequency tends to indicate a nonlinear behaviour. This confirms the previous assumption of friction phenomena associated to this structural mode.
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 13 Figure 13: FRF between airfoil acceleration and control surface command

Figure 14 :

 14 Figure 14: Block diagram of the robust control The synthetized controllers were implemented on a real time dSpace device with a dedicated real-time man/machine interface to monitor the signals and adjust control/command parameters. Several control architecture were tested and based on accelerometers data in a SISO configuration (i.e. Single Input Single Output) or MISO (i.e. Multi Input Single Output).

  An example of an accelerometer time history is given in Fig 15 and clearly demonstrates the control efficiency when the control is switched on. A quantitative evaluation for this test point pointed out a strong reduction of the model aeroelastic response up to -10 dB. The analysis of the control surface deflection indicated reasonable motions around one degree.

Figure 15 :

 15 Figure 15: Accelerometer time history for a sinusoidal gust perturbation at the plunge mode frequency Then the control efficiency was assessed for a wide band gust excitation driven by a sweep sine command. Depending on the controller type and the test case, some margin could have been considered on the main feedback gain to ensure stability of the closed-loop system over the wide frequency bandwidth. The open-loop data (i.e. without control) is superposed in Fig 16 with the closed-loop data (with active control). As expected, the control laws are very efficient in vicinity of the plunge mode and no amplification appears at higher frequency. Structural responses attenuations up 70% were observed on the plunge mode.

Figure 16 :

 16 Figure 16: Demonstration of the active gust load alleviation -FRF between accelerometer and gust driving signal

  According the experimental roadmap, three WTT have been achieved in the ONERA S3Ch facility. At first the analysis of the gust generator capabilities has demonstrated the ability to generate a cylindrical gust field in wind tunnel environment in a reproducible and controlled way. Then the aerodynamic and aeroelastic behaviours of a 2D model were investigated in presence of gust. The achieved open-loop tests have provided a comprehensive and consistent database used by the SFWA partners in a numerical restitution process to perform CFD/CSM simulations for gust cases[START_REF] Huvelin | High fidelity numerical simulations for gust response analysis[END_REF]. The users have pointed out the fact this database constitutes a first major step in the validation process of the simulation capacities of gust. Finally, active gust load alleviation was successfully demonstrated in real time up to transonic conditions. The control methodology was based on closed-loop architecture between accelerometers and the control surface command. Significant reductions of the model structural responses to gust were obtained with stability and robustness.
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