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I. INTRODUCTION

The last decade has known a significant development of a wide range of wireless electronic devices such as RFID systems and wireless sensors networks. For many critical applications (e.g. space, aeronautic and medical applications) the sensors used to monitor physical and structural quantities should be wireless and energetically autonomous. The energy, under its different forms (kinetic, thermal, solar, radio waves…) can be used to power these sensors. In this work, the use of the radio waves as energy source for autonomous power sensors is addressed. The autonomy of the wireless sensors can be achieved mainly by two techniques: (i) wireless power transfer and (ii) energy harvesting. These are two important concepts of "energy in Radiosciences", the first one consists of transmitting an electromagnetic energy generated by a dedicated/intentional transmitter and convert this energy into DC on the wireless sensor node by using a rectenna (an acronym coming from rectifier antenna), and the second one consists of harvesting the energy of the existing/surrounding radio waves by using a rectenna. In geostationary telecommunication satellites, high gain microwave antennas are mounted on the external panels of the satellite for communication broadcasting. The radiofrequency (RF) power radiated by such antennas is in the range of 100W. Consequently, an important amount of electromagnetic energy is available around the satellite and illuminates the (antenna) panels. The electric field generated by the spill-over loss of these microwave antennas can reach the following highest levels (effective values): 40 V/m in C-band, 49.5 V/m in X-band, 106 V/m in Ku-band, and 127 V/m in K-band [START_REF] Takacs | Microwave power harvesting for satellite health monitoring[END_REF]. Thus, the harvesting of the electromagnetic energy was identified as a realistic solution to power autonomous wireless sensors deployed along the surface of the panels for structure health monitoring [START_REF] Takacs | Microwave power harvesting for satellite health monitoring[END_REF]. The rectenna (antenna + rectifier circuit) plays a crucial role in receiving and converting RF power into DC power. It consists of two main blocks: the first block is the antenna used to capture the RF energy and converts it into an RF signal, the second block is the rectifier that converts this RF signal into a DC voltage used to power an autonomous wireless sensor. This paper presents recent results obtained in Ku and K bands from using an innovative rectenna topology reported in [START_REF] Okba | Cross dipole rectenna for satellite health monitoring[END_REF] and developed in [START_REF] Okba | Multiband Rectenna for microwave applications[END_REF] and [START_REF] Okba | Cross dipoles rectenna for microwave applications[END_REF], is composed of four printed cross dipoles antenna array and uses a single low cost Schottky diode [5]. Rectennas using a cross dipole antenna were also reported in [START_REF] Takacs | Microwave power harvesting for satellite health monitoring[END_REF], [START_REF] Sun | Design of a High-Efficiency 2.45-GHz Rectenna for Low-Input-Power Energy Harvesting[END_REF] while a rectenna using a two cross dipoles array was reported in [START_REF] Takacs | Rectenna Design for K Band Application[END_REF]. The rectenna topology and the design methodology are presented in Section II. The experimental results are reported in Section III and show that very good performances can be achieved in three frequency bands by using a single rectenna. The proposed compact topology is an extension of the rectenna using two cross dipoles antenna array reported in [START_REF] Takacs | Rectenna Design for K Band Application[END_REF].

II. RECTENNA TOPOLOGY AND DESIGN

In order to implement a multiband rectenna, two topologies can be considered. They are shown in Fig. 1. They consist of a multiband antenna which captures the ambient electromagnetic energy and converts it into a RF signal. This RF signal is then transferred to the rectifier via an impedance matching circuit/bandpass filter for maximizing the transfer of power and minimizing the return loss at the operating frequencies. The rectifier (e.g., a Schottky diode) is another key element of a rectenna and must be chosen carefully. Its role is to rectify the RF signal and a low-pass filter is then used in order to suppress the fundamental frequency component and its harmonics. The sensing device (typically a resistor) is modeled as a load impedance to be powered.

As shown in Fig. 1 a) the first possible topology uses only one rectifier for addressing all the targeted frequencies. As a drawback this topology generally requires a multiband/broadband matching network that can be very challenging to design/implement in practice. A rectenna based on this topology is reported in [START_REF] Kuhn | A Multi-Band Stacked RF Energy Harvester with RF-to-DC Efficiency Up to 84%[END_REF], [START_REF] Niotaki | A Compact Dual-Band Rectenna Using Slot-Loaded Dual Band Folded Dipole Antenna[END_REF]. Another solution is shown in the Fig. 1 b). A specific rectifier is used with its own impedance matching circuit at each targeted frequency. Then all the obtained DC powers are combined for powering the load (i.e. the sensing device). The rectenna proposed in [START_REF] Song | A High-Efficiency Broadband Rectenna for Ambient Wireless Energy Harvesting[END_REF] is based on this topology. For compactness purposes the topology shown in Fig. 1 a) is adopted here. Moreover, by adopting this topology, a non-resonant matching technique is used. The matching is carried out by controlling the impedances of the antenna and the rectifier. From a theoretically point of view, another topology can be proposed: it consists of using a specific rectenna (with a narrow band/single band antenna) for each frequency band and then combining the harvested DC powers. Nevertheless this solution leads to very large design. The proposed topology is composed of an array of four cross dipoles antenna array (4CDAA) in parallel and a silicon Schottky diode -Skyworks SMS7630 [5] mounted in shunt configuration. In order to select the topology of our antenna several requirements were taken into account: (i) the rectenna should be as compact as possible (we note that the size of our design is determined mainly from the size of its antenna), (ii) the gain should be as higher as possible in order to increase the rectenna efficiency, (iii) the antenna should have a multiband behavior. As we will show later the 4CDAA topology represents a good trade-off between the previously mentioned criteria. The best way to feed the 4CDAA is to use Coplanar Strip Lines (CPS). Thus the use of a single diode in a shunt configuration seems to be the best solution to implement the rectifier. Then the rectifier is composed by (i) a silicon SMS7630 diode mounted in shunt configuration, (ii) a shunt capacitor to implement the DC low-pass filter, (iii) the CPS lines and via-holes used to interconnect the lumped components (diode and capacitance). From an electrical point of view the rectifier views the input impedance of the CDAA as shunt impedance.

The PCB layout and a photo of the manufactured rectenna are shown in Fig. 2. The antenna array and the diode are implemented on the top of the PCB while the RF shunt capacitor is mounted on the bottom side of the PCB. A metallic plate is added on the bottom side in order to enhance the antenna gain. This compact topology (its size is fixed by the size of the antenna array) is an extension of the rectenna using two cross dipoles antenna array 2CDAA reported in [START_REF] Takacs | Rectenna Design for K Band Application[END_REF]. Moreover, a non-resonant matching technique is used here. Instead of using a dedicated matching circuit that acts as a (resonant) band-pass filter we try here to implement directly the (conjugate) matching requirements by properly controlling the input impedances of the 4CDAA and of the rectifier. Then, the matching circuit is virtually suppressed and leads to a more compact structure. The main goal is to achieve the best impedance matching at the resonant frequencies of the 4CDAA.

The rectifier consists of the diode and the low pass RC filter (composed of the shunt capacitor and the load itself). The 4CDAA can be viewed as an array formed by four cross dipole arrays printed on the top of the PCB. Each cross dipole is an array with two dipoles in cross configuration as shown in Fig. 2. The substrate used is the Rogers RT/Duroïd 6002 (substrate thickness: 0.508 mm, relative dielectric permittivity: 2.94 and dielectric loss tangent: 0.0012) [START_REF]RT/duroid®6002 high frequency laminates[END_REF]. III. DESIGN OF THE RECTENNA Some specific technical requirements for space applications must be fulfilled for designing an efficient rectenna: (i) the rectenna topology have to be as simple as possible; (ii) all the components in the rectenna (dielectric substrate, diode, capacitors, etc.) must be qualified for space applications, ready to be qualified or at least with performances suitable for space requirements; (iii) the operating frequencies must be chosen from the electromagnetic environment existing on board of satellite antenna panels. An analysis of the electromagnetic energy available on the panels at different frequencies is reported in [START_REF] Takacs | Microwave power harvesting for satellite health monitoring[END_REF].

Design of the antenna

Intensive full-wave electromagnetic simulations were performed by using Ansys HFSS software in order to design the 4CDAA structure. The diode was replaced by a voltage port while the shunt capacitor and the load were modeled as lumped RLC boundaries as shown in Fig. 3. The antenna was initially simulated and optimized for 12 GHz, but it also displays a good impedance matching at two other frequencies that corresponds to the higher resonant modes of the 4CDAA. The simulated return loss shows a multi-band behavior (12 GHz, 17.6 GHz and 20.2 GHz). Fig. 4 displays the simulated results regarding the return loss and the input impedance versus frequency. where n is the number of dipoles (𝑛𝑛 =8 in our case) and 𝐺𝐺𝐺𝐺 is the gain of each (lossless) dipole. This gain can be increased when a reflector is properly positioned below the antenna surface. The expected maximum gain is 14.2 dBi when half-wavelength dipoles (𝐺𝐺𝐺𝐺 =2.15 dBi) are used. This gain should be considered as an upper limit for any practical 4CDAA design. There are no accurate closed-form expressions for designing such arrays but some rules and methodology can be applied in order to start the design. The length of each dipole (Ld in Fig 2 ) should be approximately half wavelength and the distance between the center of two opposite cross dipoles (L2 in Fig. 2) should be an integer multiple of half wavelength. The angle between the dipoles (α in Fig 2) impacts the polarization of the radiated field and the maximum achievable gain. CoPlanar Strip (CPS) lines are used to feed each cross dipole.

We target here a linear polarization but other polarizations (e.g. circular polarization) can be obtained by controlling the angle α between the crossed dipoles and the relative phase at the input of each cross dipole. Depending on the system requirements, the microwave antennas of the broadcasting satellites may operate using the circular or linear polarization [START_REF] Takacs | Microwave power harvesting for satellite health monitoring[END_REF]. The linear polarization is adopted here because the (in house) experimental setup used for rectenna characterization has been built up by using a linearly polarized horn antenna. The diode is mounted at the center of the array as shown in Fig. 2. Six metallic via holes were used to connect the top and the bottom side of the PCB. A shunt capacitor is mounted on the bottom side of the PCB. The main dimensions of the fabricated (optimized) rectenna are: L1= 4 mm, L2= 15.3 mm, Ld= 10.6 mm, Lx=Ly= 19.5 mm.

At the first operating frequency (f 0 =12GHz), the length of each dipole (Ld) is close to the half wavelength (Ld~λ/2) and the distance between the center of the opposite dipoles (L2) is close to wavelength (L2~λ). The second operating/resonant frequency is f 1 ~1.5f 0 . At this frequency, Ld~0.7λ and L2~1.5λ. The third operating/resonant frequency is f 2 ~2f 0 . At this frequency Ld~λ and L2~2λ. Fig. 5 shows the simulated radiation patterns (gain) of 4CDAA at the 3 resonant (operating) frequencies 12 GHz, 17.6 GHz and 20.2 GHz and Fig. 6 shows the surface current density on the rectenna. From a theoretical point of view, at the third frequency (20.2 GHz), the radiation pattern is expected to be null along the Oz axis. This is not the case because Ld is not exactly equal to λ and also because an electromagnetic coupling exists between the cross dipoles. The designed 4CDAA exhibits the following simulated gain (values obtained for θ=φ=0°): 11.7 dBi at 12 GHz, 11.7 dBi at 17.6 GHz and 12.7 dBi at 20.2 GHz. As expected the simulated gains for the 4CDAA are much higher than the theoretical gain of a single dipole (2.15 dBi for an ideal half-wavelength dipole). 

Rectifier

The diode is key element of the rectifier. The choice of an appropriate diode is crucial and must be done carefully in the design of a high-efficient rectifying circuit. This is because the diode is the main source of losses and its performance impacts significantly the performances of rectenna. The equivalent circuit of the diode/rectifier is shown in Fig. 7. It consists of the series resistance (RS), a nonlinear junction resistance (Rj) derived from the I-V characteristic of the diode and a nonlinear junction capacitance (𝐶𝐶 𝑗𝑗 ). Due to the self-biasing nature of the shunt connected diode, 𝐶𝐶 𝑗𝑗 depends on the bias voltage across the diode as follows [START_REF] Yoo | Theoretical and Experimental Development of 10 and 35 GHz Rectennas[END_REF], [START_REF] Guo | An Improved Analytical Model for RF-DC Conversion Efficiency in Microwave Rectifiers[END_REF].

𝐶𝐶 𝑗𝑗 = 𝐶𝐶 𝑗𝑗0 � 𝑉𝑉 𝑓𝑓 𝑉𝑉 0 + 𝑉𝑉 𝑓𝑓
where 𝐶𝐶 𝑗𝑗0 is zero bias junction capacitance of the diode and 𝑉𝑉 0 denotes the DC output voltage. Following [START_REF] Yoo | Theoretical and Experimental Development of 10 and 35 GHz Rectennas[END_REF], an ideal DC passband filter is assumed here. Three key parameters of the diode impact the RF-to-DC conversion efficiency. The series resistance (Rs) limits the efficiency through the dissipation losses, the zero-bias junction capacitance (𝐶𝐶 𝑗𝑗0 ) affects the harmonic currents through the diode and the breakdown voltage (𝑉𝑉 𝐵𝐵𝐵𝐵 ) limits the power handling capability of the rectifier. The diode used in this design is the silicon Schottky diode SMS7630 from Skyworks. Its main parameters are reported in the Table 1 (see [14], [START_REF]Skyworks application notes 'Mixer and detector diodes[END_REF]) 

IV. EXPERIMENTAL RESULTS AND DISCUSSION

The experimental setup used in order to characterize the rectenna is shown in the Fig. 8. A microwave signal provided by an Anritsu MG3694B generator is injected at the input of a horn antenna using a coaxial cable. During the measurement, the rectenna was aligned in order to match the (linear) polarization of the transmitting horn antenna. The horn antenna is placed at a distance d above the rectenna and allows illuminating the rectenna with a linearly polarized E-field. An automatic acquisition routine is implemented in Labview software from National Instruments to speed-up the acquisition process. The harvested DC voltage measured by using a DC multimeter. The DC power can be derived from the measured DC voltage as long as the load is known. The measured losses due to the coaxial cable and connectors placed between the signal generator and the horn antenna are around 3 dB at the operating frequency band (12 GHz). Two different transmitting horn antennas are used here: the first one covers the 12GHz -16 GHz frequency band and the second one covers the 16GHz -22 GHz frequency band. The efficiency η (in %) of the rectenna can be computed as follows [START_REF] Popovic | Low-Power Far-Field Wireless Powering for Wireless Sensors[END_REF]:

𝜂𝜂 (%) = 𝑃𝑃 𝐷𝐷𝐷𝐷 𝑆𝑆. 𝐴𝐴 𝑒𝑒𝑓𝑓𝑓𝑓 • 100 = 4. 𝜋𝜋. 𝑃𝑃 𝐷𝐷𝐷𝐷 𝑆𝑆. 𝐺𝐺 𝐵𝐵 . 𝜆𝜆² • 100 ( 3 
)
where 𝑃𝑃 𝐷𝐷𝐷𝐷 is the harvested DC power, 𝑆𝑆 is the incident electromagnetic power density, 𝐴𝐴 𝑒𝑒𝑓𝑓𝑓𝑓 is the antenna effective area, 𝐺𝐺 𝐵𝐵 is the simulated gain of the (rectenna's) antenna and 𝜆𝜆 is the free-space wavelength of the illuminating electromagnetic wave at a given frequency.

From equation (3) The power density (µW/cm 2 ) can be computed as a function of the E-field effective value 𝐸𝐸 (V/m) on the antenna surface or as a function of the RF power P t injected at the input of the transmitting horn antenna (gain 𝐺𝐺 𝑡𝑡 ) and positioned at a distance 𝐺𝐺 from the rectenna, as follows:

𝑆𝑆 = 𝐸𝐸 2 120. 𝜋𝜋 • 100 = 30. 𝑃𝑃 𝑡𝑡 . 𝐺𝐺 𝑡𝑡 𝐺𝐺 2 . 120. 𝜋𝜋 • 100 (4) 

TABLE 2. Comparison of rectenna performances *Non Communicated

The E-field and the power density illuminating the rectenna can be computed as function of 𝐺𝐺 𝑡𝑡 and d by using eq. ( 3). Fig. 9 shows the measured harvested DC power at the input port of a resistive load (RL=300Ω) in the frequency band 10GHz -16GHz demonstrate also a multi-band behavior. The proposed rectenna harvests efficiently the RF power at 17 GHz and 20 GHz. The optimal load was also determined and Fig. 11 shows the DC power as a function of the load for an E-field of 48 V/m at 12GHz. A standard potentiometer (0-10kΩ) was used as a load impedance. The results shows that the DC power decreases (i.e. the efficiency decreases) when the load impedance increases. The highest DC power is obtained when R = 300 Ω. The harvested DC power for RL=300Ω as function of E-field illuminating the 4CDAA at the frequency of 12 GHz is reported on Fig. 12. From a practical point a view at least 1 mW of DC power is required to supply an autonomous wireless sensor for satellite health application. Typically such a wireless sensor is composed of a sensor (DC power consumption in the range of few µW), a DC-to-DC convertor, a power management unit and a wireless low-power transceiver (DC power consumption in the range of the mW). However the electromagnetic energy illuminating the antenna panels is almost constant and the DC circuitry (including the power management unit) should be minimal [START_REF] Takacs | Microwave power harvesting for satellite health monitoring[END_REF]. As shown in Fig. 12, the rectenna can provide a DC power of 1mW or higher when it is illuminated by electric field amplitude higher than 38 V/m. The efficiency of 4CDAA rectenna is 1.8 1 0 0 3 0 0 5 0 0 7 0 0 9 0 0 2 0 0 0 5 0 0 0 1 0 0 0 0 DC power (mW) R(ohm) computed using eq. ( 2). Fig. 13 represents the RF-to-DC conversion efficiency as a function of the E-field illuminating the rectenna under test. The highest efficiency is approximately 41% at 12 GHz for illuminating E-field amplitude ranging between 51 V/m and 83 V/m. At the second resonant frequency (f1=17.6 GHz) the highest efficiency is approximately 12% while an efficiency of about 20% is obtained at 20 GHz. The main sources of power loss are: (i) the ohmic resistance of the selected low-cost silicon diode and (ii) the eventual mismatch between the antenna and the rectifier (due to the adopted non-resonant matching technique and to the lack of accurate simulation models of the selected diode). The overall performances of the 4CDAA rectenna can be further improved by optimizing PCB layout on the bottom side which has a major impact on the impedance matching between the rectifier and the antenna located on the top side of the PCB. Efficiencies greater than 25% can be obtained at the first resonant frequency by using a low cost silicon Schottky diode (SMS7630) when the E-field amplitude exceeds 19 V/m. The rectenna is very compact as shown in Fig. 2. Its size is 2.5 cm x 2.5 cm. Moreover this rectenna exhibits a tri-band feature which is obtained from the multiple resonant frequencies of the cross dipoles antenna array.
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V. CONCLUSION

A compact rectenna based on the use of an original four cross dipoles antenna array was designed, manufactured and measured. The experimental results demonstrate that a DC power greater than 1 mW can be harvested in the Ku band (12 GHz) for electric field amplitude higher than 38 V/m. This DC power is sufficient to power a wireless sensor (including the sensor, the sensing device, the power management unit and the wireless transceiver) for satellite health monitoring application. A maximum RF-to-DC conversion efficiency of 41% was obtained for a load of 300Ω and an incident electric field of 51 V/m. Moreover this rectenna exhibits a multi-band behavior at frequencies that corresponds to the available multiple resonant frequencies of the cross dipoles antenna array. 
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 1 Fig.1. Topologies for multiband rectennas: (a) rectenna with one RF band-pass filter for a broadband/multiband RF matching and (b) rectenna combining the harvested DC powers at each frequency.

Fig. 2 .

 2 Fig.2. (a) Top view (not to scale) of the layout of the 4CDAA rectenna and (b) photos of top and bottom side of the manufactured rectenna. The wires shown here were used to connect a variable resistance in order to reach the optimal load impedance.

Fig. 3 .

 3 Fig.3. The antenna with its voltage port and the lumped RLC boundaries

Fig. 4 .

 4 Fig.4. (a) S11 viewed at the input port of the diode vs frequency; (b) the input impedance viewed at the input port of the diode vs frequency

Fig. 5 . 2 GHzFig. 6 .

 526 Fig.5. Simulated (HFSS) radiation pattern (gain) in the xOz plane (phi=0°, continuous line) and in the yOz plane (phi=90, dashed line) of the 4CDAA at the frequencies of (a) 12 GHz, (b) 17.6GHz and (c) 20.2 GHz

Fig. 7 .

 7 Fig.7. Equivalent circuit of the diode

Fig. 8 .

 8 Fig.8. Experimental setup used to characterize the mutiband rectenna

Fig. 9 .

 9 Fig.9. Measured DC power at the input port of a resistive load (RL=300Ω) as a function of frequency and for various E-field amplitudes

Fig. 11 .

 11 Fig.11. Measured DC power as a function of the resistance of the load for E-field=48V/m.

Fig. 12 .Fig. 13 .

 1213 Fig.12. Measured DC power at the input of a load (RL=300Ω) as a function of the illuminating E-field amplitude at 12 GHz

TABLE 1 :

 1 Schottky diode parameters

	Parameter	Value
	Ohmic resistance (Rs)	20 Ω
	Junction capacitance (C j0 )	0.14 pF
	Saturation current (I s )	5 µA
	Forward voltage (V f )	0.34V
	Reverse breakdown voltage (B v )	2 V

microwave generator DC multimeter transmitting antenna rectenna under test powermeter for

  various amplitudes of the (the gain 𝐺𝐺 𝑡𝑡 the first transmitting horn antenna at 12 GHz is 19 dBi). The maximum DC power was measured at 12 GHz as shown in Fig.9.

		Operating	Diode	Incident power density	Dimensions	Maximum
		Frequency		/ RF power at the		Conversion
				rectifier input		Efficiency
	[12]	35GHz	Skyworks	20.79 dBm, RL=400Ω	NC*	39%
			DMK6606	17 dBm, RL=100Ω		
	[17]	2.45GHz-5.8GHz	Macom	2.38mW/cm² -	NC*	84.4% -82.7%
			MA4E1317	8.77mW/cm²		
	[18]	24GHz	Macom	10 mW/cm²	Length : 55 mm	24%
	[19]	35GHz	MA4E1317 Macom	30 mW/cm²	1.9𝜆𝜆 0 Length : 23.55 mm	35%
	[20]	25.7GHz	MA4E1317 Macom	8 dBm	2.7𝜆𝜆 0 21.9 x 15 mm²	16%
	[21]	5.8GHz	MA4E2502L Macom	12 mW/cm²	2.4𝜆𝜆 0 ² NC*	76%
			MA4E1317			
	This	12GHz-17GHz-	Skyworks	1.8 mW/cm²	25 x 25 mm²	42%
	work	20GHz	SMS7630		𝜆𝜆 0 ² at 12 GHz	
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