
HAL Id: hal-01439222
https://hal.science/hal-01439222

Submitted on 18 Jan 2017

HAL is a multi-disciplinary open access
archive for the deposit and dissemination of sci-
entific research documents, whether they are pub-
lished or not. The documents may come from
teaching and research institutions in France or
abroad, or from public or private research centers.

L’archive ouverte pluridisciplinaire HAL, est
destinée au dépôt et à la diffusion de documents
scientifiques de niveau recherche, publiés ou non,
émanant des établissements d’enseignement et de
recherche français ou étrangers, des laboratoires
publics ou privés.

A novel Ka-band GaN phase shifter for SATCOM
phased-array antennas

Simon Mener, Raphaël Gillard, Langis Roy

To cite this version:
Simon Mener, Raphaël Gillard, Langis Roy. A novel Ka-band GaN phase shifter for SATCOM
phased-array antennas. 27th International Symposium on Antenna Technology and Applied Electro-
magnetics (ANTEM 2016), Jul 2016, Montréal, Canada. pp.1 - 3, �10.1109/ANTEM.2016.7550192�.
�hal-01439222�

https://hal.science/hal-01439222
https://hal.archives-ouvertes.fr


978-1-4673-8478-0/16/$31.00 ©2016 IEEE     
 

A Novel Ka-band GaN Phase Shifter for SATCOM 
Phased-Array Antennas 

 
Simon Mener, Raphaël Gillard 

Institute of Electronics and Telecommunications of Rennes 
INSA, UMR CNRS 6164 

Rennes, France 
simon.mener@insa-rennes.fr 

  Langis Roy 
Department of Electronics, Carleton University 

Ottawa, Canada  
lroy@doe.carleton.ca 

Abstract— A Ka-band phase shifter is a key component of phased 
array antennas for SatCom applications. By using GaN technology, 
large power handling capability and high frequency operation can be 
achieved. In this paper, a HEMT GaN switch using a metal gate of 
0.15μm is designed at 30 GHz for signal levels up to 37 dBm. From 
this efficient GaN switch, a compact and innovative monolithic 
phase-shifter is proposed for Ka-band operation with a 2-bit phase 
resolution and attractive insertion loss, isolation and bandwidth 
performance. 
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I. INTRODUCTION 
Because satellite communication (SatCom) systems having 

large capacities are in demand, Ka-band phased array systems 
are being investigated. This higher operational frequency 
provides at the same time high data rate links and miniaturized 
antenna systems [1]. Traditionally, beam scanning is achieved 
through mechanical approaches [2-3], which are bulky, slow, 
and expensive. For this reason, an electrically controlled phase 
array antenna is preferred. A phase shifter behind each 
radiating element is desired to sweep the direction of the 
beam. Moreover, a compact and accurate 2-bit phase-shifter is 
required to allow an appropriate beam scanning and reduce the 
dimensions of the phase control circuit in T/R modules (which 
generally occupies a large area in SatCom systems).  

In addition, research into wide-bandgap semiconductors has 
progressed significantly over the last few years. GaN based 
semiconductors have demonstrated excellent performance in 
comparison with the other wide band-gap semiconductor 
technologies [4]. Large power handling capability and high 
frequency operation are achieved with good efficiency and 
linearity. As a result, reconfigurable RF circuits with high 
power/frequency and excellent linearity are now realizable, 
especially for Ka-band SatCom systems. 

In this paper, a compact Ka-band (30-32 GHz) 2-bit phase 
shifter employing GaN switches is proposed for a new 
generation of Ka-band phased array systems for satellite 
communication. 

II. DESIGN OF KA-BAND GAN SWITCH 
Fig. 1 shows a simplified cross-section of the GaN HEMT 

process, which has been developed by the National Research 
Council Canada (NRC). The NRC GaN technology is an   
aluminum – gallium – nitride / gallium – nitride (AlGaN/GaN)  

HEMT-based MMIC process. The technology features a metal 
gate length of 0.15μm (GaN150 process). 

 
Fig. 1 Schematic cross-section of AlGaN/GaN NRC HEMT 

A Ka-band GaN HEMT switch has been designed (and laid 
out for fabrication at NRC) to be used in a phase-shifter 
system. The general characteristics, dimensions and 
performances for On- and Off-Mode GaN switch 
configurations are detailed in Table I and Fig. 2. N is the 
number of gate fingers, W and L are respectively the width and 
the length of gate finger. After optimization (insertion loss and 
isolation at 30 GHz), the optimal width of the gate W is found 
to be 120μm. Note that the final dimensions of this innovative 
and efficient GaN switch in Ka-band are 220μm×450μm. 

    Table I. GaN switch details and simulated performances in Ka-band 

 
(a) 

 

Ka-band GaN 
switch 

dimensions 

Ka-band GaN switch 
characteristics 

N=2 
W=120μm 
L=0.15μm 

MODE OFF 
 Vgs=-6V 

MODE ON 
 Vgs=0V 

Isolation ≤ 13dB Insertion loss ~ 1.2dB 
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(b) 

Fig. 2. Proposed HEMT GaN switch with test structure. (a) 3D general view of 
the layout. (b) Top view of the layout with dimensions. 

To take into account the switch performances in the 
forthcoming phase-shifters, modeling has been conducted to 
extract the value of the parasitic element for each state (On- 
and Off-Mode). As described in Fig. 3, the physical equivalent 
circuit can be represented by a simple resistance for the On-
Mode (optimal resistance Ron=12 Ω) and by a capacitance for 
the Off-Mode (optimal capacitance Coff=12.3fF). Fig. 3 shows 
the performances of the proposed GaN switch in On-Mode 
(Fig. 3a: insertion loss against frequency) and in Off-Mode 
(Fig. 3b: isolation against frequency) in comparison to the 
proposed simple equivalent circuit. Note that the insertion loss 
is around 1.2 dB and the isolation is lower than 13 dB for all 
frequencies respectively for the On- and Off-Mode. The 
component values have been correctly optimized: the curves 
are very similar over the entire bandwidth. Note that the 1-dB 
compression point is a little over 37 dBm. 

 
(a) 

 
(b) 

Fig. 3. Performances of the proposed GaN HEMT switch in comparison with a 
simple equivalent circuit. (a) ON-MODE: Insertion loss against frequency. (b) 

OFF-MODE: Isolation against frequency. 

III. DESIGN OF A KA-BAND GAN PHASE SHIFTER 
Generally, an active phased array antenna is required to 

operate over a wide scanning frequency bandwidth of more 
than 1GHz. The proposed approach is to associate a phase 
shifter for each element with an efficient true time delay. The 
true time delay performance is obtained by controlling the 
electrical path-length of each element. The proposed Ka-band 
compact phase-shifter is shown in Fig. 4. The length of each 
electrical meander microstrip path has been optimized to 
obtain four phase-states separated by 90 degrees and to reduce 
the overall size. Note that the GaN MMIC corresponds to a 
substrate with permittivity εr of 10 and a thickness of 75μm. 
GaN switches are needed to select an individual path. So, to 
achieve four 90°-spaced phases (namely a 2-bit phase 
resolution), two GaN switches in On-Mode and six GaN 
switches in Off-Mode are required for each phase-state. The 
required gate bias circuitry to control each switch is not 
shown, but could be easily added without affecting the size or 
performance of the phase shifter. The frequency response 
computed in transmission with HFSS is represented in Fig. 5 
both in amplitude (Fig. 5a) and in phase (Fig. 5b). In all 
simulations, for each phase-state (4 simulations/4 states: 1st: 
switches n°1 in On-mode and the others in Off- Mode, 2nd: 
switches n°2 in On-Mode etc.), the parasitic elements of GaN 
switches are included: resistance of 12 Ω for On-Mode and 
capacitance of 12.3fF in Off-Mode. Regardless of the active 
phase-state, the transmission coefficient is lower than 3 dB 
between 30 and 32 GHz. The transmission phase response is 
plotted in Fig. 5b between 30 and 32 GHz; four 90°-spaced 
phase configurations are obtained with the same frequency 
dispersion. The corresponding phase resolution is around 
1.95bits. 

     
                                   (a)                (b) 

Fig. 4. Proposed Ka-band phase shifter using HEMT GaN switches. (a) Top 
view with general dimensions. (b). Top view of the layout with test structure   

 
(a) 



 

 
(b) 

Fig. 5. Simulated performances of the proposed phase-shifter for the four phase 
states. (a) Magnitude of the transmission coefficient S21. (b) Phase of the 

transmission coefficient S21. 

Prototypes of a nearly identical passive phase shifter (but 
realized on Duroid 5880 without GaN devices) have been 
fabricated and gave excellent measured results [DGA report], 
suggesting that experimental performance of the proposed GaN 
MMIC circuits will closely match simulations.  Chip 
fabrication is planned in 2016.  

To conclude, Table II compares the proposed phase shifter 
with those currently reported in the literature at Ka-band. 

Table II. Ka-band phase-shifter comparison 
[Reference] 
Simulated 

or  
measured 

results 

Operating 
frequency 

(GHz) 

Insertion 
loss (dB) 

Isolation 
(dB) 

Phase 
variation 

Continuous 
or  

Discrete 

Size  
(mm) 

[4] 
Measured DC-33 8 10 360° 

Continuous 
7.61×1.

2 
[5] 

Measured 30 5,8 12 157° 
Continuous 4.2×0.9 

[7] 
Simulated 22-26 ≤10 10 25,4° 

Continuous 
1.45×0.

98 
[8] 

Measured 15-35 ≤10 10 360° 
Discrete 

0.52×0.
37 

[9] 
Measured 27-32 5 ± 0,8 10 360° 

Continuous 2×1.2 

[10] 
Simulated 30-30,5 3,6 ± 1,8 10 315° 

Continuous 20×20 

[11] 
Measured 30 5,8 12 157° 

Continuous ? 

[12] 
Measured 20-25,75 1 20 330° 

Discrete 0.8×2.3 

This work 
Simulated 30-32  2,5 13 

360° 
(2bits) 

Discrete 
2.7×3.6 

This comparison demonstrates the value of this innovative 
phase-shifter. It is compact and efficient (insertion loss, 
bandwidth, phase resolution). Moreover, it includes GaN 
switches to handle high power at Ka-band. 

IV. CONCLUSION 
An innovative phase-shifter composed of GaN switches in 

Ka-band is proposed in this paper. 
A HEMT GaN switch using a metal gate of 0.15μm (NRC 

GaN 150 process) has been designed and simulated in 
collaboration with the NRC. The simulated insertion loss is 
1.2 dB and the isolation is lower than 13 dB at 30 GHz. 
Subsequently, a compact and efficient phase-shifter has been 
optimized and designed for Ka-band operation taking into 

account the parasitic elements of the GaN switches. In 
comparison to the other Ka-band phase-shifters, performances 
are very attractive: the proposed phase-shifter is compact and 
efficient in terms of insertion loss, isolation, bandwidth and 
phase resolution. 
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