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V IV Disproportionation Upon Sodium Extraction From Na 3 V 2 (PO 4 ) 2 F 3 Observed by Operando X-ray Absorption Spectroscopy and Solid State NMR

Among the series of polyanionic positive electrodes for Na-ion batteries having the general formula Na 3 V 2 (PO 4 ) 2 F 3-y O y (0 ≤ y ≤ 2), the composition Na 3 V 2 (PO 4 ) 2 F 3 (y = 0) has the highest theoretical energy that offers competitive electrochemical performances compared to sodium transition metal oxides. Recently the structural phase diagram from Na 3 V 2 (PO 4 ) 2 F 3 to Na 1 V 2 (PO 4 ) 2 F 3 has been thoroughly investigated by operando synchrotron X-ray diffraction revealing an unexpected structural feature for the end member composition. In fact the crystal structure of Na 1 V 2 (PO 4 ) 2 F 3 has two very different vanadium environments within each bi-octahedron that suggests a charge disproportionation of two V IV into V III and V V . This work shows an operando X-ray absorption spectroscopy at vanadium K-edge during the electrochemical extraction of Na + in order to monitor the redox processes involved in this compound. The large data set provided by this experiment has been processed by the principal component analysis combined with multivariate curve resolution. The results suggest that the bioctahedra have to be considered as the basic structural unit. The peculiar geometry of this material combined with the mixed vanadium valence, directly investigated here along the reaction, seems to allow original electronic configurations. In particular the two vanadium sites into the basic bioctahedra unit evolves from V III -V III to V III -V IV and to a final V III -V IV configuration. These observations are completed with 51 V NMR sensitive to diamagnetic V V .

Introduction

The increasing need for electrochemical energy storage, either for portable electronic devices or for larger-scale applications such as hybrid electric vehicles or static renewable energy storage systems, causes renewed interest in alternatives to Li-ion batteries in order to overcome drawbacks associated to the availability and prize of lithium resources. [START_REF] Tarascon | Is lithium the new gold?[END_REF] In this context Na-ion batteries is an emerging field owing to lower price and very large earth-abundance of sodium. [START_REF] Palomares | Naion batteries, recent advances and present challenges to become low cost energy storage systems[END_REF] In terms of energy density Na-ion batteries hardly competes with Li-ion ones due to the intrinsic properties of Na: a less negative standard reduction potential (-2.7 V vs SHE for the Na + aq /Na against -3.04 V for the Li + aq /Li one) and a higher molecular weight. Thus Na-ion technology can be addressed for targeted applications such as domestic energy storage and load leveling applications. Among several polyanionic-based electrode materials, [START_REF] Jian | Superior electrochemical performance and storage mechanism of Na 3 V 2 (PO 4 ) 3 cathode for room-temperature sodium-ion batteries[END_REF][START_REF] Sauvage | Crystal structure and electrochemical properties vs. Na + of the sodium fluorophosphate Na 1.5 VOPO 4 F 0.5[END_REF][START_REF] Shakoor | A combined first principles and experimental study on Na 3 V 2 (PO 4 ) 2 F 3 for rechargeable Na batteries[END_REF][START_REF] Liu | Preparation of NaV 1x Al x PO 4 F cathode materials for application of sodium-ion battery[END_REF][START_REF] Chihara | Cathode properties of Na 3 M 2 (PO 4 ) 2 F 3 [M= Ti, Fe, V] for sodium-ion batteries[END_REF][START_REF] Kim | Na 2 FeP 2 O 7 as a promising iron-based pyrophosphate cathode for sodium rechargeable batteries: a combined experimental and theoretical study[END_REF][START_REF] Masquelier | Polyanionic (phosphates, silicates, sulfates) frameworks as electrode materials for rechargeable Li (or Na) batteries[END_REF] one of the most promising family turns out to be the sodium-vanadium fluorophosphate compounds Na 3 V 2 (PO 4 ) 2 F 3-y O y where y can vary from 0 to 2. [START_REF] Serras | High voltage cathode materials for Na-ion batteries of general formula Na 3 V 2 O 2x (PO 4 ) 2 F 3-2x[END_REF][START_REF] Serras | Electrochemical performance of mixed valence Na 3 V 2 O 2x (PO 4 ) 2 F 3-2x /C as cathode for sodium-ion batteries[END_REF][START_REF] Park | A new high-energy cathode for a Na-ion battery with ultrahigh stability[END_REF][START_REF] Park | A Family of high-performance cathode materials for Na-ion batteries, Na 3 (VO 1-x PO 4 ) 2 F 1+2x (0≤ x≤ 1): combined first-principles and experimental study[END_REF][START_REF] Bianchini | Comprehensive investigation of the Na 3 V 2 (PO 4 ) 2 F 3 -NaV 2[END_REF][START_REF] Bianchini | Na 3 V 2 (PO 4 ) 2 F 3 revisited: a high-resolution diffraction study[END_REF][START_REF] Tsirlin | Phase separation and frustrated square lattice magnetism of Na 1.5 VOPO 4 F 0.5[END_REF][START_REF] Gover | The electrochemical insertion properties of sodium vanadium fluorophosphate, Na 3 V 2 (PO 4 ) 2 F 3[END_REF][START_REF] Song | Multifunctional dual Na 3 V 2 (PO 4 ) 2 F 3 cathode for both lithium-ion and sodium-ion batteries[END_REF][START_REF] Broux | Strong impact of the oxygen content in Na 3 V 2 (PO 4 ) 2 F 3y O y (0≤y≤0.5) on its structural and electrochemical properties[END_REF][START_REF] Ponrouch | Towards high energy density sodium ion batteries through electrolyte optimization[END_REF] This whole range of compositions from V III -rich (y = 0) to V IV -rich (y = 2), can be oxidized to V IV -rich and V V -rich compounds respectively by the deintercalation of two sodium ions. For instance in Na 3 V 2 (PO 4 ) 2 F 3 (y = 0) the extraction of 2 Na + ions has been experimentally demonstrated with two main voltage-composition plateaus at around 3.7 and 4.2 V vs Na + /Na giving a theoretical energy density of 507 Wh/kg [START_REF] Gover | The electrochemical insertion properties of sodium vanadium fluorophosphate, Na 3 V 2 (PO 4 ) 2 F 3[END_REF][START_REF] Barker | Hybrid-ion a lithium-ion cell based on a sodium insertion material[END_REF][START_REF] Barker | Li 4/3 Ti 5/3 O 4 ‖ Na 3 V 2 (PO 4 ) 2 F 3 : An example of a hybrid-ion cell Using a Non-graphitic Anode[END_REF] (128 Ah/kg at an average potential of 3.95 V), competitive with that delivered by LiFePO 4 in Li-ion batteries. As recently depicted by Bianchini et al. [START_REF] Bianchini | Na 3 V 2 (PO 4 ) 2 F 3 revisited: a high-resolution diffraction study[END_REF] the pristine Na 3 V III 2 (PO 4 ) 2 F 3 crystalizes in the Amam space group at room temperature. This structure consists of a tridimensional framework of V 2 O 8 F 3 bi-octahedra which are connected by PO 4 tetrahedra that generates large tunnels where Na + ions are mobile upon extraction/insertion reactions.

The operando structural evolution has been extensively characterized by Bianchini et al. [START_REF] Bianchini | Comprehensive investigation of the Na 3 V 2 (PO 4 ) 2 F 3 -NaV 2[END_REF] who described the phase diagram of Na 3 V III 2 (PO 4 ) 2 F 3 -Na 1 V IV 2 (PO 4 ) 2 F 3 as a complex succession of biphasic reactions and solid solution domains. One important and also unexpected feature raised by this study was the assumed charge disproportionation of 2 V IV into 1 V V and 1 V III observed at the end of the charge (i.e. after the extraction of 2 Na + ions) for the composition Na 1 V IV 2 (PO 4 ) 2 F 3 (Na 1 VPF in the following). Such a charge disproportion was for instance also observed in Li x V 2 O 5, [START_REF] Rao | Structural and electrochemical behaviour of sputtered vanadium oxide films: oxygen non-stoichiometry and lithium ion sequestration[END_REF] whereas more generally charge separation is commonly observed in inorganic vanadium-rich compounds. [START_REF] Schindler | Crystal chemical aspects of vanadium: polyhedral geometries, characteristic bond valences, and polymerization of (VO n ) polyhedra[END_REF][START_REF] Seo | Charge ordering and spin gap in NaV 2 O 5[END_REF][START_REF] Nakao | X-Ray Anomalous Scattering Study of a charge-ordered state in NaV 2 O 5[END_REF][START_REF] Ballhausen | The electronic structure of the vanadyl ion[END_REF][START_REF] Ohama | Mixed valency and charge ordering in NaV 2 O 5[END_REF] Indeed the environment stabilized for vanadium, especially in oxides, changes drastically from an octahedron to a square pyramid with the oxidation state.

The fully charged composition Na 1 V 2 (PO 4 ) 2 F 3 is described using the Cmc2 1 space group which has two distinct vanadium crystallographic sites associated to V III and V V instead of only one for the pristine material associated to V III . This hypothesis of charge disproportionation is based on bond valence sum calculations which reveal significant different values for V(1) and V(2): +3.3 and +4.7

respectively. A description of all these features is summarized in Figure 1, with a comparison between Na 3 V III 2 (PO 4 ) 2 F 3 and Na 1 V IV 2 (PO 4 ) 2 F 3 that emphasizes especially the vanadium environments of these two compositions.

In order to directly investigate this proposed disproportionation reaction and thus getting a better insight on the redox processes involved during the sodium extraction from Na 3 V 2 (PO 4 ) 2 F 3 an operando vanadium K-edge X-ray absorption spectroscopy (XAS) study has been performed during the cycling of a Na//Na 3 V 2 (PO 4 ) 2 F 3 battery. The collected XAS data are directly sensitive to the vanadium oxidation state and to the local structure around the vanadium centers. The whole dataset has been analyzed using chemometrics through principal component analysis (PCA) and multivariate curve resolution (MCR). Due to the peculiar environment of the vanadium in this material and its complex behavior during oxidation, the use of linear combinations of well-chosen XAS spectra, either standards or identified compositions upon sodium extraction, turned out to be not possible. The combined use of PCA and MCR offers a blind-source separation method to process a large data set of this operando XAS experiment by expressing the data based on their similarities and differences. These methods mainly used for following in situ catalysis reaction. [START_REF] Voronov | Multivariate curve resolution applied to in situ X-ray absorption spectroscopy data: An efficient tool for data processing and analysis[END_REF][START_REF] Rochet | Influence of the preparation conditions of oxidic NiMo/Al 2 O 3 catalysts on the sulfidation ability: a quick-XAS and raman spectroscopic study[END_REF][START_REF] Cassinelli | Timeresolved XAS/MS/Raman monitoring of mutual copper self-reduction and ethanol dehydrogenation reactions[END_REF][START_REF] Cassinelli | Multivariate curve resolution analysis applied to time-resolved synchrotron X-ray Absorption Spectroscopy monitoring of the activation of copper alumina catalyst[END_REF] Note that this method has also been used to analyze lithium insertion in graphite and lithium extraction in LiFePO 4 via neutron powder diffraction [START_REF] Rodriguez | In situ analysis of LiFePO 4 batteries: signal extraction by multivariate analysis[END_REF] which constitutes a relevant approach to investigate the operando behavior of batteries upon cycling. 51 V MAS NMR (magic-angle spinning nuclear magnetic resonance) was performed on materials obtained at the end of the charge, close to the composition Na 1 V IV 2 (PO 4 ) 2 F 3 , in order to confirm the formation of the diamagnetic ion V V (t 2g 0 ) which is in that case the probed nucleus. By the reported results of the combined use of XAS and NMR we were then able to follow the evolution of the local electronic and structural properties as a function of Na content in operando conditions and to reveal the coexistence of V III and V V at the end of the charge.

Experimental part

The Na 3 V 2 (PO 4 ) 2 F 3 powder sample was synthetized according to the method already described in details elsewhere. [START_REF] Bianchini | Na 3 V 2 (PO 4 ) 2 F 3 revisited: a high-resolution diffraction study[END_REF] From the direct comparison (given in supplementary information, Figure S1) with a previous XAS study performed on Na 3 V 2 (PO 4 ) 2 F 3-y O y (0 ≤ y ≤ 0.5) [START_REF] Broux | Strong impact of the oxygen content in Na 3 V 2 (PO 4 ) 2 F 3y O y (0≤y≤0.5) on its structural and electrochemical properties[END_REF] the amount of V IV defect (y) was estimated to be 0.03 in the as-prepared material. Considering the small content of defects it was neglected in the discussion of the overall mechanism.

Electrodes were prepared by mixing Na 3 V 2 (PO 4 ) 2 F 3 with Carbon Super P (Csp) as conductive additive and polytetrafluoroethylene (PTFE) as the binder (60:30:10 wt%). The mixture was ground in a mortar until a homogeneous film was obtained. Small pellets of 8 mm diameter and ∼300 μm thickness were used in an in situ cell already described in details elsewhere. [START_REF] Leriche | An electrochemical cell for operando study of lithium batteries using synchrotron radiation[END_REF] The electrochemically active part of the cell is obtained from the stacking of the positive electrode, glass fiber separators (Whatman) wetted with a 1 M solution of NaPF 6 (Strem Chemical; 99%) in a mixture of ethylene carbonate and dimethyl carbonate (EC:DMC = 1:1) and sodium metal as the counter electrode. This stacking is inserted between two beryllium windows acting as X-ray-transparent current collectors. The internal pressure within the cell is applied through a spring to ensure an optimal electrical contact. The comparison of the electrochemistry obtained in this in-situ cell is compared in Figure S2 (given in supplementary information) to that obtained in classical coin cells, excellent reproducibility was obtained.

Vanadium K-edge XAS measurements were collected in the fluorescence mode at the CLAESS beamline [START_REF] Simonelli | CLAESS: The hard x-ray absorption beamline of the ALBA CELLS synchrotron[END_REF] of the ALBA Synchrotron (Barcelona, Spain) using a single channel silicon drift detector.

The synchrotron radiation of a wiggler source was monochromatized by means of a Si(111) double crystal monochromator. Rh-coated collimating and toroidal mirrors were used to optimize the energy resolution and to reject higher harmonics and to control the beam size at the sample position (0.7 x 1.5 mm 2 ). The calibration of the monochromator was performed by measuring the spectrum of a vanadium metal foil in transmission mode. The absolute energy reproducibility of the measured spectra was ± 0.1 eV. The incoming energy resolution around the vanadium K-edge can be estimated below 0. First of all, the operando XANES spectra were normalized to the atomic absorption estimated by a linear fit to the data in the EXAFS (Extended X-ray Absorption Fine Structure) region after a pre-edge linear background subtraction. To increase the signal-to-noise ratio the scans were merged in bunches of 5 which give a total of 40 spectra representing the complete charge. Then the data were globally analysed using a statistical tool named PCA using the computer program Matlab. 36 PCA is a chemometric factor analysis tool generally used to discover the minimal particular structures in multivariate spectral data sets. Here it allows to determine the number of independent component contributing to the whole series of collected spectra during the electrochemical cycling. The number of principal components determined was then used as the basis for Multivariate Curve Resolution-Alternating Least Squares (MCR-ALS) analysis. [START_REF] Jaumot | MCR-ALS GUI 2.0: New features and applications[END_REF][START_REF] Jaumot | A graphical user-friendly interface for MCR-ALS: a new tool for multivariate curve resolution in MATLAB[END_REF] This algorithm allows the stepwise reconstruction of the spectral components which is necessary for interpreting the whole set of operando spectra.

The same electrochemical setup, using classical cells and without binder, was used to prepare the deintercalated compositions near Na 1 V IV 2 (PO 4 ) 2 F 3 . The cells were charged in galvanostatic mode at a C/20 rate up to 4.3 V vs Na + /Na, and maintained at this voltage for several hours (C rate is corresponding to the exchange of one electron per hour per mole of compound). The materials as obtained were subsequently washed in DMC to remove any traces of the electrolyte salt and then dried in vacuum. The so-obtained powders were stored under inert atmosphere and subsequently characterized by capillary synchrotron XRD and 51 V MAS NMR. The ex situ characterization of the phase pure Na 1 V 2 (PO 4 ) 2 F 3 is difficult due to its lack of stability because of its high equilibrium potential. It is revealed by the presence, as a secondary phase, of the more reduced composition Na 1.3 V 2 (PO 4 ) 2 F 3 already identified in a previous work. [START_REF] Bianchini | Comprehensive investigation of the Na 3 V 2 (PO 4 ) 2 F 3 -NaV 2[END_REF] Its presence as a secondary phase is not an issue since it does not prevent the detection of the possible V V signature in the major phase Na 1 VPF.

High resolution Synchrotron powder X-ray diffraction (SXRD) data were collected using the MSPD diffractometer at ALBA (Barcelona, Spain). The powders were placed in a 0.5 mm diameter capillary and data recorded in Debye-Scherrer geometry with a wavelength of 0.9540 Å in the 2θ angular range of 1 -70 ° with a 0.005 ° step and an accumulation time of 6 minutes. 51 V MAS NMR spectra were recorded on a Bruker Avance III 500 MHz spectrometer (131.5 MHz resonance frequency for 51 V) using a standard Bruker 2.5 mm MAS probe with a 30 kHz typical spinning frequency. The recycle time D 0 = 0.2 s is long enough to avoid T 1 saturation effects. The baseline distortions resulting from the spectrometer dead time (5-10 µs) were removed computationally using a polynomial baseline correction routine. α-VOPO 4 with a single V site that exhibits a signal located at -765 ppm [START_REF] Siegel | 51 V magic angle spinning NMR in VOPO 4 phases[END_REF] was used as secondary reference.

Results and discussion

Figure 2 displays the electrochemical data obtained during the operando XAS experiment at the rate of C/10 up to 4.4 V vs. Na + /Na as a function of the number of normalized collected spectra. The soobtained electrochemical curve is identical to those already reported in previous studies. [START_REF] Bianchini | Comprehensive investigation of the Na 3 V 2 (PO 4 ) 2 F 3 -NaV 2[END_REF][START_REF] Bianchini | Na 3 V 2 (PO 4 ) 2 F 3 revisited: a high-resolution diffraction study[END_REF] Figure 2 displays also a series of selected XAS spectra obtained during the charge between Na 3 V III 2 (PO 4 ) 2 F 3 (Na 3 VPF -purple line) and Na 1 V IV 2 (PO 4 ) 2 F 3 (Na 1 VPF -brown line). The inset focuses on the pre-edge region.

Vanadium K-edge XANES exhibits several features as already largely testified by experimental and theoretical studies. [START_REF] Wong | K-edge absorption spectra of selected vanadium compounds[END_REF][START_REF] Poumellec | Experimental and theoretical studies of dipole and quadrupole contributions to the vanadium K-edge XANES for VOPO 4 ⋅2H 2 O xerogel[END_REF][START_REF] Wu | Quadrupolar transitions and medium-range-order effects in metal K-edge x-ray absorption spectra of 3d transitionmetal compounds[END_REF] The main absorption edge, at around 5485 eV, is related to the valence state of the transition metal and corresponds to the strong contribution of the 1s → 4p dipole allowed transition. The weak pre-edge contributions around 5470 eV, arise from 1s → 3d forbidden quadrupolar transitions that become allowed by orbital 3d-p hybridizations. [START_REF] Wong | K-edge absorption spectra of selected vanadium compounds[END_REF] Both energy positions and intensity distributions of the pre-peak signals are linked to the electronic structure and the local structural environment of the probed element.

Firstly, the overall 2.5 eV shift of the main absorption edge towards higher energy from Na 3 V III 2 (PO 4 ) 2 F 3 (around 5484.5 eV) to Na 1 V IV 2 (PO 4 ) 2 F 3 (around 5487 eV) is consistent with an increase of the vanadium average oxidation state. Pre-edge lines are complex to identify and attribute precisely since there are several contributions all along the electrochemical oxidation of NVPF. It can be stated however that their evolution is consistent with the increase of vanadium oxidation state since the contributions at higher energy are growing and the overall integrated intensity is increasing. In fact, an increase of the contribution at higher energy can be ascribed to a progressive modification/distortion of the local symmetry [START_REF] Wong | K-edge absorption spectra of selected vanadium compounds[END_REF] that leads to an increasing 3d-4p orbital mixing, that means a larger overlap of the 3d vanadium orbitals with the 2p oxygen orbitals. This mixing enhances the theoretically forbidden 1s → 3d transition, inducing an increase in the pre-edge intensity. [START_REF] Salem | Energy shift and structure of the K-absorption edge of vanadium in some vanadium compounds[END_REF] During sodium deintercalation, the vanadium oxidation state is expected to increase linearly, and the absorption edge is supposed to evolve in the same way. However the energy position of the main absorption edge shows a nonlinear evolution, in a way strongly correlated to the electrochemical data.

In fact, a rapid evolution is observed between spectra 17 and 20, together with the sudden increase of potential in the voltage curve (Figure 3). This particular evolution suggests that the whole set of data cannot be described as a simple linear combination of the initial and final spectra, as it could have been expected for a process characterized by the gradual vanadium oxidation from the average V III to V IV oxidation state. In fact more complex processes seem to occur during the redox reaction suggesting unexpected local electronic rearrangements. From this finding and the impossibility to do relevant comparisons with known references due to the specific environment of vanadium in the Na 3 V 2 (PO 4 ) 2 F 3 framework (i.e. in V 2 O 8 F 3 bi-octahedra displayed in Figure 1) data were analyzed using principal component analysis (PCA) combined with multivariate curve resolution (MCR). In order to avoid an over-interpretation of the experimental data and to extract the maximum amount of useful information from the operando XANES spectra PCA was performed on the whole dataset. In this method each spectrum is considered as an n-dimensions vector (n corresponding to the number of measured absorption points). All measured spectra form a matrix, which can be reduced to its lowest dimensionality by the use of orthogonal factor space: this factor analysis is the principal component analysis (i.e. PCA).

The first principal component has the largest initial variance, i.e., alone it takes into account as much as possible the whole set of data. The following principal components are built orthogonal to the first one, and allow the reproduction of the experimental spectra with the highest possible variance via adapted linear combinations of them. An orthogonal basis of uncorrelated components whose the dimension is less than or equal to the number of original spectra is thus obtained. In the different linear combinations which are built to reconstruct each experimental spectrum, the multiplication factors of the principal components are commonly called scores.

The variance plot obtained from PCA analysis given in Figure 4 shows rather clearly that about 99.9 % of the variance of the XANES spectra can be described using only three principal components, the residual part being supposedly due to experimental noise. A visualisation of the evolution of the respective scores comforts this hypothesis, with both shape and contribution of the first three components varying gradually through the different processes (as expected in a gradual evolution of the studied material during oxidation) and those of the following ones changing in a totally erratic way, thus probably representing mainly experimental noise.

Even though the so-obtained principal components are only orthogonal mathematical functions and not real XANES spectra, their determination reveals the number of independent spectral components that can be used to fit the whole set of experimental data. Several methodologies are then available to reconstruct the corresponding real XANES components as well as their evolution such as the MCR-ALS (Multivariate Curve Resolution -Alternating Least Squares) analysis tool. [START_REF] Jaumot | MCR-ALS GUI 2.0: New features and applications[END_REF][START_REF] Jaumot | A graphical user-friendly interface for MCR-ALS: a new tool for multivariate curve resolution in MATLAB[END_REF] A detailed description of this method from a theoretical point of view is given by Tauler et al. [START_REF] Tauler | Multivariate curve resolution applied to second order data[END_REF][START_REF] De Juan | Chemometrics applied to unravel multicomponent processes and mixtures: revisiting latest trends in multivariate resolution[END_REF] who was the first to propose this method for the analysis of in situ spectroscopic data. On the other hand, the intrinsic limits of the application of this method are discussed in ref. [START_REF] Ruckebusch | Multivariate curve resolution: a review of advanced and tailored applications and challenges[END_REF] In this work, the MCR-ALS analysis was performed by applying the following constraints for both spectral components and their respective concentrations, in order to reproduce a physically and chemically meaningful behavior: (i) non-negativity of the concentrations of the components, (ii) unimodality for one of the three components (only a single highest value of concentration) and (iii) closure (sum of the 3 components always equal to 100% of the intensity). MCR-ALS method converged after 25 iterations with a variance of 99.998 %.

As a result, the three XANES spectra shown in Figure 5 were obtained together with the evolution of their concentration along the electrochemical reaction path. According to the evolution of their relative concentrations, the three XANES spectra can be described as follows: the first component (C1) corresponds to the pristine electrode material Na 3 V III 2 (PO 4 ) 2 F 3 and the third component (C3) to the desodiated material Na 1 V IV 2 (PO 4 ) 2 F 3 obtained at the charged state. However the second component (C2) seems to be an intermediate component since it cannot be identified as a given composition.

Concerning the evolution of their relative intensities, on the first voltage plateau it appears that C1 is continuously decreasing while C2 is increasing. On the other hand once the voltage jump is reached C3 starts growing while both C1 and C2 decrease gradually.

The XANES spectra extracted from the MCR-ALS analysis are in good agreement with the observations made considering the quantitative evolutions of the components: C1 and C3 are, as expected, almost identical to the first (number 1) and the last (number 40) operando measured XANES spectra, respectively. Since C2 never reaches 100 % of the relative quantity it cannot be identified with a measured spectrum. Comparing the absorption energy of the main edge jump obtained for each component, 5484.5 eV for C1, 5485.8 eV for C2 and 5486.9 eV for C3, it appears that it evolves linearly as a function of the oxidation state of vanadium, as expected, if the component C2 represents a composition with an average oxidation state between V III and V IV , very close to V +3. [START_REF] Shakoor | A combined first principles and experimental study on Na 3 V 2 (PO 4 ) 2 F 3 for rechargeable Na batteries[END_REF] .

Besides, during the first voltage plateau only V III and V IV are expected to be present, so C2 can reasonably be ascribed to a mixture of about 50 % of V III and 50 % of V IV . Assuming these hypotheses, i.e. an average oxidation state of +3 for C1, +3.5 for C2 and +4 for C3, the overall average oxidation state which can be calculated from the relative quantities evolution is compared in Figure 6 to the actual oxidation state expected from the electrochemical experiment. It shows a rather good agreement despite a small deviation from the theoretical oxidation state given by the straight blue line.

It is worth noticing that the evolution of the three components is much more simple compared to the complex phase diagram previously reported by Bianchini et al. [START_REF] Bianchini | Comprehensive investigation of the Na 3 V 2 (PO 4 ) 2 F 3 -NaV 2[END_REF] that revealed complex structures showing for some of them commensurate modulations and thus complex charge and/or ionic rearrangements upon sodium extraction. Considering the peculiar framework whose basic units are the V 2 O 8 F 3 bi-octahedra linked to each other by phosphates (see Figure 1), and that each vanadium has another vanadium in its local environment (V-V interatomic distance within V 2 O 8 F 3 bi-octahedron:

3.96 Å), and only one (as the next V-V distance is: 4.73 Å), it is reasonable to assume that the components obtained here which are associated to local environments seen by XAS reflect the local pair arrangement. The three components can thus be expressed by the local pair arrangements V III -V III for C1, V III -V IV for C2 and V IV -V IV for C3 (or V III -V V in case of charge disproportionation) within vanadium bi-octahedron.

The pre-edge show four main contributions observed at 5466, 5468, 5469.5 and 5471 eV with different relative intensities along sodium deintercalation. As no fully relevant standards were found, it was difficult to give a full interpretation for each of the contribution. Nevertheless the increase from C1 to C3 of the whole pre-edge integrated intensity and the shift towards higher energies of the average energy position are in agreement with the decrease of the number of d electrons in the vanadium electronic configuration and to the increasing distortion of the octahedral coordination of the vanadium centres, thus with an increasing probability of the 1s to 3d transitions.

In Figure 7 we report the measured absorption pre-peak, the corresponding MCR calculated one and their corresponding difference. Considering the residues of the difference between the measured and the calculated data, they are subtle but still observable within the pre-edge. They could be attributed to slight modifications of the components along the reaction that are too small to be taken into account by the PCA as well by the MCR analysis. This could be responsible for the small deviation from the actual oxidation state mentioned before and shown in Figure 6, this limited "discrepancy" highlighting the accuracy of this mathematical analysis.

Nevertheless at this point of the study there is no clear proof of the presence of V V in the material.

Comparing the spectrum obtained previously by Serras et al. [START_REF] Serras | Electrochemical Na extraction/insertion of Na 3 V 2 O 2x (PO 4 ) 2 F 3-2x[END_REF] at the end of the charge for the compound Na 1 V 2 (PO 4 ) 2 F 1.4 O 1.6 (showing an average oxidation state of +4.5 and thus a non-negligible amount of V V ) gives only indirect but already interesting information. In this case the presence of the V V is mainly associated to the growth of a peak around 5471 eV in the pre-edge region. In our case, as depicted in Figures 2 and5 a similar phenomenon is observed as a peak at 5471 eV rises concomitant with the appearance of C3 which might indicate that the charge disproportionation is occurring at the first voltage jump from the extraction of the second Na + ion. It is interesting to notice, that there is a delay in the apparition of the peak at 5471 eV in the spectra calculated using the MCR components compared to the experimental ones. This observation could explain the slightly lower average oxidation state of vanadium found by MCR compared to the one expected from electrochemistry.

In order to ensure the presence of V V ions in the fully oxidized compound 51 V MAS NMR was used. Indeed, NMR signals have been observed by high resolution MAS NMR at room temperature only for compounds contained diamagnetic V V ions as observed for α-VOPO 4 that was used as secondary reference. [START_REF] Jordan | Crystal structure of α-VPO 5[END_REF] Firstly, in order to assess the quality of the compound measured by 51 V MAS NMR, a SXRD pattern was preliminary collected in a sealed capillary to prevent contact with ambient air. SXRD data of the near fully charged material were analyzed by Rietveld refinement using Cmc2 1 and I4/mmm space groups to describe Na 1 VPF and Na 1.3 VPF respectively as displayed in Figure 8. This material is composed of 63 % of Na 1 V IV 2 (PO 4 ) 2 F 3 and 27 % of Na 1.3 V 2 (PO 4 ) 2 F 3 and its corresponding 51 V NMR MAS spectra are compared to those of Na 3 V 2 (PO 4 ) 2 F 3, and α-VOPO 4 . In agreement with literature α-VOPO 4 exhibits a single narrow signal (-765 ppm) and a set of spinning side bands. [START_REF] Siegel | 51 V magic angle spinning NMR in VOPO 4 phases[END_REF] The absence of significant quadrupolar second-order lineshape indicates that the quadrupolar interaction is moderate.

No signals were observed for 51 V in Na 3 V III 2 (PO 4 ) 2 F 3 , as expected. The NMR spectrum shows however, some residual spinning sidebands of [START_REF] Rao | Structural and electrochemical behaviour of sputtered vanadium oxide films: oxygen non-stoichiometry and lithium ion sequestration[END_REF] Na MAS NMR signal, as the sodium ( 23 Na) and vanadium ( 51 V) resonance frequencies are very close 132.3 and 131.5 MHz respectively. For the charged compound composed of 63 % of Na 1 V 2 (PO 4 ) 2 F 3 and 27 % of Na 1.3 V 2 (PO 4 ) 2 F 3 , the spectrum exhibits clearly signals located in the [-650, -850] ppm region and their corresponding spinning sidebands. These signals are assigned to V 5+ ions present in the charged compound. The signal located around -680 ppm may be assigned to V 5+ in Na 1 V 2 (PO 4 ) 2 F 3 which is the major phase present and the others to V 5+ ions in Na 1.3 V 2 (PO 4 ) 2 F 3 that may exhibit different environments versus Na + .

The presence of V V in the near charged state of the battery indicates that V V has to be considered in the redox processes. As previously proposed by Bianchini et al., [START_REF] Bianchini | Comprehensive investigation of the Na 3 V 2 (PO 4 ) 2 F 3 -NaV 2[END_REF] charge disproportionation really occurs and this information is contained in the third component that can be ascribed to Na 1 V III V V (PO 4 ) 2 F 3 . The C3 quantity starts growing concomitantly with the voltage jump indicating that a partial charge disproportionation occurs from the average composition Na 2 V III V IV (PO 4 ) 2 F 3 .

In summary a possible explanation can be given if V 2 O 8 F 3 bi-octahedra within this peculiar framework is considered to be one entity. During the first voltage plateau it is easier to oxidize V III -V III rather than a V III -V IV entity whence the formation of V III -V IV pairs up to reach Na 2 V III V IV (PO 4 ) 2 F 3 (i.e. average oxidation state +3.5). Once the Na 2 V III V IV (PO 4 ) 2 F 3 configuration is reached further sodium extraction (i.e. oxidation) leads to the formation of V III -V V pairs. The appearance of the charge disproportionation at this point of the charge is likely due to the fact that the structure does not allow the formation of V IV -V IV pair in V 2 (PO 4 ) 2 F 3 bi-octahedra.

Conclusion

Based on structural observations it has been proposed by Bianchini et al. that a charge disproportionation of 2V IV into V III and V V occurs in Na 1 V IV 2 (PO 4 ) 2 F 3 . [START_REF] Bianchini | Comprehensive investigation of the Na 3 V 2 (PO 4 ) 2 F 3 -NaV 2[END_REF] In this study 51 V MAS NMR has confirmed the presence of the diamagnetic ions V V in the near fully deintercalated materials supporting that the charge disproportionation actually occurs. Furthermore, operando vanadium Kedge XANES study has shown that this phenomena does not occur only at the end of the charge, but immediately after the extraction of one Na + ion i.e. after reaching the composition Na 2 V III V IV (PO 4 ) 2 F 3 .

One way to understand this feature is to consider the bi-octahedra, and not the octahedra, as the basic structural unit. This peculiar geometry combined with mixed valence seems to allow electronic exchanges that induce original configurations. The characterization of these electronic exchanges is crucial in order to establish the groundwork required to fully understand the sodium extraction/insertion mechanism combined with electronic properties in this compound and might be extended to other related compounds having this bi-octahedron geometry with the composition V 2 (PO 4 ) 2 F 3-x O x

Figure captions

Figure 1: Cristal structures of Na 3 V 2 (PO 4 ) 2 F 3 and Na 1 V 2 (PO 4 ) 2 F 3 with PO 4 in green, VO 4 F 2 octahedra in blue and Na atoms in red. In Na 1 V 2 (PO 4 ) 2 F 3 significant different vanadium environments are highlighted with light and dark blue corresponding to regular and distorted environments respectively. 

  4 eV. The incoming and, in the case of calibration, outcoming flux have been measured by customized ionization chambers. During the electrochemical cycle, 200 individual spectra were recorded in continuous mode (around 4 min per spectrum) in the XANES (X-ray Absorption Near-Edge Structure) region of vanadium K-edge (5465 eV) with equidistant energy steps of ΔE = 0.2 eV.

Figure 2 :

 2 Figure 2: Top: voltage as a function of the spectrum number and corresponding to the galvanostatic charge obtained at C/10 during operando XAS data collection. Bottom: operando vanadium K-edge XANES spectra collected during the charge. The inset is focused on the pre-edge region.

Figure 3 :

 3 Figure 3: Left: voltage (black line) as a function of the spectrum number and corresponding to the galvanostatic charge obtained at C/10 during operando XAS data collection with the associated 1 st derivative (blue line). Right: 2D projection of operando vanadium K-edge XANES spectra collected during the charge and emphasizing discontinuities at voltage jumps.

Figure 4 :

 4 Figure 4: Variance plot of PCA analysis. Evolution of the scores of the 6 first components.

Figure 5 :

 5 Figure 5: Top: three components extracted from MCR analysis. The inset is focused on the pre-edge region. Bottom: evolution of the relative quantities of the three principal components compared with the experimental electrochemical data (black solid line).

Figure 6 :

 6 Figure 6: Experimental electrochemical curve (black solid line) associated to the expected oxidation state (blue solid line). The blue dotted line represents the oxidation state calculated from the relative quantities of the three components associated with their observed oxidation state: C1 = +3; C2 = +3.5 and C3 = +4.

Figure 7 :

 7 Figure 7: 2D projection of operando vanadium K-edge XANES spectra of the pre-edge -Top: measured data -Middle: reconstructed data from MCR analysis -Bottom: difference between the measured data and the reconstructed data.

Figure 8 :

 8 Figure 8: Top: Rietveld refinement of the electrochemically oxidized compound using Cmc2 1 and I4/mmm space groups for Na 1 VPF and Na 1.35 VPF respectively. Bottom: 51 V MAS NMR spectra NMR of the electrochemically oxidized compound (red line), of the pristine material Na 3 VPF (purple line) and of V V PO 4 O (green line).
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