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Two-Phase Flow Instrumentation Development
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 ----------------fined by a German Expert Group at the very beginning of the project work; this test matrix has still to be revised for being adapted to the final parameter situation and test facility configuration resulting from several modifications to be applied during the revision and con struction phase of the project.

Programme B, to be performed for the Commission of the E.C. after con clusion of Programme A, will bp concerned with the -performance of some reference tests (repetition of tests of programme A) which at the same time constitute reproducibility tests -performance of component studies, to be done with this test rig after having modified certain components; the purpose of these tests is to investigate the influence of the geometrical shape or the elevation of these components on the blowdown.

Seven such modifications of .the programme A test rig have already been agreed upon by an ad-hoc Working Group of experts of the Community mem ber countries:

-variation of the depth of the loop seal (U-tube between the steam ge nerator and the pump) in the intact loop, -variation of the steam generator elevation in the intact loop, -variation of the lower plenum (higher l/d ratio), -two separate accumulators, one for each loop,*instead of one accumula tor for both loops, -simulation of a primary tube rupture within the steam generator (of the broken loop), -simulation of a small rupture within the lower plenum -ECC water injection into the upper plenum.

The funds from the Commission^ budget, necessary for these modifica tions, had been allocated to the LOBI-project budget in the beginning of 1975 and enabled orders to be placed for these modifications together with the orders for all mechanical loop components.

An appropriate test matrix B is actually oeing elaborated by the experts of the before mentioned ad-hoc working group on the basis of a first proposal submitted during the last session in October 1976.

Experimental facilities, computer codes

A 4-loop primary cooling system of a 13oo MWe PVR reference plant is simulated by a 2-loop experimental system, onp loop representing three intact "reactor" loops and the other representing the brok-n "reactor* loop. Both experimental loops are active loops containing a pump a&d a steam generator each.

Tube ruptures of various rupture sizes(From double ended down to small leak) are to be simulated at three different positions within the bro ken loop (hot leg, cold leg, loop seal).

The scaling factor of 712 for power, mass flow and volume led to -5 MW heating power input to a 64 heater rod bunle as reactor core si mulator, -21 kg/s and 7 kg/s fluid mass flow in the intact and broken loop re spectively -about o, 7 volume contenu of che primary loop tes: system.

The loop system and component design has been done for 16o bar and 32$°C operating pressure and temperature respectively, maintaining -the power to volume ratio for the size reduction -the pressure drop and fluid temperature distribution along the flow paths -the volume ratios among the components -the elevations of the components -the lengths of the heat transfer surfaces (core rod bundle, steam ge nerators)

ecual to the corresponding reactor values.

Two accumulators (60 bar and 3o° C opera ring ore^vare -nul. tempera la.. respectively) of different volumr» con lent (2bo and 9s anr) for the two loops are providing ECC water for both, • separate and combiner! cold and hot leg injection into both Loops.

-31 -A secondary loop system provides heat removal from the primary loops in the steam generators and operates at 52 bar system pressure and in a temperature range between 21 o° and 27o° C (steam generator secondary side inlet and outlet temperature respectively)•

The measurement of fluid absolute pressure and pressure differences, absolute temperature and temperature differences, mass flow and density will be done at the boundary of all loop components, where special tube inserts, called spool pieces, being instrumented with appropriate measuring devices, are mounted into the loop tubing. The same fluid quantities will be measured also within the reactor model region (downcomer, core, lower and upper plenum).

Furthermore the outer surface temperature of the heater rods will be measured at 192 positions equally distributed over the heated bundle region.

Test facility design calculations are done by the ' 'theory and experi ment" group of the project staff with the RELAP4-M0D 2 code and by the L2A-Garching (FRG) with BRUCH-D code.

"Pre-prediction and results evaluation calculations will be done by the same groups with blowdown computer codes of the same code family.

Progress to Date

During the report period the project -ctjvi^ies v,ere concerned mair.ly with works.of phase III of the project planning: mounting of the LOBI test facility.

More in detail the following works have been performed:

-Completion of a new building containing two rooms for housing the data acquisition and signal processing system, and the loop regula tion and control instruments and panel -Completion of the construetion works in the laboratory hall: concrete cavity in the floor for housing the reactor mddel of the test facili ty, foundations for the loop scafPol iing and for Lhe 5,5 MW rectifier system, concrete bunker for simulating the reactor containment -Mounting of the loop scaffolding, and of a special scaffolding for assembling and di sassembl l n-j of' the r^ictor no del -Mounting of the 5/5 mw roc tifier : ; y s * e -r .

-Mounting of the big components of t.he o n m a r v loops, except reactor model and pumps, of the secondary loop and 01 the tertiary plant. r ...»rica Lion di r ficui ti ps havo been encountered for both, the reactor moaressur*' and the upper power connecting plate. High pressure vessel material strength properties connected with too high brittleness required change of material, which led to larger wall thickness and thereby higher thermal stresses. Delivery delay for the new material caused a corresponding fabrication delay for the pressure vessel.

Soldering difficulties due to the sandwich design of the upper power connecting plate necessitated design modifications and led also to strong fabrication and delivery delays.

Several differential pressure transducer types have been tested before the choice has been made for the one best suited for our purpose and to be purchased.

The two first dragbody prototypes, designed and fabricated for us by the Bat telle Institute, Frankfurt (FRG), in the framework of a R&D con tract from the BMFT-Bonn, have been successfully tested under steadystate operation conditions and shown that the required specifications are satisfied well with exception of one case, where the temperature in fluence on the zero stability was inadmissibly high, and therefore this dragbody had to be re-shipped for repair, A prototype of the water-cooled stand-off pipes, for connecting the pressure transmission line P^om the differential precji, re trft:oi!are:

to the pressure taps, has been tested under operation conditions pre vious to the release for fabrication of the total number of stand-off pipes required.

The absolute pressure measuring channels, consisting of transducers, signal lines and amplifiers with filters, have been delivered and tes ted. The results obtained confirm the required specifications and the total error of a complete channel amounts to 1,2 % full scale at most* The resistance thermometers have been calibrated after delivery; the measuring precision is of o, 15° C at 3oo° C.

The amplifiers for all temperature measuring channels with thermocoup les have been subjected to long-time tests for determining their zero drift, which amounts to o,1° C and o,5° C for fluid and heater rod tem perature channels respectively during 7 days; these are admissible va lues, they require however a calibration befoze each blowdown experiment.

--3* -

The experimental investigation of disturbances on the heater rod ther mocouple signals under operation conditions have shown, that the elec trical screening of the thermocouples has to remain closed over whole the length of the signal line; only then the total interference voltage corresponds to about + 1 ° C at constant heater rod current and increa ses to about + 4° C at stepwise decrease of the heater rod current.

Theoretical studies on the measuring signals from the j^-densitometers were concerned with the setting up of physical models required for the interpretation of these signals with respect to the influence of diffe rent two-phase flow regimes.

Code calculations had to be done for determining the thermal stresses in the reactor model pressure vessel wall under transient temperature conditions; these calculations became necessary, after the wall thick ness had to be increased due to the c h a n g e of material* The maximum thermal stresses to be expected.during ECO water injection amounts to less than twice the yield strength and is therefore admissible (ASHE regulation). model A Dhvsical has been develoued for using the break nozzles, which have to be inserted into the break lube of the lest facility for adjusting the break cross section to various sizes, for the determination of the two-phase break mass flow during blowdown. For the calibration of these nozzles, the test parameter ranges and a test matrix have been estab lished.

Code calculations (by the LRA-Garching) have been started for determi ning the containment back pressure history during bla wdown-in both, the reactor and the experimental containment. The results are required for determining the amount of apparatus for pressure regulation and control in the experimental containment.

Theoretical studies were concerned with the pump behaviour under twophase flow conditions, with the aim to set up an appropriate test matrix for the forthcoming investigations to establish the two-phase L03I pump characteristics.

The evaluation of the downcomer flow resistance test results has shown, that this flow resistance will be lower in the experimental plant than in the reactor plant. Therefore special inserts will be necessary for adjusting this flow resistance.

The L03I loop characteristics data have been determined, including simile phase pump characteristics. This data set is used as base for f r h ' -.\s!e. survey calculations lo uncover the most sensitive test parameters. These calculations have been started by the project staff with the RELAP4 code. The final data set will be established on the basis of the results from the preliminary L03I tests.

DAPSY code calculations have been started by the LRA-Garching to deter mine the hydraulic forces on the loop structures during the early blow down phase. These forces are required for calculating afterwards the mechanical stresses within the loop structures with the STRUDL code.

RELAP4 code calculations have been done for the CSNI standard problem 3 in the framework of a workshop exercise, where the calculation results of different participants and codes have been compared with each other.

Several utility programs for the RELAP4 code have been developed with the aim to facilitate the use of this code; they are concerned e.g.

with an easy adaption of the program size to an actual task case or with very versitile plotting possibilities of the results.

The actual status of the project work can be summarized as follows:

The previous planning of the mounting works had completely to be changed due to several and considerable delivery delays for various components.

The mounting x . 'o have ¿carted with three montns delay due to de lay in the completion of the construction works in the laboratory hall on one hand and to delay in the mechanical loop components delivery on the other hand.

The six months delivery delay of control and regulation components (valve, etc.) caused a second step in the loop mounting.

Considerable difficulties in the fabrication of the reactor model pres sure vessel, of the upper power connecting plate and of the pumps led to strong delivery delays of these parts and caused the introduction of a third step in the loop mounting, to be done during April and May, 1977.

Therefore the completion of the mounting phase of the project planning is now scheduled for July, 1977. The commissioning of the loop system will be started thereafter. -All Conference Papers and External Reports: from authors
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Description :

The main objective of the project, which is to be carried out at the Marviken Power Station, is to generate data for mass flow rated through short pipes (L = 0 -1 500 mm) of large diameters (D = 200 -500 mm) in the subcooled and low quality regions under steady or quasi-steady state conditions. The tests should be considered as demonstrated tests on twophase, steam-water critical flow.

It is proposed to use the reactor pressure vessel of the Marviken Station as a source of pressurized (< 5.7 MPa) high enthalpy water.

The experimental programme consists of approximately 33 tests and the experiments are scheduled to start in late 1977 and will require approximated 18 months ending during 1979. -The core barrel is subject to circumferencial oscillations.

OECD NUCLEAR ENERGY AGENCY

-Experiments with a long rupture time (e.g. 30 ms instead of 3 wis) showed no remarkable pressure waves and led to rather small loads on the internals. The program is intended to study basic blow-down problems and to analyse causes of possible disagreements between experimental results and RELAP calculations, with particular reference to the transfer of model data to full scale plants.

2) Particular objectives Tests are intended to reproduce in real time the thermohydraulic tran sient in a vessel during blow-down, without internals or with structures simulating the internal geometry of a B.W.R.

The tests have also the purpose of investigating the mechanical effects of the pressure transients on structures assembled inside the test ves sel .

3) Experimental facilities and program PIPER* apparatus is a pressure vessel equipped with an electric device, rupture disk assembly and instrumentation for measurements of pressure and temperature transients. Six measurement points are available along the height of the vessel.

The main design features of vessel are:

-pressure: 110 Kg/cm2 -temperature: 310 °C -internal height: two values can be used (1,8 and 3 m) -internal diameter: 0,194 m -outlet nozzles: two, both of which have diameter of 50 mm and lengtli of 400 mm -electrical device: it consists of three heater rods, designed to pro duce a total power of 24 Kw, located at the vessel bottom.

4) Project status

Up to date a set of about 40 blow-down tests were carried out.

Starting pressure was varied from 2o up to 70 Kg/cm2 with the same ini tial water level. Blow-down was operated from either water or steam zo ne through openings sharp and rounded-edged of 13,6 mm, 14,8 mm and 50 mm diameter with or without internals.

--------------------.. ■ ■ " Title (Original language)

Classification PROGRAMMA P.I.P.E.R.: esperienze di blow-down in presenza di strutture interne. 1.1.1, 1.1.2

5) Next steps

The tests in the next future concern blow-down with internal plate pro vided with a sharp-edged circular orifice, at starting pressures from 20 up to 70 Kg/cm^, and measurements of transients of liquid level and stresses on internal plate.

6) Relation to other projects

The research is strictly connected to the program SOPRE 1 (Pressure suppressione LOCA).

7) Reference documents 1. P. VIGNI et alii

•Esperienze preliminari sull'efflusso rapido di miscela acqua-vapore, inizialmente allo stato saturo (P.I.P.E.R.). Istituto di Impianti Nucleari, RL 149(73). 

N. CERULLO et alii

P. VIGNI et alii

Programma di ricerca sull'incidente di perdita di refrigerante nei reattori nucleari ad acqua (P.I.P.E.R.). Efflusso di miscele acqua-vapore, inizialmente allo stato saturo, attraverso piccole aperture. Istituto di Impianti Nucleari, RL 205(75).

8) Degree of availability

The previous references are free; the next ones may be available with the autorisation of the CNEN.
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ILO Description :

T he prediction of coolant transient t hermohydrau)ir c o n d i t i o n s duri n g blowdown requires c model for pump behaviour w i t h transient two-r.hase flow.

The objectives of the program in Canada are to char a c t e r i z e pumps under the following conditions:

(i) forward and reverse two-phase flow (ii) steady and transient flow (ill) varying impeller rotational speeds (iv) different pump specific speed and <;izes (v) different pump orientations (vertical and horizontal shafts)

T esting is proceeding « t a r t i n g twith smaller pumps to a c q uire an unders p e n d i n g of pump behaviour and working up to larger pumps to con f i r m m o d e l s and behaviour.

Reference :

Pr e l iminary Proposal for Cooperative Program on T w o -P h a s e Pump T ests tabled with IEA Working Group on Nuclear Safety April 1975.

OECD NUCLEAR ENERGY AGENCY -38, Boulevard Suchet, 75016 PARIS Telex : 630668 AEN NEA -Tel : 524 82-00 [START_REF] Crapo | Experiment Data Report for Semiscale Mod-1 Tests S-04-5 and S-04-6[END_REF].560
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CSNI INDEX NUMBER :
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Canada
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A t o m i c E nergy of Canada Ltd.

Whiteshell Nuc l e a r Research ! Instruments are being developed for point and cross-section averaged v e l o c i t y meas u r e m e n t s using cross-correlation techniques to determine the transit time for a disturbance between two fixed points.

R e f e r e n c e s : 

Objectifs particuliers :

Etude de la cinétique de vaporisation en écoulement double phase à fort gradient de pression. Réaliser des débits critiques dans des conditions et des géomètries variables.

Installations expérimentales et programme :

MOBY-DICK : Boucle dans laquelle est réalisée un mélange double phase par autovaporisation. Plusieurs géomètries de section dfessai sont prévues : 1) Tube de section de 20 mm ID, termine par un divergent de 7 degrés.

2) Tube de section de 14 mm ID, termine par un divergent de 7 degrés.

3) Tube de section de 14 mm ID, termine par un divergent de 7 degrés; essai en eau-azote. Ces essais sont réalisés à basse pression et à faible titre (P < 7 bars, X < 2%). Il est prévu de modifier la boucle afin d1atteindre des titres plus élevés. SUPER MOBY-DICK : Même type df expérience mais à des niveaux de pression pouvant aller jusqu!à 100 bars.

-53 -Etat de lfétude :

1) Avancement à ce jour :

MOBY-DICK : essais 1,2 et 3 terminés. Dans la série 2 des difficultés ont été rencontrées dans la reproductibilité des essais* Reconstruction de la boucle : La puissance passe de 360 kW à 800 kW et le condenseur a été changé* SUPER MOBY-DICK : Stade de 1favant-projet.

2) Résultats essentiels :

Valeurs de débits critiques dans la gamme 1 à 7 bars, X <1%. Mise en évidence de 1*importance du déséquilibre thermodynamique.

Prochaines étapes :

MOBY-DICK : Expérience à réaliser sur une section d fessai de 14 mm de diamètre terminé par un divergent de 7 degrés, P < 10 bars, X < 12%. Expériences réalisées sur une section dfessai de 14 mm de diamètre avec un élargissement brusque de 120 mm, P < 10 bars, X < 127*. 

1) Avancement à ce jour

Campagne d1essais de dépressurisation OMEGA sur section tubulaire terminée. Dépressurisation sur CANON 30 bars terminée.

2) Résultats essentiels :

Mise au point de mesure de taux de vide par neutronographie. Test du code BERTHA sur les dépressurisations CANON. Etalonnage des débitmètres pour écoulement diphasique pour des pressions supérieures à 40 bars et établissement de la procédure de dépouillement des indications de ces débitmètres lors de la dépressurisation. After this the test equipment was converted to run a special stan dard blowdown-test for checking computer programs.

Finally some tests were run to determine the stream resistance value £ of the test loop.

All measured data were evaluated.

65 blowdown-tests have been run with the bundle within 6 months, without major failures in the instrumentation. Only during the last 5 blowdowns some of the thermocouples at the electrically heated rods failed.

Results

The experimental study of the heat transfer behaviour and thermohydraulic behaviour within a 25 rod bundle was completed success fully. Deta i n e d information were received about DNB-delay time, DNB location and heat transfer behaviour right after DNB under hot channel conditions. Many experimental data on heat transfer were received in the later part of the blowdown when film boiling occurs.

In addition the temperature, pressure and pressure difference curves of the instrumented test section include many informations of the local heat transfer behaviour and the hydraulic behaviour within the test bundle.

With regard to the test bundle the behaviour was very satisfactory.

Including the pre-testing phase a total of more than 100 blowdowns were carried out without any damage. After about 50 blowdowns a leak occurred in 1 rod.In order to close this leak the instrumentation of the rod had to be cut. Apart from that only about 5 of about 100 thermocouples within the bundle failed in the very late part of the experimental works.

-

-

The pressure gradients of all blowdowns were controlled according to precalculated curves. The design of the facility allowed to do this very accurately.

Reproducibility of the dates was studied for blowdowns under different conditions.

For the comparison of computer codes, a standard DNB test was carried out. The data of this tests were send to the IRS for further use.

Next Steps

The work has been completed. The general aim of these investigations is to predict the thermo-and hydrodynamic behaviour of the two-phase flow in the reactor core in the first blowdown period for the loss of coolant accident and the following emergency cooling phase.

Particular objectives

The main problems are the experimental and theoretical investigations of dryout-delay time and heat transfer under consideration of entrainment-and mixing-processes. Furthermore the influence of loop components on the hydrodynamic behaviour in the reactor core during LOCA-conditions must be tested at a 16-rod bundle

Experimental facilities and program

During this report period first blowdown tests had been carried out at a single tube test section in the parameter range To get more information about the parameters influencing the complex procedure of droplet entrainment and -deposition steady state tests at fixed conditions had been carried out contemporaly.

At the beginning of the mixing investigation the steady state m acro scopic crossflow was tested with air-water mixtures in a special mixing test section. By use of a transparent test section material the high frequent mixing movement could be made visible with the aid of high speed cinematography. Synchronously with the films the varia tions of the static pressures in subchannels were recorded. Therefore detailed information of the mixing phenomena could be gained.

Project status

In the following tabular a specified survey of the investigations during this report period are given. In the first seconds after the simulated break a flashing and foaming of the fluid in dependance of the temporal pressure gradient can be recognized, with a rapid increase in phase velocity, so that a homoge nous flow can be assumed. As quantitative optical measurements -so e.g. high speed films with the s.c. "axial view method" in direction of the flow -failed, in this region of the flow a capacitive measuring method had been tested to describe the void fraction distribution across the cross section area. Besides these experiments, optical inve stigations of the entrainment behaviour at steady state conditions were carried out to get an idea of the parameters influencing the entrainment behaviour.

In the mixing investigations the void fraction was measured by means of a gamma ray attenuation method at different locations along the height of the test section. The flow terms were obtained by photographic -method and by measuring the quality as a function of the void fraction.

Summing up these components the crossflow along the channel length could be fixed.

The analyzing of high speed films supplied the qualitative interpreta tion of the mixing phenomena. A physical performance could be obtained from this.

Essential results

An example for a transient flow pattern map gained in the blowdown test by the aid of high speed films is shown in fig. 1. It is interesting that the burnout effect in all tests even at the smallest break area of 2 10 mm , which corresponds to a 0,25 F break in reality, could be iden tified as a dryout. The assumption that the boiling crisis especially at small break areas could occur in form of a DNB could not be corro borated. But with regard to this special case, further investigations

2 2
with break areas of 1 mm and 2 mm are planned for the next time.

An equation to evaluate the entrainment mass flow from the high speed pictures is given in fig. 2. Results of these tests under steady state conditions are shown in fig. 3, where the entrainment mass flow rela ted to the total mass flow is plotted against the quality. We found that the entrainment mass flow is nearly independant from system pres sure and subcooling at the inlet of the test section but only a func tion of total mass flow and quality.

The entrainment behaviour along a heated channel can be described by aid of fig. 4. The changing film flow rate is caused by two different effects.

1) by evaporation

2) by entrained droplets

EVAPORATION ENTRAINM ENT

The evaporation term could be calculated by a simple energy balance leading to the equation .

I \ b z ~i - - 64 -
The total film flow rate can be calculated in dependance of the entrainment curves in fig. 2, so that the total change of the film flow rate is defined too.

Fig. 4 shows the total change of the film flow rate and the change of the film flow rate due to the evaporation as a function of local quality.

The difference of both must be the change of the film flow rate caused by entrainment droplets from the film surface.

At low quality -this means at relatively large film thickness -the total change of the film is much higher than predicted as a result of evaporation -equation ( 2) -so that in this part of the tube there is net liquid entrainment. Above a certain quality, where the changing of the film flow rate is exactly equal to the evaporation rate calculated by equation ( 2), the changing of the film flow rate is lower than the change in dependance of heat flux. Accordingly, in this part of the tube must be net liquid deposition.

Furthermore, another single effect was investigated: the slip ratio bet ween the droplets and the vapour phase. Therefore pictures with a special double exposing method had been taken, to measure the way a droplet travels in a certain time. In fig. 5 By means of the design principle of the test section and the isocinetic entrance-and exit-conditions the mixing behaviour can be re produced over a cross flow length up to the total mixing. Behind a passage region the influence of the injection kind is negligi ble and behaves parallel to the defined total cross flow. A connection between the cross flow of liquid and the partial pressure terms resul ting in the total pressure drop at one-side injection is shown in figures 11 and 12. In the graph it can be seen that at low injection and at equally low quality the decrease in static head is larger than the increase in two phase friction pressure loss. For this case the in crease in total pressure drop is negligible. Referring to figure 11 it can be remarked that the opposite cross flow of two phases occur only in this section. The behaviour of liquid cross flow tries here mainly to compensate the hydrostatic pressure until total pressure balance between the channels is obtained.

At higher injected mass flow the same cross flow directions could be measured for two phases i.e. a redistribution avoids the axial friction forces in favour of the cross flow.

Next steps

In the next steps measurements of the void fraction distribution across the cross section area at steady state and transient condition will be -6 6performed. The results of these measurements must be compared with the obtained photos and jf-ray measurements. The investigations in the physical phenomena of entrainment must be continued to evaluate an entrainment calculation model.

Further experimental studies of the mixing investigations will be carried out with the aid of a boiling two channel test section and the coolant Freon 12. In this connection steady and transient investiga tions are provided with diverse gap widths. At the COBRA-IIIC version the input-output will alternatively be modified from American units to SJ-units. Parallel to this the routines of physical properties will be tested in order to take them up into the MJT-MOD-COBRA-IIIC-Code.

For the experimental investigations in the loop components behaviour a 4-rod-test-section will be installed for the A r s t measurements. These measurements are planned for the next time. Beyond that a small blowdown facility (50 bar) was built up to run the measurement assembly under real blow-down conditions.

Research Program

The estimated schedule and the envisaged developments are shown in figure 1 . 

Project Status

Essential Results

Density Measurements

It is supposed that in case of blow-down experiments the density distri bution across the flow area is approximately homogeneous so that the application of one x-ray beam (if necessary with use of the scattered radiation) should yield sufficient accuracy.

Velocity Measurements

The -76 -

Next Steps

The blow-down tests will be continued with higher pressures. Different configurations of the measurement assembly (variation of the distances between thermocouples, change of densitometer geometry) will be investi gated.

The influence of increasing the corner frequency of the thermocouples by electonical means on the results of time series analysation shall be checked.

. Relations with other Projects

It is intended to calibrate the velocity measurement method under nucle ar reactor conditions at a two-phase flow loop at GfiC-Karlsruhe (RS 145).

Final aim is the mean mass flow measurement at the blow-down loop of EURATOM-Ispra (RS 109). The essential parts of the multiple ' S -beam-densitometer were built.

Results

The -density of the two-phase mixture using a gamma-absorption method.

It is intended to measure simultaneously although separately the velocities of the two phase by means of two different radiotracers. Moreover, the method will be combined with an absorption density measurement. The method is to attain a high time resolution (better than 100 msec) and shall be also applicable at pressures between 1 and 160 bar and tempe ratures from 20 to 250 °C. Besides, efforts must be made to keep the measuring sections as short as possible so that the method can also be used for short tubes (e.g. the rupture pipes of the GroBwelzheim Super heat Reactor HDR).

Particular Objectives

Method_of_Radiotracer_Velocit^_Measurement

Based on the transit time method a measuring technique is being develo-ped which is suitable for studying steady-state and non-steady-state two-phase flows also in tubes of larger dimension. Having passed an ini tial section, the radioactive tracer injected into the flow is recorded as an activity distribution plot at two measuring points placed in a staggered arrangement along the tube. The velocity is determined from the distance between the two measuring points and the transit time of the radiotracer. Periodic injection allows also a quasi-continuous mea surement of the non-steady-state flows. The short-lived radionuclides Ar-41 (gas phase) and Mn-56 (liquid phase) are used to mark the two gas/liquid phases.

Gamma_Absorption_Density_Measurement_Technigue

The gamma-absorption density measuring technique is coupled with the measurement technique for determination of radiotracer velocities such that the density and velocity are measured with the same accuracy and time resolution. Since both direct and scattered radiations are emitted from the Ar-41 and Mn-56 radiotracers injected into the flow, the scat tered radiation must be eleminated in the energy range of the gammaabsorption density measurement selected to allow proper measurement of densi ties.

Research Program

The experimental program consists of:

-measurement of gas velocity in the blowdown channel during the 

. Experimental Facilities

Installation of a radiotracer gas velocity measurement device at one of the four blowdown channels and of a radiotracer two-phase velocity mea surement device at the discharge pipe of the Marviken reactor was termi--83nated in January 1976. In June a Gamma densitometer was additionally installed at the discharge pipe (cf. Figs. 1 and2). This allowed to evaluate the void factor.

The radiotracer measurement device for the performance of the experi ments at the joint test rig (RS 145) was completed.

Progress to Date

The Marviken II blowdown tests lasted from February until October and included 9 blowdowns. Besides the gas velocity measurements agreed by contract with the MXII-CRT Project, velocity and density measurements were performed in the discharge pipe as preliminary tests of HDR experi ments.

Results

In the blowdown channels a gas velocity of 0 to 100 m/s was measured.

Comparison of the gas phase velocity (measured with the radiotracer method developed by LIT) with the velocity of the liquid phase (measured by the infrared method of Institut für Thermische Strömungsmaschinen der Universität Karlsruhe) shows good agreement of the results. This demonstrates that there was practically no slip between the gas and liquid phases.

First results are available of the velocity and density measurements performed in the discharge pipe:

-the velocity ranges from 0 to 40 m/s -values from 0 to 0.5 were determined for the void factor -84-- 

Particular Objectives

The aim of this project is the development of a measuring method for the average density of a fluid, based on the damping of ultrasonic waves in metallic rods by the surrounding medium.

Research Program

Theoretical work

The aim of the theoretical investigation is to design a physical model and to solve it by means of a digital computer. One or more geometries for detectors are to be determined with the results taking into account the physical and technical parameters.

Pre-Experiments

Pre-experiments serve to ratify and correct the theory as well as to op timize the geometry of the detectors. Detectors with different dimen sions are to be tested in water and water/air mixture. In addition thus to be investigated if this method can be used to measure the fluid level -90in a tank.

With these pre-experiments the influence of both the transmitter and receiver is to be investigated.

Development of Electronical Network

The aim of the development is to get a simple electronical network with high accuracy. This also encludes a short response time and a suitable preparation of the results. 

Tests under stationary and transient

Constructive design

At the end of the applicated intervall a prototype is to be at disposal, which not only can be used under laboratory conditions.

Experimental Facilities, Computer Codes

5.

Progress to Date

Theoretical work

The theoretical work consisted mainly of literature studying. Further more, a physical model and its mathematical background were developed.

Pre-Experiments

Pre-experiments with simple arrangements were carried out to get infor mation of the coupling between transmitter or receiver and detector.

6 . Results

Theoretical work

The literature studying points out that there are investigations concern ing to the behaviour of ultrasonic delay-lines, the propagation of ul trasonic waves in a helical wire without damping and the pyhsical pro cess of the propagation in curved rods. All these publications deal with the propagation of pulses while our transmitter uses a continuous signal.

-9 1 -A physical model is designed and there is also a mathematical description in a simplified form.

Pre-Experiments

The pre-experiments confirm the dependence of the damping of ultrasonic waves in curved lines on the density of the surrounding medium.

Next Steps

Theoretical Work

The solution of the mathematical description will be improved. The theory is to be enlarged and modified for level measuring.

Pre-Experiments

Further pre-experiments will be performed and tested on their accordance to the theory. The detectors will be improved. Afterwards experiments will be performed in a water/steam mixture.

Development of Electronical Network

The first step is to analyse the domain of the results. Then the appro priate network is,to be found.

. Relation with other Projects

It is intended to use this density measurement method under nuclear con ditions in a two-phase-flow at GfK-Karlsruhe (RS 145) and at Ispra (RS 109). This measurement method will be tested in project RS 135 (TU-Berlin) too.

References 1• General Aim

The 

General aim

The main activities of this research work consist in developing a phase separation model, which is able to determine the interaction of vapour and liquid during a LOCA. In principle phase separation investigations at a free liquid surface have to be performed, considering the following mainly influencing parameters: Void fraction, vapour-liquid velocities and saturation pressure. Experimental analysis has to be done for heated and adiabatic flow with different geometries, using the modelling fluid R 12 (CF2C12 ) .

Particular objectives

Within the activities a theoretical phase separation model has to de velop leading to a better understanding of fluid behaviour during blow down conditions. This model should be simple enough to be used in a computer code to predict the mass discharge, liquid level settlement and liquid entrainment from a horizontal surface with respect to the vapour generation due to pressure loss. The theoretical work has to be supported by steady state and blowdown experiments performed at two different test sections such as a pressure vessel model without core structure and furthermore including a 4-rod bundle simulating the reactor core.

3• Research program

In the first step of this research work vapour is injected at constant pressure into a vessel filled up with liquid. While penetrating through the surface droplets are entrained by the upstreaming vapour.In the next steps this phase separation and entrainment process has to be investi gated during blowdown conditions. For these tests the vessel model has to be connected with a low pressure tank. In the third step a second test section with a heated 4-rod bundle will be constructed to investi gate the phase interaction and separation process in the core under reactor similar geometrical conditions.

Experimental facilities, Computer Codes

For the experimental investigations a 28:1 scaled down model of a reac tor pressure vessel with a supporting loop for steady state experiments and a low pressure tank for blowdown tests was constructed as already reported in RS 17 9/V7 5. By aid of some high speed cinematographic devi ces optical investigations were performed of the phase separation and the droplet entrainment mechanism at steady state and in the first blow down period. By this it was possible to gain detailed information about the droplet entrainment by counting and planimetering the recorded drop lets from the pictures. From a single photo liquid hold-up was got as a function of the height above the surface. Comparing two following high speed photos it is possible to calculate the drop velocities and to determine droplet trajectories. For the first blowdown period the fluid behaviour could be detected and the flashing process could be studied.

Additionally void fraction behaviour depending on time and height of the test section may be investigated by aid of an installed y-ray equip ment as well as the total mass discharge can be recorded by a weight measurement using a force transducer. The system pressure and the liquid and vapour temperature transients can be determined by pressure gauges and thermocouples.

For the theoretical work a calculation model has to be developed to calculate the pressure loss combining the mass discharge at the break area with different separation models in the two-phase mixture or at the mixture surface.

-97 -

Progress to Date

Within this reported period the following investigations and activities -Recalculation of water data from a Battelle Institute Frankfurt blowdown test.

-Calculation and comparison of pressure loss data with own experimental freon test results.

Results

In thé first steady state experiments the phase separation mechanism was investigated for the very simple case of vapour injection into sa turated liquid. Fig. 1 shows some essential scenes of a high speed movie taken with 4 000 frames per second.

The upstreaming bubble reaches the surface, penetrates through the interface and forms an amounting jet of liquid. From the top droplets of different diameters are ejected and carried away by the upstreaming vapour.

A more detailed quantitative investigation has been carried out for steady state injection tests with regard to some parameters of expected main influence like the initial liquid level, the injected vapour rate and the system pressure. A change of the injected vapour rate from 9,06 1/sm2 via 11,33 1/sm2 to 13,6 1/sm2 i.e. a variation range of about 50 %, does not strongly in fluence the volumetric entrainment rate, but penetrating through the liquid surface the upstreaming vapour carried away bulks of droplets amounting higher with increasing injection rate. The quantity of liquid entrainment becomes more violent at henced injection rates, but the statistic drop diameter becomes smaller.

A variation of the system pressure in a range of 50 % from p = 5,33 bar to p = 7,61 bar gives a higher entrainment rate at lower pressure level.

With smaller system pressure the density ratio between liquid and vapour increases leading to a larger bubble size in the entering vapour jet. This induces a larger momentum exchange area at the boundary layers causing a larger entrainment rate.

These steady state experiments could only give some information about the phase separation behaviour above a quiet liquid surface and in a range of only low droplet entrainment. In the real case of a reactor blowdown more complicated and complex mechanisms are expected inter fering together, so the thermohydraulic fluid behaviour was investiga ted under pressure transients with regard to different inital liquid levels and different cross section areas of the break. A variation in the break cross section area gives no different qualita tive result for the pressure curves, but the time depending values for example the second maximum is reached after a longer time for a smaller break.

The maximum liquid entrainment measured before the break decreases with increasing initial liquid level, see fig. 6, while a smaller break of only 64 % of the total outlet tube cross section area yields to values of about 10 -15 % lower ones as for the total break, because of the lower momentum exchange of the two phases in the mixture.

Starting with this knowledge of the fluid behaviour during the blowdown given by the optical results, a calculation model could be developed, using some phase separation models mentioned in RS 179/V7 

Next steps

For the prediction of the time depending liquid entrainment and phase separation behaviour it is necessary to measure the total mass discharge.

Therefore a force transducer has been installed to weight the total test section. A comparison of measured mass discharge together with the measured and calculated data of void fraction will be used to develope and to test the calculation model. From all these informations it will be tryed to give a prediction of the time depending liquid entrainment and the phase separation behaviour. The behaviour of the pumps under two phase flow conditions will be studied, in order to improve the theoretical and experimental know ledge and to develop and improve models on two-phase behaviour used in the safety analysis.

Influence of varied liquid level on phase separation and droplet entrapment behaviour

Particular Objectives

Using the experimental results of pump tests under simulated MCA conditions, the physical models of the pump behaviour will be im proved in order to replace the existing assumptions of the blow down calculations.

Research Program and 4. Experimental Facilities

Two model pumps will be built in the scale 1 s 4 and 1 ; 5 of the main coolant pumps of GKN. The singlephase characteristic will be measured by the manufacturer. For the ASTRO-model pumps several technical problems were dis cussed. The main components were ordered. 

A testloop at C-E will be rebuilt in order to

Results

Vibrations

Next Steps

The test with the Byron-Jackson pump will be continued, the tests are planned to be finished in July 1977. After this the experiments with the ASTRO-pump will be conducted. Performance of loss-of-caolant experiments (LOCEs) by simulating tube ruptures of different sizes at several positions within a PWR primary cooling circuit system.

Particular Objectives

Experimental investigation of the role of the different components of a PWR primary cooling circuit during a blowdown by the measurement of the main thermohydraulic quantities, especially those which influence the core cooling, i.e. the flow and heat transfer conditions and the pres sure differences.

The experimental results will be applied to check and improve the blow down codes and associated theories used for the safety analysis of LWRs. -

-

The funds from the Commission^ budget, necessary for these modifica tions, had been allocated to the LOBI-project budget in the beginning of 1975 and enabled orders to be placed for these modifications together with the orders for all mechanical loop components.

An appropriate test matrix B is actually being elaborated by the experts of the before mentioned ad-hoc working group on the basis of a first proposal submitted during the last session in October 1976.

4« Experimental facilities, computer codes

A 4-loop primary cooling system of a 13oo MWe PWR reference plant is simulated by a 2-loop experimental system, one loop representing three intact "reactor" loops and the other representing the broken "reactor" loop. Both experimental loops are active loops containing a pump and a steam generator each.

Tube ruptures of various rupture sizes(from double ended down to small leak) are to be simulated at three different positions within the bro ken loop (hot leg, cold leg, loop seal).

The scaling factor of 7^2 for power, mass flow and volume led to The measurement of fluid absolute pressure and pressure differences, absolute temperature and temperature differences, mass flow and density will be done at the boundary of all loop components, where special tube inserts, called spool pieces, being instrumented with appropriate measuring devices, are mounted into the loop tubing. The same fluid quantities will be measured also within the reactor model region (downcomer, core, lower and upper plenum).

Furthermore the outer surface temperature of the heater rods will be measured at 192 positions equally distributed over the heated bundle region.

Test facility design calculations are done by the "theory and experi ment" group of the project staff with the RELAP4-M0D 2 code and by the LRA-Garching (FRG) with BRUCH-D code.

Pre-prediction and results evaluation calculations will be done by the same groups with blowdown computer codes of the same code family.

Progress to Date

During the report period the project activities were concerned mainly with works of phase III of the project planning: mounting of the LOBI test facility.

More in detail the following works have been performed: -Completion of a new building containing two rooms for housing the data acquisition and signal processing system, and the loop regula The experimental investigation of disturbances on the heater rod ther mocouple signals under operation conditions have shown, that the elec trical screening of the thermocouples has to remain closed over whole the length of the signal line; only then the total interference voltage corresponds to about + 1° C at constant heater rod current and increa ses to about + 4° C at stepwise decrease of the heater rod current* Theoretical studies on the measuring signals from the y^-densi tome ter s were concerned with the setting up of physical models required for the interpretation of these signals with respect to the influence of diffe rent two-phase flow regimes.

Code calculations had to be done for determining the thermal stresses in the reactor model pressure vessel wall under transient temperature conditions; these calculations became necessary, after the wall thick ness had to be increased due to the change of material. The maximum thermal stresses to be expected during ECC water injection amounts to less than twice the yield strength and is therefore admissible (ASME regulation).

A physical model has been developed for using the break nozzles, which have to be inserted into the break tube of the test facility for adjusting the break cross section to various sizes, for the determination of the two-phase break mass flow during blowdown. For the calibration of these nozzles, the test parameter ranges and a test matrix have been established

Code calculations (by the LRA-Garching) have been started for determi ning the containment back pressure history during blowdown in both, the reactor and the experimental containment. The results are required for determining the amount of apparatus for pressure regulation and control in the experimental containment.

Theoretical studies were concerned with the pump behaviour under twophase flow conditions, with the aim to set up an appropriate test^ matrix for the forthcoming investigations to establish the two-phase LOBI pump characteristics.

The evaluation of the downcomer flow resistance test results has shown, that this flow resistance will be lower in the experimental plant than in the reactor plant. Therefore special inserts will be necessary for adjusting this flow resistance. The loop for the blow down experiments is laid out with consideration of the new requirements (the experiments have to be carried out at a 5 x 5 rod bundle, reactor like, and regulated according to the actual calculated reactor -blow down curves), and it's new construction will finished at the beginning of next year.

Results

The experiments using the PWR-test section were interrupted at March of this year, because the insulation of the test section was defect again.

It was started immediately to develop a new insulation method, which is based on the insulation of the heated rods. The previous insulation of the original reactor grids was unsuccessful. The grid configuration is very disadvantageous for an electric insulation.
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The electric insulation of the heated rods must fulfill the following conditions:

a very good and safe electric insulation, -small thickness (i"<*0.2 mm) and very low thermal insulation.

The temperatuse gradient behind the insulation must be very small.

in the region of the rods insulation (i.e.grid) the power supply must be quite less or equal to the power supply of the remaining rod outside of the insulated region.

The insulation must not essentially disturb the flow in the grid region.

All these requirements are fulfilled by a 0,1 -0,15 mm thick insula tion of the heated rods with "Thermoguss+Epoeytresin". The test of this insulation using original grids in an annular test section was successful. 165 burnout messurments were made at very high burnoutheatfluxes without any mentionable failure on the insulation.

All 44 heated rods of the PWR-test section are completely insulated (about 350 positions) and at the beginning of next year the experiments will coutinue.

Some of the evaluated experimental burnout results are presented in reference J_ 2_/. Fig. 3 shows a comparison between experimental and calculated burnout values. Some of the measured mixing values are evaluated from KWU using the computing program "Thermohydraulik" modified for Freon 12.

The BWR-test section for the following experiments is now also ready.

Only it's insulation with the new insulation method stands out.

acilities_of ^ar^IIIÂ s mentioned before the loop is laid out. Following details are completed:

-Calculation of the loop chracteristics /_ 3_7 using the computing program COVACU. The calculations are made for water.

-121 -

"

The facility is laid out incl. all components.

-The regulating and control system of the loops is laid out too.

-The instrumentation of the loop is just ready.

For the estimation of the costs all components of the planed facility are inquired. -XXV - ------------------ -----------------------------------A systems analysis approach, for establishment of risk criteria for nuclear power generation

The process of risk assessment in national, provincial and local policy decisions on nuclear power ---------------- 

Research program

In order to check the condition of the test section and the accuracy of methods for pressure drop prediction cold flow pressure-drop measurements will be carried out.

To get information about mixing effectiveness subchannel exit temperature measurements will be made at different levels of bundle power and inlet enthalpy. Critical heat flux tests will be carried out over a large range of inlet conditions e.g. m a s sflow rate, inlet temperature, system pressure, mostly valid for PWRs. For some aspects CHF-points at a pressure of 70 bar will be investigated.
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Experimental facilities

The geometry of the test section is a square array of 25 rods with a pitch of -3 14. 

Progress to Date

The construction of the test section is finished. The fabrication of the main parts of the test section is also completed. The construction for the modification of the electric components is finished and the transformer (700 kW) is ordered.

Results

There is not any essential delay in schedule, but as the tests themselves will be run in between RS 64. Any delay of RS 64 will shift the schedule of RS 176. Some new theoretical derivations about the scaling laws water/freon j_ 1 7 are made.

Next Steps

Delivery of the 700-kW-Transformer at the end of the first quarter of next year.

Instrumentation and assembly of the test section.

The experiments can be started three months after the end of the runs RS 64 part I and II.

Relation with other Projects

See annual report 1976.

-128 - The influence of loss of flow due to pump failure in a uniformly heated channel has been studied.

Freon 12 loop (400 1 / h ) .

A final report has been completed and will be available within June 1977.

-134-- 

Essential results

-Set up of suitable experimental procedures and techniques' for transient condi-' tions.

-Availability of substantial amount of experimental information relevant to blowdown transients, both in scaled-down and full-scale conditions, in terms of mass, pressure and temperature.

-A satisfactory understanding and prediction of heat transfer crisis in transient conditions; reliable predictions of steam-water density and pressure drops; limited understanding of post dryout heat transfer and rewetting phenomena.

-Availability of a sufficient calculation model for transient conditions.

.5. Next steps -Further experiments and analysis of post dryout heat transfer and rewetting phenomena; starting of research programmes about critical two-phase flew, heat transfer crisis in stagnation and reverse flow, flew distribution in parallel channels during blowdown. -Implementation of up-to-date physical models in prediction codes.

Reference documents (Main titles)

1) A. Magni: "TILT -a digital simulation programs for the study of hydrodynamic processes and core heat-up of boiling water pressure tube reactor during tran sient conditions" Proceeding of the CREST Specialist Meeting on EOC for high water reactor. Munich (October 1972).

2) A. Prendi, D. Di Francesco, A. Prina: "Una correlazione adimensionale per la determinazione della densità di miscele bifasidhe" La Termotecnica n. 1 January 1971.

3) G.P. Gaspari, R. Granzini, A. 

Description :

1. Objective:

Investigation of the thermal-hydraulic and heat transfer behaviour during reflooding with and without spraying in a BWR-bundle.

Experimental facilities:

The experimental program will be performed in two stages:

i) Experiments in annular test-section with possi bility for visual observation.

ii) Experiments in a full-scaled BWR-bundle (8x8)

Project status:

Construction of the thermohydrau1ic test facility.

Development of heated elements with uniform and nonuniform axial heating. To enable flows, temperatures and forces to be predicted following accidental depressurisation of a water reactor through a large break.

To establish a suitable way of calculating the flow in a pipe discharging to atmosphere from a broken end.

3« Experimental Facilities

Pipes of different lengths and diameters are pressurised to PWR/BwR conditions, then allowed to discharge through a rapidly broken bursting disc. Pressures, flow and voidages are measured.

Experimental work was completed March 1976

Data reduction is in progress and reports are being prepared. Objectives:

Reference Documents Aldermaston

To provide data for evaluating the potential for ECC bypass which might occur during the latter stages of a LOCA blowdown and to evaluate the process of lower plenum refill, thereby establishing the conditions for start of reflood.

Experimental Facility:

Small scale (1/15 and 2/15) simulators of a PWR vessel, downcomer, lower plenum, cold legs, and ECC injection sections are being used to evaluate the effect of simulated core steam bypassing injected ECC fluid out the simulated broken leg and the influence of core steam on the refill process.

Project Status:

Extensive ECC-penetration and lower plenum filling tests, both with and without superheated vessel walls, have been conducted in 1/15 simulators at pressures up to 75 psia under steady state conditions. 1.

To experimentally determine heat transfer characteristics in specified range of conditions.

2.

To analyze the data and develop phenomenologically-based correlations.

1.

Small bench-scale experiment for heat transfer tests.

2.

Use data to formulate heat transfer correlations. This is extension of the old program which has produced a reflood computer program (REFLUX) and some carry over data.

New experimental facility is being designed.

1 .

.

Next Step:

Relation to Other Projects:

To refine the computer program of REFLUX.

To obtain experimental data.

Data are from Westinghouse FLECHT Program and EGG Semi scale. Similar experimental programs are being carried out at Lehigh University and ANL.

Reference Document: Two theses were produced.

Availability: NUREG-0105, NUREG-0106

Budget: $75K for FY-77.

Personnel: Dr. Griffith and two graduate students. General Aim:

Objectives:

To collect post-CHF heat transfer data and formulate correlation on phenomenological basis. '

To complete the final version of post-CHF correlation and extend to reflood conditions.

To develop non-equilibrium experimental capability, including modifying existing facilities and developi instrumentation technique.

To conduct non-equilibrium tests.

ng Experimental Facilities and Program:

Project Status:

Next Step:

Lehigh's existing loop will be modified to study non-equilibrium effect.

Existing data in the literature are tabulated, screened and correlated. This is the extension of the old program, which has accomplished the following:

1.

Preliminary correlation on film boiling has been established, including non-equilibrium effects.

2.

Actual quality has been correlated with equilibrium quality and fluid temperatures.

3.

Transition boiling model has been formulated.

Test correlation by checking against more data. Measures non-equilibrium quality using Lehigh steam-water facility.

Relation to Other Projects: Parallel efforts are carried out at AECL and MIT.
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PROJECT TITLE :

Pressurized Water Reactor Blowdown Heat Transfer (PWR-BDHT)

INDEX NUMBER : 

Description

General Aim: To model thermal hydraulic behavior of liquid-vapor mixture in reactor.

Scope: 1.

To develop two-phase flow instrumentation. 2.

To model phase separation and phase distribution in various geometries.

3.

To assess the parallel-channel effect on flow distribution, particularly to flooding.

Experimental Facilities and Program:

Both small bench scale tests and medium size two-phase flow loops will be used to study the flow behavior.

Project Status: This is a new program.

Relation with Other Projects: Instrumentation study will be closely' coordinated with work done'at BNL and ORNL.

Phase distribution work will be in parallel with GE ECC research.

Reference Document: No Availability: No Budget: 447,000 for three years. 

Progress to Date

The experimental facilities were constructed, the shielding from y-and delayed neutron radiation was designed and measures taken against emission of radioactivity, especially of J-131.

Results

Next steps

The next steps will be the measurement of the heat capacities of the samples and the irradiation experiments at the FR2 reactor. Continuing 31. 12. 76

. General Aim

Experimental investigation of the feed back of the primary loops of a PWR on the reflood of the core.

Particular Objectives

Measuring of the thermohydraulic quantities which influence the cooling of the core, in particular flow pattern, heat transfer coefficients, flooding rates, quenching times and pressure differentials.

Research Program

The test program includes the following parametric variations:

-Max. initial clad temperature: 500 to 800 °C -System pressure: 1 -6 (4-0) bars p -Max. decay heat flux: 4 to 8 W/cm -Time function of decay heat: const, ANS standard -Reflood rates: 6-60 cm/sec -Split of reflood rates top/bottom: 0/1, 1/1, 2/1, 1/2 -Time function of injection rates: Const, accumulator characteristic -Break size: 0,25 to 2 F (double ended guillotine) -Break location: hot leg, cold leg, between SG-and pump -Simulated pump resistance: locked rotor, free rotor -Residual water: 0 to lower grid plate -Loop seals: 0 to lower grid plate -Loop seals: 0 to full -Loop wall temperatures: 150 to 300 C

Experimental Facilities

In order to investigate the reflood phase in a PWR including the feedback of the complete primary system, a test facility is being build. Beside a 340 rod-testbundle it includes three scaled down primary loops with full height steam generator simulation.

Due to a test bundle with 340 electrically heated rods of 3*9 m. heated length the scaling factor between experiment and the reference power plant Biblis B is 1 : 134. All heights are simulated full size, the loop system is designed to have the same pressure drop as in the reactor.

The instrumentation will provide information on heat transfer and water level rise in the bundle, temperatures and heat transfer in the steam generator and flow conditions in the loops and at the break. The data acquisation system is capable of handling up to 300 data channels at 1 Hz scanning rate.

Progress to Date

The test facility was built and the test bundle was installed.

The instrumentation was completed and calibrated. Thermocouples were mounted. The volumina of the facility were measured. First tests were run with 25 % and 50 % bundle power. The initial system pressure was 1,4 bar, the wall temperature of the rods 400 °C.

The following shake down tests IBS-2, 3 and 4 were run at higher power. The flooding rate was about 5*5 cm/s. The values for the hot-and cold injection were adjusted .

After every test a preliminary evaluation was started, the results from the 300 instrumented points were recorded. The program for the drum-plotter was completed, the measured values were transformed to physical values and plotted automatically.

The subroutine for the control of the water injection and the switching of the values was programmed and tested.

Results

The test results showed that some modifications were necessary in the test loop. Difficulties arose from the heating of the model steam generator and the safety valves, which opened at 52 bar instead of 60 bar. The function and the interaction of all compo nents were studied successfully. 

General Aim

The project belongs to tests, which were carried out under RS 36.

Investigations were carried out on the bahaviour of a BWR-core during emergency cooling after MCA.

As results informations were expected on heat-transfer coeffi cients during flooding, spraying and coupled flooding and spraying as a function of the initial temperature, pressure, power and injected flow rates.

Particular Objectives

Informations about the rewetting velocity on the shroud and fuel rods. Temperature behaviour of the cladding at different water levels with and without steam injection.

Long term cooling of the rods with spr^iy cooling.
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Research Program and 4. Experimental Facilities

The In order to calculate the heat transfer coefficients a program was written which allows the evaluation of the test series on the "Siemens 4004" computer.

After the double-bundle test the test section was dismantled, bundle "B" was completely disassembled.

The experimental data were evaluated.

Results

The tests showed that the influence of the initial temperature during flooding and spraying on the heat transfer coefficients is very low. The cooling however is better with higher coolant mass. Spray-cooling is sufficient, but during flooding the tem peratures are quenched much faster.

The spray-tests showed that the wetting velocity and the heat transfer coefficient in the non-wetted region increase with higher pressures.

During the test runs 4 rods failed. -179 -

Next Steps

Initial

Research Program

For three different hydraulic diameters rewetting experiments will be carried out variing the parameters initial wall temperature, inlet subcooling, supply velocity and system pressure. Also the ratio stored heat to the water content within the channel will be varied.

With the annular test section a comparision will be made for the advancing of the rewetting front for Zircaloy and stainless steel cannings.

To improve the rewetting model information is needed on the re wetting temperature and on the effects near the rewetting front.

Experimental Facilities

For these experiments the testrig used for the program RS 62 will be modified for getting more detailed information on the hydraulics during the reflood period. Also for these experiments constant in let conditions will be focused.

For special tests an annular test section with a quarz-glass tube for the outer wall will be used.

Progress to Date

With the modified annular test section preliminary tests have been run in order to compare the advancing of the rewetting front between Zry-4 and stainless steel claddings. The reflooding tests were re calculated with a computer code.

-180.-Special investigations were started on the begin of the rewetting of the end of a hot rod. The time between submerging and r e wetting was determined for the parameters -initial temperature -temperature of the reflood water -reflood velocity

The reflooding tests were continued with tubes of 16,8 mm inter nal diameter (the first test were run with tubes of 13,8 mm).

The velocity was varied between two and 6 cm/s, the initial temperature of the coolant between 35°C and 144°C and the heat flux density between 3 and 6 W/cm . The pressure was constant at 4,5 bar, the initial tube temperature was 600°C.

The reason for the appearance of new rewetting fronts was inves tigated with a 3m-tube, containing spikes on the internal sur face .

In order to describe the hydraulics of the reflooding the thermodynamics non-equilibrium has to be known. For measuring the superheat of the steam, tests were carried out on a steam exhaust equipment which prevents disturbations of the measured steam temperature by dragged water droples.

A literature study was started for the description of the heat transfer during reflooding in the non-wetted-region.

Results

The rewetting front on a Zry-4 tube compared to a steel tube moves nearly a factor of two faster. As the heat conductivity in not very different, this effect can only be explained by the different heat capacities of the two materials. After reaching a fixed height, the rewetting velocity is nearly the same for both materials. Some tests were repeated with a copper-tube.

Recalculations of the rewetting tests showed good agreement between experimental and theoretical results for the circaloy-, steel-and copper-tube.

The time between submerging and rewetting was markedly lower when the water temperature and the initial tube temperature were low. The reflooding velocity, however had nearly no influence on the delay time.

New rewetting fronts appear when the heat removal of a spike is so large, that the rewetting temperature at that point is reached before the rewetting front has reached the perturbation zone.

Next Steps

The technique for the measurement of superheated steam will be improved.

A theoretical method will be developed for the calculation of the local steam content. 1. Objective

The major objectives of the program are to investigate thermohydraulic behavior in the primary system during blowdown depressurization and ECC injection by experiment, and to make analiable the experimental data for assessing the analytical models used to predict the response of PWR during a LOCA.

Project Status

Program Description

The new blowdown experimental facility, referred to as the ROSA-II facility, consists of a model pressure vessel with the electrically heated core, two simulated primary circulation loops with pumps and steam generators, pressurizer, simulated break units, discharging pip ings and the emergency core cooling system.

The pressure vessel is 4.9 meter high and the inner diameter is 2 0.28 meter. The vessel is used for pressures below 160 kg/cm gauge and temperatures below 325 degree centigrade.

Heated length of the model core is 1.5 meter and heated electrically.

The maximum thermal output of the core is 2240 KW. The model core consists of 113 model fuel rods and 16 dummy rods.

The emergency core cooling systems are composed of three subsys tems, high pressure coolant injection system, low pressure coolant in jection system and accumulator system. Each ECC subsystem has injection points in hot legs and cold legs of the two primary loops, in upper -187 -(Continued from the preceding page.) plenum, downcomer and lower plenum of the pressure vessel, respectively.

It is possible to select any combination of injection locations. In addition, upper head injection system is prepared for the performance t e s t .

The test data are expected to give us specific informations on the effects of various parameters, such as Anjection location, size of break, power, etc., on thermo-hydraulic characteristics during PWR-LOCA.

Progress

Seventy-three test runs have been conducted by the end of March, 1977.

Essential Results

Various qualitative informations on the thermo-hydraulic behavior in the primary system during the LOCA were obtained with regards to both cold-leg break and hot-leg break.

Projection

All tests shall be conducted by July 1977. 

Objective :

Quantitative understanding of thermo-hydrodynamic phenomena under BWR top spray emergency cooling conditions.

Project Status :

Completed.

Essential Results :

Efficiency of the spray cooling was examined with an 8x8 simulated full scale fuel rod bundle and jet pump bypass over the range of conditions expected in loss-ofcoolant accidents (LOCA). The results are summarized as follows :

( 

Project Status :

Experiment was completed. Data reduction and analysis, will be completed by this September.

Essential Results :

The bypass reflooding effect was examined with an 8x8 simulated full scale fuel rod bundle and jet pump bypass over the range of conditions expected in loss-of-coolant accidents (LOCA). Heat generation from the control rod blades was simulated. The results show that heat removal rate from the peripheral rods increases with the bypass reflooding, as contrasted with almost constants on the central rods.

Ij.. Projection :

OECD NUCLEAR ENERGY AGENCY -38, Boulevard Suchet, 75016 PARIS Telex : 63O668 AEN NEA -Tel : 524 82-00

Data reduction and Analysis will be performed. of LOCA for the establishment of the elaborated reflood models.
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Project Status

Program Description

The following study items will be performed.

1) The evaluation of the data from the one-dimensional test facility for PWR type reactors with full length fuel assembly and simulated system components.

2) The development of the reflood code and the further investigation of the special thermal-hydraulic phenomena appeared in reflood phase.

3) The experimental investigation on the effect of coolant oscillation and flow blockage in core, and the effect of primary loops by using a large scale test facility.

Progress

Two series of experiments have been carried out with the 4 by 4 full length heater rods filled with magnesium oxide, and they were named Series 4 and Series 5 reflood experiment. Series 4 experiment (Continued from the preceding page.)

to obtain the forced low-flooding heat transfer data at the flow rate of 1 to 3cm/sec.

The computer code "REFLA-l" for analysis of in-core reflood thermohydranlics was improved in Germany by one of the members. The improved code, REFLA-1D, has further been modified to stabilize the calculation.

To establish the reflood thermo-hydraulics in the core, a quench model and a subcooled film boiling heat transfer correlation has been developed.

In order to provide the experimental data on the two-dimensional effect of the thermo-hydraulic phenomena in the wide core and to evaluate the integral reflood analysis code which will be developed, 1/5-scall PWR type reflood test program has been initiated in April, 1976. The detailed design is in progress.

Essential Results

The improvement of thermocouple attachment resulted the normal quench behavior in the test instead of the abnormal behavior reported previously, and ensure its use at elevated temperature up to 1000°C.

Newly developed quench model and subcooled film boiling correlation are built in REFLA-1D code and the agreement between the calculted results by the code and the experimental data was fairly good.

Projection

The one-dimentional tests with 4 by 4 indirect heater rods designed to use up to 1200°C will be performed by 1977. The test with 6 by 6 indirect heater rods in the housing with a view window to observe the in-core hydranlics with and without channel blockage will be performed by 1978.

The full-length downcomer experiment and a single rod experiment with heater rod simulating the heat resistance^ of gap conductance of nuclear fuel will be started in 1977.

The large scale test facilyty will be completed in 1978. To optimise spray cooling and permit assessment of safe fuel ratings.

Particular Objectives

To measure heat transfer coefficients and quenching times in a way suitable for use in calculating temperature transients during reactor fault conditions.

3* Experimental Facilities

The High Pressure Emergency Spray Cooling Rig at Winfrith, together with smaller and more basic rigs there and at other sites.

Project Status

From thermocouple results of simulated faults heat, transfer coefficients have been correlated with spray cooling flow rate, pressure, spray sub-cooling, etc. Effects of thermal radiation have been determined separately. Theoretical treatment of rewetting has been extended to include composite structures (clad and fuel pellets).

Next Steps

Work to date has been with j>6 pin fuel element geometry; extension to cover 60 pin geometry is in hand. Understanding of basic spray cooling processes is being extendëd. General Aim: To study h,eat transfer from a full length (decay power) PWR rod simulator during the ECC phase of a LOCA, using newer core rod geometries and an improved representation of the reactor system.

Particular Objectives: Extend the previous FLECHT-SET data base to include flow blockage effects, system component effects, alternate ECC injection methods, and grid effects.

Experimental Facility: Rod array, within a thin circular housing, which can be interconnected with scaled system simulator for system effects tests and for selected component interaction studies. 1. General Aim

To determine the heat transfer rate between two parallel tubes in contact, with a smaller diameter tube inside a larger tube.

Experimental Facilities and Programme i)

Assess literature on the theory of contact heat transfer ii) Develop or apply a code to describe the 3-D heat transfer problem iii) Design and operate an apparatus to verify theoretical developments iv) To assess significance of findings in CANDU safety analysis

Project Status

The results will be applied to the analysis of fuel element/pressure tube and pressure tube/calandria tube contact during a LOCA. Progress has been delayed due to a shuffling of post-graduate students. Also, the definition of the experiments required has been more difficult than expected. So far, the study has concentrated on finding relevant information in the literature, in defining the experiments and apparatus needed and in assessing the usefulness of existing 3-D thermal analysis codes for this application. It is expected that a start on the apparatus and the adaptation of a suitable code will begin forthwith. -204 -C l a s s i f i c a t i o n : -t e s t -a t m o s p h e r e (air, inertgas, steam)

Tests will be run with direct resistivity-heating of fuel rod specimen filled with alumina-pellets and a distinct helium p r e pressure. Temperature-time-correlation will be simplified.

b) The influence of the increasing gap between the fuel and the cladding during the heat-up phase on the diameter increase will be studied. Therefore special specimen must be developed with internal heaters and high heat capacity.

c) To find the correlation between the conservative tests above and a realistic excursion of a LOCA, tests will be run with approximated temperature-time-correlation. The specimens were heated up in steam or in air (about 20 min). Whe n the temperature level was reached, the internal pressure was adapted. The diameter was measured several times.

-206 -

Results

The tests with UO2 pellets in tubes at 10 and 20 bar showed that the time to burst was prolonged a factor 2 when vapour was used of Helium atmosphere.

The results were: The maximum circumferential strain in steam atmosphere was about 40 % -50 % lower compared with tests in Helium. The rupture time of the specimens was in vapour at an internal pressure of 50 bar greater, at 65 % equal and at 80 bar lower compared with Helium.

Internal

Next Steps

The work has been completed. 

General Aim

The influence of neighbouring fuel rods on the ballooning and burst behaviour of a single fuel rod during LOCA and the mechanical and thermal forces are to be investigated.

Particular Objectives

The experimental tests shall give information, whether the results, obtained for a single fuel rod (parameter: differential pressure, temperature, holding time) are changed by neighbouring fuel rods. Especially it will be investigated, what happens when the neighbouring rods are touched: change of diameter increase, time until burst and influence of burst on neighbouring rods.

Research Program

Two fuel rod specimen surrounded by six dummies, made of compact rod material, arranged in a 3 x 4 -4 configuration. The influ ence of the ballooning and bursting on the neighbouring rods will be investigated with cooling (gas) and without cooling for the following cases: a) tests with equal temperatures:

The arrangement shall gurantee, that besides ballooning the lateral displacement of the rods can be investigated. Of special interest are the ballooning of one specimen in a non disturbed surrounding, the ballooning of a specimen towards another deformed specimen in an non-disturbed surrounding and tests with two ballooning rods.

b) tests with different thermal load:

The specimens are heated internally, resulting in higher temperatures compared with the surround dummies. Planned are tests with one internally heated specimen, two specimen with equal temperatures, and two specimen with different tempera tures .

The tests will be run under argon-atmosphere. The fuel rods will contain helium. This concept will be improved when the first results are available.

k. Experimental Facilities

The test apparatus consists of the following equipments: a) Five-zone-oven with control equipment for the surrounding temperature of the samples.

b) Inside heating (heating transformer with control equipment) to adjust the higher temperature of the samples I or II. -2 0 9 -

Progress to Date

The test arrangement for isothermal investigations was built-up and assembled. Specimens have been installed. Some preliminary isother mal tests under Helium-and Air-atmosphere have been carried out with two neighbouring Zry-4 rods of 400 mm length. The inner pressure (isobar) was 80 bar, the temperature (isothermal) was 8 0 0 °C .

Results

The first results demonstrate the feasibility of the measuring technique:

-touching and rupture time -temperature by thermocouples during ballooning and oxidation.

Next Steps

The methods for recording the touch-time have to be improved.

A new concept of internal heating of the dummy rods and tubes will be developed. -2 1 1 -

Experimental Facilities

-Tensile testing will be performed in an INSTRON closed-loop machine, -For burst tests in vacuum tubes will be pressurized in a radiation furnace.

-For integral experiments (steam environment) cladding with internal heaters will be used. -Creep behavior of Zry-4 tensile specimens in low vacuum.

Progress to Date

-Examination of the influence of temperature excursions into the 3-phase region on the plastic behavior of Zry-4 tensile specimens tested in the a-phase region.

MJLliSi

-Analysis of the influence of ZrO^-layers upon the strain rate sensitivity index m.

-Examination of the influence of the environment on the change in shape of Zry-4 spe cimens during a tensile test.

Analysis of a stability criterion for burst tests.

Results

A dJ^l:

-Metallographic techniques as well as texture and scanning microscopic examinations gave evidence that in the (a+B) -phase region the grain switching is the dominating deformation mechanism.

-Anomalous transient creep is observed in the teirperature range from 700 to 1000°C

for tests performed at low vacuum. The strain rate sensitivity index m determined from load cycling tests are dependent on the temperature and load.

Within the range of temperatures under consideration and for deformation rates = 10" 6s" 1, it is obvious that m -► 1.

-2 1 ? -

In cases where comparisons were made between m-values determined by different me thods the agreement is satisfactory.

Temperature excursions performed in vacuum (up to 1200°C) reduce the ductility of Zry-4 tensile specimens tested in the a-phase region (800°C). The results are also dependent on the details of the tenperature treatment.

-The test specimen is considered as a two element composite cylinder (a thin and brittle ZrO^ coating firmly covers the ductile metallic filament). Plastic defor mation of the specimen can proceed only if cracking of the coating is possible.

From considerations it follows that If the actual crack density depends on the strain rate (or stress), the strain rate sensitivity index does not solely reflect the pla stic behavior of the filament but also depends on the properties of the coating.

-From a comparison of results of tensile experiments performed in air atmosphere and vacuum resp. it follows that ZrO^" coatings suppress macroscopic necking.

Ad_2i2i

Relationships were derived between the logarithm of the tangential deformation rate log e and the corresponding strain e , on the one hand, and certain material proper ties 3 on the other hand.

From these relationships conclusions can be drawn about the deformation behavior of the pressurized tubing.

Three cases were considered in which the tendency towards instability increases in the sequence: hoop stress a. = const.; hoop load L. = const, and internal pressure p 

Experimental examination of oxide coatings on the plastic behavior of the composite

Zry~4/ZrQ2 (Ad 3.1.3).

-213 - T h e t r a n s i e n t c l a d d i n g t u b e t e m p e r a t u r e s r e c o r d e d c l e a r l y d i f f e r in t e m p e r a t u r e r i s e s b e t w e e n a n d UC^ a n n u l a r p e l l e t c o n f i g u r a t i o n s a t t h e same power. T h e t e m p e r a t u r e r i s e w i t h time is l e s s f o r t h e A l 20 3 rod t h a n f o r t h e r od c o n t a i n i n g UO-a n n u l a r p e l l e t s . T h i s is in c o n f o r m i t y w i t h t he v e r i f i c a t i o n s . T n e d e t e r m i n a n t v a r i a b l e is the he a t s t o r i n g c a p a c i t y w h i c h ta k e s the f o l l o w i n g v a l u e s for the d i f f e r e n t r o d types: 

A f t e r i n s e r t i n g the t h i r d p r e i r r a d i a t i o n r i g in t h e F R2 in M a

I n -d e p t h i n v e s t i g a t i o n s of t h e p o s s i b l e i n f l u e n c i n g f a c t o r s h a v e s h o w n t h a t only the w a l l t h i c k n e s s of t h e T C -s h e a t h e x e r t s an

BSS with Anni

General aim

The aim of this project is to obtain experimental information for development and verification of the SSYST fuel rod behavior code with regard to the heat-up and reflooding phases of a LOCA.

Particular objectives

Important features of the experiments are the interaction between the ballooning mechanism and the emergency core cooling and the recording of the time-dependent ballooning process of the zircaloy cladding.

The experiments have the following particular objectives: time-dependent ballooning mechanism of single rods interaction between ballooning and cooling thermal and mechanical effects of the rod-to-rod interaction on failure behavior in rod bundles information on failure propagation extent and distribution of flow blockage. -2J0 - The loop is designed to insure operation in a wide parameter range for each accident type and can accomodate bundle size up to 16 pins with reentrant test section (650 kW) and 36 PWR pins in the once through test section (1.5 MW); the active height is in both cases 1.5 m, which seems to be enough for the analysis of the reflood case of a LOCA. In the SARA loop fuel failure propagation can be investigated, an item which is expected to be of great importance at the time when the loop has become operating.

-- 1. Objectives

236 - r -■ -----------------------------------------
The main steam pipe rupture accident is one of the design base accidents of Light Water Reactor. In the regulatory guide of Japan, it is presumed that the primary coolant is leaked out at a constant rate after the main steam isolation valve is closed at the main steam pipe rupture accident.

The additional release of fission products from defective fuel rods at shut down is well known as the iodine spiking phenomenon.

The objective of this research is to analyze the corelation butween the additional fission products release from the defective fuel rod by depressurizing of the primary coolant system and the amount of fission products in the coolant.

Project Status

To examine the phenomenon described above, a series of fuel iods with an artificial-defective pin-holed clad have been irradiated die i JMTR OWL-1 facility.

The progressing of the irradiation of a series of fuel rods are summarized as a table; 

Essential Results

1) There are no appreciable changes in the average apparent release rates of 1-131 and Cs-137 as the coolant pressure of the OWL-1 decrease from 71kg/cmz to 61kg/cm in 5^10 minutes period keeping other operating parameters of the loop coolant.

2) A positive corelation between the depression of temperature of loop coolant (from 250°C to 100°C, in maximum) and the average apparent release rates of 1-131 and Cs-137 can be seen.

4.. Projection

In 1977 fiscal year, two runs of the irradiation experiment will be performed. Irradiation experiments will be continued until 1980.

Report

None.

_ 239 - (2) Design of instrumented fuel assemblies (IFAs) for irradiation in the Halden Reactor, and analysis of resulting data.
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(3) Development of material property correlations for FRAP (MATPRO).

(4) Post irradiation examination of power reactor fuel.

(5) Verification of the FRAP codes.

Project Status:

a. Progress To Date:

The experiment requirements documents for the present series of PBF tests have been completed. Halden assembly IFA-429 is being irradiated, aside from three rods which were removed for examination of early burnup effects, and IFA-430 is being fabricated. An expanded material properties document (MATPRO) has been completed. Irradiated BWR fuel has been obtained from Peach Bottom for examination, and a gas flow experiment with PWR fuel was completed followed by metallography to help evaluate the results. Verification reports on FRAP-T3 and -S2 have been issued.

b. Essential Results:

Plans set forth in the experiment requirements documents are being followed in the current series of 40 PBF experiments to simulate power-cooling-mismatches and other postulated accidents.

The pressurized IFA-429 rods showed an initial pressure drop most probably caused by densification (but PIE underway will test for helium absorption). Material property correlations have been added or improved especially in the areas of cladding mechanical properties and oxidation. The gas flow experiment revealed substantial resistance to axial gas flow, and calcu lations based on the data indicated that the effective gap at rod center was about one-half that at the rod ends, in agree ment with later metallography. Comparisons of FRAP predictions with data show that both FRAP-T3 and -S2 are improvements over their predecessors.

Next Steps:

Continuation of the various programs.

-241 - (2) April through June 1976, TREE-NUREG-1004 (October 1976).

(3) July through September 1976, TREE-NUREG-1017 (January 1977).

(4) October through December 1976, TREE-NUREG-1070 (to be published).

8.

Degree of Availability:

a.

Available through the NRC.

b.

Available through the NRC.

c. NTIS.

d.

Available through the NRC.

e.

Available through the NRC.

f. NTIS.

P R O J E C T T I T L E :

Transient boiling heat transfer in emergency core cooling conditions CS1II I N D E X NUïîBER : 

Experimental Facilities

The flow starvation experiments are to be performed in a specially designed rig.

Project Status

Detailed design of the experimental rig has been started.

Next Steps

The fabrication of the rig will start during last half of 1 9 7 7 , and experiments commence during 1978.

Reference Documents

Annual reports to be published by the Nuclear Energy Agency of OECD.

Degree o f Availability

Upon request from the Nuclear Energy Agency. 

NUCLEAR SAFETY RESEARCH INDEX

The use of process computers in power reactors for improvement of operation safety

Investigations on the functioning of the pressurizer safety valves and the relief tank during blowdown of hot pressurized water

Reactor control system by two-phase rods

Safety and diagnostics via noise analysis (Part A)

Safety and diagnostics via noise analysis (Part B)

Reactor malfunction diagnosis using noise analysis

Noise analysis as a means for safety monitoring

Safety criteria for use of computer control of nuclear power plants

Supervision of reactor containment of PS-type by the aid of measurement of air-borne activity

Computerized protection systems

Operator -process communication

Plant disturbance analysis

Safety aspects related to control room, training and other human factors problems of nuclear power plants

See also page 11

OTHER SAFEGUARDS Investigation programme for the testing of a fracture safety device protection system for reactor components

Fracture safety for the primary circuit

Country

Page No. -------------------Reduction of the contamination of primary system components by electromagnetic filters

Comparison of different pressure vessel concepts for light-water reactors

Underground nuclear power plants

PROBABILISTIC METHODS OF SAFETY M L Y S T g ------------------------------------

A systems analysis approach, for establishment of risk criteria for nuclear power generation ---------------- ----------- 1.

m n s P E s s r m t m ts a s m :-

General aim: To describe the state-of-the-art of experimental informa tion applicable to the analyses of hypothetical core melt accidents in LWRs.

Particular objectives:

a.

Compile and synthesize the most significant data on the following areas of investigation as they apply to core melt: behavior of fission products, thermal hydraulic phenomena, chemical and physi cal interactions of the molten core, steam and hydrogen explosions, materials properties, and offshore siting.

b.

Define additional needs for experimental data.

3.

Experimental facilities and program: Not applicable.

4.

Project status: Final report has been published. The report concludes that interactions between concrete and molten core materials and vapor explosions represent two key areas in which improvement in physical understanding based on experimentation are indicated. Also sensitivity studies should be employed to provide further guidance for program planning.

5.

Next steps: Project completed.

6.

Relation with other projects: This study was prepared to assist NRC in planning its overall effort to gain an improved understanding of physical phenomena postulated to occur during hypothetical core melt accidents in LWRs.

7.

Reference 

P a r ticu l a r Objectives

Comparison of models and results in WASH 1400 and RS 72 a, b with respect to the expected course of a hypothetical core melt down accident.

Research P r o g r a m

Study of A p p e n d i x V, VII and VIII of the Rasmussen report.

Experimental Facilities

No experimental facilities necessary.

Progress to Date

The evaluation of App. V, VII and VIII of the Rasmussen Report was completed. The study was completed.
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. Results

The evaluation of the Rasmussen-report showed that the physical phenomena of the hypothetical core melting were in good agreement with the model in RS 72.

Important data, which are to be verified experimentally (e.g. the slumping temperature of the fuel rods) are more realistic in RS 72, which uses experimental results. In WASH-1400 the decay heat was lower, as the analysis was started 1 h after blowdown. A direct comparison of the calculated values is therefore not poss i b l e .

Another important difference with respect to the pressure increase in the containment was the fact, that the american power stations use concrete with limestone aggregates, which p r o duces CO^ after heating. The melting temperature is lower than 1000° C. In the FRG concrete with basalt aggregates is used. Experiments (RS 160) have shown, that concrete with basalt aggregates has better chances at higher temperatures. 

P a r t i c u l a r o b j e c t i v e s In 1976 we h a v e m a i n l y done experiments with single rods in steam at d i f f e r e n t h e a t i n g rates and experiments w i t h single rods w i t h spacers

in h e l i u m and steam. In this year we have put into operation two new facilities:

1 . A new ves s e l for fuel rod simulators w i t h h e a t i n g by central tungsten rods. It allows rods up to 1 m, bundle arr a n g e m e n t s up to 7 x 7 rods and f l o wing steam.

2• A furnace was built, which can heat up rods wit h solid pellets by

radiation.
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P.rogress to date

In the reporting period we have done experiments on single rods in steam with different heating rates between 0.75 and 3.5 °C/sec.

Experiments on the influence of the spacers on the m e l t d o w n behav i o u r were carried out in helium and steam up to temperatures of 1830 °C.

The oxide layer formed in steam between rod and spacer reduces strongly the interaction. In order to simulate the influence of oxide layers which are formed during normal operation of an LWR, we have heated up to 1800 °C in He preoxidized rods with layers b e tween 10 and 50 ym.

Essential results

The experiments with different heating rates in steam show, that in all cases a uniform smooth oxide layer is formed. The thickness of this oxide layer decreases with heating rate. In the range investigated, it At 1250 °C it begins to influence also the region outside the rod. The can in the region of the spacer is melted at 1600 °C and at 1800 °C also large parts of the can are melted outside the region of the spacer.

In steam we have quite a different behaviour. Up to 1200 °C no sign of interaction is found. At 1250 °C the first small changes at the canspacer interface can be seen. Near 1450 °C the c o n t a c t -s p r i n g of the spacer is deformed and only at roughly 1800 °C the w h o l e spacer is molten. In contrast to heating in He the influence of the spacer is restricted to its contact region and also here the ox i d i z e d Zircaloy remains intact and shows only splits and deformations.

The heat up of preoxidized rods in He shows that already a 10 ym thick oxide layer causes the beginning of interaction bet w e e n can and spacer at roughly 1 350 °C. The 50 ym oxide layer causes the b e g i n n i n g of i n t e r action in the neighbourhoud of a rod heated in steam. With this t h i c k ness we found no meltdown of the can outside the region of the spacer.

-257 - 

General aim

The general aim is to provide data on the behaviour of the core materials in a core melt down accident with a view to assessing its course and consequences.

Particular objectives

Preparation of various types of core melts (Corium) that arise under varying oxida tion conditions that could prevail in the accident environment. Determination of properties such as thermal conductivity, thermal expansion, density, als well as the nature of the melt that exists in contact with concrete.

Experimental facilities

Available equipment includes a dilatometer/D.T.A., an apparatus for measuring contact angles via sessile drop technique. Furthermore experimental facilities are available for the metling and powder metallurgical consolidation of samples as well as meas urement of thermal conductivity.

Progress to date

Estimates of properties such as thermal conductivity, viscosity and heat capacity, have already been carried out and partly verified. Methods of preparation of Corium melts under inert gas conditions have been established. Experiments are under way to determine the interaction of Corium with concrete.

Essential results

It has been demonstrated that large quantities (^250 g) of Corium EX1 can be prepared by induction heating in Thoria crucibles in inert gas. Thoria is not a -259 - have revealed that the case in all mixtures, the uranium and zirconium are present as oxides along with the oxides fo the concrete, whereas Iron, Chromium and Nickel are still metallic.

Next steps

Estimation of the surface energies of the core components in context of a steam explosion. 5.6 Construction of the hot pressing apparatus.

Measurements of density and thermal expansion of

.7 Additional work has become necessary in the report period

as Zircoa declared that they were unable to grind further crucible pairs in addition to the four pairs supplied to date.

Design and construction of a grinding machine for Th0o , taking

A into account the radiation protection regulations; construction of components of the grinding machine, and functional testing of some of these parts.

-262 -

• Results

The concept, design and bench work was carried out on schedule until it turned out that the research program had to be modified (cf.

Section 3)» The results of the functional tests of the parts completed by that date were satisfactory.

7• Next Steps

In accordance with the proposed modification of the research program, new -preferably metallic -crucible materials will be selected and examined for their resistance to oxidic melts. It is planned to measure the decrease in thickness of the crucible and to determine the chemical composition of the melt. Parallel to the above work, concept work for adapting the high-temperature viscosimeter to the selected crucible material will be carried out.

Relation With Other Projects

The Research Project BMFT-RS 200 covers the fabrication and c h a r a c t e r i z a t i o n of Corium-EX3 samples.

In the report period no interim reports were prepared by Battelle.

( 

• Particular Objectives

Calculation of heat effect data and development of measurement concepts«

Research Porgram

The research program modified and approved in September1976 covers the following items: 

Results

Ad 3 * 1 • Considering a 1,200-MW pressurized-water reactor, an amount of energy of 150 GWs is released by the nuclear after-decay reaction within a period of 1500 s from the beginning of the accident. Wit7 •-' * -this period, the energy released by the zirconium-steam reaction exceeds that of nuclear after-decay considerably. Substantial amounts of heat can also be lifberated if steel (in particular its chromium components) is oxidized by the steam, and even more so if oxygen present in the containment takes part in the oxidation reaction.

Ad 3*2.2: According to the literature, adiabatic calorimetry is the only method which has so far been applied successfully in the temperature range above 1500 °C. Differential scanning calorimetry seems to be suited for the temperature range -265between l800 and 2200 °C. Calculations of the heat exchange by radiation in an isothermal calorimeter have shown that this method is only applicable if a temperature difference as small as 1 °C can be measured and maintained.

Ad 3.2.3: A measuring apparatus according to the principle of a chemical continuous-flow reactor has been devised for investigating the reaction between metallic core melt and steam. It can be used to decide whether the heat is released during bubble formation or during ascent of the bubbles in the melt and will make it possible to obtain information about the kinetics of the above reaction. Use of an automatic microbalance will ensure a high measuring accuray.

Next Steps

The results will by summarized in the final report. 

Investigation of combined influences of t h e r m o h y d r a u l i c and

reaction behaviour and their influence on a c t i v i t y release.

Investigation of the influence of pool d e p t h and c i r c u l a t i o n on

the release of fission and activation products. Two types of experiments were carried out to i n vestigate the m e l tconcrete reaction and to develop stable concrete crucibles.

-0.5 kg corium was m e l t e d in concrete crucibles.

-100 ... 300 kg m o l t e n iron were poured into large conc r e t e crucibles.

The use of glass fibre reinforcement in the cruc i b l e set a limit to the width.

Results Obtained

It was found that the experiments on activity release, surface oxidation, crust formation, boiling and evaporation processes call for met h o d s such as induction heating w h i c h do not disturb the natural t e mperature gradients of the surface.

The m a x i m u m power generated within the melt was determined. In case of an accident, the fission product power density at the m e l t i n g front is The m a x i m u m local power density at the melt front m a y be as high as

2
3 M W / m because of cooling of the melt.

To simulate the accident atmosphere, a pressure v e ssel w i t h s t a n d i n g 6 bar will be required. In any case, the m e l t will be c o v e r e d by steam.

However, the containment pressure ma y be simulated by n o n -c o n d e n s a b l e gas (with cold pressure vessel walls) or by steam (with hot w a l l s ) .

Preliminary experiments will be required to inves t i g a t e the e l e ctrical discharge w i t h i n these atmospheres.

-369' - Using simulated irradiated rods the fraction of fission product released from a rupture induced in the rod has been correlated against the rod temperature and environment. In a flowing steam environment, hydrated cesium hydroxides are formed, and iodine remains primarily in its elemental form. As expected, the fractional release of fission products increases several orders of magnitude over the range 500-1300°C.

c.

Experiments with irradiated fuel have been conducted from 500-900°C and results can be correlated with these of the tests with simulated irradiated fuel rods. Releases tend to be an order of magnitude greater in air than in steam. Iodine, cesium and ruthenium are the principal species observable thus far.

Next steps:

Completion of the currently approved tests up to 1300°C is expected by October 1977. Analysis of the data will yield the desired correlation. Approval for extension of the temperature range to 1700°C will be sought. Performance of the higher temperature experiments will be useful in relating the results of this program to those of the GFK program on release of activity from molten fuel. Also being consi dered is construction of a test facility to verify models of attenu ation of the radioactive source term in the primary system during meltdown.

6.

Relation with other projects: This is part of an overall effort being sponsored by NRC to accurately describe LWR fuel behavior and fission product release under postulated accident situations. General aim: To characterize the physical and chemical processes involv ing molten fuel during hypothétical meltdown accidents in LWRs.

2.

Particular objectives: To characterize the chemical and physical inter actions between prototypical materials likely to be encountered during hypothetical core melt accidents in LWRs. This program concentrates on identifying and understanding the response of concrete to m olten l w r core materials in order to evaluate:

The generation rate of water vapor and non-condensable gases.

The effects of gas generation on fission product release.

The chemical reactions occurring in the complex system.

3.

Experimental facilities and program: Experiments are being conducted in the following areas:

Response of concrete to high heat fluxes, using plasmajet and radiant heating.

Phenomenological studies of interfacial phenomena with simulant materials.

Thermal decomposition of concrete by DTA, TGA, and other labora tory thermal decomposition techniques.

Phenomenological experiments examining the response of concretes made with limestone and basaltic aggregates to prototypical molten core materials. Small-and large-scale experiments using up to 200 kg of melt will be related through scaling analyses.

Project status:

A. Experiments to determine mechanisms and rates of concrete pene tration as a function of thermal load have been completed. In analyzing the date, the nominal incident surface heat flux has been broken down into components in such a way as to allow better means for normalizing data among experimenters and for analyzing integral experiments. Figures 1 and2 summarize the reduced data and the conclusions of the surface heat flux experiments. A topical report is being issued.

B.

Decomposition reactions for loss of HLO and C02 from concretes with basalt and limestone aggregates nave been described empiri cally as activated first-order processes. These rate laws are being incorporated into the mechanistic model of core-concrete interaction.

C.

A major technical problem has apparently been overcome. The most recent small-scale (10 kg melt) melt-concrete interaction experi ment has been successfully contained with needed instrumentation emerging intact. The tests outlined in Figures 3 and4 were proposed for the remainder of FY 1977 and early FY 1978.

D.

A preliminary version of a mechanistic core-concrete interaction model, INTER, is available and a topical is being prepared. INTER calculates rates and directions of concrete penetration, rates of release of hLO and CO2 and their conversion to H~ and CO, and composition and disposition of metallic and oxidfc melt layers as a function of time. INTER has been developed primarily from consideration of the experiments conducted to date at SLA and has in it several "tunable" parameters which can be manipulated to account for uncertainties in some of the physical processes, e.g., heat transfer at the melt-concrete interface. It was suggested that interfacial heat transfer might resemble film boiling or nucleate boiling and that suitable heat transfer coefficients could be calculated a priori rather than be assumed. Further improvements to INTER are being considered.

5.

Next steps: More quantitative characterizations of the phenomena are being obtained (Figures 3 and4). The integral melt-concrete experiments will be performed using sustained heating via induction coils imbedded coaxially in the concrete crucibles. Improvements to INTER will continue until all significant safety-related pheno mena have been understood.

-275 -

6.

Relation with other projects: This is part of an overall effort spon sored by NRC to gain an improved understanding of physical phenomena postulated to occur during hypothetical core melt accidents in LWRs.

7. -281 -Numerical solution of the governing partial differential equations for natural convection in a horizontal layer with a constant temperature upper boundary and a zero heat flux lower boundary has been derived. Predicted heat transfer coefficients agree with experi ments in the laminar and weakly turbulent regimes of convection.

AVERAGE OVERALL EROSION RATE, cm /hr AVERAGE HEAT FLUX TRANSMITTED TO M ELT-SOLID INTERFACE -q (M ), W /cm

Measurement of steady state heat transfer coefficients in a layer bounded from below by a segment of a sphere (total included polar angle of 60°) which is held at zero heat flux has been partially completed. Rayleigh numbers for these results cover the range 1.8 x 109 < Ra <1.8 x 1011.

Numerical solution of the governing partial differential equations of natural convection with uniform volumetric energy sources in cylindrical cavity has been derived. Heat transfer correlations have been obtained for cylinder height-to-diameter ratios of 0.5, 1.0, and 2.5 and thermal boundary conditions that include insulated and constant temperature side walls.

Next steps:

Steady state and transient tests in a hemispherical segment and hemispherical segment topped by a cylinder will be completed.

Design and construction of a convection chamber has been completed for measurement of natural convection heat transfer coefficients in a two-fluid layer, the upper sub-layer without internal energy sources. The apparatus will permit determination of the effect of horizontal heat fluxes on the heat transfer coefficient at the upper boundary.

Experiments to determine heat transfer correlations for gas-driven convection analogous to the observations during melt-concrete interactions will be designed.

6.

Relation with other projects: This is part of an overall effort sponsored by NRC to gain an improved understanding of physical phenomena postulated to occur during hypothetical core melt accidents in LWRs.

7.

Reference documents: a. 

P A R T I C U L A R O B J E C T I V E S

In particular it is intended to study the t h e r m a l interaction b e t w e e n m o l t e n UC>2, m o l t e n structural materials and water. T h e subjects of special interest are:

-the theoretical investigation of the fuel/coolant interaction, -basic oriented e x p e r i m e n t a l studies of the factors influencing the process of interaction, -e x p e r i m e n t s simulating reactor-like conditions with respect to the v o l u m e tric ratio of m o l t e n material a nd coolant. T h e basic questions to be a n s w e r e d in a situation w h e r e m o l t e n materials c o m e into contact with the coolant are: w h a t is the a m o u n t of generated m e c h a nical w o r k , in w h a t m a n n e r is it released a n d w h a t are the m e c h a n i s m s d e t e r m i n i n g the fragmentation of the m o l t e n materials. -p r e s s u r e excursion, -velocity of the d i s p l a c e m e n t of the liquid in the channel, -v a p o u r production.

P a r a m e t e r s w h i c h c a n be adjusted for the various tests are:

-coolant t e m p e r a t u r e , -m a s s of m o l t e n m a t e r i a l (up to 1 5o g), -s y s t e m p r e s s u r e (up to 25 bar).

2. 2 E x p e r i m e n t s in the T a n k Test Facility

T h e goal of these e x p e r i m e n t s is the study of the t h e r m a l interaction of "large11 quantities (up to 4 kg) of fuel a n d coolant in a c o n f i n e m e n t simulating the reactor vessel. T h e quantities m e a s u r e d directly during the e x p e r i m e n t s a r e :

-the p r e s s u r e excursions a n d strains as a function of time, -the t e m p e r a t u r e history in the tank during the interaction* A n atte m p t has b e e n m a d e to visualize the f r agmentation history, using a h i g h -s p e e d c a m e r a . 

E X P E R I M E N T A L F A C I L I T I E S

10_DEGREE O F A V A I L A B I L I T Y OF T H E R E P O R T S

All R e p o r t s available.

-289 - A test apparatus of LWR's fuel coolant interaction has been constructed. The preliminary experiment using zirconia (ZrÛ2) pellets has been started. The pellets are directly heated by electric resistance.

Essential Results

The limitation to apply the quasi-stationary analysis to the thermohydraulic behavior was made clear by the analysis of the experimental data on transient boiling phenomena.

The pressure occurrence when molten zirconia was contact with coolant water through defect hole on clad was less than a few atmos pheric pressures.

-290 -(Continued from the preceding page.)

Projection

Experiments on transient boiling heat transfer at elevated pressure (10 ~ 30kg/cm2) will be performed. 1.

General Aim

To predict and thus contain the mechanical effects following core melt-down.

Particular Objectives

To observe the various phenomena when hot and cold liquids are brought into contact, with particular reference to a hot liquid which sub sequently freezes.

3* Experimental Facilities and Programme

Experiments were carried out in which water was brought into contact with various molten materials in a shock tube, thus simulating the fall of coolant into molten uranium dioxide in a postulated reactor accident. Impact velocities of the water onto the molten materials were in the range 5-7 ms~1. Shock pulse pressures in the water column after impact and particle size distributions of the dispersed resolidified material that was recovered were measured* The proportion of dispersed material and the size of the shock pulse (by comparison with that expected from water-hammer alone) were used as criteria for the occurrence of a molten fuel/coolant interaction and such interactions of varying degrees of violence have been found for water/aluminium, water/bismuth oxide, water/ tin over a wide range of temperatures from 350°C t o 950°C, and for water/ boric acid, but not for water/magnesium. PROJECT LEADER :

DH T D U L L i ' O R C E Db^cription : 1• General Aim
To predict and thus contain the mechanical effects following core melt down.

Particular Objectives

To identify and quantify the various phenomena when particular hot and cold liquids are brought into contact.

3* Experimental Facilities and Programme

The work uses gram quantities. Heat transfer regimes and dispersion mechanisms are studies. High-speed cine films (500 frames per second) have been made and studied. Initially the system molten tin/distilled water has been studied; other materials are planned. 1.

Reference

31.719

General aim: To provide a physical understanding of the conditions necessary and sufficient to generate an explosive interaction when molten materials contact each other.

Particular objectives:

To identify and characterize the physical conditions which must be met in order for a steam explosion to occur when molten LWR core materials contact water. The information will be used to estimate the probability of occurrence of steam explosions under a variety of hypothetical LWR accident situations. An objective is to set realistic limits on the magnitudes and time characteristics of pressure pulses a. which are needed to trigger explosive interactions, b. which result from explosive interactions.

Experimental facilities and program:

An experimental apparatus has been constructed in which small masses (25g) of molten materials experiencing film boiling will be subjected to transient external pressure pulses while submerged under water. The following parameters will be investigated: temperature of hot and cold liquids, composition of hot molten phases (steel and UOp'Zr-steel mixtures), total external pressure, and magnitude and duration of transient pressure pulse. The observed interaction is characterized by high-speed photo graphy, flash x-ray photography and transient pressure measurement.

Project status:

Over 50 experiments using up to 25g of hot molten material have been performed. In no case was any interaction observed which might be classified "explosive" unless an artificial pressure pulse was applied to the liquid-liquid system. A reproducible energetic interac tion using molten corium oxides has been obtained when an external pulse of up to 1 MPa is applied. The interaction is characterized by essentially complete fine fragmentation of the sample and by the generation of a resultant pressure pulse having typically 0.2 msec rise times and 0.8 msec decay time. The significance of this achievement is that a reproducible interaction using prototypical materials is possible under controlled conditions. Now variations on those conditions can be performed to assess their effects on the proba bility for triggering the interaction.

Films of the interaction show two-stage behavior: coarse fragmentation and mixing following the applied pressure pulse and finer fragmentation accompanied by the resultant pressure pulse. SLA proposed that release of dissolved gas with nucleation of bubbles assisted by the applied pulse might be a mechanism causing the initial coarse fragmentation.

Next steps:

Further tests (Figures 1 and2) have been planned in this apparatus for FY 1977 and FY 1978, each series designed to test some aspect of various proposed models of fuel-coolant interaction.

Also being planned are experiments using molten masses of prototypical materials (up to 20 kg) to establish the effects of mass of interactants on the efficiency of the interaction.

6.

Relation with other projects: This is part of an overall effort sponsored by NRC to gain an improved understanding of physical phenomena postulated to occur during hypothetical core melt accidents in LWRs.

7.

_ FIGURE 1 STEAM EXPLOSION EXPERIMENTS FEBRUARY-SEPTEÎÎBER, 1977 25) 1.

CORIUM/WATER INTERACTIONS: 20 EXPERIMENTS INVESTIGATE COMPOSITION DEPENDENCE * • "METALLIC" "OXIDIC" unT HOT A X---------X---------X---------X---------X WATER COLD E X---------X---------X---------X---------X WATER
"METALLIC" "OXIDIC" H0T A X-----X---X----X----X----X----X----X----X WATER COLD E X-----X---X----X----X---X----X----X----X
General aim: To provide a physical understanding of the conditions necessary and sufficient to generate an explosive interaction when molten materials contact each other.

2.

Particular objectives: To identify and understand the physical conditions which must be met in order to trigger explosive interac tions between two liquid phases. This information will be used to estimate the probability of occurrences of a steam explosion during hypothetical LWR accidents in which contact between molten LWR core materials and water is postulated. Information generated by related work in foreign countries will also be assimilated into the stateof-the art.

Experimental facilities and program:

a.

Simple drop experiments using simulant fluids are performed to test the applicability of the ANL interfacial temperature criterion to pairs of fluids having instantaneous interfacial contact temperatures far higher than the critical temperature of the cold liquid. The tests will attempt to demonstrate low and high temperature cutoffs for the occurrence of explosive interactions.

b.

Scoping experiments will be designed and initiated to test the effects of localized chemical reaction on the explosive potential of the fluid system. Of particular interest is the degree of oxidation experienced by the hot phase (1) prior to contacting the cold phase, (2) after contacting the cold phase but prior to explosive interaction, and (3) during the violent mixing of phases. It is anticipated that rather large (~10-20 kg) masses of hot phase may be required in order to demonstrate the explosive interaction. The results of the scoping tests will be used to identify the need for more complex controlled experiments of this type.

. 298c. Related work is being conducted at laboratories in foreign countries, e.g., ISPRA's drop tower tests using Corium and water.

Interfaces will be established with the responsible principal investigators so that timely interchanges of technical information may be conducted. Appropriate experimental information will be analyzed in light of existing theoretical models of fragmentation and thermal to mechanical energy conversion efficiency.

Project Status:

Dropping experiments with freon-22 and water (Figure 1) and with freon-22 and mineral oil (Figure 2) have demonstrated cessation of explosive interaction when the interfacial contact temperature of the two liquids exceeds a critical value. The ability of increased system pressure has also been shown to reduce the probability of explosive interactions.

Explosive interactions have been generated with relatively small masses (< 1 kg) of molten A1 and water by introducing an artifical trigger (bridgewire or forced contact). Variations in temperatures of the aluminum and water are underway to look for contributions of chemical interaction to explosive release of energy.

Next steps:

Experiments are being designed to establish the existence of a high pressure cutoff for liquid-liquid systems in which water is the working fluid.

Experiments are being designed to evaluate the effects of mass of interactants on the efficiency of the interaction.

6.

Relation with other projects: This is part of an overall effort sponsored by NRC to gain an improved understanding of physical phenomena postulated to occur during hypothetical core melt accidents in LWRs. 

MAXIMUM INTERACTION PRESSURES , BARS
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2 Experimental Programme

The experimental programme, agreed with the German BMFT in the frame of a collaboration contract, consists of t\tfo parts:

A -Experimental studies of the factors influencing the interaction process at coolant/fuel volume ratios of about 500. The molten material is poured in the reactions tank containing 200 1 of H 2O.

B -Experiments in water reactor simulated geometries at coolant/ fuel volume ratios from 2 to 5. For this purpose smaller round bottomed vessels will be supported inside the reaction tank. In addition to this, experiments with U0 2-granulates of particle diameters in the order of 100 microns and known surface areas will be performed. 2.; 5 .

2;5

Progress to date 4*1 Experiments

The experiments with stainless steel of programme A table) have been terminated.

*2 Essential results

Conclusion of these series of measurements is, that wealc thermal interactions have been observed in the experimental conditions.

Pressure excursions never exceeded 0,5 bars and the fragmen .tation v/as very poor. The gases which were set free after interaction of corium with concrete were determined.

Next steps -Interaction tests with molten UO2 and H 2O

The thermoshock-behaviour of concrete was tested with a plasma torch.

Results

The analysis of the concrete from different sites showed that SiO^ was the main aggregate component. The C02~content was negligable "Corium A + R t f gave a two-phase melt after interaction with concrete.

The Corium/Concrete interaction tests showed that the destruction of the concrete was not caused by chemical interaction with Corium but mainly after reaching the melt temperature of concrete. 

The result was confirmed by the interaction tests with

Next Steps

The experimental results will be evaluated. The interaction of corium with carbonatic concrete will be investigated systematically. 

Progress to Date

The PWR initial conditions as required for the maximum esti mate of the H2 ~releas as well as their influence on the con tainment pressure have been determined. The initial melt con ditions was determinéd by GfK, while KWU is evaluating the failure mechanism, the concrete composition and the cavern formation in the concrete foundation.

Results

The max. estimate is based on the concrete cavern which was determined within the scope of R & D task RS 183. In the case of a first direct contact of the core melt with the concrete founda tion after 7000 sec., destruction of the concrete base in verti cal direction will last approx. 5 days.

Next Steps

Pressure and temperature history in the containment will be cal culated for max. H^-release. An estimate of the influence to be expected with f^/i^O-release on the integrity of the PWR contain ment will begin. 1.

Relation with

General Aim

To have the ability to retain within the containment molten core debris following a core melt-down.

2» Particular Objectives

To provide experimental observations on the free convection of a self heating liquid particularly to enable prediction of heat fluxes at the upper and lower liquid surfaces.

Experimental Facilities

Two experimental rigs using weak acids and ohmic heating have been operated. The first rig, with a cooled upper surface, has demonstrated that turbulent convection substantially enhances the conductive heat transfer by as much as a factor of *f0. The second rig employs both upper and lower cooled surfaces.

A third larger rig constructed to enable Hayleigh numbers appropriate to molten UC^ to be attained met with difficulties due to attack on the heaters by the acid but high Rayleigh numbers were achieved with the second rig by using higher power densities. A rig using low melting point lead alloy eutectics heated by an array of immersion heaters has been constructed.

b. Project Status

A two-dimensional code is employed for flow in a channel of rectangular, cros; -section and a code dealing with turbulent aspects is under develop ment.

The experimental and theoretical work should provide an under standing of the basic heat transfer mechanisms involved.

The basic heat transfer experiments have been completed and have given a much better understanding of the way in which melted out fuel caught in horizontal trays would lose heat to the surrounding coolant.

A paper on the work will be presented at an international conference on Turbulent Bouyant Convection to be held in Yugoslavia in August 1976. In the real accident situation there would be other uncertainties, for example, about the boundary conditions -the molten layer may be enclosed in a solid crust, but this crust may be weak and break up. There may also be a danger to support structures from thermal radiation. So far, it has been assumed that boiling is avoided. A further possibility which may need considering could be a suspension of small fuel particles, maintained in suspension by turbulence.

Heference Documents

Internal documents. Constructions de signaux temporels synthétiques vraisemblables avec des spectres réguliers.

Objectifs particuliers :

1) Analyse détaillée d'enregistrements sismiques disponibles.

2) Mise au point de spectres réguliers.

3) Calculs de validation.

Etat de l'étude :

1) Avancement à ce jour :

Une analyse détaillée des accélérogrammes de séismes réels est en cours ; le but de cette étude est de dégager les paramètres caractéristiques de ces accélérogrammes (durée, évolution du contenu spectral au cours du temps etc.*#) de façon à construire des séismes synthétiques vraisemblables.

2) Résultats essentiels :

L'étude est terminée actuellement pour le séisme de SAN FRANCISCO.

Un séisme synthétique de caractéristiques semblables mais avec des spectres réguliers a été mis au point.

Prochaines étapes :

Mise au point de séries de spectres types avec séismes américains (1977). The project undertakes a seismic regionalization of the Federal Republic of Germany.

For that purpose the known earthquake data (historical descriptions as well as instrumen tal recordings) will be mapped with different parameters. These maps facilitate the selection of sites for nuclear power plants with respect to seismic risk.

Particular Objectives

A design strategy for potential hazards will always include statistical elements. There fore the population of the data ensemble is very important, i t should be as complete as possible. The seismic maps of the F.R.G. , which were used in the past, only contain strong earthquakes (I ^7) of a short time interval (about 200 years).

As a result less than 100 events form a very poor population for probabilistic models. On the other side i t was estimated from historical documents that about 1000 earthquakes were felt on the territory of the F.R.G. Of course i t is often difficult to evaluate histori cal catalogues and extract a reasonable figure for the intensity or even for the epicentre of those earthquakes. Nevertheless this elaborate procedure is the only way to get a larger basis as a foundation for all further computations. Direct transfer of seismic data into a scientific computer.

Relation to other projects 1) Other CNEN programs (3'I). \

2) The research is performed in cooperation with ENEL and Istituto Nazionale di Geofisica. In particular a Joint Commission CNEN-ENEL has been established to study the seismicity of Italian territory for future nuclear power plants.

Reference documents

Reports on the 1976 Friuli earthquake are available.

Degree of availability

Open.

Personnel involved 6 men-year. -obtain a new correlation between acceleration and earthquake in ten sity in ord er to u tilize the large amount of h ystorical data available in Italy.

E xperim ental fa c ilitie s and program

The s e is n ic network shall con sist of 168 m onitoring points distributed in the whole Italian ter r ito r y with the exception of Sardinia. Each m onitoring point shall be equipped with an acceleragraph capable of r e cording a m axim um acceleration of 1. 00 g and with a threshold of 0. 01 g. The accelerograp h s are generally located inside e le c tr ic a l substations and in sta lled on concrete columns directly anchored to the foundations.

P ro ject status

The s e is m ic network has been com pleted. The fir st tim e it operated was on the occasion of the earthquake occurred in F riu li on May 1976. F urtherm ore a computer program has been developed which enables to obtain the s e is m ic sp ectra (acceleration, velo city and displacem ent) and their en v elo p es. The fir s t r e su lts of data processin g have been published by ENEL-CNEN C om m ission for the study of problem s connected with the construction of nuclear power plants.

Next step s

Further recording w ill be n ecessa ry to obtain the definition of referen ce earthquake.

-$44r--. .
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Rete di rilevamento sismico C la ssific a tio n 

Essential Results

None

Projection

Seismic testing of the pump will be started at the end of this year. 

Report

None

1) Developm ent of Improved Dynamic A n alysis Method for A se ism ic D esign

To establish m ore detailed dynamic an alysis method with three dim ensional finite elem ent method, the im provem ent of com puter code w ill be done. 

2) Developm ent of M echanical

Essential Results

The effective data, especially the radiation damping effect in energy dissipation through the bottom and the side-wall of foundation, to evaluate the interaction between the nuclear reactor building and soil were obtained. 1. General Aim 1) To evaluate the probability of an aircraft strike on a Canadian nuclear power plant. 2) To analyse the consequences of an aircraft strike on a Canadian nuclear power plant.

Experimental Facilities and Programme

1) Compilation of statistical data on aircraft movements and accidents from a data base including Canada, UK, USA, Germany, and France. 2) Calculation of probabilistic distributions for each basic event, aircraft type, operational movement, and category of airport. 3) Calculation of the probability of an aircraft strike on a reactor structure. 4) Evaluation of possible forcing functions resulting from the impact of various parts of the aircraft on the plant containment 5) Development of standard forcing functions by the use of propagation of errors technique and MONTE CARLO simulation. 6) Generation of an energy envelope i.e. an aircraft strike versus impact energy probability density function. 7) Identification of possible modes of structural failure as a result of impact loadings (including penetration, cracking, scabbing and perforation) and a determination of suitable functions to describe them. 8) Determination, for each failure mode and each structure of interest, of the probability that the structure will survive a given impact loading. 9) Determination of the risk of structural failure to be expected from an aircaft crashing on a reactor structure. 

OECD NUCLEAR ENERGY AGENCY

Project Status

Phases I and II of this project have evaluated the probability of an aircraft strike on a typical Canadian nuclear power plant site as a function of the aircraft and airport type and the reactor site. In addition the range of possible impact energies from various parts of distressed aircraft have been combined with the crash probability to derive an impact energy probability density function. This part of the study has proved extremely valuable in discussions on siting. A research contract for Phase III, which will analyse the degree of structural damage to the reactor structure as a function of the impact energy, was established early in 1977 with an expected completion date late in 1978.

5.

Reference Documents Godbout, P. and Brais, A. Objectifs particuliers :

1) Calculs d'évaluation préliminaire 2) Recherche de conditions typiques pour maquettage 3) Etude de l'influence de diamètre et de la masse de projectile 4) Etude de l'influence du ferraillage 5) Cas représentatifs de cas réels 6 ) Influence de différents rapports géométriques 7) Influence des caractéristiques mécaniques des parois 8 ) Condition extrême (très grande vitesse) 9) Forme de projectile.

Etat de l'étude :

1) Avancement à ce jour :

Ont été réalisés à ce jour outre les calculs d'évaluation: Les tirs préliminaires portant sur les efforts de masse et de diamètre du projectile, Les tirs pour apprécier l'influence du taux de ferraillage, Les expériences représentatives d'aéronefs réels , Les tirs sur double paroi, Les tirs relatifs au paramètre diamètre/épaisseur de paroi # Quelques tirs à très grande vitesse ont été effectués . 

Finished December 1976 1 » General Aim
The increasing need for nuclear power energy and the actual size of nuclear power plants in tw inblocks of up to 1300 M W , each, forces to investigate and to improve the security means (for people against ra d io a c tiv ity ) e specially in densely populated regions and near industrial fa c ility concen trations.

W ith in the scope of the reactor safety program extreme accidents and failures in nuclear power plants are analyzed as to in itia tio n , processing and destruction effects w ith the aim to improve the actual safety o f lig h t w ater reactors (PWR and BWR) and to optim ize the actual safety installations (materials, components, systems).

P articular O b jective s

In cases o f interference and damage from the outside as w ell as from the inside of nuclear power plants fragments and p ro je ctile s may result w ith masses, ranging from several tons (e .g . from a ircra ft crashes) down to a few grams (e .g . from failures of components) and attaining v e lo c itie s from some m/s up to more than 1000 m /s. The impact of such p ro je ctiles can endanger reactor components relevant for safety functions and must therefore be considered in the designing of nuclear power plants. 3 .1 .2 The penetration depths experim entally found were to be compared w ith the penetration depths calculated w ith the classical penetration formulae known from lite ra tu re .

3.2

The influence of the reinforcem ent of a p ro te ctio n -w a ll in a nuclear power p la nt against missiles impacted by heavy mass p ro je ctiles from the inside o f the reactor was to be investigated.

.3

The resistance o f reactor-specific steel, such as usually b u ilt into reactor pressure vessels, against im pacting pro je ctiles of d iffe re n t masses and ve lo cities was to be tested. The target-slabs were placed free-hanging in the impact chamber in order to avoid boundary effects on the penetration process of the p ro je c tile .

Re 3 .1 .1 :

Besides the fu ll-s c a le slabs also m odel-scale slabs (scale 1:2), manufactured from commercial materials (aggregates, cement, concrete matting) were Im pacted. At the end of 1976 this research program in its experimental and theoretical studies was essentially finished. The results are discussed now and a final report is prepared. In comparison with the planning three years ago it can be said that there is no mentionable difference between the time calculated and the time needed and between the work that had to be done and that which had been done, furthemore there is no overrunning of the total costs. The comparison showed, that up to now there does not exist a known penetration form ula for re in forced concrete, which permits satisfactory theoretical predictions o f penetration depths for a wide range of p ro je c tile -and target-parameters.

Re 3 .2 :

A t lim it load conditions (army complete) the influence o f the d iffe re n t reinforcements could be demonstrated.

Re 3 .3 :

The lim it slab thickness o f 22 N iM o C r 3 7 steel was determ ined, at w hich the p ro je c tile w ith its pertinent v e lo c ity only creates lit t le holes and cracks and at w hich n either p ro je c tile -nor ta rg e tmaterial may emerge from the back of the slab.

Summarizing the results of this three year's research program in fa ct there were done steps forw ard.

In several technical reports (see point 9. "L itera ture " also in the Annual Report A 75) there was found out w hich kind of p ro je ctiles may emerge a nuclear power p la nt from inside and outside and how they are to classify. The laws for penetration and perforation of concrete were gathered and discussed, especially th eir lim its of v a lid ity are shown. In this sense they were subm itted, tested and enlarged by own experiments which respected the modern reinforced concrete as w e ll as specific steel used in nuclear power plants. By that means espe cia lly when the fin a l report is -365printed it should be possible for calculators, civil engineers and all those people who have to p la n , to design and to build a nuclear power plant to improve the safety and to optim ize the in sta lla tio n m aterials.

.

N e x t Steps

The p ro je ct RS 102 -7 ^i l l terminate w ith a report on "Im pact Studies on Reinforced Concrete Slabs, Part III" and a conclusive final report.

.

Relations w ith other Projects

Relations w ith other projects do not exist except for some cooperation w ith other experimental workers o f the in s titu te .

. References from this date on, the complete experimental plant will be serviceable.

5.2____ Test Equipment for Measuring series I

Measuring series I of the planned tests serves to check the model idea for the determination of the time-dependent load arising from an impact of deformable missiles onto rigid structures. The series comprises a total of 4 tests. The missile model for the first test was determined.

The projectile consists of an approximately 6 m long outer cylinder with a diameter of 600mm, its shell thickness being longitudinally graded from 5 mm in the front area to 10 mm in the rear area, and of a concentrical inner tube of approximately 1 m length and 500 mm diameter, which is connected to the outer cylinder by means of ribs (shell thick ness = 7 mm) . The front end is closed by a spherical cap, the rear end is formed by a reinforced plane plate.

For the maximum impact load, the reinforced concrete target plates of measuring series I shall display as little bending as possible and shall safely exclude perforation. They mainly serve to distribute the load to the four 10 MN-force transducers recording the impact load/time char acteristics. For the determination of the outer dimensions (width/height/ thickness = 3,70/3,50/3,00 m), considerations regarding construction and testing procedure were primarily decisive. The total weight of the tar get structure amounts to approximately 0,8 MN. By means of two chains it is slung to a steel cross-bar placed transversely to the direction of the impact on top of the abutment.

Measuring Method

For an expert study, the measurement program supplied by Hochtief/KTI in coordination with BWB/E.St. 91 was submissed to the Otto-Graf-Insti tute (Department for Civil Engineering and Construction of the University Stuttgart) . The expertise mainly referred to measurements taken at the reinforced concrete test plates. Proposals for alterations especially dealt with the measurements of the reaction at the support and with measures to check the reaction velocity of the measuring equip ment. The testing phase of the accelerator plant was utilized to obtain data on the aerodynamical and deformation characteristics of steel pro jectiles and on possibilities to record and measure the procedure of the impact and the velocity/time behaviour of the projectiles. In order to avoid a negative influence on the time schedule for the future pro ceedings of the entire project, the difficulties encountered with measurements and the uncertainty in connection with the evaluation of the deformation behaviour necessitated two supplimentary preliminary tests prior to the start of measuring series I. These tests essentially aim at achieving unobjectionably reliable methods of measurement to re cord the impact behaviour of the missile models. In addition, the precomputation of the impact load/time behaviour shall be based on at least qualitative test results in such a way that the dimensioning of the projectiles for the first major tests is sufficiently reliable to avoid extreme failures during these tests. As a target, a concrete plate was used, which was vertically placed in to the mound. Due to the impact, the steel tube was axially compressed.

Because of a technical failure of the high speed camera, the process of the impact could unfortunately not be recorded. As information on the deformation behaviour is undispensable during the major tests, supplimentary measuring methods will be tested during a second preli -second high speed camera for reproduction of the motion process.

.4____ Preparing Theoretical works

Investigation concerning the consideration of the physically non linear behaviour when calculating the forces and deformations of re inforced concrete plates.

-Calculation of plates by means of triangular and rectangular finite elements, with special regard to the accuracy of the results and the quantity of the calculation.

Determination and testing of absolutely stable numerical integration systems for a solution of the nonlinear differential equation systems, as they are for example arising when applying the FEM-method for the calculation of plates and shells.

6._____ Results

First results cannot be expected prior to the completion of the total experimental plant. 

7.2

Towards the end of the year, the first tests of measuring series n shall be effected. -375 - PROJECT LEADER :

J.P. Wolf

Description :

For various load versus time relationships, constructed from an aircraft impact on a rigid wall at different velocities, response spectra for equipment in a reactor building and in a reactor auxiliary building are generated. The influence of varying structural damping and of different structural models is investigated.

In addition, material non-linearities are introduced. The spectra throughout the structure for impact loads acting at various points are compared to those from horizontal and vertical earthquakes (Safe Shutdown Earthquake).

The results are presented in an invited lecture at the 4th International m n s P E s s r m t m ts a s m :----------------- For the security of nuclear power plants also dangers coming from outside have to be taken into account. One of them are the dynamic loads of the reactor containment caused by pressure waves. They are formed in all cases where energy is transferred by air, for example when a chemical or nuclear explosion takes place.

Therefore it is the aim of this project to find out the pressure-timehistory of the pressure waves which are reflected and diffracted, when hitting a nuclear power plant,by means of model experiments in the shock tube.

Particular Objectives

Because there exist no data on pressure loads and their pressure-timehistory running around a combination of buildings the objectives of this program are 2.1 to measure precisely the pressure loads of the single reactor build ings and to correct, if necessary, the data given in the standard literature 2.2 to get information on the shielding-, focusing-and reflection effects occurring in a reactor plant hit by a shock wave -382 -2.3 to try to elaborate some general rules for the design of reactor plants in order to protect them optimally against shock waves.

Research Program

3.1 A representative nuclear power plant had to be to find out and from this the buildings which should not be destroyed by shock waves.

3.2 Work in literature had to give directions about the studies which had already been done in this matter or a similar one -and in the last case to try to transform it to the actual problem -and about studies which should be done. The valid model laws had to be ex posed because the experiments could not be made in the original size.

3.3 The models were put in a small shock tube, and in shadowgraph ex periments the critical places of the nuclear power plant were to be found, where high pressures would be expected. 3.4 At the places, found according to point 3.3 pressure transducers were installed in larger models. These models were mounted in a large shock tube (2.4 m in diameter) . Shock waves of different strengths coming from different directions had to overrun the model.

The pressure-time-history was measured. In order to show the critical places of the reactor plant where at the pretended building system an increase in pressure and impulse has to be taken into account and by which building walls these were caused, the pressure-time-history was chosen as comparative size at the front edge of the reactor. The other building models were removed for in any case the containment has to stand against the pressure or impulse appearing there. The measurements were made at rigid models. Therefore it is not possible to say anything about the destructive effect at buildings, more over only the relative danger intensity can be determined. In order to find a dimension for this, pressure resp. impulse was chosen as re ference size appearing at the front edge of the containment for the containment should in any case resist these loadings. The tests often If, however, the shock front hits normally the power house being also in front of the containment, at the same place a maximum pressure being by 40 % lower than that at the containment front edge (Fig. 2) is registered. The pressure-time-history in Fig. 3 shows that a building being in front of the containment is not always enough protective. Then a pressure-reduction appeared at conditions outlined in Fig. 2 (power house in front of the containment) . Thus a pressure-rise resulted pro vided that the impacting direction was changed by 45°. Owing to super position of reflected and diffracted shock front parts also building walls being lateral to the containment can resist a far greater pressure at an unfavorable arrangement -if a corner is formed -than the mentioned reference pressure. The pressure-time-histories for two gage positions confirm this in Fig. 4. The influence of auxiliary buildings on the pressure-time-history and on the impulse-time-history,resulted from there, is shown in Fig. 5.

Results

In the final report it is written about the total result of this research program having been finished in 1976. The final judgement about the effect of shock waves on nuclear power stations cannot yet be given as by means of future photos and diagrams and an extensive discussion of experts of the institute a revision could be necessary. However, it can already be stated, that the hitherto critical observation of the test results lead to the perception that a pure theoretical prediction about the pressure and impulse histories to be expected on different places of complex building plants is not possible. At the time being they can only be achieved experimentally.

Finally it can be said that the aims set at the beginning of the program were achieved and that neither costs nor time have been exceeded. formed in order to supply information on the hazards to nuclear installa tions from gas explosions resulting from accidental gas leak or spill in the course of production, storage and transport of explosible gases near nuclear power plants.

Particular Objectives

The project will include all the following aspects:

Studies of gas dispersion after a leak or spill of explosible gas from liquid-gas containers or pipes and determination of the amount of igni table mixture at any time after the spill.

Determination of the propagation functions of pressure and shock waves generated by the explosion of unconfined vapour clouds and assessment of their impact on a nuclear power plant.

• Research Program

3.1.

Evaluation of the available literature and selection of explosible gases which are to be investigated__________ A comprehensive review of the current status of the subject with numerous references is contained in a paper by [START_REF] Strehlow | The characterization and evaluation of accidental explosions 3[END_REF].
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The gases methane, ethylene and propane will be investigated. 

Studies of leakage

Explosive properties of the substances to be investigated

The explosive properties will be studied dependent on cloud size, mixture ratio with air and kind of ignition.

Limits of inflammability

The tests will be done in small balloons with, a volume of some liters,

Reaction process in the case of an explosion

The experiments will be performed by means of a detonation chamber whereby the ignition-and shock wave generation process will be observed by high speed optical photography (Schlieren method in connection with a rotating mirror camera).

Flame propagation rates

The gas mixtures will be enclosed in transparent balloons and ignited by different sources. The initiated deflagration or detonation will be observed by means of high speed optical equipment.

Additional studies of this type will be carried out in thin walled PE tubes to collect information about the acceleration of the flames and hence, the possible change from a deflagration into a detonation.

3-3.4. Critical amount of explosive The amount of explosive which is sufficient for the initiation of a detonation in a stoichiometric gas/air-mixture is determined. Most of the tests had to be done during daylight^ in order to make the flame fronts visible on the film it was necessary to add appropriate substances to the mixtures (Sr(OH)'2 or NaCl) . The films of all experiments -except the PE tube tests -were analy sed with respect to space velocities of the flames.

3.3.4.

The critical amount of explosive was determined for stoichiometric propane/air mixtures. This was not possible for methane/air mixtures.

3.4.1.

The propagation functions for detonating stoich. propane/ air mixtures were determined. The aim of the project is to collect data on the release of fission products, particularly iodine and noble gases, from defect fuel elements. The data are then analysed with the help of appropriate models. The data may arise from the literature, Swedish power reactors, and research reactors, particularly the Halden reactor and the Swedish R2 reactor.

In the latter reactor a system for on-line analysis of fission products has been built in connection with a loop, which is used for ramp tests of fuel elements. The system is now used for the determination of the release of fission products in a burst in connection with the defection of a fuel element. 

In cooperation with the

3.

Experimental facilities and program: A direct electrical heating (DEH) apparatus has been constructed in a hot cell and is used to generate thermal profiles similar to those postulated to occur in LWR fuel during hypothetical accident situations. The release of fission products from commercially irradiated LWR fuel is being characterized as a function of thermal conditions and the data is used to verify and improve analytical models.

4.

Project status: The experimental DEH apparatus and associated fission product collection train have been assembled. A method has been developed to extract integral fuel pellets from irradiated LWR rods. Pellets are being subjected to thermal transients which encompass the range of those postulated for hypothetical power-cooling mismatch accidents in reactors (i.e., 20-500°C/sec for fuel center line temperature). Quantitative measurements of the fission gas released during these transients are being made as are qualitative measurements of the release of less volatile fission products. Pre-and post-test examination of the samples yield insight as to the physical mechanisms through which migration and release occur. A mechanistic model of these processes (GRASS) has been developed and incorporated into the FRAP code system. Fission gas release occurs by growth and coalescence of gas bubbles which migrate to grain boundaries and are released from the fuel via its network of interconnected porosity. Migration of gas bubbles to grain faces and edges during transients has been clearly demonstrated. This contributes to a weakening of intergranular forces, which when overcome allow venting of gas to a free surface. This mechanism is also postulated to explain accelerated gas release during normal operation at high burnup (e.g. > 30 GWd/MTU).

Attempts 

Degree of Availability

To generate in-pile data for describing the in-rod free gas transport mechanisms.

To obtain experimental evidence on the in-pile gas transport in the fuelto-clad gap of fuel rods through measuring the pressure difference over the fuel column.

To determine the influence of various fill-, fission-, and rest gases on gap conductance.

To determine the fuel-to-clad heat transfer functions.

A special rig will be designed allowing on-line exchange and regulation of the in-rod gas atmosphere. Detailed design to be started in 1977.

Fabrication to be completed during 1978.

Annual Halden Project reports to be published by NEA of OECD.

Upon request from the Nuclear Energy Agency. in preparation for experiments with larger melt masses, a new high frequency generator with higher power than currently available (40 KVA) was ordered.

Results

6.1. In melting tests of 30 g Corium in air, a maximum release of 1,2 wt% was found at 2850 + 100°C. This value corresponds to the total release of all main components of the melt determined by activa tion analysis. The most volatile elements were found to be Mn and Sb with relative release values of 11-17 % at 2850°C. The re maining steel components (Fe, Cr, Ni, Co) exhibited a moderate volatility with release values between 1 and 5 %, while the maxi mum release of U and Zr was not higher than 1 %. In the tempera ture region 2100-2900°C, all elements showed an increase of release of about two orders of magnitude. The variation of the air pressure did not lead to a measurable difference in release.

In melting tests in Ar and Ar + 5 % H2 , however, an unusual, pres sure dependent behavior was discovered in the temperature region 2600-2 800°C. The melt rose up in the crucible and there was a sudden initiation of bubbling and splattering followed by a large increase in the amount of released material (about one order of magnitude). The cause of this behavior appears to be boiling of the steel components. It was found that the temperatures (as a function of pressure) of these boiling points lie between and parallel to the boiling point curves of Fe, Cr and Ni.

In steam, on the other hand, the release seems to be much lower than in air and Ar up to temperatures of 3000°C. Quantitative values for the individual elements are not yet available.

Metallurgical examination of the crucibles and the melts have shown that during heatup in air to 1900°C at a rate of about 50°C/min the Zircaloy is completely oxidized. The steel remains mostly un oxidized, even with further heating to 2900°C so that coupling of the specimen to the induction field is still possible in this temperature region.

The attack of the ThC^ crucible is moderate in air and Ar up to 2600°C but increases strongly when the steel components start boiling. At 3000°C the crucible wall is almost dissolved within a few minutes. In steam, however, where no boiling was observed, the crucible attack at 3000°C was much less severe.

Next steps

The most important work to be done in the near future will be with 112 using the small dynamic testapparatus were completed.

The last experiments were concerned with the poisoning of selected Ru catalysts by iodine and tributylphosphate (TBP).

The small static test-apparatus for kinetic measurements has Variation of the percentage of inorganic iodine between 0 and 91 %.

Percentage of inorganic iodine in the effluent of iodine filters very small (<_ 2 %) . 

. Relation with Other Projects

Ageing and Poisoning of Iodine Sorption Materials (PNS 4114, part 1). 9 .

to 3.1 Impregnated charcoal was poisoned by operation in exhaust air from shut-off rooms of a PWR. Some of the adsorbed poisons were desorbed in the laboratory by an optimized desorption process. to 3.2 A conception was developed for an improved iodine sorption filter. -476 -

Experimental Facilities

Tests will be performed at model test stands available either in Erlangen or in NPPs.

Progress to Date

During this reporting period several endurance tests have been performed in the test facility, such as long-term operating test for 500 hrs. In addition, hydrogen tests have been conducted for the first time.

During the hydrogen-nitrogen separating tests it was apparent that one of the control valves needs to be improved in order to guarantee an automatic continuous operation*

Results

All control circuits of the test facility operate satisfactory except the hydrogen-nitrogen separation test, i.e. an uncontrolled continuous operation without adjustment is assured. Hydrogennitrogen separation was manually operated, whereby a 80 -95 % hydrogen purity could be obtained.

Next Steps

After the hydrogen-nitrogen separating facility has been modified and improved and a diaphragm control unit for the two compressors installed, further passive continuous tests are planned to be conducted using noble gas additions. 

Particular Objectives

Improvement and completion of our knowledge of the sources, formation mechanisms as well as the transportation and depo sition behaviour of those radionuclides which are primarily responsible for contamination of circuits and systems of LWRs, i.e. for the local dose rates in the plant as well as for the activity inventory of radioactive wastes.

Research Program

Compilation and evaluation of operating data for FWRs and

BWRs.

3.2

Data balancing in order to identify radionuclide sources.

-479 - 

3.7

List of FWR and BWR contamination models.

Experimental Facilities

The necessary test facilities for radio-chemistry, the ana lysis and measurement techniques, and the coolant chemistry and hot cell techniques are available. All measurements necessary will be performed in KWU labs.

Provision of various analysis samples (system-and fuel assembly deposits), the collection of several data points are closely tied in with reactor refuelling shutdowns.

Progress to Date

Activity concentrations of some corrosion product-radionuclides in the primary coolant will be routinely measured in the NPP -483 - 1 . General Aim Development of methods to test adsorption efficiency of charcoal absorbers for iodine and its alkyl derivatives.

. Particular Objectives-

The research has been concentrated on methyl iodide .

3• Experimental Facilities and Programme

All the tests are carried out at the Laboratories of the Polytechnic Institute of Milan.

Project Status

The tests have been extended to low methyl iodide concen trations such as those expected in the annulus of a double containment system in the case of a LOCA.

5• Next Steps

The mathematical model will be adapted to the methyl iodide low concentrations. r Title 1 (Originai language) Classification Il controllo dei sistemi filtranti installati ne gli impianti nucleari per la rimozione delle par 5.3 ticelle e dello iodio.

4) Project status

The tests related to the points . Results are as follow :

( 1.

General Aim

Improvement and standardisation of aerosol trapping, with particular reference to normal emissions for reactors.

Particular Objectives

To define and thus control the qualities of charcoal which affect ageing.

3« Experimental Facilities and Programme

Apparatus is being set up for controlled static ageing tests of a large number of samples with typical atmospheric impurities.

Pro.ject Status

Apparatus is being commissioned. 1.

OECD NUCLEAR ENERGY AGENCY

General Aim

Improvement and standardisation of aerosol trapping, with particular reference to normal emissions from reactors.

Particular Objectives

To define and thus control the manufacturing variables, which affect the ability of charcoal to retain methyl iodide.

3-Experimental Facilities and Programme

A rig is in use in which methyl iodide at a defined concentration is passed through well characterised charcoal samples.

Pro.ject Status

About 500 smaples of charcoal have been characterised and tested. The results are now being analysed statistically for correlations.

5« Keference Documents

Not expected until completion of analysis. m n s P E s s r m t m ts a s m :----------------- ----------- 6 . 1 

31.719

Next Steps

The diffusion experiments will be continued and concentrated on stable weather si tuations.

. Relation with Other Projects

Relation exists to the German Reactor Risk Analysis (LRA/IRS), and to the CEA, France (diffusion experiments). For estimations of Pu-distribution in the soild suitable sites have been selected by specific criteria. Soil samples have been taken from these places. The thickness of the samples soil layers was 2 cm.

The laboratory preparation procedure consisted of drying, désin tégration of soil aggregats, homogenization of plant rests. Crashing, grinding and homogenization of soil samples followed thereafter.

The prepared samples were forwarded for Pu-analysis. Also esti mations of soil physical properties were carried out for the pur pose of characterization of soil profiles.

Results

Between 1954 and 1970 the plutonium input at the places selected shows an permanent increase. The yearly increase rates differ by a factor of 10 and more. They seem to follow cyclic variations.

The estimation of the soil physical properties yielded charac teristic data. In a depth between 8 cm and 10 cm packing density and porosity were found as follows. An interpretation of the results of the field experiments will be carried out after all Pu-analyses are finished.

Next steps

Checking of the field results and of Pu-behavior under changed conditions will be proved in laboratory experiments. A glovebox line is under construction for this purpose.

The Pu-distribution in different soil types will be compared, the main residence time computed and the relation between concentra tion distribution and packing, porosity and specific surface area investigated. 

General Aim

The aim of this investigation is the estimation of the radiological impact on the population in regions where an agglomeration of nuclear facilities is expected.

Particular Objectives

The estimation of the radiological impact on the population of the Upper Rhine Region.

Research Program

The research program has been finalised.

Experimental Facilities, Computer Codes

The code "K IR M E S" was evaluated for the calculations.

P rogress to Date

After achieving partial results for the Upper Rhine Region, several improvements of the models describing the atmospheric and hydrospheric transport were made. 

Results

Newer

T . Mamuro

Description :

Objectives

The technique of gamma-ray spectrometry for environmental samples was studied mainly with a view to improve detectability and accuracy.

Project Status

i) The effect of chemical and physical pretreatments such as precipitation, dehydration, ashing, etc. on the improvement of detection limit of a simple, an anti-Compton, and a two-dimensional coincidence gamma-ray spectrometer for natural or simulated environmental samples of sea water, marine sediment, marine organisms, leafy vegetable and milk, containing Co-60, Cs-137, Ce-144, Ru-106' and 1-131, as well as natural radionuclides with various activity levels were studied.

ii) The performances of several commercially available gamma-ray spectrometers were compared with that of a computer-based Ge(Li) gamma-ray spectrometer using standard sources containing above-mentioned radionuclides.

3» Essential Results

i) The best methods of pretreatment for various kind of samples were established. The use of the anti-Compton or the two-dimensional coincidence spectrometer improved the detection limit for Co-60, 1-131 and Ru-106 by a factor of 2 to 10.

ii) Data analysis systems of AIA, Spectran II and III gave results which agreed well with nominal activity values of the standard samples; while Gamma III showed some discrepancy. 2) Résultats essentiels :

-Pas de résultats à ce jour sur la diffusion de lfiode dans le béton.

-A ce stade on peut noter néanmoins les points suivants :

-les joints dfétanchéité sont satisfaisants Objectifs particuliers :

L'étude vise essentiellement à déterminer le comportement du puits de cuve (écran biologique) des réacteurs PWR 900 MWe dans le cas d'une rupture de la cuve du circuit primaire principal. Du point de vue de la sûreté il est nécessaire de vérifier les points suivants : -Le puits de cuve doit continuer à assurer le supportage de la cuve -Le puits de cuve ne doit pas engendrer de projectiles pouvant mettre en cause l'intégrité de l'enceinte de confinement. Cette étude est susceptible d'influer 1'élaboration des règles et des guides pour la conception du puits de cuve.

Installations expérimentales et programme :

L'étude et la mise au point de l'installation expérimentale ont été confiés au DEMT. Le programme expérimental comprend les étapes suivantes :

-Essais préliminaires à petite échelle (1/75) pour déterminer les ordres de grandeur correspondant à une rupture brutale de cuve (rupture longitudinale qui correspond au chargement maximum sur les puits de cuve).

-Essais plus représentatifs à une échelle plus importante (1/20) et en prenant en compte des ruptures limitées sur la cuve.

-552 -Etat de l*étude :

1) Avancement à ce jour :

-Environ quarante essais à petite échelle ont été réalisés.

-Parallèlement à ces essais, lancement d'une étude dfavant-projet à lféchelle 1/20 compte tenu des orientations définies par la sûreté.

2) Résultats essentiels :

-La rupture des maquettes est atteinte pour des pressions non uniformes et très localisées au tout début de la détente du circuit dfeau pressurisée.

-Les premiers essais permettant de dégager les points suivants :

-Les pics de pression en début de détente constituent le char gement le plus sévère pour le puits de cuve.

-A l'échelle des essais, les exutoires n!ont aucune influence sur le niveau des pics.

-Le ferraillage des maquettes en béton armé est insuffisant pour éviter la création de projectiles secondaires.

Prochaines étapes :

Nouvelles séries dfessais à petite échelle avec maquettes comportant davantage dfaciers passifs, et maquettes précontraintes.

Etude dfavant projet au 1/20. PROJECT LEADER :

Hans-Göran Thorén

Description :

A preproject study has been performed in how to utilize the Marviken plant for studying full scale isolation valve performance during pipe rupture conditions. The study shows, that steam valves up to 800 mm nominal diameter (740 mm bore) can be tested adequately except for the pressure surge in the moment of closing. It seems reasonable, however, that measurements of sufficient accuracy can be done to allow this to be extrapolated.

For feed water line valves up to 450 ram nominal diameter the full break flow can be established.

It is planned that the results reported from this study should be used as a basis for discussions concerning the realization of the full scale tests. -Effect of physical parameters such as humidity and temperature. 1.

OECD NUCLEAR ENERGY AGENCY

General Aim

To investigate the behaviour of concrete containment structures at pressures exceeding the design pressure up to the point of gross structural failure, if necessary, so as to predict the location and mode of failures and hence establish information useful in the safety analyses of nuclear power plants. The study is concerned specifically with the Gentilly-2 reactor building but it will attempt to develop a general methodology which can be applied to other structures of similar shape,

4.

Project Status Phase I was to focus on the stress analysis of a reactor containment structure. Originally scheduled for two years, the departure of a key member of the research team has slowed progress such that an extension of six months or more will be required to complete the work. To date, an axi-symmetric, non-linear elastic analysis of a containment structure similar to Gentilly-2 has been completed using the B0S0R4 finite difference code. Progress on extension of this to an elastic/plastic analysis via B0S0R5 has been hampered by staffing problems leading to delays in the formulation o f improved constitutive equations for the behavior of reinforced concrete. The comparison of the results of the B0S0R4 analysis with those derived from classical shell theory, while still in the early stages, appears satisfactory. The application of a finite element code (SAP IV) to examine non-axisymmetric effects in localized regions of the structure is proceeding, with much of the effort being devoted to improving the ease of interpreting the output.

Phase II of this project, being carried out under a research contract, is intended to supply experimental confirmation of the anlaysis resulting from Phase I. This Phase began last September and is expected to run for about 18 months, but may suffer from the delays in Phase I. The earlier stages of this phase seek to provide data on materials properties, specifically the load/deformation response of reinforced concrete wall sections, the conditions under which cracking occurs (and the resultant crack widths and The impact load in the wetwell is investigated by using nine accelero meters and three strain gauges all of which are recorded on PCM-system.

In the wetwell, the behaviour of the water is observed via two TV-cameras.

At the same time the sound in the wetwell is recorded by a microphone.

Another microphone is placed near the break room in the drywell.

. _______________Progress up to Date

The preparation of the containment for the tests and the conduction of preliminary experiments to test the facility, including the instru mentation and the data recording system, were carried out in the phase satisfy very stringent quality requirements if an excessive number of failures and a negative influence on the experimental results, respecti vely, is to be avoided.

Research Program

The experimental program includes developing an appropriate instrumenta tion for large-scale experiments, testing this instrumentation and making it available for the scheduled experiments.

Experimental Facilities, Computer Codes

Experiments allowing to provide an adequate instrumentation without crea ting scaling problems are most important for the investigations described above. Therefore, the (out-of-service-) HDR-reactor, which had been con

verted into an almost full-scale model of a PWR-reactor, is used as an appropriate experimental facility. Details can be found in the annual report of the PNS 4221 project. In the laboratory an autoclave and shaker system is used for the development and testing of the instrumentation.

Progress to Date

The autoclave was completed and accepted by the Technical Inspectorate (TUV). The associated electromagnetic shaker has been delivered. Mounting has started on a vibration insulated concrete block built for this purpose.

The test program for the examination of the prototype measurement trans ducers has been specified in detail and the necessary auxiliary test equipments were designed and are being fabricated. A first series of laboratory basic tests with three prototype displacement transducers were carried out. Determinations included the dependency of zero, sensi tivity and linearity on the temperature in a furnace at atmospheric pressure. In HDR the interferences were investigated using different types of measurement cable.

A concept of instrumentation was elaborated for the measurements planned in addition on the thermal stratification in the HDR pressure vessel and the specifications were defined which are required for the invitation of tenders and placing the order for this measurement equipment.

Computer code "DYMECO" was developed to correct the dynamic measurement errors occurring during, blowdown tests. Testing of this program was started. 

Progress to Date

Since the participants on the project during the year 1976 have mainly been working on other projects, the progress is unsatisfactory.

An improved method for the calculation of an expanding explosion bubb le i/as tested using the records of an explosion experiment (Belgonucleair Experiment E 114). The results were good.

The twodimensional computational hydrodynamics were extended so that problems with free surfaces and water hammer could be treated.
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Shell theory and the one-dimensional version of the Euler-Lagrangehydrodynamics were coupled, so that shock waves in tubes with elastic and plastic deformation could be calculated.

The work for the coupling of shell theory and twodimensional Euler

Lagrange hydrodynamics was started.

The participation in the Code-Validation (COVA)-Programme in JRC Ispra was initiated.

Several explosion experiments (IT4-6) with low density charges were successfully performed in thick-walled water-filled vessels and the results compared with the experiment IT1-3, which used high explosives.

A new coating of the low-density charge was used for the repetition of the experiment IT5.

The pressure impulses were 25-3o % higher than in the previous shots.

It is suspected that the charge didnot burn completely in the origi nal experiments IT5 and IT6 due to moisture entering into the charge.

The experiments IT5 and IT6 will probably be repeated once more with the new coating of the charge . The first experiment with a deforma ble shell (IT7) was executed but the charge probably didnot burn correctly . The experiment was therefore repeated on October, 1976.

Much work has been spent on the calibration of the high pressure transducers. A comparison with the transducers from the collaborating British establishments showed systematic differences. They are being further investigated. An analysis showed that the frequences of the data recording apparates have an influence on the high pressure peaks.

These peaks should therefore not be considered when a detailed compa rison of calculations and experiments is made.

An improved version of ARES (Interatom version, may 1976) was convert ed from CDC-Cyber to IBM 37o and installed in Ispra. The experiments IT1-3 and IT5 were calculated with this code.

Results

The main program will combine a set of largely independent program modules. These modules are being written and tested.
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General Aim

Experimental work is required to supplement the information available at present to determine the effect of missile impact on containment structures. The missiles of interest can impact externally, as for example, a crashing aircraft or aircraft debris, or internally, such as those resulting from a steam drum or pressure vessel rupture, or the projection of a large pump casing following an adjacent pipe rupture.

Particular Objectives

2»1 Aircraft Impact US and German design codes require the containment structure to withstand the effects of a specified aircraft impact. A similar requirement has now been proposed by the CEGB. A review of existing data has indicated that a research programme is necessary to determine how a number of structural para meters modified: i the static strength characteristics under concentrated loading ii the variation of load with time during loading iii the variation of deflections with time during the following loading iv the development and propagation of cracking and yielding.

2*2 Impact of Other Missiles

In the consideration of aircraft impact, penetration of the structure is not expected to be important as the impact pressures are probably less than the compressive strength of the concrete. However, for the type of missiles resulting from steam drum or pressure vessel failure, local penetration must be considered as well as the gross effect of the applied load. 

General Aim

To enable the possible missile effect to be predicted following an assumed circuit or vessel rupture, and thus to design containment*

2* Particular Objectives

For the assumed case of a ruptured pressure vessel, to predict the velocity which may be attained by a large fragment*

3* Experimental Facilities and Programme

A tube (circa 20 cm diameter) is pressurised to LWR conditions, then the end is removed by bursting a diaphragm. The acceleration of the tube is observed.

Project Status

The "steam rocket" experiment has been built to teat SRD calculational methods. The flight of the pipe is measured over 15 ft mainly by fast photography (2,000 frames/sec) against a grid, but acceleration over the first 6" is by a photo-electric method. Pressure variation in flight will be -measured using transducers with flying leads.

The experimental programme of four tests has been completed using three tubes of masses 8k kg, 51 kg and 33 kg. Maximum velocities between 38*5 and 5 *2 m/s were measured.

A report comparing the experimental work with theoretical predictions is in preparation.

5* Reference Documents

Report to be published. 

Experimental Facilities

Use of Company proprietary facilities (model tank, large tank).

Progress to Date

The model tank tests with vents of 80 and 160 mm were evaluated.

The evaluation of the results of the large tank tests with vents of 600 and 300 mm diameter were continued. The computation on the dynamic behavior of the containment structure performed last year using the STRUDL-DYNAL finite element program did not yield a satisfactory agreement with the deflections measured in Brunsbüttel. Therefore, some analytical studies were first made.

Results

Model

For the inner cylinder of the Brunsbüttel wetwell the dynamic behavior was derived from the Donnel1s theory of shells. The Flügge1s theory of shells was used to calculate the spherical shell. For the cylinder the mass forces in the radial direction were taken into account whilst the mass forces in the radial as well as in the tangential directions were considered for the spherical shell. The deflection was determined for the spherical shell, using modular superposition, for the case of a distributed pressure load.

Results

The velocity measurements of the liquid phase using the correlation technique, which were performed in Marviken with the help of the infra-red absorption technique yielded but little differences with respect to the vapor velocity measured by the radiotracer technique for the flow zone covered by the measurement equipment (150 and 300 mm 0, respectively). Consequently, there is only little slip between the liquid and the vapor phases at the location of measurement. Also the measured moisture content can be considered to be very reliable.

By contrast, the total liquid mass flow determined by conversion to the full channel cross section (1.2 m 0) deviates heavily from the integral mass flow determined by other methods, with the highest de viation found for the small measurement cross section of 150 mm 0.

A moisture content differing in the radial directions as well as the liquid film on the channel walls not recorded by the infra-red meas urement technique can be considered as the reasons.

The previous evaluation of the Marviken test 19 showed that the pres sure variations measured in two of the four parallel blowdown chan nels are equal in phase; the same holds for the two instrumented vent pipes connected in parallel. Also the comparison of pressure signals 

8) Degree of availability

The first references are free; the last one may be available with the authorization of the CNEN.

Preface

  The goal of the Nuclear Safety Research. Index is to help avoid unnecessary duplication of effort in nuclear safety research. It does this "by keeping participating OECD Countries abreast of one another* s currently developing research projects and computer codes. Successive annual editions thus provide a fundamental information source for initiation of ex change of detailed data and co-operative programme planning directly "between the organisations concerned. The index is divided into three sections: i) Water Reactors (Volumes I and II) ii) Fast Reactors (Volume III) iii) Computer Codes (Volume IV) In each section, the project/code descriptions are classed by research subject, and alphabetically by country or international organisation within each subject. A project/code description classed under several subjects has been placed in the first classifi cation; remaining references to the item are made in the Table of Contents in the "See also:" list under the appropriate following subject headings. All descriptions are in English or French, the title of the item in theTable of Contents being listed accordingly. and creep of nuclear reactor materials On safety margin of the simplified plastic fatigue design method for nuclear components Study on assessment of safety against fatigue crack propaga tion in nuclear pressure vessels and pipe circuits Study on the behaviour of the local structure of nuclear reactor piping for its safety evaluation Study on dynamic fracture toughness of nuclear pressure steel Study on structural safety of nuclear pressure vessel against to inner pressure Literature study : (1) influence of environment on fatigue crackgrowth (2) influence of aging on fracture related material properties Literature survey of material parameters which, are necessary for the diagnosis of defects localized with AE techniques Evaluation and study of acoustic emission by materials and structures Two-dimensional growth of cracks/fatigue -XXXVII -

Fiabilité

  of FRG the development of electrical, electromagnetic and magnetic test methods for the use at reactors Automation of pulse-echo-testing FRG and electronic data processing of the results Holografic interferometry FRG The determination of welding FRG residual stresses with the aid of ambulant X-ray diffraction Onward development of ultrasonic FRG inspection techniques and allied equipment for in-service inspection of reactor pressure vessels Development and construction of FRG an electronic test and evalua tion system with ultrasound including pre-amplifier box Increasing the probability FRG of flaw detection by improving the signal-to-noise ratio in ultrasonic testing Study on the application of FRG pulsed eddy current methods to quality control of nuclear power plant pressure vessel concepts for light-water reactors Underground nuclear power plants 14. PROBABILISTIC METHODS OF SAFETY M L Y S T g ------------------------------------A systems analysis approach, for establishment of risk criteria for nuclear power generation The process of risk assessment in national, provincial and local policy decisions on nuclear power Reliability project Probabilités d'accident: Evénements initiateurs d'accidents sur les PWR et séquences d'accidents (Accident probabilities: accident initiating events on PWR and accidents sequences) Banque de données de fiabilité (Reliability data bank) Données de fiabilité tirées de l'expérience de fonctionnement d'un réacteur nucléaire (Reliability data from the operating experience of a nuclear reactor) P E s s r m t m ts a s m :-

-

  power tine-funtion during blowdown -strength of heat sink (steam generator secondary side conditions) -downcomer resistance and volume -ECC water injection positions An appropriate test matrix A comprising 60 tests has already been de

-- 6 .--5 3 -

 63 First part of factory technical acceptance tests of the LOBI pumps and their electrical drive system allowing impeller speed time con trol -Installation works for extending, modifying and adapting the existing electrical power supply, control and switch gear system to the LOBI test facility requirements -Technical acceptance,, tests and commissioning of the data acquisition and signal processing system -Preparation and testing of computer programs for data acquisition, handling and evaluation and for process control -Long-time behaviour tests of the signal processing system (amplifiers, filters) Testing of prototypes for components of the various measuring channels (e.g. pressure transducers, dragbodies etc.) -Technical acceptance tests and calibration of the various measuring channels delivered (pressure, temperature etc.) -Fabrication of fluid temperature probes -Experimental .investigation of signal disturbances and theoretical con siderations on signal analysis -Theoretical considerations and code calculations on two-phase pump characteristics , containment back-pressure simulation, two-phase break nozzle calibration, thermal stresses in reactor model pressure vessel, forces on primary loop structures -¿valuation of downcomer rlow resistance tests and preparation of LOBI-loop characteristics data set -Code calculations for CSNI standard problem 3, survey calculations for programme B, development of untility programs for RELAP4* Results and project status Fabrication difficulties (e.g. shrink holes in the pump housing, etc*) and delivery delays from subcontractors led to a 4 months delay in the completion of the pump fabrication. Their factory technical acceptance tests started in December 1976 and showed the unobjectionable opera tion of the pumps itselves up to the maximum admissible impeller speed of 85oo rpiru The tests had to be interrupted for eliminating disturban ces, the source of which could finally be localized in the pump drive control. The acceptance tests will be concluded in January 1977. The final and precise electrical adjustments of the pump drive plants has b\' -iorip La lor under real operation conditions.
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 8 Completion of tost facility mounting -Commissioning of the test facility. Relation with Other Projects See previous annual report, 9. Reference Documents Quarterly Reports of 1976, IRS-F-3o to 34 Riebold: Two-Phase Measuring Techniques in Depressurization Expe riments* Conference paper to the 1976 Meeting of the European Two-Phase Flow Group, Erlangen, 31st May -4th June, 1976 -W* Riebold, W. Huf Schmidt, M. Larsen: Ispra Studies in the Field of LVR-LOCA. Conference paper to tHe ANS/ENS International Conference on World Nuclear Power, Washington D.C., November 14 -19, 1976* Transactions of ANS, Vol. 24, 438 -439, (1976) -W. Kolar, W. Brewka: REL4UPD and REL4AUTO -two utility programs for RELAP4. External Report EUR-r >689, 1976 -W. Kolar, M. Lolk Larsen, L. Piplies: Calculations for the Standard Problem 3 using RELAP3, RELAP4, and RELAP-UK. Conference paper to the Second CSNI workshop on LOCA Standard Problems, Paris, Dec. 6 -9 » ' 976 -F. Wind: Fehleranalyse für eine Cs-137-Strahlenabsorptions-Dichte-meOanlage zur Bestimmung der Dichte in einem Wasser-Dampf-Zweiphasengemisch. Externer Bericht EUR-5645 d, 1976. 1°. Degree of Availability of the Reports -Quarterly Reports: from IRS-Köln, Glockengasse 2 , 5 Köln 1.

  : 1977-01-01 DATE COMPLETED : 1979-12-31 '

3 * Res e a r c h P r o g r a m 3 » 1 . P r e liminary LOCA experiments with a pressure vessel without internals under PWR and BWR conditions* 3 . 2 * 3 « 3 * 5 .Ad 3 . 1 : 1 :low remains unchanged for about 2 s and violent generation of steam bubbles occurs so that the water level rises from its initial height of 7 2 :

 3313233531172 -38, Boulevard Suchet, 75016 PARIS Telex : 63O668 AEN NEA -Tel : 524 82program is aimed at integral large-scale experimental simulations of loss-of-coolant accidents in watercooled reactors of PWR and BWR type* All experimental results are to be compared with the results of model calculations to show the appli cability of the computer codes used and, if possible, to improve them* 2* Particular Objectives In the main experiments the loads on reactor vessel internals under BWR and PW R conditions and the phenomena in the discharge nozzle during the initial phase of blowdown are to be investigated* Prelimi nary experiments without internals are to be performed to show the influence of the internals on the discharge process* P W R experiments part I with "flexible" internals of PWR type* BWR experiments with internals of BWR type* 3mk. PWR experiments part II with tfflexiblef t and "inflexible" piping, pumps and heat exchangers to realize the same differences in enthalpy as inside an original vessel measuring instruments (approximately 110 channels for pressure, differential pressure, temperature, density, mass flow, force, strain, acceleration, displacement and water level a data collecting and processing system with 120 channels and a threshold frequency of 5 kHz. For comparison with the experimental data, several computer codes are used by external institutions. Some of these computer codes are also being used for licensing procedures. Progress to Date The four preliminary BWR and PWR experiments without internals (Nos. SWR 1R, SWR 2R, DWR 1R and DWR 2R) were carried out in 197^. Experiment SWR 2R was repeated in 1976 under improved c o n d i t i o n s . The main data of the latter experiment were as follows: The main goal of experiment SWR 2R was the investigation of d e p r e s s u r i z a t i o n , mass flow and behavior of the water level during the blowdown after a steam line break. The measured results showed an expansion of the steam volume with a pressure transient of approximately 30 bar/s and a mass flow of 230 kg/s during the first 250 ms. Subsequently the mass f The evaluation of the PWR experiments with ' 'flexible" inter nals furnished the following results: -The loads exerted on the internals by depressurization waves are of approximately the same magnitude as calculated with computer codes using nbest estimate" assumptions. (Mo del calculations with assumptions as used in licensing p rocedures give rather conservative results.) -Fluid-structure interaction occurs during the period of m a x i m u m differential pressures.

  to (8) can be made available only by special agreement. Title 1 (Original language) PROGRAMMA P.I.P.E.R. : esperienze di blow-down in presenza di strutture interne.

  Analisi dell1 incidente di perdita di refrigerante nel circuito prima rio di un reattore nucleare. Ricerca teorica e sperimentale sul tran sitorio di efflusso rapido di miscele acqua-vapore inizialmente allo stato saturo. Paper presented at the 29t1 Congresso ATI -Firenze 25-27 Sept.1974. 3. N. CERULLO et alii Blow-down Activity Performed at the Scalbatraio Center of the Pisa University, Comparison between Experimental Results and RELAP-3 CajL culations. Meeting on Computer Programs for the Analysis of certain problems in thermal reactors safety. NEA CPL -ISPRA -23-25 October 1974.

2 )

 2 SUPER MOBY-DICK : Boucle opérationnelle prévue pour septembre 1978. Relation avec d fautres études : C.F.T. : Expérience suédoise de débit critique pour des sections de brèches importantes (200 à 500 mm). REBECA : Etude de débits critiques d fun mélange à 3 composants : eau, air, vapeur. Documents de réference : "Contribution à 1*étude de débits critiques en écoulement diphasique eau-vapeur", M.REOCREUX -Thèse de l!Université de GRENOBLE, 1974. "Etudes expérimentales de débits critiques en ésoulement diphasique eau-vapeur", M.GUIZOUARN -Note DTCE-STT 501, décembre 1975. de chaleur durant la phase de dépressurisation dfun réacteur à eau pressurisée afin d'établir des corrélations d'échanges de chaleur et de flux critiques. Objectifs particuliers : Développer des modèles physiques pour 1'interprétation des expériences : élaboration de corrélation pour RELAP 4, validation de modèles physiques pour les codes 2ème génération. Installations expérimentales et programme : -Boucle OMEGA : Pression 170 bars, débit max. 20 kg/sec, puissance 4,5 MW -Dépressurisation d'une section d'essais tubulaire puis d 'une grappe 36 barreaux : 1) Section tubulaire de 12 mm de diamètre et 3,65 m de long avec un flux axial uniforme ; taille de brèche : 50 et 15 mm2 : brèche amont, aval, et aux deux extrémités. Assemblage de 36 barreaux combustibles type 17 X 17 de 3,65 m de » long avec un flux cosinus ; taille de brèche : 4 cm2 (amont, et aux deux extrémités. -CANON : Dépressurisation d 'une section tubulaire de 100 mm de diamètre et 4 m de long, à partir d'une pression de 30 bars. -SUPER-CANON : Même expérience pour une pression initiale de 150 bars. -DEDIF : Développement d'instrumentation pour écoulement diphasique.

5 .

 5 Prochaines étapes : Dépressurisation d'une grappe de 36 barreaux. Dépressurisation sur CANON 150 bars. Documents de référence : -, f Dépressurisation d'une capacité en double phase -installation CANON", B.RIEGEL, A.MARECHAL, JC. ROUSSEAU Note DTCE-STT 490. -"Void Fraction Measurements during Blowdown by Neutron Absorption or Scattering", JC;ROUSSEAU, J.GERNY, B.RIEGEL -Meeting OCDE, TORONTO, august 3-4 1976. -"CODE BERTHA-Application aux expériences CANON", JC.ROUSSEAU, G. BOUDSOCQ, A.MARECHAL, B. RIEGEL, M. SCHALL -Note DTCE-STT 491. process with large leaks two phases of transients are characteristic. In the first seconds of a postulated rupture in the primary coolant system steep transients of pressure and mass flow in the core as well as heat flux density of the fuel rods occur. In the later part of the blowdown a phase of small gradients follows. In order to reach sufficient high accuracy of the measurements the initial phase of large pressure gradients (DNB experiments) had to be investigated separately from the region of small pressure gradients (Post-DNB-experiments). All experiments have been carried out with an electrically heated 25 rod bundle of PWR dimensions. The experimental investigations under hot channel conditions required special adaption of the of the experimental program -the DNB-tests -inclu ded blowdowns under 11 different specified conditions, during which DNB-delay time, heat transfer behaviour and thermohydraulic beha viour in the first phase of the blowdowns was studied. The experi ments were concentrated on hot channel conditions. Main variables of the conditions specified were the mass flow rate, the inlet enthalpy and the exit enthalpy at the beginning of the blowdowns. In the Post-DNB-experiments data were received about the heat trans fer coefficients in the later part of a blowdown at film boiling conditions. A wide range of mass flow, pressure, steam quality and pressure gradients was studied to simulate conditions in the rod bundle similar to those expected by assumed ruptures of different rupture area of the heat transfer in the Post-DNB region. modified by adjusting a cold water injection system down stream of the bundle. Thus fast transients could be achieved at the beginning of the blowdown with hot channel conditions. In addition the volume upstream of the test section was reduced, which means less flashing volume. Progress to Date The first part of the experimental program included a total of 21 DNB experiments. In 11 different specified conditions transients have been simulated under conditions which may occur in assumed ruptures between pressure vessel and steam generator or steam gene rator and circulating pump of PWR's. The experiments have been started at steady state hot channel conditions and 141 bars. After the DNB tests the heat transfer properties were studied in the Post-DNB-region. 44 tests runs were started with 13 different test parameters:

  with the aim to evaluate a flow pattern map for transient conditions.

1 . 6 .

 16 Blowdown tests to evaluate a flow pattern map for transient conditions 2. Entrainment experiments at steady state conditions with miniature camera and high speed films 3. Analysis of the test results 4. Mixing mechanism and local cross flow along the test section 5. Integral cross flow behaviour of the two phases and pressure drop behaviour Test calculations with the modified COBRA-IIIC computer program

  the slip ratio S '=WENT/WD is plotted versus the droplet diameter. In the theoretical part of this work an equation to describe the slip ratio S' was evaluated, basing on the drag force acting on a particle being transported in a gas stream.With the knowledge of the multiplicity of the thermohydraulic behaviour in relation to the subchannel analysis it will be tried to obrain a mathematic physical model conception by experimental single effect studies. The mixing investigations with an adiabatic air-water loop already carried out during this report period give essential indications to the magnitude of influencing parameters on cross flow behaviour simulating steam-water at saturation condition.The cross flow for both kinds -one side and both sides injection --65could be determined. For the case of one-side injection figures 6 and 7 show the cross flow of both phases along the channel length in relation to the mass flow rate at the inlet. The gaseous diversion cross flow could be found to be nearly independent of the mass flow rate of li quid. The behaviour of the gaseous diversion cross flow is nearly linear and appears only in the direction of the compensating volumetric void fraction, but the macroscopic cross flow of liquid changes the direction. Only at relatively low injected mass flow rates a cross flow of two phases in the opposite direction could be observed. In contrary to the measurements under condition of one-side injection the results of both-sides injections show a lower gaseous cross flow based on lower injected differences of mass flow shown in figures 8 and 9. But the diversion cross flow of liquid shows only the same behaviour at bothside injections as one-side injection at the end of the channel length.

Figures 10 and 11

 11 Figures 10 and 11 show the measured total cross flows of two phases.

Fig. 1 :Fig. 9 : M a s s flow of diversion liquid versus channel lenght on b o th -s id e sFig. 10 :Fig. 11 : M a ss flow of diversion liquid versus difference m a s s flow of injected

 191011 Fig. 1: Flow pattern map for transient conditions

  theoretical analysis concerning density measurement methods with x-ray attenuation, experiments with low energy x-rays (= 30 keV) have been extended on air-water mixtures using scattered radiation to get the mean value by calculation in case of inhomogeneous 1 m /s2 at a blow-down facility special signal conditioners developed for this measurement technique. The off-line cross correlation of the temperature signals was realized on a time series analyzer.

  cross-correlation technique applied to signals due to natural tem perature fluctuations measured at two fixed points along the flow path proves to be a suited method for determining fluid velocities in pipes even in case of two-phase flows and transient conditions. At the first blow-down test series two-phase flow velocities in the range of 50 to 80 m/s could be detected. The void fraction was about 0.7.

5 .

 5 The test section and the position of the inserted measuring devices is not changed when changing the operating conditions. The flow regime is detected by a local measuring probe (impedance probe), for the apparent density a multiple 'f-beam densitometer is developed. Progress to Date The building up of the test loop for steady-state steam-water flow has been finished. The measure-and control-system (pressure, tempe rature, mass flow measurement) has been checked at working conditions up to 150 at, different mass-flow and qualities. Some tests have been made with a special visual inspection unit (sapphire window) for flow detection at pressures up to 150 at by means of a high-speed camera. Simultaneously, signals obtained from the impedance probe have been stored on magnetic tape. The extension of the test loop for air-water mixtures began in summer, the first runs are now being.performed.

  planned maximal values of the mass flow rate as a function of quality and pressure are essentially reached. It is expected for the future experiments that between 5 and 10 stable operating conditions per day will be attainable. The development of the impedance probe for the use in steam-water flows at high pressures was successful. The probe signals could easily be interpreted even at conditions where the high speed photography was no longer interpretable. The first experiments for building up a flow chart for horizontal steam-water flows have been carried out. the densitometer will be finished, and testing of the electronic equipment will start. The testof the first mass flow measuring methods at steady-state steam-water and air-water flow will begin.The design of the test loop for transient conditions will be finished and the pressure vessel will be ordered. is presently developed which allows to deter mine the mass flow of non-steady-state two-phase flows. This is done by measurements of the -velocity of the gas and liquid phase using a radiotracer technique,

Fig. 1 :Fig. 2 : 1 . 2 . 3 * Research Program: 3 . 1 4 . 5 * 7 . 8 .Title 1 (

 121233145781 Fig. 1: Velocity measuring device at one of the four blowdown channels of the MARVIKEN-reactor injection valves y-detector (1st cross section) y-detector (2nd cross section)

  Conditions These tests will be carried out under realistic conditions in two-phaseflow (water/steam). For these tests installations are existing (e.g. Project RS 135) or projected. Changing over to higher mass flows and transients there are considered tests at other locations, for example at Karlsruhe (RS 145) and/or Ispra (RS 109).

3 :Ad 3 . 5 : 3 :

 3353 RS 147 project is aimed in particular at optimising the design of the drag body used for the mass flow measurements within research project RS 109t i.e., at adapting it to the specific conditions of these experiments in which the effect of the PWR loops on One special drag body for bidirectional measurements was developed for application in the loop ND 45 * in the lower plenum of the test rig RS 109» and in the test loop RS 1^5• The drag bodies were manufactured, calibrated and submitted to a cold pressure test and a temperature test. The frequency curves were calculated. As it is not possible to establish by experiment the depen dence of the drag coefficient on the flow velocity and the density of a two-phase mixture within the operating range of the drag body because there are no reference methods, an attempt was made at determining the dependence theoretically: It was assumed that a two-dimensional steady homogeneous flow exists and that the compressibility of this flow formally obeys the pressure density relation for ideal gases. Another assumption was that discontinuity surfaces form at the edges of the drag plate (normal to the flow). The flow velocity must not anywhere exceed the velocity of sound. The static calibration under environmental conditions showed a linearity of i 1 %. The hysteres is in reversed deflection direction is negligible. The high-temperature test showed a zero drift of the drag body (drift of the amplifier included) of about 0.024 %/°C. Ad 3*5'* If the equation characterising the two-phase mixture is in serted in Bernoulli's equation, an equation results which implicitly indicates the relation between the density compo nents of a two-phase flow and its velocity. This equation does, however, not give an explicit representation of the functional relationship between mean density £ and velocity, because it is transcendental with respect to the variable and thus cannot be solved analytically with respect to £ • A functional approximation by means of expansion in a series is incompatible with the dimensioning of the equation. The effect of the deviations due to the approximation on the final result can hardly be estimated with a reasonable amount of effort. In order to avoid uncertainties of measurement, it must there fore be ensured that the velocity of flow at the measuring point, i.e. at the drag body, remains sufficiently far

  were conducted. a) Steady state experiments -Optical studies of the phase separation mechanism by vapour injection into saturated liquid. -Optical investigations of liquid entrainment by vapour injection depending on the initial liquid level, injected vapour rate and system pressure. b) Blowdown tests -Investigations of the pressure transient, void fraction, temperature and dynamic fluid behaviour depending on the initial liquid level and the cross section area of the break. c) Development of a calculation model to verify pressure decrease and mass discharge by aid of some different phase separation models and theories for critical outflow.

Fig. 2

 2 Fig.2shows the influence of a varied liquid level. An increase of the liquid level from 6 mm via 21 mm to 36 mm above the injector nozzle cor responding to a variation of about 150 % gives a smaller dispersion in droplet entrainment. The drop diameters become larger and the amount of the compact liquid jet is greater. The maximum height of the droplet trajectories decreases and the liquid surface is stimulated to stronger oszillations. A quantitative investigation of the liquid hold-up due to droplet entrainment performed at different distances from the surface gives for the highest liquid level the highest hold-up, decreasing very quickly within the distance from the surface. For the lowest level the liquid hold-up is more uniform but lower within height, showing more droplets in greater distances than for higher liquid levels, see fig.3.
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 499 Fig.4¡shows some characteristic scenes from the onset of a blowdown taken fjrom a high speed movie. Before the test the liquid was at satu ration iconditions. The break corresponds to the whole outlet tube cross

  ._£ D:¡-e verzögerte Einstellung des thermodynamischen Gleichgewichts als Grundlage für die Druckwellenausbreitung in der Zweiphasenströmung. Ber.Nr. MRR 106, April 1972, LRA Garching 10. Degree of availability of the Reports LRA Garching
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 5 measure the two-phase pump characteristic for the interesting parameter variations of pressure, flowrate and vapour content. With the two model pumps about 390 stationary points will be run and recorded in the twophase region. 10 transient tests, where a loop blowdown will verify the applicability of the steady state data to transient LOCA calcu lations, will be carried out. Progress to Date During the start-up of the testloop without testpump the heat losses on the instrumentation tubes,the hydraulic stability, the influence of slug-flow conditions and the control of the loop were investigated. The maximum mass flow in the loop and the time, to reach steady state conditions were determined. The instrumentation was completed. The data evaluation was improved. The code CEFLASH-4A was adapted to the testloop for the calculation of blowdown process data. First tests were run with the C-E-model pumps in order to determine the friction. During March 1976 a problem with the speed controller and a sudden oil loss were observed. The defect parts of the pump were sent back to the manufacturer. Inspite of the defect pump several checks were carried out for the testloop control, instrumentation, thermohydraulic behaviour and the case of the pump backstreaming. New difficulties arose when the pump was repaired with the pump bearings, the oil lubrication was not sufficient under variable load. The pump casing had to be remodelled. As a consequence of the new pump defect several other components were demaged and had to be repaired. The start-up tests were evaluated. The test program was modified because for some values of the mass flow rate and void flowinstabilities by slug-flow had been observed.

  in the testloop were damped by different suspensions. The forces in the blowdown section were reduced about a factor of two by constructional modifications. The defect of the Byron-Jackson pump was caused by a broken oil slinger ring. During the disassembly in addition a broken bolt was discovered, other bolts were damaged by corrosion. After the defec tive parts had been exchanged. 15 steady state and transient tests were carried out after which other material problems occurred. The axial bearing of the pump was overloaded. A new bearing had to be designed.

3 «

 3 Research Programme Two different experimental programmes are to be performed with this LOBI test facility: » to be performed for the BMFT-Bonn in the framework of the R8cD contract RS-1 o 9/1 43-73-PIHOD, concluded between the BMFT-Bonn and the C.E.C., will be concerned with the investigation of the influence of the following parameters on the blowdown: -rupture size and position -pumps operation performances -initial power level -heating-power time-funtion during blowdown -strength of heat sink (steam generator secondary side conditions) -downcomer resistance and volume -ECC water injection positions An appropriate test matrix A comprising 60 tests has already been de fined by a German Expert Group at the very beginning of the project work; this test matrix, has still to be revised for being adapted to the final parameter situation and test facility configuration resulting from several modifications to be applied during the revision and con struction phase of the project. Programme B , to be performed for the Commission of the E.C. after con clusion of Programme A # will be concerned with the -performance of some reference tests (repetition of tests of programme A) which at the same time constitute reproducibility tests -performance of component studies, to be done with this iest rig after having modified certain components; the purpose of these tests is to investigate the influence of the geometrical shape or the elevation of these components on the blowdown. Seven such modifications of the programme A test rig have already been agreed upon by an ad-hoc Working Group of experts of the Community mem ber countries: -variation of the depth of the loop seal (U-tube between the steam ge^ nerator and the pump) in the intact loop, -variation of the steam generator elevation in the intact loop, -variation of the lower plenum (higher l/d ratio), -two separate accumulators, one for each loop, instead of one accumula tor for both loops, -simulation of a primary tube rupture within the steam generator (of the broken loop), -simulation of a small rupture within the lower plenum -ECC water injection into the upper plenum.

- 5 3 -

 53 MW heating power input to a 64 heater rod bunle as reactor core si mulator, -21 kg/s and 7 kg/s fluid mass flow in the intact and broken loop re spectively about 0,7 m volume content of the primary loop test system. The loop system and component design has been done for 160 bar and 325°C operating pressure and temperature respectively, maintaining -the power to volume ratio for the size reduction -the pressure drop and fluid temperature distribution along the flow paths -the volume ratios among the components -the elevatibns of the components -the lengths of the heat transfer surfaces (core rod bundle» steam ge nerators) equal to the corresponding reactor values. Two accumulators (60 bar and 3o° C operating pressure and temperature r ^ respectively) of different volume content (28o and 95 dm ) for the two loops are providing ECC water for both, separate and combined cold leg and hot leg injection into both loops.-111 -A secondary loop system provides heat removal from the primary loops in the steam generators and operates at 52 bar system pressure and in a temperature range between 21 o° and 27o° C (steam generator secondary side inlet and outlet temperature respectively).

tion and control instruments and panel -

 panel Completion of the construction works in the laboratory hall: concrete cavity in the floor for housing the reactor model of the test facili ty, foundations for the loop scaffolding and for the 5»5 MW rectifier system, concrete bunker for simulating the reactor containment -Mounting of the loop scaffolding, and of a special scaffolding for assembling and disassembling of the reactor model -Mounting of the 5,5 MW rectifier system -Mounting of the big components of the primary loops, except reactor model and pumps, of the secondary loop and of the tertiary plant.

- 6 .

 6 First part of factory technical acceptance tests of the LOBI pumps and their electrical drive system allowing impeller speed time con trol -Installation works for extending, modifying and adapting the existing electrical power supply, control and switch gear system to the LOBI test facility requirements -Technical acceptance tests and commissioning of the data acquisition and signal processing system -Preparation and testing of computer programs for data acquisition, handling and evaluation and for process control -Long-time behaviour tests of the signal processing system (amplifiers, filters) -Testing of prototypes for components of the various measuring channels (e.g. pressure transducers, dragbodies etc.) -Technical acceptance tests and calibration of the various measuring channels delivered (pressure, temperature etc.) -Fabrication of fluid temperature probes -Experimental investigation of signal disturbances and theoretical con siderations on signal analysis -Theoretical considerations and code calculations on two-phase pump characteristics , containment back-pressure simulation, two-phase break nozzle calibration, thermal stresses in reactor model pressure vessel, forces on primary loop structures. -Evaluation of downcomer flow resistance tests and preparation of LOBI-loop characteristics data set -Code calculations for CSNI standard problem 3, survey calculations for programme B, development of untility programs for RELAP4. Results and pro.iect status Fabrication difficulties (e.g. shrink holes in the pump housing, etc.) and delivery delays from subcontractors led to a 4 months delay in the completion of the pump fabrication. Their factory technical acceptance tests started in December 1976 and showed the unobjectionable opera tion of the pumps itselves up to the maximum admissible impeller speed of 85oo rpm. The tests had to be interrupted for eliminating disturban ces, the source of which could finally be localized in the pump drive control. The acceptance tests will be concluded in January 1977. The final and precise electrical adjustments of the pump drive plants has to be done later under real operation conditions. Fabrication difficulties have been encountered for both,the reactor mo del pressure vessel and the upper power connecting plate. High pressure vessel material strength properties connected with too high brittleness required change of material, which led to larger wall thickness and thereby higher thermal stresses. Delivery delay for the new material caused a corresponding fabrication delay for the pressure vessel. Soldering difficulties due to the sandwich design of the upper power connecting plate necessitated design modifications and led also to strong fabrication and delivery delays. Several differential pressure transducer types have been tested before the choice has been made for the one best suited for our purpose and to be purchased. The two first dragbody prototypes, designed and fabricated for us by the Battelle Institute, Frankfurt (FRG), in the framework of a R8cD con tract RS 1^7 from the BMFT-Bonn, have been successfully tested under steady-state operation conditions and shown that the required specifications are satisfied well with exception of one case, where the temperature influence on the zero stability was inadmissibly high, and therefore this dragbody had to be re-shipped for repair. A prototype of the water-cooled stand-off pipes, for connecting the pressure transmission line from the differential pressure transducers to the pressure taps, has been tested under operation conditions pre vious to the release for fabrication of the total number of stand-off pipes required. The absolute pressure measuring channels, consisting of transducers, signal lines and amplifiers with filters, have been delivered and tes ted. The results obtained confirm the required specifications and the total error of a complete channel amounts to 1,2 % full scale at most. The resistance thermometers have been calibrated after delivery; the measuring precision is of 0,15° C at 3oo° C. The amplifiers for all temperature measuring channels with thermocoup les have been subjected to long-time tests for determining their zero drift, which amounts to o,1° C and o,5° C for fluid and heater rod tem perature channels respectively during 7 days; these are admissible va lues, they require however a calibration befone each blowdown experiment.

The

  LOBI loop characteristics data have been determined, including single phase pump characteristics. This data set is used as base for the blowdown code survey calculations to uncover the most sensitive test parameters. These calculations have been started by the project staff with the RELAP4 code. The final data set will be established on the basis of the results from the preliminary LOBI tests. DAPSY code calculations have been started by the LRA-Garching to deter mine the hydraulic forces on the loop structures during the early blow down phase. These forces are required for calculating afterwards the mechanical stresses within the loop structures with the STRUDL code. RELAP4 code calculations have been done for the CSNI standard problem 3 in the framework of a workshop exercise, where the calculation results of different participants and codes have been compared with each other. Several utility programs for the RELAP4 code have been developed with the aim to facilitate the use of this code; they are concerned e.g. with an easy adaption of the program size to an actual task case or with very versitile plotting possibilities of the results. The actual status of the project work can be summarized as follows: The previous planning of the mounting works had completely to be changed due to several and considerable delivery delays for various components. The mounting works have been started with three months delay due to de lay in the completion of the construction works in the-laboratory hall on one hand and to delay in the mechanical loop components delivery on the other hand. The six months delivery delay of control and regulation components (valve, etc.) caused a second step in the loop mounting. Considerable difficulties in the fabrication of the reactor model pres sure vessel, of the upper power connecting plate and of the pumps led to strong delivery delays of these parts and caused the introduction of a third step in the loop mounting, to be done during April and May, 1977* Therefore the completion of the mounting phase of the project planning is now scheduled for July, 1977. The commissioning of the loop system will be started thereafter. Riebold: Two-Phase Measuring Techniques in Depressurization Expe riments. Conference paper to the 1976 Meeting of the European Two-Phase Flow Group, Erlangen, 31st May -4th June, 1976 -W. Riebold, W. Hufschmidt, M. Larsen: Ispra Studies in the Field of LWR-LOCA. Conference paper to the ANS/ENS International Conrerence on World Nuclear Power, Washington D.G., November ¡4 -19, 1

  the experiments type I and II with the PWR-test section b) Carry-out the experiments type I and II with the BWR-test-section c) Finishing the calculation of the loop characteristics using the computing program COVACU modified for freon 12 lay-out and ordering the components for the blow-down loop.

Fiabilité

  accident: Evénements initiateurs d'accidents sur les PWR et séquences d'accidents (Accident probabilities: accident initiating events on PWR and accidents sequences) Banque de données de fiabilité (Reliability data bank) Données de fiabilité tirées de l'expérience de fonctionnement d'un réacteur nucléaire (Reliability data from the operating experience of a nuclear reactor) P E s s r m t m ts a s m :-

-

  for safety evaluation Japan in case that a spent-fuel shipping cask drops into the deep sea Study on fire resistance of spent Japan fuel shipping casks Study on the safety of spent nuclear Japan fuel shipping casks Management of radioactive waste Sweden slurry from nuclear power plants Management of spent non-fuel Sweden bearing core components See also page 687 19. ECONOMICS OF SAFETY (no entries) 20. LARGE SCALE TEST FACILITIES u m Tss£cm m m jin E s ----------------- the research program RS 164 this program will be the basis for an experimental study of the model ]?ws between water and freon concerning DNB-measureheat flux measurements. In addition and supplement to the research program RS l64 these experiments will be used for recalculating the results from research program RS 64 Part I and II PWR to water conditions.

  give information about inlet and outlet pressure, and pres sure drop across spacers. The experiments will be carried out at the steady state burnout-facility of GKSS re search department, see also research program RS 64 in this report.

-

  DNB-measurements in freon as a model fluid to water had to be investigated, especially for the complex geo metry of KWU-spacers. With respect to an extended experimental test at GKSS with freon (RS 64) it was essential to work out a statement, how the results could be transferred to water condi tions and which accuracy could be reached. The comparative tests in water and freon should confirm the results of the transient test program at GKSS. of the test series 1 were recalculated by THERMOHYDRAULIC. The agreement of the critical heat density was very good at 160 bar with the calculated W-3-R-Grid correlation. The use of this correlation for the core design of KWU-reactors was justified by these experiments. The maximum critical bundle power (5,1 MW) was reached at a mass flow density of 3600 kg/m^s. Experimental study for d e t e r m i n a t i o n of effects of fuel bundle distortions in faulty conditions. The influence of single subchannel o b structions and rod bowings in a ^ rod (freon cooled) bundle will be tested. 100 kW, 10 tons/h freon loop. Test section is ready; final checks of the loop are completed. DNB power m e a s u r e m e n t s and c o mparison of data with e x isting codes. Exp e r i m e n t a l facility -Project status Experimental determination of faulting conditions due to loss of flow.

  4) R. Baldassarre, G.P. Gaspari, R. Granzini, V. Pagliari "Predictions of a modified BWR fuel bundle with 63 active and one passive rod have been carried out ill-an experimental loop at the thermal engineering laboratory of AB Atomenergi in Studsvik. Evaluation of convective heat transfer coefficients and wetting times are in progress utilizing a previously developed calculation model. OECD NUCLEAR ENERGY AGENCY -38, Boulevard Suchet, 75016 PARIS Telex : 630668 AEN NEA -Tel s 524 8P-00
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 42 Next steps: Tests of prototyp heated elements. The first parameter investigation in an annular test section. . Nabizadeh: Experimentelle Untersuchungen und Parameter studien des volumetrischen Dampfgehaltes in Freon 113 und Vergleich mit den Versuchsergebnissen in Wasser und anderen Freonarten. Reaktortagung 1976, Düsseldorf (Germany). 2) G. Varadi, H. Nabizadeh, N. Lordong: Entwicklung neuer Mess methoden zur Bestimmung der Phasengeschwindigkeiten in einer Zweiphasenströmung. KTG-Fachtagung über ' ' Experimentiertechnik in Reaktor-Thermodynamik". Hannover (Germany), 28. Feb. -Närz 1977.3) H. Nabizadeh: Uebertragungsgesetze zwischen Wasser und Freon 113 für mittleren volumetrischen Dampfgehalt, Druckab fall und kritische Heizflächenbelastung. KTG-Fachtagung 28. Feb. -2. Närz 1977 in Hannover (Germany) investigation of single problems in two-phase flow and development of measurement techniques for transient and steady two-phase flow. The program includes: Fluid to fluid modelling. Investigations has been done on scaling void-fraction, pressure drop and critical heat flux for water and Freon 113 in steady-state flow conditions. ii) Development of measurement methods to determine crosssection avaraged gas (steam) and 1iquid-velocities. The used methods based on laser correlation for gas and luminescent technique for liquid. iii) Improvement and development of impedance-void-meter to determine void fraction in transient two phase flow. II. Experimental facilities: Freon loop and air-water loop. Ill) Project status: The part of the program related to the scaling laws has been completed (objective i). Instrumentation for the measurement of the velocities of different phases OECD NUCLEAR ENERGY AGENCY -38, Boulevard Suchet, 75016 PARIS Telex : 630668 AEN NEA -Tel : 524 82-00

  determine heat transfer coefficients or heat flux in post-CHF regimes under transient and steady-state condition.

  Relation to Other Projects:Provides data necessary for developing correlations and mathematical models for ECC-bypass and transient refill. References: See attached list. Availability: NTIS, U.S. Dept, of Commerce, 5258 Port Royal Road, Springfield,

2 )

 2 La particularité des essais MARVIKEN réside dans l'étude des ruptures de grosses sections, ce qui n'est jamais le cas dans des installations expérimentales. Les sections de fuite étudiées seront:200, 300 et 500 m m de diamètre.Installations expérimentales et programme :On utilise pour l 'expérience, le réacteur désaffecté de MARVIKEN (Suède). La cuve du réacteur est remplie sous pression. La brè che est située au bas de la cuve. Les paramètres étudiés sont : Bjl'interprétation des essais ne fait pas partie de l'accord).

  research has been com pleted. A final report "Burn out in up-flow and down-flow! l is available. of gamma radiation from thermal fission in U235 is being studied. U235-foils are irradiated with thermal neutrons for 2-60 sec and the gamma radiation from the fission products is ob served 10 sec to 35 min after fission. A large Nal-detector and a Ge(Li)-spectrometer are used for recording the emitted gamma spectrum up to 6 MeV. A PDP-15 computer is used for the control of the entire experiment, including transport and irradiation of samples and collec tion of data in 2 048 channel spectra from each detector. The measure ments are performed in order to determine the afterheat due to gamma radiation emitted 1 0 -2 000 sec after fission to an accuracy of the order of 10 %. Coparisons with earlier measurements indicate agreement within their estimated experimental errors (± 20 %). The experiment will be extended to include beta emission from U235. CECD NUCLEAR ENERGY AGENCY -*8, Boulevard Suchet, 75316 PARIS Telex : 6 3~668 A2N NEÀ -Tel : 524 8?-^0 -165 -

research program RS 36 included the 3

 3 were carried out on a single internally cooled tube. In order to include the effects of multichannel core geometry and radial distribution of power and flow a test facility for a 340-rod bundle was designed identical to those of KWU PWR's. Further tests were conducted on two parallel 7 x 7 rod bundles with BWR geometry. Spacer geometry, heated length (3500 mm), pitch (18,75 mm), rod diameter (14,3 nun) inlet or outlet grid plate are designed identical to those of KWU BWR'With one bundle four tests were man which served for comparison with the FLECHT-Program. The parameters were:

  of the hydraulics in a channel during the reflooding and the resulting flow pattern shall improve the calculation of heat transfer in the unwetted area. With the help of this experiment criteria will be worked out for the transition of vapour -to fog flow and from fog flow -to film boiling in order to get more information of the extension of different heat transfer regions. The coupling of the rewetting model based on heat conduction in the wall with the hydraulics of the channel is a presupposition for a general applicability of theoretical calculations.

4. 2 . 2 - 3 • -R e f e r e n c e d o c u m e n t s and de g r e e of a v a i l a b i l i t y T h e r e f e r e n c e d o c u m e n t s are the u s u a l a n d o p e n b i b l i o g r a p h y a b o u t the e m e r g e n c y core 3 )

 2233 Essential results -basic understanding of the physical phenomena involved; -set up of the experimental procedures and techniques; -set up of a calculation procedure 5. Next steps -Full scale experiment with controlled pressure drop (parallel channels simulation) T I T L E 1 (o r i g i n a i lanquage) C l a s s i f i c a t i o n S i s t e m a di raffreddamento di emergenza per allagamento dal basso 1.Completion of comparisons with TRAFEM code -Computation of pressure drops in TRAFEM code -Flow restrictions investigation with full scale bundle (cladding-ballooning) 6. Reference documents 1) R. Martini, A. Prenoli " A simple model for predicting E.C.C. transients in bottom flooding conditions" CREST Meeting -Munich, October 18-20, 1972. 2) R. Martini, A. Prenoli "Bottom flooding experiments with single geometries under different E.C.C. conditions" Energia Nucleare, vol. 20, n. 10, pp.540-553 October, 1973 7. Degree of availability: to a limited extent -184--Title 1 (Original language) A p p a r e c c h i a t u r a s p e r i m e n t a l e p e r lo s tu d i o d e l l a t e r m o i d r a u l i c a n e l l a r e f r i g e r a z i o n e di e m e r g e n x p e r i m e n t a l f a c i l i t y to study thermc h y d r a u l i c a s p e c t s of e m e r g e n c y core cool i n g by b o t t o m f l o o d i I s t i t u t o di F i s i c a T e c n i c a e I m p i a n t i N u c l e a r i 1. -G e n e r a l a i m and p a r t i c u l a r o b j e c t i v e s T h i s e x p e r i m e n t a l and t h e o r e t i c a l s t u d y is to i m p r o v e the k n o w l e d g e of the e m e r g e n c y core c o o l i n g b y b o t t o m f l o o d i n g . T h e p a r t i c u l a r o b j e c t i v e s are: to m e a s u r e the r e w e t t i n g time a n d the w a l l t e m p e r a t u r e s , to e s t i m a t e th e h e a t t r a n s f e r c o e f f i c i e n t d u r i n g flooding. 2. -E x p e r i m e n t a l f a c i l i t i e s and p r o g r a m m e A n e x p e r i m e n t a l f a c i l i t y w i t h an i n n e r h e a t e d a n n u l a r test s e c t i o n has b e e n built. The i n n e r c i r c u l a r t u b e w a l l t e m p e r a t u r e s are m e a s u r e d by s e v eral t h e r m o c o u p l e s a n d it is p o s s i bl e to see the c l i m b i n g liq u i d l e v e l by t w o g l a s s w i n d o w s . I n v e s t i g a t i o n s are r e s t r i c t e d to a t m o s p h e r i c p r e s s u r e , s m a l l f l o o d i n g rate s , h i g h in i t i a l w a l l t e m p e r a t u r e s ( T ^ 800 °C) a n d h i g h subcoo l i n g . Some t ests h a v e b e e n p e r f o r m e d . cooling. A l l the r e s u l t s w i l l be a v a i l a b l e . ^" R e s o u r c e s T h e e x p e c t e d b u d g e t is about one m i l l i o n of L i r e ( 1 . 0 0 0 . 0 0 0 . = L it.). M a n p o w e r co n s i s t s of two m a n -y e a r s . aim Study the heat transfer between rods and coolant during the ECCS conditions 2) Particular objectives Optimization of engineering correlations and models to predict the thermal behaviour of rods during ECCS;,development of a computer code. / Experimental facilities and programme. Experiments of bottom flooding in rod-annular geometry at low pressure, starting from different initial temeperatures o'f;the cod,and experiments of spray mode of cooling in a second step.4) Project statusAt present a survey of literature is in progress and the conceptual design of the experments is under way.5) Next stepsPlanning of experiments.8) Degree of availabilityFull availability for the parts of the programme completely sponsored by University and not supplied by external contracts.The Emergency Core Cooling System Effective ness Tests for PWR-L0CA (ROSA-II)

  This program is intended to provide the experimental data on the thermal-hydraulic phenomena in Light Watfcr Reactor during reflooc phase

PERFORMANCE
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 2 Documents Internal documents. OECD NUCLEAR ENERGY AGENCY -38, Boulevard Suchet, 75016 PARIS Telex : 63O668 AEN NEA -Tel : 524 82-00 Full Length Emergency Cooling Heat Transfer -System Effects and Separate Effects Tests (FLECHT-SEASET) I N D E X N U M B E R : 1.P O N S O R I N G C O U N T R Y s U.S.A. (NRC) O R G A N I S A T I O N : Westinghouse (W) D A T E I N I T I A T E D : July 1977 D A T E C O M P L E T E D : P R O J E C T L E A D E R : L. Hochreiter, W D e s c r i p t i o n :

1. 3 .

 3 B e h aviour and influence of fuel-elements, specif i c a l l y related to b l o w d o w n and E C C S -201 -PRO JECT T ITLE : Contact Heat Transfer Between Non-Conforming Tubes CSNI INDEX NUMBER :

  5. Reference DocumentsSimpson, T.J. and Rogers, J.T. "Contact Conductance between Parallel Tubes in Line Contact" Proc. of Sixth Canadian Congress of Applied Mechanics, June 1977.
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 13 i t l e 1 (Original L a n g u a g e ) : C O U N T R Y : BR D V e r h a l t e n v o n Z r y -4 -H ü l l r o h r e n u n ter den b ei K ü h lm i t t e l v e r l u s t s t ö r f ä l l e n a u f tre t e n d e n B e a n s p r u c h u n g e n (RS 1 0 7 -1 . 1 .3> J a h r e s b e r i c h t A 76) SP O N S O R : B M F T O R G A N I Z A T I O N ; KWU, E r l a n g e n T i t l e 2 ( E n g l i s h ) : P r o j e c t Le a d e r : H.-J. R o m e i s e r B e h a v i o u r of Z r y -4 -C a n n i n g Tubes u n d e r Loss-of-C o o l a n t -A c c i d e n t Conditions I n i t i a t e d ( D a t e ) : C o m p l e t e d ( D a t e ) : 1. 8. 73 30. 6. 76 Status: L a s t U p d a t i n g ( D a t e ) : C o m p l e t e d 31. 12. 76 1. G e n eral Ai m a nd 2. P a rticul a r Objectives Objective of this t a s k was the i n v e s t i g a t i o n of the b e h a v i o u r of fuel r od c a n n i n g tubes w i t h respect to l o s s -o f -c o o l a n t -a c c i d e n t (LOCA) conditions. The investigations c o n c e r n to i n t e r n a l p r e s s u r e b u rst tests of fuel ro d speci m e n at e l e v a t e d t r a n s i e n t t e m p e r a t u r e s to determine the d i a m e t e r increase, b u r s t -p r e s s u r e , a n d the b u r s tt e m p e r a t u r e . 3. R e s e a r c h P r o g r a m a nd 4. Test Facilities The p r o g r a m is d i v i d e d into three parts: a) The influence of d i f fere n t para m e t e r s on d i a m e t e r i n c r e a s e a n d b u r s t -r u p t u r e w i l l be inv e s t i g a t e d b y a p a r a m e t e r study. The f o l l o w i n g p a rameters wi l l be regarded: -h e a t i n g rate -m a x i m u m t e m p erature Tfflax -i nternal p r e s s u r e -m a t e r i a l c o n d i t i o n (oxidized, H g c ontent)

c)

  Pressure apparatus to adjust the inside pressure. d) Measuring and recording equipment to control and record the data. Sample arrangement consisting of 2 active and 6 passive samples (dummies).

8 .

 8 Relation with Other Projects RS 107 Behvaiour of Zry-4 Canning Tubes Under Loss-of-Coolant-s s i f i c a t i o n : 1 .3 T i t l e 1 (O r i g in a l L a n g u a g e ): COUNTRY: B R D Untersuchungen zum mechanischen Verhalten von Zircaloy-Hüllmaterial bei Störfalltransienten (PNS 1+235 . 1 " 1.1.3, J a h r e s b e r i c h t A 7 6 ) SPONSOR: O R G A N IZA TION ; GfK, Projekt Nuklea' re Sicherheit T i t l e 2 ( E n g l i s h ) : P r o je c t L e a d e r : M. BoJfek, IMP/II

  A d J L l i -Investigations on superplastic deformation of Zry-4 tensile specimens (tests in air atmosphere).

1 .

 1 Examination of creep behavior of Zry-4 tensile specimens under very low loads and very low partial pressure of oxygen (Ad 3-1). 2. Investigation of the influence of ZrO^-coatings upon the ductility of tensile spe cimens in the a-phase region after a tenperature excursion in the 3-phase region (vacuum testing) (Ad. 3.1.2 and 3.1.3).

  s s i f i c a t i o n : 1.3 T i t l e 1 ( O r i g i n a l L a n g u a g e ) : C O U N T R Y : B R D Untersuchungen zur Hochtemperatur-Wasserdairipf-Oxidation an Zircaloy-Hüllrohrmaterial (PNS 4235.2 -1.1.3, Jahresbericht A 76) S P O N S O R : O R G A N I Z A T I O N : GfK Karlsruhe Projekt Nukleare T i t l e 2 ( E n g l i s h ) : Sicherheit P r o j e c t L e a d e r : S. Leistikow /IMF ] Investigation of the High Temperature Steam Oxidation of Zircaloy Cladding Tubes I n i t i a t e d ( D a t e ) : C o m p l e t e d ( D a t e ) : 1973 1978/79 S t a t u s : L a s t U p d a t i n g ( D a t e ) : Continuing December 1976 1. General Aim Cladding Material Behaviour under Accident Conditions 2, Particular Objectives Investigation of the High Temperature Steam Oxidation of Zircaloy Cladding Tubes. 3. Research Program Study of Zircaloy 4/Steam Oxidation Kinetics and of Oxidation Related Change in Mechanical Properties. Experimentel Facilities Experimental set-ups for isothermal and temperature-transient oxidation reactions. Facilities for isothermal and temperature-transient stress-rupture testing. 5* Progress to Date An induction heating system for program-controlled Loca-similar time-at-temperature steam exposure of tube sections and the experimental set-up for stress-rupture testing of internally pressurized tube capsule in argon and steam were suc cessfully operated. Loca-similar experiments were performed in exposing tube sec tions to steam oxidation attack at program controlled temperatures and exposure times. Oxygen take-up was measured as function of various blowdown peak temperatu res (950 -1200°C), PWR-Loca shaped time-at-temperature functions (900 -1300°C), and of various cooling rates. Furthermore stress-rupture experiments were performed in argon and steam (800 -950°C) as second part of comparative tests. By single specimen tests and post-test evaluation creepcurves were established.6. ResultsThe exposures under different blowdown-tenperature conditions (peaking at 950 -1200°C) resulted in weight gains of 50 -200 mg/dm2. Typical Loca conditions (<_ 900°C, 180 sec) caused weight gains of _< 100 mg/dm2 , corresponding to calcula ted <6,7 ym Zr02 . Loca similar exposures with holding times at 1000 -1200°C showed weight gains of 200 -5^0 mg/dm2 'which were at all temperatures tested about 33 % lower than the corresponding isothermal ones. The terrperature-transient tests were accompanied by SIMTRAN I-Zircaloy-Oxidation-Code calculations, which proved not only agreement in total weight gain, but also in the calculated thick nesses of the Zr02-and a-layer. It could be demonstrated that when specimens are exposed during to Loca typical temperature-transient conditions up to 1300°C, fol lowed by controlled cooling (2,2 -57*5°C/s), consequently surplus weight gains up to 30 % and structural variations in the a T-phase are registered. Their influence on mechanical properties i & . matter of future testing.The exposure of preoxidized specimens to Loca typical temperature-transient condi tions during 3 min and peaking at 1000 -1100° resulted in (compared to the expo sure in the metallic state) reduced oxygen consurnption9increased oxygen uptake was measured at 1200°C. The tube capsule stress-rupture tests established the initial tangential stress/ time-to-rupture relationships for 800 -1300°C, 2-70 at, 20 sec to 40 min in ar gon. The maximum circumferential elongation was plotted as function of terrperature, the time-to-rupture was given as function of initial and true tangential stress.Comparative teste were performed in argon and steam at 800, 900 and 950°C. They showed that a strengthening effect and a remarkable reduction of ductility was evoked by oxidation already in this time and temperature range. Again,stressrupture curves were established,but also three creep curves were measured by inter ruption of single specimen tests at 900°C and their macroscopic and microscopic evaluation. Scanning microscopic evaluation proved that the crack pattern of ruptured specimens varied, with changing time and mechanical load.At high creep rate a small number of broad cracks, at low creep rate many narrow cracks could be detected. The interdependence of the number and width of cracks with the internal pressure time-to-rupture and maximum elongation, was shown semi quant itat ively. 7. Next Steps Comprehensive documentation of oxidation kinetic results. Temperature-transient T i t l e 1 ( O ri g i n a l L a n g u a g e ) : U n t e r s u c h u n g e n z u m B r e n n CO U N T R Y : BRD s t a b v e r h a l t e n in d e r B l o w d o w n -P h a s e e i n e s K ü h l m i t t e l v e r l u s t s t ö r f a l l e s (PNS 4236 -1.1.3, J a h r e s b e r i c h t A 76) SPONSOR: O R G A N I Z A T I O N ; GfK/Karlsruhe Projekt Nukleare T i t l e 2 (English) : I n v e s t i g a t i o n s of the F u e l R o d B e sicnerneit P r o j e c t Leader: G. Class, IRE K. Hain, RBT h a v i o r d u r i n g t h e B l o w d o w n -P h a s e of a L o s s -o f -C o o l a n t A c c i d e n t I n i t i a t e d ( D a t e ) : C o m p l e t e d ( D a t e ) : 1972 1978/79 St a t u s : Las t U p d a t i n g (Date): C o n t i n u i n g 31. 12.1976 1. G e n e r a l A i m T h e a i m of e x p e r i m e n t s is to p r o v i d e i n f o r m a t i o n a b o u t the f a i l u r e l i m i t s of fuel r o d s u n d e r i n c i d e n t c o n d i t i o n s . T h e i m p r o v e d k n o w l e d g e of the f u e l e l e m e n t b e h a v i o r in the b l o w d o w n p h a s e of a l o s s -o f -c o o l a n t a c c i d e n t as a r e s u l t of the e x p e r i m e n t s is to be u s e d in s e t t i n g up a t h e o r e t i c a l m o d e l . 2. P a r t i c u l a r O b j e c t i v e s I n i t i a l l y , t h e e x p e r i m e n t s w i l l be c a r r i e d o u t u n d e r b l o w d o w n c o n d i t i o n s t y p i c a l o f PW R ' s , l a t e r on u n d e r th o s e t y p i c a l of B W R fs. T h e fuel rod b e h a v i o r w i l l be d e t e r m i n e d by m e a s u r e m e n t u n d e r the t r a n s i e n t load i n c l u d i n g t h e h e a t r e m o v a l fr o m and the i n t e r n a l p r e s s u r e of the fuel rod. 3. R e s e a r c h P r o g r a m T h e e x p e r i m e n t a l p r o g r a m so far i n c l u d e s the s i m u l a t i o n of h o t a nd c o l d l e g b r e a k s w i t h s i z e s of 1F and 2F. In e a c h c a s e e x p e r i m e n t s w i l l be c a r r i e d o u t at d i f f e r e n t r od po w e r s a nd i n t e r n a l p r e s s u r e s . -2 1 b -4. E x p e r i m e n t a l F a c i l i t i e s / C o m p u t e r C o d e s A l o o p f a c i l i t y is b e i n g b u i l t for the e x p e r i m e n t s in w h i c h the i n i t i a l s t e a d y s t a t e c o n d i t i o n s c a n be set w i t h r e s p e c t to r o d p o w e r , c o o l a n t c o n d i t i o n a n d c o o l a n t flow. B l o w d o w n t r a n s i e n t s c a n b e i n i t i a t e d f r o m t h i s i n i t i a l (quasi) s t e a d y st a t e phase. 5. P r o g r e s s to D a t e T h e c o n s t r u c t i o n of the s y s t e m w as t e r m i n a t e d a n d the d e f i n i t i v e l i c e n s e for o p e r a t i o n w a s g r a n t e d by the s u p e r v i s i n g a u t h o r i t y . T h e b e h a v i o r d u r i n g o p e r a t i o n of s i n g l e c o m p o n e n t g r o u p s w a s t e s t e d a n d e x p e r i m e n t s w e r e p e r f o r m e d i n c l u d i n g the s i m u l a t i o n fuel r o d s w i t h l o a d s a p p l i e d of u p to a b o u t 30 % of t h e m a x i m u m load. A p r o t o t y p e v e r s i o n of t he r e q u i r e d p r e s s u r e -a n d t e m p e r a t u r e r e s i s t a n t t r u e -m a s s -f l o w -m e t e r w a s comp l e t e d . F u r t h e r s p e c i a l m e a s u r e m e n t d e v i c e s w e r e m o u n t e d a n d t ested. W o r k w a s c o n t i n u e d o n t h e r e c o r d i n g of m e a s u r e d v a l u e s a n d on c o m p o n e n t control. T h e o r e t i c a l a c t i v i t i e s c e n t e r e d a r o u n d the e s t a b l i s h m e n t of t h e c o m p u t e r p r o g r a m for e v a l u a t i o n . T h i s i n c l u d e s the p r o v i s i o n a n d c o n v e r s i o n of data, t h e i r e x a m i n a t i o n for inner c o n s i s t e n c y and, f i n a l l y , t h e t h e r m oh y d r a u l i c i n t e r p o l a t i o n of c o n d i t i o n s p r e v a i l i n g in t h e t e s t s e c t i o n o n the b a s i s of b o u n d a r y c o n d i t i o n s m e a s u r e d . 6. R e s u l t s T h e t e s t l o o p r e a c h e d t he n o m i n a l o p e r a t i n g v a l u e s o n O c t o b e r 18 for t h e f i r s t time. It is f u l l y p e r f o r m i n g . T h e t e s t of s i n g l e c o m p o n e n t g r o u p s y i e l d e d s a t i s f a c t o r y r e s u l t s . However, d e l a y s o c c u r r e d in t h e r e a l i z a t i o n of m e a s u r e d v a l u e s r e c o r d i n g and c o m p o n e n t c o n t r o l a n d in t h e fa b r i c a t i o n of the t r u e -m a s s -f l o w -m e t e r . A RE L A P 4 v e r s i o n for t he t h e r m o h y d r a u l i c i n t e r p o l a t i o n in t h e t e s t s e c t i o n w a s c o m p l e t e d a n d s u b j e c t e d to t e s ting. A l s o t h e p a r t s of t h e e v a l u a t i o n p r o g r a m w e r e p r o g r a m m e d an d t e s t e d w h i c h w i l l b e u s e d for t he c o m p u t a t i o n of h e a t t r a n s f e r c o e f f i c i e n t s a n d f o r d a t a c o n v e r s i o n a n d -219 -7. N e x t S t e p s T h e t r u e -m a s s -f l o w -m e t e r s a nd a s a f e t y s c r a m s y s t e m for r o d h e a t i n g w i l l b e i n s t a l l e d in t h e t e s t loop; l i k e w i s e t h e u n i t for t h e t r a n s m i s s i o n of m e a s u r e d v a l u e s a n d the c o n t r o l of c o m p o n e n t s . S u b s e q u e n t l y , test o p e r a t i o n w i t h t h e s i m u l a t i o n fuel r o d c a n start. It is i n t e n d e d to c o m p l e t e t h e c o m p u t e r p r o g r a m for e v a l u a t i o n a t s u c h d a t e t h a t the f irst t e s t s r e c o r d e d b y C A L A S c a n be i m m e d i a t e l y e v a l u a t e d . B a s e d o n p r e l i m i n a r y t e s t r e s u l t s , t h e test p a r a m e t e r s c a n t h e n be s p e c i f i e d m o r e a c c u r a t e l y . 8. R e l a t i o n w i t h o t h e r P r o j e c t s P N S 4231 , 4237, 4238, 4239 9. R e f e r e n c e s s t 1 s e m i a n n u l a r P r o g r e s s -R e p o r t P NS 1/1976 2 nc^ s e m i a n n u l a r P r o g r e s s -R e p o r t P NS 2/ 1 9 7 6 10. D e g r e e of A v a i l a b i l i t y Unrestricted distribution. c o n s i s t e n c y verification. -2 2 0 -C l a s s i f i c a t i o n : 1 .3 T i t l e 1 ( O r i g i n a l L a n g u a g e ) : C O U N T R Y :* U n t e r s u c h u n g e n z u m B r e n n s t a b v e r s a g e n in d e r 2. A u fh e i z p h a s e e i n e s K ü h l m i t t e l v e r l u s t s t ö r f a l l e s -I n -p i l e -V e r s u c h e m i t E i n z e l s t ä b e n im D K -L o o p d e s F R 2 B R D S P O N S O R : (PNS 4 237 * 1 . 1.3, J a h r e s b e r i c h t A 76) O R G A N I Z A T I O N ; GfK Karlsruhe Projekt Nukleare T i t l e 2 ( E n g l i s h ) : Sicherheit P r o j e c t L e a d e r : I n v e s t i g a t i o n s o n F u e l R o d F a i l u r e in the 2 n d H e a t u p P h a s e o f a L O C A I n -p i l e E x p e r i m e n t s w i t h S i n g l e R o d s in t h e D K L o o p of t h e F R 2 R e a c t o r E. Karb/RBT I n i t i a t e d ( D a t e ) : C o m p l e t e d ( D a t e ) : J u l y 1 9 7 2 1 9 8 0 Stat u s : L a s t U p d a t i n g ( D a t e ) : j C o n t i n u i n g 3 1 . 1 2 . 1 9 7 6 1. G e n e r a l A i m T h e i n -p i l e e x p e r i m e n t s p e r f o r m e d in t h e D K l o o p o f t h e F R 2 x a a c t o r a i m at i n v e s t i g a t i n g t he i n f l u e n c e of t h e " n u c l e a r p a r a m e t e r s " o n t h e m e c h a n i s m s of fuel r o d f a i l u r e . T h e n u c l e a r p a r a m e t e r s i n c l u d e : t h e r m a l , m e c h a n i c a l a n d c h e m i c a l b e h a v i o r of t h e f u e l a n d c l a d d i n g , a b o v e a l l a f t e r i r r a d i a t i o n , t h e p r e s e n c e and, if a p p l i c a b l e , a d d i t i o n a l r e l e a s e o f f i s ^i c n p r o d u c t s d u r i n g t h e t r a n s i e n t , t r u e n u c l e a r h e a t g e n e r a t i o n . T h e t e s t s a r e p e r f o r m e d w i t h s h o r t l e n g t h s i n g l e r o d s ; t h e y c o n c e n t r a t e o n t h e s e c o n d h e a t u p p h a s e of a l o s s -o f -c o o l a n t a c c i d e n t ( L O C A ) .

  2. P a r t i c u l a r O b j e c t i v e sT h e i n v e s t i g a t i o n s a r e p e r f o r m e d u n d e r t w o i n d i v i d u a l t a s k s :-P N S 4237.1 : T e s t s w i t h n u c l e a r rod s ( v a r i a t i o n o f internal pressure a n d b u r n u p ) : N u c l e a r t e s t s -P N S 4 2 3 7 . 2 : C o m p a r a t i v e t e s t s w i t h e l e c t r i c a l l y h e a t e d f u e l r o d s i m u l a t o r s B S S ( v a r i a t i o n o f i n t e r n a l p r e s s u r e ) : R e f e r e n c e tests. 3. R e s e a r c h P r o g r a m 3.1 P N S 4237.1 : I t is p l a n n e d to c a r r y o u t 42 n u c l e a r t e s t s w i t h f r e s h a n d p r e i r r a d i a t e d s p e c i m e n s . S t a g e s of b u r n u p : 0 / 2 , 5 0 0 / 5 , 0 0 0 / 1 0 , 0 0 0 / 2 0 , 0 0 0 / 3 5 , 0 0 0 MWd/tjj. R a n g e of i n t e r n a l p r e s s u r e s : 45 t o 1 0 0 b a r . 3.2 P N S 4 2 3 7 . 2 : 25 n o n -n u c l e a r BSS t e s t s a r e p l a n n e d . R a n g e of i n t e r n a l p r e s s u r e s s i m i l a r to 3.1. D K = D a m p f-K o n t a m i n a t i o n = S t e a m -C o n t a m i n a t i o n 4.1 T e s t _ F a c i l i t i e s 4.1.1 T e s t L o o p B o t h t y p e s o f r o d s a r e u s e d in t h e D K loo p of t h e F R 2 . T h i s loop is o p e r a t e d b y s u p e r h e a t e d s t e a m of 60 bar, a t 300 -3 50 °C in t h e t e s t s e c t i o n , a n d w i t h a m a s s f l o w of 120 kg/h. B y m e a n s o f a q u i c k l y c l o s i n g v a l v e u p s t r e a m o f t h e t e s t s e c t i o n the c o o l a n t f l o w c a n be i n t e r r u p t e d a b r u p t l y t h u s i n i t i a t i n g the h e a t u p p h a s e . W h e n t he m ax i m u m t e m p e r a t u r e is r e a c h e d , the s p e c i m e n p o w e r is r e d u c e d b y r e a c t o r s c r a m or i n t e r r u p t i o n of t h e p o w e r s u p p l y r e s p e c t i v e l y . A s e p a r a t e waste-gas s y s t e m is a v a i l a b l e for t h e f i s s i o n p r o d u c t s e s c a p i n g f r o m t h e b u r s t n u c l e a r rod, w h i c h d e c o n t a m i n a t e s the w a s t e -g a s e s f r o m v o l a t i l e h a l o g e n s a n d n o b l e gases; s o l i d and l i q u i d i s o t o p e s are r e t a i n e d b y filters. 4 . 1 . 2 P r e i r r a d i a t i o n T h e t e s t r o d s ar e p r e i r r a d i a t e d in the F R 2 u p to the d e s i r e d t a r g e t b u r n u p . F o r e a c h b u r n u p six r o d s a re a s s e m b l e d to f o r m a p r e i r r a d i a t i o n rig s i m i l a r in its s t r u c t u r e to th a t of an F R 2 f u e l e l e m e n t . F or safety m o n i t o r i n g a n d d e t e r m i n a t i o n of the c o n d i t i o n of b u r n u p e a c h rig h as b e e n p r o v i d e d with: -1 d o u b l e T C at the D 00 inlet, ) z ) A T -d e t e r m i n a t i o n -1 d o u b l e T C at the D 20 outlet,) -1 v a n a d i u m d e t e c t o r a l l o w i n g to m e a s u r e the n e u t r o n flux d e n s i t y , -1 f l o w r a t e t r a n s d u c e r (turbine t y p e ) , -1 T C f or D ^O t e m p e r a t u r e m o n i t o r i n g . T h e m e a s u r e m e n t s i g n a l s are p r o c e s s e d in a s e p a r a t e m e a s u r e m e n t c o n s o l e . In t h i s c o n s o l e -t he r e s p e c t i v e p o w e r is d e t e r m i n e d f r o m AT a nd fl o w ra t e -t h e f l u x d e n s i t y is d e t e r m i n e d f r o m the d e t e c t o r s i g n a l s and s u m m e d u p to g i v e the fluency. T h e b u r n u p is o b t a i n e d fro m t h i s a n d t h e p o w e r history. S p e c i m e n w i t h d r a w a l from the p r e i r r a d i a t i o n rig, s p e c i m e n rig a s s e m b l y a n d s p e c i m e n i n s t r u m e n t a t i o n are c a r r i e d o u t in the F R 2 s h i e l d e d cell. Th i s r e q u i r e s s p e c i a l a u x i l i a r y devi c e s , such as -c o u p l i n g a n d w e l d i n g device, -2 c u t t i n g de v i c e s , -t e s t i n g v e s s e l w i t h e q u i p m e n t for leak t e s t i n g , -h a n d l i n g a n d t r a n s p o r t devices. U p o n c o m p l e t i o n of t he test the s p e c i m e n is s u b j e c t to e x a m i n a t i o n in th e n e u t r o n r a d i o g r a p h y f a c i l i t y (NERA) of t h e FR2. T h e r a d i o g r a p h s s e r v e as a p r e l i m i n a r y i n f o r m a t i o n a b o u t t he p o s i t i o n a n d s h a p e of b a l l o o n i n g s at t h e f u e l rod. In t he F R 2 s h i e l d e d cell the fuel r o d is s e p a r a t e d f r o m t he s p e c i m e n c a r r i e r a n d t r a n s p o r t e d to t h e H o t C e l l s for p o s t i r r a d i a t i o n e x a m i n a t i o n . Here, i n s t r u m e n t s a r e a v a i l a b l e for 4.1,3 Post-I r r a d i a t i o n Examination PIE -s p e c i m e n p h o t o g r a p h y , -d i m e n s i o n m e a s u r e m e n t , -X -r a y t e s t i n g , -m e t a l l o g r a p h i c e x a m i n a t i o n , -s a m p l e f a b r i c a t i o n for the r a d i o c h e m i c a l b u r n u p d e t e r m i n a t i o n s . 4.2 C o m p u t e r P r o g r a m s F o r p r e c a l c u l a t i o n a nd v e r i f i c a t i o n , r e s p e c t i v e l y , o f t h e t e s t s t h e f o l l o w i n g p r o g r a m s a r e a v a i l a b l e at I KE S t u t t g a r t (see c o o p e r a t i o n , p o i n t 8): -R E L A P 3 ( t h e r m o h y d r a u l i c program) -W A L H Y D 2D (heat c o n d u c t i o n p r o g r a m t a k i n g i n t o a c c o u n t t he r a d i a t i o n ) . T h e r e s u l t s of thi s t a s k are to be u s e d a l s o to v e r i f y t he S S Y S T p r o g r a m s y s t e m (see P N S 4231). 5. P r o g r e s s to D a t e 5.1 T h e P I E of the f i r s t t wo rods e x p o s e d to t r a n s i e n t s in O c t o b e r 1975 w a s m e a n w h i l e c o m p l e t e d in t h e H o t C e l l s ; o t h e r r o d s f r o m tests in 1976 a r e p r e s e n t l y exam i n e d . F i r s t p a r t i a l r e s u l t s of t h i s y e a r ' s f i r s t s p e c i m e n (A 2.1) a r e a v a i l a b l e . 5.2 A t o t a l of fi v e n u c l e a r te s t s w e r e p e r f o r m e d in 1976. T h r e e t e s t s c o m p l e t e d the s c o p i n g tes t series. In t h i s t e s t s e r i e s t h e i n t e r n a l p r e s s u r e a n d the a xial p o w e r p r o f i l e w e r e v a r i e d . T h e d e s i g n d a t a of m o d e r n P W R ' s (45 to 1 0 0 bar) w e r e t a k e n as t he b a s i s for t h e r a n g e of i n t e r n a l p r e s s u r e s . T h e i n t e r n a l p r e s s u r e w a s a d j u s t e d to 25 b a r in o n e of t h e tests.

  r c h 1976 ( a n t i c i p a t e d b u r n u p 2 0 , 0 0 0 M W d /t ) t h o s e t h r e e r i g s w h i c h a r e t o p r o v i d e t h e h i g h e s t of thes e l e c t e d b u r n u p s t a g e s (20/ 0 0 0 a n d t w o t i m e s 3 5 , 0 0 0 M Wd/ty) are in o p e r a t i o n now.

5. 4 A

 4 f t e r t he n e w o r i f i c e for s t e a m f l o w d e t e r m i n a t i o n h a d b e e n e x a c t l y m e a s u r e d a n d ca l i b r a t e d , it w a s e x c h a n g e d e a r l y t h i s y e a r a g a i n s t t he o l d o r i f i c e p r o v i d e d in t h e loop.

  o i n c r e a s e th e o x y g e n o f f e r d u r i n g t he t r a n s i e n t in the test s e c t i o n c a l c u l a t i o n s w e r e m a d e a b o u t the s m a l l e s t s t e a m m a s s fl o w -f e a s i b l e t e c h n i c a l l y , -g u a r a n t e e i n g a s u f f i c i e n t C^-o f f e r . C o n s i d e r a t i o n s c o n c e r n e d a c a p i l l a r y a l l o w i n g to set this m a s s flow.5.6 T h e e r r o r s in t h e d a t a a c q u i s i t i o n s y s t e m w e r e e l i m i n a t e d e arly t h i s y e a r so t h a t the CA L A S s y s t e m w a s a b l e to a s s u m e c o m p l e t e l o g g i n g of t h e d a t a m e a s u r e d d u r i n g t h e tests. 5.7 A f i r s t f a b r i c a t i o n se r i e s of t h e r m o c o u p l e s (TC) w a s b ought. C o m p a r e d w i t h t h e p r é f a b r i c a t i o n s e r i e s o n l y o n e m a j o r m o d i f i c a t i o n w a s s p e c i f i e d : I n s t e a d of the T C -s h e a t h m a d e of s t a i n l e s s steel I n c o n e l 6 0 0 is u s e d b e c a u s e of its b e t t e r r e s i s t a n c e a g a i n s t s c a l i n g in w a t e r vapor. 5.8 T h e f o l l o w i n g p r o b l e m s w e r e s t u d i e d on four n o n -p r e s s u r i z e d fuel rod s i m u l a t o r s (BSS) in six t e s t groups: -o p e r a t i n g b e h a v i o r of the h e a t e r rods, -h e a t u p b e h a v i o r u s i n g d i f f e r e n t p e l l e t m a t e r i a l s (Al^O^, UO^) -"true" c l a d d i n g t e m p e r a t u r e , -c o m p a r i s o n of t h e r m a l p o w e r w i t h e l e c t r i c a l power, -i n f l u e n c e of r e a c t o r p o w e r ( y -h e a t ) . 5.9 A d e s i g n c o n c e p t w a s e l a b o r a t e d for a BSS v e r s i o n a b l e to u n d e r g o b a l l o o n i n g . 5 . 1 0 C o m p a r ative c a l c u l a t i o n s w e r e p e r f o r m e d b y IKE S t u t t g a r t -c o n c e r n i n g the h e a t u p b e h a v i o r of t he r o d if e q u i p p e d w i t h A ^O ^ a n d U O 2 a n n u l a r pellets, r e s p e c t i v e l y ; -to v e r i f y t h e t e s t values. For th e f i r s t time, n e w v a l u e s w e r e u s e d for the s p e c i f i c h e a t c of Zry-4 ( a c c o r d i n g to MATPRO) w h i c h u n d e r g o e s a b r u p t c h a r g é s a b o v e 800 °C. 5.11 T o e v a l u a t e t h e te s t d a t a s t o r e d on m a g n e t i c t a p e a c o m p u t e r p r o g r a m w a s e s t a b l i s h e d a l l o w i n g to p r i n t o u t a n d p l o t t he m e a s u r e d d a t a as a f u n c t i o n of time. T h e fi r s t t e s t s h a v e a l r e a d y b e e n e v a l u a t e d u s i n g t h i s p r o g r a m . T h e p r o g r a m s e r v e s a b o v e all to p l o t the c l a d d i n g t u b e t e m p e r a t u r e s and i n t e r n a l p r e s s u r e v e r s u s the time. T h e d a t a p r i n t e d ou t p r o v i d e the b a s i s of the q u i c k l o o k d a t a sheet. 6. R e s u l t s 6.1 T h e e s s e n t i a l r e s u l t s f r o m PIE of t h e f i r s t b a l l o o n e d r o d are: -p e r m a n e n t e l o n g a t i o n of the r o d 5.5 m m -1.1 % o f a c t i v e zone -l e n g t h of b a l l o o n i n g a b o u t 60 mm, -m a x i m u m c i r c u m f e r e n t i a l i n c r e a s e at t he p o i n t of b a l l o o n i n g 65%, -l e n g t h of t he c r a c k 19 mm, -m a x i m u m c r a c k w i d t h 1.3 mm. T h e p i c t u r e s of t h e w h o l e rod sho w t h a t t h e r e a r e n o f u r t h e r b a l l o o n i n g s b e s i d e s the lar g e b a l l o o n i n g . T h e X -r a y p h o t o s s h o w b r o k e n p e l l e t s in t h e z o n e of b a l l o o n i n g w h i l s t t h e p e l l e t s t a c k is u n a f f e c t e d in t he n o n b a l l o o n e d zone. It a p p e a r s f r o m the t r a n s v e r s e s e c t i o n s in the zones of m a x i m u m a n d m o d e r a t e r a d i a l e l o n g a t i o n t h a t b a l l o o n i n g is a l m o s t c i r c u l a r in shape. 6.2 S i n c e t he P I E of the t e s t r o d s h a v e to be p e r f o r m e d in t he H o t Cells, th e r e s u l t s are a v a i l a b l e a f t e r r e l a t i v e l y long d e l a y s only. I m m e d i a t e l y a f t e r a t e s t o n l y d a t a c a n b e e v a l u a t e d w h i c h h a d b e e n r e c o r d e d d u r i n g the test. T h e m o s t i m p o r t a n t v a r i a b l e s a r e the b u r s t p r e s s u r e and t h e b u r s t t e m p e r a t u r e . A f t e r t h e s e q u a n t i t i e s h a d b e e n d e fined, the p e r t i n e n t r e s u l t s of o u r t e s t s w e r e c o m p a r e d w i t h o u t -o f -p i l e d a t a p u b l i s h e d b y o t h e r au t h o r s . It a p p e a r s that the i n -p i l e d a t a a r e w i t h i n the r a n g e of r e s u l t s o b t a i n e d o u t of pile. 6.3 T h e r e has b e e n no f a i l u r e so far d u r i n g i r r a d i a t i o n of t h e rods. S o m e d i s t u r b a n c e s o c c u r r i n g at the m e a s u r i n g e q u i p m e n t w e r e e l i m i n a t e d . 6.4 T h e c a l i b r a t i o n of the new m e a s u r i n g o r i f i c e y i e l d e d for t h e f l o w n u m b e r a: A l t h o u g h the tube diam e t e r , n o m i n a l w i d t h 10, is c l e a r l y b e l o w t he r a n g e of v a l i d i t y of 52 m m for s t a n d a r d o r i f i c e s , t he a -v a l u e e x a c t l y c o r r e s p o n d e d to the t a b u l a t e d v a l u e of t h e s t a n d a r d o r i f i c e a c c o r d i n g to D I N 1952, w i t h th e e x i s t i n g a p e r t u r e rat i o . 6.5 T h e s t e a m m a s s f l o w e n s u r i n g the d e s i r e d 0 2 ~o f f e r at t he s p e c i m e n w a s d e t e r m i n e d to be 0.2 kg/h. In this way, the c o o l i n g e f f e c t d u r i n g h e a t u p r e m a i n s s u f f i c i e n t l y low a n d w i t h r e s p e c t to t he s t e a m v e l o c i t y at t h e fuel r od the c o n d i t i o n s a r e s i m i l a r to t h a t in a L O C A of the PWR. T h e v a p o r f l o w is to b e r e a l i z e d w i t h a c a p i l l a r y of a b o u t 0 . 5 m m in s i d e w i d t h a n d 12.5 m length. 6.6 T h e C A L A S d a t a a c q u i s i t i o n s y s t e m has p e r f o r m e d in a r e l i a b l e m a n n e r a n d w i t h o u t m a j o r d i s t u r b a n c e s . 6.7 In T C -f a b r i c a t i o n d i f f i c u l t i e s w e r e e n c o u n t e r e d d u r i n g h a m m e r i n g of p l a t i n u m jackets: T h e r e q u i r e d s h e a r f o r c e s of at l e a s t 100 N w e r e n o t a c h i e v e d .

  i n f l u e n c e o n h a m m ering. The b e s t r e s u l t s w e r e o b t a i n e d w i t h t = 0 . 1 3 to 0 . 1 5 mm. T h e r e f o r e , o n l y TC s h e a t h s h a v i n g t h i s w a l l t h i c k n e s s w i l l be u s e d in future.6.8 In a ll th e t e s t s t he h e a t e r rods h a v e p e r f o r m e d w i t h o u t fault.T h e i r p r i n c i p l e of d e s i g n can be a d o p t e d for t he d e s i g n of r e f e r e n c e rods.

6 . 1 0 3 T i t l e 1 (

 6131 a n d a r d v a l u e s at 400°C) a c c o r d i n g to S t e i n e r , IKE Q u a r t e r l y Report, unpublished T h e t e s t s r e l a t i n g to the "true" c l a d d i n g t u b e t e m p e r a t u r e y i e l d e d l i t t l e d e p e n d e n c e of the t e m p e r a t u r e d i f f e r e n c e b e t w e e n the w a l l a n d t h e s u r f a c e TC's on the t e m p e r a t u r e level, b u t a c l e a r d e p e n d e n c e o n t h e s p e c i m e n power. T h i s a l l o w s to e s t a b l i s h a c o r r e c t i n g v a l u e o f 75 + 3 5 K f o r the 50 W / c m e l e c t r i c power. T h e s c a t t e r i n g r a n g e of + 3 5K is a t t r i b u t a b l e to the e x t e r n a l T C ' s w h i c h a r e m o r e or l e s s c l o s e l y f i x e d to the c l a d d i n g tube. A f t e r e x a m i n a t i o n of the m e a s u r i n g d e v i c e s for p o w e r d e t e r m i n a t i o n t h e i n f l u e n c e of t h e T C c o n f i g u r a t i o n in t he test r i g r e m a i n s as a p o s s i b l e so u r c e of error. It is a s s u m e d that as a r e s u l t of i n a d e q u a t e m i x i n g s t r e a m f i l a m e n t s of d i f f e r e n t t e m p e r a t u r e s a r e f o r m e d so that t h e A T -m e a s u r e m e n t b e c o m e s e r r o n e o u s . N e i t h e r c a n a leak s t r e a m in t h e h e a d of t h e t e s t rig b e e x c l u d e d c o m p l e t e l y , w h i c h f a l s i f i e s t h e m a s s f l o w i n d ication. It h a s b e e n d e m o n s t r a t e d by the BSS 06 c a l o r i m e t e r t h a t e r r o r s o u r c e s a r i s i n g o u t s i d e the r e a c t o r r i g c a n b e e x c l u d e d .T he d e v i a t i o n b e t w e e n the t h e r m a l a n d e l e c t r i c a l p o w e r a m o u n t e d no t h i g h e r t h a n 2,5 W / c m in t h i s case. T h e i n f l u e n c e of r e a c t o r p o w e r o n t r a n s i e n t h e a t u p a p p e a r e d to be v e r y low. T h i s is c o n f i r m e d by t he r e s u l t s of e a r l i e r B S S t ests a nd of c a l c u l a t i o n s made: A n e s t i m a t e b a s e d o n m e a s u r e d t e m p e r a t u r e v a l u e s y i e l d e d a p o w e r c o n t r i b u t i o n b y r e a c t o r o p e r a t i o n of a b o u t 0 . 5 W / c m . O b v i o u s l y , t h e r e f e r e n c e tests h a v e n o t to b e c o n d u c t e d at r e a c t o r p o w e r . 6.9 T h e D I L O d o u b l e s c r e w c o u p l i n g at t h e h e a d of t h e t e s t rig is r e p l a c e d b y a n e x p l o s i o n w e l d e d j o i n t b e t w e e n t he Z r y -c l a d d i n g a nd t h e s t a i n l e s s s t e e l s p e c i m e n c a r r i e r tube. If t h e C p -v a l u e s a c c o r d i n g to M A T P R O a r e t a k e n i n t o ac c o u n t , the c a l c u l a t e d p l o t s g i v e a b e t t e r a p p r o x i m a t i o n to t h e t e s t c u r v e in t h e u p p e r t e m p e r a t u r e r a n g e a b o v e 800°C. -226 -7. N e x t S t e p s T h e t e s t s e r i e s B c o m p r i s i n g f r e s h n u c l e a r r o d s w i l l b e c o n t i n u e d . S i x t e s t s h a v e s t i l l to b e m a d e w i t h i n t h i s s e r i e s . A l s o in t h e f u t u r e p r i o r i t y w i l l b e g i v e n to the n u c l e a r r o d t e s t s as a g a i n s t t h e B S S tests. A s a p r e p a r a t i o n of t e s t s w i t h p r e i r r a d i a t e d r o d s t e s t i n g w i l l s t a r t of t h e H o t -C e l l c o m p o n e n t s (coupling, w e l d i n g , i n s p e c t i o n a n d h a n d l i n g d e v i c e s ) . T h e p r e i r r a d i a t i o n in t he FR2 r e a c t o r t h r e e r i g s c o n t a i n i n g s i x r o d s e a c h w i l l b e c o n t i n u e d It is i n t e n d e d to insert, c a l i b r a t e and t e s t t h e b y p a s s s y s t e m e n s u r i n g t he C ^-o f f e r . A r r a n g e m e n t s h a v e s t a r t e d to p r o v i d e r e p l a c e m e n t p a r t s for t h e p r e s s u r e t u b e a n d i m m e r s i o n t u b e of t he i n -p i l e s e c t i o n of t h e l o o p s i n c e t h e s e c o m p o n e n t s w i l l r e a c h the a d m i s s i b l e s e r v i c e li f e the f o r e s e e a b l e f u t u r e . S t u d i e s w i l l c o n t i n u e o n the d e v i a t i o n s in p o w e r d e t e r m i n a t i o n by a s p e c i a l B S S test. 8. R e l a t i o n w i t h O t h e r P r o j e c t s T h e t h e r m o d y n a m i c p r e c a l c u l a t i o n s and v e r i f i c a t i o n s of e v e n t s t a k i n g p l a c e in the i n -p i l e t e s t s e c t i o n a r e p e r f o r m e d t o g e t h e r w i t h IKE S t u t t g a r t u s i n g c o m p u t e r p r o g r a m s . T h e t a s k m a k e s p a r t of t he PNS 4230 p r o g r a m a n d t h u s it is c l o s e l y l i n k e d to t he P N S 4235, 4236, 4238 and 4239 t a s k s t a c k l e d b y IMF, IRE a n d IRB. T h e m e t a l l u r g i c a l e v a l u a t i o n of the t e s t r o d s is p e r f o r m e d j o i n t l y w i t h IMF. IRB d e v e l o p s a n d p r o v i d e s the h e a t e r rod s f o r t h e f u e l r o d s i m u l a t o r s . 9. R e f e r e n c e s 9.1 P u b l i c a t i o n s E. Karb, G. H a r b a u e r , W. Legner, L. Se p o l d , K. W a g n e r : " T h e o r e t i s c h e u n d e x p e r i m e n t e l l e U n t e r s u c h u n g e n z ur G a s s t r o m u n g in L W R -B r e n n s t a b e n b e i Kiihlmitte l v e r l u s t s t o r f a l i e n " , KFK -Bericht 2411 , D e c e m b e r 1976 10. D e g r e e of A v a i l a b i l i t y of the R e p o r t s Unrestricted distribution -227 C l a s s i f i c a t i o n : 1*O r i g i n a l L a n g u a g e ) : C O U N T R Y : B RD Untersuchungen zur Wechselwirkung zwischen aufblähen den Zircaloy-Hüllen und einsetzender Kernnotkühlung (PNS 4238 -1. 1. 3, Jahresbericht A 76) l e 2 ( E n g l i s h ) : Investigations on the Interaction ^f g ^L e a d e r : K. Wiehr/IRB between Ballooning Zircaloy Claddings and the Reflooding Emergency Core Cooling Water I n i t i a t e d ( D a t e ) : C o m p l e t e d ( D a t e ) : 197 3 1980 S t a t u s :L a s t U p d a t i n g ( D a t e ) : Continuing3 1, 12.1976 

65 °C 4 .The e x p e r i m e n t s w i l l be c a r r i e d out w i t h n e w l y d e v e l o p e d f u e l r o d s i m u l a t o r s w i t h 3 *istic, o f t he c a p i l l a r y p r e s s u r e m e a s u r i n g s y s t e m a n d on the d e f o r m a t i o n a n d b e n d i n g of z i r c a l o y c l a d d i n g s d u r i n g b a l l o o n i n g -E x p e r i m e n t s o n s h o r t e n e d fuel rod s i m u l a t o r s to a s s e s s s e p a r a t e e f f e c t s of t h e b a l l o o n i n g p r o c e s s of z i r c a l o y c l a d d i n g s -

 6543s 3. R e s e a r c h p r o g r a mTh e e x p e r i m e n t s have begun with separate effect tests related to heat trans po r t i n s i d e t he fuel r o d s i m ulator, to i n n e r gas f l o w in t he g a p b e t w e e n c l a d d i n g a n d p e l l e t s and to d e f o r m a t i o n m e c h a n i s m of t h e c l a d d i n g . W i t h t h e s e t e s t s p e r f o r m e d on s h o r t e n e d f u e l r o d s i m u l a t o r s a n d u n d e r s i m p l i f i e d c o n d i t i o n s t h e c o r r e s p o n d i n g m o d u l i of t h e S S Y S T -c o d e w i l l be d e v e l o p e d a n d v e r i f i e d . Th e i n t e g r a l tes t s w i t h a 5x5 r o d a r r a y a re c o n c e n t r a t e d , f o r t h e t i m e be i n g , on s i n g l e r o d t e s t s in a s t e a m a t m o s p h e r e a n d u n d e r f l o o d i n g c o n d i t i o n s in o r d e r to i n v e s t i g a t e the d e t a i l e d b a l l o o n i n g m e c h a n i s m . A f t e r s u f f i c i e n t u n d e r s t a n d i n g of the s i n g l e r o d f a i l u r e m e c h a n i s m has b e e n g e n e r a t e d the t e s t s w i l l be e x t e n d e d to b u n d l e t e s t s f o r i n v e s t i g a t i o n s of r o d -t o -r o d i n t e r a c t i o n a n d f a i l u r e p r o p a g a t i o n . The test p a r a m e t e r s w i l l be v a r i e d in the f o l l o w i n g ran g e : r o d p o w e r 24 to 80 W / c m a x i a l p o w e r p r o f i l e s t e p p e d p r o f i l e a n d c o s i n e -s h à p e d p r o f i l e c l a d d i n g t e m p e r a t u r e at b e g i n n i n g of f l o o d i n g 600 to 900° C p r e s s u r e d i f f e r e n c e a c r o s s c l a d d i n g 20 to 100 b a r s y s t e m p r e s s u r e 1 to 4.5 b a r f l o o d i n g r a t e (cold) 1 to 30 cm/ s w a t e r i n l e t -t e m p e r a t u r e 25 to E x p e r i m e n t a l f a c i l i t i e s 90 m h e a t e d length, a x i a l p o w e r p r o f i l e a n d a t o t a l l e n g t h of 5 m. T h e f u e l r o d s i m u l a t o r s are a s s e m b l e d to a 5x5 a r r a y a n d i n s t a l l e d in the test s e c t i o n of the test rig. T h e tes t r i g is a b l e to s i m u l a t e th e p r o c e s s e s d u r i n g the r e f i l l a n d r e f l o o d i n g p h a s e s of a L0CA. T h e test r i g is a c l o s e d loop s y s t e m w i t h s t e a m a n d w a t e r c i r c u i t s . Th e w a t e r c i r c u i t d e l i v e r s the c o o l i n g w a t e r i n t o t h e t e s t s e c t i o n at d i f f e r e n t f l o o d i n g r a t e s a n d i n l e t -t e m p e r a t u r e s . T h e e l e c t r i c a l p o w e r c o n t r o l o f the f u e l r o d s i m u l a t o r s w i l l be d o n e by an a u t o m a t i c s y s t e m w h i c h c a n a d j u s t t he p o w e r a c c o r d i n g to the d e c a y heat. X -r a y p e n e t r a t i o n w i t h a c a m e r a wi l l be u s e d for o b s e r v a t i o n a nd r e c o r d i n g o f the b a l l o o n i n g process. F o r t e m p e r a t u r e m e a s u r e m e n t of the b a l l o o n i n g c l a d d i n g a s p e c i a l d e v i c e w i t h a t w o -c o l o u r p y r o m e t e r has b e e n d e v e l o p e d . The i n t e r n a l gas p r e s s u r e in the b a l l o o n i n g zone w i l l b e m e a s u r e d by m e a n s of a c a p i l l a r y w i t h a m i c r o -p r e s s u r e straing a u g e t r a n s d u c e r . T h e 130 e x p e r i m e n t a l data are r e c o r d e d by a fast dat a a c q u i s i t i o n s y s t e m at a s c a n n i n g f r e q u e n c y of 10 kHz a n d t en tim e s p e r s econd. A fast data line w i t h t e r m i n a l s a n d v i d e o d i s p l a y s is u s e d to p r o c e s s the m e a s u r e d d a t a by the C A L A S -s y s t e m . 5. P r o g r e s s to D a t e T h e f o l l o w i n g t a s k s ha v e b e e n l a r g e l y c o m p l e t e d : -D e v e l o p m e n t a n d t e s t i n g of the fuel r o d s i m u l a t o r s -C h a r a c t e r i z a t i o n o f * t h e fuel r od s i m u l a t o r s w i t h r e g a r d to t e m p e r a t u r e d i s t r i b u t i o n -C o m m i s s i o n i n g of the test r ig -S e t -u p of s e p a r a t e test rigs for c a l i b r a t i n g u n c o n v e n t i o n a l m e a s u r i n g d e v i c e s -T h e o r e t i c a l s t u d i e s a n d c a l c u l a t i o n s on the t h e r m a l a n d gas d y n a m i c s b e h a v i o r of t h e fu e l ro d s i m u l a t o r s , on the r e s p o n s e t i m e c h a r a c t e r F i r s t b u r s t t e s t on a fuel rod s i m u l a t o r w i t h 3,90 m h e a t e d le n g t h a n d o n a x i a l p o w e r p r o file.
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 6 R e s u l t s F o r c h a r a c t e r i z a t i o n of t he fuel r o d s i m u l a t o r s w i t h r e g a r d to the t e m p e r a t u r e d i s t r i b u t i o n a p h o t o g r a p h i c m e t h o d in c o n n e c t i o n w i t h a n e v a l u a t i o n of the f i lms by m i c r o -d e n s i t o m e t e r w i t h r e s p e c t to d i f f e r e n t b l a c k n e s s e s has b e e n p r o v e d s u c c e s s f u l l y . F u r t h e r p o t e n t i a l s for i m p r o v i n g the fuel r o d s i m u l a t o r s w e r e i d e n t i f i e d by t h i s m e t h o d . T h e h e a t e d rods e x h i b i t e d a g o o d a x i a l t e m p e r a t u r e d i s t r i b u t i o n w i t h s m a l l l o c a l t e m p e r a t u r e d e v i a t i o n s . F u r t h e r m o r e it has b e e n s h o w n t h a t s u c h t e m p e r a t u r e d i f f e r e n c e s on the h e a t e r r o d w i l l be d a m p e d s u b s t a n t i a l l y up to the z i r c a l o y c l a d d i n g of the fuel r o d s i m u l a t o r . The i n t e r n a l d e s i g n of the fuel r od s i m u l a t o r w a s f i x e d b y o p t i m i z a t i o n c a l c u l a t i o n s w i t h a n o n -s t e a d y state heat c o n d u c t i o n p r o g r a m . A c o m p a r i so n of c a l c u l a t e d c l a d d i n g t e m p e r a t u r e t r a n s i e n t s of t he fu e l r o d s i m u l a t o r a n d a n u c l e a r fuel r o d in a q u a s i -s t e a d y s t a t e a d i a b a t i c h e a t -u p p h a s e f o l l o w e d by d i f f e r e n t c o o l i n g p e r i o d s e x h i b i t e d a g o o d a g r e e m e n t . F o r e x p e r i m e n t a l v e r i f i c a t i o n of the t h e r m a l b e h a v i o r o f the f u e l r o d s i m u l a t o r s t e a d y st a t e a n d n o n -s t e a d y s tate e x p e r i m e n t s w e r e p e r f o r m e d . A l l e x p e r i m e n t s a n d c a l c u l a t i o n s p r o v e d the g o o d t h e r m a l s i m u l a t i o n q u a l i t y of the f u e l r o d simulator. To o b t a i n i n f o r m a t i o n on the s i g n i f i c a n c e of t h e gas f l o w in the fuel r o d s i m u l a t o r f r o m the p l e n a to the b a l l o o n i n g a r e a f u r t h e r t h e o r e t i c a l w o r k has b e e n c a r r i e d out. Such a gas f l o w t h r o u g h t h e a n n u l u s b e t w e e n p e l l e t s a n d c l a d d i n g i n f l u e n c e s the p r e s s u r e in t he b a l l o o n a n d t h e r e fore t h e w h o l e d e f o r m a t i o n b e h a v i o r of the c l a d d i n g . A q u a s i -c o m p r e s sible, q u a s i -s t e a d y -s t a t e gas flow m o d e l w a s d e r i v e d /8/ a n d t e s t e d by e x p e r i m e n t s . F r o m t h e s e e x p e r i m e n t s , f r i c t i o n f a c t o r s w e r e e v a l u a t e d . In the s m o o t h a n n u l i , the laws for l a m i n a r f l o w a n d f o r f u l l y d e v e l o p e d t u r b u l e n t f l o w in s m o o t h g e o m e t r i e s are v e r i f i e d w e l l . It c a n b e s e e n that f or l a m i n a r f l o w t he H a g e n -n u m b e r in t he f r i c t i o n f a c t o r f = H a / R e is d e p e n d i n g s y s t e m a t i c a l l y f r o m the h y d r a u l i c d i a m e t e r of t h e a n n u l u s , w h e r e a s t he t u r b u l e n t f l o w is i n d e p e n d e n t f r o m t h e d i m e n s i o n s of t h e a n n u l u s . P e l l e t s h i n d e r t h e f o r m a t i o n of l a m i n a r flow. In c o m p a r i s o n w i t h l a m i n a r f l o w in s m o o t h g e o m e t r i e s , a n i n c r e a s e of t h e f r i c t i o n f a c t o r s c a n be s t a t e d e v e n at low R e y n o l d n u m b e r s .

F i r s-

  t t e s t c a l c u l a t i o n s by a p p l y i n g the f l o w m o d e l to s i m u l a t e b a l l o o n i n g p r o c e s s e s s h o w t h a t only s m all gap w i d t h s r e s u l t in s u b s t a n t i a l p r e s s u r e d i f f e r e n c e s w h e r e a s l arge gap w i d t h s giv e o n l y sma l l d e v i a t i o n s b e t w e e n b a l l o o n a n d p l e n a pres s u r e s . C o n s e q u e n t l y , the i n f l u e n c e of ga p w i d t h s o n t h e m a s s f l o w b e t w e e n p l e n a a n d b a l l o o n is low. A f u r t h e r r e s u l t of t h e s e test c a l c u l a t i o n s is that f o r gas f l o w d u r i n g b a l l o o n i n g t h e r e g i o n of l o w R e y n o l d s n u m b e r s is of s p e c i a l in t e r e s t . F o r m e a s u r i n g t he i n t e r n a l gas p r e s s u r e of the fuel r o d s i m u l a t o r in th e a r e a of th e b a l l o o n a s p e c i a l m e a s u r i n g s y s t e m w i t h m i n i m i z e d d i m e n s i o n s , c o n s i s t i n g of a c a p i l l a r y a n d a m i c r o s t r a i n g a u g e p r e s s u r e t r a n s d u c e r w i t h a v e r y small m e a s u r i n g c h a m b e r has b e e n d e v e l o p e d . F or e v a l u a t i n g the p r e s s u r e signal, b asic t h e o r e t i c a l w o r k on the r e s p o n s e t i m e c h a r a c t e r i s t i c of this m e a s u r i n g s y s t e m has b e e n p e r f o r m e d . It has b e e n p r o v e d t h a t thi s r e s p o n s e m e a s u r i n g s y s t e m l ends i t s e l f w e l l to d e t e r m i n e t he l o c a l b a l l o o n i n g and bu r s t p r e s s u r e in fuel r o d s i m u l a tors. H e a t -u p a n d b u r s t tes t s w i t h fuel r o d s i m u l a t o r s u n d e r i n t e r n a l o v e r p r e s s u r e e x h i b i t e d c i r c u m f e r e n t i a l t e m p e r a t u r e d i s t r i b u t i o n s , a clad l i f t i n g o n t h e c o l d e r side an d a s u b s e q u e n t r u p t u r e on the h o t t e r side, w h i c h d i d not lift f r o m the pellets. This s p e c i a l d e f o r m a t i o n p a t t e r n of th e z i r c a l o y c l a d d i n g s m ay be p r o d u c e d by a n i s o t r o p y e f f e c t s of the z i r c a l o y m a t e r i a l a n d / o r by m e c h a n i c a l forces. To c l a r i f y the i n f l u e n c e of e v e n t u a l m e c h a n i c a l effects, the f o rces a n d m o m e n t u m s i n d u c e d by d i f f e r e n t t h e r m a l e x p a n s i o n s of h e a t e r r o d a n d z i r c a l o y c l a d d i n g and t r a n s m i t t e d to the c l a d d i n g h a v e b e e n c a l c u l a t e d . It has b e e n s h o w n that in t h e i n e l a s t i c r e g i o n the c l a d d i n g gi v e s w a y to t he p a i r s of m o m e n t u m s b u i l t up in the e l a stic r e gion. This m a y r e s u l t in the s p e c i a l d e f o r m a t i o n p a t t e r n d e s c r i b e d above. It r e m a i n s to be s t u d i e d by f u r t h e r e x p e r i m e n t s and t h e o r e t i c a l e v a l u a t i o n s if the a n i s o t r o p y e f f e c t h a s p o s s i b l y the p r e d o m i n a n t i n f l u e n c e . B a l l o o n i n g e x p e r i m e n t s on s h o r t e n e d , i n d i r e c t l y h e a t e d fue l r o d s i m u l a t o r s b r o u g h t t he f o l l o w i n g results: At a n i n t e r n a l r o d p r e s s u r e of 70 b a r c i r c u m f e r e n t i a l b u r s t s t r a i n s in the o r d e r of 36/S w e r e found; h i g h e r i n t e r n a l r o d p r e s s u r e s r e s u l t in l o w e r strains. -T h e v a l u e s d e t e r m i n e d for the s t r a i n r a t e a n d t e m p e r a t u r e c o r r e s p o n d to n o r m a l p l a s t i c beha v i o r . -D e p e n d i n g on the d e v e l o p m e n t of s t r a i n i n g , t h e r e m a y be a z i m u t h a l t e m p e r a t u r e d i f f e r e n c e s on the z i r c a l o y c l a d d i n g of up to 100 K. -T he z i r c a l o y c l a d d i n g a l ways b u r s t s at the h o t t e s t spot w i t h the h i g h e s t strain, i.e., the most p r o n o u n c e d w e a k e n i n g of the w a l l t h i c k n e s s . -T h e s u r f a c e line of the c l a d d i n g tube on w h i c h t h e p o i n t of r u p t u r e is l o c a t e d in m o s t cases is a s t r a i g h t line; it p r a c t i c a l l y does not r a i s e a b o v e its hea t source. -T h e o p p o s i t e c o l d e r side of the r o d shows a m a r k e d l i f t i n g of the z i r c a l o y c l a d d i n g tube w i t h o u t any w e a k e n i n g of t he w a l l t h i c k n e s s . To c l a r i f y the s p e c i f i c d e f o r m a t i o n sha p e of t h e c l a d d i n g s o b s e r v e d at t h e s e t e s t s some e x p e r i m e n t s w i t h d i r e c t l y h e a t e d e m p t y t u b e s p e c i m e n s h a v e b e e n p e r f o r m e d . T h e s e tests r e s u l t e d in c i r c u m f e r e n t i a l b u r s t s t r a i n s o v e r 100 % a n d a x i a l s h r i n k a g e s of the b u r s t z i r c a l o y c l a d d i n g s . At r e c e n t e x p e r i m e n t s w i t h i n d i r e c t l y h e a t e d f u e l r o d s i m u l a t o r s w i t h 325 m m h e a t e d l e n g t h a x i a l s h r i n k a g e s of the z i r c a l o y c l a d d i n g s w e r e m e a s u r e d as well, a f t e r h a v i n g m o d i f i e d the i n t e r n a l s t r u c t u r e in a way, t ha t no m o r e i n t e r n a l c o n s t r a i n t s occur. C i r c u m f e r e n t i a l b u r s t s t r a i n s o f a b o u t 30 % a n d a x i a l s h r i n k a g e s of a b o u t 1,5 m m w e r e d e t e r m i n e d .T h e s e d a t a are w e l l w i t h i n the lo w e r s c a t t e r b a n d of the b u r s t s t r a i n s m e a s u r e d at p r e v i o u s tests. T h e test r i g for f u l l -l e n g t h b u n d l e tests h a s b e e n c o m m i s s i o n e d . T h e f i rst f u l l -l e n g t h fue l r o d s i m u l a t o r w i t h a s t e p p e d a x i a l p o w e r p r o f i l e has b e e n s u b j e c t e d to a b u r s t test w i t h s u b s e q u e n t f l o o d i n g . T h e r e s u l t i n g b u r s t s t r a i n a m o u n t e d to 27# at a b u r s t p r e s s u r e of 76 b a r a n d a b u r s t t e m p e r a t u r e of 8o8° C. The c i r c u m f e r e n t i a l s t r a i n s m e a s u r e d o v e r the t o t a l h e a t e d l e n g t h of 3900 m m e x h i b i t e d a n e x t r e m e l y h i g h s e n s i t i v i t y to the d i f f e r e n t t e m p e r a t u r e s in t he g e n e r a l p o w e r s t e p sas w e l l to l o c a l t h e r m a l and m e c h a n i c a l i n f l u e n c e s c a u s e d by sp a c e r s a n d t h e r m o c o u p l e s . T h e c l a d d i n g a r o u n d the b u r s t has the sam e d e f o r m a t i o n s h a p e k n o w n f r o m the p r e v i o u s tes t s w i t h s h o r t e n e d fuel r o d s i m u l a t o r s e.g. s t r a i g h t s u r f a c e line at t he sid e of r u p t u r e , l i f t e d o p p p o s i t e side.7. N e x t S t e p s I m p o r t a n t s t e p s to be t a k e n i n c l u d e th e f o l l o w i n g m a i n as p e c t s : -s e p a r a t e e f f e c t t e s t s on s h o r t e n e d fue l r o d s i m u l a t o r s to the b a l l o o n i n g p r o c e s s -s i n g l e r o d t e s t s on f u l l -l e n g t h fuel r o d s i m u l a t o r s -p r e l i m i n a r y m e a s u r e m e n t s f or b u n d l e tests -t e s t i n g a n d c a l i b r a t i n g of several u n c o n v e n t i o n a l m e a s u r i n g de v i c e s -t h e o r e t i c a l w o r k on e v a l u a t i o n of t h e e x p e r i m e n t s a n d v e r i f i c a t i o n of t he S S Y S T m o d u l D R U S P A . 8. R e l a t i o n w i t h o t h e r p r o j e c t s O t h e r t h e o r e t i c a l a n d e x p e r i m e n t a l i n v e s t i g a t i o n s o n f u e l r o d b e h a v i o r d u r i n g a L O C A p e r f o r m e d by G f K (PNS 4231, 4235, 4236, 4237, 4239) an d K W U (RS 107) a n d o n t r a n s i e n t events in the r e a c t o r co r e a n d p r i m a r y c i r c u i t in t he l o w p r e s s u r e p h a s e of a LOCA, p e r f o r m e d by K WU (RS 36). 9. R e f e r e n c e s /I/ 1st P N S -S e m i -A n n u a l R e p o r t 1974, P N S -S e m i -A n n u a l R e p o r t 1974, K F K 2 13 0 ( G e r m a n w i t h E n g l i s h a b s t r a c t s ) /3/ 1st P N S -S e m i -A n n u a l R e p o r t 1975, K F K 2 195 ( G e r m a n w i t h E n g l i s h a b s t r a c t s ) P N S -S e m i -A n n u a l Report 1975, K F K 2262 ( G e r m a n w i t h E n g l i s h a b s t r a c t s ) /5/ 1st P N S -S e m i -A n n u a l Report 1976, K F K 2375 ( G e r m a n w i t h E n g l i s h a b s t r a c t s ) /6/ F. E r b a c h e r , H.J. N e i t z e l , M. R e i m a n n , K. W i e h r " O u t -o f -p i l e V e r s u c h e zum A u f b l ä h v o r g a n g v o n Z i r c a l o y -B r e n n s t a bh ü l l e n in d e r N i e d e r d r u c k p h a s e e ines K ü h l m i t t e l v e r l u s t s t ö r f a l l e s " R e a k t o r t a g u n g 1976, D ü s s e l d o r f 30. M ä r z -2. A p r i l /7/ F. E r b a c h e r , H.J. N e i t z e l , M. R e i m a n n , K. W i e h r ?l0 u t -o f -P i l e E x p e r i m e n t s on B a l l o o n i n g in Z i r c a l o y F u e l R o d C l a d d i n g s in the L o w P r e s s u r e P h a s e of a L o s s -o f -C o o l a n t A c c i d e n t " P a p e r SNI 8/25, S p e c i a l i s t s M e e t i n g on t h e b e h a v i o r of w a t e r r e a c t o r fue l e l e m e n t s u n d e r a c c i d e n t c o n d i t i o n s , S p a t i n d , N o r w a y , 1 3 t h -16t h S e p t e m b e r 1976 /8/ M. R e i m a n n " A n a l y t i s c h e U n t e r s u c h u n g v o n G a s s t r ö m u n g e n in R i n g s p a l t e n b e i m A u f b l ä h v o r g a n g v o n Z i r k a l o y -H ü l l r o h r e n " K F K 2280, M a i 1976 10. D e g r e e of A v a i l a b i l i t y of the R e p o r t s U n r e s t r i c t e d d i s t r i b u t i o n . aim In pile investigation of fuel behaviour (pins and bundles) in operating conditions representative of malfunctioning in Water Reactors, by an experimental loop named SARA to be built in the ESSOR reactor.2 . Particular objectives 2.1.. Assessment of the loop performances 2.2. Production of experimental data on intpile fuel behaviour 2.3. Verification of the computer codes for accident analysis 3. Experimental facilities and programme Besides the operation in steady conditions for both the boiling and the pressurized mode, the SARA loop can attain a wide variety of abnormal conditions by suitable transient control actions on loop system pressure and flow distribution. The thermohydraulic performance of the loop to a good precision is insured by carry ing out tests in an identical electrically heated test section.
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 3317 P O N S O R I N G .C O U N T R Y : Commission of' the European Communities O R G A N I S A T I O N : JRC -Ispra D ATE I N I T I A T E D : 1974-DATE C O M P L E T E D : 1976 -P R O J E C T L E A D E R : W.H u f schmidt/H. Lauer D e s c r i p t i o n : 1 . General aim Investigation and visualization of transient boiling conditions, 2. Particular objectives To study the transient boiling conditions in the pressure range of 1-5 bars for several quenching body shapes, inlet subcooline conditions and initial temperatures between 200 and 800°C (which covers the whole interesting range for fuel rod and pressure ves sel f l o o d i n g ) . Experimental facilities and programme Quenching facility with flooding and expansion vessel. The characteristics of this facility are : Progress to date The stud}' has been completed at the end of 1976. 5# Next steps Evaluation of the experimental data and preparation of the final report. O E C D N U C L E A R E N E R G Y A G E N C Y -38, B o u l e v a r d S u c h e t , 7 5 0 1 6 P A H I S T e l e x : 6 3 0 6 6 8 A E N N E A -T e l : 5 2 4 8 2 -0 0 -244 -6. Relation with other projectsThe programme has been planned so as to be complementary to other work in the quenching field#The expected total investment from the CEC is 65*000 ua which includes the cost of the facility and the running costs.-245 -11 --------------.........'■ *........ ........... ............. the fuel rod (including rapid transient changes).
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 1 the Nuclear Safety Research. Index is to help avoid unnecessary duplication of effort in nuclear safety research. It does this "by keeping participating OECD Countries abreast of one another* s currently developing research projects and computer codes. Successive annual editions thus provide a fundamental information source for initiation of ex change of detailed data and co-operative programme planning directly "between the organisations concerned. The index is divided into three sections: i) Water Reactors (Volumes I and II) ii) Fast Reactors (Volume III) iii) Computer Codes (Volume IV) In each section, the project/code descriptions are classed by research subject, and alphabetically by country or international organisation within each subject. A project/code description classed under several subjects has been placed in the first classifi cation; remaining references to the item are made in the Table of Contents in the "See also:" list under the appropriate following subject headings. All descriptions are in English or French, the title of the item in the Table of Contents being listed accordingly. Enquiries regarding the submission of additional contributions to the Index or to obtain additional copies should be addressed to: More detailed information about a project or code of interest should be requested directly from the performing organisation. The information in this compilation is provided by the national authorities,and neither the OECD nor the national authorities assume any liability for the accuracy thereof. Experiments on determination and FRG limitation of fission and activation product release during core meltdown See also pages 270, 437, 438 and 441 5*3 Retention (e.g. plate-out, wash out, fiItration) Evaporation plant for low and Austria medium level liquid wastes Radioactive pollutants in the post ERG accident atmosphere of the LWRcontainment Separation of Krypton and Xenon from the offgas of nuclear facilities Post accident recirculation air cleanup for fission product removal from the containment atmosphere Development of off-gas filters for reprocesssing plants Determination of radioiodine species in the exhaust air of Dynamic loading (e.g. pressures, pressure differential, pressure waves, jet forces, internai missiles) and temperature loading Containment response Eléments absorbeurs d fénergie pour la conception des bridages de tuyauteries (Energy absorber elements for pipe whip restraints) Behaviour of concrete containment under overpressure conditions Conséquences d'un LOCA sur 1 1 enceinte : Etude de 1 1 écoulement du brouillard entre les casemates d'une enceinte de confinement: programme REBECA (Mist flow between subconpartments of a containment: REBECA project) Conséquences d Tun LOCA sur l'enceinte de confinement. Etude de la condensation sur un mur d'un mélange air-vapeur dans des conditions transitoires programme ECOTRA (Study on the condensation on a wall of an air steam mixture in transient conditions in a LOCA accident. et appareillages d !essais pour France le contrôle de l'instrumentation (Method and test device for instrumentation control) Test en ligne des capteurs France (On-line method for testing of instrumentation) Qualification de la mesure France neutronique à grande dynamique (Qualification of wide range nuclear instrumentation) Critères de sûreté pour 1 'utilisation France des systèmes séquentiels dans le système de protection (Safety criteria for using micro processor in the protection system) Etude du comportement des cables France auto-extinguidles aux silicones lors d fun A.D.R. (Study of method for aging qualification of silicone non flamme propagating cable) Essais des compteurs de démarrage France des centrales PWR (Test of proportional counters used in PWR reactors) Page No.
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 11 Original L a n g u a g e ) : COUNTRY: BRD E x p e r i m e n t e l l e U n t e r s u c h u n g der Abs c h m e l z p h a s e von U 0 2 " Z i r c a l o y -B r e n n e l e m e n t e n bei v e r s a gender N o t k ü h l u n g (PNS 4241 -1, 1 .5, J a h r e s b e r i c h t A 76) e r i m e n t a l Inv e s t i g a t i o n s of the Meltdown Phase of U 0 2 ~Z i r c a l o y Fuel Rods under Conditions of Failure of E m e r g e n c y Core C o oling Initi a t e d ( D a t e ) : Completed (Date): 1973 1978 Status: Last U p d a t i n g (Date): C o n t i n u i n g December 1976 1. G e n e r a l a i m I n v e s t i g a t i o n s of the course of the m e l t i n g process including the re s o l i d i f i c a t i o n of the m e l t on the colder parts of single rods, single rods with spacers, bundles and bundles wit h bal l o o n e d cans. The in fluence on the m e l t i n g process from d i f f e r e n t p a r ameters like surroun d i n g a t m o s p h e r e and temperature gradients will be investigated.

3./ 4 .

 4 R e s e a r c h p r o g r a m m e and experimental facilities D e t a i l s for the p r o g r a m m are given in ealier reports.

  changes from roughly 80 % to 40 % of the original Zircaloy can. At ca. 1900 °C little holes are formed through whi c h the mel t of unoxid i z e d Zircaloy and the U 0 2 poured out. Even the thinnest of the oxide layers stayed intact during heat up with the exception of the formation of the small holes. While we have in He a strong interaction b e t ween Inconel and Zircaloy, in steam the attack of the spacer on the can is strongly red u c e d by the formation of the oxide layer. In He the interaction starts at 1000 °C.

2

 2 Preparation of design drawings for all components of the viscosimeter and for the non-reusable equipment. 5.3 The construction work for the followings parts is under way and partly completed: -Holder for rotary crucible -Rotary shaft transmission -Temperature measuring equipment -Induction furnace for viscosimeter -Induction furnace for hot pressing equipment -Sintering template (fixing of Th0o axles in ThO & 2 crucibles by means of presintered granular ThO^) -Male and female carbon molds for hot pressing of TaCsusceptors -Molded graphite parts for thermal insulation. 5.^ Functional testing of rotary shaft transmission, vacuum equipment and the two induction furnaces. 5.5 Fabrication of granular ThO^ from powdered T h O ^; preliminary experiments for fixing a ZrO^ axle in ZrO^ and MgO crucibles by means of granular ThO .

3. 1 3 . 1 . 1 Evaluation 6 f the literature concerning the integral generation of after-decay heat as a function of time 3 . 1 . 2 2 3 . 2 . 3 Ad 3 » 2 :

 1311312232332 Investigation of t.he relevance of chemical reactions for the core melting accident Calculation of the after-decay heat Feasibility study on the measurement of heat effects of chemical reactions during a core-melting accident and of the integral heat content of core melts 3.2.1 Definition of the quantities to be measured 3.2.2 Selection of the most suitable measuring methods and selection of the crucible material, the heating method and the temperature measurement on the basis of theoretical considerations and calculations Concept work for a measuring apparatus including data on its expected measuring accuracy on the basis of theoretical considerations and calculations. k . Experimental Facilities, Computer Codes 5• Progress to Date Ad 3ml: The heat effects of chemical reactions were calculated on the basis of most recent literature data. These values were compared with the amount of heat set free by the nuclear after-decay reaction. Various methods of high-temperature calorimetry (differential scanning calorimetry, adiabatic calorimetry and isothermal calorimetry) were studied and compared.

2. 4 . 2 . 5 . 2 . 6 . 5 .

 425265 Investigation of layer and crust formation, b o i l i n g and ev a p o r a t i o n of the melt. Investigation of phases and phase distri b u t i o n in the m e l t bec a u s e they are related to distribution of fission and a c t i v a t i o n products. Investigation of atmospheric oxidation at the surface of the m e l t and of internal oxida t i o n caused by the g a ses r e l e a s e d from concrete decomposition. 2.7. I n v e s t i g a t i o n of the long-term behaviour and of possibilities of m e l t c o o ling in concrete. 2.8. I n v e s t i g a t i o n of the formation, diffusion and sedimentation b e h a v i o u r of aerosols released from the melt. 2.9. I n v e s t i g a t i o n of hydrogen generation and limitation of the e x plosion risk. -267 -3. Resea r c h P r o g r a m m e 3.1. C o r i u m m e l t experiments in the range of 100 to 1000 kg in concrete cr ucibles (particular objectives 2.1 ... 2.9). 3.2. C o r i u m m e l t experiments in the range of 100 to 1000 kg in cooled crucibles (particular objectives 2.7). 4. E x p e r i m e n t a l Facilities 4.1. P r e l i m i n a r y experiments: -SA S C H A m e l t i n g furnace (max. 5 kg) -T H E R M I T E m e l t i n g furnace (max. 400 kg) 4.2. An experi m e n t a l facility for 100 ... 1000 kg melts should be c o n s t r u c t e d . Prog r e s s to Date A d e t a i l e d w o r k p r ogramme was written w h i c h specifies the work required and the date of completion. A feasibility study simulating large core m e l t s was begun. P r e liminary investigations were conducted wi t h three d i f f e r e n t m e l t m a s s e s (0.1 -1 -10 t). The applicability of the familiar m e t h o d s of h e ating was investigated. Several technical data of the e x p e r i m e n t a l f a cility were determined. The following investigations were p e r f o r m e d in addition: chemical reactions on the m e l t surface, gas filtering, m e l t composition, fissium p r o duction and analysis, temperature m e asurement, handling of radioactive waste, experimental building.

2 estimated at 0. 7 M

 27 W / m . In order to match this condition, w e calc u l a t e d the necessary electric net power:

A c o n

  v e c t i v e m e l t circulation in a shallow crucible was observed in two p o u r -i n experiments. At a melt temperature of about 1 400°C in cool c r ucibles (approx. 5°C), a toroidal circulation cell developed as shown in the figure. The velocity of this mo v e m e n t appeared to be faster than expected from free bubble movement. fission products (I, Cs, and Te) into simulated fuel rods have been developed. Supporting experiments using Knudsen cell mass spectrometry suggest the formation of relatively stable compounds (cesium uranates) between Cs and UCL at LWR fuel operating temperatures. b.

  E N E R A L A I M Th e o retical a n d e x p e r i m e n t a l investigation of the p r o c e s s of t h e r m a l inter action of m o l t e n reactor core materials a n d coolant as well as the estimation of the c o n s e q u e n c e s of v a p o u r explosions in a core.

  3. P R O G R A M Theoretical a n d e x p e r i m e n t a l w o r k is u n d e r w a y to study the t h e r m a l inter action p r o c e s s of: -stainless steel a n d water, -U O ^-g r a n u l a t e s a n d water, -U O ^ a n d water.

  a i m of the theoretical studies is the d e v e l o p m e n t of interaction m o d e l s a n d calculation codes for the estimation of the c o n v e r s i o n rate of t h e r m a l e n e r g y into m e c h a n i c a l w o r k and p r e s s u r e load of the reactor vessel.

3. 2

 2 Experimental Studies 3.2. 1 B a s i c Oriented S h o c k T u b e E x p e r i m e n t s T h e s e e x p e r i m e n t s are p e r f o r m e d in o r d e r to provide data in a m o n o d i m e n s i o n a l test device to c h e c k a n d to adjust the physical interaction m o d e l a n d the calculation code. T h e quantities m e a s u r e d directly during the expe ri m e n t s as a function of t i m e are:

  B e c a u s e of the difficulty of m o delling the fuel/coolant interaction, t w o test facilities h a v e b e e n built: a) a m o n o -d i m e n s i o n a l s h o c k tube test rig for the study of the t h e r m o d y n a m i c factors a n d b) a tank facility for the simulation of reactor-like conditions at least as far as the v o l u m e t r i c ratio of fuel and coolant is c o ncerned. 5. P R O G R E S S T O D A T E 5. 1 Channel Experiment -T h e t w o -d i m e n s i o n a l c o m p u t a t i on code K A M I has b e e n tested with constant physical p a r a m e t e r s , -"287 --m o l t e n stainless steel tests have b e e n repeated for confirmation, -A l -H ^O tests for the validation of the test facility hav e b e e n p e r f o r m e d . 5. 2 T a n k e x p e r i m e n t -Interaction e x p e r i m e n t s with m o l t e n stainless steel (AISI 347) a n d w a t e r at s m a l l m e l t to coolant v o l u m e ratio (smaller than 1 :1000) h a v e b e e n t e r m i n a ted, -fabrication a n d sintering of 40 k g of U C > 2 pellets, -preparation of e x p e r i m e n t s with U O ^ (granulates or molten).

6 .

 6 R E S U L T S 6. 1 Theoretical W o r k A t w o -d i m e n s i o n a l comp u t a t i o n code describing its interaction p r o c e s s in the channel e x p e r i m e n t has b e e n developed an d tested with constant physical p r o p e r ty values. T h e application of the developed extrapolation equations (which are rational functions of polynomials of 7th an d 6th order) for the comp u t a t i o n of the physical properties of w a t e r in the supercritical range (up to 2500°C and 10, 000 bar) e n c o u n t e r e d n u m e r i c a l stability p r o b l e m s , w h i c h h a v e not yet b e e n resolved completely.

6. 2 C

 2 h a n n e l E x p e r i m e n t s Tests h a v e b e e n p e r f o r m e d with stainless steel a n d Al. T h e scope of the Al-tests w a s to c h e c k w h e t h e r in the available test facility explosion like m e l t -w a t e r interactions are feasible. 5 Tests w e r e p e r f o r m e d with A l -m e l t of 7 5 0 °C and w a ter of 25 respectively 8 0 °C . T h e p r e s s u r e p e a k s m e a s u r e d in all e x p e r i m e n t s w e r e in the range of 70 to 130 bar. T h e stainless steel tests c o n f i r m e d low p r e s s u r e generation (< 11 bar) m e a s u r e d in previous tests.

6. 3

 3 T a n k e x p e r i m e n t s A series of 28 interaction e x p e r iments on stainless steel/water h a v e b e e n p e r f o r m e d ; 1 5 of t h e m w e r e successful. T h e e x p e r i m e n t a l conditions w e r e as follows: stainless steel weight stainless steel t e m p e r a t u r e H ^O t e m p e r a t u r e gas content of H ^O v o l u m e s y s t e m p r e s s u r different velocities of m e l t entering into the w a t e r w e r e used: pouring it f r o m 10 c m a b o v e the w a t e r level or destroying the crucible b o t t o m at the end of the 3 m fall. N o n e of the p e r f o r m e d e x p e r i m e n t s resulted in a v a p o u r explosion. T h e m a x i m u m p r e s s u r e p r o d u c e d b y the interaction w a s about 2 bar. A l w a y s a v e r y p o o r fragmentation w a s observed; slightly higher f r agmentation o c c u r r e d w h e n the m e l t entered the w a t e r at higher velocity. M o t i o n of the split m e l t a n d boiling effects during its cooling h a v e b e e n visualized 70 c m b e l o w the w a t e r surface by high-speed c a m e r a (up to 2000 f r a m e s per sec). 7. F U T U R E S T U D I E S 7r 1 C h a n n e l E x p e r i m e n t s -T e r m i n a t i o n of the stainless steel tests at 2 5 b a r s y s t e m p r e s s u r e a n d 2 0 0 °C w a t e r t e m p e r a t u r e , -U O ^-g r a n u l a t e s / w a t e r tests, -m o l t e n U O ^-w a t e r tests. 7.2 T a n k e x p e r i m e n t -Interaction e x p e r i m e n t s of U O ^-g r a n u l a t e s or m o l t e n U O ^ with w a t e r at the s a m e v o l u m e ratio u s e d for the steel tests, -interaction e x p e r i m e n t s of steel a n d U C > 2 with w a t e r at m e l t / coolant v o l u m e ratio simulating reactor-like conditions. 8. R E L A T I O N S W I T H O T H E R P R O J E C T S N o n e w relations with respect to 1975 A n n u a l Report. 9. R E F E R E N C E D O C U M E N T S -Q u a r t e r l y reports, -Calculation M o d e l C o d e of Fuel/Coolant Interaction; H. G o l d a m m e r , H. M . Kottowski; W o r k i n g p a p e r o n the O E C D M e e t i n g o n "Calculation M o d e l s " , Paris 28/29 April 1975 (English) (limited availability) -F a c h b e r i c h t des I K E u n d des C C R Ispra ü b e r d e n Stand d e r begleitenden theoretischen A r b e i t e n zur D ampfexplosion; R. B e nz, G. Fröhlich, H. G o l d a m m e r , H. M . Kottowski, -E x p e r i m e n t e l l e U n t e r s u c h u n g zur Da m p f e x p l o s i o n ; H. H o h m a n n , H. M . K o t t o w s ki, F. Tosellit -Theoretical a n d E x p e r i m e n t a l Investigation of the Similation of F u e l Coo l a n t Interaction in a S h o c k T u b e Configuration; H. G o l d a m m e r , H. M « K o t t o w s k i f International M e e t i n g F a s t R e a c t o r Safety a n d Related Physics, Oct. 5-8-76, Chicago.

  Documents D Buchanan, T A Dullforce, Nature 2*+5, Sep 1973« Mechanism for Vapour Explosions.
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3 . 1 Facility

 31 FIGURE 2

  the same experimental facilities are used as with the investigation of metallurgical and chemical reaction between Corium and HPV-material. To investigate the thermal shock behaviour of concrete a plasma torch within an electrical input up to 40 kV is available. Progress to Date Concrete from different sites and the specimens of the isochron \eat treating experiments between room temperature and 1800 °C were analysed, Microsections were prepared. Other samples were investigated by dilatometry, by differential thermoanalysis and thermogravimetry. The interaction of concrete with "Corium A + R" was studied by melting tests with arc-heating under oxidizing atmosphere. Corium/concrete interaction tests were executed with molten masses in the kg-range. The tests include "Corium A + R" and "Corium E + R" in .concrete crucibles without cooling. The interaction tests were also continued with Fe, Cr, Ni, Zr and steel. During core melting in concrete-crucibles metallic and ceramic products occur. The liquidus temperatures of these products were determined.

  Fe, Cr, Ni, Zr and steel. During the destruction of concrete with basalt aggregates nearly only Hg was set free; using limestone aggregates CO^ and were the main gaseous reactants. The evaluation of the thermoshock-behaviour showed that the concrete was destroyed about 6 mm/min at a thermal load of 2

  and CO^ (limestone aggregates) are released from the heated concrete. They both can oxidize the metallic part of the core melt. The complete miscibility of concrete and (UjZr)*^ in the liquid state leads to a continuous dilution of the core melt connected with a decrease of the melting point. The metallic part of a core melt corresponding to the composition of partly oxidized Corium A+R is completly oxidized by approximatly twice the amount of concrete (silicate aggregates); the metallic melt of partly oxidized Corium E+R needs about fourfold amounts of concrete to be completly oxidized. Next steps Reaction behaviour of fission products with increasing oxydation. Reactions of the core melt and fission products with concrete (silicate and limestone this study is to clarify whether or not the contain ment integrity is endangered because of the release of steam passing through the melt during heat-up of the concrete, ar.i what influence this has on the conditions prevailing in the containment atmosphere after a core melt. 2. Particular Objectives Current test results on core melting show that the core melt is not expected to remain in the RPV. After the RPV failure the core melt comes into direct contact with the concrete of the contain ment foundation, the water present in the concrete will evaporate due to thermal heat-up. Most of the steam will be released into the containment atmosphere after penetrating the melt. Through various mechanisms ,hydrogen build-up may occur which-if sufficiently concentrated in the containment; atmosphere -by possible combustion or explosion presents a hazard to containment integrity. The aim of the present research task therfore comprises analyses of the pressure and temperature build-up in the containment, conside ring hydrogen combustion as an additional heat source a) for a analysis will mainly be based on the experience gained in the area of process analysis during hypothetical core melt accident. The computer program BILANZ, developed for R & D task RS 72 a, b, can be used to calculate, besides other parameters, the time history of pressure, tem perature and the mass distribution in the containment atmos phere which are of high importance in connection with hydro gen build-up.

  document exhaustif rassemblant les données géologiques, géophysiques et sismiques afin de disposer d'une synthèse des connaissances sismotectoniques concernant la France. Ce document est essentiel à l'évaluation des risques sismiques des sites nucléaires et à la définition des seismes de référence. Objectifs particuliers : Permettre la meilleure évaluation possible du niveau de sismicité sur chaque site (localisation des épicentres, détermination de la profondeur des foyers, »de la magnitude, de l'intensité, etc.de démarrage : 1/1/75 Date prévue d'achèvement pl/12/78 Etat actuel : En cours Dernière mise à jour î 1/1
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 1211 The purpose o f s e is m ic r is k a n a ly s is is to e s ta b lis h a re la tio n s h ip b e tw e e n ground m o tio n p a ra m e te rs lik e h o riz o n ta l a c c e le ra tio n and a p ro b a b ility o f o c c u rre n c e fo r a s p e c ifie d tim e p e rio d a t a p a r tic u la r s ite . T h is k in d o f a n a ly s is y ie ld s a p ro b a b ility d is tr ib u tio n fo r an e arthq u ake in te n s ity , fo r e x a m p le , at a s ite and not a fin a l d e s ig n v a lu e . The la tte r has to be d e te rm in e d on th e b a s is o f an a c c e p ta b le p ro b a b ility on w h ic h th e re g u la to ry a u th o ritie s have to d e c id e . B e s id e s th e se s ta tis tic a l a s p e c ts research has to c o n c e n tra te on th e r e la tio n s h ip b e tw e e n s e is m o lo g ic a l p a ra m e te rs and e n g in e e rin g p a ra m e te rs . The p ro b le m is th a t th e s e is m o lo g ic a lly d e te rm in e d m e a s u re s fo r th e s iz e o r e n e rg y -relea se o f an e a rth q u a ke -e . g . m a g n itu d e or in te n s ity -c a n n o t be used d ir e c tly by e n g in e e rs . On th e o th e r h an d, peak va lu e s are w e ll d e fin e d in e n g in e e rin g p ra c tic e , b u t o fte n o n ly w e a k ly dependent on refe ren ced s e is m o lo g ic a l p a ra m e te rs . A lth o u g h e a rth q u a k e in te n s ity is a q u a lita tiv e and s u b je c tiv e m e a su re , it p ro b a b ly is b e s t re la te d to th e d e s tru c tiv e n e s s o f an e a rth q u a k e . It a ls o is the o n ly in fo rm a tio n abo ut h is to r ic a l e v e n ts and th e re fo re m u s t p la y a c e n tra l ro le in s e is m ic ris k e v a lu a tio n s b e c a u s e th e re are in s tr u m e n ta l re c o rd in g s o n ly s in c e th e b e g in n in g of th is c e n tu ry . The q u e s tio n has to be s tu d ie d if peak a c c e le ra tio n is a c h a ra c te r is tic v a lu e fo r the in te n s ity o f an e a rth q u a k e or w h e th e r o th e r ground m o tio n p a ra m e te rs lik e p e a k -p a rtic le v e lo c ity and th e d u ra tio n o f s h a k in g s h o u ld b e tte r be ta k e n . 4 . P ro g re ss To D ate A sch e m e has been e s ta b lis h e d by w h ic h h is to r ic a l d e s c rip tio n s o f e a rth q u a k e s ca n be tra n s la te d in to re le v a n t s e is m ic p a ra m e te rs lik e in te n s ity . Thereby th e d a ta f i l e is c o n tin u o u s ly g ro w in g . On th e o th e r hand th e se data and a ls o th e in s tru m e n ta l d a ta o f th e la s t decade have been s to re d in c o m p u te r-re a d a b le fo rm a t. B e s id e s th e g e o g ra p h ic a l m ap o f the F .R .G . in U T M -p ro je c tio n has been in c lu d e d Into th e c o m p u te r f i l e and d iffe r e n t p lo ts of e p ic e n tre m aps have been p e rfo rm e d . B ecause th e s e m a p s are c o m p ile d fro m in h o m ogeneous d a ta , th e y e x a c tly show th e p ro b le m at the b e g in n in g o f s e is m ic r is k r e g io n a liz a tio n . In any c a s e , th e b a s ic m aps sh o u ld p re sen t the o rig in a l d a ta in te rp re te d as l i t t l e as -339p o s s ib le . A p ro g ra m is in p re p a ra tio n w h ic h p lo ts the c o rre s p o n d in g is o lin e s o f in te n s ity fo r d iffe r e n t l i m i t v a lu e s . 5 . F urth er S te p s A p r o b a b ilis tic m o d e l w ill be a p p lie d to th e h is to r ic a l d a ta f i l e . The te rr ito ry o f the F . R . G . w i ll be d e v id e d in to s e is m o te c to n ic p ro v in c e s w h ic h w ill be o v e rla y e d by a c a r te s ia n g r id . F ir s tly th e p ro b a b ility is co m p u te d th a t an e a rth q u a ke o f p a r tic u la r in te n s ity is d e riv e d fro m th e G u te n b e rg -R ic h te r re la tio n s h ip b etw e en in te n s itie s and th e ir freq ue n cy o f o c c u rre n c e . To g e t a r e lia b le fig u re fo r la rg e e a rth q u a k e s w h ic h m ig h t be rare in the h is to r ic a l d a ta f i l e it is im p o rta n t to have a c le a r p ic tu re fo r s m a ll in te n s itie s . T herefore as m an y e v e n ts as p o s s ib le are in c lu d e d into th e f i l e d e s p ite th e fa c t th e y are not of d e s tr u c tiv e s iz e . The d iv is io n o f th e m ap in to s e is m o te c to n ic p ro v in c e s y ie ld s a nother e s tim a te o f th e la rg e s t e arth q u a ke s th is area is a b le to p ro d u c e . In a se co n d s te p th e p ro b a b ility d is trib u tio n of the e a rth q u a ke e p ic e n tre in te n s itie s w ill be e xte n d e d to a re a s o u ts id e th e s e is m ic p ro v in c e s . For th is reason an a tte n u a tio n law w ill be e s ta b lis h e d w h ic h r e fle c ts the in flu e n c e o f th e tra n s fe r c h a r a c te r is tic s o f the e a r th 's c ru s t on th e in te n s ity a t a s p e c ifie d re m o te s it e . R e fe re n c e s : Q u a rte rly R e p o rts -IR S -F In the frame of a collaboration CNEN-ENEL a network of accelero meters has been set up all over Italy with the aim of recording the accelerations during strong earthquakes shocks. The T f time-historiesi f will be employed in the characterization of the design earthquake. Seismometric equipments have been set up and are operated, in order-to obtain a contribution to .characterization.of sites fronr'the seismological point of view (determination of the earth quake mechanisms, hypocenters, etc.).' r Originai language) Classification Sviluppo di strumentazione e misure si smiche per la valutazione dei siti 3.A mobile seismic laboratory has been set up. It is presently in operation in Friuli (Northern Italy), since the May 6th, 1976 cata strophic earthquake. *0 A prototype digital accelerometer is developed in cooperation with Pisa University. Next steps Introduction of timing coded signal into the accelerometer records.

  earthquakes in the different Italian regions;

  demonstrated that various premonitory geo chemical phenomena occur before earthquakes. In particular the composition of the deeply circulating waters (e.g. thermal waters) can change some weeks or months before the destructive seismic mouve m ent. Some hydrothermal Italian systems are regularly checked in order to study the variation of water composition in relation to seismic activity. to confirm for the active components such as control rod drive mechanisms, pumps, fans and valves which are used in reactor safety systems to assure their operating safety functions experimentally. 2. Project Status The active components which should require further testing for PWR and BWR plants have been surveyed. Out of various active components in the reactor engineering safety systems, a pump was selected to be tested first, on the basis of aseismic classification, safety function and structural considerations. The pump selected is a PWR residual heat removal pump having dual safety functions, one of which is the coolant injection into the core for long period of time in a LOCA and the other is to keep the temperature of the primary coolant below the fixed Jv-v'el during reactor shutdown and fuel outage. Selection of seismic di: bance input, main test items, instrumentation and data processing systems have been performed on the test of the pump.

  Snubber In F Y . 1973, a new type of m echanical snubber was developed and its response for the sinusoidal load with variou s frequency was tested . In FY. 1976 and 1977, m ore la rg er and sm a ller m echanical snubbers w ill be developed. reactor buildings are embedded deeply in the ground and their response characteristics during earthquake will be mainly governed by the interaction between soil and building. However, up to date, the effect of embedded wall (including side wall) has not been considered in aseismic design of nuclear reactor building, because of the complexities of dynamical interaction behavior and the difficulties of estimating and clearing the effect of the embedded wall on the interaction between soil and building. Therefore, in.this project, in order to make this effect clear, the analytical study and the experimental study have been carried out. the Soil-Building Interaction Research Sub-committee discussed about two analytical study results, one (Part 1) was the analysis of damping effects in energy dissipation througn the bottom of foundation by using Tajimi's vibrational admittance theory, the other (part 2) whs the numerical analysis concerning dynamical soil building interaction problem including embedded side wall pressure by using the combined method of the Thin Layer Element Method and Ordinary Finite Element Method. In 197$, the Sub-Committee executed the experimental study on two large scale models, one was the four stories steel frame model for Part 1, other was the concrete rigid model for Part 2. These models were excited by a vibration generator. Earthpressures and displacements were measured. Using these experi mental results and soil properties, we studied dynamical characteristics that included resonant frequency, radiation damping, vibrational mode, frequency response and earthpressure distribution around the model. In 1976, the Soil-Building Research Sub-committee has carried out obser vation of actual earthquake on the concrete rigid model ($m*$m*$m) Yokohama.

Fourth

  Building embedded in a ground by the thin layer element method", Fourth Japan Earthquake Engineering Symposium 197$. S.Yamamoto, E.Kawata, N.Shimiju, Y.Koori, "Earthquake Response of' Nuclear Reactor Building", Fourth Japan Earthquake Engineering Symposium 197$. Y.Tsusima, J.Jido, O.Nojima, Y.Abe, K.Takahashi, "Study on Soil-Reactor Building Effects in Energy Dissipation through the bottom of Foundation",

A

  Methodology for Assessing Aircraft Crash Probabilities and Severity as Related to the Safety Evaluation of Nuclear Power Stations r ----------

  "A Methodology for Assessing Aircraft Crash Probabilities and Severity as Related to the Safety Evaluation of Nuclear Power Stations" Final Report for Phase II IGN-126 Ecole Polytechnique de Montreal 9destinée à mieux faire connaître la tenue d'une paroi en béton armé sous le choc d'un projectile. Les conditions de résistance limite sont systématiquement recherchées afin de permettre la mise au point d'une formule empirique permettant d'évaluer la tenue à la perforation de différentes structures (NBî le projectile est "dur").

The resistance o f b u ild

  in g components of reactor plants -especially o f steel -and reinforced concrete slabs o f d iffe re n t reinforcem ents, compressive strength and thickness -impacted by projectiles of various masses and v e lo citie s were to be investigated in b a llis tic tests in the im pact sim ulation plant of the EM I. 3. Research Programm 3.1 Reinforced concrete slabs, the usual b uilding components o f the outer sh ie ld -w a ll o f a typ ical pressurized w ater reactor (PW R)-building, were to be impacted w ith low and medium mass pro je ctile s in order to investigate the resistance behavior of reinforced concrete under short-tim e, dynamic loads. 3 .1 .1 The a p p lic a b ility o f m odel-laws for the penetration-and p e rfo ra tio n -processes were to be checked in tests w ith o rig in a l-and m odel-targets.

4 .

 4 Experimental F a c ilitie s , Computer Codes Re 3.1 through 3 .3 : A ll tests were performed in the impact simulation plant already introduced in Annual Report 1974. 5. Process to Date Re 3 .1 : To complete the first testphase, performed in 1975 and described in Annual Report 1975, further 30 square (700 x 700 mm) reinforced concrete slabs of the grades Bn 250 and Bn 350 were impacted w ith solid, c y lin d ric a l steel projectiles (C 110 W 1) and a ll results s c ie n tific a lly e valuated. The fo llo w in g parameter were varied: P ro je ctile: ca lib e r (D = 15, 20 and 30 mm), length by diam eter ra tio (L /D = 1 or 2 ), mass (m = 20,6; 41,2; 4 9,2 ; 165 and 340 g), v e lo c ity (v = 100 up to 1700 m /s). Target: com pressibility (Gw28 = 276 up to 391 kp /cm ^), reinforcem ent (depending upon m odelscale), aggregate (D+ = 8-16 mm), target thickness (t = 200, 300 and 400 mm).

Re 3 . 1 . 2 :

 312 The measured penetration depths were compared w ith the penetration depths by the classic pene tratio n formulae (Petry, BRL, CoE and H N -N D R C ).Re 3 .2 :In cooperation w ith a nuclear power plant manufacturer four typ ical reinforcements were chosen for the concrete targets to be tested. S olid, c y lin d ric a l steel pro je ctiles (material 9 S 20 K) w ith a diameter o f 4 ,5 cm, L /D = 2 or L /D = 4 resp. and the corresponding masses of 1,11 resp. 2 ,25 kg were fired at the d iffe re n t, reinforced concrete slabs (70 x 70 x 23 (cm) ), m odel-scale 1 : 3 ,5 . The p ro je ctiles o f these m odel-scale tests correspond to fu ll-s c a le p ro je ctiles w ith 15,75 cm d ia m eter, 3 1 ,5 resp. 63 cm length and 47,7 resp. 9 6,6 kg mass. Penetration depths and crater vo lu m inae were measured and the beginning of scabbing at the back side o f theslabs investigated for pro je c tile ve lo c itie s o f 150 up to 220 m /s. The concrete parts, expelled by scabbing, can cause con siderable dama ge behind the slabs. Knowledge about the scabbing thickness -the lim it slabthickness where scabbing effects begin to be just visible is therefore of great importance for the designing o f nuclear power plants. For the e valuation o f the four differen t reinforcements the slabs were subjected to extreme dynamic loads at p ro je c tile v e lo c itie s of 410 up to 427 m/s for the L /D = 2 and v = 300 up to 312 m/s for the L /D = 4 p ro je c tile s . Re 3 .3 : Reactor steel slabs (22 N iM o C r 3 7) w ith thicknesses of 11 up to 27 mm were impacted w ith solid c y lin d ric a l steel p ro je ctile s (material C 110 W 1, diameter 15 up to 40 mm, L /D = 1, masses 20 up to 390 g) at impact ve lo c itie s of 366 up to 935 m/s.

1 :

 1 The figures 1 -4 show penetration depths, normalized by the p ro je c tile diam eter, as a function of the impact p ro je ctiles v e lo c itie s . For the same p ro je c tile geometries L /D = 1 and L /D = 2 resp. are the resulting values w ith in each range of concrete strengths situated each on a curve. The crater volumes V increase when double-logarithm ic plotted V = f(E|<|n) , in the range of ve lo citie s measured, line ar w ith the kin e tic energy E^|n o f the im pacting p ro je c tile . Photographs of the craters on fro n t-and back side of the impacted slabs were made and evaluated and also the beginning of scabbing investigated. Re 3 .1 .1 : When the most important model c rite ria (scaling laws) were follow ed the a p p lic a b ility o f model scale laws (Cranz) for impact tests with model slabs of reinforced concrete (scale 1 : 2) was proven. As shown in F ig. 1 -4, the values of the fu ll-s c a le ("K orn" 16) and model scale ("K orn" 8) pene tration depths in relation to the p ro je c tile v e lo c ity are situated on one curve. Re 3 .1 .2 :

F i g u r e 2 :Figure 3 :Figure 4 : 5 .

 2345 Figu r e 1: Penetration depths, n o r m a l i z e d by the projectile diameter as a function of the p r o j ectiles velocities. Projektile geometry L/D = 1 , concrete B 250

Figures 2 and 3

 3 Figures 2 and 3 show parts of the deformed missile model used during the first preliminary test. The missile consisted of a steel tube of approximately 6 m length (0 600 mm, shell thickness = 5 mm) , the front end of which was closed by a spherical cap and the rear end was formed by a plane plate. By means of photoelectric cells, the impact velocity was determined to be 296,2 m/s. The free trajectory reached approxima tely 35 m. A remarkable deviation from the theoretical axis of the trajectory could not be noticed.

  minary test to ensure the achievement of the required data by means of additional measurement methods in case of a renewed failure of the high speed camera. The following measurement procedures are intended to be used for recording the time sequence of the flying phase and the impact of the missile onto the concrete plates acceleration transducer fixed at the rear end plate inside the mis sile? wireless transmission of the measured values by means of a transmitter being also installed in the interior of the missile (telemetry)? Aim: Record of the time-dependent acceleration of one point of the missile shell; by means of radar, the velocity/time behaviour of a point located at the front part of the projectile has to be recorded until the impact process is initiated; -determination of the velocity of the missile at one point of the trajectory by means of photoelectric cells? -high speed camera ("Lexander" camera): quantitative evaluation of the deformation behaviour (no possibility of reproducing moved pictures!) Improved technique for taking pictures by means of supplimentary lighting and by marking the missile with a Scotch-1ight-foil;

  the entire measuring series I shall be performed and the pertaining documentation of the measurement values and the re sults of the accompanying theoretical research activities in connection with these tests shall be submitted in a technical report.

Figure 1

 1 Figure 1: Experimental Plant ( 1: accelerator 2: projectile

Figure 3 :

 3 Figure 3 :

  Conference of Structural Mechanics in Reactor Technology, San Francisco, August 1977. (Authors: J.P. Wolf, K.M. Bucher, P.E. Skrikerud) the Nuclear Safety Research. Index is to help avoid unnecessary duplication of effort in nuclear safety research. It does this "by keeping participating OECD Countries abreast of one another* s currently developing research projects and computer codes. Successive annual editions thus provide a fundamental information source for initiation of ex change of detailed data and co-operative programme planning directly "between the organisations concerned. The index is divided into three sections: i) Water Reactors (Volumes I and II) ii) Fast Reactors (Volume III) iii) Computer Codes (Volume IV) In each section, the project/code descriptions are classed by research subject, and alphabetically by country or international organisation within each subject. A project/code description classed under several subjects has been placed in the first classifi cation; remaining references to the item are made in the Table of Contents in the "See also:" list under the appropriate following subject headings. All descriptions are in English or French, the title of the item in the Table of Contents being listed accordingly.Enquiries regarding the submission of additional contributions to the Index or to obtain additional copies should be addressed to: about a project or code of interest should be requested directly from the performing organisation.The information in this compilation is provided by the national authorities,and neither the OECD nor the national authorities assume any liability for the accuracy thereof.
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 1111 Dynamic effects_of degressurisaïïon ^e.g. effects on pressure circuit internals, on fuel, Experiments on determination and FRG limitation of fission and activation product release during core meltdown See also pages 270, 437, 438 and 441 5*3 Retention (e.g. plate-out, wash out, fiItration) Evaporation plant for low and Austria medium level liquid wastes Radioactive pollutants in the post ERG accident atmosphere of the LWRcontainment Separation of Krypton and Xenon from the offgas of nuclear facilities Post accident recirculation air cleanup for fission product removal from the containment atmosphere Development of off-gas filters for Dynamic loading (e.g. pressures, pressure differential, pressure waves, jet forces, internai missiles) and temperature loading Containment response Eléments absorbeurs d fénergie pour la conception des bridages de tuyauteries (Energy absorber elements for pipe whip restraints) Behaviour of concrete containment under overpressure conditions Conséquences d'un LOCA sur 1 1 enceinte : Etude de 1 1 écoulement du brouillard entre les casemates d'une enceinte de confinement: programme REBECA (Mist flow between subconpartments of a containment: REBECA project) Conséquences d Tun LOCA sur l'enceinte de confinement. Etude de la condensation sur un mur d'un mélange air-vapeur dans des conditions transitoires programme ECOTRA (Study on the condensation on a wall of an air steam mixture in transient conditions in a LOCA accident.

  of FRG the development of electrical, electromagnetic and magnetic test methods for the use at reactors Automation of pulse-echo-testing FRG and electronic data processing of the results Holografic interferometry FRG The determination of welding FRG residual stresses with the aid of ambulant X-ray diffraction Onward development of ultrasonic FRG inspection techniques and allied equipment for in-service inspection of reactor pressure vessels Development and construction of FRG an electronic test and evalua tion system with ultrasound including pre-amplifier box Increasing the probability FRG of flaw detection by improving the signal-to-noise ratio in ultrasonic testing Study on the application of FRG pulsed eddy current methods to quality control of nuclear power plant

  for safety evaluation Japan in case that a spent-fuel shipping cask drops into the deep sea Study on fire resistance of spent Japan fuel shipping casks Study on the safety of spent nuclear Japan fuel shipping casks Management of radioactive waste Sweden slurry from nuclear power plants Management of spent non-fuel Sweden bearing core components See also page 687 19. ECONOMICS OF SAFETY (no entries) 20. LARGE SCALE TEST FACILITIESu m Tss£cm m m jin E s -----------------

3. 5

 5 Pressure-time-history was transformed to impulse-time-history. In connection with the results from point 3.3 and 3.4 this at last had to give the possibility of finding out the real critical places, the overloading of pressure and impulse with respect to pressure and impulse at the front of the containment.4. Experimental Facilities, Computer CodesAll tests were made in two shock tubes * the shadowgraph experiments in a shock tube of 200 mm in diameter, the pressure-measurements in another of 2.4 m in diameter with a length of about 50 m. The principle of the plant is already described in the Annual Report A 74.5. Progress to dateThe work was started in 19 73 with a literature-research, being the con ditions for realizing the program. After settlement of the nuclear power plant to be investigated and after finding out the loading, experiments were made with shadowgraphs which finally enabled pressure measurements.As in 19 75 such experiments were made on the reactor as well as the -?83powerhouse (as single building and as building combination) now in the second test series building complexes reactor-supply plant-switch boards and reactor power house-supply plant-switch boards were tested whether at the diffraction process by superposition and focussing of shock waves at unsuitable places, increased pressure can occur compared with the peak reflection overpressure at the front of the reactor building. Here the building combinations were hit by two shock strengths (1 ,2 = 0,45 bar peak reflection overpressure, 1,4 = 1,0 bar) from eight different directions (each at 45°).The extensive experiments supply numerous measuring records from which for each gage position and after normalizing the function

  Fig.1. If, however, the shock front hits normally the power house being also in front of the containment, at the same place a maximum pressure

Fig. 3 :Fig. 5

 35 Fig. 3: Pressure-time-history on the reactor building at $ = 45 ° Comparison single b u ild in g -co m b in a tio n P = local overpressure Pr = peak reflection overpressure at the front o f the reactor building = 1 bar t = time; t = 0 -arrival of the wave at the front o f the reactor building D = reactor diameter = 30 (cm)

  or spill phenomena associated with liquified explosible gases and the evaporation, spreading ^and mixing of these substances in the surroundingsair s parameters, the surrounding conditions (temperature, wind, nature of the soil) and source strength are varied. A hall of 6 x 12 m ground area will be used for the gas dis persion tests. Liquid gas will be spilled onto a heatable platform placed at one end of the hall. The gas evaporation rate is measured by weighing the platform with a force transducer. The extension of the cold gas cloud is observed by filming the foggy region in scattered lighJt and measured by several traverses with 8 suction probes placed at a plane at varying distances from the spill point. Analysis is performed by infrared-lightabsorption measuring devices. At the front side of the hall near the platform there are facilities to produce a uniform stream of air with wind velocities up to 2.5 m/s. The gases will be spilled in amounts of 2, 5 and lo kg each. The extension of the flammable region oyer th.e first minutes and the amount of gas mixture within the flammability limits will be calculated and compared with computational predictions based on a Pasquilldiffusionmodel for an area source growing with time during evaporation.

3.- 4 .

 4 Determination of the propagation functions of exploding unconfined vapour clouds__________________ ________ " The flow field outside of a detonating or deflagrating vapour cloud will be determined for at least two different cloud sizes. The proper ties of the flow field from large scale explosions should be derived from the results of these tests on a much smaller scale# 3.4.1. DetonationThe detonation of a gas/air mixture, enclosed in balloons of 1.5 and 15 m^, generates a shock wave in the surrounding air, whose pressure time history is measured at several different distances.3.4.2. DeflagrationThe experiments will be performed with hemispherical balloons on the ground. Again the pressure-time history of the generated pressure waves is recorded.

3 . 5 ."-

 5 Gas detonation transfer to adjacent clouds' 3.6. Estimation of the effect of a gas explosion on reactor Mounting of the heating appliance in the test platform -electrical supply for blower and heating -electronic control of the heating -production of 3 propane pressure vessels with rapid opening mechanism -394---adaptation of infrared-light-absorption devices to a 13 channel light spot recorder -adaptation of impeller anemometer to light spot recorder for measuring of wind tunnel flow -production of a mobile device for a thermo diffusion probe to measure the turbulence in the wind tunnel -measurement of flow velocity field in the wind tunnel 3.3*3« For the determination of flame propagation rates the following experiments were filmed with high speed cameras: -deflagration of stoichiometric gas/air mixtures enclosed in transparent balloons of 1/2 x 1.5 and 1/2 x 15 cm . -deflagration of stoich. C^H^/air mixtures with reduced nitrogen concentration = ^°/6°) -deflagration of C^H^/ air mixture (lo.6 vol.? C^H^) in a PE cube with a length of side of 8 m. -deflagration of gas/air mixtures in PE tubes (.diameter o.8 m, length 3o m)

3. 4 . 2 .( 3 . 3 . 3 .) were recorded as well. 3 . 5 .shown in figure 1 .Even with 2 .5 kg of explosive it was not possible to get a detonation in a stoich. methane /air mixtures a further increase of the amount of explosive is not reasonable unless larger gas volumes-than 15

 42333351215 The propagation functions for deflagrating stoich. CH^/air, C^Hg/air -and C^H^/air-mixtures were determined. The pressure time history of the generated pressure waves was recorded by 23 pressu re transducers which were installed along the axis of a x-y-coordinate system on the ground at distances between 2 and 12 m from the explosion center. The pressure waves of the other balloon experiments mentioned above Two 15 m^-balloons filled with a stoich. C^H^/air-inixture were mounted side by side connected by an opening of 2o cm in diameter. The detonation which was initiated in one of the two was not trans ferred to the adjacent balloon but was stopped at the opening. In two other tests an acetylene/oxygene-mixture was ignited in a detonation chamber. The generated detonation continued in a PE tube containing a stoich. C^H^/air mixture,seperated by a thin foil from the C^H^-O^-mixture. This was not the case when the tube was The propagation rate in horizontal direction reaches a maximum value of about lo m/sj for laminar propagation one would expect a space velocity of 5 m/s. The resulting difference may be due to turbulent effects. Some time before the rupture of the balloon the flame is accelerating in vertical direction and reaches a maximum of about 38 m/s. This behaviour is associated with buoyant effects. The buoyancy is accompanied by a wake on the ground which leads to a stagnation of the horizontal flame position. In figure 2 the flame propagation of a stoich. C^H^/air-mixture with a O^/N^ ratio of 4o/6o is shown. The maximum velocity is about Jo m/s.3.3 • ^ .For stoich. propane/air mixtures the critical amount of explo^ sive is between Jo and 80 g. the investigated gas/air fixtures produce pressure waves which propagate at s^nic velocity. The positive pressure

7 .-

 7 Degree of availability: to a limited extent is an in-pile experimental research program to study power reactor fuel behaviors under various accidental conditions which are to be produced by a pulse reactor. Initial phase of the ex perimental program of about five years is focused on the study of the following basic fuel failure phenomena at reactivity initiated accident. i) Study on Fuel Failure Mechanism and its Threshold a) Determine the threshold energy of fuel failure. b) Study the fuel failure modes and their mechanisms. c) Determine the effects of fuel design parameters on fuel failure mechanisms and thresholds. d) Determine the effects of vicinal fuels and core structures on fuel failure mechanisms and thresholds. ii) Study on Mechanical Energy Behavior with Fuel Rupture a) Find out causes and reasons of mechanical energy genera:a TRIGA type pulsed reactor which has a central hole 22cm in diameter to pulse-irradiate test fuel elements with a reactor period of about 5 to 1.2 msec. The construction of the NSRR facilities started in 1972, and the reactor reached its first criticality in June 1975. The phase I experiments started in October 1975 and will be con tinued until 1981. The experiments in the early stage are concentrated on the fuel behavior under cold-startup conditions employing experimental capsules with ambient system pressure and temperature. As of the end of March 1977, a total of 135 tests have been performed since October 1975. These tests mainly consisted of : (1) scoping tests to study the general responses of the PWR type fuel rods (NSRR standard test fuel rods) to power bursts and to obtain their failure thresholds, (2) pressurized fuel tests to study the influence of the initial fuel internal pressure on failure threshold, and (3) waterlogged fuel tests to study the influ ence of water volume inside the rods on failure threshold. Effects of other parameters such as fuel enrichment, gap conductance, diameter of coolant channel and so forth are also being studied. 3. Essential Results From the scoping tests, it was found that the incipient failure threshold of the nonpressurized standard test fuel rods containing 10% enriched UO2 pellets lies in the average heat deposition range from 250 to 270cal/g*U02. The rods generally failed with circumferential cracks, of the standard type rods initially pressurized to 30 atmospheres decreased to the range from 140 to lSWcal/g-l^, show ing the contribution of the initial fuel pressure. The failure threshold of the waterlogged standard type rods was generally insensitive to the water volume in the rods, ranging from 90' to 140cal/g#U 0 2 . The failure mode involved high internal pressure with low cladding temperatures. The results of the tests with wide-gapped rods indicated that the failure threshold as well as the maximum cladding surface temperatures were insensitive to the initial gap width if pellet thermal expansion causes contact with the cladding, but diametral deformation of the cladding was inversely proportional to the initial gap width. The tests on the effect of fuel enrichment indicated that the cladding surface temperatures and failure threshold during power bursts were closely related to the heat deposition at the pellet surface. 4. Projection The effects of other fuel design parameters and clustered rod geometries will be intensively studied in the near future. Tests em ploying fuel containers with system conditions at high pressure and temperature with and without forced flow are also being planned to simulate the hot stand-by and operating-power conditions in light water reactors. The high pressure capsule tests will start in 1978, Essai de confirmation pour les dégagements en régime stable. -Essai du dispositif BOUFFON-JET. -Essai de confirmation du comportement suivi de réseau. -Essai avec rupture à haut taux de combustion. Documents de référence : "Programme concerté EDF-CEA sur le comportement des éléments combustibles défectueux ou rompus en régime normal" -Etat d'avancement en décembre 1976, Note DMG 118méthode qui permette de distinguer une augmen tation d'activité due à l'évolution d'une rupture ancienne de celle due à l'apparition d'une nouvelle rupture. Objectifs particuliers : Pour avoir un moyen d'évaluer l'évolution probable d'une rupture il est nécessaire d'effectuer une analyse quantitative de la distri bution des produits de fission émis en fonction du type de rupture (rupture mouillée, fissure, microfuite). La méthode de localisation prévue, consiste à correler les signaux délivrés par des détecteurs de produits de fission installés sur chaque boucle primaire du réacteur (Bugey). Etat de l'étude : Avancement â ce jour :-Programme de calcul de la concentration des émetteurs à neutrons différés en tenant compte des coefficients de mélange de l'eau dans les boucles. Une série de calculs a été faite avec les résultats partiels fournis par l'EDF.-Mesure du rapport de l'activité de deux nucléides.

  FIGURE
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  Melting furnace SASCHA, -transport and collection system for the released products -facility for production of slightly active Fissium (FIFA) -computer code GAMMA9 for evaluation of y-spectra with respect to activation analysis.5.Progress to Date 5.1. Forty melt experiments have been carried out with variations in atmosphere (air, steam, argon and Ar + H2) , temperature (1700... 3000°C), pressure (Of8...2,2 bar), and melt composition.

5. 2 .

 2 Preparations have been made for continuous measurement of radio active products from activated Corium or Fissium during the re lease tests. 5.3. The Fissium production facility (FIFA) has been completed. After technical acceptance of the facility, first test runs are being conducted.

1 A 3 N2-

 13 been put into operation as well as the recycling loop. The analytic determination of H9 in the presence of NO has been x developed. A large catalytic recycle loop (throughput 50 Nm /h) has been opened for bids. The reduction of 02 and N0x was investigated without catalyst (thermal reduction) in two series of experiments: using flame combustion and electrical heating of the reaction zone. These experiments were carried out in collaboration with Fa. Decatox. Ad 3.2.2 Dynamic adsorption coefficients of NO# N02 , NH^ and NH^/H20 were determined using various molecular sieves. Ad 3.3 An experimental program initiated by us on the separation of Kr-Xe by adsorption on activated charcoal was concluded by Bergbauforschung Essen. static and a dynamic computer code were developed for computation the column behavior. Now the influence of Kr-85-heat can be represented. -465 -The calculation of the concentration profiles of the gas components to be expected in the first column indicates a decontamination factor (DF) of Kr/Xe from the carrier gas N2 i of >10 . These data obtained for the steady state were verified by the results of the statistical mode of calculation. During the first period of operation of the KRETA plant some of these values were also confirmed experimentally: In the two-component systems N 9-Ar a DF (Ar) = 1 0 was obtained, and in the system ^ Kr a DF (Kr) >10 . In the second column the separation Kr-Xe resulted in a Kr head product of 99,99 % purity and a Xe bottom product containing <100 ppm Kr. Ad 3.2.1 Laboratory studies of the poisoning effect of J2 and TBP on Ru catalysts used for the reduction of 02 and NO with H2 showed that the activity of these catalysts remains almost unchanged. However, their specificity towards the formation of N 2 decreases substantially: an increasing coverage of the catalyst with HJ (formed by catalytic reduction of J2) or TBP results in an increasing formation of NH^. High-temperature tests carried out up to 1000°C resulted in a decrease of the catalytic activity causing the temperature at which the reaction starts to rise by about 100°C. An experimental study of the thermal reduction of 02 and N0x with H2 (without catalyst) showed that only at temperatures £ 1100°C re action rates are short enough to provide high reaction yields. Ad 3.2.2 The adsorption of NO on molecular sieves is too weak to provide an efficient separation of this gas component from offgas streams. NH^ is adsorbed strongly, but the adsorption coefficients are only half as high on acid resistant sieves as on the conventional 5A type. The presence of H20 in the gas stream increases the NH^ adsorption. The desorption of N02 from molecular sieves is strongly temperature dependant and proceeds in several steps. Ad 3.3 The separation Kr-Xe by means of selective desorption from activated charcoal (vacuum and purging with N2 or H20-vapor) is feasible, but relatively large adsorption beds are required for large process gas streams.

7 .

 7 _____ Next Steps to 3.1 Improvement of the radioiodine species sampler for nukes (inclusion of further radioiodine species). Development of a radioiodine species sampler for reprocessing plants. to 3.2 Continuous measurements of the radioiodine species in different exhaust air ducts of a PWR nuke during a representative period (ca. 1 year).

6._____ Results to 3 . 1 7 .

 317 The filter poisons with low vapour pressure could be removed by a prefilter. The iodine sorption material of a filter bed in the effluent air of the prefilter was poisoned by highly volatile solvents which penetrated the prefilter. These solvents could be 131 removed with a desorption process. The I removal efficiency of the iodine sorption material could nearly be restored by the desorption process. to 3.2 The prototype of an improved iodine sorption filter is under construction. _____ Next Steps Further developments for an in-place regeneration process by desorption of the highly volatile filter poisons. to 3.1 Testing of the behaviour of the already removed iodine during the desorption step. to 3.2 Testing of the prototype filter.

3. 2

 2 Water-Soluble_Active_Wastes Examinations of decontamination of primary coolant and waste water evaporator distillates with filters and Ion-exchangers; magnitude and origin of corrosion products in the primary coolant (primary circuit or emergency systems); investigations of release mechanisms and Tritium extraction methods. Decontamination of large-scale containers in NPPs by means of special methods; preparation and treatment of decontamination solutions.

labs. For evaluation of specific relevance of these operating cp ¿Trv data, a comparative study of the 5

 5 Co-and Co-activity con centrations in the primary coolant of the four full load operating FWR plants KWO, KKS, KCB, and KWB-A as initiated. Initial investigations covered the time history of the two radionuclide concentrations in the four plants. For plant comparison the four operating light water FWR plants KWO, KKS, KCB and KWB-A were selected. The main data characteristic of these considerations have been compiled. The individual ana-
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 71 Title Original language) Il controllo dei sistemi filtranti installati ne gli impianti nucleari per la rimozione delle par ticelle e dello iodio. Aim To set up methods for testing the efficiency of HEPA and iodine filters, both in Laboratory and in situ, with reference to standard or accident conditions* 2) Particular objectives a) Setting up and comparison of the methods,•used for testing HEPA fil ters in laboratory and in situ, b) Testing of HEPA filters under heavy environmental conditions (high temperature and relative humidity, overflow), with different parti cle size distribution. c) Setting-up and comparison of the iodine and freon methods, used for testing charcoal filters in situ. d) Testing the efficiency of materials used in nuclear plants for iodi. ne removal in strictly controlled conditions of temperature, veloci^ ty and relative humidity of gas stream (standard and post-accident values). e) Comparison of several types of Ag impregnated molecular sieves, with reference to nitric vapour poisoning. f) Efficiency determination of two HEPA filters in cascade 3) Experimental facilities and program -a rig and the related instrumentation for testing HEPA filters by NaCl, DOP, uranine and condensation nuclei methods. -a rig and the related instrumentation for testing commercial charcoal filters by Freon and iodine methods. -an apparatus to perform tests, indicated at the point 2.d) and 2.e) above.

( 2 )( 4 )( 5 )( 6 )( 7 )( 8 )Fuel

 245678 ) The separation factor of a separation cell, using two kinds of tubular membranes whose gas permeability characteristics were opposite to each other, which called doulble permselective membranes, was larger than that of a cell with a single kind of tubular membrane, Nine stage cascade with a recycling line at each cell had 172 of separation factor when the recycle rate was 0.76 and the reflux ratio at the final enrichment stage was 2,7, C3) From the agreement of experimental values with analytical results for the steady separation performance, it is found that the recycle rate at each stage and the reflux ratio at the final enrichment stage affect the recycle cascade separation performance. Decontamination factor of this cascade increased with increasing the recycling flow rate at each cell, The start-up procedure of the shortest transition time is From the close agreement of experimental values with analytical results for the transition performance the calculation code applicability for transition separation performance was varified. The gas sepatator using two kinds of permselective membranes, which has 10^ of decontamination factor and 10^ of enrichment factor, needs 26 m2 of floor area and 32 stage cascade, Commercial scale separator with two kinds of membrane is estimated to be feasible, 4. Projection The development of membranes and gas separation cell will be carried on for improving the gas separator performance, . Takashima, T, Segawa, H. Yusa, Y. Nishizawa and M, Ohno, "Research and Development on Removal of Radioactive Noble Gases in Japan", IAEA-SM-207/14, The IAEA/NEA International Symposium on the Management of Radioactive Wastes from Nuclear nuclear power stations includes operation with a limited number of damaged fuel elements. Consequently fission products are released by leakage of water and steam into buildings housing pressurized primary systems. The bulk of radiolytic activation and fission gases produced during normal operation is vented from the primary systems to the stack via the off-gas system. Gas and particle removal systems are installed in order to limit the impact of radio active release to the environment. By poisoning and ageing the efficiency of iodine filters is continously reduced. An efficient control during operation of the remaining efficiency is thus necessary. Recommendations for test methods and test frequencies for iodine and particulate filters and filterinstallations have been proposed. A number of off-gas filters which have been operated in different Swedish BWR plants have been examined by laboratory testing with respect to poisoning effects. Within the Charcoal Testing Intercomparison Programme administrated by CEC different types of impregnated iodine sorption agents have been tested. CECD ITUCLEAR ENE3GY AGENCY -*8, Boulevard Suchet, 7 5 ^6 PARIS Telex : 630668 AEN NEA -Tel : 5analytical techniques has been encountered, and until finally resolved, this has made quantitative interpretation of results somewhat uncertain. Nevertheless, it appears that useful trapping efficiencies could be achieved with suitably impregnated charcoal using a co^lant-oxygen (20% mixture).Kather poorer effi ciencies appear to obtain with coolant which was diluted with a large excess of air, a condition more closely representing the likely operational

  the Nuclear Safety Research. Index is to help avoid unnecessary duplication of effort in nuclear safety research. It does this "by keeping participating OECD Countries abreast of one another* s currently developing research projects and computer codes. Successive annual editions thus provide a fundamental information source for initiation of ex change of detailed data and co-operative programme planning directly "between the organisations concerned. The index is divided into three sections: i) Water Reactors (Volumes I and II) ii) Fast Reactors (Volume III) iii) Computer Codes (Volume IV) In each section, the project/code descriptions are classed by research subject, and alphabetically by country or international organisation within each subject. A project/code description classed under several subjects has been placed in the first classifi cation; remaining references to the item are made in the Table of Contents in the "See also:" list under the appropriate following subject headings. All descriptions are in English or French, the title of the item in the Table of Contents being listed accordingly.Enquiries regarding the submission of additional contributions to the Index or to obtain additional copies should be addressed to: about a project or code of interest should be requested directly from the performing organisation.The information in this compilation is provided by the national authorities,and neither the OECD nor the national authorities assume any liability for the accuracy thereof.
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 111 Dynamic effects_of degressurisaïïon ^e.g. effects on pressure circuit internals, on fuel,

I n v e s t i g a t i o n s int o the 1 2 9 i R a d i o e c o l o g

  

  in the environmental air of the Karlsruhe Nuclear Research Center by a method developed in 1976.Res ultsThe concentration of 1 29 I decreases in all effluent waters investigated. Investigations were terminated in early October. I 2 9 The I content in goat's milk has slowly decreased since an 1 2 9 iodine filter was installed in the WAK off-gas system. The I content of soil samples scatters over one order or magnitude and attains around 1 fCi/g. 1 27 The method developed for 1 27 I aerosols and elemental I evaluation allows to measure both 127 . . . . I. The detection limit is about

e s u l t s o b t a i n e d so far r a n g e f r o m 1 for e l e m e n t a l i o d i n e as w e l l as for a e r o s o l i o d ine. 7 . N e x t Ste p s 7 . 1 W o r k has b e e n c o m p l e t e d 1 e t e r m i n a t i o n wil l be c a r r i e d on of I in soil and m i l k s a m p l e s t a k e n in the zones p r i n c i p a l l y e x p o s e d to

 17711 the W A K plume.

p l a n n e d to p e r f o r m I m e a s u r e m e n t s in N o r t h e r n G e r m a n y in the e n v i r o n m e n t a l air of n u c l e a r f a c i l i t i e s . 8 . R e l a t i o n w i t h O t h e r P r o j e c t s 9 I n t e r n a l R e p o r t of the N u c l e a r S a f e t y P r o j e cDie D o s i s b e l a s t u n g d u r c h R a d i o j o d und die A n w e n d u n g des s p e z i f i s c h e n A k t i v i t ä t s m o d e l l s I n t e r n a l R e p o r t of the H e a l t h P h y s i c s D e p a r t m e nc h ü t t e l k o p f , I. S c h l a g e r D a t u m und U h r z e i t der A u f l ö s e p r o z e s s e v o n B r e n n s t o f f in der W i e d e r a u f a r b e i t u n g s a n l a g e K a r l s r u h e 1971 bis 1976 I n t e r n a l R e p o r t of the H e a l t h P h y s i c s D e p a r t m e ng l e i c h der b e r e c h n e t e n und g e m e s s e n e n J -K o n z e n t r a t i o n e n in M i l c h p r o b e n aus der U m g e b u n g der W A K I n t e r n a l R e p o r t of the H e a l t h P h y s i c s D e p a r t m e n t , No. A S S / 3 4 2 / 0 4 , J a n u a r y 1977 (not p u b l i s h e d ) 10 . D e g r e e of A v a i l a b i l i t y of the R e p o r t s R e p o r t s are a v a i l a b l e f r o m the a

 8919762410 m i s s i o n aus e i n e r W i e d e r a u f a r b e i t u n g s a n l a ge für e i n e n D u r c h s a t z v o n 1500 t/a are performed at the various stability categories, chemical tracer gases are emitted at heights between 50 and 200 m. Theoretical evaluations of the measured data are performed in order to be able to predict the activity concentration pattern downwind of a power reactor after an accidental activity release. 4. Experimental Facilities A 200 m high meteorological tower is operated in the Karlsruhe Nuclear Research Center in order to collect comprehensive meteorological information in the lower atmospheric layer. Wind velocity and direction profiles as well as dry and dew point temperature profiles are measured across the tower height and stored on magnetic tape /5/. Field measurements are performed over areas of different measurement at the tower, the data registration and record have been continued during the report period. A small field measurement station has been installed. Nine diffusion experiments have been performed in 1976. The chemical tracers have been emitted at heights 60 and 100 m. In most experiments two tracers have been released simultaneously at both levels. Seven experiments have been performed at night during stable stratification. The sampling stations are the tracer experiments at stable diffusion categories resulted in a first survey of the diffusion under the local conditions, in particular the high surface roughness, around the research center. The diffusion experiments with 100 m emission height and their results have been comprehensively documented. The evaluation of the measured meteorological data comprises the statistics of diffusion parameters, of the net radiation and of particular meteorological situations, under which the normal atmospheric diffusion equation is not applicable (wind direction shear, stratification of turbulence, precipitation, fog and calms). As a preparation of a German Reactor Risk Analysis, the US-Reactor Safety Study, WASH-1400, has been analysed, in particular the atmospheric diffusion and the health effects model. Necessary modifications for the German Risk Analysis have been determined. A dynamic atmospheric diffusion and external dose model has been designed, which is appropriate to the activity transport over long distances (> 40 km). The computer code is being tested. As part of the accident analysis of AZUR (off gas clean-up of a fuel reprocessing plant) dose distribution calculations have been performed for accidental activity releases.

5 .

 5 the Atmospheric Dispersion*Parameters over Rough Terrain, Part I., KFK 2285, July 1976 are to be determined by static sorption experiments and the cha racteristic exchange times by kinetic experiments with the main soil constituents and undisturbed samples of selected natural soils. The latter are so called percolation experiments, which simulate the real condition in which Pu penetrates and moves through the soil layers. 4. Experimental facilities As experimental facilities are available: a liquid scintillation spectrometer for determination of low Pu-concentrations in the percolate samples, a high pressure column for the percolation experiments with a time-acceleration effects of 1:2000 with respect to natural condition and a glove box line ready for installation of the column and the other small type experiment for sample make up for the percolation experiments. Progress to Date The time history of Pu-Input into the soil from the past bombfallout was investigated for the Heidelberg area. Using a corre lation between the measurements in Ispra and Heidelberg the course of Pu-concentration in the air was reconstructed. From this it was possible to obtain by use of an empirical relation the wet and dry fallout values.

T i t l e 1 ( O r i g i n a l L a n g u a g

 1 

  results have been obtained with the help of these modified models. By inserting some preparatory work for the German Reactor Safety Study (4330) a delay occured in the working plan. The documentation of these results will be issued in 1977. that the wind direction and speed is greatly variable within ten minutes when the ten minutes mean wind speed is less than or equal to 1.5 m/s. The standard deviations of effluent concentrations in the lateral coordinate direction (¿^) were larger than of the Pasqui 11-Gifford chart under the low wind condition at x = 80m. , S. Watanabe, T. Adachi, F. Tukusi et al. ' Experimental Studies on Structure of Very Low Wind for the Purpose of Estimation of Effluent Gases Diffusion in the Atmosphere" Japan Weather Association, May, 1976. OECD NUCLEAR ENERGY AGENCY -38, Boulevard Suchet, 75016 PARIS. Telex : 630668 AEN NEA -Tel : 524 82
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 2 Projectleader 12 termination of the number of leaking J. Hoekstra fuel rods on the core position during operation 1. General aim To reduce the wet-sipping time* 2. Particular objectives -An increase of the off-gas activity combined with a one step control-rod movement indicates the position of ruptured fuel -The release of certain fission-products during reactor start up is a measure for the number failed fuel rods. of the project is to keep a running analysis of the safety related incidents and component failures occurring in light water reactors, based on USNRC incident reports. Detailed analysis of causes and structure of failure events have been made, for selected incidents, and for selected reactors over their complete reported record. Next steps Further steps will be to keep this record up to date. A computer based recording of failures classified by cause, has been started. the project is to gather and classify data concerning common cause failure, and to develop models using the data to predict common cause failure probability. Project status So far, data concerning some 500 failure incidents have been studied in detail, and classified data for 121 coupled failures recorded. The project is continuing. Reference documents J.R. Taylor, Common Mode and Coupled Failure, Ris0-M-1826, October 1975. Etat de V étude : I) Avancement à ce jour : -L 1 adaptation du banc de mesure a nécessité lfétude et la réalisation : -d'un ensemble chromatographique pour mesurer en continu les quantités d'iode qui auront diffusé à travers lféprou vette de béton -dfun dispositif d'injection des iodes -Des essais préliminaires ont été également effectués pour vérifier que les joints dfétanchéité prévus sur le banc dfessai ne fausseront pas les résultats (Problèmes du piégeage préfé rentiel des composés iodin et de diffusion à travers le joint).

-

  le chromatographe et le dispositif dfanalyse séquentielle automatique sont opérationnels -la construction du dispositif drinjection d'iode est en cours. Prochaines étapes : -Montage des dispositifs de mesure et d'injection dfiode à SAGLAY -Premiers essais avec de lfiode stable (ICH3) -Etude des problèmes posés par l'analyse de l'iode moléculaire stable Documents de référence :-Note DSN/SETS 75-08 du 6le comportement de structures en béton soumises à l'éclatement de circuit d'eau pressurisée -(Problème des structures soumises à des impulsions de pression).

• 1 Title 1 :E x p e r i m e n t a l in von t i g a t i o n alined at c h a r a c t e r i z i n g the d y n a m i o behaviour of materials used for energy absorber design, under rupruuuntdtivu ( j u o m o tr 1 u

 111 -^8, Boulevard Suchet, 75316 PARIS Telex : 630668 AEN NEA -Tel : 524 82Joint Project, School of Nuclear Engineering and Engineering Research Division, Australian Atomic Energy Commission Research Establishment.As part of an investigation of reactor blowdown and containment response, a technique for the determination of transient heat transfer to a containment-vessel has been developed, and will be utilised for the study of transient condensation heat transfer, to enable more reliable prediction of containtnent pressure response to be calculated.OECD NUCLEAR ENERGY AGENCY-36, Boulevard Suchet, 75016 PARIS Telex : 63O668 AEN NEA -Tel : 524 82-00 -558 -C JL ti > » :.» J. Ji. .1 J U l. i. u j ; 7 Eléments absorbeurs d'énergie pour la conception des bridages de tuyauteries. a and loading conditions. The major part of the programme was related to stainless steel rods acting in tension, and commercial cellular concrete, acting in compression. In addition, several tests were performed on copper bumpers and special mixtures of light weight concrete. 2. Particular objectives : -Development and testing of a forged head design for anchorage of stainless steel bars -Comparison of dynamic versus static strength of tested materials, and determination of the-scatter in dynamic stress.

3 .

 3 Experimental facilities and programme : -Dynamic testing including an air reservoir, rupture disks and a sliding piston (driving force : 40 kN) -Drop weight machin with a 1 ton hammer.

4 •(

 4 Project status : The results have been published in the paper : " The use of energy absorbers to protect structures against impact loading 4, P. Hernalsteen and C.Leblois . Nuclear Engineering and Design 37

5 •

 5 the present research project is to simulate in largescale experiments rupture of the primary cooling circuit within the containment of a water-cooled reactor and to investigate the pheno mena occurring within the containment« The experimental results are to be compared with the results of model calculations and will finally serve to improve the computer codes. circuit (approx* 6 m , IkO bar, 300 C), measuring instruments (approximately 200 channels for pressure, differential pressure, temperature, density, mass flow, force, strain and water level), data collecting and processing systems with 120 and 256 channels, respectively. For comparison with the experimental data, several computer codes are used by external institutions. Some of these codes are being used for licensing procedures, others have been newly developped in connection with this research program. Progress to Date Ad 3.1: The first series of LOCA experiments (Nos. Cl to Cl6 ) with single-and double-end water line ruptures in different compartments of the PWR model containment was finished in spring 1976. Ad 3*2: A new series of basic experiments (D series) has been speci fied and prepared for starting in January 1977« These ex periments may be characterized as follows: 3 -pressure vessel 5«3 ® » inside diameter O .78 m, height 11.2 m, initial water level 5«0 m (286 °C). -Depressurization via a steam line (lkO mm in diameter) connected to the pressure vessel at its top end. Initial conditions: 70 bar, 286 °C Expected outflow: for approx. 1.5 s saturated steam, subsequently a steam-water mixture. -Directing the saturated steam or the steam-water mixture into a *t0-m compartment and from there, via a series of adjoining compartments, to the dome space. The total containment volume is about 630 m . -Overflow cross sections between the containment compartments of uniform diameter (750 mm), mainly designed as sharpedged orifices. Series D will include an experiment which has been suggested by the Gesellschaft für Reaktorsicherheit for international comparison with theoretical results (Containment Analysis Standard Problem).

Ad 3 * 1 :, with respect to both the absolute pressures and the differential pressures between compartments situated close to the site of rupture. At high differential pressures between the compartment where rupture took place and the adjoining compartment, deviations even exceeding a factor of 2

 312 Comparisons between the results of the C experiments and model calculations have been and are still being made by several research institutions in the Federal Republic of Germany and in the USA on the basis of different computer codes. Comparisons of the experimental results with the results ob tained by the computer codes used in the licencing procedure always showed a calculatory overestimate of the actual situationwere observed in some cases. The calculations of the differential pressures for compartments located far from the site of rupture are highly erroneous. These differential pressures are, how ever, always so small that they do not affect the design of the plant. It was not possible to improve the computational The experimental program i.e. the choice of testparameters, is done due to the following reasons: Biowdown_ 17.: This is a close simulation of Blowdown 1 o in the earlier series which had indicated significant pressure oscillations. The test has reproduced those conditions and thereby provide a data base for instrumentation check-out. BIowdown_l82 This is similar to Blowdown 17 but with a reduced vent flow area. The purpose is to get an increased vent mass flux. The blocking of the vent pipes were arranged so as to provide a simple symmetrical and compact pattern. The arrangements were compatible with the new pool geometry in Blowdown 21. B i o w d o n w _ I T h i s test has utilized prepurging of the drywell air of about 300 sec. in order to investigate the influence on oscillations of noncondensib1es in the vent flow. Other dates as in Blowdown 18. BIowdown_2o£ This test has run with a reduced submergence depth from 2.8 to£J5 m by reducing the pool water mass. A significant change of submergence depth is wanted and for geometrical reasons this can only be obtained by reducing the pool water volume. For compensation of the decreased pool mass the temperature at the start of the prepurging has to be lower than usual. Other dates as Blowdown 19-BIowdown_21 j : This test is carried out with the pool volume reduced to about three quarter of the normal volume. The reduction is achieved by introducing an internal structure forming a new pool around the unblocked vent pipes and thus reducing the pool cross section. The smaller pool mass results in an increased temperature rise. Beside the reduced pool volume also the reduced pool mass may have an effect on the pressure oscillations. Other dates as Blowdown 18. B!owdown_222 This test shows the effect of air on pressure oscillations as compared to Blowdown 21 (Prepurging time about 300 sec.). The dynamic loads on the structures above the pool can be compared to the results from Blowdowns 17 and 18. With a wave in the mainstearnpipe quick tran sients in massflux are obtained. Biowdown_22i This test shows the influence of slow transients in massflux. Other dates as Blowdown 22. § J . 2wdown_242 This test shows effects on the pressure oscillations due to changes in vent system geometry. The changes are achieved by blocking two of the four B 1owdown-channe1s (Downcomer), -577 -B2owdown_25i This test differs from the other tests by installing a single-cell around one instrumentated vent pipe in the pool. Thus it is possible to compare single-and multi-vent pipe behaviour. ^_______________Experimental Facility The experimental facility is the decommissioned reactor of Marviken, Sweden. This facility has been designed and constructed as a 1^0 MWe direct circuit boiling heavy water reactor. Soon after completion it has been decommissioned and offers the opportunity to conduct full scale safety experiments. The main part of measurements consists of the pressure, differential pressure and temperature measurements. The semistatic measurements of these quantities were recorded by a VARIAN 620/L process computer on digital tape while the so-called dynamic measurements are recorded by a Pulse Code Modulation (PCM)-system. In addition, the pressure in the pressure vessel -one channel for each -are recorded by pen-recorders. These latter measurements are primarily for controlling purposes in the control room. The water levels in the wetwell pool and vent pipes are measured with level probes of spark plug type. The signals from these measurements are recorded by PCM-system. In measuring the water level in the pres sure vessel a special type of level probes are used and the recording is made on a light beam recorder.
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 22 1975 ~ 3o.1.1976. After that nine Blowdowns were carried out during the experimental phase(1.2.1976 -3o.9*1976). The evaluation and report-This test showed a similar oscillation behaviour as Blow down lo of the earlier series and gave an instrumentation check. § i 2 ^2 ^D -l § i Due to reducing the vent flow area a higher vent Massflux 100 kg/cm sec.) and also a higher Watersurge, The oscilla tions were similar to Blowdown 17» The test gave additional dates for impact loads of the internal structures. B!owdown_19j. Due to the prepurging the results of this test show the be haviour of condensation without air:There was no Watersurge. The harmonic oscillation was superposed by high frequency peaks, due to collapsing steambubb1es. These peaks were observed only local; i.e. the vent pipes are not coup led. Blowdown_2o^ The test was again without Watersurge. The reduced submer gence depth gave smaller peaks compared with Bhowdown 19, due to a smaller water depth. Due to the smaller watermass at the end of this test the pool temperature was 80 °C. BIowdown_2l2 Due to the reducing of the pool volume at the end of this test the pool temperature was 104 ° C. The oscillation amplitudes were smaller than those at Blowdown 18. An essential result was that also in the corner volumes of the drywell were blown free of air during Blow down total 1y . Blowdown_22^ At this Blowdown the same oscillation behaviour as in Blowdown 19 was achieved. When reducing the Massflux from 100 to 4o kg/ 2 cm sec. the amplitudes of the pressure oscillation decreased from 1 to o.1 bar. Blowdgwn_22i This test gave a verification of Blowdown 22. Due to the Massflux variation from 4o kg/cm sec. to 0 the oscillation amplitudes were lower. BIgwdgwn_24^ Due to the changes in the vent system geometry the observed frequences of the pressure oscillation changed from 4 to 3-6 Hz and from 30 to 27 Hz. B2owdown_25: The observed harmonic pressure osc¡11 ations fn the pool and in the single cell were about k9 8, 10 and 26 Hz with 1,5 to 2 times larger amplitudes in the single cell. The peak amplitudes in the single ing stage has started.-579cell were also double as high as in the pool. The slopes of the pressure peaks were the same as observed in other single cell experiments.2_l_____________NextStepsThe evaluation and reporting stage shall be terminated at the end of the first quarter 1977.

3 . 4 *

 34 Research programme -literature survey of available methods for solving problems in continuum mechanics -development of procedures for the hydrodynamics calculation in discrete Eulerian meshes -description of the solid structures in a Lagrangian system (finite elements, thin-shell theory, multi-axial stress and strain condi tions, general materials laws) -coupling of the Eulerian and Lagrangian procedures for solving the integral hydrodynamic and structural dynamics problem -development of a theory describing the high pressure gas bubble through an Eulerian coordinate system -inclusion of energy dissipation due to friction (e.g. flow through perforated plates) into the description of hydrodynamics -verification of the theoretical methods by analysis of appropriate tests. Experimental Facilities Computer Codes Several parts of the main Code KOELSCH (J(Ontinuumsmechanik mit £uler-].agrangekoordinaten und SCHalentheorie) have been written and tested using the records of several vessel explosion experiments. The Lagrangian INTERATOM code ARES is used for the participation in the Code Validation Programme at JRC Ispra.

P r o g

  r a m s for one-and t w o d i m e n s i o n a l E u l e r -L a g r a n g i a n h y d r o d y n a m i c s and t h r e e -d i m e n s i o n a l Eu l e r i a n h y d r o d y n a m i c s have been w r i t t e n and are be i ng tested. F u r t h e r , a p r o g r a m for the d e s c r i p t i o n of the e x p a n s i o n of a high p r e s s u r e bubble is under develo p m e n t . Polar c o o r d i n a t e s in c o m b i n a tion w i t h the E u l e r i a n grid are used here. T h e o r e t i c a l w o r k for the d e v e l o p m e n t of a p r ogram, that c a l c u l a t e s the m o t i o n of s t r u c t u r e s un d e r i n f l u e n c e of external and internal s t r e s s e s , has n e a r l y been co m p l e t e d . This p r o g r a m will use shell t h e o r y in c o m b i n a t i o n with fi n i t e d i f f e r e n c e meth o d s . The c o o p e r a t i o n wit h the code v a l i d a t i o n p r o g r a m m e in J R C -I s p r a has w o r k e d out well and the work is p r o g r e s s i n g stea d i l y . 7. Next Steps The wor k for the c o u p l i n g of t w o d i m e n s i o n a l E u l e r -L a g r a n g e h y d r o d y n a m i c s wit h shell t h e o r y will be resumed. Wor k on the c o m p l e t e c o u p l i n g of the subcodes into the main code K O E L S C H will be init i a t e d . The c o o n o r a t i o n wi t h the C O V A -p r o g r a m m e in Ispra will be c o n t i n u e d . The c o n v e r s i o n of the O v e r l a y v ersion of the C o d e ARES will be c o m p l e t e d .

  and the loads on the structures in the water of the condensation chamber of the BWR-pressure suppression system were investigated on the basic of test results. Particu larly work was concentrated on harmonic pressure oszillations and the forces in the struts of the condensation chamber walls.

1 ) 3 . R e s earch P r o g r a m 3 . 1 Condensation forces measurement at realistic back pressures 3 . 2 of the containment stiffness simulated b y a wall, wich represents the condensation chamber stiffness 3 . 3 Visuell observations of the phenomena 3 . 4 -

 1331323334 Tank Tests With multi-vent arrangements a reduction of the amplitudes of the pressure peaks was reached. The harmonic amplitudes remain constant when the vent/pool area ratio is held constant. Several mitigation devices were tested. With these devices the condensation was more homogeneous and the pressure peaks were reduced. The best results showed geometries which distributed the vent cross section on several smaller cross sections. Three types had good chances: the slit vent with closed bottom the perforated vent with closed bottom the step vent bundle. Large Tank Tests The evaluation of the strut loads of the vent tests with 300 mm diameter was completed. Maximum values were 75 kN (for tempera tures of the water > 60 °C). The maximum strut load was in dependent from the number of vents. The statistical mean value of the strut load was 11,1 kN. The maximum of the forces on the struts was in the direction of half the angle between two adjacent struts. The statistic evaluation was completed for the pressure oszillations. The maximum amplitudes were in the mass flow range between 15 and 20 kg/m s. The amplitudes were lower at higher or lower mass flow rates for both vent diameters (which corresponds to the most im portant parameters (pipe diameter and length, partial volumina of pressure chamber, air and water room) of the condensation chamber, blow d o w n tests have been carried out with representative v ap o u r mass flow rates. Influence Investigations with changed end geometry on a vent of are treated and significant coupling mechanisms on the steam and water side are taken into account.

3 ) 1 :

 31 aim To acquire specific knowledge on basic phenomena in pressure suppression containment system after LOCA. Assess the effectiveness of computer codes, like CONTEMPT series, for the prevision of pressure and temperature transients in a pressure sup pression containment system during LOCA.2) Particular objectivesThe program is intended to investigate the pressure and temperature transients within a model of MARK II containment system, by varying blow d o w n flow rate and energy, number and submergence of vent pipes and pool temperature. Experimental facilities SOPRE 1 apparatus, which is a 1 : 13 scale model of a MARK II system. In the-containment model there are located 17 points for measurements of pressure and 14 for measurements of temperature during the transient. 4) Project status The first series of tests with blow-down nozzle diameter of 15 mm (8 runs) or 50 mm (8 runs) was carried out, varying pressure (from 20 to 85 Kgp/cm2) and mass (from 45 to 70 Kg) of the water in PIPER vessel. The experimental results were compared with data from CONTEMPT-PS and CONTEMPT-LT codes. 5) Next steps Next program includes 10 runs with blow-down nozzle of 50 mm diameter, 55 Kg of water inside the PIPER vessel and a starting pressure of 70 Kgp/cm2 ; further 3 runs with a starting pressure in PIPER vessel of 30 Kgp/cm2 are scheduled for safety reasons. In this second series of tests the pool temperature, the submergence and the number of the vent pipes shall Ricerca sul sistema di contenimento a soppressione di pres sione. Relazione sulla prima serie di prove. Istituto di Impianti Nucleari dell1 Università di Pisa, RL 254(76).
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	-XXIII -	
		Country	Page No.
	8. INSTRUMENTATION, CONTROL AND	
	Définition des essais de vieillissement	France
	sous irradiation	
	(Definition of aging qualification	
	tests)	
	Appareillages de mesure utilisé	France
	dans les réacteurs nucléaires	
	(Measure instrumentation in	
	nuclear reactors)	
	Méthodes et appareillages d !essais pour	France
	le contrôle de l'instrumentation	
	(Method and test device for	
	instrumentation control)	
	Test en ligne des capteurs	France
	(On-line method for testing	
	of instrumentation)	
	Qualification de la mesure	France
	neutronique à grande dynamique	
	(Qualification of wide range	
	nuclear instrumentation)	
	Critères de sûreté pour 1 'utilisation	France
	des systèmes séquentiels dans le	
	système de protection	
	(Safety criteria for using micro	
	processor in the protection system)	
	Etude du comportement des cables	France
	auto-extinguidles aux silicones lors d fun	
	A.D.R.	
	(Study of method for aging qualification	
	of silicone non flamme propagating cable)	
	Essais des compteurs de démarrage	France
	des centrales PWR	
	(Test of proportional counters used	
	in PWR reactors)	

10. CORE AND PRIMARY CIRCUIT IN

  

	SITEKDY 'gTSTE CCNSITTOITg-------

(no entries) See pages 10 and 11 10.1 Physico chemical and material properties and their effects on fuel elements, core internals control mechanisms and primary circuit components Nuclear fuel materials Application of statistical analysis methods in power reactors under the safety oriented aspects of early fault detection Incipient failure detection In-core-data acquisition and processing with the aim of early faults detection in light water reactors See also pages 443 and 444 10.2 Reactor physics (no entries) 10.3 Thermohydraulics Fuel element malfunction detection & identification Turbulent flow in rod clusters Critical heat flux in 37-elenient bundle fuel Mixing effects in parallel channels with water two-phase flow Burn-out experiments in BWR fuel elements Dryout (CHF) experiments in 8x8 BWR/6 test sections Country Page No. Finland FRG FRG FRG Australia Australia Canada FRG Italy Italy

  

	-XXVI -	
	Country	Page N o .

Thermohydraulic behaviour of a CIRENE power channel during reactor start-up Void fraction experiments in 8x8 BWR/6 test sections Burnout experiments on 9-rod bundles Mixing experiments in 36-rods bundles and the influence of supporting grids on mixing Dryout in boiling clusters Basic studies of two phase mixing in fuel cluster geometries 10.4 Mechanical effects 731 (e.g. vibration) Vibrations induites dans les France 733 circuits par les écoulements fluides (Flow induced vibration in pipes) Solid-borne sound measuring on FRG 735 reactor pressure vessels and on the primary circuit of the cooling system

  

	-XXVII --XXVIII -		
			Country	Page No*
	11. MATERIAL AND MECHANICAL PROBLEMS		
			Italy	723
	(e.g. load following, turbine trip,		
	blowdown, etc.)		
	(no entries)		Italy	724
	See page 34-9		
			Netherlands 726
	11*1 Pue1 elements and core (e.g. fuel		
	densification, fuel pin distortion, Netherlands 727 cladding ballooning, cladding
	oxidation, cladding embrittlement,		
	cladding water reaction and rupture)
	Deformation and fracture behaviour	U.K. Australia	728
	of reactor materials		CEC,Ispra	729
	Stochastic analysis of the		Australia
	temperature distribution in		
	canned cylindrical fuel elements		
	Stochastic thermal stress		Australia
	analysis of canned cylindrical		
	fuel elements		
	Thermo-mechanical analysis of		Australia
	nuclear plant structures		
	Zircaloy-steam reaction at high		Australia
	temperatures		
	Mixed oxide fuel element		Belgium
	behaviour under irradiation		
	Model calculation of vibrating reactors sur les combustibles C A R M E L core components in light water Conséquence d'une rupture de gaine	FRG France	738 761
	(Effect of a cladding rupture		
	Experimental investigation of on CARAMEL fuel element behaviour)		FRG	744
	protection of pressure vessel		
	internals against flow-induced Limitation du fonctionnement des		France
	vibrations in BWRs éléments combustibles dues à		
	l'existance de ruptures de gaine		
	Dynamics of fuel strings in (Operational limits of fuel axial flow -fretting corrosion (HWR -Calandria tubes) elements due to cladding defects)		Italy	747
	Reactor and primary circuit on the mechanical properties of noise analysis of oxide fuel and fission products Investigations of the influence	Netherlands 749 FRG
	Zry-cladding tubes under accident		
	conditions		

Country Page Ne KFA/KWU-power ramps Part A fuel rod irradiation tests 1976 FEG Burst tests Italy Gap conductance in BWR fuel rods Italy High, temperature mechanical and chemical behaviour of cladding tubes Italy In-pile creep rate measurements of Zircaloy 2 cladding of Caorso fuel pin Italy Creep and plastic behaviours of Zircaloy cladding tubes - Phase I Japan Effect of pellet geometry on the thermal deformation of U02 pellet Japan 78-1 Study on the fuel behaviour under irradiation Japan The study of fuel cladding behaviour Japan Fuel elongation during power rating Netherlands Deformation and rupture of zircaloy cladding owing to LOCA Sweden Fission product volatility in intact fuel rods Sweden Fuel cladding behaviour under loss-of-coolant accident Sweden Fuel clad distortion under accident conditions U.K. 795 High temperature creep of Zircaloy U.K. 796 Mechanical properties of Zircaloy USA 797 containing oxygen

  

	-XXXI --XXXII -			
	Country	Page No, Page No.
	(.Research of simplified procedures 11.2.1 Material_2ro^erties_		825
	for the evaluation of stress			
	intensity factor in the pressure Corrosion problems in	Australia	
	vessel) reactor materials			
	Etudes de sûreté des composants Deformation and fracture	France Australia	826
	du circuit primaire des réacteurs behaviour of reactor			
	PWR materials			
	(Safety analysis of PWR primary Fracture behaviour and	Australia	
	circuit component s) irradiation embrittlement			
	of steels			
	Status report reactor pressure	FRG		827
	vessel Radiation damage in reactor	Australia	
	materials			
	Rough, and detailed specification	FRG		830
	research, programme "structural Dynamic fracture mechanics	Denmark		
	integrity of componentsu crack propagation in			
	inhomogenous steel			
	Experimental research on	Italy		833
	incremental collapse and plastic Comportement des organes	France		
	fatigue of piping components d 'isolement du circuit			
	primaire des réacteurs à eau			
	The crack closure effect in crack High temperature fatigue on (Behaviour of isolation structural elements valves of PWR primary system)	Australia Italy	35
	propagation under narrow hand random loading On the starting of a crack Comportement des lignes de propagation in a cylindrical pressure vessel of ductile tuyauteries lors d'un accident	Italy France	861	837
	Nuclear reactor materials material (Behaviour of pipings in	Finland		
	research the event of an accident)			
	Pipe rupture tests of primary	Japan		839
	Développement des méthodes de coolant system of LWR Dommages consécutifs aux défauts	France France		
	calcul pour l'analyse mécanique des structures et/ou évolution			
	des circuits primaires des réacteurs Elastic-plastic fracture analysis de chargement	Netherlands 840
	à eau (Advances in computation methods research on cracks at nozzle (Damage subsequent to structure intersections of nuclear high-pressure vessels (EPOSS) defect and/or load changes)			
	for the mechanic analysis of PWR primary systems) Evaluation de la probabilité Fracture analysis research Propagation de fissures de fatigues sur les matériaux on nozzle intersections (BROS) de structure irradiés	France France Netherlands 842
	de rupture d'une cuve de Elastic-plastic fracture (Fatigue crack propagation	Sweden	844
	réacteur à eau mechanics on irradiated materials)			
	(Failure probability calculation Critical experiments, measure-Comportement des aciers pour of a water reactor pressure vessel) ments, and analyses to establish cuves -tenue à l 'irradiation	USA France		845
	Recherche des procédure simplifiée pour l'évaluation des facteurs a crack arrest methodology for (Research programme on irradi nuclear pressure vessel steels ation embrittlement of pressure	France		
	d'intensité de contrainte dans les programme enceintes sous pression Heavy section steel technology vessel steels)	USA		848

Country Determination of fracture PEG mechanical safety criteria for elastic-plastic "behaviour of materials Welding tests on cladding of reactor pressure vessels Eeactor pressure vessel Coordinated programme on irradiation embrittlement of pressure vessel steel Narrow-Gas welding Fracture properties of part- through cracks Investigation of crack initia- FEG tion and arrest The use of COD/COS fracture criteria in the assessment of component strength Damage of nuclear reactor components by shock wave loading Irradiation influence on strength and relaxation of austenitic steels and Ni- alloys for core structure connections Literature study on selective corrosion of LWE materials Seduction of activation and contamination of reactor loops Extension of the use of cobalt FEG free materials for resistance of friction, wear and corrosion in the nuclear steam supply system (NSSS) of LWEs Assessment of irradiation Japan embrittlement on reactor pressure vessel FEG FEG FEG FEG FEG FEG FEG FEG FEG FEG Page No. 901 904 907 910

  

		-XXXIII --XXXIV --XXXV -		
		Country Page No, Country Page No. Country Page No.
		Interaction between fatigue Metal fracture (Crack growth) Crack detection in pressurized vessels and reactor components and creep of nuclear reactor materials Metal fracture (Stability) by optical holography	Japan FRG U.K. U.K.	935 937
		On safety margin of the Vessel failure tests Assessment of nuclear pressure vessel integrity through acoustic Japan Italy U.K. simplified plastic fatigue design method for nuclear A dynamic photoelastic USA emission monitoring	938 939
		components investigation of crack arrest Study on evaluation of structural Japan
		Study on assessment of safety against fatigue crack propaga tion in nuclear pressure vessels Structural integrity of water safety for nuclear pressure vessels by acoustic emission reactor pressure boundary components method	Japan	USA	94-2
	and pipe circuits Study on the behaviour of the local structure of nuclear 11.2 ► 2 Stress-strain^analysis Study on flaw size measurement of Japan nuclear reactor pressure vessel Japan using acoustical holography	94-5
		reactor piping for its safety evaluation Short radius flanged pipe Automatic ultrasonic emission Residual stresses at girth-bends of PVR-systems "butt welds in pressure vessels and Netherlands Australia USA	94-7
		Study on dynamic fracture toughness of nuclear pressure Non-symmetric stresses in pipes Development of acoustic emission Japan U.K. Canada heat exchangers measurement Steam generator tube USA steel Study on structural safety of nuclear pressure vessel against Japan A study of the flaw sensitivity Canada integrity programme Development of holography and U.K. of pipe-to-pipe intersections laser speckle photography See also pages 921 and 922	921	94-8 94-9
	to inner pressure Literature study : (1) influence of environment on fatigue crackgrowth Stress analysis of primary steel-Denmark Netherlands 924 components: A comparison between calculated and measured stress Acoustic emission -Flaw USA 11.3 Prestressed concrete pressure relationship for inservice monitoring of nuclear pressure vessel and strain in a BWT main circula tion pump nozzle vessels (no entries) (2) influence of aging on fracture related material properties See also page 919 Improved non-destructive testing USA of pressure vessels 11.3.1	951
	Literature survey of material parameters which, are necessary 11.2 * 5 Non-destructive__testing_L_ins£ection Netherlands 925 Inspection of nuclear reactor USA Prestressed concrete pressure Austria surveillance welding by acoustic emission vessel with hot liner	953
		for the diagnosis of defects localized with AE techniques Acoustic emission from steel See also pages 812, 925, 926 and 95. Denmark Research programme on concrete Italy 955 structure for nuclear reactor
	11.2	Evaluation and study of acoustic emission by materials Quality assurance 4-	Switzerland 926 Finland	956
		and structures Non-destructive in-serviee Pressure testing facility	FRG Denmark	957
		Two-dimensional growth of cracks/fatigue Fracture behaviour of inspection for reactor pressure Switzerland 927 U.K. 932 Evaluation of the behaviour Netherland 1001 vessels with eddy current of undercladding cracks in methods a PWR
		structural steels Acoutical holography -laboratory FRG and application tests with the Steel pressure vessel integrity Switzerland	914 959
	Mechanics of plane strain Holscan 200	U.K.		934
		fracture		

vessels 11.3.2 Stress^strain^^aljsis

  

	-XXXVII --XXXVIII --XXXIX --XL -XLI -			
	Page No* Page No. Page No* Country Country Country Country Page No
	Programme européen de contrôle		France
	11•3.3 Non_destructive_testing surveillance Status report of the quality assurance system fortes par ultrasons Non-destructive structure 12.4 Human factors evaluation by means of scattered (European programme of ultra sonic testing of heavy section ultrasound (no entries)	FRG	FRG	1063
	(no entries) 11.3-4 Bestructive__testing 12.2 Fabrication methods (no entries) steel-plates; Moyen d'inspection de circuit Adaption and continuation of the development of electrical, 13. SYSTEMS OPTIMIZATION, STANDARDISATION, test methods for the use at primaire de réacteurs electromagnetic and magnetic m " c		FRG France	1065
	(no entries) 12.3 Non-destructive testing, (Nuclear reactor primary reactors				1067
	inspection, survei11 ance circuit inspection means)			
	See pages 1033 and 1035 (for pressure structures Automation of pulse-echo-testing		FRG
	and components: see under Etude des filtrages optiques and electronic data processing		France
	11*4 Containment relevant sections 7 and 11) films radiographiques of the results			
	(no entries) Stress wave emission studies (Study of optical filtering of radiographic films) Holografic interferometry		Australia FRG	1069
	11.4.1 Concrete_structures (no entries) of materials and structures Détermination fine de la dimension de défauts par Etude de l'influence des divers The determination of welding residual stresses with the aid revêtements sur le contrôle ultrasonore par l'extérieur des of ambulant X-ray diffraction		France FRG France	1070
	See page 273 mesure de temps de parcours circuits primaires de réacteurs Onward development of ultrasonic ultrasonores (Study on the effect of coatings inspection techniques and allied		FRG
	(Accurate flow size determi on the ultrasonic testing of equipment for in-service inspection 1 1 . 4 . 2 §teel_structures nation by measurement of primary circuits of nuclear of reactor pressure vessels	
	ultrasonic delay time) reactors from the outside) (no entries) Development and construction of			FRG
	Utilisation de calculateurs Détectabilité par ultrasons des an electronic test and evalua		France France	1071
	11.5 Coolant channels dans les systèmes de protection défauts en compression tion system with ultrasound			
	Influence of the size and (computer protection system) including pre-amplifier box (Ultrasonic detectability of shape of coolant channel "blockages upon core cooling in the flooding phase of a LOCA Blocked cooling channels Surveillance en continu par émission acoustique du circuit primaire des réacteurs à eau flaws under compression) Increasing the probability Utilisation de la neutronographie of flaw detection by improving the signal-to-noise ratio in pour l'inspection en service des ultrasonic testing réacteurs nucléaires et le (Continuous surveillance of water reactors primary circuits using acoustic emission) contrôle non destructif des Study on the application of composants du coeur pulsed eddy current methods	FRG ERG France FRG France FRG	1073
	CIRENE pov/er channel (Use of neutron radiography in to quality control of nuclear	Italy	
	pressure tube burst tests Détection des fissures dans les in-service inspection nuclear power plant components		France	1074-
	rebords internes de tubulures reactor and non destructive			
	Overload behaviour and ultimate load capacity of PCRV-closures for BWR-plants Development of advanced See also page 758 testing of core composants) Multifreauency -eddy current (Crack detection of the testing Phase 1 : construction nozzle inner edges) Acoustic emission measurements of a multifrequency prototype QUALITY ASSURANCE (no entries) See page 956 Développement de méthodes de on fracture toughness specimens (fatigue cracks; Investigations of the efficiency contrôle par ultrasons of acoustical holography par l'extérieur des circuits Preliminary investigations on especially in comparison to primaires PWR line leak detection by acoustic focussed beams in NDT	Denmark Italy FRG FRG France FRG FRG	1075
	solutions for pre-stressed (Development of ultrasonic emission			
	(Thin-wal1 solutions) as suranc e system outside of PWR primary circuits) Better phenomenological description FRG functions concrete pressure vessels 12.1 Formulation of quality testing methods from the Test of switches for protective	Sweden	1160
	of acoustic emission signals and			
	their analysis with respect to a Test with safety valves			Sweden	1161
	better evaluation of defects			
	See also page 812			

n n o E fiïï-
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	Reduction of the contamination of
	primary system components by
	electromagnetic filters
	Comparison of different pressure
	vessel concepts for light-water
	reactors
	Underground nuclear power plants
	14. PROBABILISTIC METHODS OF SAFETY
	M L Y S T g -

  . Malang, "Simulation of Nuclear Fuel Rods Using Process Computer Control Power for Indirect Electrically Heated Rods", ORNL/TM-4712, November 1975 U. Aya. "A Model to Calculate Mass Flow Rate and Other Quantities of Two Phase Flow in a Pipe with Densitometer, Drag Disc, and Turbine Meter," ORNL/TM-4759, November 1975 Project Description, "ORNL-PWR Blowdown Heat Transfer Separate Effects Program in Thermal Hydraulic Test Facility (THTF)," ORNL/NUREG/TM-2, Febraury 1976.

		1.1.2	
	SPONSORING COUNTRY U.S.A. (NRC)	ORGANISATION : Oak Ridge National Lab Brookhaven National L< Renssellaer Polytech.	Inst.
	DATE INITIATED si 972 DATE COMPLETED jr.A. DATE INITIATED : june ^ 1975 DATE COMPLETED : September 30, 1977 DATE INITIATED y une 1, 1976 DATE COMPLETED : June 1, 1979	PROJECT LEADER : D. G. Thomas PROJECT LEADER : PROJECT LEADER : Y.Y. Hsu, NRC 0. Jones, BNL Y.Y. Hsu, NRC Prof. R. T. Lahey, Jr,	, RPI
	Dbëcription î Quarterly Reports -		
	Dbdcrjption : General Aim: General Aim: 0RNL/TM-4805, April 1975 To develop model for vapor generation rate and the related To study heat transfer from a full length, full power, PWR rod array simulator during rapid depressurization two-phase flow instrumentation. 0RNL/TM-4914, July 1975	
	(blowdown) of the water coolant. 1. Formulate model of non-equilibrium vapor generation processes and verify experimentally. 0RNL/TM-5021, September 1975 Objectives:	
	2. 0RNL/TM-5117, November 1975 Develop two-phase flow instrumentation techniques,	
	including new probes, modeling, and calibration of	
	the instrumentation.		

Particular Objectives: Correlate heat transfer coefficients to variations in bundle and coolant. Experimental Facility: Thermal Hydraulic Test Facility; provides capability for inlet and outlet blowdowns and'for studying bundle flow reversal and rereversal effects. Project Status: 15 tests completed. Next Step: Continue testing and analysis of results. Relation with other Projects: Provides data necessary for correlations used in mathematical models of LOCA's. » Reference Documents: See attached list. Availability: NTIS, U.S. Dept, of Commerce, 5285 Port Royal Road, Springfield, Virginia 22161 Thermal Hydraulic Development Program INDEX NUMBER : 1.1.2 SPONSORING COUNTRY : U.S.A. (NRC)

ORGANISATION s

Facilities and Program: 1.

A two-phase flow experimental facility will be developed to measure vapor generation rate.

2. .Some bench tests will be carried out as supplementary to the main tests.

Relation to Other Programs: 1. Two-phase thermal hydraulic analysis will be closely coordinated with work at ANL and NRC code people.

2.

Instrumentation development work will be coordinaed with RPI, ORNL and ANC. Reference Document: No report yet. Availability: NTIS Budget: $30K for June 1976 to September 1976,-$270K for FY-77. Personnel: 0. Jones and part-time involvement of several professionals. S0RNL/TM-5240, December 1975 0RNL/NUREG/TM-14, March 1976 0RNL/NUREG/TM-46, June 1976 0RNL/NUREG/TM-61, September 1976 0RNL/NUREG/TM-92, December 1976 -153 -PROJECT TITLE : Two-Phase Phenomena in Nuclear Reactor Technology INDEX NUMBER : 1.1.2 SPONSORING COUNTRY : U.S.A. (NRC)

ORGANISATION :

1.2 Performance of ECCS 140-26-23/4160.02 -167 -

  Echanges thermiques lors du renoyage d fun coeur de réacteur à eau", D.ANDREONI -Thèse de. Docteur Ingénieur, 28/11/75. "Refroidissement de secours des réacteurs à eau légère -essais de renoyage dfune grappe 5X5, géométrie 15 X 15", R.DERUAZ, P.CLEMENT, M.LAMBERT, P.PIC -Note DTCE-STT 509. "Etude bibliographique des principaux modèles de remouillage utilisés dans l'étude du refroidissement de secours des réacteurs à eauchoix dfun modèle", P.CLEMENT -Note DTCE-STT 507.

	Titre Thermohydraulique du LOCA : Etude expérimentale du refroidissement de secours des réacteurs à eau : Programme ERSEC. Titre (anglais) LOCA Thermohydraulics : Experimental investigation of water reactors safety Essais de renoyage à débit constant sur tubes de différentes Pays : FRANCE Organisme directeur ; CEA Organisme exécuteur : CEA/DTCE -STT (GRENOBLE) longueurs chauffantes. Documents de référence : "Heat Transfer during the Reflooding Phase of a Tubular Test Section1*, D. ANDREONI, M. COURTAUD, R. DERUAZ -European Two Phase Flow Meeting, Harwell 1974. FRANCE Documents de référence : Classification: 1.2 "Pays : "Programme d'études des interactions mécaniques et thermodynamiques Title 1 (Original Language): COUNTRY: Organisme directeur : CEA -EdF/SEPTEN Titre (anglais) LOCA thermohydraulics. Steam-water mixing studies for PWR : EPIS I and II projects entre l'écoulement principal de vapeur et l'eau des injections de secours d'un réacteur PWR,f, Rapport SEEN-RT 76-014• BRD Notkühlprogramm -Niederdruckversuche SPONSOR: Wiederauffüllversuche mit Berücksichtigung BMFT Organisme exécuteur : der Primärkreisläufe ORGANIZATION; CEA/DTCE (Saclay) (RS 0036 B -1.1.2, Jahresbericht A 76) KWU, Erlangen
	injection : ERSEC project Title 2 (English):		Responsable : Responsable : Project Leader:
	Emergency Core Cooling Program-Refilling	M.COURTAUD T.BLIAUX (SEEN) Ruthrof
	Experiments with Simulation of the Circulation Loop	Scientifiques : Scientifiques :
	Date de démarrage ^1/01/72 Etat actuel : en COUrs Date de démarrage : 01/01/75 Etat actuel : en cours Initiated (Date):	Date prévue dfachèvement 531/12/78 Dernière mise à jour : 21/01/77 Date prévue df achèvement : 31/12/78 Dernière mise à jour : 21/01/77 Completed (Date):	R. DERUAZ
	1. 1-73	31. 5. 77	
	Status:	Last Updating (Date):	
	Objectif général :		
	Objectif général :		
	Etat de l'étude 2		
	1) Avancement à ce jour :	
	Essais EPIS 1 terminés. Installation EPIS 2 en construction.
	Interprétation en cours des expériences : programme du front de trempe 2) Résultats essentiels :
	avec le modèle PSCHITT et corrélation d'échange en aval avec le
	modèle FLIRA. Evolution des pertes de charge au niveau de 1'injection en
	fonction des paramètres principaux :	
	2) Résultats essentiels : Angle de piquage de l finjection, rapport des vitesses de l feau
	et de l fair, niveau de pression dans la cuve.	
	Développement de modèles physiques représentant le rayonnement en
	aval du front de trempe.	

Classification :

1.2 

Etude du transfert de chaleur lors de la phase de refroidissement de secours de lfaccident de perte de réfrigérant Objectifs particuliers : Développement de modèles physiques pour 11 interprétation des expériences. Installations expérimentales et programme : Boucle ERSEC : -Expérience de renoyage à débit constant en tube, -Expérience de renoyage à charge constante en tube, -Expérience de renoyage à débit constant en grappe 36 barreaux 17 X 17. Etat de l1étude : 1) Avancement à ce jour : Une première campagne d fessais de renoyage à débit constant sur une grappe 36 barreaux PWR 17 X 17 a eu lieu en 1975 mais a été interrompue par suite dfune perte d fisolement électrique des éléments chauffants. Essais de renoyage à débit constant sur une section d'essais tubulaire très instrumentée et avec isolation thermique par enceinte à vide en cours. 140-21-24/4160.20 -169 -Classification : * ~ 2 Titre Thermohydraulique du LOCA. Etude des interactions mécaniques et thermo-dynamiques dans l'injection de secours d'un réacteur PWR : Programmes EPIS I et II. Etude des phénomènes se produisant lors de l finjection d feau de secours par accumulateurs et pompes au cours dfun accident de dépressurisation d'un réacteur pressurisé* Objectifs particuliers : Développer des modèles physiques pour interpréter les expériences. Installations expérimentales et programme 2 EPIS 1 : Etude de 1 !interaction mécanique par injection d'eau dans un débit dfair (echelle 1/11). EPIS 2 : Etude des interactions mécaniques et thermodynamiques par injection d feau dans un débit de vapeur (échelle 1/25).

test sections Burnout experiments on 9-rod bundles Mixing experiments in 36-rods bundles and the influence of supporting grids on mixing Dryout in boiling clusters Basic studies of two phase mixing in fuel cluster geometries 10.4 Mechanical effects 731 (e.g. vibration) Vibrations induites dans les France 733 circuits par les écoulements fluides (Flow induced vibration in pipes) Solid-borne sound measuring on FRG 735 reactor pressure vessels and on the primary circuit of the cooling system
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			Country Country	Page No* Page Ne
	11. MATERIAL AND MECHANICAL PROBLEMS		
	Thermohydraulic behaviour of a CIRENE power channel during reactor start-up Void fraction experiments in (e.g. load following, turbine trip, blowdown, etc.) (no entries) See page 34-9 KFA/KWU-power ramps Part A fuel rod irradiation tests 1976 Burst tests rods 8x8 BWR/6 Italy Italy FEG Italy Gap conductance in BWR fuel Italy	723 724
	Netherlands 726 Netherlands 727 densification, fuel pin distortion, cladding ballooning, cladding tubes chemical behaviour of cladding 11*1 Pue1 elements and core (e.g. fuel High, temperature mechanical and Italy
	oxidation, cladding embrittlement, of Zircaloy 2 cladding of cladding water reaction and rupture) In-pile creep rate measurements	Italy
	Deformation and fracture behaviour Caorso fuel pin	U.K. Australia	728
	Stochastic analysis of the temperature distribution in Phase I of Zircaloy cladding tubes -of reactor materials Creep and plastic behaviours		CEC,Ispra Australia Japan	729
	canned cylindrical fuel elements Effect of pellet geometry on the			Japan	78-1
	Stochastic thermal stress analysis of canned cylindrical thermal deformation of U02 pellet			Australia
	fuel elements		
	Thermo-mechanical analysis of			Australia
	nuclear plant structures		
	Zircaloy-steam reaction at high			Australia
	temperatures		
	Mixed oxide fuel element			Belgium
	behaviour under irradiation		
	Model calculation of vibrating reactors sur les combustibles C A R M E L core components in light water Conséquence d'une rupture de gaine	FRG France	738 761
	(Effect of a cladding rupture		
	Experimental investigation of on CARAMEL fuel element behaviour)		FRG	744
	protection of pressure vessel		
	internals against flow-induced Limitation du fonctionnement des			France
	vibrations in BWRs éléments combustibles dues à		
	l'existance de ruptures de gaine		
	Dynamics of fuel strings in (Operational limits of fuel axial flow -fretting corrosion (HWR -Calandria tubes) elements due to cladding defects)		Italy	747
	Reactor and primary circuit on the mechanical properties of noise analysis of oxide fuel and fission products Investigations of the influence	Netherlands 749 FRG
	Zry-cladding tubes under accident		
	conditions		

Study on the fuel behaviour under irradiation Japan The study of fuel cladding behaviour Japan Fuel elongation during power rating Netherlands Deformation and rupture of zircaloy cladding owing to LOCA Sweden Fission product volatility in intact fuel rods Sweden Fuel cladding behaviour under loss-of-coolant accident

  

	-XXIX --XXX --XXXI -			
	Country Country Page No. Page No, Country Page No.
	Multirod burst tests (.Research of simplified procedures 11.2.1 Material_2ro^erties_	USA		825
	for the evaluation of stress			
	PBF experimental engineering intensity factor in the pressure Corrosion problems in	USA Australia	
	vessel) reactor materials			
	Strength, and ductility of		USA	
	irradiated Zircaloy cladding Etudes de sûreté des composants Deformation and fracture	France Australia		826
	du circuit primaire des réacteurs behaviour of reactor			
	Zirconium metal-water oxidation PWR materials		USA	
	kinetics			
	(Safety analysis of PWR primary Fracture behaviour and		Australia	
	Zircaloy fuel cladding collapse circuit component s) irradiation embrittlement		USA	
	studies of steels			
	Status report reactor pressure		FRG		827
	Reliability of classical NDT vessel Radiation damage in reactor		CEC,Ispra Australia	
	materials			
	Experimental studies of UO2 Rough, and detailed specification		OECD,Halden FRG		830
	fuel densification research, programme "structural Dynamic fracture mechanics		Denmark	
	integrity of componentsu crack propagation in			
	See also pages 239, 409, 438, 441, 443 and 687 inhomogenous steel	
	Experimental research on		Italy		833
	The crack closure effect in crack High temperature fatigue on valves of PWR primary system) structural elements (Behaviour of isolation circuit primaire des réacteurs à eau v e s se1 int ernals and primary fatigue of piping components d 'isolement du circuit 11.2 Steel pressure vessel, presure incremental collapse and plastic Comportement des organes		Australia Italy France		35
	propagation under narrow hand random loading On the starting of a crack Comportement des lignes de propagation in a cylindrical pressure vessel of ductile tuyauteries lors d'un accident	Italy France	861	837
	Nuclear reactor materials material (Behaviour of pipings in		Finland	
	research the event of an accident)			
	Pipe rupture tests of primary		Japan		839
	Développement des méthodes de coolant system of LWR Dommages consécutifs aux défauts		France France	
	calcul pour l'analyse mécanique des structures et/ou évolution			
	des circuits primaires des réacteurs Elastic-plastic fracture analysis de chargement		Netherlands 840
	à eau (Advances in computation methods research on cracks at nozzle (Damage subsequent to structure intersections of nuclear high-pressure vessels (EPOSS) defect and/or load changes)			
	for the mechanic analysis of PWR primary systems) Evaluation de la probabilité Fracture analysis research Propagation de fissures de fatigues sur les matériaux on nozzle intersections (BROS) de structure irradiés		Sweden France France Netherlands 842
	Fuel clad distortion under accident conditions de rupture d'une cuve de Elastic-plastic fracture (Fatigue crack propagation réacteur à eau mechanics on irradiated materials)		U.K. Sweden	844 795
	High temperature creep of Zircaloy (Failure probability calculation Critical experiments, measure-Comportement des aciers pour of a water reactor pressure vessel) ments, and analyses to establish cuves -tenue à l 'irradiation	U.K. USA France	796 845
	Mechanical properties of Zircaloy containing oxygen Recherche des procédure simplifiée pour l'évaluation des facteurs a crack arrest methodology for (Research programme on irradi nuclear pressure vessel steels ation embrittlement of pressure		USA France	797
	d'intensité de contrainte dans les programme enceintes sous pression Heavy section steel technology vessel steels)		USA		848

l - System and reliability analysis on light water reactors Reliability assessment of the secondary containment of a PWR An assessment of risk for nuclear power plants PWR on German siting conditions Uncertainty of the failure rates of components and the probability of occurrences of failure causing event s Development of an advanced procedure for the PWR safety analysis following the probabilist approach Reliability data collection Interactive synthesis of fault trees for safety assessment of nuclear power plants Failure analysis by application of event and fault trees Failure mode and failure rate prediction of reactor systems Safety evaluation of a Swedish nuclear power plant and analysis of environmental consequences of an accident Probabilistic accidental transients analysis See also pages 11, 663, 665 and 667 15-INTERRELATION BETWEEN REACTOR PLANT

  

		Country	Page No.
		FRG
		FRG
		Switzerland
		Canada
	The process of risk assessment in	Canada
	national, provincial and local	
	policy decisions on nuclear power	
	Reliability project	Finland
	Probabilités d'accident: Evénements	France
	initiateurs d'accidents sur les	
	PWR et séquences d'accidents	
	(Accident probabilities: accident	
	initiating events on PWR and	
	accidents sequences)	
	Banque de données de fiabilité	France
	(Reliability data bank)	
	Données de fiabilité tirées de	France
	l'expérience de fonctionnement	
	d'un réacteur nucléaire	
	(Reliability data from the	
	operating experience of a nuclear	
	reactor)	
	Fiabilité des systèmes de sécurité	France
	des PWR	
	(Reliability of safeguard systems	
	of PWR)	

-n i
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		Country
	Country	Page No.
	18. FUEL CYCLE (e.g. fuel production,	
	fuel and waste transport, reprocessing)
	Coating and embedding of high level		Austria
	radioactive waste particles	
	Traitement des effluents réacteurs		France
	(Processing effluents in nuclear	
	reactors)	
	Criticality studies		FRG
	Evaluation of chemical and physical		Italy
	properties of radioactive solidified
	waste	
	Research and development of a fuel		Italy
	cask	
	Researches on shipping casks for		Italy
	fissile material	
	Safety problems in design of		Italy
	packaging and transportation of	
	radioactive materials	
	A test study for safety evaluation		Japan
	in case that a spent-fuel shipping (no entries) cask drops into the deep sea	
	17*1 Decontamination Study on fire resistance of spent		Japan
	Development of decontamination fuel shipping casks	FRG
	methods Study on the safety of spent nuclear	Japan
	See also page 4-65 fuel shipping casks	
	Management of radioactive waste 17.2 Removal of accident consequences slurry from nuclear power plants		Sweden
	(no entries) Management of spent non-fuel		Sweden
	17.5 Decommissioning bearing core components		124-9
	Development of methods and See also page 687	FRG
	techniques for the decommis sioning and ultimate disposal 19. ECONOMICS OF SAFETY	
	of nuclear facilities (no entries)	
	Quantitative analysis of	FRG
	radioactive waste 20. LARGE SCALE TEST FACILITIES	
	Nuclear power plant	Switzerland
	de commi s si oning	

  7 . -Next stepsTo see the influence of the surroundings on the meltdown of the rod our next e x periments are done in bundle geometry of d i fferent size
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	Classification: 2.1
	up to 7 x 7 rods. Most of these experiments are done in steam with some in helium. We also plan to do experiments with spacers and guide t u b e s . C O U N T R Y : Title 1 (Original L a n g u a g e ) : BRD Technologie und Stoffwerte von LWR Core-Schmelzen (RS 200 (PNS U2U5) -1.1.5» Jahresbericht A 76) SPONSOR: BMFT/GfK/PNS
	8. Rela t i o n w i t h other projects	ORGANIZATION; GfK / PNS
	RS 73 : T h e o r e t i c a l investigation of the d i fferent phases of the
	m e l t d o w n process. Title 2 (English):	Project Leader:
	RS 2o5: C a l c u l a t i o n of fuel pin me l t d o w n experiments and Dr.G.Ondracek Technology and properties of Corium melts
	a p p l i c a t i o n to MELSIM	
	Initiated (Date):	Completed (Da t e ) :
	1975	1978/79
	Status:	Last Updating (Date):
	Continuing	December 1976

  suitable material for the preparation of Corium EX3. Boronnitride seems to be promising, although some Boron (5 wt.%) is present in the solidified melt.

	Initial experiments on the reaction of oxidized Corium EX1 with concrete (BN 250,
	12 -13,1 wt.% Ca, 0,6 -0.7 wt.% Fe, 1.3 -1.4 wt.% Al, 41.1 -46.1 wt.% 02
	.3 -3.9 wt.% C, rest Si) under the following conditions: Concrete to Corium volume
	ratio -1; 1 atm steam, max. temperature 1800 K, time at max. temperature 5 min:

  Corium to determine the probability of a seggregated melt. Determination of the nature of the Core melt in contact with
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	Classification:	2.1
	Title 1 (Original Language):		CO U N T R Y :
	Messung der Hochtemperaturviskosität von ausgewählten	BRD
	Substanzen, die im Zusammenhang mit einem möglichen Kernschmelzunfall wichtig sind	SPONSOR: BMFT
	(RS 2'\h -1.1.5, J a h r e s bericht A j6)	ORGANIZATION;
			Battelle-Institui
	Title 2 (English):		Project Leader:
	Measurement of the High-Temperature Viscosity of Selec	-D i p l .-Phy s.
	ted Substances Which Are Important in Connection with a Possible Core-Melting Accident	R. Skoutajan
	Initiated (Date):	Completed (Date):
	June 1, 1976	September 30, 1977
	Status:	Last Updating (Date):
	Co n t i n u i n g	December 31, 1976
	the concrete containment. 1• General Aim	
	6. Relations with other projects Measurement of the viscosity of an oxidic core melt of Corium-EX3 type
	PNS 4244 and its components.	
	7. Reference documents 2. Particular Objectives	
	KFK Report 2262 (1976) in German Modification of the available high-temperature rotational viscosi-
	"Eigenschaftsabschatzungen fiir LWR-Coreschmelzprogramm1 1 und "Technologie und meter of Searle type into Couette type
	Eigenschaften von Corium" , Reaktortagung, Düsseldorf, 30.3.-2.4.76, Deutsches
	Atomforum e.V., 1976: S.248-51 and 260-63. 3. Research Program
	8. Degree of availability Concept, design and construction work for a measuring system consisting
	Unrestricted distribution* of thorium oxide crucibles, for the other components of the vis-
	cosimeter, and for non-reusable and auxiliary equipment; functional
	testing.	
	New findings, according to which thorium oxide crucibles are not
	sufficiently resistant to a Corium-EX3 melt /l,2/, have called for
	a modification of the research program to include use of more
	suitable crucible materials (cf. Section 7)*
	4• Experimental Facilities	
	The work carried out in the report period consisted	in the con-
	structionof the experimental facilities.

  2 
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		SURFACE HEAT FLUX ANALYSIS
					FIGURE 4	FIGURE 3
	TRANSIENT, SMALL-SCALE (10kg) MELT-CONCRETE EXPERIMENTS INDEX NUMBER: PROJECT TITLE: SUSTAINED HEATING MELT-CONCRETE INTERACTION Steady and Transient Natural Convection in CONCLUSIONS Enclosed Fluid Layers with Volumetric Energy Sources 2.1; 2.3
	TESTS: GOAL: SPONSORING COUNTRY: ADDITIONAL STEEL/CONCRETE INTERACTION	ORGANIZATION:
	NET HEAT FLUXES TO MELTING CONCRETE SIGNIFICANTLY LOWER (30 -VARIABLES: CORIUM-TYPE MELT/CONCRETE INTERACTION VARIETY OF CONCRETE USA (NRC) Ohio State University FORMULATE A CORIUM TYPE MELT OF SUBSTANTIAL SIZE AT PROTOTYPIC TEMPERATURES AND THEN BRING IT INTO CONTACT WITH CONCRETE. ONCE IN CONTACT ADDITIONAL DATE INITIATED: July 1, 1974 PROJECT LEADER:
	MELT HEAD POWER IS SUPPLIED TO MAINTAIN THE MELT AT HIGH-TEMPERATURE
	SMALL SCALE ClOkq) TEST MATRIX: 80%) THAN INCIDENT HEAT FLUXES EXPOSED SURFACE DATE COMPLETED: Continuing	
	MATRIX: STATUS AS OF:	April 1977		F. A. Kulacki
	(1) LIMESTONE CONCRETE CRUCIBLE -OPEN	
	MELT	CONCRETE	CHAMBER GEOMETRY	ASPECT RATIO
	EMITTED RADIATION PRODUCES GREATEST REDUCTION IN INCIDENT STEEL LIMESTONE RIGHT CYLINDER 0.26 (2) LIMESTONE CONCRETE,CRUCIBLE WITH TOP-HAT ASSEMBLY TO MONITOR GAS EVOLUTION, HEAT FLUX, ETC. (CHECK-OUT EXPERIMENT) Description:
	FLUX (13 -53%) CORIUM LIMESTONE General aim: Establish correlations describing heat transfer from RIGHT CYLINDER 0.26 (3) REPEAT OF 2 WITH TUNED INSTRUMENTATION 1. nonboiling molten pools having internally generated heat source.
	CORIUM (4) LIKE (3) EXCEPT A BASALTIC CONCRETE CRUCIBLE WILL BE USED. BASALT RIGHT CYLINDER 2. Particular objectives:	0.26
	CORIUM LARGE SCALE TESTS: LIMESTONE a. Using horizontal layer and hemispherical segment geometries, RIGHT CYLINDER 0.17 SURFACE TEMPERATURE MOST IMPORTANT PARAMETER IN DETERMINING CORIUM BASALT RIGHT CYLINDER 0.17 MELT: 200 kg -304 STAINLESS STEEL determine correlations of the form Nu = cRam .
	SURFACE HEAT FLUX CORIUM LIMESTONE CORIUM BASALT b. Determine the times to onset of steady state convection and RIGHT CYLINDER RIGHT CYLINDER TEMPERATURE: 1700°C -MELT WILL BE POURED INTO CRUCIBLE EQUIPPED WITH 1.60 1.60 observe heat transfer behavior as a function of transient heat IMBEDDED INDUCTION COILS generation.
	GREATEST FRACTION OF HEAT TRANSMITTED TO SURFACE W CORIUM LIMESTONE SPHERICAL INSTRUMENTATION: 3. Experimental facilities and program: A horizontal layer sample cell -69%) ------CORIUM BASALT SPHERICAL -----employing electrolytic silver nitrate solutions has been constructed EMBEDDED THERMOCOUPLES -8 -16 and used to generate heat transfer correlations. The cell has a IN MELT TEMPERATURE SENSORS -4 rigid isothermal upper surface and adiabatic lower surface. Values of
	GOES INTO SENSIBLE ENERGY CHARACTERIZATION: MEASUREMENTS Ra up to approximately 1013 are attainable. A hemispherical segment INSTRUMENTATION GAS FLOW MONITOR -1 having the same boundary conditions has been constructed and is being GAS TEMPERATURE MONITORS -4 used to obtain local and average heat fluxes from a nonboiling pool.
	EFFECTIVE HEAT OF ABLATION DECREASES WITH INCREASING SURFACE HEAT FLUX PENETRATION RATE GAS EVOLUTION GAS COMPOSITION THERMAL RESPONSE OF CONCRETE MECHANICAL RESPONSE OF CONCRETE GAS SAMPLING DEVICES -18 4. Project status: ACOUSTIC PENETRATION SENSORS AND POST-MORTEM UPWARD HEAT-FLUX MONITORS -POSSIBLY FLOW METERS GAS SAMPLING AND ANALYSIS Steady state horizontal layer tests with a single fluid layer are MONITORS FOR THE MECHANICAL RESPONSE OF CONCRETE -2 complete and the following correlation was derived for 1.05 x 101 * IMBEDDED THERMOCOUPLES DISPLACEMENT GAUGES AND POST-MORTEM <. Ra < 2.17 x 1012:	FIGURE 1
	AEROSOL EMISSIONS AND PARTICLE SIZE DISTRIBUTION Nu = 0.403 Ra0'226 -AVERAGE VALUE IS APPROXIMATELY 5000 ± 3000 (J/g ) EMISSIONS DETECTORS FISSION PRODUCT RELEASE EMISSIONS DETECTORS AND POST-MORTEM Horizontal layer tests with a single fluid having transient internal
	heat generation have been completed. The following correlation was
	derived to predict the time required to attain steady state natural
	convection for a given step change in Ra:	
	Fo = 11.577 Ra"0'213		
	where Fo is the Fourier number.	

The experimental programme is listed in the following tables: Experimental Parameters for programme A

  

	melt material	stainless steel DIN 1.4550		OJ O
	mass of melt	3 kg	4 kg
	temperature of melt	1500 °C	2900	°C

gas contents of melt unknown un a ii own H 20 temperature 20 °C 20 oC system pressure
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	Experimental Parameters for Programme B
	melt material	stainless steel DIN 1.4550	uo2 -granulates uo2
	mass of melt		3 kg	3 kg	4 kg
	temperature of melt		1500 °c	1800°; 2200°C	2900°C
	gas contents of melt		unknown	------		unknown
	HgO temperature		20 °C	20 °C	20 °C
	system pressure		1 bar	1 bar	1 bar
	H 2O temperature		80 °C	80 °C	80 °C
	system pressure		1 bar	1 bar	1 bar
	gas contents of H 2O		saturated at	saturated at	saturate
			H 2O temp.	H 20 temp.	H 20 temp
			degassed.	degassed	degassed
	coolant/fuel volume ratio		2; 5		
			1 bar	1 bar
	H 20 temperature		20 °C	20	°C
	system pressure		25 bar	25 bar
	H 20 temperature	'	SO °C	80	°C
	system pressure		1 bar	1 bar
	H 20 temperature		220 °C	220	°C
	system pressure		25 bar	25 bar
	gas contents of H 20		saturated at	saturated at
			H 2O temp.	H-20 temp.
			degassed	degassed

11-10/4170-10 -322 - Classification :
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	Titre		Pays :
			FRANCE
	Identification et étude des agressions dues aux	Organisme directeur ;
	actions humaines extérieures aux installations Identification et définition de séquences types dfaccident liées CEA/DSN à l'environnement industriel. Création d!un code de calcul décrivant
	Titre (anglais)	Organisme exécuteur : Organisme exécuteur : 1févaporation. Constitution de dossiers concernant les voies
		fluviales, maritimes et ferrées.	CEA/DSN-SESSN
	Identification and studies of risks on nuclear in	CEA/DSN -SESSN.
	Identification aiid study of extreme-natural conditions. relation of outside human activities. Documents de référence :	Responsable : Responsable ;
		R.GERARD (SESSN) "Etudes récentes concernant les principales agressions d1origine R.GERARD (SESSN) externe et recommandations de sûreté adaptées à la situation
	Date de démarrage : 01/01/72 Etat actuel : en cours Date de démarrage : 01/01/72 Etat actuel : Etude en coursDernière mise à jour : 19/11/76 Date prévue dT achèvement Dernière mise à jour : 02/1/77 Date prévue d1 achèvement :31/12/81 européenne' 1, A.DOURY, A. BARBREAU, R. GERARD -Rapport DSN R 83, Scientifiques : Scientifiques : octobre 1975. JP. MADOZ ' 'Usine de séparation isotopique -étude des conséquences d*un M. PICOL rejet accidentel d'UF 6", R.GERARD, M.PICOL. -Rapport SESR 75/352,
		26/6/1975.
	Objectif général :
	Objectif general :
		Identification des phénomènes extrêmes liés à 11 environnement
		industriel et aux voies de communication, susceptibles dTaffecter la sûreté d*une installation nucléaire. Mise en évidence des 3.1.
	Objectifs particuliers : événements de référence correspondants.
	Acquisition de données statistiques sur les phénomènes naturels extrêmes, Objectifs particuliers :
		Identification des phénomènes susceptibles dfaffecter la sûreté Etablissement et mise à jour permanente dfun dossier dfinformation dfune installation nucléaire. concernant les réseaux de transports de fluides et les voies de Mise en évidence des événements de référence correspondants. communication.
		Identification et définition des événements accidentels (avec leurs
		probabilités associées) liés à 11 environnement industriel et
		aux voies de communication.
		Prévision quantitative des transports de nappes dérivantes toxiques
		ou explosibles dans l'air.
	Etat de 1Tétude :
		1) Avancement à ce jour :
		La constitution de dossiers dfinformation concernant : les gazoducs,
		les pipe lines, les stockages pétroliers, les voies aériennes, est
		commencée.
	2) Résultats essentiels :
		Les dossiers d*informations ont déjà été utilisés pour préciser
		ou compléter les indications données dans les rapports de sûreté.
		Un code de calcul décrivant lfévolution des concentrations maximales
		ou fonction de la distance pour une émission volumique instantanée
		de polluant dans lfair, a été établi.

Etude de lf impact de 11 environnement naturel et plus particuliè rement des phénomènes extrêmes (tornade, cyclones, inondations, raz de marée, glissement de terrain, e.tç...)*sur les installations.
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Seismic effects Titre Tenue de structures-types sous excitation sismique Essais sur table vibrante Pays : FRANCE Organisme directeur : CEA/DSN Titre (anglais) Behaviour of typical structures under seismic excitation. Shake table tests

  

				Organisme exécuteur :
				CEA/DEMT (Saclay)
				Responsable :
				A f SOKOLOVSKY (DSN)
				LIVOLANT (DEMT)
				Scientifiques :
	Date de démarrage : 1/1/75	Date prévue d*achèvement 231/12/78	
	Etat actuel :	cours	Dernière mise à jour : 1/1/77	BERRIAUD (DEMT)
	Objectif général:		
	L 1objet principal		

de cette étude est d*approfondir la connaissance des limites de résistance et du processus de ruine en régime dynamique des éléments de structure utilisées dans la construction des centrales nucléaires. Subsidiairement les essais sur des éléments représentatifs de construction traditionnelle devront permettre de fonder une meilleure corrélation entre les intensités macrosismiques et les paramètres mécaniques utilisées en ingénierie. Objectifs particuliers : 1) Essais de structures traditionnelles 2) Essais d féléments en béton armé ordinaire 3) Essais d félements en béton précontraint. Installations expérimentales et programme : Table vibrante VESUVE (DEMT) Etat de l'étude : 1) Avancement à ce jour : Campagne d'essais exécutée sur murs non contreventés 1) Briques et mortier classés "anciens" 2) Briques et mortier classés "modernes1 1 2) Résultats essentiels : Connaissance des fréquences propres et de leur variation au cours de la dégradation du mur. Amortissements en essai de lâcher et variation des amortissements. -3 28 - Prochaines étapes : Essais sur poteaux -types en béton armé Essais de structures contreventées et chargées. 120-21-40/4172-10 -329 - Classification :3-i

  

	Titre			Pays :
				FRANCE
	Rassemblement de mesures sur les mouvements en zone	
	épicentrale et d'informations sur les dégâts corres	Organisme directeur :
	pondants.		
				CEA/DSN
	Titre (anglais)			Organisme exécuteur :
	Connection of measurements on the motions in epicentral	CEA/DSN-SETSSR
	zone and informations on the corresponding damages.	
				Responsable :
				A.BARBREAU (SETSSR -
				BERSSIN)
				Scientifiques :
	Date de démarrage : 01/01/76 Date prévue d1achèvement *31/12/81	B. M0HAMMADIOUN
	Etat actuel :	Etude en cours	mise à jour : 15/11/76	H.FERRIEUX
	Objectif général :		
		Connaissance des caractéristiques des mouvements sismiques en zones
		proches et de leurs effets en vue de la protection des installations
		nucléaires contre les séismes.	
	Objectifs particuliers :		
		Etude de la répartition spectrale et du niveau de lrénergie, du
		niveau d1intensité sismique en corrélation avec les paramètres
		du séisme (magnitude, distance focale et atténuation), de la
		relation entre l1intensité macrosismique et les paramètres
		physiques, accélération, vitesse, déplacement).	
	Installations expérimentales et programme :	
		Stations sismologiques légères destinées à 11 enregistrement des
		seismes et de leurs répliques dans la zone épicentrale. Exemples :
		Etude de répliques du séisme du 7.9.72 (Oléron); Etude des séismes
		du Frioul. Réalisation d'une expérimentation sur un site à partir
		de sources sismiques artificielles de forte puissance, afin
		dfétudier le comportement du sol et des matériaux dans le domaine
		non linéaire.		
	Etat de lfétude :		
		1) Avancement à ce jour :	
		Exploitation d'un code de calcul mis au point à la DAM, en vue

de la prévision du mouvement sismique en zone proche. Nombreux enregistrements de séismes dans la région du Frioul. (Italie). Expérimentation effectuée dans le Tricastin (juin 1975).

21-30/4172-10 -331 -

  Amélioration de la prévision des spectres en zones proches. Cette étude est étroitement liée avec l'étude M prévision des spectres de référence", à laquelle elle apporte un certain nombre de données utiles pour la définition des paramètres en zones proches.

	-330 «	Classification : ^	Titre
		Pays s	
	2) Résultats essentiels :	FRANCE	
	Spectres et traces temporelles correspondants obtenus à partir Suivi expérimental de la sismicité des sites nucléaires	
	de seismes enregistrés au voisinage de l'épicentre. Comportement et de l'activité des failles. Organisme directeur : Amélioration des méthodes de modélisation des spectres par de certains terrains du Tricastin soumis à de fortes énergies. introduction de nouvelles données dans la détermination des CEA/DSN coefficients utilisés. Adaptation aux séismes français. Calcul des
	Prochaines étapes : Titre (anglais) coefficients régionaux d'atténuation de l'énergie en fonction de Organisme exécuteur : la distance.
	Etude des comportements des terrains ayant des modules élastiques Experimental continuous work of the seismicity of CEA/DSN -SETSSR
	différents, au moyen de sources sismiques artificielles. Poursuite des enregistrements des séismes dans les zones proches : Installation nuclear sites and fault activity. Responsable : Relation avec d'autres études :
	dfun réseau de stations dans les Alpes du Sud (vallée de ^Ubaye) A. BARBREAU "Etudes des phénomènes sismiques en zones proches1 1 . Ces études	
	(SETSSR -BERSSIN) apportent des informations importantes au calcul des spectres
	Relation avec dfautres études : Date de démarrage : 01/01/76 Date prévue d'achèvement :31/12/81 synthétiques correspondant aux enregistrements de séismes à Scientifiques : H.FERRIEUX courte distance.	
	Etat actuel : Etude en cours Dernière mise à jour : 15/11/76	G ♦MOHAMMADIOUN	
	Documents de référence :		
	Objectif général :		
	Objectifs particuliers :		
	Etude de lfactivité des failles dans une région donnée par la	
	surveillance de 1!activité sismique (Cadarache, Pierrelatte)•	
	Détermination des caractéristiques spécifiques du site en ce qui	
	concerne la transmission des ondes sismiques (enregistrement sur	
	la roche dure, sur les alluvions, etc*) et prévision des signaux	
	à prendre en compte pour les calculs de dimensionnement.	
	Installations expérimentales et programme 2		
	Observatoire de Cadarache qui est équipé de différents types dfappareils
	de mesure (accéléromètre, capteur de vitesse, capteur de déplacement)
	et qui dispose d'une dynamique complète en amplitude.	
	Réseau de surveillance de Pierrelatte, qui comprend quatre stations
	de mesure dont une comportant des capteurs au fond d'un forage	
	de 80 m*		

• • • / • • « 120-L !objectif de cette étude est la recherche d'une meilleure connaissance de la sismicité aux alentours dfun site nucléaire en vue de lfévaluation du risque sismique. "Les études sismologiques effectuées au CEA dans le domaine de la sûreté des sites nucléaires", A.BARBREAU, H.FERRIEUX, B.MOHAMMADIOUN. A.I.E.A. Vienne 1975. "Protection des centrales vis à vis des séismes", A.BARBREAU, B.MOHAMMADIOUN, H.FERRIEUX -Rapport DSN 50. "Etudes sismologiques effectuées en vue de la protection des installations nucléaires", "Communication présentée à la réunion des spécialistes sur la conception antisismique des installations nucléaires, organi sée par le CSIN et l'OCDE, Paris, 1-3/12/75.

test sections Burnout experiments on 9-rod bundles Mixing experiments in 36-rods bundles and the influence of supporting grids on mixing Dryout in boiling clusters Basic studies of two phase mixing in fuel cluster geometries 10.4 Mechanical effects 731 (e.g. vibration) Vibrations induites dans les France 733 circuits par les écoulements fluides (Flow induced vibration in pipes) Solid-borne sound measuring on FRG 735 reactor pressure vessels and on the primary circuit of the cooling system
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			Country Country	Page No* Page Ne
	11. MATERIAL AND MECHANICAL PROBLEMS		
	Thermohydraulic behaviour of a CIRENE power channel during reactor start-up Void fraction experiments in (e.g. load following, turbine trip, blowdown, etc.) (no entries) See page 34-9 KFA/KWU-power ramps Part A fuel rod irradiation tests 1976 Burst tests rods 8x8 BWR/6 Italy Italy FEG Italy Gap conductance in BWR fuel Italy	723 724
	Netherlands 726 Netherlands 727 densification, fuel pin distortion, cladding ballooning, cladding tubes chemical behaviour of cladding 11*1 Pue1 elements and core (e.g. fuel High, temperature mechanical and Italy
	oxidation, cladding embrittlement, of Zircaloy 2 cladding of cladding water reaction and rupture) In-pile creep rate measurements	Italy
	Deformation and fracture behaviour Caorso fuel pin	U.K. Australia	728
	Stochastic analysis of the temperature distribution in Phase I of Zircaloy cladding tubes -of reactor materials Creep and plastic behaviours		CEC,Ispra Australia Japan	729
	canned cylindrical fuel elements Effect of pellet geometry on the			Japan	78-1
	Stochastic thermal stress analysis of canned cylindrical thermal deformation of U02 pellet			Australia
	fuel elements		
	Thermo-mechanical analysis of			Australia
	nuclear plant structures		
	Zircaloy-steam reaction at high			Australia
	temperatures		
	Mixed oxide fuel element			Belgium
	behaviour under irradiation		
	Model calculation of vibrating reactors sur les combustibles C A R M E L core components in light water Conséquence d'une rupture de gaine	FRG France	738 761
	(Effect of a cladding rupture		
	Experimental investigation of on CARAMEL fuel element behaviour)		FRG	744
	protection of pressure vessel		
	internals against flow-induced Limitation du fonctionnement des			France
	vibrations in BWRs éléments combustibles dues à		
	l'existance de ruptures de gaine		
	Dynamics of fuel strings in (Operational limits of fuel axial flow -fretting corrosion (HWR -Calandria tubes) elements due to cladding defects)		Italy	747
	Reactor and primary circuit on the mechanical properties of noise analysis of oxide fuel and fission products Investigations of the influence	Netherlands 749 FRG
	Zry-cladding tubes under accident		
	conditions		

Study on the fuel behaviour under irradiation Japan The study of fuel cladding behaviour Japan Fuel elongation during power rating Netherlands Deformation and rupture of zircaloy cladding owing to LOCA Sweden Fission product volatility in intact fuel rods Sweden Fuel cladding behaviour under loss-of-coolant accident

  

	-XXXI -			
		Country	Page No, Page No.
	(.Research of simplified procedures 11.2.1 Material_2ro^erties_			825
	for the evaluation of stress			
	intensity factor in the pressure Corrosion problems in	Australia	
	vessel) reactor materials			
	Etudes de sûreté des composants Deformation and fracture	France Australia		826
	du circuit primaire des réacteurs behaviour of reactor			
	PWR materials			
	(Safety analysis of PWR primary Fracture behaviour and	Australia	
	circuit component s) irradiation embrittlement			
	of steels			
	Status report reactor pressure	FRG			827
	vessel Radiation damage in reactor	Australia	
	materials			
	Rough, and detailed specification	FRG			830
	research, programme "structural Dynamic fracture mechanics	Denmark		
	integrity of componentsu crack propagation in			
	inhomogenous steel			
	Experimental research on	Italy			833
	incremental collapse and plastic Comportement des organes	France		
	fatigue of piping components d 'isolement du circuit			
	primaire des réacteurs à eau			
	High temperature fatigue on (Behaviour of isolation structural elements valves of PWR primary system)	Italy			35
	On the starting of a crack Comportement des lignes de propagation in a cylindrical pressure vessel of ductile tuyauteries lors d'un accident	Italy France		861	837
	material (Behaviour of pipings in			
	the event of an accident)			
	Pipe rupture tests of primary	Japan			839
	coolant system of LWR Dommages consécutifs aux défauts	France		
	des structures et/ou évolution			
	Elastic-plastic fracture analysis de chargement	Netherlands 840
	research on cracks at nozzle (Damage subsequent to structure intersections of nuclear high-pressure vessels (EPOSS) defect and/or load changes)			
	Fracture analysis research Propagation de fissures de fatigues sur les matériaux on nozzle intersections (BROS) de structure irradiés	Sweden France Netherlands 842
	Fuel clad distortion under accident conditions Elastic-plastic fracture (Fatigue crack propagation mechanics on irradiated materials)	U.K. Sweden	844 795
	High temperature creep of Zircaloy Critical experiments, measure-Comportement des aciers pour ments, and analyses to establish cuves -tenue à l 'irradiation	U.K. USA France		845 796
	Mechanical properties of Zircaloy containing oxygen a crack arrest methodology for (Research programme on irradi nuclear pressure vessel steels ation embrittlement of pressure	USA		797
	Heavy section steel technology vessel steels)	USA			848
	programme			

901 904 907 910

  

	-XXXIV --XXXVIII --XXXIX -			
		Country	
	Country Page No, Country Page No. Country Page No. Country Page No*
	Programme européen de contrôle	France	
	Interaction between fatigue and creep of nuclear reactor materials Metal fracture (Crack growth) Status report of the quality fortes par ultrasons Metal fracture (Stability) assurance system (European programme of ultra surveillance sonic testing of heavy section 12.2 Fabrication methods steel-plates; (no entries) On safety margin of the simplified plastic fatigue design method for nuclear Vessel failure tests A dynamic photoelastic (no entries) Moyen d'inspection de circuit 11.3-4 Bestructive__testing primaire de réacteurs	Japan FRG U.K. U.K. Japan U.K. USA France		1063 935 937 1065 938 939
	components investigation of crack arrest (no entries) 12.3 Non-destructive testing, (Nuclear reactor primary				1067
	Study on assessment of safety against fatigue crack propaga tion in nuclear pressure vessels Structural integrity of water inspection, survei11 ance circuit inspection means) See pages 1033 and 1035 (for pressure structures reactor pressure boundary and components: see under Etude des filtrages optiques components 11*4 Containment relevant sections 7 and 11) films radiographiques and pipe circuits Study on the behaviour of the 11.2 ► 2 Stress-strain^analysis (Study of optical filtering (no entries) Stress wave emission studies of radiographic films) of materials and structures local structure of nuclear reactor piping for its safety evaluation Short radius flanged pipe 11.4.1 Concrete_structures Etude de l'influence des divers Détermination fine de la revêtements sur le contrôle bends (no entries) dimension de défauts par ultrasonore par l'extérieur des	Japan France USA Australia Japan Australia France France	94-2 94-5 1069 94-7 1070
	Study on dynamic fracture toughness of nuclear pressure Non-symmetric stresses in mesure de temps de parcours circuits primaires de réacteurs heat exchangers See page 273 ultrasonores (Study on the effect of coatings steel Study on structural safety of nuclear pressure vessel against A study of the flaw sensitivity Japan Japan (Accurate flow size determi on the ultrasonic testing of 1 1 . 4 . 2 §teel_structures nation by measurement of primary circuits of nuclear of pipe-to-pipe intersections (no entries) ultrasonic delay time) reactors from the outside)	Canada Canada	921	94-8 94-9
	to inner pressure Literature study : (1) influence of environment on fatigue crackgrowth (2) influence of aging on fracture related material properties Literature survey of material parameters which, are necessary 11.2 Stress analysis of primary steel-Denmark Netherlands 924 Netherlands 925 Utilisation de calculateurs France Détectabilité par ultrasons des France components: A comparison between 11.5 Coolant channels dans les systèmes de protection défauts en compression calculated and measured stress and strain in a BWT main circula tion pump nozzle See also page 919 * 5 Non-destructive__testing_L_ins£ection surveillance Influence of the size and (computer protection system) (Ultrasonic detectability of FRG flaws under compression) shape of coolant channel Surveillance en continu par France "blockages upon core cooling émission acoustique du circuit Utilisation de la neutronographie France in the flooding phase of primaire des réacteurs à eau pour l'inspection en service des a LOCA Blocked cooling channels ERG réacteurs nucléaires et le (Continuous surveillance of contrôle non destructif des water reactors primary circuits using acoustic emission) composants du coeur	951 1071 953 1073
	for the diagnosis of defects localized with AE techniques Acoustic emission from steel CIRENE pov/er channel (Use of neutron radiography in pressure tube burst tests Détection des fissures dans les in-service inspection nuclear	Denmark Italy France	955 1074-
	structure rebords internes de tubulures reactor and non destructive			
	Evaluation and study of acoustic emission by materials and structures Two-dimensional growth of cracks/fatigue Fracture behaviour of Quality assurance See also page 758 testing of core composants) (Crack detection of the Non-destructive in-serviee inspection for reactor pressure Switzerland 926 Switzerland 927 U.K. 932 Finland FRG nozzle inner edges) Acoustic emission measurements FRG QUALITY ASSURANCE (no entries) Développement de méthodes de France on fracture toughness specimens contrôle par ultrasons (fatigue cracks; vessels with eddy current methods See page 956 par l'extérieur des circuits primaires PWR Preliminary investigations on	956 957 1075
	structural steels Mechanics of plane strain Acoutical holography -laboratory FRG (Development of ultrasonic and application tests with the testing methods from the 12.1 Formulation of quality U.K. Holscan 200 as suranc e system outside of PWR primary circuits)	934	959
	fracture			

  Mise au point de méthodes de mesure des différents phémomènes liés aux explosions de mélanges de gaz et dfair à grande échelle« b) Dans le cas des détonations, mise en évidence dfun effet de taille des ballons : pour une même valeur de coordonnée réduite (d.m"^'3) on constate une augmentation de la valeur de la surpression en fonction du volume de gaz.

	Titre		Pays :
		1) Avancement à ce jour :
			FRANCE
	a) L finstallation du CESTA a permis d*étudier essentiellement les Title 1 (Original Language): COUNTRY: Agressions d'origine externe sur les installations nucléaires : explosions chimiques non confinées dues à un environnement industriel ou aux voies de communication détonations de mélange Air-Hydrocarbures (Acetylène-Ethylène) sur BRD Organisme directeur : CEA/DSN-EdF/ SEP TEN des volumes allant jusqufà 50 m^. Les valeurs des différents résultats tels que mesures de surpression et vitesses de l'onde de choc ont été rassemblées et sont en cours d1 interprétation Beugung von Druckwellen um Reaktorgebäude (RS 102-9 -1.3.2, Jahresbericht A 76) SPONSOR: BFMT
	Titre (anglais)	à l'ENSMA. b) Le laboratoire d1 Energétique et de Détonatique de lf Université de ORGANIZATION; Organisme exécuteur î Fraunhofer-Ges.
	External impacts on nuclear plants : unconfined chemical explosions due to industrial environment or to communication roads. Poitiers a entrepris le montage de l'installation qui lui permettra e.V. Miinchen CEA + ENSMA dfétudier l'accélération de la flamme. Title 2 (English): Project Leader: Responsable : . J.DUCO (DSN) 2) Résultats essentiels : Diffraction of Shock Waves on Reactor Buildings
	Date de démarrage : 30/09/75 Date prévue dfachèvement :3ï/12/78 Etat actuel : Etude en coQrg. Dernière mise à jour :17/11/76 Initiated (Date): Completed (Date): 1.10.73 31.12.76 Status: Last Updating (Date): Finished December 1976 a) Prochaines étapes :	Dipl,-Ing. M.GOBERT (SEPTEN) Scientifiques : M.PERROT (CEA-CESTA) M.LEYER (ENSMA) G. Hoffmann Ernst-Mach-Inst. 78 Freiburg 1 i
	Objectif général :
		1) Après interprétation des essais de détonation des mélanges
	1 , General Aim	Protection des installations nucléaires contre des agressions l'intérêt de procéder à des détonations de volumes supérieurs à 50 m^. d1origine externe : Cas particulier des explosions chimiques Air-Acetylène et Air-Ethylène (jusqu'à 50 m^ inclus), étude de
		de masses gazeuses dérivantes libérées par un accident dans un 2) Comparaison, entre déflagrations et détonations, des effets
		environnement industriel ou au niveau de voies de communication. (surpression-impulsion) dans le champ lointain pour des mélanges
		identiques.
		3) Etude de l'accélération de la flamme en fonction de l'intensité
	Objectifs particuliers : et du point d'initiation de l'explosion, de la présence d'obstacles,
		de gradients de concentration dans le mélange.
	1) Recherche dfune loi dféchelle pour lfonde de pression engendrée 4) Etude de la secousse tellurique induite.
		par la détonation (au sens strict) de mélanges gazeux.
	2) Recherche de lfeffet de divers paramètres sur la cinétique de
	l'explosion : caractéristiques du mélange, intensité et localisation Relation avec d'autres études :
		de 11 initiation, présence d'obstacles,..,)
	3) Recherche de modèles représentant les caractéristiques de l'onde Formation et évolution de nappes de gaz dérivantes (en cours).
		de pression pour différents régimes d*explosion(déflagrations, Réponse des structures d'une centrale nucléaire aux impacts liés
		déflagrations rapides, détonations). aux explosions de gaz (lancement à l'étude).
	Installations expérimentales et programme : Documents de référence :
		Les essais d'explosions sont effectués à deux échelles différentes. "Risques sur les réacteurs nucléaires dus au voisinage d'instal
	a) En Laboratoire dfEnergétique et de Dé tonique de l'Université de lations et de transports pétroliers", J.DUCO, R.LE QUINIO -Rapport
		Poitiers (ENSMA) où une étude à caractère scientifique fondamental DSN 38, mai 1974.
		est menée sur des volumes de mélanges de quelques litres. On essayera "Compte rendu d'essais d'explosions de mélanges Air-Hydrocarbures
		de préciser la tendance des flammes de mélanges d1hydrocarbures et (essais AMEDEE-l)", J.LEYER -Note CESTA/EX/ESP EA 76-1, 10 février
		dfair à s'accélérer dans certaines conditions : points privilégiés 1976.
		de lfinitiation de l'explosion dans le mélange, présence d'obstacles "Essais d'explosions de mélanges Air-Acetylène", J.PERROT -
		dans le mélange, mélanges avec gradients de concentration. Procès-Verbal d'Essais CESTA/EX/ESP 1354, 26 octobre 1976.
	b) Sur un champ de tir du CEA (CESTA) où des essais avec volumes
		atteignant 100 voire 1000 m^ peuvent être réalisés. Les moyens mis
		en place sont utilisés actuellement à l'étude de détonation de
		mélanges air-hydrocarbures et permettront par la suite de comparez:,
		surtout dans le champ lointain, les effets des détonations et de
		déflagrations de mélanges identiques. Enfin on vérifiera si les
		résultats obtenus en laboratoire sont extrapolables au cas des
		grands volumes.

thereby leading to a reduction of personnel exposure, will be achieved. In addition, waste water evaporator distillates from NPP will be decontaminated with I.T. to achieve optimum waste water purification, and to retain Tritium in appropriate systems. Decontamination methods will be further developed to the point of applications in a NPP, so as to reduce exposure of personnel during repair work.

  

		coolant, 3. Research Program
		3.1 G&S_Treatment
	8._____ Relation with Other Projects
	Results of PNS 4114, part 2, may contribute to the program described here.
	9 . _____ References
	BITTER, K.; FURRER, J . ; KAEMPFFER, R.: Alterung und Vergiftung von Jod
	Sorptionsmaterialien. In: Projekt Nukleare Sicherheit. 2. Halbjahresbe-
	richt 1975. KFK 2262 (Juni 76), S. 123-26.
	FURRER, J.; KAEMPFFER, R.; WILHELM, J.G.: Alterung und Vergiftung von
	Jod-Sorptionsmaterialien in Kernkraftwerken. Ageing and poisoning of
	iodine filters in nuclear power plants. Kerntechnik, 18 (1976), S. 313-17.
	WILHELM, J.G.: Jodfilter in Kernkraftwerken. Kommission der Europäischen
	Gemeinschaften, V/1531/76-D (1976).
	10.	Reports and publications are available without restriction.

Laboratory test and evaluation of a noble gas separating test facility and development of an overall applicable system, selec tion of the transportation container for noble gases, examination of oxygen-and hydrogen measuring apparatus and selction of measurement procedure .

  

to Other Projects Preparatory work has been performed within R & D Task RB 7ZKI/S 32.

  

	Title 1 (Original Language):	COUNTRY:
			BRD
	Aktivierte Korrosionsprodukte in LWR-Kreisläufen	SPONSOR:
	(RS 209 -H . 6 . 1 , Jahresbericht A 76)	RMFT
			ORGANIZATION:
			KWU, Erlangen
	Title 2 (English):	Project Leader:
	Activated Corrosion Products in LWR Loops	Dr. Neeb
	Initiated (Date):	Completed (Date):
	1 . 1 . 76 Status:		31 . 12. 78 Last Updating (Date):
	Continuing	31. 12. 76
	1.	General Aim

8. Relation

Development of realistic contamination models for LWR primary coolant circuits with the aim to reduce the activity level of the circuits and loops, i.e. to reduce irradiation exposure of the control and maintenance personnel in nuclear power plants.

  

riginal language) Teo.ni r.hP ppr la misura della capacità di ritenzione di sistemi di filtrazione per iodio e de rivati iodooreanip.i . Classification 5.3 Title 2 (English) Techniques for Testing Charcoal Absorbe: for Iodine and its Derivatives.

  

	TITLK 1 (originai langua^e)	Classification
	Title 1 (Original language) Trattamento dei gas nobili radioattivi prodotti per fissione. Trattamento dei gas nobili radioattivi prodotti per fissione.	Classification 5.3	J • J
	14. CASTELLANI F., CURZIO G . , GENTILI A.	.
	Title 2 (English) Analisi comparativa tra i sistemi di trattamento dei gas nobili radio Country ITALY
	Fission produced radioactive noble gases attivi prodotti negli impianti nucleari. RP 280(77). Sponsor CNR -CNEN Country	I T A L Y
	treatment. 15. CASTELLANI F., CURZIO G., GENTILI A. Metodologia di collaudo di un sistema di trattamento per il rilascio Organisation University of Pisa Sponsor ENEL ?s j r
	ritardato di gas nobili radioattivi prodotti negli impianti nucleari. Organisation Polytechnic
	Date initiated RP 284(77).	July, 1970	Project Leader Institute of Milan
	Date completed Date initiated	End of 197 7 1Q70	CURZIO Giorgio Project Leader
	Last updating Date completed	1977	
	Last updating	April IQ77	G. Sandrelli
	1) Generai aim		
	Theoretical and experimental research on the general problems involved
	in the production, release and teatment of radioactive noble gases. Description :
	2) Particular objectives		
	a) Charcoal beds adsorption characteristics determination in ideal work
	conditions.		
	b) Evaluation of the dependence of characteristics on the bed size and
	grain size.			*
	c) Evaluation of the effects of the decay heat, moisture, other impuri
	ties, pressure and temperature transients, etc.
	d) Comparative analysis of treatment devices.	
	e) Charcoal filter tests in laboratory scale and full scale.
	f) Granular charcoal characteristics determination.
	3) Experimental facilities		
	a) Charcoal bed testing facility	
	b) Nuclear detection devices	
	c) Granular charcoal testing facilities (to be completed)
	4) Project status		
	Items 2 a, b are completed; 2 c, d, e, are near to be completed; 2 f
	are at the starting point.	

T itle 1 (O

and evaluation of the gas separator were carried out at the Nuclear and Electrical Engineering Laboratory in Toshiba R & D Center, 2.2 Progress Design, manufacture and fabrication were completed in March 1975. Examination and eyaluation were completed in March 1976, 3* Essential Results

  2.à) and 2.e) are completed. The first phase of the program related to the points 2.b), 2.c), 2.d) and 2.f) is completed. New more practical devices for in situ testing of char coal filters with methyl iodine and Freon 112 methods were made.

	Examination
	5) Next steps
	To run a set of experiments to compare methyl iodide and Freon 112 methods
	for testing commercial charcoal filters in laboratory and in situ.
	6) Relation to other projects
	"Removal of iodine" and "Fission Produced radioactive noble gases treat
	ment".
	7) Reference documents
	1. LANZA S., MAZZINI M . , MUZZI F. , PERINETTI
	Il controllo dei sistemi filtranti installati negli impianti nucleari.
	Atti del Convegno sulle attività di ricerca nel campo della sicurezza
	degli Impianti Nucleari. CNEN-Roma, 1971.
	2. MAZZINI M.
	Il collaudo "in situ" dei sistemi filtranti per particelle installati
	negli impianti nucleari.
	Normazione Nucleare (supplemento del Notiziario del CNEN) ; anno VI
	n. 2, 197 2.
	3. LANZA S., MAZZINI M.
	Influenza dell'avvelenamento con vapori nitrici sulla ritenzione di
	CH^I da parte di zeoliti argentate.
	Istituto di Impianti Nucleari dell'Università di Pisa, RL 111(72).
	Tipografia Editrice Pisana. Pisa, 1972.
	4. LANZA S., MAZZINI M.
	Il controllo dei filtri per iodio, installati negli impianti nucleari.
	Notiziario del CNEN anno 19 n. 6, 1973.
	5. LANZA S., MAZZINI M. et al.
	Testing Methods for lodine Filters of Nuclear Plants.
	Paper presented at the Seminar on Iodine Filter Testing sponsored by
	CCE at Karlsruhe (RTF), 4-6 december 1973.
	6. MAZZINI M.
	Sull'influenza della granulometria e della natura dell'aerosol sulla
	efficienza di filtri FAEP.

Giornale di Fisica Sanitaria e Protezione contro le radiazioni. Tip. Ed. Minerva Medica, Voi. 18, N. 4, Pag. 143-147 (ottobre-dicembre 1974).

Tenue de structures-types sous France excitation sismique essais sur table vibrante (Behaviour of typical structures under seismic excitation. Shake table tests) Rassemblement de mesures sur les France mouvements en zone épicentrale et d finformations sur les dégâts corre spondant s (Connection of measurements on the France motions in epicentral zone and infor mations on the corresponding damages) Suivi expérimental de la sismicité France des sites nucléaires et de l 1activité des failles (Experimental continuous work of the seismicity of nuclear sites and faults activity) Méthodologie pour le calcul des France spectres des séismes de référence des sites à partir des paramètres physiques (Methodology for calculation of reference earthquake spectra of vibratory ground motion for sites using physical parameters) Carte si smote ctonique de la France France (The seismotectonic map of France) Etude de séismes synthétiques France (Synthetic seismic signal studies)

  

	-XI --zìi -		
		Country Country Country	Page No. Page No, Page Ho.
			322
	Research on sands liquefaction Behaviour of reactor specific materials and	FRG Italy	561
	Seismic instriments development	Italy	
	and seismic measurements for		
	sites evaluations		
	Seismic monitoring network	Italy	325
	Seismotectonic researches	Italy	327
	Studies of site engineering	Italy	
	Study on the possibility of	Italy	
	predicting earthquakes by		
	hydrogeochemical methods		
	Operating function tests of	Japan	329
	active components at strong		
	earthquake		
	Studies for a seismic design	Japan	329
	Study on the interaction	Japan	
	between the nuclear reactor		
	building and soil		331
	Collapse of chimney with	Switzerland
	impact on reactor building		
	3*2 Missiles		
			333
	A methodology.for assessing	Canada	
	aircraft crash probabilities		
	and severity as related to the		
	safety evaluation of nuclear		
	power stations		
	Tenue des structures aux	France	
	projectiles		
	(Behaviour of structures		335
	under missile impact)		
			336
	Seismic risk maps for nuclear power	FRG	337
	plants in the Federal Republic of		
	Germany		

component parts at the impact of fragments, splinters and projectiles of different mass and velocity Ultimate bearing capacity of FRG 368 reinforced concrete plates under time-dependent loads (e.g. aircraft crash) Investigation of the resistance of concrete structures against aircraft crash Response of equipment to Switzerland 576 aircraft impact See also page 353 3«3 Explosions 377 Agressions d 1origine externe sur France 379 les installations nucléaires: ex plosions chimiques non confinées dues à un environnement industriel ou aux voies de communication (external impacts on nuclear plants: unconfined chemical explosions due to industrial environment or to communication roads) Diffraction of shock waves on FRG 381 reactor buildings Formation of chemical explosions FRG 391 and their effects upon reactor components with important safety functions 3.4 Fire 401 (no entries) 3.5 Hurricanes and tornadoes 403 (no entries) See page 346

  

	-XIII -
	4. POWER TRANSIENTS
	Etude de transitoires anormaux
	sans chute de "barres sur les
	PWR (ATWS)
	(Anticipated transients analysis
	without scram on PWR (ATWS) )
	Fuel failure propensity during
	power ramps
	See also page 11
	4.1

Reactivity insertions Reactivity and subcritical reactivity measurements by noise analysis Overpower tests Nuclear safety research, reactor (NSRR) programme Study on the behaviour of fuel rods suffering with fretting corrosion at RIA conditions See also page 239 4.2 Secondary system effects (no entries) 4.3 Instability (no entries) 5. BEHAVIOUR, TRNASPORT AND RELEASE OF KAblQÀCffrVE SÜBSTAÏÏOËS Fission gas release in fuel cooling pools Expérience de fonctionnement PWR (Working experience in PWR) See also page 249

  

	-XIV -	
	Country	Page N o .
	5.1	
	France	
	OECD,	
	Halden	
	Australia
	Italy	
	Japan	
	Japan	
		42J
	Sweden	
	France	

Release from fuel-elements in normal operation Ruptures de gaine et dissémination France des produits de fission dans les réacteurs à eau. Programme BCUFFON (Cladding ruptures and fission products dissemination in the PWR. BOUFFON project) Investigation et développement des France méthodes d'identification et de localisation des défauts de gaine pour les réacteurs à eau (Investigation and development of identification and localisation method of clad failure for PWR) Release of fission products Sweden Fission product decay heat USA Transient fuel response and USA fission product release Experimental investigation OECD on the gas transport mechanisms in Halden operating fuel rods Fission product release from OECD failed fuel rods during reactor Halden operation Country 5.2 Release from overheated fuel- elements (in accident conditions, including ÏjOC£J Migration de la contamination dans les piles à eau ordinaire en situation accidentelle (Migration of the contamination in PWR in accident condition) Accidents PWR. Transfert de la radioactivité à l'intérieur de la centrale, et niveau et cinétique des rejets hors confinement (Reactivity transfer in the plant and release out containment) France

  

	-XVI --XVII -		
		Country Country	Page No.
		Country	Page .Ho » Page No.
	Experiments on determination and	FRG	
	limitation of fission and activation Study on separation performance	Japan	
	product release during core meltdown for radioactive gaseous waste "by		
	Permaselective Membranes		
	See also pages 270, 437, 438 and 441		
	Tests of radioiodine removal	Japan		4-93
	5*3 Retention (e.g. plate-out, wash by the containment sprays		
	out, fiItration) Fission product distribution,	Sweden
	Evaporation plant for low and particularly iodine, in UO2 medium level liquid wastes fuel	Austria	
	Radioactive pollutants in the post Gas phase trapping studies (1)	ERG U.K.	
	accident atmosphere of the LWR-containment Gas phase trapping studies (2)	U.K.	
	Separation of Krypton and Xenon Gas phase trapping studies (5)	FRG U.K.	
	from the offgas of nuclear facilities See also page 270		
	Post accident recirculation air 5*4 Environmental effects	FRG	
	cleanup for fission product Decontamination of radioactive removal from the containment atmosphere waste water by evaporation	Austria
	Development of off-gas filters Comparaison entre méthodes de simulation et transferts for reprocesssing plants at omo sphéri que s	France FRG	
	(Comparison between atmospheric Determination of radioiodine species in the exhaust air diffusion and transport simulation	FRG	
	of nuclear installations methods)		
	Etudes des caractéristiques Ageing and poisoning of iodine démographiques des sites sous sorption materials l fangle de la sûreté	FRG France	
	Dose reduction (Demographic studies of sites	FRG	
	Activated corrosion products in LWR loops characteristics with respect of safety)	Italy	
	Fission produced radioactive Radioprotection dans les installations nucléaires noble gases treatment (Health physics in nuclear	France Italy	
	Techniques for testing charcoal installations)	Italy	
	absorbers for iodine and its Etude des transferts océaniques derivatives et hydrologiques Testing of the filter systems used (Hydrologvcal and sea environment in nuclear plants for particle and iodine removal diffusion;	France France Italy		507
	Etude des transferts at omo sphérique s France		508
	(Studies of atmospheric diffusion		
	and transport)		

Etudes des transferts France hydro gé olo gi que s (Studies of hydrogeological dispersion) Investigations into the FRG 129 I radioecology Theoretical and experimental FRG investigations of the atmospheric dispersion of radioactive gases and aerosols and of the probabilis tically weighted radiation doses around nuclear installations due to accidents Migration of longlived trans- FRG uranium isotopes in the soil and in geological formations Investigation of the long-term FRG radiological environmental impact caused by an accumulation of nuclear facilities Quantitative evaluation of the Italy release of natural radioactive substances into the environment Researches on radionuclides in Italy the environment Researches on some stable elements Italy in the environment Studies on the contamination of Italy the sea Comparative analysis of health- Sweden hazards associated with differenct power production alternatives Radiation effects after admini- Sweden stration of radioiodine for diagnostic or therapeutic purposes 5*5 Detection and measurement Page No. Acoustic sounding of the atmosphere Australia -XVIII - Experimental study on the atmospheric diffusion under the very low wind condition for the purpose of estimation of effluent gases Optimization of conditions for radioactivity measurements for environmental samples Determination of the number of leaking fuel rods on the core position during operation Environmental dosimetry to be used in case of a reactor incident Country Page No. Japan Japan Netherlands Sweden See also pages 444, 523, 524, 525 and 526 5 .6 Doses emanating from release activities (no entries) See pages 523, 524, 525 and 526 FAULTS AND ACCIDENT CONDITIONS Analysis of reportable incidents from light water reactors Common cause failure See also page 1179 CONTAINMENT AND ASSOCIATED SYSTEMS (for material and mechanical problems: See section 11) Piègeage de l'iode dans les bétons (Iodine -trapping in concrete) Etude du comportement du puits de cuve des réacteurs PWR 900 MWe en cas de rupture de cuve (Primary shield wall behaviour of PWR's in case of pressure vessel rupture) Denmark Denmark France

  

	-XIX -		
	Country Country Page No. Page No* Page No.
	Isolation valve tests a preproject study 11. MATERIAL AND MECHANICAL PROBLEMS 11.2.1 Material_2ro^erties_	Sweden	553
	See also page 249 (e.g. load following, turbine trip, Corrosion problems in blowdown, etc.) reactor materials		Australia
	7.1 Dynamic loading (e.g. pressures, (no entries) Deformation and fracture pressure differential, pressure waves, jet forces, internai missiles) and temperature loading behaviour of reactor See page 34-9 materials		Australia	555
	11*1 Pue1 elements and core (e.g. fuel Fracture behaviour and		Australia
	Containment response densification, fuel pin distortion, Australia irradiation embrittlement cladding ballooning, cladding of steels	557
	Eléments absorbeurs d fénergie Deformation and fracture behaviour de tuyauteries materials pour la conception des bridages Belgium Australia oxidation, cladding embrittlement, 55S cladding water reaction and rupture) Radiation damage in reactor Australia
	(Energy absorber elements for crack propagation in pipe whip restraints) of reactor materials Dynamic fracture mechanics		Denmark
	Behaviour of concrete containment temperature distribution in Stochastic analysis of the inhomogenous steel	Canada Australia 560
	under overpressure conditions canned cylindrical fuel elements Comportement des organes		France
	Conséquences d'un LOCA sur d 'isolement du circuit Stochastic thermal stress primaire des réacteurs à eau 1 1 enceinte : Etude de 1 1 écoulement du brouillard entre les casemates d'une enceinte de confinement: analysis of canned cylindrical (Behaviour of isolation fuel elements valves of PWR primary system)	France Australia 562
	programme REBECA (Mist flow between subconpartments Thermo-mechanical analysis of Comportement des lignes de nuclear plant structures tuyauteries lors d'un accident of a containment: REBECA project) Zircaloy-steam reaction at high (Behaviour of pipings in		Australia France Australia	861
	Conséquences d Tun LOCA sur temperatures the event of an accident)	France	563
	l'enceinte de confinement. Mixed oxide fuel element Dommages consécutifs aux défauts Etude de la condensation sur behaviour under irradiation des structures et/ou évolution un mur d'un mélange air-vapeur de chargement dans des conditions transitoires programme ECOTRA Conséquence d'une rupture de gaine (Damage subsequent to structure sur les combustibles C A R M E L defect and/or load changes) (Study on the condensation on a wall (Effect of a cladding rupture of an air steam mixture in transient on CARAMEL fuel element behaviour) Propagation de fissures de conditions in a LOCA accident. fatigues sur les matériaux ECOTRA project) Limitation du fonctionnement des de structure irradiés	Belgium France France France France	761
	Investigation of the phenomena occurring within a multi-éléments combustibles dues à (Fatigue crack propagation l'existance de ruptures de gaine on irradiated materials) compartment containment after (Operational limits of fuel rupture of the primary cooling elements due to cladding defects) Comportement des aciers pour circuit in water-cooled reactors cuves -tenue à l 'irradiation	FRG France France	554
	Investigations of the influence (Research programme on irradi of oxide fuel and fission products ation embrittlement of pressure on the mechanical properties of Zry-cladding tubes under accident vessel steels)	FRG
	conditions		

  - Campagne hydrogéologique de sûreté dans le corail pour le site de Hururoa", JC.PEYKUS, C.ESCANDE -Rapport SESSN R8, avril 1976. "Evaluation mathématique d'une éventuelle pollution de la nappe des sables de Fontainebleau par le site de Saclay", Fiche Technique 76/287, avril 1976. "Recherche des isothermes d'absorption par l'expérimentation", C.ESCANDE -Note Technique SESSN 644, 1976. "Projet d'expérimentation hydrogéologique sur maquette pour la mise au point de modèles prévisionnels de transfert", JC.PEYELJS -Rapport SESSN RII, septembre 1976.

		Country	Page No.
	2) Résultats essentiels : Etat de lyétude :	
	Le programme DISPO contribue à la réalisation des analyses 1) Avancement à ce jour :
	de sûreté depuis août 1976, La mise au point du modèle mathématique prévisionnel monodimension-Le programme MERADE à déjà permis quelques comparaisons de sites nel est terminée (TRAMOS I) ainsi que le modèle mathématique avec et va faire lfobjet d'une utilisation permanente au fur et à détermination automatique des coefficients (TRAMOS II). mesure de 11 acquisition de données démographiques et météorolo La maquette métrique est opérationnelle depuis le mois de septem giques complémentaires. bre 76, les premières expérimentations ont été réalisées en
	octobre 1976, et doivent se poursuivre suivant le programme cité
	plus haut. Prochaines étapes : Le terrain d'expérimentation du Barp a été choisi, son installation
	Classement sommaire de 18 sites nucléaires français en fonction est en cours.
	de leurs caractéristiques démographiques et météorologiques. Améliorations du fichier-programme DISPO (communes urbaines, 2) Résultats essentiels :
	régions frontalières). Des évaluations mathématiques monodimensionnelles de transferts Acquisition systématique des SDAÜ et des PRDE. hydrogéologiques ont déjà réalisées avec succïs à Saclay Etablissement du programme MERADE dans sa forme définitive. Réalisation de fichiers-programme DISPO pour les populations notamment.
	temporaires et prévisibles.	
	Prochaines étapes :	
	Relation avec d'autres études : Recherches des méthodologies et établissement d'abaques (définies
	dans le programme d'utilisation des installations expérimentales). Interaction site-installations. Mise au point d'un modèle mathématique prévisionnel bidimensionnel Etudes météorologiques principalement dans le domaine de l'acqui sition des données. de transferts hydrogéologiques.
	(no entries)	
	17*1 Decontamination Documents de référence : Relation avec d'autres études :	
	Development of decontamination methods Interactions sol-installations. Expériences sur la sûreté des FRG "Recherche dfun critère d'évaluation de site par la pondération des données radiologiques, météorologiques et démographiques11, stockages des déchets (DSN-SESTR), Cadarache).
	A.DOURY, R.GERARD -Rapport DSN R 82, Symposium AIEA Vienne,
	See also page 4-65 9-13/11/1974. i r Le chapitre "site" des rapports de sûreté -projet 2,f, Rapport Documents de référence :
	17.2 Removal of accident consequences (no entries) 17.5 Decommissioning SESSN R 02 , Rapport SESR R 32, mai 1975. "Evaluation mathématique monodimensionnelle des transferts 124-9 "Critères démographiques pour les sites s'installations nucléaires'1, hydrogéologiques TRAMOS-1", C.ESCANDE -Rapport SESSN R6, R.GERARD -Rapport SESSN R 10, juin 1976. novembre 1976. "Distribution de la population sur un site métropolitain", A.DROUET -Note SESSN, août 1976. "
	Development of methods and	FRG
	techniques for the decommis	
	sioning and ultimate disposal	
	of nuclear facilities	
	Quantitative analysis of	FRG
	radioactive waste	
	Nuclear power plant	Switzerland
	de commi s si oning	

1.1.2Thermo-hydraulic aspects

Degree of Availability of the Reports

Reflooding experiment for BWR Sweden

Depressurisation discharge rate U.K.

Molten fuel interactions USA

Prochaines étapes :

7 0 -

was intended to examine the effect of system pressure up to 4kg/cm a on the one-dimensional system behavior. Series 5 experiment was carried out to evaluate the oscillation characteristics in "soft" system and

11•3.3 Non_destructive_testing

Prochaines étapes 2

Prochaines étapes

. R esearch P ro g ra m

Prochaines étapes : Calcul détaillé des transitoires et de leurs conséquences par le constructeur Framatome et à l'aide des codes de Westinghouse, et mêmes calculs par les codes DSN. Comparaison de ces calculs, discussion des hypothèses et modèles Documents de référence : WCAP 8330 Status Report

References

Decree of Availability

4 .5 6 0

(Continued from the preceding page.) were converted to the digital data, which were got from April 1976 to December 1977. (2) About 13 run data of the SF^-Concentration were got from October to December 1977 under the wind condition (0.5< U < 4 m/s).

.6 . Doses emanating from release activities (no entries)

May V l 4 , 1971 June 30, 1978 Status: Last Updating (Date): Continuing December 31, 1976

1 . 7 1 9

Reactivity effects

Decay heat

PROGRAM MANAGER (POWER i * ENERGY)

On behalf of the Federal Ministry of Research and Technology, the Institut

-XXXV -11.2 -XXXV -11.2 Availability Reports are available on request. Availability Reports are available on request.

Steam explosion phenomena

Vapour explosion triggering

Fuel coolant interaction: Out of pile studies in appropriate geometries

Effects of molten material on structures

Core melting: investigation of the interaction between molten core and concrete

Constitutiai and reaction behaviour of LWR materials at core melting conditions

Engineering study of the H2evolution from the interaction of molten core with concrete Control of molten core debris (2) See also pages 273 and 280

EXTERNAL INFLUENCES Identification et étude des phénomènes naturels extrêmes (Identification and study of extreme natural conditions)

Country Page No. 1.

General aim: To characterize .the radioactive source term associated with the LWR fuel during controlled LOCAs and meltdown accidents for use in calculations of accident consequences.

2.

Particular objectives:

a. Define chemical and physical forms most likely to result from interactions among fission products, fuel, cladding and coolant.

b.

Improve precision in predicting the amount of fission products released subsequent to fuel rod rupture.

c.

Standardize techniques for characterizing the fission products released.

d.

Correlate release fractions of important radioactive species to fuel temperature, time at temperature and atmosphere.

3.

Experimental facilities and program: An apparatus has been constructed in which simulated and irradiated LWR fuel sections are inductively heated to release fission products into simulated LOCA environments. Separation and characterization of the gaseous and particulate species released are performed by using thermal gradient tube, cascade impactor, filter trains, X-ray diffraction and cold traps. The test series approved by the safety committee uses commercially irradiated fuel from the H.B. Robinson-2 reactor with test temperatures ranging from 500-1300°C. Depending on the outcome of these tests, attempts will be made to extend the temperature range to 1700°C.

4.

Project status: a. A series of preliminary tests in which I and Cs were injected into steam was completed in order to optimize the apparatus and develop characterization techiques. Methods for incorporating Classification: 2.3 

General aim

Theoretical and experimental investigations of the chemical interactions between core materials, fission products and concrete.

Project status

Progress to date

Reaction behaviour of fission products with Corium under inert conditions.

Reaction behaviour of inert and partly oxidized Corium with different amounts of concrete (silicate aggregates).

Investigations of fuel rods molten down in oxygen and air.

Essential results

Under inert or slightly oxidizing conditions the rare earth fission products are homogeneously dissolved in the oxide phase whereas the alkaline earth metals are enriched in the oxide phase of the melt on places with high Zr-concentrations. The amount of Zr in the oxide and metallic phase is strongly dependent on the oxidation state. The platinum metals and Mo are dissolved in the metallic melt.

An increasing degree of oxidation causes Zr, Nb and later Mo, Tc to enter the oxide melt. The oxidation of these latter elements will occur only when the pressure vessel is molten through and the core melt is in contact with concrete. Concrete melts at Etat de lfétude :

1) Avancement à ce jour :

Surveillance de lfactivité sismique de la région de Cadarache. Surveillance de l'activité sismique de la région de Pierrelatte.

2) Résultats essentiels î

Mise en évidence des activités des failles de Jouques et de Beaumont de Pertuis près de Cadarache. Enregistrement d'un seisme dans la région du Tricastin. Cet enregistrement à servi pour le calcul des spectres DSN proposés pour le site du Tricastin.

Prochaines étapes :

Poursuite de la surveillance des deux sites précités. Création d'une station de surveillance en Alsace.

Relation avec d'autres études :

Carte sismotectonique de la France. Prévision des spectres de référence.

Documents de référence :

Bulletin Mensuel de l'Observatoire de Cadarache. Methodology for calculation of reference earthquake spectra of vibratory ground motion for sites using physical parameters. 

Objectifs particuliers

Prévision des spectres de référence du site en fonction des paramètres physiques (magnitude, distance focale, loi d'atténua tion des ondes). Ces spectres sont nécessaires pour les calculs de dimensionnement des installations nucléaires (analyse modale).

Installations expérimentales et programme :

Détermination des coefficients d'atténuation en fonction de la distance à partir des enregistrements obtenus sur un profil grâce à des sources artificielles ou à des séismes naturels. Etude expérimentale des fonctions de transfert locales.

Etat de l'étude :

1) Avancement à ce jour :

Enregistrement des répliques du séisme d'Oleron du 7.9.1972 en plusieurs points, d'un séisme dans le Tricastin (10,5.1974), d'une campagne de tirs dans le Tricastin (été 1975), des séismes du Frioul.

2) Résultats essentiels :

Les spectres synthétiques calculés à partir de la magnitude, de la distance focale et des coefficients d'atténuation de l'énergie en fonction de la distance ont été comparés avec les spectres des enregistrements réels et seront adaptés en conséquence. 

S. P olin ari

General aim

Studies on parameters occurring in the evaluation of sites for nuclear plants.

Particular objectives, Program

The program is organized into the following tasks: -analysis of earthquakes strong motion records -dynamic response analysis of soil -analysis of soil-structure interactions -experimental and theoretical determination of the vibration characteristics of nuclear plant structures -development of codes for above analysis -statistical analysis and studies of exceptional meteorological events -stochastic analysis of seismic data.

Project status 1) Development of procedures for macroseismic and microseismic records processing. 2) Studies on seismicity of Friuli (Northern Italy) and other

Italian regions (focal mechanism, earthquake spectra, seismic moment, linear dimension of fault, dislocation and stress drop, etc.). 

Réference documents

Reports on the 1976 Friuli earthquake and other publications are available.

Additional information

The research is performed in cooperation with ENEL and' Istituto Nazionale di Geofisica; in particular a Joint Commission CNEN-ENEL has been established to study the seismicity of Italian territory for future nuclear power plants.

Degree of availability

Open.

Personnel involved PROJECT TITLE :

Collapse of Chimney with Impact on Reactor Building.

CSNI INDEX NUMBER :

Water reactors 

Description :

The collapse of a chimney is investigated e.g. caused by the impact of an aircraft or by high seismic loads. The different possible collapse mechanisms are described. The impact of the falling chimney on an adjacent reactor building is examined. The resulting response of the structure and its equipment is compared to those of other loading cases. The analysis is performed with models of increasing complexity to represent the dynamic impact problem, taking geometric and material non-linearities into account.

The results are presented in a paper at the 4th International In connection with research works performed on the field of reactor safety, one of the subjects covering "External Events" gives special emphasis to the investigation of the behaviour of the outer containment cf nuclear power plants under aircraft crash loading. For the loading case "Aircraft Crash" it is demanded tfc't no failure of safety compo nents will occur and no radioactive substances may escape. This require ment will be met by an appropriate dimensioning of the outer contain ment of the structures surrounding the nuclear components so that a crashing aircraft cannot penetrate the outer walls.

Since the loading case "Aircraft Crash" entails high load peak values within short periods, the knowledge of the kinetic ultimate bearing loads is required for a safe and economic design of the plates and shells being used for nuclear power plants, i.e. the best utilization of all safety reserves.

Both combined research projects, RS 165 and RS 149, are dedicated to the theoretical and experimental investigation of the essential prob lems of the loading case "Aircraft Crash":

1. Investigation of impact load/time characteristics during the impact of deformable missiles; 

.Fuel/coolant interaction

Experimental investigation of the vapour explosion

Fuel behaviour under power cooling mismatch

Fuel-coolant interactions (1)

Fuel-coolant interactions (2)

Steam explosion phenomena

Vapour explosion triggering

Fuel coolant interaction: Out of pile studies in appropriate geometries

Effects of molten material on structures

Core melting: investigation of the interaction between molten core and concrete

Constitutiai and reaction behaviour of LWR materials at core melting conditions

Engineering study of the H2evolution from the interaction of molten core with concrete 

Control

A systems analysis approach, for establishment of risk criteria for nuclear power generation 

Country

The final report will be elaborated.

Relations with other Projects

No relations exist to other projects with similar aims except in the own institute.

References 10. Degree of Availability of Reports

The final report is available after finishing and if BMFT gives the permission.

A ) 

Next Steps

The results of the deflagrative experiments will be documented in a partial report. To provide information on fuel rod performance resulting from fast power transients.

The experimental work aims at clarifying the influence of fuel rod design and operational parameters during power transients, through in-pile measurements and post-irradiation examination.

Two rigs, designed for exposing fuel rods to fast power increases.

Post-irradiation examination is in progress for a number of ramp tested rods and more rods have been ramp tested.

Power ramp tests on fourteen rods with burn-up from 1,600 to 25,000 MWd/t UO2, covering a wide range of parameters have been performed.

The test series will be continued.

Sixteenth Annual Report, OECD Halden Reactor Project, 1975, pages 34 and 35.

Degree of Availability

Upon request from the Nuclear Energy Agency.

-411 - 

General Aim

To generate in-pile data for description of fission product release from failed fuel rods.

Particular Objectives

To obtain experimental data on the release of fission products from perforated LWR fuel rods.

Experimental Facilities

A special rig of the closed-loop type was planned which was allowing fuel rod exchange and on-line control of experimental conditions.

Project Status

Initial planning finished.

Next Steps

Detail design and deferred indefinitely of budgeting reasons.

-445 -

5.2.

Release from overheated fuel-elements (in accident conditions, including LOCA) 

Status:

Last Updating (Date):

Continuing December 1976

General Aim

The deposition of radioactive aerosols inside the containment building between forma tion and release to the environment has been recognized as a means of mitigating the radiological consequences of hypothetical accidents. To be able to describe and assess the various attenuation and removal mechanisms quantitatively will improve the validity of calculations in safety analyses.

Particular Objectives

The objective of the project is to describe the removal of airborne particulate radio activity from the post accident atmosphere of an LWR-containment. For this purpose a computer code NAUA will be developed on the basis of an experimentally verified numerical model. 

Research Program

Next Steps

The first experimental series on steam condensation on the aerosol particles will be started. The results will be integrated into the NAUA-model. 

Relation with other

Particular Objectives

The feasibility of the rare gas separation from a gas mixture is to be demonstrated with the low temperature distillation process, 

Research Program

3.3

The adsorptive separation of Kr and Xe on activated charcoal is studied as an alternative or auxiliary method to the distillation process.

-4 6 4 -

Next Steps Ad 3.1

The operation of the KRETA plant will be continued using the three-component system N2-Xe-Kr. The molecular sieve unit ADAMO which was ordered at the end of 1975 will be mounted in the beginning of 1977. It will be operated at first separately and then simultaneously with KRETA. Ad 3.2.1 Catalyst tests will be continued on laboratory scale. Of prime concern will be safety studies in connection with the control of large amounts of H2. The semi-scale equipment for the catalytic 02-, N0x-reduction will be ordered. Ad 3.2.2 The dynamic adsorption studies will be continued using the rare and 3.3 gases and various other trace gases as well as various adsorbents.

Relation with Other Projects

Within GfK: LAF II (Offgas filters in reprocessing plants)? IRCH (Analysis and decomposition of 0^ in liquid gas mixtures). to 3.2 Test rigs (no radioactivity above tracer level) simulating head 3 end off gas conditions for dummy components (HAUCH, 50 m /h of volumetric gas flow, PAS S AT , 250 m3/h). P A S S A T will include remote handling equipments and is designed for the testing of 1 : 1 filter components for the large reprocessing plant(throughput up to 1500 t of heavy metal per year). 

7_. _____ Next Steps

After startup of the PASSAT rig it is scheduled to test the filtration components (droplet separators, HEPA-filters,and iodine-filters) under the conditions of the head end off-gas in a 1500 t/y reprocessing plant.

Measurements will be made of the off-gas composition and the aerosoland iodine-concentrations during fuel dissolution in the Karlsruhe -469 -

. Relation with Other Projects

The first filtration step will be the droplet separation and the second step will be HEPA-filtration (PWA 5152). The iodine removal from the dissolver off-gas will be necessary for gas cleaning with respect to the 8 5 Kr-separation process (PNS 4140).

9_____ . 

Particular Objectives

Gaseous^Actiyities

In order to reduce radiation exposure, the quantities of long-lived nuclides which are released by leakage and reactor shutdown will be reduced as much as possible by permanent extraction of radioactive gases from the primary coolant.

In addition, further improvement of the measurement and control of hydrogen and oxygen in the off-gas system will be pursued. Therefore a long-lasting constant ^®Co-and ^Co-inventory can be expected in the primary coolant for the contamination layer build-up.

Next Steps

The initiated comparison of PWR plant parameters in connection with co Co and Co activity concentrations will be continued. Similar tests have been started for BWRs also.

For preparation of the analysis of loop component deposits etc., suitable analyzing methods will be investigated in order to deter mine specific activities. 1.

Objectives

The project is to demonstrate the pressure suppression and radio iodine removal by the containment spray in a LOCA.

Project Status

The 

Essential Results

None

Projection

The operation of the facility starts by July 1977 to demonst...te the ability of the containment spray. From March 1978, the test for removal of radioiodine will be started. -----------------------------------A systems analysis approach, for establishment of risk criteria for nuclear power generation Equipment for the decontamination of radioactive waste water from nuclear power stations is developed and the decontami nation efficiency under various conditions is investigated-A pilot installation utilizing the VEW proprietary double distillation process is operated, decontamination factors for non-volatile substances of better then 109 have been achieved. At present separation capabilities for volatile substances such as iodine and its compounds and noble gases are investigated. Special chemicals test procedures are de veloped for the detection of trace quantities of elements in the purified water. As a basis for safety evaluations for nuclear facilities quanti tative data are worked out with respect to the retention capability of soils and geological formations for transuranium isotopes, to the migration of the transuranium isotopes in the soils and geo logical formations and to the solubility of these isotopes in na tural waters.

Report

OECD NUCLEAR ENERGY AGENCY

Particular objectives

The migration of longlived transuranium isotopes from the soil surface into deeper layers is to describe by a mathematical model.

To assure that the model represents the real migration behavior the main factors influencing the dispersion of plutonium under middle european cUmatic conditions is to be determined. The ex perimental results have to be compared with results of Pu-analyses of selected soil samples for rechecking the mathematical model.

Research Program

The problems involved should be solved by the following particular experiments :

To understand the processes of the fixation-or in reverse, the migration -of longlived transuranium isotopes partition coefficient Further soil sampling should reassure the reproducibility of the results.

Relation with Other Projects

This project is in relation to the project PNS 4132 "Investi gation on the radio oecology of 1-129" and PNS 4134 "Investi gation on the long term radiologic environmental impact by local accumulation of nuclear facilities".

9.

This investigation will be finalised. Future sporadic studies in this field will be mentioned under the key number 4330.

Relation with Other Projects

The project has no relation with other projects. The object is to assess, as far as possible, and compare health-and environmental effects due to different power production alternatives.

Report

The study will primarily be concentrated on power production based on oil, coal or uranium.

The current program includes a literature survey and an inventory of the atmospheric pollution associated with power production through combustion of oil or use of nuclear fuel.

Comparisons of health-hazards due to releases from nuclear or fossil power plants will be made with particular regard to relationships between mutagenic or cancerogenic effects and chemical form. 

Objectives

The objectives of the program are following;

(1) The study of the structure of the very low wind (U ^1 m/s).

(2) The air tracer diffusion experiment under the very low wind condition.

(3) The improvement on the method of the estimation of the effluent gases. 6. Relation with other projects None.

Project

Reference documents

None.

Degree of availability

Through the organization KEMA.

PROJECT TITLE :

Environmental Dosimetry to be used in case of a reactor incident CSIII I1TDEX IÌUK3ZR :

5.5

SPONSORING COUNTRY :

Sweden ORGANISATION :

DATE COMPLETED :

PROJECT LEADER :

Carl-01of Widell

Description :

Dosimetry systems to be used in case of a reactor incident are studied.

In order to be able to estimate a release of activity to the surroundings a large number of release conditions are considered and the signals from the different dosimetry systems are calculated.

A very promising dosimeter system is TLD (Termo Luminiscence Dosimetry) with Ca SO^:Mn. This dosimeter material has a high fading which will give the dosimeter for ^yeais a very low and constant background signal. Objectif général :

OECD NUCLEAR ENERGY AGENCY

Cette étude a pour but de déterminer lfeffet de filtre du béton des enceintes de confinement afin de mieux évaluer les conséquences radiologiques en cas dfaccidents de perte de réfrigérant primaire des réacteurs à eau PWR.

Objectifs particuliers :

Déterminer les lois de rétention des produits de fission, en particulier des iodes dans les cas suivants :

-conditions normales du fonctionnement -conditions accidentelles (140° C et 4 bars relatifs)

Installations expérimentales et programme :

On utilise le banc d'essai mis au point par la STA pour la mesure des coefficients de perméabilité des bétons dans différentes conditions de pression et de température.

Le programme comprend les étapes suivantes :

-étude quantitative de rétention de lfiode stable (iode pénétrant et moléculaire) en fonction des différents paramètres à prendre en compte (type et épaisseur du béton ; pression et température, points singuliers) -étude quantitative de la rétention de l'iode actif Later on in this phase it is intended to test to destruction a 1/15 scale model of a reactor containment structure. To date emphasis has been placed on the preparation of test samples, instrumentation and procedures.

Experimental Facilities and Programme

The study consists of three phases, each approximately 18 months long:

1) analytical investigations of the behaviour of concrete containment structures

2) experiments to investigate those aspects of material response that are thought to be critical in the behaviour of the structure 3) development of techniques for a probabilistic approach to the evaluation of structures subjected to overloads and to examine the implication of this on design practices. 

• General Aim

The theoretical models for the calculation of the critical flow rates have to be checked for the influence of subcooling and instationary start-up procedures after streaming from pipe leaks (pipe diameter 800 mm) .

Particular Objectives

When the calculation models have been confirmed, the repulsion and bound forces of two-phase flows can be determined. 

Research

Experimental Facilities

The experimental tests will be carried out with an existing test stand of 10 mm pipes. Some accompanying tests will be run on a big stand, in order to get informations on the influence of layer streaming cross sections.

Progress to Date

A literature study was started for the two theoretical studies.

For comparison some calculations have been carried out with respect to the difference between dynamic start-up phase and quasistationary streaming from a leak. The results were compared with data from the literature.

The study on the transfer of test results on reactor dimensions was completed.

The teststand (10 mm diameter) was prepared for the experimental investigations. The quick-closing valve, the pressurizer and the instrumentation have been checked.

. Results

The stream rates depend on the geometrical details of the opening and the size of the pressurizer.

The transfer of the results on reactor dimensions is only possible, 

Selection and calibration of the densitometer and error analysis

for the whole measurement system. In February 1975 a second agreement for full scale containment experi ments in the Marviken power plant was signed between Denmark, Norway, Germany, Finland, Sweden, France, Japan, USA and the Netherlands, The containment response tests are mainly carried out to investigate the pressure oscillation behaviour of the containment with pressure-suppres sion system after a loss of coolant accident and to make measurements of parameters thought to be important for the understanding of these phenomena.

. __________________Particular Objectives

There were 8 Blowdown experiments (Nr. 17 till 24) scheduled, all of them have been preliminarily defined in regard to the initial parameters.

One Blowdown (Nr. 25) with one ventpipe in a single-cell has been added.

The experiments were carried out under operational conditions, for which the reactor originally had been laid out (50 bar, 264 °K). 

General Aim

The purpose of the R+D-program is to improve our knowledge of hydrogen generation and distribution in the BWR containment during reactor operation and after LOCA, and especially to deve lop and test concepts and methods for measurement and limita tion of concentrations in the containment atmosphere.

Particular Objectives

The specific aim will be verification of the applicability of apparatus, devices and catalysts for H^-removal after LOCA.

Catalytic recombiners in which hydrogen will oxidize with atmos pheric oxygen to form water*, will have to be tested under re ference operating and LOCA conditions.

Tests will have to verify that decontamination procedures (e.g.

for fission-product Iodine), which are to be expected in the post-LOCA atmosphere of the containment, will not impair the mode of operation of the catalysts. 

^-measurement :

In connection with paragraph 3-2, suitable sampling and measure ment methods will be selected* with special attention to post-LOCA conditions.

Exgerimental_Investigations

Tests are planned in a suitable semi-technical lab-facili.ty which is similar to the KWU off-gas system recombiner. 

The

. 5^------

Based on theoretical and experimental test results, concepts and systems for measurement and control of H^-concentration present in the containment atmosphere will be developed.

Experimental Facilities

The -583 -Residual quantities of the catalyst poinsoning Iodine will be determined by volumetric analysis. Hydrogen analysis will be performed by a continuously operating thermal conductivity measuring device.

Progress to Date

Tests have been done in order to investigate the suitable of the catalyst under PWR conditions (the catalyst contaminated with boric acid). In addition, the effect of methyl iodine on the activity of the catalyst was evaluated.

Both tests series have been completed.

Based on the currently available experimental test results, a specification and a flow diagram for the hydrogen concentration control system have been conceived. Methods and codes are presently available which allow LWR reactor design in such a way that a blowdown accident due to failure of one of the pri mary coolant circuits can be safely contained. However, in the case of such a blowdown the degree is not yet known up to which the load carrying potential of the plant will actually be utilized. To investigate the safety margins in detail, the conservative models must be replaced by more realistic methods and codes which will have to be verified by appropriate experiments.

.

Results

Experiences

Particular Objectives

The dynamic stresses and deformations of the vessel internals must be in vestigated in particular. To get realistic results, the phenomenon of fluid-structure interaction has to be included, i.e. the feedback of structural flexibility upon the pressure field imposed.

Consequently, in appropriate experiments the variables of state in the fluid as well as the dynamic reactions of the loaded structures must be recorded simultaneously by measurement technology. It is the objective of this task to measure the structure response (strains, accelerations, displacements) in the planned blowdown tests to be performed in the HDR facility and to evaluate the experimental data. Experience gathered in other similar projects have shown that the instrumentation used must The laboratory basic tests so far performed on three prototype displace ment transducers exhibited an error behavior which was largely within the tolerance range of the specification. However, these results do not yet permit a conclusion to be drawn about the service life and the quality of measurement transducers since the decisive tests are still to be made.

The feasibility in principle of the measurement chains was determined which allow to perform the measurements with the required time behavior (Atph ^ 500 ps).

Measurements of the electromagnetical background noise in HDR and the shielded capability of different types of measurement cable, produced results which do not suggest major difficulties to be expected.

Next Steps

After the operation will have started of the autoclave test system, the continuing tests with the prototype transducers will be carried on under the test program. This includes tests under transient temperature and pressure conditions without mechanical loads as well as dynamic tests performed both in air and in water at elevated pressure and temperature.

To the extent available, the whole original measurement chain will be used in these tests so as to obtain reliable information about the real dynamic behavior. At the end of the test series, the prototype transducers will be subjected to high acceleration loads allowing experimental deter mination of the mechanical ultimate loadability. The test results will be the most important aspect to be taken into account in the selection of the definite HDR core shell instrumentation.

Relation with Other Projects

The data on the structure response under blowdown conditions, which were found in the experiment and subsequently processed, will be made available to the PNS 4223 project for future use. -and coupled with that the elastic-plastic deformation, penetration and failure of complex structures (in a Lagrangian coordinate system).

2• Particular objectives

The experimental verification of all important aspects of the methods developed is a particular objective of the project:

-evaluation of available tests 

3* Experimental Facility and Programme

The test facility will consist of a missile launcher (which is already available in the UK)t to project model missiles at various speeds against various concrete targets.

The basic target size at l/25th scale will be 1.8 m dia and 60 mm thick corresponding to ^5 m dia and 1.5 m thick full size. Targets will be con structed from unreinforced, reinforced and prestressed concrete. Variations in tensile and shear reinforcement, target thickness and diameter will be made • A 'standard* missile of 1.6 kg at 215 m/s would be used as well as a crushable missile to simulate on the model scale the calculated load-time variation for an MRCA aircraft impacting at 215 ifl/s. Larger irregular missiles would be used for the penetration studies.

4* Project Status

Work started on the test programme at the beginning of 1976 and eleven pre liminary tests were carried out to develop the missile launching system and test instrumentation and also to measure the load time characteristics of the 'soft1 missile* A range of tests covering variations in concrete thickness and reinforcement using a 'soft* missile has been completed and work is con tinuing using a 'hard' missile. 

PROJECT LEADER :

Hans-Gôran Thorén

Description :

Earlier and international project, the Marviken Experiment (MX) (SWE 1/73) performed tests to obtain experimental information on reactor containment (PS-type) response to severe pipe ruptures. After the completion of these experiments the sponsoring parties, together with the Netherlands, agreed upon a continuation of the experiments.

The new series aims at providing specific information about containment pressure oscillations under various conditions. The decided number of blow-downs is 9 and the first one was performed in February 1976. The last blow-down took place in October 1976. Before the performance of the experi ments the facility was equipped with a modified and more extensive instru mentation and data acquisition system as compared to the previous series of tests.

Half way through the experimental program interesting and valuable informa tion have been obtained about the oscillatory phenomena in the containment and specifically about the pressure oscillations in the wetwell water pool under different conditions. The instrumentation system has worked satisfac torily and produced data of high quality. Preliminary, it may be stated that the results will provide a good basis for increased understanding of the dynamic processes in a PS-containment under accidental conditions. -608 -

Test Facilities

The tests were carried out in the present test stand of the GKM. The test results were evaluated.

The

Results

The 

Results

The tests proved that the stiffness has a noticeable influence on the condensation behaviour. Extension oscillations on the mova b l e wall and pressure course in the water were synchronized, the frequency of the harmonic oscillations was 9 Hz.

The tests confirmed the previous results. Remarkable were the needle-like pressure peaks of the pressure-gauges on the concrete walls, whereas no high frequent pressure pulses were observed on the steel walls.

Next Steps

The results will be analysed. Troughs with more than two up to 8 vents will be built and tested. Dynamic behavior and stresses of containment shell structures under the influence of condensation loads.

8* R e l a t i o n with

Research Program

The program includes -gathering of experimental data on the pressure pulsations occurring during the process of condensation and on dynamic system responses of the vessel structure; -interpretation and verification by calculations of data measured, using available computer programs or computer programs to be devel oped;

-computation of real pressure suppression systems and development of the required computer programs. Within the framework of a new test series carried out in the conven tional power station "Großkraftwerk Mannheim" control measurements were performed on behalf of TÜV Baden (Technical Inspectorate).

The test rig used in these tests was so designed that it maps in a representative way a selected section of the real facility (a socalled "single cell"). Besides the temperature, these supplementing measurements related to the pressure prevailing at the walls of the wetwell and in the drywell with a high time resolution. The data measured were evaluated and the results transmitted to TÜV Baden.

No noticeable deviations were found between the values measured by the two participating groups.

Also on behalf and for the account of TÜV Baden, Mannheim, further In case of the spherical shell it appeared that noticeable radial deflections occur only in the loaded range: however, this is not in line with former finite element computations although it is supported by the experimental findings.

Next Steps

The parameter calculations concerning the condensation at one and several parallel pipes are being continued. The behavior of the spherical shell at transient pressure load and the stresses in the shell will be calculated in detail. Also attempts will be made to couple the water moved along with the structure. 

Relation with

Description :

The purpose of this program is to develop a pressure suppression model or models for a best estimate code for pressure suppression containment anal ysis. The approach has been to apply numerical flow solution capability to the air and steam venting process in a pressure suppression pool. Ver tical and horizontal vent configurations will be analyzed. A two -com ponent, two phase model is under development to analyze steam venting.

Project Status:

Solution for air venting from a vertical vent have been obtained covering the vent clearing and pool swell phase. Efforts are under way to improve the numerical techniques and reduce computer time. Results to date were obtained on the CHAMP code. The use of simpler codes is investigated to obtain solutions over longer time.

PROJECT TITLE :

Modeling of Pool Swell Hydrodynamics INDEX NUMBER : 

Description :

This program is to study the dynamic loads on the pressure suppression pool of pressure suppression containments during pool swell due to the initial air surge from the dry well in a LOCA transient. In this study the funda mental scaling laws as proposed by F. J. MOODY for small -scale modeling of pool swell dynamics will be verified. Laboratory testing is performed in three different sizes of apparatus. In addition the density of the driving gas and the pool liquid will be varied to cover a range in para meters.

Project Status:

Testing on the two smaller scales is in progress. Early results indicate that the dynamic loads on the next swell are correlated quite well by the Moody relations.

PROJECT TITLE :

Pressure Suppression Test and Analysis INDEX NUMBER : 

Description :

Pressure suppression tests will be performed to provide an independent evaluation of the dynamic loads under LOCA condition in the BWR MARK I Torus suppression chamber. The tests will be conducted in a geometrically scaled down section of the Torus. The testing covers two phases:

-Air Tests where the initial part of the transient is simulated with air only.

-Air Steam test where the drywell is charged with steam representative of an actual vessel discharge.

Additional model tests are performed to verify scaling relations and justify the selection of the test apparatus.

Test Apparatus:

The apparatus consists of three compartments, suppression pool, drywell, and air/steam source. The torus section is scaled down by a factor of five over ~ a 90° sector of the torus with a corresponding volume reduction of the simulated drywell. To determine the dynamic loads on the torus, 200 channels of instrumentation are recorded during the tests.

Project Status:

The test facility for the air tests has been completed and a series of 20 air tests has been completed. Data reductions and reporting is in progress. Modifications are made to the facility for performing the steam blowdown later this year.

PROJECT TITLE :

Studies To assemble data on the measurements of the leak rates on containment vessels in order to advise the authorities on periodic supervision of leakage performances as compared to design leak rates.

Particular objectives

The program consists of:

-making an inventory of generally used methods of leakage rate measurements inclusing an evaluation resulting into a general purpose method, -specification of main and secondary variables when measuring leakage rates, -performing an analysis on extrapolation modes in order to establish the safe lower limit of test overpressure in relation to design pressure, and -evaluation of experiences obtained elsewhere with measuring containment leakage rates.