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Towards LIDAR-RADAR based Terrain Mapping

This paper addresses the problem of perception 1 for autonomous vehicle navigation in real environments. In-2 tegrity safe navigation of autonomous vehicles in unknown 3 environments poses a traversability problem. We are interested 4 in the integrity-safe navigation in unknown environments. Safe 5 navigation is a task that depends on the knowledge of the 6 surrounding environment and the vehicle dynamics. Classical 7 navigation approach focus on obstacle avoidance often based 8 on occupancy and elevation maps. We propose to combine an 9 optical sensor and an electromagnetic sensor to build a richer 10 map of the environment which will be used for traversability 11 analysis and path planning. The proposed lidar-radar map en-12 codes the geometry of the environment such that traversability 13 analysis and trajectory planning guarantee the robot's integrity 14 in a stability sense. A comparative analysis of two mapping 15 algorithms using lidar, radar, IMU and GPS sensors shows the 16 advantages of such bimodal perception system. Results have 17 been validated experimentally. 18 I. INTRODUCTION 19 Development of autonomous robots involves the interac-20 tion of different domains such as modeling, control, path 21 planning, terrain mapping, among others. In particular, ter-22 rain mapping and traversability analysis are key-features for 23 autonomous robot navigation in unknown environments. As 24 robots get more knowledge on the geometry of the terrain 25 and the presence of static and dynamic obstacles, they can 26 evolve in a way that the robot's integrity is guaranteed while 27 minimizing the time to reach their goal. 28 Different approaches have been proposed in the literature 29 for terrain mapping, [1], [2], [3], among others. There are 30 mainly three approaches: 2D maps (occupancy), 2.5D maps

(elevation) and 3D maps. The most common approach for 32 terrain mapping is to project 3D data into a cartesian grid 33 with some environment information (elevation, occupancy, 34 traversability, etc.). Occupancy mapping [START_REF] Elfes | Sonar-based real-world mapping and navigation[END_REF] is one of the 35 most utilized method for terrain mapping. Every cell in an 36 occupancy map contains an occupancy probability which is 37 used to determine if the cell is free, occupied or not explored.

38

Alternatively, an elevation map is a 2D grid in which 39 every cell contains height values of the terrain mapped.

40

Elevation maps are also known as 2.5D maps. Similarly to the occupancy map, the computational requirements are not 42 as important as for 3D mapping. An important disadvantage of 2.5D mapping is the fact that overhanging structures will 44 J.A. Guerrero (jguerrer@ieee.org) is with the LITIS laboratory, INSA de Rouen, Saint Etienne de Rouvray, France. M. Jaud is with (marion.jaud@univ-brest.fr), Laboratoire Domaines Océaniques (UMR 6538), Université de Bretagne Occidentale, Brest, France. R.Lenain, R. Rouveure and P. Faure (roland.lenain, raphael.rouveure, patrice.faure @irstea.fr) are with the IRSTEA laboratory. 9 Ave. Blaise Pascal, Aubière, France. be considered as obstacles. Depending on the data integration method used to update elevation information an elevation map fails to remove erroneous measurements since they do not handle uncertainty in sensor data. Recently a new data structure has been developed to model environment. This model consists in using an octree structure to divide the 3D space into small cubes. Tree-based representations such as octrees avoid one of the main shortcomings of grid structures by delaying the initialization of map volumes until measurements need to be integrated. Therefore, the size of the mapped environment does not need to be known beforehand. This representation seems to be memory efficient but not necessarily a good solution for real-time applications [START_REF] Wurm | OctoMap: A Probabilistic, Flexible, and Compact 3D Map Representation for Robotic Systems[END_REF].

The interest of this paper is to present a method to create a rich terrain map which could be used to assess traversability for autonomous ground vehicles. In order to create terrain maps, on one hand, most approaches use information from stereo vision systems [START_REF] Cubber | Stereo-based Terrain Traversability Analysis for Robot Navigation[END_REF], 3D-lidar [START_REF] Larson | Off-road Terrain Travesability Analysis and Hazard Avoidance for UGVs[END_REF], and the coupling of a single camera and a single layer lidar [START_REF] Malartre | Digital Elevation Map Estimation by Vision-Lidar Fusion[END_REF]. 3D-lidar sensors usually provide a large point cloud of the environment. 3D lidar sensors based on 16 or more laser units are well suited for elevation and 3D mapping which can be used in the traversability analysis of the terrain. However, their perception performance is highly dependent on good weather conditions. On the other hand, microwave radar provides a single layer occupancy of the environment and seems to be able to take up the challenge of perception in outdoor environment, covering a long range, allowing rapid collection of data and overcoming the limitations of visionbased sensors affected by ambient lighting conditions, rain, dust, fog, snow, etc. [8], [START_REF] Peynot | The Marulan Data Sets: Multi-Sensor Perception in Natural Environment With Challenging Conditions[END_REF]. In this work, we propose to exploit the advantages of lidar and radar sensors shown in Figure 1 to create a robust mapping system. The combination of both optical and microwave sensors would provide a richer map that can be used for traversability analysis of mobile robots.

This work is organized as follows: section II describes a method used to build an occupancy map using a RADAR sensor. Section III presents a method to characterize the environment into 2.5D and intensity-based maps. Section IV presents a multi-sensor approach to create a rich feature terrain map. The final map is computed by integrating both radar-only and lidar-only maps into a GIS (Geographic Information System). Experimental setup and results are discussed in section V. Conclusions and perspectives are finally given in Section VI. 

II. RADAR-ONLY MAPPING

The PELICAN radar uses the Frequency Modulated Continuous Wave (FMCW) principle as described in details in [8] and [START_REF] Monod | Frequency modulated radar: a new sensor for natural environment and mobile robotics[END_REF]. The radar range is 100 m with a transmitted power about 50 mW, antenna gain of 20 dB and carrier frequency of 24 GHz. Waves are emitted through an antenna (aperture angle 20 • vertical, 5 • horizontal) rotating in horizontal plane, so that a strip of ground perpendicular to the vehicle displacement plane is illuminated (Fig. 2).

A portion of the emitted wave is reflected back towards the radar antenna. Following the FMCW radar theory, the radar target distance is computed from the beat frequency [START_REF] Skolnik | Introduction to radar systems[END_REF]. A signal of linearly increasing frequency is transmitted via the antenna. The transmitted signal is mixed with the signals received from the targets, giving the beat signal S b .

The beat signal S b is the sum of i frequency components f b i, each of them corresponding to a particular target [START_REF] Monod | Frequency modulated radar: a new sensor for natural environment and mobile robotics[END_REF], [START_REF] Skolnik | Introduction to radar systems[END_REF]:

f bi = 2∆f f m r i c + 2f 0 v i c (1) 
where f 0 is the carrier frequency, f m the modulation frequency and ∆f the frequency scan. The beat frequency is proportional to the target distance r i , and on the radial

velocity v i .
The power of the received signal depends on the characteristics of the target i.e. its Radar Cross Section (RCS) which describes the ability of the target to reflect the radar wave. The PELICAN radar achieves a complete 360 • scan in one second. An image is built up from the successive angular scans recorded during the antenna rotation (Fig. 2).

A 360 widely used in mobile robotic, by which a mobile sensor can 134 build a relative map of its environment and simultaneously 135 computes its relative location within the map [START_REF] Durrant-Whyte | Simultaneous localization and mapping: part I[END_REF], [START_REF] Bailey | Simultaneous localization and mapping (SLAM): part II[END_REF]. As 136 it can be seen in Fig. 3, a 3D cross-correlation is performed 137 between the n th radar panoramic image and the previously 138 constructed map, on one hand in order to match them, 139 updating the global radar map and on the other hand in order 140 to estimate the radar inter-scan displacement and rotation. 141

•
The radar map is so computed independently of the platform 142 dynamics and of the radar position on the vehicle. The final radar map is a gray-scale raster, with a spatial 144 resolution of 20 cm. The gray-scale level results from the 145 amplitude of the reflected echoes from environment. Considering successive inter-scan displacements and rotations, the relative radar trajectory (named "R-SLAM trajectory") is computed simultaneously. Figure 4 shows the final map using the R-SLAM algorithm.

The global map is finally georeferenced either by taking advantage of GPS recording or by manual or automatic matching to an orthophotograph, as described in [START_REF] Jaud | Methods for FMCW radar map georeferencing[END_REF]. In order to create a model of the environment using 3D scanners there are different methods that can be found in the literature. A widely used method for scan matching is the Iterative Closest Point (ICP) method [START_REF] Levoy | The Digital Michelangelo Project: 3D Scanning of Larges Statues[END_REF]. ICP has proven to be efficient for scan matching using RGBD cameras and some range scanners in feature rich environments, and real time implementations have been proposed in [START_REF] Rusinkiewicz | Efficient Variants of the ICP Algorithm[END_REF], [START_REF] Pomerleau | Longterm 3D map maintenance in dynamic environments[END_REF].

On one hand, it is is important to mention that most of existing results in terrain mapping using ICP have been used in urban feature rich environments. On the other hand, it is clear that the main weakness of ICP is their feature dependent nature. Our experimental tests on Velodyne-type data have shown a poor performance in presence of few obstacles and symmetrical scenarios since ground points close to the sensor are dominant with respect to obstacles at mid and long range as shown in Figure 5. Notice that, in , ICP method result in a poor rotation convergence. 184 Moreover, it is clear that ICP was unable to converge to the 185 actual translation of the sensor. In addition, [START_REF] Gelfand | Geometrically Stable Sampling for the ICP Algorithm[END_REF] presents 186 a discussion of the impact of the geometry of the data 187 on the performance and convergence of the ICP method. 188 The authors have shown that ICP does not guarantee the 189 convergence of registration process in symmetrical scenarios 190 and smooth (few features/obstacles) scenarios. Since we are 191 interested in creating a mapping process to analyse the 192 traversability of a terrain in all kind of environments (urban 193 and off-road), ICP method is not suitable for our application. The purpose of the lidar mapping process is to provide 195 the vehicle with a real-time terrain reconstruction module, 196 particularly at high velocities. The traversability analysis 197 requirements for a ground robot impose the creation of 198 terrain model that describes the geometry of the surface, the 199 presence of obstacles, etc. To do so, 2.5D and occupancy 200 maps are suitable for real-time applications. Since the lidar 201 sensor provides a large amount of data that needs to be 202 registered into a map (elevation, occupancy, etc.). Instead of 203 using a SLAM approach that could slow down the mapping 204 process, which may limit the maximal vehicle's velocity 205 to guarantee the real-time mapping process, the GPS and 206 IMU sensors are used to determine the vehicle's position. 207 Notice that the position of the vehicle is estimated using 208 a Kalman filter. Roll and pitch angles have been estimated 209 using the information of the accelerometers and gyrometers 210 of the IMU. The attitude of the vehicle is computed using a 211 complementary filter described in [START_REF] Mahony | Non-linear Complementary Filters on the Special Orthogonal Group[END_REF]. 3D lidar sensor allow us to create both occupancy and elevation maps, its performance highly depends on weather conditions. On the other hand, although a radar-based sensor can only be used to create occupancy maps, it can be used in almost any weather condition. Thus, we propose to fuse both maps (lidar-based and radar-based) to obtain an improved mapping system.

Since each sensor provides intrinsically different information about the environment, it is a delicate issue to define a unique indicator merging all the collected information. Therefore, we opted for an approach similar to a GIS and geographical database. GIS is a tool widely used in geographical science since it allows to store, manage and analyze all types of objects defined in a geometric space. Different attributes characterize these objects, for example in our case: occupancy, elevation, optical reflectance, magnetic reflectance, etc. The storing structure consists of "classes" of spatial objects, each of them implemented by a layer.

Both lidar and radar maps are projected in the same reference system so that each pixel of the lidar map is coincident with the equivalent pixel of the radar map. Lidar map is directly georeferenced, exploiting IMU and GPS recordings. The projection of the radar map has been achieved by matching the R-SLAM trajectory and the GPS RTK trajectory. The matching processus consists on using the R-SLAM trajectory as tie points which are match with the GPS RTK trajectory to compute an affine transformation.

u v = A B C D E F   x y 1   (4) 
where A, E are the scale factors (size of pixel in map units in x-and y-direction), B, D are rotation terms and C, F are the translation terms for the upper left pixel in geographic coordinates These terms are unknowns to be computed. The accuracy of this georeferencing method is about 10 cm [START_REF] Jaud | Methods for FMCW radar map georeferencing[END_REF], i.e. lower than spatial data resolution. All data are georeferenced in Lambert 93, the French official coordinate system, based on GRS 80 ellipsoid. Thus, information collected by both systems is compiled in a single map composed of several layers. In this way, the multi-layer structure enables to retrieve all the information about a location performing a "spatial query", i.e. for a given pixel or a given area, we can access the information collected by both system. In this paper the multi-layer maps are implemented with ArcGIS c software, but they can be easily exported to other software tools (Matlab c , Effibox c , etc.).

V. EXPERIMENTAL SETUP AND RESULTS

A. Experimental platform

In order to validate our discussion, an experimental vehicle has been equipped with the following sensors: GPS RTK, Xsens IMU, Pelican radar, and Velodyne lidar. The following table presents a comparison of the mapping sensors used in this work.

The acquisition-piloting software and the previously described processing chain for radar-only mapping have been 

B. Scenario selection

We have chosen a roundabout around a baseball field at Clermont-Ferrand as the experimental site. The experimental site includes large buildings, the presence of vehicles parked along the selected road, the presence of pedestrians and athletes, large flat obstacle free sections (baseball field), and trees. The vehicle's velocity has been set to 6m/s. Figure 8 shows the global map georeferenced of lidar-only mapping (top), radar-only mapping (center) and the combined lidarradar map (bottom).

From Figure 8, it is clear that both sensors and the mapping methods described above produce similar results. A qualitative correspondence of the lidar and radar maps can be observed in Figure 8 (bottom). It is clear that the radar sensor correctly detects the metallic posts of the baseball batting cage shown in Figure 9 while it fails to detect the nylon net. On the other hand, the lidar sensor correctly detects both the metallic posts and the nylon net.

VI. CONCLUDING REMARKS AND FUTURE WORKS

In this paper, we have presented two terrain mapping methods using two different sensors with similar operation mode. The Radar-only method computes the terrain map offline using R-SLAM. The lidar-only map is computed online using a classical kalman filter. An integration of lidar and radar maps has been implemented to build an information rich map for autonomous navigation purposes. The new map includes information such as elevation, occupancy and reflectance. The final map includes multiple layers that can be retrieved using spatial queries to a GIS. A library in C language has been developed to compute the lidar-only mapping in real-time. Since the data acquisition chains for each sensor are based in different software (Matlab DAQ and Effibox (C/C++)), future work includes developing a unified data acquisition system in a robotic middleware such as Effibox or ROS. Similarly, we aim to extract features from the terrain map for terrain traversability analysis using either a non supervised or a semi-supervised classification approach. 
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 5 Fig. 5. Unstable geometry. ICP results in objects moving towards the vehicle rather than converging to the vehicle's translation
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 8 Fig. 8. (Top) lidar-only map, (center) radar-only map, (down) Lidar-radar map

is the sampling period, δ is the front steering angle, L is the

where θ is the heading angle, v is the vehicle's velocity, T