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INTRODUCTION

Today manufacturing companies have to cope with increasing global competition and unpredictable market changes driven by the rapid introduction of new products and constantly varying product demand [START_REF] Elmaraghy | Product Variety Management[END_REF]. One of the possible responses to the challenge of me introduction of reconfigurable equipment in the manufacturing process. The manufacturing equipment (RMSs) was invented to provide a rapid and cost production requirements. This is accomplished through for a diverse set of products often required in small quantities and with short delivery lead time [START_REF] Agrawal | A hybrid model of component sharing and platform modularity for optimal product family design[END_REF] In practice, different physical structures can support the physical physical structure defines such core characteristics of RMS as modularity, scalability, convertibility and diagnosability [START_REF] Gumasta | Developing a reconfigurability index using multi-attribute utility theory[END_REF][START_REF] Singh | Justification for the selection of a reconfigurable manufacturing system: a fuzzy analytical hierarchy based approach[END_REF]. This paper considers in particular reconfigurable machining systems with rotary transfer and turrets (Fig. 1). The goal is to develop optimization methods adapted to this physical structure that will help designers to select machining units and to match the system configuration with the production requirements of each particular part family.

Figure 1 A rotary table and a turret with 5 machining units: one of them holds 2 spindles

The sectors of the rotary table, where parts are placed, correspond to the working positions of the machine. The table can serve at most depending on the part family to be machined. Not all positions are used for machining each part.

At each working position, modular machining units (modules) are used for processing parts. In the considered design problem, the following machining units are distinguished:

1) According to the number of machining units linked together: Today manufacturing companies have to cope with increasing global competition and unpredictable market changes driven by the rapid introduction of new products and constantly varying product demand [START_REF] Elmaraghy | Product Variety Management[END_REF]. One of the possible responses to the challenge of meeting customers' needs is offered by the introduction of reconfigurable equipment in the manufacturing process. The manufacturing equipment (RMSs) was invented to provide a rapid and cost s accomplished through reconfiguring the system elements over the time for a diverse set of products often required in small quantities and with short delivery lead time [START_REF] Agrawal | A hybrid model of component sharing and platform modularity for optimal product family design[END_REF] In practice, different physical structures can support the physical reconfiguration of the system. The physical structure defines such core characteristics of RMS as modularity, scalability, convertibility and ]. This paper considers in particular reconfigurable machining systems with rotary and turrets (Fig. 1). The goal is to develop optimization methods adapted to this physical structure that will help designers to select machining units and to match the system configuration with the production requirements of each particular part family.

Figure 1 A rotary table and a turret with 5 machining units: one of them holds 2 spindles

The sectors of the rotary table, where parts are placed, correspond to the working positions of the machine. The table can serve at most m 0 working positions. Working positions can be reconfigured depending on the part family to be machined. Not all positions are used for machining each part.

At each working position, modular machining units (modules) are used for processing parts. In the em, the following machining units are distinguished:

1) According to the number of machining units linked together: Today manufacturing companies have to cope with increasing global competition and unpredictable market changes driven by the rapid introduction of new products and constantly varying product demand eting customers' needs is offered by the introduction of reconfigurable equipment in the manufacturing process. The reconfigurable manufacturing equipment (RMSs) was invented to provide a rapid and cost-effective response to the system elements over the time for a diverse set of products often required in small quantities and with short delivery lead time [START_REF] Koren | Design of reconfigurable manufacturing systems[END_REF]. reconfiguration of the system. The physical structure defines such core characteristics of RMS as modularity, scalability, convertibility and ]. This paper considers in particular reconfigurable machining systems with rotary and turrets (Fig. 1). The goal is to develop optimization methods adapted to this physical structure that will help designers to select machining units and to match the system configuration with the Figure 1 A rotary table and a turret with 5 machining units: one of them holds 2 spindles

The sectors of the rotary table, where parts are placed, correspond to the working positions of the Working positions can be reconfigured depending on the part family to be machined. Not all positions are used for machining each part.

At each working position, modular machining units (modules) are used for processing parts. In the 1.a) a spindle head which constitutes a single machining module that contains one or several spindles applied in parallel to the part being machined, 1.b) a turret which holds several machining units activated in a given sequence as shown in Fig. 1 2) According to the direction of machining process: 2.a) the vertical modules that are applied to machine vertically (Z-axis). Note that in the considered case if a vertical turret is installed at one position, it is only used at this position. However it is also possible to install a vertical spindle head common to several working positions.

2.b) the horizontal modules that are fixed and applied to the parts to machine horizontally (other axes)

The design of transfer machines with rotary or mobile tables was mostly studied for mass production [START_REF] Battaïa | Integrated configurable equipment selection and line balancing for mass production with serial-parallel machining systems[END_REF][START_REF] Battaïa | Optimal design of machines processing pipeline parts[END_REF][START_REF] Guschinskaya | Minimizing makespan for multispindle head machines with a mobile table[END_REF]. For such machining systems, the reconfiguration process is not effortless, is costly and requires solving a specific optimization problem as it was studied in [START_REF] Makssoud | An exact optimization approach for a transfer line reconfiguration problem[END_REF]. Usually, the reconfiguration of mass production transfer lines is made only every 7 years.

Since the introduction of the concept of reconfigurable manufacturing systems (RMS) by Koren et al. [START_REF] Koren | Reconfigurable Manufacturing Systems[END_REF], the configuration and reconfiguration of such systems have been often discussed in the literature [START_REF] Bi | Reconfigurable manufacturing systems: the state of the art[END_REF][START_REF] Mpofu | A morphology proposal in commercial-off-the-shelf reconfigurable machine tools[END_REF]. However, the previous studies have considered different physical structures of RMS in comparison to that considered in the present paper [START_REF] Dou | Optimisation for multi-part flow-line configuration of reconfigurable manufacturing system using GA[END_REF][START_REF] Gwangwava | A methodology for design and reconfiguration of reconfigurable bending press machines (RBPMs)[END_REF][START_REF] Liu | Multi-objective design optimization of reconfigurable machine tools: a modified fuzzy-Chebyshev programming approach[END_REF]. As a consequence, the existing optimization methods cannot be applied directly to the design of reconfigurable rotary machining systems with turrets. In particular, the cost of the installation of RMS and their operation were assessed in [START_REF] Kristianto | Logical reconfiguration of reconfigurable manufacturing systems with stream of variations modelling: a stochastic two-stage programming and shortest path model[END_REF][START_REF] Saxena | A model and optimisation approach for reconfigurable manufacturing system configuration design[END_REF][START_REF] Tolio | Design of flexible transfer lines: A case-based reconfiguration cost assessment[END_REF]. Such important actual performance indicators as their rapid responsiveness and value creation have been discussed in details in recent studies [START_REF] Koren | The Rapid Responsiveness of RMS[END_REF][START_REF] Koren | Value creation through design for scalability of reconfigurable manufacturing systems[END_REF]. Other optimization problems related to the use of RMS have been also revealed in the literature, namely: measurement of operational capability [START_REF] Goyal | Optimal configuration selection for reconfigurable manufacturing system using NSGA II and TOPSIS[END_REF], recognition of appropriate sets of part families [START_REF] Goyal | A comprehensive approach to operation sequence similarity based part family formation in the reconfigurable manufacturing system[END_REF], integrated process planning and scheduling for RMS [START_REF] Bensmaine | A new heuristic for integrated process planning and scheduling in reconfigurable manufacturing systems[END_REF], production planning and performance optimization [START_REF] Abbasi | Production planning and performance optimization of reconfigurable manufacturing systems using genetic algorithm[END_REF]. Borisovsky et al. [START_REF] Borisovsky | Balancing reconfigurable machining lines via a set partitioning model[END_REF] and Essafi et al. [START_REF] Essafi | A reactive GRASP and Path Relinking for balancing reconfigurable transfer lines[END_REF] studied the problem of balancing reconfigurable machining lines. Variety-oriented design of machining systems used for batch production was considered by Battaïa et al. [START_REF] Battaïa | Variety-oriented design of rotary production systems[END_REF]. An overview of on artificial intelligence applications to the optimal design of dedicated and reconfigurable manufacturing systems was presented by Renzi et al. [START_REF] Renzi | A review on artificial intelligence applications to the optimal design of dedicated and reconfigurable manufacturing systems[END_REF].

This paper develops a novel decision support tool assisting designers in the design of reconfigurable rotary machining systems for part families production. This design problem is formulated as a combinatorial optimization problem. Section 2 introduces the general statement of the problem and provides a mathematical model for variables, constraints and the objective function. Section 3 presents the mathematical model and the solution approach. An industrial example is considered in Section 4.

Concluding remarks are given in Section 5.

PROBLEM STATEMENT

Definitions

The machine to be designed is employed for machining several families of similar parts. No setup is required for different parts from the same family [START_REF] Agrawal | A hybrid model of component sharing and platform modularity for optimal product family design[END_REF]. However, a reconfiguration of the system may be required between different families.

At the design step, it is assumed that there are  families of parts to be produced with required output O  , =1,2,…, . At the end of each family, the machine is reconfigured for machining the next family, i.e. the fixtures of parts are changed and some spindles are mounted or dismounted if necessary. In total, there are d 0 different types of parts. The parts of -th family are loaded in sequence

  =( 1 ,  2 , …,   )
where  j {0, 1, 2, …, d 0 }, j=1, 2, …,   ,   is a multiple to m 0 +1 and  j =0 means that no part is loaded.

Using sequences   we can define in one-to-one manner function   (i,k), i=1,…,O    +m 0 -1, of part number on the k-th working position after i turns of the rotary table in the following way:

                                           , otherwise , , 1 and or 0 1 if , 0 , and 0 1 if , ) , ( ) 1 ( ) 1 ( O i k k i O i k O i k i O i k i k i
where (a)=   if a is multiple to   and (a)=mod(a,   ) otherwise.

The machine to be designed should perform the set of machining operations N=  N d is also characterized by its working stroke length (p) (i.e. the distance to be run by the tool in order to complete operation p) and the range of feasible values of feed rate [γ 1 (p), γ 2 (p)] which sets the limits of the machining speed.

To sum up, the following assumptions are considered at the design step:

 The families of parts to be machined are defined by required machining operations and required output.

 The number of working positions is defined.

 The loading sequence of families of parts is given.

 The orientation of the parts cannot be changed at any working position.

Decisions to be taken

The goal of the design problem is to define the configuration of the machining system. More precisely, the designer has to define: P dkjl =(N dkjl ,Г dkjl ), P dkj =(P dkjl |l=1,…,b kj ), P dk =(P dkj |j=1,2), and

N j =    0 0 1 1 1 d d m k b l dkjl kj N    , j=1,2.
This decision has to respect a number of technological constraints that are known in literature as precedence, inclusion and exclusion constraints.

Precedence constraints are represented by a directed graph G OR =(N,D OR ): If an arc (p,q)D OR then operation p has to be executed before operation q. It should be noted that if such operations p and q belong to different sides of the part, then they cannot be executed at the same position without violating the precedence constraint.

Inclusion constraints are represented by undirected graphs G SP =(N,E SP ), G ST =(N,E ST ), G SM =(N,E SM ) and G SS =(N,E SS ): If there is an edge (p,q)E SS ((p,q)E SM , (p,q)E ST , (p,q)E SP ) then operations p and q must be executed by the same spindle (the same machining module, turret, at the same position).

Exclusion constraints are represented by undirected graphs G DM =(N,E DM ), G DT =(N,E DT ), and

G DP =(N,E DP ).
If there is an edge (p,q)E DM ((p,q)E DT ), (p,q)E DP )) then operations p and q cannot be executed by the same machining module (turret, at the same position). N and (p,q)  E SS  E SM  E ST . Each row of H defines in one-to-one manner partition of N to N 1 and N 2 . Then the optimal solution of the initial problem can be found as the best partition of corresponding N 1 and N 2 .

Machining time calculation

The execution time t b (P dkjl ) of operations from N dkjl with the feed per minute

Г dkjl [max{γ 1 (p)|pN dkjl }, min{γ 2 (p)|pN dkjl }] is equal to t b (P dkjl )=L(N dkjl )/Г dkjl + a ,
where L(N dkjl )=max{(p)|pN dkjl }, and  a is an additional time for advance and disengagement of tools [START_REF] Guschinskaya | Minimizing makespan for multispindle head machines with a mobile table[END_REF].

We assume that if a turret of type j is installed at the k-th position then the execution time of operations from N dkjl is equal to

t h (P dkj )= g b kj +   kj b l 1 t b (P dkjl ), |j=1, 2,
where  g is an additional time for one rotation of turret [START_REF] Battaïa | Combinatorial techniques to optimally customize an automated production line with rotary transfer and turrets[END_REF]. If the spindle head is installed then t h (P dkj )= t b (P dkjl ), j=1,2. If all N dkjl are empty then t h (P dkj )=0.

The execution time t p (P dk ) is defined as t p (P dk )= r +max{t h (P dkj )|j=1,2}, where  r is an additional time for table rotation.

Then the time T(P) for machining all the families of parts is equal to

T(P)=     1        1 1 0 m O i max{ ) ( ) , ( k k i p P t   |k=1,,m 0 }.
The required productivity is provided, if the total time T(P) does not exceed the available time T 0 .

Objective function

Let C 1 , C 2 , C 3 , and C 4 be the relative costs for one position, one turret, one machining module of a turret, and one spindle head respectively. Since the vertical spindle head (if it is present) is common to several positions, its size (and therefore the cost) depends on the number of positions to be covered. 

C(b k2 ) =          . 1 if , 1 if , 0 if 0 2 2 3 2 2 4 2 k k k k b b C C b C b
In the next section we present Mixed Integer Programming (MIP) formulation for the design problem with the objective being to minimize total equipment cost.

Solution approach

MIP formulation

Let us introduce the following notation: X pkl = 1 if operation p is assigned to the l-th machining module of spindle head or turret of type j (j=1 

if
= max((p), (q))/min( 2 (p), 2 (q))+ a
It is assumed that (p,q)E DM if min(γ 2 (p),γ 2 (q)) < max(γ 1 (p),γ 1 (q)).

Since the vertical spindle head has a common feed rate it can be determined in advance if it is possible to install a common vertical spindle head for all machined parts. It cannot be installed if max{γ 1 (p)|pN 1 } > min{γ 2 (p)|pN 1 }. The vertical turret cannot be installed if there exist operations pN 1 and qN 2 such that (p,q)  E SP or operations pN 1 and qN 1 such that (p,q)  E DT  E DP . If both cases (for spindle head and turret) are identified then the problem has no solution.

The objective function representing the total cost of all equipment can be expressed as follows:

Min              0 0 0 1 2 1 2 4 3 2 1 21 4 1 1 ) 2 ( m k j kj m k k m k k Y C C C Y C Z C ) ( min 1 max 1 5 1 4 1 2 1 3 3 0 0 Y Y C Y C Y C m k j b l kjl          (1) If the horizontal turret is installed at position k then Y k21 =Y k22 =1 and 3 2 22 4 3 2 21 4 2 ) 2 ( C C Y C C C Y C k k     
. If a horizontal spindle head is installed at position k then Y k2l =0, l=2,…,b 0 , and

4 22 4 3 2 21 4 ) 2 ( C Y C C C Y C k k     . If the vertical turret is installed at position k then Y k11 =Y k12 =1, Y 1 =1, Y 1min =Y 1max and 3 2 min 1 max 1 5 1 4 12 4 3 2 2 ) ( ) 2 ( C C Y Y C Y C Y C C C k        . If the vertical spindle head is common for positions k 1 =Y 1min ,,k  =Y 1max then Y 1 =1, Y k1l =0, l=2,…,b 0 , k=1,…,m 0 and       0 1 4 12 4 3 2 1 4 ) 2 ( m k k C Y C C C Y C .
Variables Z k , k=1,…,m 0 have to satisfy the following constraints:

Z k  Y k11 + Y k21 ; k=1,…,m 0 (2) 
Y k11 + Y k21 2Z k ; k=1,…,m 0 (3) 
If N 1  variables Y 1min and Y 1max can be defined by the following constraints:

(m 0 -k+1)Y k11 +Y 1min  m 0 +1; k=1,…,m 0 (4) Y 1max  kY k11 ; k=1,…,m 0 (5) 
The number of variables and constraints can be reduced by using set N instead of N. The set N is built based on graph Each operation is assigned to one block

G SSM =(N, E SSM =E SS  E SM ). Let ) , ( SSM i SSM i SSM i E N G  , i=1,…,n SSM ,
1 0 0 1 1      pkl b l m k X
; pN [START_REF] Battaïa | Optimal design of machines processing pipeline parts[END_REF] Precedence constraints:

kl q l l kl p j q Pred p k k b l l k p q Pred p X q Pred X X ) ( 1 1 ' ' ) ( ) ( 1 1 ' 1 ' ' ' ) ( ) ( | ) ( | 0                   N ; qN j ; j=1,2 (7) 
where Pred(q)={pN|(p,q)D OR }.

For operations p and q that have to be performed in the same working position and turret

   0 1 ) ( b l kl p X =    0 1 ) ( b l kl q X ; (p,q)E SP E ST ; k=1,…,m 0 (8) 
For operations p and q that have to be executed in different working positions

kl p b l X ) ( 1 0    + kl q b l X ) ( 1 0    1, (p,q)E DP ; k=1,…,m 0 (9) 
For operations p and q that have to be executed in different turrets, but can be executed by the same spindle head

   0 1 ) ( b l kl p X +    0 1 ) ( b l kl q X +Y kj2 2, (p,q) E DT ; p,qN j ; k=1,…,m 0 ; j=1,2 (12) 
For operations p and q that have to be executed with different machining modules

X (p)kl X (q)kl 1(p,q)E DB ; k=1,…,m 0 ; l=1,…,b 0 (13) 
The 

Empty machining modules are not allowed:

Y kjl-1 ≥ Y kjl ; k=1,…,m 0 ; j=1,2; l=2,…,b 0 (20) 
A vertical turret cannot be combined with a horizontal one:

Y k12 +Y k21 1; k=1,…,m 0 (21) 
If the vertical turret cannot be installed then the following equations should be satisfied:

Y k1l =0; k=1,…,m 0 ; l=2,…,b 0 (22) 
The following constraints [START_REF] Kristianto | Logical reconfiguration of reconfigurable manufacturing systems with stream of variations modelling: a stochastic two-stage programming and shortest path model[END_REF][START_REF] Liu | Multi-objective design optimization of reconfigurable machine tools: a modified fuzzy-Chebyshev programming approach[END_REF][START_REF] Makssoud | An exact optimization approach for a transfer line reconfiguration problem[END_REF][START_REF] Mpofu | A morphology proposal in commercial-off-the-shelf reconfigurable machine tools[END_REF] Otherwise 

Y k11 = Y k12 ; k=1,…,m 0 (25) d k F  ) 1 ( 2 0 1 3 2 0 0            d kj g b l b l kjl g kj g d kjl Y b Y Y F ; d=1,…,d 0 ; k=1,…,m 0 ; j=1,2 (26) 

The required productivity is provided if

i F   ) , ( k i k F   + r ; =1,…,; i=1,…,  ; k=1,…,m 0 ( 27 
) i s F   ) , ( k i k F   + r ; =1,…,; i=1,…,m 0 -1; k=1,…,i ( 28 
) i f F   ) , ( 0 k i m O k F        + r ; =1,…,; i=2,…,m 0 ; k= i,,m 0 (29)          1 1 ( i O i F  +    1 1 0 m i i s F  +   0 2 m i i f F  -         2 0 m i i F  )  T 0 (
) i F   i t   i t   i=1,…,  (39) i s F   } ,..., 1 | max{ ) , ( i k t k i     } ,..., 1 | max{ ) , ( i k t k i k     i=1,…,m 0 -1 (40) i f F   } ,..., | max{ 0 ) , ( m i k t k i O         } ,..., | max{ 0 ) , ( m i k t k i O k         i=2,…,m 0 (41) where d t =min{(p)/ 2 (p)+ a + r |pN d }, } ,..., 1 | max{ 0 ) , 2 ( 0 m k t t k i m i        ,                         ' 1 ' ' , 1 ' ' ' ' ' , 1 ' ' 0 / ) ( i i i i i i i t O t O T t and } ) , 2 ( , ,..., 1 , ,..., 1 | max{ 0 d k i m i t t i d k              .
Since the considered problem is a generalization of the design problem for a single product, the considered optimization problem is also NP-hard. As a consequence, a heuristic approach is needed for large scale instances.

Heuristic approach

The overall heuristic approach is based on comparing two design solutions which use a spindle head or a turret for vertical machining. The second one is obtained by finding the best partitions of N 1 and N 2 to vertical and horizontal machining modules separately and then combining these partitions appropriately.

Ten versions of the algorithm named SAO (Sequential Assignment of Operations) are developed in order to assign the machining operation to the machining modules. At each iteration, the algorithm creates machining modules of the current position step by step. At the beginning, taking into account precedence and exclusion constraints on positions, list In of operations which are potentially assignable to a current machining module is created. Then, list In is modified in accordance with the inclusion constraints.

Then, one operation or several operations (if required by inclusion constraints) are chosen to be assigned to a current machining module. If it is not possible, a new machining module is created. After the operation assignment, list In is modified and the assignment process is repeated. If list In is empty or b 0 machining modules have been already created, the current position is closed and the productivity constraint is checked. If this constraint is not satisfied, the algorithm starts from the beginning (creation of the first position). The iteration is considered unsuccessful if after the creation of m 0 positions not all the operations from N have been assigned.

Let TR tot be the current number of iterations, TR nimp be the number of iterations without solution improvement, C be the cost of the current solution, and C min be the cost of the best solution. The following Algorithm tries to assign operations from N 1 to a vertical spindle head common for several positions and operations from N 2 to horizontal spindle heads and turrets. Algorithm.

Step 1. Let C min = , TR tot = 0, TR nimp = 0.

Step 2. Let C=0, N a = , m=0.

Step 3. Let m=m+1. If m > m 0 , then let C= and go to Step 12. Otherwise let N m11 = N m21 = , b m1 =b m2 =0, N na = .

Step 4. Put in list In all non-assigned predecessors of operations op in set N a . If list In is empty, then set C= and go to Step 12.

Step 5. Choose op from list In. Set N={op}. Include into N all the operations which are linked with operation op by any inclusion constraints on position, turret, machining module or tool and all their predecessors. Save current state of b m2 , N m11 and N m2l , l=1,..,b m2 .

Step 6. If set NN 1 N m11 cannot be assigned to the same machining module, then set N na =N na N and go to Step 9. Otherwise set N m11 =N m11 (NN 1 ).

Step 7. Divide set NN 2 into subsets N 2i , i=1, 2,…,n 2 , which should be executed in one machining module or by the same tool. If set N 2i can be executed in one machining module with N m2l , for some l{1,..,b m2 }, then let N m2l =N m2l N 2i and go to Step 8. If b m2 =b 0 , then let N na =N na N and go to Step 9. Otherwise let b m2 =b m2 +1 and N m21 =N 2i for l=b m2 .

Step 8. Compute T(P) for N dkjl =N kjl N d and Г dkjl =[min{γ 2 (p)|pN dkjl }. If T(P)>T 0 , then restore the saved state of b m2 , N m11 and N m2l , l=1,..,b m2 as well as let N na =N na N. Otherwise let N a =N a N. Step 10. If N a does not include all the operations from N, then go to Step 2.

Step 11. Compute C=Q(P).

Step 12. If C min > C , then set C min = C, TR nimp = 0 and keep the current solution as the best, set TR nimp = TR nimp + 1, otherwise.

Step 13. Set TR tot = TR tot + 1.

Step 14. Stop if one of the following conditions holds:

 a given solution time is exceeded;

 TR tot is greater than the maximum number of iterations authorized;  TR nimp is greater than a given value;  C min is lower than a given cost value.

Go to

Step 2, otherwise.

This algorithm can also be applied for assigning operations from N 1 to a vertical turret by employing in the algorithm m 0 =1, N 2 =N 1 and N 1 =. Then, the obtained assignment should be combined with the assignment of N 2 by checking precedence and productivity constraints.

If there are several operations in list In at Step 5, operation op can be chosen in different ways. In this paper, ten of them are tested and compared.

SAO1 selects any op;

SAO2 selects op with inclusion constraints;

SAO3 selects op with the maximal number of successors;

SAO4 selects op with the minimal number of successors;

SAO5 selects op with the maximal number of operations not to be executed in one machining module; SAO6 selects op with the minimal number of operations not to be executed in one machining module; SAO7 selects op with the maximal execution time;

SAO8 selects op with the minimal execution time;

SAO9 selects randomly one of rules 1 -8; SAO10 selects randomly one of rules 1, 2,

If there is still a tie, then one of the equally ranked candidates is chosen at random. In the next section, these heuristics are applied to an industrial example.

An industrial example

The following 6 parts are to be machined (Fig. 23456). Elements of the first five parts are located on two sides and elements of the sixth part are located on one side. Parameters of operations are presented in Table 1. The available time T 0 is 288 min. The first family consists of the first 4 parts with output O 1 =16

and the loading sequence {1,2,3,4}. The second family includes 5-th and 6-th parts with output O 2 =12

and the loading sequence {5,5,6,6}. Other parameters are:

 a =  g =  r = 0.1 min, C 1 =10, C 2 =5, C 3 =2, C 4 =4, C 5 =2
. The possible orientations of the parts are the following:

H(1)=H(2)=H(3)=H(4)=H(5)=         1 , 2 2 , 1 , H(6)=         2 1
. The total number of feasible orientations of all parts is 64=2 6 .

Fig. 2 The first part to be machined The total number of feasible orientations of all the parts was reduced to 16 due to the inclusion constraints (Table 7). The academic version of solver CPLEX 12.2 was used to solve the corresponding problems ( 1) -(41) for each combination of part orientations, but only one combination of part orientations resulted in a feasible system configuration. The obtained results are presented in Table 8. This solution was found in 0.56 seconds. The unfeasibility of 14 problems was discovered in 0.33 seconds on average. However, for one problem, 1.2 seconds were necessary to prove the unfeasibility of the problem. The total solution time was 6.5 seconds. The number of variables in MIP models was equal to 864.

The obtained optimal solution and its characteristics are presented in Tables 8 and9. The vertical spindle head is common for positions 1, 2 and 3. Parts 1, 3, 5 are machined at position 1, part 6 is machined at position 2, and all the parts are machined at position 3. At position 1, there is a horizontal turret with 2 machining units (the first one is used for parts 1, 3, 5 and the second one is used for parts 1, 3 These results show that the CPLEX solutions remain time-efficient for the problems with up to 6 different parts. For the problems with more parts to be produced, the heuristics can be used in the cases where CPLEX does not provide optimal solution or any solution at all. It can be noted that MAXD is superior for CPLEX solutions (a feasible solution found but not optimal) than for heuristic solutions. As a conclusion, both developed approaches are usefull in practice to treat different industrial cases.

Conclusion

The use of reconfigurable machining equipment can be an efficient response to increasing global competition and unpredictable market changes. Due to the physical structure that can be easily changed, the machining configuration can be optimized for each particular part family. The use of the optimization methods at this stage helps to reduce the total design time and to promptly discard unfeasible solutions.

This paper proposed a decision support approach for the design of reconfigurable rotary machining systems with turrets used for producing several families of parts. The complex design constraints such as compatibility and productivity requirements as well as design objectives were modeled within a mixed integer program. The model allows taking efficient decisions about part orientations, selection of machining modules and configuration/reconfiguration of working positions depending on the part families to be produced. The approach was validated on industrial case studies and one of these industrial examples was illustrated in the paper. The conducted study showed that the solution time to find the best cost-efficient machine configuration respecting all given constraints remains acceptable for the machine designers. Further development will concern the design of reconfigurable machining lines consisting of several reconfigurable machines. In order to evaluate the dynamic behaviour of the system, further studies should be conducted in order to develop appropriate simulation models and the integration scheme to combine optimization and simulation techniques in an efficient design scheme.

  N d is the set of machining operations that should be performed for processing the d-th part, d=1, 2, …, d 0 . They are required for machining elements (holes, faces, etc.) located on n d sides of the d-th part. The side is defined by direction axis of the machined elements. Only one side of each part can be accessible for the vertical spindle head or turret. All other operations have to be performed by horizontal spindle heads or turrets. Each part d has several possible orientations represented by a matrix H(d(d) is equal j, j=1,2 if the elements of the s-th side of the part d can be machined by spindle head or turret type j. The execution of each operation depends on the part's orientation, i.e. set H(p) of feasible orientations of the part (indexes r{1, 2, …, r d } of rows of matrix H(d)) for execution of operation p d s N by spindle head or turret of type j (vertical if h rs (d)=1 and horizontal if h rs (d)=2). Each operation pN= 

1 .

 1 the orientation of each part d 2. the machining modules (horizontal or vertical, spindle head or turret) to be installed at each working position and their use for each part d 3. the set of operations N dkjl to be performed by each machining module l (l=1,,b kj ) of vertical (j=1) or horizontal (j=2) type on each part d at working position k 4. feed per minute Г dkjl associated with N dkjl These decisions can be modelled in the following way: 1. Let subset N k , k=1,...,m contain the operations from set N assigned to the k-th working position.2. Let sets N k1 and N k2 be the sets of operations assigned to working position k that are realized by vertical and horizontal machining, respectively.3. Finally, let b kj be the number of machining modules (not more than b 0 ) of type j (vertical if j=1 or horizontal if j=2) installed at the k-th working position and respectively subsets N kjl , l=1,...,b kj contain the operations from set N kj assigned to the same machining module.Taking into account these definitions, let P=<P 1 ,...,P k ,...,P m 0 > be a design decision with P k =

  Based on matrices H(d), d=1, 2, …, d 0 , we can build matrix H of dimension be modified with relation to the inclusion constraints on turrets, machining modules and spindles, i.e. row r of H is deleted if h rs h rs for p' 

  Let h k min and h k max be the minimal and the maximal position of the common vertical spindle head. Then its cost can be estimated as C 4 +( h k max -h k min )C 5 where C 5 is the relative cost for covering one additional position by the vertical spindle head. If a vertical spindle turret is installed, its cost can be estimated by C 2 +C 3 b k1 . In a similar way the cost C(b k2 ) for performing set of operations N k2 by associated b k2 machining modules can be assessed as follows:

  be connectivity components of G SSM including isolated vertices. Only one vertex (operation)  i is chosen from each SSM i N and included into N. Later (p)= i for all p SSM i N .

  Y kjl . These decision variables take 1 if and only if the corresponding sums are not equal to 0. …,d 0 ; k=1,…,m 0 ; j=1,2; l=1,…,b |N j N d | d kjl Y ; d=1,…,d 0 ; k=1,…,m 0 ; j=1,2; l=1,…,b ,…,d 0 ; k=1,…,m 0 ; j=1,2; l=1,…,b 0

If a turret of

  type j with b kj machining modules is installed at the k-th position then d operation from N d is executed by the turret and d k F =0 otherwise. If a spindle head of type j is installed at the k-th position then d k

Step 9 ..

 9 Include in list In each operation op from N\N na \N a that satisfy precedence constraints for set N If list In is not empty, then go to Step 5. Otherwise let b m1 =1 if N m11 .

Fig. 3 .Fig. 4 .Fig. 5 .Fig. 6 .Fig. 7 .Fig. 5 .Fig. 6 .Fig. 7 .

 34567567 Fig.3. The second part to be machined

  pN 1 and j=2 if pN 2 ) at position k

	Y	d kjl	= 1 if at least one operation is executed for part d by l-th machining unit of the spindle head or
			turret of type j at position k
	d kj Y	= 1 if at least one operation is executed for part d by a spindle head or turret of type j at position k
	Y kjl	= 1 if the l-th machining module of spindle head or turret type j is installed at the k-th position
	Y		

1min = k if k is the first position covered by vertical spindle head or turret (Y 1min =0 if N 1 =) Y 1max = k if k is the last position covered by vertical spindle head or turret (Y 1max =0 if N 1 =) Z k = 1 if at least one operation is assigned to the k-th position The following auxiliary variables are used for determining the execution time: d kjl F for part d by l-th machining module of spindle head or turret type j at the k-th position d k F for part d at k-th position F i total time of all positions when processing of part  i of -th family is finished i s F 

total time of first i positions after the i-th turn of the rotary table for processing -th family i f F  total time of last i positions after the O    +m 0 -i-th turn of the rotary table for processing -th family t pq minimal time necessary for the execution of operations p and q in the same machining module, t pq

  define the execution time variables as introduced here below:

	d kjl F  t qq X (q)kl ; qN d N j ; j=1,2; d=1,…,d 0 ; k=1,…,m 0 ; l=1,…,b 0	(23)
	d kjl F  t pq (X (p)kl +X (q)kl -1); p, qN d N j ; j=1,2; d=1,…,d 0 ; k=1,…,m 0 ; l=1,…,b 0	(24)
	If a vertical spindle head can be installed (max{γ 1 (p)|pN 1 }  min{γ 2 (p)|pN 1 }) then	
	d k F 11  ((p)/γ 2 (q)+ a )(X (p)k1 +X (q)k1 -1); p, qN d N 1 ; d=1,…,d 0 ; k, k=1,…,m 0 ; k k	(25)

Table 1 .

 1 Operations and their parameters

	p	Hole Part Side (p),	γ 1 (p),	γ 2 (p),	p	Hole Part Side (p),	γ 1 (p),	γ 2 (p),
				mm	mm/min	mm/min					mm	mm/min	mm/min
	1	H4 1	1	47	39.2	62.9	41 H9	3	1	77	22.8	81.3
	2	H4 1	1	34	27.2	248	42 H9	3	1	75	44	86.5
	3	H5 1	1	47	39.2	62.9	43 H18 3	2	29	24.6	83.6
	4	H5 1	1	34	27.2	248	44 H18 3	2	9	28.3	106.3
	5	H6 1	1	107 22.8	81.3	45 H19 3	2	29	24.6	83.6
	6	H6 1	1	105 44	86.5	46 H19 3	2	9	28.3	106.3
	7	H7 1	1	107 22.8	81.3	47 H20 3	2	29	24.6	83.6
	8	H7 1	1	105 44	86.5	48 H20 3	2	9	28.3	106.3
	9	H8 1	1	107 22.8	81.3	49 H21 3	2	29	24.6	83.6
	10 H8 1	1	105 44	86.5	50 H21 3	2	9	28.3	106.3
	11 H9 1	1	91	22.8	81.3	51 H16 4	1	35	50.2	170.1
	12 H9 1	1	89	44	86.5	52 H16 4	1	19	31.9	197.1
	13 H18 1	2	29	24.6	83.6	53 H16 4	1	19	26.9	161.6
	14 H18 1	2	9	28.3	106.3 54 H16 4	1	18	26.7	160.2
	15 H19 1	2	29	24.6	83.6	55 H10 4	2	7	35.2	105.6
	16 H19 1	2	9	28.3	106.3 56 H11 4	2	7	35.2	105.6
	17 H20 1	2	29	24.6	83.6	57 H12 4	2	7	35.2	105.6
	18 H20 1	2	9	28.3	106.3 58 H13 4	2	7	35.2	105.6
	19 H21 1	2	29	24.6	83.6	59 H14 4	2	7	35.2	105.6
	20 H21 1	2	9	28.3	106.3 60 H15 4	2	6	35.2	105.6
	21 H16 2	1	35	50.2	170.1 61 H3	5	1	34	37.7	63.4
	22 H16 2	1	19	31.9	197.1 62 H3	5	1	22	27.8	249.5
	23 H16 2	1	19	26.9	161.6 63 H4	5	1	34	37.7	63.4
	24 H16 2	1	18	26.7	160.2 64 H4	5	1	22	27.8	249.5
	25 H10 2	2	6	35.2	105.6 65 H5	5	1	72	22.8	81.3
	26 H11 2	2	7	35.2	105.6 66 H5	5	1	70	48.7	91
	27 H12 2	2	7	35.2	105.6 67 H6	5	1	72	22.8	81.3
	28 H13 2	2	7	35.2	105.6 68 H6	5	1	70	48.7	91
	29 H14 2	2	6	35.2	105.6 69 H7	5	2	24	24.6	83.6
	30 H15 2	2	6	35.2	105.6 70 H7	5	2	9	28.3	106.3
	31 H4 3	1	103 39.2	62.9	71 H8	5	2	24	24.6	83.6
	32 H4 3	1	18	27.2	248	72 H8	5	2	9	28.3	106.3
	33 H5 3	1	47	39.2	62.9	73 H9	5	2	24	24.6	83.6
	34 H5 3	1	34	27.2	248	74 H9	5	2	9	28.3	106.3
	35 H6 3	1	92	22.8	81.3	75 H10 5	2	24	24.6	83.6
	36 H6 3	1	90	44	86.5	76 H10 5	2	9	28.3	106.3
	37 H7 3	1	92	22.8	81.3	77 H15 6	1	5	42.7	128.2
	38 H7 3	1	90	44	86.5	78 H16 6	1	5	42.7	128.2
	39 H8 3	1	77	22.8	81.3	79 H17 6	1	5	42.7	128.2
	40 H8 3	1	75	44	86.5	80 H18 6	1	5	42.7	128.2
	Precedence constraints, exclusion constraints for machining modules, turrets and working positions are
	presented in Tables 2, 3, 4 and 5, respectively. Inclusion constraints for machining modules are given in

Table 6 .

 6 Operations to be executed by the same spindle are presented in Table7.

Table 2 .

 2 Precedence constraints

	Operation	Predecessors	Oper ation	Predecessors
	2	1 3 31 33	40 5 7 9 11 35 37 39 41
	4	1 3 31 33	42 9 11 39 41
	6	5 7 9 35 37 39	44 43 45	
	8	5 7 9 35 37 39	46 43 45	
	10	5 7 9 11 35 37 39 41	48 47 49	
	12	9 11 39 41	50 47 49	
	14	13 15 17 19	52 21 51	
	16	13 15 17 19	53 22 52	
	18	13 15 17 19	54 23 53	
	20	13 15 17 19	62 61 63	
	22	21 51	64 61 63	
	23	22 52	66 65 67	
	24	23 53	68 65 67	
	32	1 3 31 33	70 69 71 73 75
	34	1 3 31 33	72 69 71 73 75
	36	5 7 9 35 37 39	74 69 71 73 75
	38	5 7 9 35 37 39	76 69 71 73 75

Table 3 .

 3 Incompatibility of operations in machining modules

	Op Incom	Op	Incom	Op	Incom	Op	Incom
	2	1	23	21 22	43	1-12, 31-42=*	63	25-30, 55-60
	4	3	24	21-23	44	1-12, 31-42, 43 64	63
	6	5	25-	1 3 21-24	45	1-12, 31-42	66	65
			30					
	8	7	31	2 13-20 25-30 46	1-12, 31-42, 45 68	67
	10	9	32	1 13-20 31	47	1-12, 31-42	69	61-68
	12	11	33	4 13-20 25-30 48	1-12, 31-42, 47 70	61-69
	13	1-12	34	3 13-20 33	49	1-12, 31-42	71	61-68
	14	1-13	35	6 13-20	50	1-12, 31-42, 49 72	61-68 71
	15	1-12	36	5 13-20 35	51	22-30	73	61-68
	16	1-12 15 37	8 13-20	52	21 23-30 51	74	61-68 73
	17	1-12	38	7 13-20 37	53	21 22 24-30 51	75	61-68
						52		
	18	1-12 17 39	10 13-20	54	21-23 25-30,	76	61-68 75
						51-53		
	19	1-12	40	9 13-20 39	55-60	1 3 21-24 31 33	77 78 1 3 13 15 17 19
						51-54		31 33 43 45 47
								49 61 63=**
	20	1-12 19 41	12-20	61	25-30, 55-60	79	**, 77
	22	21	42	11 13-20 41	62	61	80	**, 78

Table 4 .

 4 Incompatibility of operations in turrets

	Operations	Incompatible operations
	13-20	1-12
	25-30	21-24
	31-42	13-20
	43-50	1-12, 31-42
	51-54	25-30
	55-60	21-24, 51-54
	69-76	61-68
	77-80	21 51

Table 5 .

 5 Incompatibility of operations in working positions

	Operations	Incompatible operations
	21	1-20
	25-30	1 3 21
	31	21-30
	32	21
	33	21-30
	34-50	21
	51	1-20, 25-50
	55-60	1 3 21 31 33 51
	61 63	25-30 55-60
	69-76	21 51
	77-80	1 3 13 15 17 19 31 33 43 45 47 49 61 63

Table 6 .

 6 Operations to be assigned to the same machining module

	Operation	Operations to be in the same machining module	Operation	Operations to be in the same machining module
	1	3	40	42
	5	7 9	43	45
	6	8 10	47	49
	13	15 17 19	61	63
	35	37	65	67
	36	38	66	68
	39	41	69	71 73 75

Table 7 .

 7 Operations to be executed by the same spindle

	Operation Operations to be executed by the same spindle	Operation	Operations to be executed by the same spindle
	1	31	12	42
	2	32	21	51
	3	33	22	52
	4	34	23	53
	5	35	24	54
	6	36	25	55
	7	37	26	56
	8	38	27	57
	9	39	28	58
	10	40	29	59
	11	41	30	60

Table 9 .

 9 Characteristics of the solutionThe purpose of this study is to evaluate the effectiveness of the proposed techniques. There were generated series of 100 test instances for batches of 4, 6, 8 and 10 parts . Their characteristics are presented in Table10, where |N| is the number of operations, OSP is the order strength of precedence constraints, DM, DT, DP, SS, and SM are the densities of graphs G DM , G DT , G DP , G SS , and G SM respectively, LS is the sum of lengths of loading sequences, NF is the number of families. Constraints were generated using tools developed previously[START_REF] Battaïa | A decision support system for design of mass production machining lines composed of stations with rotary or mobile table[END_REF]. Experiments were carried out on ASUS notebook (1.86 Ghz, 4 Gb RAM) with academic version of CPLEX 12.2.In Table11we compare results for CPLEX12.2 (maximal solution time 3600 sec) with SAO1 -SAO8 for TR nimp =500, C min = 0. TR tot was set to 1000 for SAO1 and SAO2 and 200 for SAO3-SAO8. Only the best heuristic results are provided in Table11. In this table NSOL is the number of problems with a founded feasible solution, NOPT is the number of problems with proven optimality, AVT is the average solution time (in sec), AVED and MAXD are average, and maximal deviations (in percents) of the found value of the objective function from the best known respectively. Minimal deviation was 0 for all instances.

	). At