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Abstract. Occurring at small temporal and spatial scales, flash floods (FF) can cause severe economic damages and 
human losses. To better anticipate such events and mitigate their impacts, the French Ministry in charge of Ecology 
has decided to set up a national FF warning system over the French territory. This automated system will be run by 
the SCHAPI, the French national service in charge of flood forecasting, providing warnings for fast-responding 
ungauged catchments (area ranging from ~10 t����������	
�� ������� ������������������������� �� ��������� !�
��������"#�$������%�!�!����������������!������$�&$�'��������!��(���))�������$�!�!�����������������'� in 
2017 will be based on a discharge-threshold flood warning method called AIGA (Javelle et al. 2014). This method 
has been experimented in real time in the south of France in the RHYTMME project (http://rhytmme.irstea.fr). It 
consists in comparing discharges generated by a simple conceptual hourly hydrologic model run at a 1-km² resolution 
to reference flood quantiles of different (e.g., 2-, 10- and 50-year) return periods. Therefore the system characterizes 
in real time the severity of ongoing events by the range of the return period estimated by AIGA at any point along the 
river network. The hydrologic model ingests operational rainfall radar-gauge products from Météo-France and takes 
into account the baseflow and the initial soil humidity conditions to better estimate the basin response to rainfall 
inputs. To meet the requirements of the future FF warning system, the AIGA method has been extended to the whole 
French territory (except Corsica and overseas French territories). The calibration, regionalization and validation 
procedures of the hydrologic model were carried out using data for ~700 hydrometric stations from the 2002-2015 
period. Performance of the warning system was evaluated with various contingency criteria (e.g., probability of 
detection and success rate). Furthermore, specific flood events were analysed in more details, by comparing warnings 
issued for exceeding different critical flood quantiles and their associated timing with field observations. The 
performance results show that the proposed FF warning system is useful, especially for ungauged sites. The analysis 
also points out the need to account for the uncertainties in the precipitation inputs and the hydrological modelling, as 
well as include precipitation forecasts to improve the effective warning lead time.   
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1 Introduction  
Context 

Flash floods are typically caused by extreme rainfall 
events, which are highly localised and evolving rapidly 
[1]. Depending on catchment factors such as soil 
permeability and slope, the hydrological response can be 
very fast, occurring on time scales ranging from minutes 
to a few hours [2]. The rapid rising of waters can lead to 
devastating economic and human losses. Consequently, 
setting up early warning systems to warn communities 
and activate appropriate emergency procedures is a 
crucial and still on-going issue. For instance, in France, 
the June 15-16, 2010 event in the Var region in the south-
east (25 casualties [3]), has emphasized the limits of the 
official warnings during this event, based on a large-scale 
weather watch [4]. Following this event, the French 
ministry of environment has decided, among other 
measures, to develop an automated warnings system 
taking into account hydrological responses of the un-
monitored streamflows submitted to intense rainfall [5]. 
The envisioned flash flood warning system will 
complement the current "flood vigilance% system which 
is available only on the French monitored river network. 
 
Limits of the river flow forecasting systems 
Similarly to other conventional river flow forecasting 
systems (RFFS), the current French flood vigilance 
system is not suitable to efficiently forecast flash 
flooding. Indeed, as mentioned by [6], RFFS are usually 
defined to forecast slower events, on greater catchments, 
taking advantage of all hydro-meteorological monitoring 
networks (rain gauges, radar and satellite rainfall data, 
river gauges), locally calibrated hydrological models, and 
weather forecasts from numerical weather prediction 
(NWP) models. Such an approach is of limited interest 
for a flash flood warning systems [2]. First, all 
catchments prone to flash floods cannot be directly 
monitored with rain and water levels gauges. 
Consequently, hydrological models can neither be locally 
calibrated, nor benefit from river flow data assimilation at 
the point of interest. Secondly, correctly forecasting 
convective cells responsible for flash floods is still 
challenging for NWP models, due to the very small 
space-time scales of these events, leading to large 
forecast uncertainties.  
Despite these difficulties, important advances have been 
recently made: rainfall estimations combining weather 
radars and satellite measurements, nowcasting products 
for improved very short term precipitation forecasts, 
probabilistic NWP forecasts to capture and potentially 
reduce forecast uncertainties, and hydrological 
modelling. The challenges of ungauged catchments have 
been effectively addressed by the scientific and 
operational community in the Predictions in Ungauged 
Basin (PUB) framework. Promising perspectives have 
been demonstrated by distributed hydrological modelling 
approaches, such as the Distributed Hydrologic Model + 
Threshold frequency (DHM-TF, [7]) developed in the 
United States, the Grid-to-Grid (G2G, [8]) model used in 
the United-Kingdom, the LISFLOOD model initially 
developed for large European basins, but successfully 

adapted for small catchments prone to flash flooding [9]  
[10], and the CVN and MARINE models which were 
successfully tested on the Gard 2002 flash flood event in 
France [11].  
 
Current Flash flood warning systems 
Despite the recent advances made in hydrological 
modelling, most existing operational flash flood warning 
systems use simpler approaches based on rainfall 
threshold methods, which can be more easily interpreted 
by non-technical stakeholders: warnings are issued when 
local rainfall cumulated over a determined duration (i.e. 6 
hours) and a given area exceeds some specific threshold. 
These thresholds are usually determined based on 
experience from past events. To enhance this basic 
approach, one can determine different threshold values 
depending on the initial soil moisture condition, since the 
more saturated the catchment, the lower the rainfall 
threshold. Furthermore, the Flash Flood Guidance (FFG) 
approach , widely used operationally in the United States 
[12] [13], consists in running a hydrological model in 
inverse mode to determine the amount of rainfall needed 
to exceed a predefined specific discharge (usually 
corresponding to a given return period). In Europe, since 
2009, the operational European Flood Awareness System 
(EFAS) produces flash flood warnings based on the 
European Precipitation Index (EPIC) (www.efas.eu). This 
index is calculated using COSMO-LEPS ensemble 
weather forecasts: predicted rainfall is summed over the 
upstream area and for different durations (i.e. 6, 12 and 
24h), and cumulated values are then compared to annual 
maximal quantiles derived from 20 years of COSMO 
climatology [14] [15] [16]. Recently, EPIC has been 
replaced by the European Runoff Index based on 
Climatology (ERIC) in order to take into account initial 
soil moisture conditions[17]. 
  
The AIGA method 
The flash flood warning system to be implemented in 
France by the SCHAPI (French national service in charge 
of flood forecasting) is based on a discharge-threshold 
flood warning method called AIGA [18]. The AIGA 
method has been initially developed for the South of 
France by Irstea and Meteo-France [19]. It has been 
tested in real time over the last 5 years, with end-users 
��������"���#����,����!,�)������-�#����%���$����  in the 
framework of the RHYTMME project 
(http://rhytmme.irstea.fr). It consists in comparing 
discharges generated by a simple conceptual hourly 
hydrologic model run based on radar rainfall estimations, 
to reference flood quantiles of different return periods, at 
any point along the river network.  
 

The scope of this paper is to present the 
enhancements of the AIGA method for its integration into 
the future national warning system. First the enhanced 
hydrological model is presented. Then, performances are 
evaluated in two different ways: at gauging stations, as 
well as ungauged locations, using damage reports of two 
case studies. Finally, some concluding remarks are 
drawn. 
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2 The National AIGA method 

2.1 Model presentation 
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���� ��� ������ ��� �������� ������� ���� ��� �� ���� ����
� !�
�����
����
� "����������#� �	��
�� $���
�%� The initial 
version of the AIGA method is described ��� [18]. It 
combines two distributed modules: one continuous model 
running at a daily time step on 1-km² grids and 
representing soil moisture conditions (SAJ) and an event-
based module running at an hourly time step, which uses 
outputs from SAJ as initial humidity states (Fig. 1). In the 
initial version implemented for Mediterranean 
catchments, initial flows were assumed to be negligible in 
comparison with the high flows to be modelled. However 
this simplification is not acceptable anymore for 
catchments under other climatic conditions, with 
potentially significant baseflows.  

Therefore, in the national AIGA version presented 
in this paper, a third module has been included in order to 
include baseflow estimates in the event-based model. In 
this third module, the global daily continuous GR4J 
model (see for instance [20]) calculates daily flows at 
each target basin outlet covered by AIGA. These daily 
flows are then used to initialise the routing store of the 
hourly event-based model (Fig. 1).  

In real time, the production and routing stores of the 
event-based model are initialised every day at 6AM, 
except if a rainfall event is ongoing. From a practical 
point of view, at 7AM, if the amount of catchment 
rainfall cumulated over the last 24 hours exceeds 10mm, 
the production and routing stores are not initialised to let 
the model simulate flows with its internal model states. 
Furthermore, in order to have up-dated results every 15 
minutes, four chains of hourly models are running on the 
same time, with simply a shifting delay of 15 minutes. 

  

2.2 Values for parameters and reference flood 
quantiles 
 
Models parameters 
�

The three hydrological models used for the national 
version of AIGA use the following parameters (Fig. 1): 

- A the size of the production stores for the SAJ 
and GRSD modules (one value per pixel, same 
value for the two modules); 

- B the size of the global routing store of the 
GRSD  model (one value per target catchment); 

- X1, X2, X3 and X4 the four parameters of the 
GR4J model (one parameter set per target 
catchment). 
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Model parameters were calibrated using streamflow 

measurements of ~700 hydrological stations (Fig. 2) from 
the French national hydrometric database (HYDRO) 
provided by the SCHAPI and rainfall data provided by 
Meteo-France. Two available gridded products 
combining radar and rain gauges data were used: the 
COMEPHORE re-analysis from 2002 to 2006, and the 
ANTILOPE product from 2006 to 2015, in order to 
obtain rainfall information(at a 1-km² and hourly 
resolution) from 2002 to 2015. 

)���� ���� ����� ����	�� ��� ���
���� 	�� ���������
�����������	��
������������������	��������	��
������	�
���������� ���������� ����� ��� ���� ��������� ������%��$����
��$$������ *�+!+��$�� �	��!��
�����	�� ������ �	����������
�����������������������$����������������#��������+����
���	� �	���� ���� ����� $	�� ���� �������� ������� �	� ��	���
��������$
		���������� �������������
��������	�������������
����$	

	������������������	�,�

- �A uniformly fixed at 200mm ; 
- B fixed at 50mm whatever the target catchment 

to favour a fast hydrological response to 
precipitation input; 

- X1, X2, X3 and X4 transferred to the target 
catchment based on ���"���$���&���$%��������
[21]. In our case, regional transfer is made by 
averaging parameters calibrated at the 3 closest 
neighbours from the ungauged target site. 

 
 
Reference flood quantiles 
�

��������	$��������������	������	���$	�����	�������
������� 	$� 	�!�	���� $
		��� rather than provide absolute 
discharge estimates%� ��� ���� ������
� ����� ����	�� [18] 
discharges calculated in real time were compared with 
reference flood quantiles provided by the SHYREG 
method. The SHYREG method combines a punctual 
stochastic rainfall simulator and a rainfall-runoff model 
and is now recommended at the nationally for estimating 
reference flood quantiles at ungauged catchments [22]. 

Nevertheless, since long time series of gridded rainfall 
are now available and the hydrological models of the 
national version have been modified (compared to the 
SHYREG rainfall-runoff model), flood quantiles were 
generated from a continuous simulation of AIGA over the 
French territory for the 1998-2015 period (18 years). 
Reference flood quantiles were estimated by fitting a 
Gumbel law on the annual maximum values of the 
simulated streamflows. 

2.3 Evaluation methods 
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Evaluation �������	�����
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These contingency scores were computed pooling 
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Evaluation based on �������
���
�� 

 
(���!����'��#��&������������!����"������%�������

AIGA warning system for two events: the 15-Jun-2010 
flood near Draguignan, and the 03-Oct-2015 flood near 
Cannes. With 25 (+ 2 missing people) and 20 casualties 
respectively, these floods are in term of victims, the two 
most damaging floods since the September 2002 flood in 
the Gard department (23 deaths).  

Considering their devastating impacts, numerous 
post-event surveys have been carried out for 
administrative and research purposes. For example, for 
both flood events, an HYMEX field campaigns 
(www.hymex.org) regrouping several French laboratories 
have collected hydrometeorological measurements and 
detailed information on impacts observed on the ground. 
As a result, these two events are particularly well 
documented in terms of impacts (numbers, localization, 
����$.
,�������������'�&!�����������������$!��!!&�'�
by AIGA with impacts observed on the ground. 

For the 15-Jun-2010 flood, information about 
casualties came from the Vict-In database elaborated by 
L. Boissier during his PhD [23], while damage 
information was compiled by Lefort and Koulinski [24]. 
For the 3-Oct-2015 flood, all the information was 
collected by C. Saint-Martin (on-going PhD). Various 
data sources were used, such as police reports, media, 
interviews, and social network.      

AIGA discharges were simulated for all watersheds 
having an area ranging from 5 km² to 3500km². Then, for 
each of them, we determined the timing of the 2-year, 10-
year and 50-year threshold exceedance. The simulation 
having being made at an hourly time step, calculated 
discharges were previously interpolate (linearly) at a 15-
��������!��,������'����������'&������/���� ������������
method, which is up-dated every 15 minutes. Finally, the 
AIGA exceedance schedules were aggregated at a town 
level by taking for each return period (2-, 10- 50-year), 
the earlier exceedance observed in each town of the 
studied areas. 

 

3 Results 

3.1 Evaluation using continuous measurements 
of discharges 
�

����
������������������������
��-%�)	��������������
�
�
����� ��������
�� $	�� ���� ����� ����	��� ��� �		
����
�	������� 	��������� ���������� $	�� �

� ���� �����	����������
��������	�%�

�
�

������� ���� ��� ����
.� ����� ����� �����
-� ����� ����� �����
�� ��� � ����� �����
?� ����� ����� �����
/� ���!� ����� �����
@� ����� ����� �����
A� ����� ���!� ��� �
=� ����� ���� ��� �
B� ����� ����� �����
�	��
� ��� � ����� �����

�
�
������
�9	����������	���$	��������	
��	$�-!������������

����	��������	
��
�

�
	��
�����
���
�����	���'1;���
���	$�?=C����)��	$�
/BC� ���� �� 9)�� 	$� �@C%� ��� �� ����	��
� ��
��� �	���
��$$�������������	�������,����������
�������	��������$	��
���� 9�������� ����	�� �B#�� ������ ���� '1;�� )�� ���� 9)��
����� ��
���� 	$� AAC�� @AC� ���� /@C� ���������
�%�
9	������
��� ��������	��=���
�������'�� � ��#�	������ ����
�	���� �	��� �'1;D?�C�� )�D/�C� ���� 9)�D-=C#��
����
���$	������.�!�����$
		��7�����
����	����������������#�
���� �
����
�� 
���� �����$��	���� ����� �� ����
��� ��������
��������������$$����������	��%�

�
�
	��

��� ������ ����
��� �������� ����� ����

���$	���������������������� ��� ���� ����	��� $�	��)	����
	$� 2����� �B�� /�� ��� ?#� ���� ����E�������� �A#%�9	������
���
��������	���������	�������	�����$$��
����������������	���
$�	�� ���� �	���� 	$� 2����� �.�� -�� @#� ���� ��� �	������	���
������ �=#%� � 1��� �6�
�����	�� 
���� ��� ���� ����
�$����
�������������	�� ���� ��������� 	$� ���� 	������
� �	��
��
����������
���	�����	����$����$
		��������������������	$$%�

 
 

    �     
 

 

 
DOI: 10.1051/, 6E3S Web of Conferences e3sconf/201

FLOODrisk 2016 - 3rd European Conference on Flood Risk Management 
7 071801018010 ( 2016)

5



2	�������������	����
�������	�������������� ����������
�
�	�
�����������������	�������+������	��	���%�F��+�����
���
��������
�������'�� � ��������	��=#������
�	��6�
���������
����$������������7��
����	$���������������$�

����
�����		�����
�	������	��������%��

�
� ������ ���� �
������	�� ��������� �	� $��	��� $����
����	
	���
�����	�����	�����$�

�������������	�����������
$
		������������������	��-%-#������6��������������	��
�
�	���	����	���!������� $
	�������� ����
��������+� $
	���
	������� ���
���� ����� ���� 	�������� ���+� $
	�%� 2������ ?�
�

�������������������������������$	

	�������	��6���
��,�
�������G������������2��H	���.�/�+�I#��������J	����������
�"����	$�2����#���������K�H����:	��$������!���!K�H��../�
+�I#� ��� ����&����
��������)	����	$�2����#%�1������������
�����	$� ����2����������� ������������ ��������	������������
�
�
����� ����	������%� E������ �� ���������
� 
��� ����
�����$������	������
������������������������	��-%-#��������
�
�	� �	����
�� �	� ���������� ���� ��	
���	�� 	$� ���� �������
����	�� 	$� ���� ����	������ �
�$�� ����� 	$� $������ ?#%� E��
	�������	��� ���� -!������ .�!����� ���� /�!����� ��$������
7�����
��� �
�
����� 	�� 	��������	��� ���� ����
���	���
	�����%� ����� �����$	�����	�� ��	������ ��� ���
������
����� �	� �� 7�����
�!7�����
�� 	�����	�� ��	�������
����
�������$	�������������
�������������	��

���%����
	����� �	����� �
�
������ ��$������ $
		�� 7�����
��� 	��
����
���	��5 ��5 ���5 ���5 �	5 ��������5 3��!������45 ����5
������!����	����������	��%����	���������� ��������	$�	���
�	��
��	�	���!���������������$
	�������
��+���������$����
����	
	���
�����	���%��
�

3.2 Evaluation results with damage reports 
�

��� ����� ����	��� ��� �������� ���� ���
����	�� 	$� ����
�����7��
�$���	���������	������������	����$	����	�����
�������,�����./!0���!-�.��$
		�������;������������������
�!1�	���!-�./�$
		�������9�����%���	���$$�������������
���� 	��������,� ���� ������
� 
	���	�� 	$� ���� �����
7��
�$����	��������������������%�

�
2������� ?� ���� /� 	������ �����������6���
� $
	��

7��
�$����	�� ������� ���� ������ ����� ���� 
	�
�����	�� 	$�
���� ����
����%� ��� �	��� ���� ��������� �
�	��� �

� 
	���	���
������ ����
����� ����� ���	����� 	������ ��� 
����� 	���
������$
	��7��
�$��������������� ������������ 
���
� ��%�%� ��
/�!����� ������� ����	�#%� 1��� �6����	�� ����� ���
�����	�������������	$�2��*����-�����
����#������������./!
0��!-�.�� $
		��� ����� �� .�!����� ������� ����	�� $
	��
7��
�$����	�%� ������ ����
��� �������� ����� ���� �����
����	�� �$$�����
�� ������$���� �	������

�� �������� �����%�
8�������
����� ����� ����� �	��� �	�� ��+�� ���	� �	����
��
������
���� ���� �6�	����� $��	���� ��� ��	������
��$	�����	����
������	�
���	�$
		����H���%�1�����	�������
��������	�+��	�!�	����'�;������L-/M���������������#�����	�
	������ ���� ��$	�����	�� ��	������ ������������� �	��
�
��
������
���� ���� �6�	����� $��	��� ��� 	����� �	� �������
������$�� ������� ���� ��	���� ������
� $
		�� ���+� ����,�
����������	������
	�
��	�	�	�	��������������������
��	����� �������� �	��� ������ ���� 	���������� ��� ���
������
�� �������� $	�� �� ��
�����
�� 	��	�� $
		��� ���
��

	������ ����	��� ���� �	��
���	�� 	�� ��$����������� �6�	����
������������������������$�����������$
		�%�

�
���� ������� 	$� ���� ����� $
	�� 7��
�$����	��� ���

���
������������
���������?%�F����+�	���������	���	$���
������ ������ �������� 	�� ����
��#� ��� 	������� �	� ����
$������	���	$����������������	
���6���������%�%�-!������
.�!���������/�!�����7�����
��#�$	������������	��%�2	������
./!0���!-�.�� $
		��� ����� $
	�� 7��
�$����	��� 
���� �	�
���
�� ��������� $	�� �
�	��� �

� ���� ���	����� �������%�
;��������� 	�� ���� ������� ���� ���� ����� ������	
��
	���������� ���� 
���� ������ ���� ��	���� .� �	��� �	� ������
�
�	���%�2	�������!1�	���!-�./�$
		�������
���������$$�����%�
K�������������������	�����������
���������.!�	��%�

������ ��	� 	���������� ����
��� ���� �6�
������ ��� ����
��$$������� �������� ���� ��	� $
		�� ������%� 2	�� ���� ./!
0���!-�.��$
		�������������������������������$�

�	������
��
�����
�� 
	��� ����� �$	�� �� $
���� $
		�#,� $	�� ��������
:���	!2����� ��������� �/�� ��� ��� K��� ���� 	���� B�
�	����� �������� .-���� ���� -.���%� 2	�� ���� �!1�	���!
-�./������������������$�

� 
������	�
����	��	����������$	��
�������� .A/��� ��������� ��� 9������ �������� -��� ����
--�%� 9	������� ����� ���� $��� ����� ����� ����$�

� ��������
���

� ���������� ������ ����	���� ����� ���� �6�����
��
��	��%�

8�������
����� ����� ����� �� ������� 
���� ������ ����
��$	�����	�������������������������$�
��������������
���
�	� ����� �� ��������� ����� 	$� ���� �������	�� ��� ���
� ����%�
&	������� ������ ����
��� ��	�� ���� ����� �	� ��
����
����������	�� $	�������� ����� �$� ��� ���� ���� 	$� �����
	���������������
�������������������������	
���������$	��
��������L-@M��������������#%���
�

 
 

    �     
 

 

 
DOI: 10.1051/, 6E3S Web of Conferences e3sconf/201

FLOODrisk 2016 - 3rd European Conference on Flood Risk Management 
7 071801018010 ( 2016)

6



�
�

�

�
�
�

�������G������������2��H	���.�/�+�I#�
�

�
�
�

�
�

����K�H�����������:	��$������!���!K�H��../�+�I#�
�

�  
��������
�"6���
��	$�����
���������	������������	���������������7�����
�!7�����
��	�����	���
�$�#���������	���������#�

 
 

    �     
 

 

 
DOI: 10.1051/, 6E3S Web of Conferences e3sconf/201

FLOODrisk 2016 - 3rd European Conference on Flood Risk Management 
7 071801018010 ( 2016)

7



 

 
�

�
��������
��������6���
�7��
�$����	��$
	������
	�
�����	��	$���������
�����$	������./!0���!-�.��$
		��

�
�
�

�
��������
��������6���
�7��
�$����	��$
	������
	�
�����	��	$���������
�����$	�������!1�	���!-�./�$
		��

 
 

    �     
 

 

 
DOI: 10.1051/, 6E3S Web of Conferences e3sconf/201

FLOODrisk 2016 - 3rd European Conference on Flood Risk Management 
7 071801018010 ( 2016)

8



"��� #��$�	%
	�& '���$�

(��)'*
�+,��
�!�"���
!�+,��
�!�"���
��+,��
�!�"��

! "�� ��������	
 %��	$����%��


!�"!� 	��
����#��-���#�# .&
���	�/�
!�"�� *����%����-�0�	&�$�&
���%��$����&#���/"	$"��	����/���

$�&��	��#��
.&
���	�/�

��1�23�4
�+,��
�!�"��
!�+,��
�!�"!�
��+,��
�!�"��

!�"�� 5�	#���6,+%����#�6,�
"���	��������#��$$����$�0%��
��,�
#��
��,�#�

.&
���	�/�

!�"�� ��������������������	����������	
 %��	$����%��

!�"�� �����	������������������������	����������	��� %��	$����%��


!�"�� 	��
����#��-���#�# .&
���	�/�
7 ��������	������	������������������ %��	$����%��


!�"�� 	��
����#��-���#�# .&
���	�/�
7  �������	�������������	����������������������	� %��	$����%��


(3��4�
�+,��
�!�"!�
!�+,��
�!�"��
��+,��
�!�"��

��"�� � �0�
��/�,�-���#�# .&
���	�/�

(3�(4*
�+,��
�!�"��
!�+,��
�!�"��
��+,��
�!�"��

!�"�� ��������	
 %��	$����%��


��"�� 5�	#���6,+%����#�����%��%���6��$8�#��&�	
� .&
���	�/�
��"!� ��������	�� %��	$����%��

��"�� ��������	
 %��	$����%��

��"�� ��������	
 %��	$����%��

��"!� ���#	&��	&�
�/& .&
���	�/�
�!"�� ��������	
 %��	$����%��

��"!� ���#	&��	&�
�/&9�$�0%�	
������$��
�# .&
���	�/�

7 ��������	�������	� %��	$����%��


1):43514�3+
'41+�1;3�'

�+,��
�!�"��
!�+,��
�!�"!�
��+,��
���"

13<4'

�+,��
�!�"��
!�+,��
�! "��
��+,�=�&�
�
�>$��#�#

*�?�3�4+
2)45(3

�+,��
�!�"��
!�+,��
�!�"!�
��+,��
�!�"��

21�;4.;���
�+,��
�!�"��
!�+,��
�!�"!�
��+,��
�!�"��

�1��'+3�+
@1)A3�*3

�+,��
�!�"��
!�+,��
�!�"!�
��+,��
�!�"��

!���
"�#$�%&'%�
(������	��

(3'��1*'
�+,��
�!�"��
!�+,��
�!�"!�
��+,��
�!�"��

)��������������

�
�

������
�;���������	����$	������0���!-�.��$
		��������
��
�

"��� #��$�	%
	�& '���$�
�!"�� � �0�
��/�,�-����#��
��--	$��
�%%�#� A	&$	��
����
�
�!"�� *�0%�	
��-���#�# .&
���	�/
�!"�� �������-���#�# .&
���	�/

7 *�������	��������������������������������+��,����#��	�	���
��	�,��������	��������������-��	������

��#	�

�!"�� 	��
���%��
��-���-���#�#���%��
����0� ��#	�
�!"�� ��&,���%��
���&�-���#�#�6�	�#	&�� .&
���	�/�
�!"�� ���	��
"��
"���-���#�#��&#����$��
�# B	
&�����	��
/	

��
��"�� ��������	
 ��#	�

7 ��������	
���������� ��#	�
7 ��������	
����#	�������������������� ��#	�

�!"�� .�������	�����������������	�����	������ ��#	�
��"�� ��&,C-���#�#C6�	�#	&��=C"�����9C�0���C-�$
��	��9C�"�%�D .&
���	�/�
��"�� *�0%�	
��-���#�# ��#	�
�!"�� � �0�
���/�,�-���#�#��
��--	$��
�%%�#� A	&$	��
����
�

7 ��������	
 ��#	�

A.((3�34A3+
()453�

�+,��
���"��
!�+,��
��!"!�
��+,��
��!"��

��"�� *�0%�	
��-���#�# ��#	�

!���
"�#$�%&'%�
(������	��

���23(.34+(�+
��@)4(3

�+,��
���"!�
!�+,��
���"��
��+,��
���"��

)��������������

*���3'
�+,��
���"!�
!�+,��
���"��
��+,��
���"��

5.)�
�+,��
���"!�
!�+,��
���"��
��+,��
���"��

���.53'
�+,��
���"!�
!�+,��
���"��
��+,��
���"��

�
�

������
�;���������	����$	������1�	���!-�./�$
		�������

 
 

    �     
 

 

 
DOI: 10.1051/, 6E3S Web of Conferences e3sconf/201

FLOODrisk 2016 - 3rd European Conference on Flood Risk Management 
7 071801018010 ( 2016)

9



 

4 Discussion and conclusion 
2	�� ���� ����	��
� ���
��������	�� 	$� ���� ��������

�������� ���� ����!������������ ����	
	���
� �	��
� 	$� ����
���������	������ ����� �������� �	� ��
���� �� ����$
	��
��������	���	��
�%������
������	����������	��
�����	��	$�
���� �	��
� ����������� ����� ������� 	��� 	�� NA���
���������� $�6���� �� ������� 	$� ����������� ���
��
�����������������$��	������$	�����%��������

��������
	$� ���� �
	��
� �	������ ��	��� ���� �	���� �	� $��	��� $����
����	
	���
� � ����	���� �	� ����$�

� ������ �	� ��	����������
$
		�� ��������%� ���� �	������
� ����� 	$� ����� ����
�����
$
	��� ���� ��+��� ���	� �	���� ��� ������ $
		�� 7�����
���
���������� $�	�� 
	��!����� ����� ����
���	��%� ����
����
����� ������
� ��$	�����	�� 	$� ���� $
		�� �������	��
��������������	������
����������	$�	��	����������	�����
������ ��� ���� �	���� �
	��� ���� ������ ����	�+�� ���
�� 	�
��
������
� ���� 
	�
� ��$	�����	�� �	�
�� ������

�� �������
$�	�� ���� �������� ������� �	�������� ��������� ���
	��������	�� ��	�
���� ��%�%� 
	��� �	��
�� ����	�+� $	��
���� 0���� -�.�� �����#%� ���� ���$	������ 	$� ���� ��������
������� ���� ���
����� ��� 	��������� $������ ���� ����!
����
����� $
		�� ������	
�� �6�������� ����� 	��������
$
		��� ������ 	�����	��� ����
����� ���� 	�������� �����
������� 	�� �

� ������ ���������� ���� ������ ��� 	��������
���� ����� $
	�� 7��
�$����	��� �	� ������� ���	���� $	�� -�
�������$
		����������������)	���!"����	$�2����%��

�
�������
����	�����
��������$	

	���������
��,�
!�����	����������	����$	������-!���������.�!�����

$
		�� 7�����
��� ��	���� �����$��	��� ����
��� �����
�����$����� ����	��
� ���������� ��	���<� ����� 	�
�� ���
�6�
�����������������
�����	$���������	
	���
��	��

����
����	�����%�%��������	���	���	��

���#�����������	������
���������!����������$�

���������%�%�����	������	��������#�
���� $
	�� �������������� ������

�� ������� ����� $
	��
������������	���
$����	�����������<�

!������$
		��7��
�$����	��������	����������������
������� 	�������� 	�� ���� ��	����� ����� �$� ���� �$$������
�������� 
���� ����� 	�� $
		�� ���������	�� ���� 
������� �	�
��������� ����� 
	����� ����	���� ����<� $	�� ���� 1�	����
-�./� ������� ���
�� ������	�� 	$� $
		����� ���� ������

��
��

������������	����������������������
	�
����������$�

�
������� ���� ���� $���� ����	���� ����� 	$� ���� ��������
��������<� �
�	� ������������ ������� ��	�
�� �	���� $	��
�	����
� ��
������
���� $��	��� ���� ���� ������� ������� 	$�
�	��
���	�� �6�	����� �	� $���� ��	
����� ������� �	� ��	�����
����	������� $
		�� ���+� ��$	�����	�%� ����� �������H��� ����
����� �	� ����
	�� 	������������ 	��������	��
� ���� �	��!
������ ������� ��������� �	� ���������� �����	�!��
������
������	
���$	��������������������%���

��� 	����� �	� ����	��� ���� ����!������ ��������
�������� 	��	���� �������� $	����� 	�� ���� ����	
	���
�
�	��
� ������������� ���� ���� 	$� ����������	�� $	�������
�����	�������	������	������������������������������	��
�����$	�� �������� L-@M� ��� ����� �����#�� ����7�����$����	��	$�
���� ����� �	����� 	$� ����������� � ��%�%�� ����������	��
������
�� $	������� ��� ��

� ��� �����!������ ������
��#��
���� ���� ���������	�� 	$� ��
������
���� ��$	�����	�� �	�
	��������� ����	������� $
		�� ���+� ��������� �	� �� �����

������ 	$� ������� $�	�� ���

� 	���������� �	� 
����� ������
�����������L-/M��������������#%�
�

1��������	��������������	������������������	���$����
���� ������
� �	��
������ $	�� �������� ���� $������ ��������%�
F���� ����� 7��
�$����	��� ��	�
�� ��� ��
����O� F����
�������
��������

����	�����O�F���� ��	�
����� ���� 
��+�
����� 	����� ������� �������� �������� ��%�%�� ���� �'�9�
��������� ������� ���:���	!2����� $	�� �������� ����$�

� 	��
���53����
���45�������PO5�5��������5	������>5
��5��5���5
)9&�'��� ���� ���	
�����:���	!2������ ������� ���� $������
���!������ �����
��� �	�+�� 	�� ������ ������%� ���� $������
���������

����$�

��	������	��
����-�.A�L-AM%�

�
�

5 References 
�

1. Creutin, J.D. and M. Borga, Radar hydrology 
modifies the monitoring of flash-flood hazard. 
Hydrological Processes, 2003. 17(7): p. 1453-
1456. 

2. Borga, M., et al., Hydrogeomorphic response to 
extreme rainfall in headwater systems: Flash 
floods and debris flows. Journal of Hydrology, 
2014. 518, Part B(0): p. 194-205. 

3. Rouzeau, P., Martin, X., Pauc, J-C., Retour 
d'expérience des inondations survenues dans le 
département du Var les 15 et 16 juin 2010, 2010, 
Inspection générale de l'administration, 
Ministère de l'écologie, de l'energie, du 
développement durable et de la mer, Ministère 
de l'intérieur, de l'outre mer et des collectivités 
territoriales. p. 87. 

4. Ruin, I., et al., Social and Hydrological 
Responses to Extreme Precipitations: An 
Interdisciplinary Strategy for Postflood 
Investigation. Weather, Climate, and Society, 
2014. 6(1): p. 135-153. 

5. environment, F.m.o., Plan submersions rapide : 
submersions marines, crues soudaines et 
ruptures de digues. http://www.developpement-
durable.gouv.fr/IMG/pdf/Le_plan_submersion_r
apide.pdf, 2011. p. 80. 

6. Moore, R.J., V.A. Bell, and D.A. Jones, 
Forecasting for flood warning. Comptes Rendus 
- Geoscience, 2005. 337(1-2): p. 203-217. 

7. Reed, S., J. Schaake, and Z. Zhang, A distributed 
hydrologic model and threshold frequency-
based method for flash flood forecasting at 
ungauged locations. Journal of Hydrology, 
2007. 337(3-4): p. 402-420. 

8. Cole, S.J. and R.J. Moore, Distributed 
hydrological modelling using weather radar in 
gauged and ungauged basins. Advances in 
Water Resources, 2009. 32(7): p. 1107-1120. 

9. Younis, J., S. Anquetin, and J. Thielen, The 
benefit of high-resolution operational weather 
forecasts for flash flood warning. Hydrology and 

 
 

    �     
 

 

 
DOI: 10.1051/, 6E3S Web of Conferences e3sconf/201

FLOODrisk 2016 - 3rd European Conference on Flood Risk Management 
7 071801018010 ( 2016)

10



Earth System Sciences, 2008. 12(4): p. 1039-
1051. 

10. Alfieri, L., J. Thielen, and F. Pappenberger, 
Ensemble hydro-meteorological simulation for 
flash flood early detection in southern 
Switzerland. Journal of hydrology, 2012. 424 
425(1): p. 143-153. 

11. Braud, I., et al., The use of distributed 
hydrological models for the Gard 2002 flash 
flood event: Analysis of associated hydrological 
processes. Journal of Hydrology, 2010. 394(1+
2): p. 162-181. 

12. Georgakakos, K.P., Analytical results for 
operational flash flood guidance. Journal of 
Hydrology, 2006. 317(1-2): p. 81-103. 

13. Ntelekos, A.A., K.P. Georgakakos, and W.F. 
Krajewski, On the uncertainties of flash flood 
guidance: Toward probabilistic forecasting of 
flash floods. Journal of Hydrometeorology, 
2006. 7(5): p. 896-915. 

14. Alfieri, L., D. Velasco, and J. Thielen, Flash 
flood detection through a multi-stage 
probabilistic warning system for heavy 
precipitation events. Adv. Geosci., 2011. 29: p. 
69-75. 

15. Alfieri, L. and J. Thielen, A European 
precipitation index for extreme rain-storm and 
flash flood early warning. Meteorological 
Applications, 2015. 22(1): p. 3-13. 

16. Alfieri, L., et al., Operational early warning 
systems for water-related hazards in Europe. 
Environmental Science and Policy, 2012. 21: p. 
35-49. 

17. Raynaud, D., et al., A dynamic runoff co-
efficient to improve flash flood early warning in 
Europe: evaluation on the 2013 central 
European floods in Germany. Meteorological 
Applications, 2015. 22(3): p. 410-418. 

18. Javelle, P., et al., Evaluating flash-flood 
warnings at ungauged locations using post-event 
surveys: a case study with the AIGA warning 
system. Hydrological Sciences Journal-Journal 
Des Sciences Hydrologiques, 2014. 59(7): p. 
1390-1402. 

19. Lavabre, J. and Y. Gregoris. AIGA: A flood 
forecasting tool. Application to the French 
Mediterranean region. in Water Resource 
Variability : analyses and impacts. FRIEND 
2006. 2006. La Havane (Cuba): AISH 
Publications. 

20. Perrin, C., C. Michel, and V. Andréassian, 
Improvement of a parsimonious model for 
streamflow simulation. Journal of Hydrology, 
2003. 279(1-4): p. 275-289. 

21. Oudin, L., et al., Spatial proximity, physical 
similarity, regression and ungaged catchments: 
A comparison of regionalization approaches 
based on 913 French catchments. Water 
Resources Research, 2008. 44(3). 

22. Organde, D., et al., Régionalisation d'une 
méthode de prédétermination de crue sur 
l'ensemble du territoire français : la méthode 

SHYREG. Revue des sciences de l'eau, 2013. 
26(1): p. 65-78. 

23. Boissier, L., La mortalité liée aux crues 
torrentielles dans le Sud de la France: une 
approche de la vulnérabilité humaine face à 
l'inondation, 2013, Université Paul Valéry - 
Montpellier III. 

24. Lefort, P., Koulinski, V., Crue du 15-16 juin 
2010: Expertise post-crue, Tome 1, Analyse 
hydrologique de la crue de juin 2010. Conseil 
Général du Var, Direction de l'Environnement, 
Service Rivière et Milieux Aquatiques, Syndicat 
intercommunal d'Aménagement de la Nartuby, 
2011: p. 33. 

25. Saint-Martin, C., et al. Assessing the exposure to 
flooding to implement an flood impact model for 
French Mediterranean basins. in FLOODrisk 
2016 - 3rd European Conference on Flood Risk 
Management. 2016. Lyon - France. 

26. Caseri, A., et al. A space-time geostatistical 
approach for ensemble rainfall nowcasting. in 
FLOODrisk 2016 - 3rd European Conference on 
Flood Risk Management. 2016. Lyon - France. 

27. de Saint-Aubin, C. et al. A new French flash 
flood warning service in FLOODrisk 2016 - 3rd 
European Conference on Flood Risk 
Management. 2016. Lyon - France. 

 
 

 
 

    �     
 

 

 
DOI: 10.1051/, 6E3S Web of Conferences e3sconf/201

FLOODrisk 2016 - 3rd European Conference on Flood Risk Management 
7 071801018010 ( 2016)

11


