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The InGaN ternary alloy has the potentiality to achieve high efficiency solar cells: tunable bandgap in the whole solar spectrum, high absorption coefficient, high stability and radiation tolerance. These very 

promising characteristics make InGaN potentially ideal for designing and developing next-generation high-efficiency thin films solar cells. However, challenging issues remain to address: (i) the difficulty to 

elaborate sufficiently thick monocrystalline InGaN layers with a high Indium content; (a) the high defects density and the spontaneous and piezoelectric polarizations; (iii) the p-doping which remains difficult 

to master. In this report, we use rigorous optimization approach based on state-of-the-art optimization algorithms to investigate the effect of defects and polarization (spontaneous and piezoelectric) on a 

double junction InGaN solar cell. A better understanding of the mechanisms involved in the heterostructure has a crucial impact on the design and elaboration of high efficiency InGaN thin films solar cells 

which require, in particular, a precise control of the Tunnel Junction elaboration which is still very challenging.     

Cell optimized by a method using nonlinear optimization algorithms to calculate the 

set of parameters maximizing the efficiency [1]. This method and the resulting 

software we developed [2] permit to simultaneously optimize a large set of 

parameters (twelve parameters for the double junction solar cell) taking 

automatically into account their interdependence while drastically reducing the 

computing time when compared to the classical method where only one parameter 

is varying at a given time. The used backend simulator engine is Silvaco® Atlas. 
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 Illumination : 1 Sun with AM 1.5G Solar Spectrum. 

 InGaN Bandgap, Affinity, Effective density of states, Permittivity, 

Absorption, SRH, Auger and direct recombination, Band discontinuity, 

Tunneling current, Polarization/Piezoelectric parameters, …: taken 

from literature or extrapolated from GaN and InN  experimental data. 
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 InGaN crystal structure: Wurtzite with Gallium or Nitrogen polarity. This 
polarity generates a spontaneous polarization creating an accumulation of 
charges at the InGaN surface. 

 Lattice mismatch induces strain and piezoelectric polarization. This polarization 
may either reduce or enhance the total polarization. 

 Without external polarization, the total polarization of the heterostructure is 
the sum of the spontaneous and piezoelectric polarizations: 
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The spontaneous polarization bowing factor is taken equal to 0.038 C/m2 [6]. 
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The epitaxy of InGaN on lattice-mismatched substrates induces a high density of 
active defects at the heterointerface and in the bulk. Experimentally studied 
defects using DLTS, Photocurrent, Photoluminescence… e.g. [8]:  
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Optimal InGaN double junction solar cell parameters giving efficiency of about 25%  

Conduction band in the Tunnel Junction region and current-voltage characteristic  

variation with respect to the total (spontaneous + piezoelectric) polarization. The normalized polarization 

value of 1.0 corresponds to the nominal value in C/m2 extrapolated from experimental data for GaN and 

InN. The polarization is increased up to 3 times its nominal value. 

 

Polarization in the Tunnel Junction region  bands bend  charges accumulate at the interface and 

induce electric field in the direction opposite to that of the PN junction  “parasitic diode” in the double 

junction solar cell. This “parasitic diode” induces a decrease of the solar cell open-circuit voltage and, if 

the induced field is greater than that of the cell, a decrease of the short-circuit current. 

Efficiency = 25% less than what previous theoretical works predicted (35%)  comprehensive and empirical models (Absorption, Mobility, Recombination, Tunneling, Bandgap narrowing, etc.)  Effective result  tightly linked to the actual device realization. 

Photogeneration and recombination rate distribution and effect of deep defects located in 

Top and Bottom Cells bulk and located at the Tunnel Junction heterointerfaces 

on the efficiency. The role of the Tunnel Junction is crucial in the multijunction InGaN solar cell by 

enhancing the current matching between the top and bottom cells and drastically reducing the voltage 

loss. It is very sensitive to the interface deep defects: the decrease of the efficiency begins at a defect 

concentration as low as 1012 cm-3, while the effect of bulk deep defects becomes noticeable only at 1016 

cm-3. The recombination rate around the Junction Tunnel illustrates this effect. 

The studied defects are located at 

the Tunnel Junction interfaces where 

their impact is most sensitive 

Deep defects as experimentally 

studied with N up to 1018 cm-3 

Figure C: Photogeneration and 

Recombination distribution in 

the InGaN double junction solar 

cell in full scale (top figure) and 

zoomed in the Tunnel Junction 

region (bottom figure). 


